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PETROLEUM/ 


By  F.  H.  Oliphant. 


[The  barrel  in  this  report,  unless  otherwise  specified,  is  of  42  Winchester  gallons.] 
IMPORTAITT  FEATURES  FOR  THE  YEAR. 

By  a  comparison  of  the  tables  in  this  report  with  those  showing  the 
production  of  petroleum  for  the  preceding  year,  it  will  be  found  that 
the  following  features  are  conspicuous : 

First.  The  total  quantity  of  crude  petroleum  produced  in  the  United 
States  for  the  year  1897  is  almost  identically  the  same  as  in  1896. 

Second.  There  was  a  slight  increase  in  the  product  of  the  Appalachian 
field  as  a  whole,  especially  in  the  State  of  West  Virginia. 

Third.  There  was  a  decided  decrease  in  the  production  of  Lima  crude 
petroleum  in  the  States  of  Ohio  and  Indiana. 

Fourth.  There  was  a  large  decrease  in  the  number  of  wells  completed 
in  the  Appalachian  and  in  the  Lima-Indiana  field. 

Fifth.  There  was  a  comparatively  large  increase  of  production  in  the 
State  of  Texas. 

Sixth.  The  stocks  increased. 

Seventh.  The  price  decreased.    , 

TOTAL   PRODUCTION    IN   THE   UNITED    STATES. 

The  entire  production  of  crude  petroleum  in  the  United  States  in 
1897t  was  60,568,081  barrels,  as  compared  with  60,960,361  barrels  in 
1896,  showing  a  decrease  of  392,280  barrels,  a  decline  of  only  two- 
thirds  of  1  per  cent. 

The  production  for  1896  was  the  largest  of  any  year  in  our  history; 
the  production  of  1897  is  next  to  it;  that  of  1891  ranked  third  in  quan- 
tity, with  an  output  of  54,291,980  barrels. 

The  following  table  shows  the  percentages  of  the  total  crude 
petroleum  produced  in  1896  and  1897  in  the  Appalachian,  the  Lima- 


*For  much  of  the  statistical  information  in  iliis  report  credit  should  be  given  to  the  Oil  City  Derrick. 
Other  special  ackno\%  ledgmonts  are  given  in  the  body  of  the  report. 
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Indiana,  and  all  of  the  remaining  fields  combined : 

Percentages  of  total  crude  petroleum  produced  in  the  several  fields  for  1896  and  1897. 


Field. 


Appalachijtn  . 
Lima-Indiana 
All  other 

Total  .. 


1806. 

1897. 

Per  cent. 

Percent. 

55.70 

58.19 

41.40 

37.67 

2.90 

4.14 

100.00 


100.00 


INCREASE  IN  THE  APPALACHIAN  FIELD. 

This  field  includes  all  of  the  territory  on  the  northwest  flank  of  the 
Appalachian  Mountains,  extending  in  a  general  southwesterly  direction 
from  southwestern  !New  York,  through  Pennsylvania,  West  Virginia, 
southeastern  Ohio,  Kentucky,  and  Tennessee,  and  terminating  in  Ala- 
bama, although  the  two  States  preceding  the  last  named  have  produced 
only  a  small  percentage  of  petroleum  and  that  last  named  has  pro- 
duced none  whatever. 

The  total  production  in  this  field  was  35,229,949  barrels  in  1897,  as 
compared  with  33,970,222  barrels  in  1896,  showing  an  increase  of 
1,259,727  barrels,  amounting  to  3.71  per  cent.  The  amount  and  per- 
centage of  increase  or  decrease  in  this  field  by  States  in  1897,  as  com- 
pared with  1896,  was  as  follows: 

Production  of  petroleum  in  the  Appalachian  field  in  1896  and  1897 y  by  States,  showing 

increase  or  decrease. 


State. 

Prodnction. 

Increase. 

Decrease. 

Percentage.- 

1896. 

1897. 

Increase. 

Decrease. 

New  York 

Pennsylvania  . . 
West  Virginia.. 
Southeastern 
Ohio 

ft 

BarreU.       \       Barrels. 
1, 205, 220       1.  279. 155 

BarreU. 
73,935 

BarreU. 

Per  cent. 
6.13 

30.64 

Per  cent. 

19, 379, 201 
10, 019,  770 

3, 366, 031 

17,982,911 
13, 090, 045 

2, 877, 838 

1,  396,  290 

7.20 

3, 070, 275 

488, 193 

14.50 

Total 

NetincreaBe 

3, 144, 210 
1, 259, 727 

33,  970,  222 

35, 229, 949 

1,884,483 

3.71 

The  production  for  1897  was  only  609,828  barrels  short  of  the  pro- 
duction in  1891,  which  year  gave  the  largest  production  in  the  history 
of  the  industry. 
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DECREASE  IN  THE  LIMA-INDIANA  FIELD. 

The  Lima- Indiana  field  decreased  from  25,255,870  barrels  in  1896  to 
22,805,033  barrels  in  1897,  showing  a  decline  of  9.7  per  cent.  Of  this 
total  Ohio  furnished,  in  1897,  18,682,677  barrels,  as  compared  with 
20,575,138  barrels  in  1896,  a  decrease  of  9.2  per  cent,  while  Indiana 
decreased  from  4,680,732  barrels  in  1896  to  4,122,356  barrels  in  1897,  a 
decrease  of  11.93  per  cent.  This  field  showed  an  increase  of  29.8  per 
cent  in  1896  over  1895. 

OTHER  STATES. 

Colorado  increased  from  361,450  barrels  in  1896  to  477,499  barrels  in 
1897,  a  gain  of  116,049  barrels,  amounting  to  32.11  per  cent. 

California  increased  from  1,252,777  barrels  in  1896  to  1,903,41 1  barrels 
in  1897,  a  gain  of  650,634  barrels,  amounting  to  51.93  per  cent. 

Texas  showed  the  largest  percentage  of  gain  of  any  of  the  States 
yielding  petroleum.  .The  production  for  1896  was  1,450  barrels,  while 
that  of  1897  was  65,975  barrels,  an  increase  of  45J  barrels  in  1897  for 
each  one  produced  in  1896. 

Kansas  declined  from  113,571  barrels  in  1896  to  81,098  barrels  in  1897, 
a  decrease  of  28.59  per  cent. 

The  tables  in  the  body  of  this  report,  showing  production,  value,  and 
percentages  of  increase  and  decrease,  give  additional  information  in 
detail. 

DECREASE  IN  THE  NUMBER  OF  WELLS  COMPLETED. 

There  was  a  large  falling  off  in  the  number  of  wells  completed  in 
18^7,  which  represents  the  field  work,  as  compared  with  1896.  In  the 
Appalachian  field  there  were  1,752  fewer  wells  drilled  in  1897  than  in 
1896.  In  the  Ohio-Indiana  field  there  were  2,466  fewer  wells  drilled  in 
1897  than  in  1896.  In  both  fields  together  there  was  a  decrease  of 
4,218  wells  in  1897  as  compared  with  1896,  amounting  to  31.4  per  cent, 
while  the  total  production  in  both  these  fields  decreased  only  2  per  cent 
in  1897  as  compared  with  1896. 

INCREASE  IN  STOCKS. 

The  stocks  of  crude  petroleum  in  the  Appalachian  field  at  the  close 
of  1897  were  11,010,044  barrels,  as  compared  with  9,745,722  barrels  at 
the  close  of  1896,  an  increase  of  1,264,322  barrels,  or  13  per  cent. 

In  the  Lima-Indiana  field  the  stocks  of  crude  petroleum  at  the  close 
of  1897  were  22,939,639  barrels,  as  compared  with  22,573,768  barrels  at 
the  close  of  1896,  a  gain  of  365,871  barrels,  or  1.6  per  cent. 

The  total  stocks  of  the  two  fields  at  the  close  of  1897  were  33,949,683 
barrels,  as  compared  with  32,319,490  barrels  at  the  close  of  1896,  a  gain 
of  1,630,193  barrels,  equal  to  5  per  cent. 
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Of  the  total  stocks  at  the  close  of  1897  the  Appalachian  field  con- 
tained 30.8  per  cent,  the  Lima-Indiana,  field  69.2  per  cent. 

DECREASE  IN  PRICE. 

The  average  price  of  what  has  l^een  called  certificate  or  credit-balance 
oil  in  the  Pennsylvania,  New  York,  Ohio,  ^nd  West  Virginia  field  in  1897 
was  78g  cents  as  compared  with  $1.17J^  in  1896,  showing  a  decline  of 
39|  cents.  The  highest  average  in  any  single  month  in  1897  was  90^ 
cents  in  February.  The  lowest  in  November  and  December  was  65 
cents  for  both  months. 

The  average  price  of  northern  and  southern  Lima  (Ohio)  petroleum 
was  48  cents  in  1897  as  compared  with  66.7  cents  in  1896,  a  decrease 
of  18.7  cents. 

The  average  price  of  Indiana  (Lima)  petroleum  in  1897  was  45^  cents 
per  barrel  as  compared  with  63  cents  in  1896,  a  decrease  of  17^  cents. 

The  total  value  of  the  60,960,361  barrels  produced  in  1896  was 
•58,518,709,  equal  to  96  cents  per  barrel. 

The  total  value  of  the  60,568,081  barrels  produced  in  1897  was 
•40,929,61 1,  or  67.6  cents  per  barrel,  a  decrease  of  28.4  cents  per  barrel, 
or  a  de<;reaHe  in  value  of  $17,589,098. 

The  natural  lubricating  oil  of  Wyoming  still  continues  to  command 
the  highest  price,  as  it  is  quoted  at  $8  per  barrel.  Kansas  crude  petro- 
leum is  the  lowest,  being  40  cents  in  1897  as  compared  with  45  cents  in 
1896.  California  i>etroIeum  declined  9  cents  and  Colorado  petroleum 
declined  7^  cents  per  barrel. 

PRODUCTION  AND  VALUE. 

TOTAL   PRODUCTION    AND   VALUE. 

In  the  following  table  is  given  a  statement  of  the  total  amount  and 
the  total  value  of  all  crude  petroleum  produced  in  the  United  States 
in  1896  and  1897,  by  States  and  important  districts: 
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Total  amount  and  value  of  crude  petroleum  produced  in  the  United  States  in  1896  and  1897. 


1896. 


State  and  district. 


Barrels. 


Value. 


New  York 1, 205, 220  $1,  420, 653 


PennsylvaDia : 
PennBYlvania 

Franklin 

Smith's  Ferry 


Total 


West  Virginia : 
West  Virginia.  .| 
Burning  S^mngs  J 

Volcano 

Petroleum 


Total 


Ohio: 
Eastern    and 

southern 

Lima 

Mecca- Belden  . .. 

Total 


Indiana 

Kentucky 

Missouri 

Colorado 

California 

Texas 

Indian  Territory 

niinois 

Wyoming 

Kansas 


19, 327, 168  22, 781, 899 
49, 329j      197, 316 


ATerage 

valne   i 

per      ! 

barrel. 


1897. 


Barrels. 


$1.17fi    1,279,155 


2,704 


3, 1871 


19, 379, 201 22, 982, 402 


10, 005, 966 


11, 794, 532 


a  13, 228         33,070 
6576  2,016 


10,019,77011,829,618 


3,365,365 

20, 575, 138 

666 

23,941,169 


4, 680,  732 

1,680 

43 

361, 450 

1, 252, 777 

1,450 

170 

250 

2,878 

113, 571 


Grand  total .  o60,960,361 


3, 966, 924 

13,  723, 617 

2,897 


17, 693, 438 

2, 954, 411 

924 

185 

318, 977 

1, 240, 990 

1,050 

680 

1,250 

23,024 

51,107 


1.  Ill  17, 931, 631 


4.00 
1.17i 


48,880 
2,400 


1.186  17,982,911 


1.171 

2.50 
3.50 


1.18 


1.17i 
.667 
4.35 

.739 


.63 

.55 

4.30 

.88i 

.99 

.72 

4.00 

5.00 

8.00 

.45 


58, 518,  709,      .  96 


13,078,011 

a  11, 622 
6412 


13, 090, 045 


2, 877, 193 

18, 682, 677 

645 


21, 560, 515 


Value. 


Average 

valne 

per 

iKirrel. 


$1, 005, 736  $0. 78f 


14, 098, 745 

195,520 

1,560 


.78i 
4.00 
.65 


14, 295, 825     .  795 


10, 282, 586|     .  78| 

26, 150j  2. 25 
1,442'  3.50 


10, 310, 178     .  7876 


2, 262, 193     .  78f 
8, 967, 685     .  48 
3,120  4.84 


4, 122,  a56 

322 

19 

477. 499 

1,903,411 

65,975 

625 

500 

3,650 

81,098 


11,232,998 


.52 


1, 880, 412     .  456 
161 1    .50 
174'  9. 16 


387,661 

1, 713, 102 

37,662 

2,063 

2,000 

29,200 

32,439 


d60,568,081,40, 929, 611 


.81 

.90 

.57 

3.30 

4.00 

8.00 

.40 


.676 


a  Production  of  light  oil  in  Volcano  included  with  West  Virginia's  product. 

6  Production  of  light  oil  in  Petroleum  included  with  West  Virginia's  product. 

e  In  addition  to  this  product,  4,325  barrels  of  crude  were  produced  in  Kentucky  and  Tennessee,  for 
which  no  value  could  be  given,  none  being  sold  or  used. 

din  addition  to  this  product,  4,377  barrels  of  crude  were  produced  in  Kentucky  and  Tennessee,  for 
which  no  value  could  be  given,  none  being  sold  or  need. 


MHTEHAL   RE80URCE8. 


The  increase  or  decrease  of  the  production  of  erode  petrolenm  in  the 
several  States  in  1897  as  compared  with  that  in  1896  is  shown  in  the 
following  table: 

Amount  and  percentage  of  increase  or  decrease  in  crude  petroleum  produced  in  the  several 

States  in  18^7  as  compared  wUk  1896. 


Production. 


Percentage. 


SUU:. 


Incrriftiie. 


D«crea««. 


BarreU, 


Increase. 


Decrease. 


Barrels, 

New  York '  73,935    

PeDMylvania ' 1,396,290 

West  Virginia '        3,070,275    

Ohio ' 2,380,654 

Indiana 558,376 

Kentucky * 1,358 

Misaonri 24 

Colora<1o 

California 

Texas  

Indian,Territory 

Illinois 

Wyoming 

Kansas 


6.13 


30.64 


Total 


116,049    32.11 

650,654    1  51.93 

64,525  ' !  4,450.00 

455  [ i  267.65 

250  ! 100.00 

772    1  26.82 

32,473  ! 


392,280 


I 

t 

1... 

7.20 

9.94 

11.93 

80.83 

55.81 

.^«... ...... 

28.59 

.64 


From  the  above  table  it  will  be  noticed  that  the  State  of  West  Vir- 
ginia, by  its  increase  of  30.64  jiev  cent  in  production  in  1897,  almost 
compensated  for  the  decline  in  Pennsylvania  and  Ohio.  California, 
Colorado,  and  Texas  show  large  gains  in  production. 


PETROLEUM. 


PRODUCTION  BY  FIELDS. 


The  prodaction  of  petroleam  in  the  principal  fields  of  the  United 
States  in  1894, 189$,  1896,  and  1897  was  as  follows : 

Production  of  petroleum  in  the  United  States  in  1894,  1895,  1896,  and  1897,  hy  fields, 

[Barrels  of  42  gallons.] 


Field. 

Production. 

1894. 

1895. 

1896. 

1897. 

Appalachian 

Lima-Indiana 

Florence,  Colorado  . . . 
Southern  California  .. 
Kansas 

30, 781, 924 

17, 296, 510 

515, 746 

705,969 

40,000 

60 

2,369 

1,938 

30, 959, 139 

20, 236, 741 

438,232 

1, 208, 482 

44,430 

50 

3,455 

1,747 

33, 970, 222 

25, 255, 870 

361,450 

1, 252, 777 

113, 571 

1,450 

2,878 

2,143 

35, 229, 949 

22, 805, 033 

477, 499 

1, 903, 411 

81,098 

65,975 

3,650 

1,466 

Texas 

Wyoming 

Other 

Total 

49,  344, 516 

52, 892,  276 

a60,960,361  i  660,568,081 

1 

a  In  addition  to  this  total,  4,325  barrels  of  crude  oil  were  produced  in  Kentucky  and 
which  no  Talue  could  be  given,  none  being  sold  or  used. 

b  In  addition  to  this  total,  4,377  barrels  of  crude  oil  were  produced  in  Kentucky  and 
which  no  value  oould  be  given,  none  being  sold  or  useid. 


Tennessee,  for 
Tennessee,  for 


mXERAL 


PRODUCTION  OF  CRUDE  PETROLEUM   IN 

SS59  TO  1897, 


THE  UNITED  STATES, 


In  the  foUoiring  table  will  be  found  a  statement  of  the  production  of 
crude  petroleam  in  the  United  States  firom  the  b^inning  of  prodnction, 
marked  by  the  drilling  of  the  Colonel  Drake  well  in  1859,  np  to  and 
inclading  the  production  of  1897,  the  tables  being  by  years  and  States: 

ProdudUm  of  crude  petrolemm  ta  the  Cmited  .<tmU9fr«m  18-59  to  18C^7. 


Year. 


PennAvlvania 
Xeir  York. 


1859... 
1860... 
1861... 
1862... 
1863... 
18ft4... 
1865... 
1866... 
1867... 
1868... 
1869... 
1870. . . 
1871... 
1872... 
1873... 
1874... 
1875... 
1876... 
1877... 
1878... 
1879... 
18S0... 
1881... 
1882.  . . 
1883... 
188-1... 
1885 . . . 
1880... 
1887... 
1888... 
l8Hil... 
IHIM)... 


2,000 

500,000 

2, 113, 609 

3,(^,690 

2, 611, 309 

2, 116, 109 

2, 497, 700 

3, 597, 700 

3, 347, 300 

3, 616, 117 

4, 215, 000 

5, 260,  745 

5,205,234 

6, 293, 194 

9, 893, 786 

10,926,945 

8,  787. 514 

8,968,906 

13, 135,  475 

15, 163, 462 

19, 685. 176 

26, 027, 0)31 

27. 376, 509 

30, 053, 500 

23, 128, 389 

23. 772, 209 

20.770,011 

25,  798, 000 

22,  \m,  193 

16, 488,  (MW 

21.187,435 

28,  458,  208 


f>hio. 


W«*t  Vir- 

giniA. 


i'oUyndo.      Califmnia. 


Ixxliana. 


a200,000 

31, 7tJ3 

29.888 

38,179 

29,112 

38,940 

33, 867 

39, 761 

47,632 

90, 081 

(Wl,  580 

1,  782.  070 

5. 022.  (W2 

10. 010, 8r»8 

12,471,466 

16,121,(556 


a3,000, 
120, 
172. 
180, 
180, 
179, 
151, 
128, 
126. 
90, 

91, 
102, 
145, 
119, 
544, 
492, 


000 
000 
000 
000 
000 
000 
000 
0(X) 
000 
0(X) 
000 
000 
0(X) 
448 
113 
578 


76,  295 
297, 612 
316, 476 
30)8, 842 


a  175, 000 

12,000 

13,000 

15,227 

19,  858 

40,552 

99,862 

128,636 

142, 857 

262,  000 

325,000 

377, 145 

678, 572 

690,333 

303,220 

307,360 


33, 375 
63,496 


II  liu'hnUntf  »ll  prwluction  prior  to  1876. 
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Production  of  crude  petroleum  in  the  United  States  from  1869  to  7^d7~Continae(1. 

[Barrels.] 


Year. 


1891... 
1892... 
1893... 
1894... 
1895... 
1896. . . 
1897... 


Pennsylyania 

and 

New  York. 


33,009,236 
28, 422, 377 
20, 314, 513 
19, 019, 990 
19, 144, 390 
20, 584, 421 
19, 262, 066 


Total.  556, 503, 747 


Ohio. 


West  Vlr- 
ginla. 


17, 740, 
16, 362, 
16,  249, 
16, 792, 
19, 545, 
23, 941, 
21,560, 


301  I  2, 

921  I  3, 

769  i  8, 

154  8, 

233  8, 

169  10, 

515  13, 


406, 218 
810,086 
445, 412 
577, 624 
120, 125 
019, 770 
090,045 


Colorado. 


California. 


Indiana. 


665,482 
824,000 
594,390 
515, 746 
438, 232 
361,450 
477, 499 


323,600 

385,049 

470, 179 

705,969 

1,208,482 

1, 252, 777 

1, 903, 411 


136,634 
698,068 
2, 3a5,  293 
3,688,666 
4, 386, 132 
4, 680, 732 
4, 122, 356 


178, 845, 457  60, 289, 419  4, 936, 024  9, 840, 089  \  20, 144, 752 


Year. 


Ken  tacky 

and 
Tennessee. 


Illi- 
nois. 


Kansas.  >  Texas. 


Mis- 
souri. 


Indian     ^ 


United  States. 


1859. 

1860. 

1861. 

1862. 

1863. 

1864. 

1865. 

1866. 

1867. 

1868. 

1869. 

1870. 

1871, 

1872. 

1873. 

1874. 

1875. 

1876. 

1877. 

1878. 

1879. 

1880. 

1881 

1882. 


c 160, 933 


2,000 

500,000 

2, 113, 609 

a3, 056, 690 

2,611,309 

2, 116, 109 

2, 497, 700 

3, 597, 700 

3, 347, 300 

3, 646, 117 

4, 215, 000 

5, 260,  745 

5, 205, 234 

6, 293, 194 

9, 893, 786 

10, 926, 945 

612,162,514 

9, 132, 669 

13,  a50, 363 

15, 396, 868 

19, 914, 146 

26, 286, 123 

27, 661, 238 

30, 510, 830 


a  In  addition  to  this  amount,  it  is  estimated  that  for  want  of  a  market  some  10,000,000  barrels  ran  to 
waste  in  and  prior  to  1862  from  the  Pennsylvania  fields;  also  a  large  amount  fVom  West  Virginia  and 
Tennessee. 

h  Including  all  production  prior  to  1876  In  Ohio,  West  Virginia,  and  California. 

cThis  includes  all  the  petroleum  produced  in  Kentucky  and  Tennessee  prior  to  1883. 


10 


MINEfUL   BEftOIKCEJi. 


t'rffdufttUm  nf  (frutU  jfetroUum  in  the  United  States  fr^nn  ISyO  to  2837-<'ontmned. 


IHH4... 
IHM5... 

IHWI... 
1K87... 
IHHH... 
IHWL.. 
IKIK)... 
1891... 
1892... 

18ii:j... 

1894... 
1895... 
1896... 
18J)7... 

Total 


ikmI 

TflftfM'OMM!. 


Katnuut.    TeijM. 


fn<liaD 
tory. 


Wjo- 
mfng. 


United  States. 


4,755 23,449,633 

4,148  24,218,438 

5,lfM '  21,^8,785 

4,7»l 28,064,841 

4,791  i ! 28,283,483 

5,096  1 i  27,612,026 


5,400  1,460 
6,000 
9,000 
6,500 
3,000 
1,500 
1,500 
al,680 
a322 


500 
1,200 
1,400 


48 

54! 
54< 
45 


20 35,163,513 


278 
25 
10 


30 
80 


224,515  2,710 


1 

50 

50 

10 

300  i  40,000 

1       ' 

60 

8 

130 

2,369 

200 

44,430 

50 

10 

37 

3,455 

250 

113,571 

1,450 

43 

170 

2,878 

500 

81,098 
282, 199 

65,975 

19 

625 

1,082 

3,650 

710 

67,786 

463 

12,352 

45, 822, 672 
54, 291, 980 
50, 509, 136 
48, 412, 666 
49, 344, 516 
52, 892, 276 
a60,960,361 
a60, 568, 081 


831, 150, 595 


J 


a  In  Addition  to  thia  amount*  4.326  barrels  of  crude  oil  wore  produced  in  Kentucky  and  Tennessee  in 
18M  and  4,877  barrels  In  1807,  for  whiob,  as  none  was  sold  or  used,  no  yalne  could  be  given. 

From  the  above  table  it  appears  that  the  enormoas  amount  of 
831,150,595  barrels,  or  105,542,933  metric  tons,  of  crude  petroleum  has 
been  taken  out  of  the  rocks  in  the  United  States  since  Colonel  Drake 
drilled  the  first  oil  well  in  1859,  near  Titusville,  Pennsylvania.  If  we 
allow  5.6  cubic  feet  to  one  barrel  of  petroleum  this  would  amount  to . 
4,654,443,332  cubic  feet.  The  sides  of  a  cube  to  contain  this  would  be 
1,669.5  feet  long.  It  would  fill  a  hoop  containing  about  36  square  feet, 
or  a  pipe  line  6.9  feet  in  diameter,  extending  entirely  around  the  earth. 
If  we  take  the  surface  of  Lake  Erie  to  be  10,000  square  miles  it  would 
cover  it  to  a  depth  of  0.2  of  an  inch,  or  it  would  fill  a  reservoir  having 
an  area  of  1  square  mile  and  a  depth  of  167  feet. 
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For  couvenience  of  reference,  a  statement  is  given  below  of  the  pro- 
duction of  petroleum  in  the  (Tnited  States  from  1S92  to  1897,  by  States: 

Produaiion  of  ptiroUum  in  the  United  States  from  1892  to  1897. 

[Barrels  of  42  gallons.] 


SUte. 


Pennsylvania  and  New  York . 

Ohio 

West  Virginia 

Colorado 

California 

Indiana 

Kentucky 

Illinois 


1892. 


1803. 


28, 422, 377 

16, 362, 921 

3, 810, 086 

824,000 

385,049 

698,068 

6,500 


Kansas. 


Texas 

Missouri 

Indian  Territory 
Wyoming , 


45 
10 
80 


Total 


20, 314, 513 

16, 249, 769 

8, 445, 412 

594, 390 

470, 179 

2, 335, 293 

3,000 


1894. 


50 
50 
10 


19, 019, 990 

16, 792, 154 

8, 577, 624 

515, 746 

705,969 

3,688,666 

1,500 

300 

40,000 

60 

8 

130 

2,369 


50, 509, 136  I      48, 4 12, 666      49, 344, 516 


State. 


Pennsylvania  and  New  York 

Ohio 

West  Virginia 

Colorado 

California 

Indiana 

Kentncky 

Illinois 

Kansas 

Texas 

Missouri 

Indian  Ten  itory 

Wyoming 


1895. 


1896. 


Total 


19, 144, 390 

19, 545, 233 

8, 120, 125 

438, 232 

1, 208, 482 

4, 386, 132 

.     1,500 

200 

44,430 

50 

10 

37 

3,455 


20, 584, 421 

23, 941, 169 

10, 019, 770 

361, 450 

1, 252, 777 

4, 680, 732 

1,680 

250 

113, 571 

1,450 

43 

170 

2,878 


1897. 


52, 892, 276  {   a  60, 960, 361 


19, 262, 066 

21, 560, 515 

13, 090, 045 

477, 499 

1, 903, 411 

4, 122, 356 

322 

500 

81,098 

65,975 

19 

625 

3,650 


a  60, 568, 081 


a  In  addition  to  ibis  amount,  4,325  barrels  of  crado  oil  were  produced  in  Kentncky  and  Tennessee 
in  1896  and  4,377  barrels  in  1897,  for  which,  as  none  was  sold  or  ased,  no  value  could  be  given. 

EXPORTS. 

In  the  following  table  are  given  the  exports  of  crude  petroleum  and 
its  products  from  the  United  States  from  1871  to  1897,  together  with  a 
statement  of  the  production  of  the  United  States  in  the  years  named. 
The  figures  of  exports  are  from  the  Statistical  Abstract  of  the  United 
States,  published  by  the  Bureau  of  Statistics,  Treasury  Department. 
The  figures  of  production  were  collected  by  the  writer  and  other  agents 
of  the  Geological  Survey. 
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FOREIGN  MARKETS. 

In  the  following  table  is  given  a  statement  showing  the  foreign 
markets  for  oar  oil  in  the  past  eight  years.  As  will  be  seen  from  this 
table,  the  total  epcports  of  illaminatiug  oils  have  increased. 

Exports  of  petroleum  in  its  various  forms  from  the  United  States  from  1890  to  1897,  by 

countries. 


Country. 


1890. 


CRUDE. 

Earope : 

France  

Germany 

Spaiu 

United  Kingdom  . . . ' 

Other  Europe ]    3,680,631 


1891. 


1892. 


GaUofit. 
68, 947, 436 
1, 188, 266 
13, 934, 088 


Oallon*. 
61, 663, 973 
3, 107, 137 
17,103,416 


2, 380,  600 


Total 87,750,421     84,255,126 


North  America : 

Mexico 

Cnba 

Other  North  America 


Total 


2, 217, 846 

4, 913, 330 

36,806 


All  other  coiintrieB 


Total  erode 


REFINED. 

Naphthas, 
Europe : 

France  

Germany 

United  Kingdom. 
Other  Europe 


7, 167, 982 

532,250 

95, 450,  653 


OcMong. 
69, 100, 657 
5, 247, 209 
17, 064, 929 


1808. 


Oallons. 
69, 424, 609 
4, 182, 963 
21, 112, 042 


1,935,014  I      3,948,842 


93,  ai7, 809       98, 668,  456 


3, 854, 176       3, 499, 514 


3, 300, 455 
4,338 

7, 158, 969 


Total 


North  America . .  -  - . 

South  America 

Asia  and  Oceanica, 
Africa 


Total 

Total  naphthas. 


4, 195, 704 

2, 015, 298 

5, 603, 994 

928, 616 


1,000 


91,415,095 


2, 831, 929 

3,  227, 106 

5, 058, 325 

824, 537 


6, 31^,  406 
425,348 


10, 241, 268 


3,690 
103, 592, 767 


1, 561, 284 

3, 471, 652 

6,813,416 

686,398 


5, 508,  769 

6, 955, 315 

548,068 

13, 012, 152 


22,900 


111,703,508 


12,743,612  I  11,941,897  12,532,750 


59, 563 
78, 180 
45, 214 
10, 86i 

193, 821 


86,910 
71, 192 
55,005 
16, 143 

229,  250 


12, 937, 433  12, 171, 147 


35, 762 
89,609 
57, 787 
12, 070 

195, 228 
12,  727, 978 


4, 080, 839 

4, 127, 354 

8, 209, 526 

658,270 

17, 076,  989 


122, 237 

55,940 

39,625 

9,214 


227, 016 
17,  304, 006 
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Exports  of  petroleum  in  its  various  forms  from  the  United  States  from  1890  to  1897 ^  by 

countries — Continued. 


Country. 


REFINED — con  tinned. 

Illuminating, 

Europe : 

Belgium 

Denmark 

France 

Germany 

Italy 

Netherlands 

Sweden  and  Norway 
United  Kingdom 


Qallont. 
41, 391, 323 
7, 147, 115 
2, 088, 291 
140, 264, 082 
19, 747, 758 
47, 315,  526 
11,  772, 106 
66, 393, 246 
Other  Europe 1    7, 464, 013 


1890. 


1891. 


1392. 


1898. 


Total 343,583,460 


North  America: 

British  North  Amer- 
ica   

West  Indies 

Other  North  America 

Total 


5, 104, 864 
4, 404, 548 
2, 520, 131 


12, 029, 543 


QaVMU. 
32, 397, 015 

9, 135, 043 

3,  764, 974 

162, 187, 071 

20, 955, 728 

S'l,  879, 032 

8, 957, 350 
81, 028, 529 

8, 759, 531 


382, 064, 273 


5, 230, 259 
3, 303, 506 
3, 303, 608 


South  America: 

Argentina 

Brazil 

Uruguay  

Other  South  America 

Total 


3, 113, 750 
8, 695, 291 
3, 492, 158 
6,  236, 596 


21, 537, 795 


Asia  and  Ocean iea : 

China 

Hongkong  

East  Indies 

Japan 

British  Australasia . 
Other  Asia  and  Oce- 
anica 


Total 


Africa 

All  other  countries. 


13, 072, 000 
11,150,220 
63, 456, 071 
37, 892, 930 
7, 976, 572 

3,  982, 465 


137, 530, 258 


8, 426, 714 
187, 320 


Total  illuminating  523, 295, 090 


11, 837, 373 

3, 476, 192 

10, 470, 656 

3, 165, 880 

4, 792, 161 


GaXUmt. 

31, 471, 121 

7, 019, 575 

3,005,535 

133, 417, 314 

22, 324, 113 

76, 607, 780 

11, 159, 824 

94, 901, 777 

6, 450, 040 


OaUons. 

33,541,439 

12, 262, 208 

8, 161, 023 

119, 277, 484 

22, 815, 279 

51, 298, 480 

16, 312, 922 

180, 996, 321 

8,654,660 


386,357,079     453,319,916 


5, 735, 411 
4, 262, 9a5 
2, 250, 162 


12, 248,  508 


4, 825, 196 

14,  028, 476 

4, 293, 400 

6, 827, 814 


21, 904, 889 


27, 160, 660 
10,814,630 
63, 285, 770 
31, 000, 629 
10, 276, 095 

4,630,690 


29, 974, 886 


147, 168, 474 


17, 370, 600 
16, 529, 790 
55, 907, 410 
23,  761, 930 
10, 376, 260 

3, 095, 516 


6, 341, 042 
4, 439, 118 
2, 204, 602 


12, 984, 762 


4, 070, 719 

15, 556, 685 

2, 882, 105 

6, 041, 571 


28, 551, 080 


27, 874, 230 
12, 758,  820 
57, 404, 175 
26, 869, 510 
11, 053, 991 

2, 637, 250 


127, 041, 536 


138, 597, 976 


8,058,806 
85,990 


8, 865, 999 
408,650 


571, 119, 805  ,564, 896, 668 


8, 206, 932 
579, 150 


642, 239, 816 
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Eiparts  of  petroleum  in  its  various  forme  from  the  United  States  from  1890  to  1897 f  by 

coun  tries — Continued . 


Country. 

REFINED — continaed. 

Lubricating, 

Europe : 

Belgium 

France  

Germany 

Italy : 

Netherlands 

United  Kingdom 

Other  Europe 

Total 

North  America 

South  America 

Asia  and  Oceanica 

Africa 

Total 

Total  lubricating 

Residuum  (barrels). 

Europe 

North  America 

All  other  countries 

Total  residuum . . 


1890. 


OtUhms. 

1,  955, 145 

3, 088, 183 

3, 670, 937 

510, 622 

2, 037, 437 

17, 035, 447 

146, 557 


28, 444, 328 


524, 898 

721, 669 

457,363 

14,264 


1, 718, 194 


30, 162, 522 


10, 017 

42, 141 

758 


52, 916 


1891. 


Oallon*. 

2. 337, 030 

3, 948, 257 

4, 186, 225 

591,996 

1, 504, 623 

18, 767, 573 

111,  165 


31, 446, 869 


570,380 

889, 610 

582, 392 

25,479 


2, 067, 861 


33, 514, 730 


9,068 

28,833 

175 


38, 066 


1892. 


Qallont. 

2, 632, 954 

2, 461, 722 

4, 512, 639 

404,971 

2, 229, 116 

18, 779, 806 

209, 713 


31, 240, 921 


656, 991 

798, 194 

813, 618 

81, 352 


2,  350, 155 


33, 591, 076 


6,361 
6,622 

287 


13,270 


1893. 


Oallant. 

2, 426, 926 

2, 426, 659 

3, 798, 953 

788,805 

1, 842, 608 

17, 683, 132 

249, 474 


29, 216, 557 


1, 043. 770 

1, 207, 232 

888,032 

77,266 


3, 216, 300 


32, 432, 857 


10,404 

2,202 

276 


12,882 
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Exports  of  petroleum  in  it$  various  forms  from  the  United  States  from  1890  to  1897 1  hy 

countries — Continued. 


Country. 


1894. 


Gallons. 
84, 434, 953 
4, 877, 593 


CRUDE. 

Europe : 

France  

Germany 

Netherlands 

Spain 15,176,034 

United  Kingdom  . . 
Other  Europe 


1895. 


GaUons. 
72, 802, 459 
3, 966, 870 


Total 

North  America : 

Mexico 

Cuba 

Other  North  America 


2, 009, 727 


15, 188, 547 
3, 997, 013 
2,590,441 


1896. 


GaUona. 

79, 242, 152 

817, 212 

4, 455, 469 

12, 869, 235 


1897. 


GaUona. 

100, 153, 929 

2, 430, 249 

2, 400, 000 

12, 049, 778 


1, 212, 528         1, 345, 360 


106, 498, 307     98, 545, 330     98, 596, 596  ;  118, 379, 316 


Total 

South  America : 
Brazil...... 


8, 026, 189 

6, 865, 549 

534,304 


5, 229, 983 

6, 980, 372 

523, 579 


15, 426, 042     12, 73:^,  934 


Total 


All  other  countries. 


Total  crude, 


REFINED. 

Naphthas, 

Europe : 

Franco  

Germany  

Netherlands 

United  Kingdom 
Other  Europe  . . . 


Total 


North  America 

West  Indies 

South  America 

Asia  and  Oceanica. 
Africa 


Total 

Total  naphthas. 


6,  779, 059 

4, 838, 657 

708,008 


7,090,850 

4,  772, 589 

623,958 


12, 325, 724  ,  12, 487, 397 


841, 140 


2,000 


6,000 


841, 140 


1,300 


18,390 


121,926,349  111,285,264 


3,  764, 569 
4, 278,  757 


1,564,360 
4, 900, 028 


6,834,760  I  7,343,355 
364, 135  I    577, 378 


15,242,221  I  14,385,121 


110, 923, 620  I  131, 726,  243 


1, 672, 056 
2, 814, 217 


7, 236, 285 
160,658 


2, 103,  725 
2, 800, 883 
1, 400, 000 
7, 125, 371 
281, 541 


11,883,216  !  13,711,520 


106, 454 

67, 195 

79, 777 

57, 057 

3, 050 


145,970 
84,299  I 

135,  752  I 

45,217  ' 

4,865 


313, 533  I    416, 103 


208,  249 

104, 062 

96,020 

49,927 

7,845 


•256, 869 
83,529 
67, 178 

120, 479 
9,453 


466, 103 


537,508 


15,555,754  i  14,801,224 


12,349,319  I  14,249,028 
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ExpcrU  of  petroleum  in  its  various  forms  from  the  United  States  from  1890  to  1897,  hy 

countries — Continued. 


Coontry. 


BEFIKED— -continued. 

Illuminating, 
Europe: 

Belgium 

Denmark 

France 

Germany 

Italy 

Netherlands 

Sweden  and  Norway 

United  Kingdom  . . . 

Other  Europe 


Total 

North  America : 

British  North  Amer- 
ica   

West  Indies 

Other  North  America 


Total 

South  America : 

Argentina 

Brazil 

Chile 

Uruguay  

Other  South  America 

ToUl 


Asia  and  Ooeanica : 

China 

Hongkong  

East  Indies 

Japan 

British  Australasia . 

Other  Asia  and  Oce- 

anica 


18M. 


QoXUmM. 
36, 312, 974 

9, 290, 251 
11, 812, 001 
86, 388, 785 
22, 945, 037 
31, 868, 189 

9, 848, 074 
274, 655, 010 

7, 232, 024 


1A95. 


1896. 


1897. 


QoUont. 

35, 385, 765 

14, 626, 436 

6,204,663 

100, 829, 413 

28, 017, 572 

45, 900, 640 

24, 623, 246 

279, 064, 424 

6,586,826 


QaUons* 
i  35, 413, 132 
I  12,693,927 
I  5,338,601 
121, 841, 266 

22, 648, 184 
122, 510, 644 

10, 582, 677 

181, 883, 052 

8, 149, 109 


490, 252, 345 


8, 218, 417 
4, 174, 856 
1, 759, 565 


14, 182, 838 


3, 162, 846 
12, 164, 709 


2, 620, 571 
5,503,680 


541,238,985  621,060,492  636,657,703 


7, 621, 352 
4, 109, 358 


9, 534, 590 
4, 689, 128 


1, 501, 157   1, 493, 040 


9, 522, 282 
4, 650, 470 
1,379,462 


13,231,867  I  15,716,758   16,562,214 


5, 876, 742 
15, 315, 196 


3, 898, 514 
7, 245, 123 


23, 341, 806 


32, 335, 575 


7, 803, 218 
18, 490, 043 
4, 325, 916 
3, 622, 810 
4, 267, 282 


38, 509, 268 


40, 377, 296 
16, 888, 820 
85, 907, 557 
37, 272, 450 
11,  821, 881 

2, 944, 958 


18, 022, 800 
10, 595, 610 
46, 680, 054 
24, 298, 170 
14, 686, 752 


25,694,890 
10, 499, 000 
43, 706, 780 
33, 701, 038 
13, 721, 827 


9, 703, 792 
19, 819, 941 
3,622,300 
2, 821, 420 
4,506,965 


40, 473, 418 


3, 636, 230       3, 131, 405 


Total 195, 212, 962  117, 919, 616  |130, 454, 940 


Africa 

All  other  countries 


7,049.455   9,676,741 
329, 220    456, 360 


10, 280, 607 
433,500 


42, 437, 133 

14, 001, 765 

2, 736, 190 

114, 683, 356 

24, 626, 066 

126, 341, 441 

18, 961, 261 

185, 200, 507 

7,870,994 


42, 516, 120 
14, 977, 050 
45, 980, 260 
46, 252, 501 
15, 329, 222 

3, 722, 800 
168,  777, 953 


9, 988, 338 
571,000 


Total  illuminating. .  730, 368, 626  |714, 859, 144 


716, 455, 565     772, 020, 626 
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Deports  of  petroleum  in  its  various  forma  from  the  United  States  from  1S90  to  lS97y  hjf 

countries — Contiuued. 


T" 


Country. 


1894. 


1895. 


1896. 


181»7. 


itEFiNEi) — continued. 

Lubricating. 
Europe : 

Belgium - ... 

France 

Germany 5, 637, 471 

Italy I     1,356,340 

Netberlauds \    2, 346,  896 

United  Kingdom . . . 
Other  Europe 


Gallons. 
2,  931,  204 
3, 050,  547 


Gallons, 

2,  679, 832 

3,  271,  804 
5,  378.  398 
1, 381, 587 
2,641,209 

19,  668,  767     21, 209, 497     23,  436, 081 

520,025  ■        815,017 


Gallonu. 

4,  078,  951 
5,165,586 

5,  990, 561 
1,  324,  994 
2, 724, 546 


415,385  ' 


Galhms. 

3,  784,  941 

4,  225, 199 
6, 877, 196 
1,550,688 
2,  840, 832 

21, 301,  290 
1,011,201 


Total 


35, 406, 610  '  37, 082, 352     43, 535,  736  i    41, 591, 347 


North  America 

West  Indies 

South  America 

Asia  and  Oceanica ' 

Africa 

Total  

I 

Total  lubricating. . .  j 

Uesiduum  (barrels). 

Europe ' 

North  America 

All  other  countries 


1, 308, 586 

417, 123 

1, 509, 708 

1,433,191 

115,  359 


1,248,751  I  1,244,538 

316,274  I  213,301 

2,159,844  t  2,221,780 

2,438,975  '  3,000,471 

172,  746  I  309, 701 


1,  259, 249 

114, 942 

1, 876,  794 

4, 879, 886 

477, 127 


4,783,967  i    6,336,590       6,989,794  ,      8,607,998 


40,  IfK),  577     43, 418, 942  I  50, 525, 530  |    50, 199, 345 


Total  residuum. 


2,056 

2,460 

513 

5,029 


2,099 

1, 045 

130 

8,274 


4,248 
438 
194 

4,880 


140,  777 

566 

1,269 


142, 612 


PRODUCTION  BY  FIEL.DS,  STATES,  AXD   DISTRICTS. 

t 

The  detailed  results  of  operations  in  the  Appalachian  oil  field  in  1897 
by  States,  fields,  and  districts,  and  in  the  Lima-Indiana  field,  are  here 
presented.  As  the  State  of  Ohio  contains  a  part  of  both  fields,  that 
l)art  outside  of  the  southeastern  district  is  discussed  in  connection 
with  the  latter. 

APPALACHIAN  OIL  FIELD. 
NEW  YORK. 

In  the  Allegany  field  there  was  a  considerable  extension  of  the  Alma 
and  Bolivar  pools. 

There  was  a  production  of  771,606  barrels  in  1897,  as  compared  with 
736,606  barrels  in  1896.  There  were  ^.jO  wells  completed  in  1897,  as 
compared  with  331  wells  completed  in  1890.    The  initial  daily  produc- 
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tion  of  these  wells  in  1897  was  1,332  barrels  as  compared  with  1,742 
barrels  in  1896.  The  manner  in  which  the  older  wells  held  up  their 
production  accounts  for  the  increase  in  production. 

The  Bradford  field  derives  a  portion  of  its  oil  from  Cattaraugus 
County,  New  York,  its  northern  extension. 

It  is  estimated  that  the  total  production  of  the  portion  of  this  field 
outside  of  Pennsylvania  is  equal  to  about  13  i)er  cent  of  the  entire  pro- 
duction of  the  Bradford  field,  making  507,549  barrels  produced  in  this 
portion  in  1897. 

The  total  production  for  the  State  in  1897  was  1,279,155  barrels,  valued 
at  78§  cents  per  barrel,  as  compared  with  1,205,220  barrels,  valued  at 
$1;175  per  barrel  in  1896. 

PENNSYLVANIA. 

The  Bradford  district. — The  old  Bradford  field,  which  includes  a  por- 
tion of  New  York  and  northeastern  McKean  County,  continues  to  be 
fairly  good  stripping,  with  occasionally  a  fair  well  on  the  edges  of  the 
older  developments,  caused  in  some  instances  by  the  flooding  of  the  oil 
rock  with  water.  No  field  so  far  developed  in  all  the  Appalachian 
field  possessed  the  universal  productiveness  over  so  large  an  area  that 
this  one  did  when  first  developed. 

The  total  production  of  the  Bradford  field  in  1897  was  3,904,230  bar- 
rels, as  compared  with  3,604,771  barrels  in  1896,  an  increase  of  299,459 
barrels,  although  there  were  only  696  wells  completed  in  1897,  as  com- 
pared with  769  in  1896,  a  decrease  of  73  wells. 

The  initial  daily  production  in  1897  was  7,037  barrels,  as  compared 
with  9,402  in  1896.  The  number  of  dry  holes  drilled  in  1897  was  114, 
as  compared  with  78  in  1896. 

The  Ormsby  field  continued  to  produce  some  good  wells,  but  a  good 
part  of  the  production  throughout  the  field  was  increased  by  the  more 
careful  manipulations  of  the  producing  wells,  aided  by  improved  i)ump- 
ing  appliances  in  which  the  gas  engine,  in  connection  with  compressed 
air,  is  an  important  adjuni^t. 

The  Warren  and  Forest  County  distriet, — This  district  includes  the 
production  in  southwestern  McKean  County,  eastern  and  southeastern 
Warren  County,  northwestern  Elk  County,  and  northeastern  Forest 
County.  It  has  been  subdivided  into  the  Tiona  pool,  Warren  and 
Clarendon  pool,  and  the  Middle  pool  or  district.  The  production  oi 
the  Warren  and  Forest  County  district  in  1897  was  1,999,108  barrels, 
as  compared  with  1,650,936  barrels  in  1896,  a  gain  of  348,172  barrels. 
The  Watsonville  pool  furnished  the  bulk  of  this  increased  production,  as 
there  were  quite  a  number  of  good  wells  found  in  this  pool  in  the  early 
part  of  1897.  The  first  well  to  develop  the  producing  quality  of  this 
pool  was  completed  by  Messrs.  Mallory  &  (Company,  of  Bradford,  August 
1,  1896.    During  the  early  part  of  1897  many  large  wells  were  obtained. 
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The  general  outline  of  the  pool  has  been  determined  to  be  nearly  1  mile 
wide  and  to  extend  in  a  northeastern  direction  for  3  miles.  The  oil  is 
found  in  a  white  i)ebble  sand  from  3  to  15  feet  in  thickness,  which  is 
found  at  a  depth  of  from  1,440  to  1,460  feet  at  Watsonville  and  cor- 
responds to  the  Kinzna  sand.  The  wells  originally  all  flowed  and 
were  undisturbed  by  nitroglycerine.  The  Bradford  sand  was  found 
to  contain  some  indications  of  oil  at  about  1,900  feet  or  500  feet  below 
the  Watsonville  sand.  The  gravity  of  this  oil  is  46.5^  Baum6.  It  is  sur- 
prising that  this  prolific  field  should  remain  undiscovered  so  many 
years,  as  it  is  only  5  to  0  miles  southwest  of  the  southern  development 
of  the  old  Bradford  field.  In  the  general  effort  to  extend  the  latter 
there  are  a  number  of  instances  on  record  where  a  whole  section  has 
been  condemned  because  of  its  nearness  to  old  developed  territory.  A 
careful  reconnaissance  of  the  ground  may  reveal  ample  room  for  such 
occurrences.  Outside  of  this  pool  no  fresh  territory  was  found,  and 
the  business  for  the  year  settled  down  to  the  economical  pumping  of 
the  old  wells. 

TheLawer  district, — ^This  includes  the  southwestern  portion  of  Warren 
County,  all  of  Venango  County,  the  eastern  portion  of  Forest  County, 
and  all  of  Clarion,  Armstrong,  and  Butler  counties. 

The  production  of  this  district  in  1897  was  6,825,599  barrels,  as  com- 
pared with  7,539,807  barrels  in  1896,  showing  a  decrease  of  714,208 
barrels.  The  number  of  wells  completed  in  this  district  in  1897  was 
1,792,  as  compared  with  2,767  in  1896,  a  falling  off'  of  975  wells.  There 
were  no  new  pools  developed  during  1897  in  this  very  large  district, 
and  the  tailing  off  of  35  per  cent  in  the  number  of  new  wells  indicates 
that  this  district,  so  far  as  present  developments  go,  has  passed  its 
maximum  production  and  is  on  a  steady  decline. 

Allegheny  County  district, — This  county  has  been  made  a  separate 
district.  The  production  in  1897  was  2,958,540  barrels,  as  compared 
with  4,380,007  barrels  in  1896,  a  decrease  of  1,421,467  barrels.  This  is 
the  largest  proportional  decrease  of  any  of  the  districts.  No  fresh 
territory  worthy  of  the  name  was  developed.  The  new  wells  drilled 
were  all  in  developed  territory,  and  in  a  measure  divided  the  produc- 
tion with  the  older  ones. 

Washington  County  district, — This  county  is  also  considered  as  a  dis- 
trict by  itself.  Its  production  in  1897  was  2,175,712  barrels,  as  com- 
pared with  1,975,169  barrels  in  1896,  an  increase  of  200,543  barrels. 
No  new  territory  was  developed  in  this  county  in  1897,  and  the  increase 
must  have  come  from  wells  in  developed  territory. 

Beaver  County  district, — This  county  is  also  a  district.  Its  produc- 
tion in  1896  was  550,296  barrels,  as  compared  with  317,926  barrels  in 
1897,  a  decrease  of  232,370  barrels.  Nothing  was  developed  in  the  way 
of  new  territory  in  this  county,  the  old  field  having  a  large  number  of 
old  wells  with  a  gradually  decreasing  production. 
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Greene  County  district — The  Blackshire  pool  in  this  county  did  not 
develop  an  extensive  area,  and  oat  of  ten  wells  drilled  aronnd  the  orig- 
inal well  only  two  were  small  prodnoers. 

Several  large  gas  wells  were  developed  in  sonthern  Greene  Gonnty 
daring  1897,  one  of  which  was  found  in  the  southeastern  extension  of 
Franklin  Township. 

Early  in  March,  1897,  a  well  located  on  the  William  Fonner  farm, 
near  Dunn  station,  pierced  what  is  known  as  the  ^'  Fifly-foot"  sand,  and 
began  to  flow  at  the  rate  of  300  barrels  per  day.  It  was  afterwards 
drilled  deeper  and  its  production  increased  to  1,400  barrels  a  day,  and 
at  the  beginning  of  the  year  it  was  producing  at  the  rate  of  200  barrels 
a  day.  This  well  was  surrounded  by  several  others,  only  one  of  which 
proved  to  be  paying  up  to  the  close  of  the  year.  All  of  the  wells  in 
this  part  of  Greene  Gounty  are  expensive,  as  the  original  Fonner  well 
was  2,639  feet  to  the  pay  streak.  Some  of  these  wells  must  have  been 
2,800  to  2,900  feet  deep.  Near  Graysville  a  few  wells  were  drilled  to 
the  lower  sands  and  found  productive,  yet  there  were  probably  two 
dry  holes  to  one  producing  well  in  this  field. 

In  the  northeastern  corner  of  Aleppo  Township,  Greene  County,  a 
well  was  drilled  on  the  Woods  farm  in  August,  1897,  which  made  over 
200  barrels,  and  was  continuing  at  90  barrels  at  the  close  of  the  year. 

Franklin  district — In  the  area  lying  between  the  Allegheny  Biver 
and  French  Greek  at  Franklin,  Venango  Gounty,  there  is  a  production 
of  natural  lubricating  oil,  known  as  the  Franklin  lubricating  oil,  whose 
peculiar  qualities  are  known  to  the  operators  of  all  the  leading  railroads 
in  the  United  States  and  Europe.  It  is  purchased  principally  by  the 
Galena  Oil  Gompany,  of  Franklin,  Pennsylvania,  and  marketed  by  them. 
This  oil  comes  from  what  is  known  as  the  first  sand,  and  is  found  at  a 
depth  of  about  300  feet  on  the  river  bottoms.  The  sand  is  about  50 
feet  thick,  and  holds  this  oil  invariably  associated  with  salt  water. 
The  entire  field  extends  back  4  miles  from  the  river,  and  is  approxi- 
mately 4  miles  long,  reaching  back  to  the  waters  of  Sugar  Creek.  The 
wells  are  pumped  in  clusters  of  from  50  to  100,  many  of  them  only 
producing  a  few  gallons  per  day.  The  gravity  of  this  oil  in  the  old 
field,  which  has  been  producing  for  years,  is  32^  Baum^,  and  in  the 
area  outlying  the  old  field  it  is  about  34^.  Its  fluidity  is  not  in  any 
way  aflfected  by  zero  temperature. 

The  natural  lubricating  petroleum  found  at  Volcano  and  Petroleum, 
in  West  Virginia,  and  that  of  the  Mecca  and  Belden  districts,  in  Ohio, 
have  similar  qualities,  and  are  also  highly  prized  as  lubricating  oil, 
although  the  amount  of  their  production  is  not  one-fifth  of  that  at 
Franklin,  Pennsylvania.  The  production  of  this  field  in  1897  was  48,880 
barrels,  and  for  a  number  of  years  has  been  about  50,000  barrels  a  year. 
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SOUTHEASTERN  OHIO.* 

Monroe  County. — At  the  beginuing  of  the  year  the  Benwood  pool  con- 
tinued to  be  the  most  active  portion  of  this  part  of  Ohio.  A  nainber  of 
good  wells  were  drilled  in  the  early  part  of  the  year,  but  toward  the 
close  of  tlie  year  all  of  the  rich  territory  had  been  determined,  a  large 
number  of  dry  holes  having  been  drilled. 

Near  Cameron,  in  the  northeastern  portion  of  the  county,  there  were 
a  number  of  wells  that  gave  promise  of  opening  up  a  new  field,  but  a 
number  of  dry  holes  were  drilled  and  floods  of  salt  water  were  dis- 
covered, discouraging  further  prospecting. 

Many  of  the  old  wells  in  this  part  of  the  Sistersville  pool  continue 
to  keep  up  close  to  their  regular  production,  although  nothing  like  an 
extension  of  this  field  has  been  found. 

Wasiiington  County, — In  the  Wilson  Run  field  a  number  of  good  pro- 
ducers were  found,  which  have  helped  to  stay  the  decreasing  produc- 
tion, and  considerable  drilling  has  been  done  in  the  old  Macksburg  field. 

WEST  VIRGINIA. 

The  great  increase  in  the  production  of  crude  petroleum  in  this  State, 
amounting  to  30.6  per  cent,  is  remarkable.  The  production  of  181M] 
was  a  little  over  10,000,000  barrels,  and  that  of  1897  a  little  over 
13,000,000  barrels. 

Tyler  County. — In  this  county  a  very  prolific  oil  field,  known  as  the 
Elk  Fork  pool,  was  opened.  Early  in  March  the  original  Wood  well, 
located  on  Elk  Fork  of  Point  Pleasant  Creek,  8  miles  northeast  of  Mid- 
dlebourne,  was  completed.  The  oil  comes  from  what  is  known  as  the 
*' Keener"  sand,  which  is  immediately  above  the  " Big  Injun "  sand.  By 
the  close  of  the  month  the  original  well  had  produced  4,170  barrels. 
This  attracted  many  operators,  and  wells  were  put  down  in  quick  suc- 
cession. By  the  close  of  April,  thirteen  large  wells  had  been  added  to 
the  original  well  in  a  comparatively  small  area. 

Shortly  after  this  several  small  wells  and  dry'holes  were  developed, 
and  the  pool  was  considered  to  have  its  limits  defined,  but  the  discovery 
of  a  rich  streak  extending  in  a  southwestern  direction  gave  a  new 
lease  of  life  to  the  pool.  By  the  first  of  May  14  wells  had  been  com- 
pleted in  the  Elk  Fork  pool,  and  the  production  was  20,026  barrels. 
Seven  more  were  completed  during  the  month,  and  the  production  for 
May  amounted  to  43,099  barrels.  From  this  time  on  the  development 
proceeded  very  rai)idly.  At  the  end  of  June  there  were  37  wells  which 
had  produced  74,643  barrels;  by  the  end  of  July  63  wells,  with  a  pro- 
duction of  133,458  barrels;  by  the  end  of  August  108  wells,  with  a  total 
production  for  the  month  of  223,458  barrels;  by  the  end  of  September 
122  wells,  with  a  production  of  266,635  barrels;  by  the  end  of  October 

*  That  part  inoluded  in  the  southweatern  tlistrict. 
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154  wells,  with  a  proauction  of  200,038  barrels;  by  the  end  of  Novem- 
ber 172  wells,  with  a  production  of  240,758  barrels,  and  by  the  cloj-e  of 
December  192  wells,  which  produced  241,891  barrels  for  that  month. 
These  192  wells,  exclusive  of  dry  holes,  produced  from  March  1  to  tlie 
end  of  the  year,  a  total  of  1,504,290  barrels,  and  Elk  Fork  was  by  far 
the  most  productive  pool  developed  in  1897  anywhere  in  the  Appala- 
chian field. 

The  Conway  pool,  almost  connecting  with  the  Elk  Fork  pool,  con- 
tributed several  wells  of  moderate  production.  Some  of  these  wells 
showed  large  volumes  of  gas  in  the  upper  part  of  the  sand,  and  upon 
drilling  deeper,  after  the  gas  had  been  exhausted,  produced  oil. 

There  were  in  both  these  pools  237  wells  drilled  in  1897,  and  out  of 
this  number  35  were  gas  wells  or  dry  holes. 

In  the  southern  portion  of  this  county,  in  the  Hebron  pool,  a  number 
of  good  wells  were  secured  in  the  Cow  Bun  and  Big  Injun  sands. 

The  Gordon  sand  development  continues  southeast  from  the  head  of 
Pine  Fork,  in  Wetzel  County,  into  Tyler  County  in  a  wide  belt  to  the 
Indian  Creek  branch  of  Middle  Island  Creek.  This  region  has  devel- 
oped a  very  remarkable  regularity.  A  number  of  wells  were  drilled 
in  1897,  and  while  none  were  gushers,  they  can  be  counted  on  for  a 
production  of  from  50  to  150  barrels  daily  for  a  long  period.  The  wells 
are  deep,  however,  and  a  dry  hole  means  a  loss  of  from  $6,000  to  $7,000. 
This  part  of  Tyler  County  has  also  helped  to  swell  the  total  of  the 
State  of  West  Virginia. 

The  Kyle  pool,  which  produced  such  an  excitement  in  the  early  part 
of  1896,  owing  to  the  discovery  of  both  oil  and  gas,  is  in  this  county. 
Now,  however,  it  is  reduced  to  pumping  wells  of  small  production,  and 
many  of  the  original  producing  wells  have  been  abandoned. 

The  original  Sistersville  pool,  in  the  western  edge  of  Tyler  County^ 
still  continues  to  produce  oil  from  the  Big  Injun  sand  in  considerable 
quantity,  although  over  six  years  old.  The  main  Big  Injun  develop- 
ment extends  along  the  southeastern  dividing  line,  near  Doddridge 
County.  The  pools  near  Wick  and  Sancho  creeks  continue  to  furnish 
considerable  oil.  Tyler  County  is  of  interest,  owing  to  the  number  of 
oil  and  gas  pools,  and  to  the  fact  that  it  is  located  at  the  southwestern 
terminal  of  the  bottom  of  the  deep  trough  extending  southwest  from 
Greene  County,  Pennsylvania,  and  southeast  from  Ohio.  Here  this 
trough  begins  to  rise  toward  the  southwest.  There  are  also  parallel 
folds  to  the  northwest  that  have  caused  the  unusual  meanderings  of 
Middle  Island  Creek.  One  of  the  prominent  uplifts  is  the  Owlhead 
Peak,  and  around  the  three  sides  of  this  peak,  but  several  miles  away, 
flows  Middle  Island  Creek. 

Wetzel  County. — This  county  has  added  a  large  amount  to  the  pro- 
duction of  West  Virginia  in  both  oil  and  gas.  The  region  near  the 
headwaters  of  Ten  Mile,  Pine  Forks,  and  Buck  Run,  on  the  eastern 
rise  of  the  basin,  continue  to  furnish  oil  from  the  Big  Injun  sand,  but 
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lately  the  Gordon  sand  has  been  foand  to  hold  oil  in  paying  quantities. 
The  Gordon  development  was  originally  opened  np  by  a  well  on  a  branch 
of  Bofialo  Greek,  near  where  it  joins  Fishing  Greek.  To  the  north  of 
Fishing  Greek  a  few  moderately  good  Gordon  wells  have  thns  far  been 
found.  To  the  southwest,  on  a  line  crossing  near  the  head  of  Pine 
Forks,  extending  to  the  Tyler  Gounty  line  and  widening  out  into  a 
broad  belt,  a  number  of  large  wells  have  been  found  in  the  Gordon 
sand.  A  gas  well  on  the  Cunningham  farm,  on  Pine  Forks,  gave  a 
temporary  flow  of  gas  said  to  equal,  if  not  to  surpass,  that  of  the 
^^Big  Moses."  A  large  amount  of  gas  is  furnished  from  this  arch, 
which  crosses  near  the  mouth  of  Middle  Run  of  Fishing  Greek  and 
extends  northeast  toward  Old  Hundred,  on  the  Baltimore  and  Ohio 
Bailroad.    Several  large  gas  wells  have  been  found  near  Uniontown. 

Marion  County. — ^This  is  the  county  in  which  the  first  Big  Injun  well 
was  found  south  of  Mount  Morris,  in  the  fall  of  1889,  near  Mannington. 
This  county  has  a  continued  line  of  producing  wells  in  the  Big  Iiyun 
sand,  extending  from  near  Joetown  on  the  southwestern  border  to 
Fairview,  crossing  the  Baltimore  and  Obio  Bailroad  at  Mannington. 
It  has  not  materially  changed  in  any  particular  during  1897. 

The  Flat  Eun  Gordon  sand  pool  has  been  extended  northeast  until 
the  line  of  Monongalia  Gounty  has  been  crossed  2  miles  or  more,  and  a 
number  of  good  wells  have  been  secured.  In  this  pool  there  are  sev- 
eral producing  wells  about  3,600  feet  deep,  the  oil  sand  being  about 
1,950  feet  below  ocean  level.  Three  miles  west  of  where  the  Flat  Bun 
development  crosses  the  Baltimore  and  Ohio  Bailroad  the  Gampbells 
Bun  development  crosses  the  same  road.  In  this  pool  the  largest  wells 
drilled  during  1897  are  located.  One  on  the  Moore  farm,  Gampbells 
Bun,  produced  1,800  barrels  during  the  first  twenty-four  hours,  and  at 
the  end  of  the  first  sixty  days  had  produced  57,000  barrels.  At  the 
close  of  the  year,  when  the  well  was  more  than  three  months  old,  it 
was  producing  about  700  barrels  a  day.  This  pool  is  about  3  miles  long 
as  developed,  and  the  wells  have  remarkable  lasting  qualities  so  far. 

Monongalia  County. — The  Flat  Bun  pool  has  been  extended  into  this 
county,  but  so  far  only  one  or  two  good  wells  have  been  found.  The 
Gampbells  Bun  development  is  pointing  directly  for  this  county,  and 
will  in  all  probability  extend  into  it. 

Several  deep  sand  wells  were  drilled  on  Dunkard  Greek,  in  this 
county,  near  the  Pennsylvania  line,  and  a  small  production  secured  in 
the  Elizabeth  sand. 

The  original  Big  Injun  belt  crosses  this  county  in  a  northeasterly 
direction  from  Fairview  to  Mount  Morris,  and  in  this  county  were 
located  some  of  the  largest  Big  Injun  wells. 

Doddridge  County. — Near  to  the  northwestern  border  of  this  county 
and  on  a  line  parallel  to  it  for  12  miles,  with  a  few  gaps,  is  the  regular 
Big  Injun  development.  Several  good  wells  have  been  secured  the  past 
year  in  what  was  known  as  developed  territory. 
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Harrison  County. — In  this  coanty  two  wells  have  reached  a  lower 
sand  in  ^hich  oil  was  fonud  in  considerable  quantity.  This  pool  is  in 
the  southwestern  portion  of  the  connty. 

Ritchie  County, — This  county  was  the  scene  of  a  large  amount  of 
drilling  in  1897.  Heretofore  most  of  the  production  came  from  the 
neighborhood  of  Cairo,  where  the  salt  sand  and  the  Big  Injun  sand 
produced  the  oil,  but  early  in  the  year  a  weU  at  Oornwallis  began  pro- 
ducing a  large  amount  of  oil  from  the  lower  salt  sand,  which  lies  above 
the  Big  Injun  about  150  feet,  the  ^^Big  Lime"  being  found  between 
these  sands.  Many  wells  were  drilled  near  this  first  well.  The  highest 
production  of  the  pool  amounted  to  1,500  barrels  a  day.  After  the  max- 
imum the  decline  was  rapid  until  the  wells  settled  down  to  their  regular 
production. 

Two  and  one-half  miles  southeast  of  Cairo  there  was  some  new  terri- 
tory opened  up,  and  near  the  Eitchie  mines  some  producing  wells  were 
found  in  the  salt  sand.  At  the  Ritchie  mines,  some  10  miles  southwest 
of  Cairo,  there  is  an  almost  vertical  dike  of  tar  or  bitumen  4  feet  wide 
and  extending  7  miles.  To  the  casual  observer  it  resembles  coal,  but 
on  the  application  of  sufficient  heat  it  liquefies  before  it  is  consumed. 
Attempts  were  made  to  distill  it  in  the  manufacture  of  oil  some  thirty- 
five  years  ago.  It  is  known  as  grahamite  or  Bitchie  mineral.  Some 
of  the  wells  have  produced  oil  from  the  salt  sand  within  a  few  hundred 
feet  of  this  fissure  or  dike. 

Wood  County. — ^The  Ogden  pool  has  continued  to  furnish  a  number 
of  good  wells  from  the  Berea  and  Cow  Bun  sands. 

The  Hendershot  pool  also  furnished  a  number  of  good  wells  from  the 
same  sands,  and  while  noue  of  these  wells  were  gushers,  they  were  very 
fair  producers,  and  there  was  a  very  small  x)roportion  of  dry  holes. 
There  were  a  number  of  dry  holes  in  the  Cow  Bun  or  Dunkard  sand 
territory,  but  these  were  shallow  and  therefore  not  expensive. 

Pleasants  County. — This  county  has  continued  to  produce  some  oil 
from  the  Cow  Bun  and  Berea  sands,  in  the  Eureka,  Hebron,  and  French 
Creek  pools. 

Marshall  County. — There  is  still  some  production  in  this  county  from 
the  Cow  Bun  Sand  pool  northwest  of  Moundsville. 

Lewis  County. — There  are  a  few  wells  producing  oil  and  salt  water 
from  the  Fifty-foot  sand  in  the  northwestern  corner  of  the  county. 

Roane  and  Calhoun  counties. — ^These  counties  have  been  prospected 
over  to  some  extent,  and  considerable  gas  and  some  oil  shows  have  been 
found  outside  of  the  old  production  at  Burning  Springs.  A  number  of 
wells  have  been  completed  near  the  southern  edge  of  producing  terri- 
tory, but  the  field  has  not  been  extended  south  during  1807  beyond 
limits  that  have  already  been  defined. 

Several  wells  have  also  been  drilled  on  the  waters  of  the  Big  Kana- 
wha and  those  of  the  Big  Sandy,  which  have  not  developed  oil  in  paying 
quantities. 
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KENTUCKY. 

Eastern  Kentiuiky. — ^The  New  Domain  Oil  and  Gas  Company  and  the 
Coming  Oil  Company  completed  the  following  wells  in  1897  in  Floyd 
and  Martin  counties : 

Li8t  of  welU  in  eastern  Kentucky  completed  in  1897. 


County. 


Floyd.. 

Do.. 

Do.. 

Do.. 

Do.. 
Do.. 


Xame  of  well. 

G.  T.  Kendricks, 

No.l. 
Eliz  lleffitt,  No.  1 . . . 

T.J.  Webb,  No.  1... 

Jack  Allen,  No.  2. . . 


Location. 


Result. 


Upper  Cow  Creek  . 


Jos.  Gray,  No.  1 

Allen  Transfer,  No.  1 . 


Do A.  S.  Crisp,  No.  1 

Do Jos.  Hicks,  No.  1 . 


Do.. 
Do.. 
Do.. 
Martin 


Marion  Rice,  No.  1 
A.  C.  Hagans 


Jackson  Catisaci y  . 


Drv 


Small    show  of 

oil. 
Small  gaHser  — 


Lower  Fork   Middle 

Creek. 
Henry  Branch  Right 

Beaver. 
Near    month    Salt     Dry 
Lick. 

Bull  Creek i do 

Middle  Creek Small   show  of 

oil. 

Dry 

Small    show   of 
I      oil. 
Prater  Creek '  Dry 


Bucks  Branch 

Head  of  Brush  Creek. 


Company. 


New  Domain  Oil  and 
Gas  Co. 
Do. 

Do. 

Do. 

Do. 
Do. 

Do. 
Do. 

Do. 


Right  Beaver  Creek  . . ! do Coming  Oil  Co. 


Wilson  Creek.... 
Cold  Water  Fork 


Small  gasaer j         Do.  i 

Fair  gasser New  Domain  Oil  and    -. 

Gas  (/O.  I 


The  oil  developed  so  far  is  comparatively  insignificant  in  all  of  east- 
ern Kentucky,  although  there  are  a  few  small  wells  on  Beaver  Creek 
near  the  mouth  of  Salt  Lick  that  have  never  yet  had  a  chance  to 
develop  their  staying  qualities.  To  test  these  wells  the  National  Tran- 
sit Company  has  completed  two  15,000-barrel  iron  tanks  on  Eight 
Beaver  Creek.  This  oil  is  found  in  the  salt  sand  above  the  Big  Injun. 
There  is  a  prospect  of  the  gas  in  and  about  Warfield,  some  45  miles 
above  Catlettsburg,  developed  about  fourteen  years  ago,  being  utilized 
in  Huntington,  Catlettsburg,  Ashland,  and  Ironton. 

Central  and  southern  Kentucky. — There  is  some  production  in  south- 
ern Kentucky,  near  Glasgow,  Barren  County,  from  Calcareous  sands 
which  are  found  at  the  bottom  of  the  mountain,  or  Subcavboniferous 
limestone,  and  possibly  from  the  Corniferous  limestone.  This  develo])- 
ment  is  from  eighteen  to  twenty  years  old.  There  is  a  little  develoj)- 
ment  on  the  Cumberland  River  near  Burksville,  which  dates  back  tp 
1864  and  1865,  Oil  was  found  here  in  1829  in  a  well  drilled  for  salt 
water.  It  flowed  until  1800,  most  of  the  oil  escaping  into  the  Cum- 
berland River.  There  is  also  some  heavy  oil  produced  in  Wayne  County 
near  the  headwaters  of  Otter  Creek.  The  twelve  deep  wells  drilled  in 
1896,  and  noted  in  the  report  for  that  year,  have  been  followed  by  only 
two  or  three  wells  drilled  in  Wayne  County  in  1897.    The  character  of 
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the  material  penetrated  by  the  drill  in  nearly  all  these  >Yells  has  indi- 
cated that  it  is  not  of  the  kind  in  which  reservoirs  of  oil  are  usually 
found.  There  are  also  a  number  of  producing  wells  in  Wayne  County. 
Six  wells  have  been  drilled  during  the  past  five  years  at  Slickford,  on 
Otter  Creek,  known  as  the  Hovey  wells,  that  have  a  combined  produc- 
tion of  about  250  barrels  a  day  of  dark  oil  with  a  gravity  of  about  34o. 
Eleven  wells,  known  as  the  Williams  wells,  farther  northwest,  were 
drilled  several  years  before.  There  are  also  four  wells  on  Beaver 
Creek;  one  on  Big  Sinking  Creek,  known  as  the  Pennsylvania  well; 
another  on  Little  Sinking  Creek,  owned  by  the  Chicago  Petroleum 
Company;  and  two  wells  on  the  South  Fork  of  the  Cumberland  River, 
near  the  mouth  of  Rock  Creek.  Most  of  these  are  producers,  and  have 
a  combined  capacity  estimated  at  from  300  to  500  barrels  a  day.  Owing 
to  the  distance  of  most  of  these  wells  from  lines  of  transportation  they 
are  not  operated  to  any  extent.  A  few  wells  in  the  southeastern  por- 
tion of  Pulaski  C/ounty  have  developed  the  presence  of  an  oil  of  high 
gravity,  but  the  quantity  thus  far  found  has  been  small. 

There  is  at  this  time  scarcely  any  prospecting  work  going  on  in  this 
part  of  Kentucky. 

PRODUCTION    OF    APPALACHIAN    OIL    FIELD    FROM    1889  TO   18^7,  BY 

STATES. 

The  difficulty  in  completely  separating  the  New  York  and  Pennsyl 
vania  production,  owing  to  the  Bradford  pool  continuing  without  inter- 
niption  from  one  State  to  the  othef*,  has  made  it  necessary  to  combine 
the  totals  for  these  two  States. 


Production  of  petroleum  in  the  Appalachian  oil  field  from  1889  to  1897, 

[Barrels  of  42  gallons.] 


PcniiNylvRDia 

aiul 

New  York. 


21, 487, 435 
28,  458, 2()8 
33, 009, 236 
28. 422, 377 
20,314.513 
19, 019,  990 
19, 144, 390 
20, 584, 421 
19, 262, 066 


WeRt  Vir- 
gin ia. 


544, 113 

492,578 

2,  406,  218 

3, 810, 086 

8,445,412 

8,  577, 624 

8, 120, 125 

10, 019,  770 

13, 090, 045 


Sontheastem 
Ohio. 


318,  277 
1,116,521 

424,  323 
1, 193, 414 
2,602,965 
3, 184,  310 
3,  694, 624 
3, 366, 031 
2, 877, 838 


Total. 


22, 349, 825 
30,  067,  307 
35, 839,  777 
33, 425,  877 
31, 362,  890 
30, 781, 924 
30, 959, 139 
33, 970, 222 
35, 229, 949 


From  the  above  table  it  is  shown  that  the  production  for  the  year 
1897  falls  only  609,828  barrels  below  the  maximum  production,  that  of 
1891.  There  is  an  increase,  however,  of  1,259,727  barrels  in  1897  over 
that  of  1896,  or  a  little  under  4  per  cent 
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PRODUCTION  IN  THE  APPALACHIAN  OIL  FIELD,  BY  MONTHS. 

In  the  following  table  is  given  the  prodnction  of  crade  petroleum  in 
the  Appalachian  oil  field  from  1892  to  1897,  by  months: 

Production  of  crude  petroleum  in  the  Appalachian  oil  field  from  1899  to  1897,  by  month  e, 

[Barrels.] 


Month. 

1892. 

1883. 

1894. 

1695. 

1896. 

1897. 

j  January  

3,016,062 

2,491,853 

2,627.123 

2,469,941 

2,727,891 

2,754,761 

i  February  ... 

2,923,272 

2,350,490 

2,330,582 

2,083,087 

2,528,867 

2,663,406 

March 

2,885,531 

2,769,501 

2,671,051 

2,504,645 

2,711,088 

2,935,568 

April 

2,802,221 

2,493,590 

2,494,772 

2,588,727 

2,933,487 

2,809,148 

May 

2,741,848 

2,673,648 

2,654,299 

2,586,710 

2,888,502 

2,902,571 

June 

2,757,436 

2,669,110 

2,637,416 

2,488,551 

2,916,018 

2,990,489 

July 

2,759,309 

2,658,141 

2,659,718 

2,673,621 

2,972,001 

3,036.334 

August 

2,851,348 

2,757,361 

2,605,494 

2,753,417 

2,871,118 

3,115,375 

September  .. 

2,698,196 

2,682,296 

2,465,689 

2,685,766 

2,831,507 

3,035,321 

October 

2,729,444 

2,651,591 

2,638,689 

2,717,958 

2,901,781 

3,078,061 

November. .. 

2,606,646 

2,513,281 

2,460,880 

2,661,700 

2,746,756 

2,983,616 

December . . . 
Total.. 

2,654,564 

2,652,038 

2,536,211 

2,745,016 

2,942,206 

2,926,299 

33,425,877 

31,362,890 

30,781,924 

30,959,139 

33,970,222 

35,229,949 

From  the  above  table  it  is  observed  that  in  1897  there  was  a  gradual 
increase  to  August,  and  considering  that  September  is  one  day  shorter 
than  that  month,  the  daily  average  is  the  greater.  The  severe  weather 
and  the  short  days  of  winter  cut  down  the  production  somewhat,  yet 
it  is  remarkable  what  a  slight  variation  there  was  during  1897. 

AVERAGE  DAILY  PRODUCTION  OF  THE  APPALACHIAN  OIL  FIELD  FROM 
1892  TO  1897,  INCLUSIVE,  BY  MONTHS  AND  YEARS. 

The  daily  average  production,  which  follows  closely  the  pipe-line 
runs  reported  daily  in  all  the  oirexchanges,  is  generally  accepted  by 
the  producer  and  refiner  as  the  standard  by  which  comparisons  are 
made.  The  amounts  are  obtained  by  dividing  the  monthly  production 
by  the  number  of  days  in  each  particular  month.  The  average  yearly 
production  is  secured  by  dividing  the  total  by  365  or  366,  as  the  case 
may  be. 
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A  verage  daily  product  of  crude  petroleum  in  the  Appalachian  oil  field  each  month  for  the 

years  189$  to  1897,  hy  months  and  years, 

[Barrels.] 


Month. 


January 

February  — 

March 

April 

May 

June 

July 

August 

September  . . . 

October 

November 

December 

Average 


1882. 


97,292 
100,802 
93,082 
93,407 
88,447 
91, 915 
89, 010 
91,979 
89,940 
88,047 
86,888 
85,631 


1883. 


1884. 


91,328 


80,382 
83,946 
89,339 
83,120 
86,247 
88,970 
85,746 
88,947 
89,410 
85,535 
83,776 
85,550 


85,926 


84,746 
83,235 
86,163 
83,159 
85,622 
87,914 
85,797 
84,048 
82,190 
85,119 
82,030 
81, 813 


1885. 


1886. 


84,334 


79, 676 
74,396 
80,795 
86,291 
83,443 
82,952 
86,246 
88,820 
89,526 
87,676 
88,723 
88,549 


84,820 


87,996 
87,202 
87,454 
97,783 
93, 177 
97,201 
95,871 
92, 617 
94,384 
93, 606 
91, 525 
94,910 


1887. 


92,815 


88,863 
95,122 
94,695 
93,638 
93,631 
99,683 
97,914 
100,496 
101, 177 
99,292 
99,454 
94,397 


96,520 


The  variation,  as  compared  to  the  average  for  the  year,  wan  from 
8  per  cent  less  in  January  to  5  per  cent  greater  in  September.  The 
average  daily  prodaction  in  1897  shows  an  increase  of  3,705  barrels 
over  1896.  The  above  table  includes  some  oil  not  handled  by  the 
pipe  lines,  owing  to  its  proximity  to  refineries,  to  which  it  is  hauled  or 
delivered  by  private  lines. 

PIPELINE  BUNS  IN  THE  APPALACHIAN  OIL  FIELD  IN  1897. 

Usually  the  terms  "production''  and  "pipe-line  runs''  are  considered 
as  synonymous,  but  production  is  always  slightly  in  excess  of  runs. 
The  expression  "pipe- line  runs"  means  the  amount  of  oil  that  the  pipe 
lines  have  received  from  the  wells,  and  as  the  pipe  lines  do  not  run  all 
the  oil  in  the  tanks  at  the  wells,  it  would  be  remarkable  if  the  same 
amount  remained  in  the  tanks  at  the  wells  at  the  close  of  each  year. 
The  true  yearly  runs  would  be  obtained  if  there  were  the  same  amount 
on  hand  at  the  end  of  the  year  that  there  was  at  the  beginning.  If 
there  were  more  the  difference  should  be  subtracted  from  the  total  runs 
to  get  the  total  production.  As  there  is  some  oil  delivered  to  cars  and 
to  refineries  that  is  not  handled  by  the  pipe  lines  the  total  production 
will  be  more  than  the  pipe-line  runs.  The  production  in  the  Appala- 
chian oil  field  in  1897  was  35,229,949  barrels,  the  runs  34,773,536,  mak- 
ing a  difi'erence  of  456,413  barrels  in  excess  of  pipe-line  runs. 
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lu  tlie  following  table  will  be  fonud  the  pii»e-line  rnns  in  the  Appa- 
locbian  oil  field  in  1897,  by  lines  and  by  montlis: 


n  tht  Appalachian  ail  fitid  it 


jHDUSTy    .... 

t'ebraary  . . . 

April   

May  

Jnne 

Joiy 

August 

Septcmlier  . . 

October 

November ... 
lleceiiilier  . .. 

Total  . 


.ull,«.-t. 

Fr»nklin. 

Eun-kii. 

428.697 

1,874 

»43,187 

432.189 

3,710 

641,500 

489.766 

5,830 

935,048 

452.  669 

4.442 

^6,138 

4.B,  213 

3,986 

997.021 

478,  Ki2 

3,881 

1,056,300 

469.169 

5,383 

1,142,486 

454.934 

3,961 

1,257,787 

424,936 

3,  8^.7 

1,261,028 

4,159 

3,888 


1, 247. 620 
1,263,301 

1,  207,  522 


.Iniiiiary . . 

M»r.U  .    . 

Mfty 

.Iiil,v 

Aiii;iiHt.  .. 

St>|lll'lllt>t>T 

I »Wr 


Vi\K,  Line 


1    111.4.^.2 

284,298 

108. 779 

255,715  1 

;    130, 138 

266,687  1 

1    126, 271 

257, 925  ' 

120.203 

242, 160 

117.032 

232,208 

112.280 

214. 283  i 

,    108. 008 

202,847 

1    100. 178 

190,028 

100.3^2 

194.168 

1, 31ti.  460 

..».». 

i'MlSIS'l'til  Ol'   I'BTKOLHUM  FROM   THK   APPALACHIAN   FIELD. 

"olldwIiiK  tivbli!  sWif»  tlie  total  deliveries  ol' petroleum  by  pi|>e 
llio  ApiHihu'biivn  tU'ld  tVoni  ISltOt«>  181*7,  inclusive,  by  years  and 
I.  'I'lii^HK  tl^nros  must  ui>t  be  repkrde<l  as  sbowing  the  actual 
i|itliin.     'I'iiry  roincsoiil  wliat  the  pipeline  compiiuies  traiiB- 
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ported  out  of  their  receiviDg  tanks  and  delivered  to  customers  in  the 
regular  way  of  business,  amounting  to  33,604,324  barrels  in  1897,  as 
compared  to  29,340,195  barrels  in  1896,  a  gain  of  4,324,129  barrels  over 
1896  in  the  number  of  barrels  transported  in  1897 : 

Total  shipments  of  petroleum  in  the  Appalachian  oil  field  from  1890  to  1897,  by  months. 

[BurrelM.J 


Month. 


JaDuary  .. 
February  . 

March 

April 

Mav 

June 

July 

August 

September 
October . . . 
November. 
December  . 


1890. 


2,681,646 
2, 1&5, 007 
2, 184, 018 
2, 348, 3a5 
2, 488, 036 
2,  509, 056 
2, 687, 061 
2, 645, 399 
2, 711, 887 
2, 783, 121 
2, 717, 439 
2, 743, 225 


1891. 

2,475,783  , 
2, 170, 172 
2, 430, 705 
2, 157, 605 
2, 073, 199 
2, 163, 811 
2, 260, 996 
2, 498, 573 
2, 704,  645 
2, 802, 254 
2,  604, 135 
2,  783, 766 


1892. 

2, 420, 825 
2, 443, 546 
2, 586, 075 
2, 338, 421 
2, 278, 027 
2, 108,  386 
2,  314,  405 
2, 626, 013 
2, 770,  472 
2, 824, 508 
2, 916, 265 
2, 978, 921 


1893. 


2, 957,  358 
2, 584, 742 
2, 843, 938 
2, 666, 109 
3, 033,  700 
3, 074, 443 
3.319,658 
3,  248, 873 
3,  000,  740 
3, 316, 914 
3, 096, 578 
3, 152, 238 


Average 2, 557, 023  \    2,  427, 137       2, 550, 491  I      3, 024, 615 


Total 30,  684, 280     29, 125,644  |  30,  605, 894       36, 295, 381 


Month. 


January  . 
February 
March  . . . 


1894. 


[895. 


3,141,722 
2, 656,  026 
2,912,594 

April 2,846,805 

May 2,819,413 

June 2, 914,  400 

July 2,927,036 

August 3,256,397 

September 2,966,864 

October 3, 271, 371 

November !    3,208,560 

December 3,286,087 


3, 140, 864 
2,808,801  ' 
2, 608,  232 
2, 781, 379 
2, 845,  3at 
2, 816, 698 
2, 634, 880 
2, 424, 843 
2, 332, 271 
2, 573, 915 
2,  655,  325 
2, 410, 084 


1896. 

2, 543, 518 
2,252,417 
2, 438,  iKX) 
2, 227, 514 
2,418,590 
2, 249, 062 
2,  .540, 332 
2, 404, 298 
2, 542, 963 
2, 606,  494 
2, 502, 035 
2, 614, 072 


1897. 


Average |    3,  017, 273       2, 669,  386  '    2,  445, 016 

Total 36,207,275  ,  32,032,626  j  29,340,195 


2;  538, 
2,311, 
2, 773, 
2,45i, 
2, 546, 
2, 556, 
2,  707, 
3, 100, 
2, 956, 
3,6:^, 
3, 320, 
2, 761, 


501 
488 
710 
018 
696 
161 
317 
209 
036 
301 
084 
803 


2, 805, 360 


33, 664, 324 


STOCKS  OF  PETROLEUM   IN  THE  APPALACHIAN   OIL   FIELD. 

In  the  following  table  will  be  found  a  statement  of  the  stocks  of 
petroleum  in  the  tanks  of  the  pipe-line  companies  in  the  Appalachian 
oil  field  at  the  close  of  each  month  from  1890  to  1897 : 
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Total  stocks  of  petroleum  in  the  Appalachian  oil  field  at  the  close  of  each  month  ft  pm  1890 

to  1897. 
[Barrels  of  42  gallon^.] 


Month. 


January 11,356,634 

February ,  11,282,453 


11, 472, 854 
11, 503, 776 


March 

April 

May '  11,445,975 

June 11,318,438 

July i  11,170,539 

August i  11,057,828 

September !  10,942,934 


October . . , 

November 

December 


10, 923, 831 
10, 783, 567 
10, 691, 729 


11, 068, 179 
11, 340, 147 
11, 419, 782 
11,  793, 604 
12, 138, 347 
12, 455, 630 
12, 640, 790 
12,791,156 
13, 039, 230 
j  13, 936, 108 
I  15, 413, 864 
!  16,457,089 


16, 973, 225 
17, 416, 399 
17, 687, 512 
18, 028, 753 
18, 464, 378 
19, 056, 902 
19, 446, 441 
19, 563, 635 
19, 394, 242 
19, 039, 149 
18, 529, 914 
18, 037, 385 


Average 11,162,547  !  12,874,494     18,461,495 


17, 305, 206 
17, 042, 245 
16, 834, 533 
16, 641, 773 
16, 285, 855 
15, 845, 548 
15, 182, 551 
14, 730, 600 
14, 261, 432 
13, 559, 543 
12,904,^44 
12, 316, 611 


15, 242, 520 


Month. 


January 11,  755, 219 

February 11,3^,776 

March 11,295,959 

April 10,751,983 

May I  10,639,454 

June 10,381,209 


1894. 


1895. 


189«. 


1897. 


9, 869, 915 
l»,  210, 959 
8, 730, 456 


July 

August 

September 

October 8,038,376 

November \    7,283,988 

December '    6,499,880 


5, 859, 348 
5j  087, 498 
4, 942, 643 
4, 730, 819 
4, 506, 874 
4, 275, 506 
4, 306, 287 
4, 592, 906 
4, 908, 593 
5,013,941 
4,988,092 
5, 344, 784 


Average '  9,653,516  |  4,879,775 


5, 499, 477 
5, 741, 797 
6, 005, 732 
6, 697, 481 
7, 153, 922 
7, 791,  a59 
8, 182, 582 
8, 672, 385 
8, 924, 639 
9, 178, 509 
9, 409, 098 
9, 745,  722 


i 


9,904,200 
10, 308, 262 
10, 426, 110 
10, 772, 213 
11,088,493 
11,485,001 
11, 830, 322 
11, 794, 707 
11,872,575 
11,246,836 
10, 870, 883 
11, 010, 044 


7,750,225   11,050,804 


Tbe  foregoing  table  shows  a  decided  increase  in  the  amount  of  crude 
petroleum  storod  in  the  tanks  of  the  several  pipe-line  companies  at  the 
close  of  the  year,  a  gain  of  1,26^,322  barrels  in  1897  above  the  stocks  at 
the  end  of  1890,  and  it  is  upon  this  oil  in  stock  as  security  that  pipe-line 
ccrti  Hcates  are  Issued.  This  they  must  protect  by  the  purchase  of  fresji 
oil,  If  necessary  to  make  good  any  loss  by  evaporation,  bursting  of  pipes, 
loHw^H  by  Are,  or  settlings  in  the  bottoms  of  tanks  of  paraffin,  sand, 
and  water,  known  as  H.  S.,  which  is  unsalable  for  refining  purposes. 

The  shipminitH  adde<l  to  or  subtracted  from  stocks,  as  the  case  may 
be,  are  always  less  than  the  runs,  and  oil  is  purchased  by  the  pipe-line 
company  to  nnike  good  these  losses,  but  the  purchased  oil  does  not 
appear  In  the  ntatenient  of  runs.    The  table  of  stocks  does  not  include 
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.  all  the  oil  held,  but  only  that  held  by  the  pipe-line  companies.    A  large 
percentage  is  held  temporarily  at  the  wells  in  individual  tanks. 

PRICES  OF   CRUDE  PETROLEUM  IN  THE   APPALACHIAN   OIL  FIELD. 

The  prices  of  crude  petroleum  in  the  Appalachian  oil  field,  as  arranged 
in  the  following  table,  show  the  monthly  and  yearly  average  price  of 
pipeline  certificates,  or  the  price  of  crude  petroleum  at  the  primary 
markets,  from  1860  to  1897.  In  the  early  history  of  the  industry 
covered  by  the  table,  before  the  introduction  of  pipe  lines,  the  prices 
quoted  usually  meant  the  price  at  the  wells  or  at  some  point  not  far 
distant.  In  late  years  the  price  given  is  that  of  pipe-line  certificates, 
which  are  issued  to  holders  of  a  thousand  barrels  of  oil  in  any  of  the 
districts.  Or  a  producer  or  owner  may  "  bunch"  his  production  in  the 
different  districts  to  secure  the  issuing  of  a  1,000-barrel  certificate,  as 
soon  as  it  has  been  run  into  the  tanks  of  the  pipe-line  company.  These 
certificates  are  made  payable  to  bearer  and  are  therefore  transferable; 
they  are  subject  to  a  transportation  charge  in  the  district  of  20  cents 
per  barrel,  and  a  charge  for  storage  at  the  rate  of  25  cents  per  1,000 
barrels,  when  the  price  is  less  than  $1,  30  cents  when  over  $1  and  less 
than  $1.50,  and  40  cents  for  all  over  $1.50  per  barrel.  It  is  to  be 
returned  for  exchange  to  the  pipe-line  company  within  six  months  after 
its  issue,  or  subject  to  a  charge  of  one-twentieth  of  1  per  cent  daily 
thereafter  until  exchanged.  To  cover  losses  by  fire  or  lightning,  it  is 
subject  to  an  assessment  pro  rata  on  all  oil  in  the  custody  of  the  pipe 
line.  None  of  these  charges  are  included  in  the  prices  of  petroleum  as 
quoted,  and  therefore  the  prices  given  are  the  prices  at  or  near  the 
wells. 

The  average  price  covers  the  ordinary  grades  of  oil.  They  do  not 
include  special  oils,  such  as  that  from  the  Franklin  lubricating  district 
or  that  of  Petroleum  and  Volcano  of  West  Virginia  nor  the  Mecca- 
Belden  district  of  Ohio,  but  only  such  oil  as  Pennsylvania  oil  and  such 
as  is  used  chiefiy  for  the  production  of  illuminants.  It  is  also  true  that 
in  some  of  the  districts  oil  is  worth  more  than  ordinary  Pennsylvania 
oil,  and  in  some  districts  it  is  worth  less.  This  is  owing  to  the  fact 
that  some  districts  produce  oil  that  furnishes  a  larger  percentage  of 
illuminating  oil  and  a  larger  percentage  of  by-products.  Oil  that  has 
remained  in  tanks  at  the  wells  for  a  long  period  loses  a  percentage  of 
its  illuminating  properties  and  is  worth  less  than  what  is  known  as 
fresh  oil  or  petroleum  recently  produced  at  the  wells. 

These  averages,  it  should  be  understood,  are  not  the  true  averages — 
that  is,  averages  that  consider  the  price  and  the  quantity  sold  at  that 
price — but  they  are  the  averae:es  of  the  prices  obtained  for  certificate 
or  for  oil  at  the  primary  markets  from  day  to  day.  It  is  probable  that 
the  true  average  prices  would  be  slightly  under  the  averages  obtained 
by  averaging  the  prices.  The  figures  given  in  the  following  tables  are, 
under  these  conditions,  the  only  ones  that  can  be  ascertained,  and  do 
not  vary  much  from  the  true  average: 
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The  above  table  shows  an  increase  of  4^  cents  from  Janaary  to  March; 
a  decrease  of  15-i\  cents  from  March  to  July,  inclusive;  a  decrease  of 
5^  cents  between  July  and  August,  and  a  decrease  of  6  cents  between 
August  and  December.  The  quotation  for  the  latter  month  and 
November  was  (yo  cents. 

For  a  number  of  years  the  prices  of  certificate  oil,  that  term  meaning 
the  oil  taken  as  standard  and  merchantable  by  the  pipe  lines,  ruled  the 
market  or  selling  price  of  crude  petroleum.  These  certificates  were 
bought  and  sold  on  the  floor  of  the  oil  exchanges.  In  past  years  there 
was  a  large  amount  of  oil  held  as  stocks,  and  as  these  were  depleted  it 
was  necessary  for  the  pipe-line  companies'  to  recall  a  large  number  of 
these  certificates.  As  the  stocks  were  reduced,  it  came  to  pass  that  a 
comparatively  small  amount  of  oil  would  control  the  entire  trade.  On 
January  23, 1895,  the  following  notice  was  posted  at  the  various  offices 
of  what  was  known  as  the  Seep  Purchasing  Agency,  Mr.  Joseph  Seep 
being  the  purchaser  for  the  refineries  of  the  Standard  Oil  Company: 

"From  this  date  the  prices  quoted  are  not  those  of  certificate  oil,  but 
the  prices  paid  by  the  Seep  Purchasing  Agency." 

There  was  at  times  considerable  difference  in  the  prices  paid  for  cer- 
tificates and  that  paid  by  the  Seep  agency,  as  shown  by  the  quotations 
at  the  Oil  City  Exchange. 

To  enable  anyone  wishing  to  dispose  of  1,000  barrels  of  oil  in  the 
tanks  of  the  pipe  lines,  at  the  price  paid  by  the  oil  exchange,  the 
Seep  agency  will  negotiate  the  sale  free  of  charge  for  the  party  having 
the  oil  in  the  line  and  will  pay  the  average  price  upon  which  sales 
were  made  in  the  exchange  on  that  day. 

In  the  following  table  is  given  the  range  of  prices  paid  producers  in 
the  Pennsylvania  region  in  1897.  Prices  are  given  for  those  dates  in 
which  changes  were  made.  The  great  volume  of  trade  is  controlled 
by  the  prices  under  Pennsylvania,  which  includes  all  the  oil  sold  in 
New  York,  nearly  all  sold  in  Pennsylvania,  nearly  all  sold  in  West 
Virginia,  and  a  very  large  proportion  of  that  sold  in  Ohio: 
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Bauge  of  prices  paid  for  petroleum  in  the  Pennsylvania  oil  regions  by  the  Seep  Purchasing 

Agency  in  1897, 


Dat«. 


January  1 

January  18 

January  23 

February  1 

February  2 

to 

February  15 

March  22 

March  23 

March  24 

March  26 

March  30 

Aprils 

April  5  (10  a.m.)  .. 
April  5  (12  a.  m.)  .. 

April  9 

April  15 

April  28 

April  30 

May  3 

May  5 

May  18 

May  28 

June  24 

June  28 

June  29 

July2 

July  13 

July  14 

July  19 

July  26 

August  2 

September  9 

September  23 

October  14 

October  15 

October  18 


PennHyl- 
vauia. 


Tiona. 


.90 
.88 
.85 
.87 
.90 
.91 
.92 
.93 
.94 
.95 
.96 
.93 
.91 
.88 
.85 
.84 
.83 
.81 
.83 
.86 
.89 
.87 
.85 
.83 
.82 
.80 
.79 
.77 
.75 
.73 
.71 
.69 
.70 
.68 
.67 
.65 


$1.00 

.98 

.95 

.97 

1.00 

1.01 

1.02 

1.03 

1.04 

1.05 

1.06 

1.03 

1.01 

.98 

.95 

.94 

.93 

.91 

.93 

.96 

.99 

.97 

.95 

.93 

.92 

.90 

.89 

.87 

.85 

.83 

.81 

.79 

.80 

.78 

.77 

.75 


Coming. 


.80 
.78 
.75 
.77 
.80 
.81 
.82 
.83 
.W 
.85 
.86 
.83 
.81 
.78 
.75 
.74 
.73 
.71 
.71 
.71 
.72 
.70 
.68 
.66 
.65 
.63 
.62 
.60 
.58 
.56 
.54 
.52 
.53 
.51 
.50 
.48 


Newcastle. !  Bamesville. 


$0.65 
.63 
.60 
.62 
.65 
.66 
.67 
.68 
.69 
.70 
.71 
.68 
.  66 
.63 
.60 
.59 
.58 
.56 
.58 
.61 
.64 
.62 
.60 
.58 
.57 
.55 
.54 
.52 
.50 
.48 
.46 
.44 
.45 
.43 
.42 
.40 


$0.80 
.78 
.75 
.77 
.80 
.81 
.82 
.83 
.84 
.85 
.86 
.83 
.81 
.78 
.75 
.74 
.73 
.71 
.73 
.76 
.79 
.77 
.75 
.73 
.72 
.70 
.69 
.67 
.65 
.63 
.61 
.59 
.60 
.58 
.57 
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WPLL   RECORDS   IN   THE   APPALACHIAN   OIL   FIELD. 

pleted  eacli 


Tbe  following  table  shows  tbe  total  nnmber  of  wells 
month  in  the  several  districts  for  1897 : 


oil  field  in  1S97,  bg  monlk*  and 


Febrnary  .. 

April 

Mftj 

June 

July 

August 

September  . 

Ottober 

November . . 
Decemliei' .. 

Total 


72       152         58  I    486 
65  I    165        63  I    548 


802  3,255       498  6,072 


The  above  table  does  not  include  the  wells  drilled  in  the  Franklin 
lubricating  oil  district  of  Pennsylvania,  nor  tbe  wells  in  tbe  Volcano 
and  Burning  Springs  districts  of  West  Virginia,  which  produce  natural 
lubricating  petroleum. 

Tbe  following  table  of  wells  completed  in  each  district  during  1897 
shows  that  there  was  a  decrease  in  tbe  number  of  welis  drilled  in  alt 
the  districts  excepting  the  Allegany  district,  New  York,  in  which  there 
were  19  more  wells  drilled  in  1897  than  in  1896.  The  activity  in  this 
district  is  noted  elsewhere.  It  also  shows  that  there  was  a  decrease  of 
1,752  in  tbe  number  of  wells  completed  in  1897  as  compared  with  1890, 
and  yet,  as  noted  elsewhere,  there  was  an  increase  in  tbe  production 
of  the  iield  of  1,259,727  barrels  of  crude  petroleum. 
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Total  number  of  welh  completed  in  the  Appalachian  oilfield  in  1896  and  1897. 


Wella  completed. 


District. 


1896. 


1897. 


Bradford 769 

Allegany 331 

Middle  field 594 

Venango  and  Clarion 1, 614 

Butler  and  Armstrong 1, 153 


Southwest  . 
Macksburg . 

Total 


2,744 
619 

7,824 


696 
350 
481 
990 
802 
2,255 
498 


6,072 


The  following  table  gives  the  number  of  wells  drilled  in  the  Appa- 
lachian oil  field  from  1891  to  1897,  inclusive,  by  months.  It  will  be 
noticed  that  the  greatest  number  of  wells  are  usually  completed  in  June, 
July,  August,  and  September,  in  which  months  there  is  generally  the 
largest  production. 

Number  of  welh  completed  in  the  Appalachian  oil  field  each  month  from  Ls91  to  lS:i7y  by 

months  and  years. 


Month. 


January 

February  ... 

March 

April 

May 

.June 

July 

August 

September  . . 

October 

November . . . 
December  . . . 

Total  . 


1891. 


1892. 


1893. 


1894. 


"I 


310 
243 
275 
288 
314 
304 
334 
333 
281 
246 
255 
205  . 


182 
180 
149 
174 
174 
162 
179 
143 
146 
160 
174 
145 


1895. 


1896. 


1897. 


135 
99 
143 
146 
196 
228 
219 
163 
179 
154 
144 
174 


189 
176 
217 
278 
324 
370 
342 
359 
381 
394 
390 
343 


3,  388   1, 968  I  1, 980  :  3,  763 


296 
212 
355 
462 
658 
810 
822 
814  ! 
775  I 
727  > 
638  I 
567 


580 


542  I 

614  I 
729  I 
793 
739  I 
640 
644  ' 
624 
682 
682 


599 
438 
414 
486 
548 
604 
638 
601 
489 
446 
426 
383 


7, 136  i  7, 824   6, 072 
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In  the  foUowiug  table  is  given  the  initial  daily  prodacttOD  of  new 
wells  in  the  Appalachian  field  in  1S!)7,  by  districts  aud  mouths.  By 
initial  daily  production  is  meatit  the  prodactiou  of  the  well  wheo  first 
drilled  iuto  the  sand,  so  as  to  fully  opeu  np  the  pay  streak,  and  this  is 
neiirly  iu  all  caseB'  the  maximum  prodaction.  These  figures  do  not 
include  any  of  the  production  in  the  labricatiug  oil  districts  of  Penn- 
sylvania or  West  Virginia. 


Initial  dailj/  jirodacli 


IT  itelU  fn  tht  Appalaehiaa  oilfieU  in  1897. 


Brad.      AUf-    UMdls 


181       2T9       294  :1,000      6,4S3      499 
95       2U9       166  11,042:    5,760  '    302' 


JanDBT}' 584 

Febrnary 828 

April 781 

May 692 

June 964 

Jaly 609 

Augnat 54T 

September 344 

October 525 

NovBMlier 290 

Deai'mber |  17"! 

Average 586 


For  comparison  we  give  below  a  statement  showing  the  initial  daily 
production  of  alt  of  the  producing  wells  drilled  in  the  Appalachian 
field  in  ISIMJ  and  1897,  showing  au  increase  in  the  whole  field  of  2,382 
Imrruls,  or  14,3  per  cent,  in  initial  daily  production  in  1897  over  that  of 
iHifO.  During  the  same  period  the  uumber  of  wells  completed  decreased 
'Sl^  per  cent. 


135 

113 

321 

GOl 

5,736 

36! 

8,078 

1!)1 

544 

440 

416 

6,814 

374 

9,471 

154 

531 

407 

831 

9,934 

287 

13,108 

161 

1,050 

3W 

591 

10,931 

158 

13,834 

73 

1,089 

339 

457 

14,013 

465 

16,983 

82 

l,ftil 

279 

366 

10,388 

240 

13,350 

37 

3,384 

320 

462 

8,231 

no 

13,029 

78 

1,692 

145 

321 

8,784 

192 

11.502 

37 

934 

180 

231 

8,150 

182 

9,889 

til 

975 

276 

578 

8,238 

305 

11.089 
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Initial  daily  production  of  new  wells  in  the  Appalachian  oilfield  in  1896  and  1897. 

[Barrels.] 


Bradford 

Allegany 

Middle  field 

Yonango  aod  Clarion. 
Butler  and  Armstrong 

Southwest 

Macksburg 


Total. 


Average 16,628 


9,462 

7,037 

1,742 

1,332 

5.968 

11,695 

5,652 

3,311 

13, 725 

6,940 

74,081 

99,095 

5,768 

3,663 

116, 398 

133, 073 

19, 010 


Average  daily  production  of  new  wells  in  the  Appalachian  oil  field  in  1896  and  1897 f  by 

districts. 

[Barrels.] 


District. 


Bradford 

Allegany 

Middle  field 

Venango  and  Clarion . 
Batler  and  Armstrong 

Southwest 

Macksburg 


1806. 

1897. 

13.7 

12.09 

6.1 

4.45     j 

12.2 

32.58 

4.2 

4.00 

17 

13.69    i 

39.4 

61.3<i 

13.8 

12.13 

The  above  table  is  remarkable  as  showing  a  very  large  increase  in 
tbe  daily  production  of  tbe  wells  in  the  middle  district  and  tbose  of  the 
southwestern  district  in  1897  over  that  of  1896.  In  all  the  other  dis- 
tricts the  changes  were  slight.  This  increase  is  due  to  the  large  wells 
found  in  tbe  Watsonville  pool,  middle  district,  in  McKean  County,  dur- 
ing 1897,  and  to  tbe  lasting  qualities  of  the  Gordon  sand  wells  in  West 
Virginia. 

The  total  daily  initial  production  of  new  wells  completed  in  the 
Appalachian  oil  field,  beginning  with  1891  and  ending  with  1897,  is  as 
follows: 

This  table  shows  a  gradual  increase  in  initial  production  for  the  last 
five  years.  Only  the  year  1891  surpasses  1897.  It  was  in  the  former 
year  that  the  McDonald  field  was  opened  up. 
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Total  dailg  inilial  prodHclion  of  Kne  irrlU  in  tit  AppaladiiHH  oil  firld  froM  IS91  to  1S9T, 


luary 13.364      12,249 


Ffliniary  .. 

.      6.618 

9.992 

6.982 

5,9U 

March 

.      7, 751 

j*.661 

7.&-iO 

6,100 

Avril 

.      7.710 

6.7.M 

6,962 

7.584 

May 

-      7.B73 

7.793 

8.176 

7.43U 

Junp 

.      5.-Xi 

9.585 

10,815 

11,443 

Jnlv 

-     6.513 

10.6(» 

7.662 

9.009 

AiiBtiHt 

.    ]3.r.36 

7.W1 

8,73:1 

7.691 

Sfpn-tnlHT  . 

.    IP.  118 

6.317 

6.610 

6.912 

October.... 

.    46.718 

8.Ka 

4.510 

7,X38 

NovemlMT.. 

.    33,660 

6,332 

6.495 

7,507 

l>epfDibi'r.. 

.    15.:>38 

7,580 

7.840 

5.919 

ISM. 

,«.. 

7,383 

9,289 

7.829 

8,492 

8.842 

6,018 

U.253 

8,078 

11,350 

9,471 

11,825 

13,108 

10.476 

13.8»1 

7,471 

16,983 

8,216 

13.350 

9,263 

13,029 

10.294 

11,502 

V2, 196 

9,889 

9,700 

11,089 

In  the  following  table  the  total  nnmberof  dry  holes  intbe  Appalacb- 
inn  tield  is  enumerated  for  the  year  ISO"  by  districts  and  mouths.  By 
comjiaring  the  number  of  dry  holes  to  the  prodncing  wells,  it  is  found 
that  '2G  per  cent  of  all  the  wells  drilled  in  1897  were  dry  holes,  as 
compared  with  24.3  per  cent  in  ISIMJ. 


Total  • 


mirr  o/  rf>-.*  ioJ.x  di-ill,^  in  the  ApiialarkiaH  oilfiM  in  IS97. 


jidU 

il 

Ron  til 

Tol^. 

14 

27 

58 

20 

154 

6 

2-1 

43 

10 

109 

4 

23 

44 

11 

116 

\0 

2G 

3:1 

20 

128 

18 

24 

43 

26 

131 

i". 

24 

49 

25 

141 

a* 

28 

64 

U 

162 

21 

22 

65 

22  . 

158 

10 

;i3 

62 

ul 

140 

10 

14 

53 

9 

105 

8 

28 

58 

12  1 

122 

17 

62 

13! 

114 

tl2 

2',t5 

610 

196 

1,580 
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The  namber  of  dry  holes  in  the  4ppalachian  field  for  1896  and  1897 
in  the  different  districts  are  noted  in  the  following  tables: 

Number  of  dry  holes  drilled  in  the  Appalachian  oilfield  in  1896  and  1897. 


Dislrict. 


Bradford 

Ailegany 

'Middle  field 

VeDango  and  Clarion . 
Butler  and  Armstrong 

Sontb  west 

Maoksburg 

Total 


1896. 

18»7. 

78 

114 

46 

51 

104 

122 

261 

162 

347 

295 

8a5 

640 

200 

196 

1,901 

1,580 

In  1897  there  were  6,072  wells  drilled,  of  which  1,580  were  dry  holes, 
as  compared  with  7,824  wells,  of  which  1,901  were  dry  holes,  in  1896. 
The  number  of  paying  wells  to  one  dry  hole  in  1897  was  2.9;  or,  in 
other  words,  the  dry  holes  represent  35  per  cent  of  the  paying  wells. 
In  1896  the  corresponding  figures  were  3.1  and  34  per  cent,  and  in  1895 
3.5  and  29  per  cent.  There  were,  therefore,  a  few  more  dry  holes  found 
in  1897  in  proportion  to  the  paying  wells  than  in  1896,  and  an  equal 
proportion  to  1896,  showing  a  remarkable  parallel  for  the  three  years. 

In  the  following  table  will  be  found  the  statement  of  the  number  of 
dry  holes  drilled  in  each  month  from  1891  to  1897,  inclusive: 

Dry  holes  drilled  in  the  Appalachian  oil  field  from,  1891  io  1897, 


Month. 


January  

February  

March 

April 

May 

June 

July 

August 

September  . . . 

October..- 

November 

December 

Total  .. 


1891. 


1892. 


46 
61 
52 
59 
48 
72 
67 
66 
41 
50 
59 
43 


664 


37 
36 
38 
40 
48 
33 
43 
31 
40 
37 
40 
39 


462 


1893. 

39 
24 
36 
28 
41 
48 
40 
40 
43 
35 
28 
41 

443 


1894. 

1895. 

1896. 

36 

76 

145 

41 

55 

147 

54 

•  87 

142 

68 

110 

155 

67 

119 

175 

84 

170 

190 

67 

181 

188 

80 

185 

151 

102 

169 

148 

91 

176 

133 

100 

139 

160 

85 

121 

167 

875 


1897. 

154 
109 
116 
128 
131 
141 
162 
158 
140 
105 
122 
114 


1,588       1,901     ,  1,580 


The  following  table  presents  a 
derricks  in  course  of  construction 


statement  of  the  number  of  rigs  or 
in  the  Appalaehian  field  at  the  close 
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of  each  month  in  each  district  in  1897,  the  average  of  each  month  being 
297,  as  compared  with  an  average  of  414  per  month  in  1896: 

Riga  building  in  the  Appalachian  oilfield  in  1897. 


Month. 


Brad- 
ford. 


January  . . 
February  . 
March  . . . . 

April 

May 

June 

July 

August 

September 
October . . . 
November . 
December . 


56 
62 
69 
58 
54 
53 
51 
29 
30 
28 
24 
22 


Average '      45 


Alle- 
gany. 


22 
22 
28 
45 
30 
20 
14 
21 
14 
18 
13 
11 


Mid- 
dle 
field. 


22 


23 
16 
18 
19 
27 
22 
21 
21 
27 
32 
30 
27 


23 


Venan- 
go and 

Clar- 

ion. 


32 
35 
41 
54 
50 
40 
36 
33 
27 
37 
28 
22 


Butler 
and 
Arm- 
strong. 


South- 
west 
dis- 
trict. 


36 


46 
45 
39 
43 
34 
45 
38 
41 
31 
44 
44 
33 


40 


116 
119 
113 
118 
106 
116 
109 
112 
104 
123 
115 
91 


112 


Macks- 
burg. 


Total. 


25 
23 
24  i 
25| 

21 ; 

16 ; 

18 

11 
19 
19 
10 


19 


320 
322 
332 
362 
322 
312 
287 
272 
244 
301 
273 
216 


297 


In  the  following  table  will  be  found  a  statement  of  the  number  of  rigs 
or  derricks  building  in  the  Appalachian  oil  field,  by  months,  from  1891 
to  1897,  inclusive: 

Rigs  building  in  the  Appalachian  oil  field  from  1891  to  1897. 


Month. 


1891. 


January . . . 
February. . 

March 

April 

May 

June 

July 

August 

September 
October . . . 
November . 
December  . 


Average . . 


233 
195 
218 
.186 
208 
234 
182 
188 
131 
156 
142 
112 


182 


1892. 

189J. 

1894. 

1895. 

1896. 

1897. 

320 

110 

108 

166 

270 

441 

132 

107 

180 

353 

450 

322 

HI 

132 

187 

380 

449 

332 

100 

159 

233 

457 

458 

362 

108 

144 

237 

599 

439 

322 

89 

135 

238 

564 

436 

312 

96 

116 

245 

576 

379 

287 

74 

114 

292 

490 

360 

272 

98 

91 

254 

486 

378 

244 

xos 

110 

269 

464 

389 

301 

130 

143 

248 

472 

419 

273 

122 

193 

248 

476 

365 

216 

107 

129 

233 

466 

414 

297 

The  foregoing  table  shows  a  large  decrease  in  new  work.  The 
decrease  in  the  average  number  of  rigs  building  in  1897  as  compared  to 
1896  is  117,  as  compared  to  a  decrease  of  52  on  comparing  1896  and 
1895,  but  it  has  been  shown  that  decrease  in  wells  and  rigs  does  not 
always  mean  decrease  in  production. 
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In  the  following  table  will  be  foand  a  statement  of  the  number  of 
wells  drilling  throughout  the  field  in  1897,  by  districts.  There  were  130 
fewer  wells  drilling  in  December  of  1897  than  there  were  drilling  in 
January,  1897 : 

Wells  in  process  of  drilling  in  the  Appalachian  oilfield  in  1897, 


Venan- 
go and 

Clar. 

ion. 


34 

44 

30 

37 

22 

34 

22 

57 

24 

62 

32 

71 

30 

56 

22 

35 

31 

47 

29 

36 

24 

45 

28 

27 

27 


46 


Butler 
and 
Arm- 
strong. 

South- 

we8t 

dig. 

trict. 

Macks- 
burg. 

Total. 

100 

257 

19 

514 

71 

.  206 

27 

433 

74 

227 

31 

462 

62 

229 

22 

477 

61 

268 

21 

521 

75 

285 

26 

571 

77 

289 

22 

546 

67 

255 

25 

463 

63 

253 

18 

464 

56 

233 

15 

415 

45 

231 

21 

401 

43 

233 

15 
22 

384 

66 

247 

471 

The  following  table  gives  the  number  of  wells  drilling,  by  months, 
from  1891  to  1897,  inclusive,  for  comparison,  over  the  entire  Appalachian 
field: 

2s  umber  of  wells  drilling  in  the  Appalachian  oil  field  from  1891  to  1897  and  the  average  by 

mouths. 
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The  followini;  table  shows  the  wells  completed,  the  ioitial  pro<laction, 
the  dry  boles,  the  wells  drtlliQ^,  and  the  rigs  buildiug  in  the  Appa- 
lachian oil  field. 

This  givea  the  average  initial  prodactioo  iu  1897,  over  the  entire 
field,  21.9  barrels  a  day ,  as  compared  with  15,7  barrels  perdayfor  ISiH): 

Si'tlt  record  in  the  Jppalachian  oilfield  i«  1S97. 


^^     Initial  pro  ,     Dry 


Jftimnrj |  599 

February !  438 

Mnrch '  414 

April 4»6 

May 548 

June 601 

July 6S8 

AuguHt j  601 

September !  489 

October 446 

November 426 

Uecemhor 383 

Total I  6,072 


8.492  I 
6,018  I 
8,078 


13,350 
13,029 
11,502  j 
9,889  ' 

1111,069 


Tables  found  under  the  head  of  Ohio  {{ive  detailed  inforuiatioa  as  to 
wells  drilled  and  initial  daily  prodnction  in  that  |>ortiou  of  the  Appa- 
lachian oil  field  known  as  the  Corning,  Mucksburg,  SteabenviDe,  itud 
Marietta  districts,  and  as  to  miscellaneous  wells  in  southeastern  or 
BDuthero  Ohio,  grouped  in  the  previous  table's  under  the  bead  of 
Macksbnrg. 

The  Sistersville  district  and  the  districts  contiguous  are  iuclmled 
under  the  general  head  of  southwest  district. 

PENNSYLVANIA  AND  SEW  YOEK   OIL  FIELD. 

J'KODUCTION. 

For  many  years  the  production  of  these  States  covered  almost  the 
entire  production  in  the  linited  States,  and  there  was  no  attempt  to 
separate  the  output. 

It  is  interesting  to  give  separate  statistics  for  New  York,  Pennsyl- 
vania, West  Virginia,  and  Ohio,  so  far  as  they  can  be  given  separately, 
for  these  States  cover  nearly  the  entire  production  in  the  Appalachiau 
oil  field.  This  has  been  done  for  West  Virginia  and  Ohio.  The  Brad- 
ford field  extends  continuously  froui  I'tiiiusylvauia  to  New  York, 
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^  It  has  been  fouud  difiicult  to  separate  stocks,  shipments,  etc.,  of  the 
four  States  named  above. 

In  the  following  table  will  be  found  a  statement  of  the  production  of 
crude  petroleum  in  New  York  and  Pennsylvania  in  1897,  by  districts 
and  months: 

Production  of  crude  petroleum  in  Pennsylvania  and  New  York  in  1897,  by  diniricte  and 

months. 

[Barrels  of  42  gallons.] 


District. 


January.       February.  I      March. 


April. 


AUegany  Couuty,  N.  Y . 

Bradford 

Clareudon  and  Warren 

Middle  district 

Tiona 

Lower  district 

Washington  County . . 

Alleghony  County 

Beaver  County 

Greene  County 

Total 

Franklin  district 


59, 655 

319, 647 

27, 845 

92, 551 

22, 282 

586,811 

134,892  : 

294,816 

43, 748 

7,384 


62, 036 

320, 9H2 

28, 355 

80, 934 

24, 243 

586,  761 

143,  827 

265, 447 

32,961 

7,032 


Smiths  Ferry  district. 
Qrand  to  till 


1,589.631  ,1,552,588 

1, 874     3, 710 

195      190 


67, 059 
355,230 
34, 147 
a5,  977 
25,667 
6-10,  392 
206, 637 
262, 893 
27, 574 
18,886 

|l,  724,  462 

5,830 

210 


66, 355 

335, 422 

28,  718 

77, 822 

25, 121 

585, 514 

189,568 

257, 969 

23, 191 

17,306 


May. 

67,004 

333, 778 

32,051 

84,559 

25, 070 

598, 182 

190, 105 

240, 814 

24, 118 

19,681 


1, 606, 986 

4,442 

205 


1, 591, 700 


1,  615, 362 

3,986 

200 


1,556,488  ,1,730,502  11,611,633   1,619,548 


District. 


June. 


July. 


Allegany  County,  N.  Y. . 

Bradford 

Clarendon  and  Warren  . 

Middle  district 

Tiona 

Lower  district 

Washington  County 

Allegheny  County 

Beaver  County 

Greene  County 

Total 

Franklin  district 

Smiths  Ferry  district. .. 

Grand  tot.iI 


67, 365 

339, 753 

31, 923 

85, 550 

25,111 

584, 780 

199,774 

260,709  I 

26,248 

42, 983 

1,664,205  ! 

3,881  i 

200 


67,433 
334,165 

33, 952 
102, 801 

23,785 
580, 958 
195, 021 
242, 956 

24, 927 

35, 792 


August. 


66,828 
322, 260 

30,110 
107,  071 

24, 540 
555, 672 
194, 836 
243, 119 

30, 148 

26, 211 


1, 668, 286 


1,  ail,  790 

5, 383 

190 


1, 600, 795 

3, 904 

195 


September. 

63,170 
311,631 

32,689 
130, 572 

24,  313 
533,738 
181, 933 
234,043 

24, 772 

22, 565 


1, 559, 426 

3,857 

200 


1,647,363   1,604,954  i  1,563,483 
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Production  of  crude  petroleum  in  Penneylvania  and  New  York  in  1897,  by  distnete  and 

months — Continued. 

[Barrels  of  42  gallons.] 


District. 

October. 

November,    i     December. 

Total. 

Allegany  County,  N.  Y. . 
Bradford 

63,479 
314, 212 

27, 440 
175, 341 

24,660 
547,382 
187, 802 
224, 351 

19, 979 

16,600 

56,528 
308, 439 

35,920 
168, 874 

23,628 
512, 478 
175, 487 
210, 463 

20,084 

21,867 

64,694 
308, 701 

34,925 
137, 387 

23,165 
512,931 
175,830 
220,960 

20, 176 

21,768 

771,606 
3, 904, 230 

378, 075 
1,329,448 

291,585 
6, 825, 599 
2, 175,  712 
2, 968, 540 

317, 926 

258,065 

Clarendon  and  Warren  . 
Middle  district 

Tiona 

Lower  disti  ict 

Washington  County 

Allegheny  County 

Beaver  County 

Greene  County 

Total 

1,601,246 

3,906 

210 

1, 533,  758 

4, 159 

200 

1, 520, 537 

3,888 

205 

19, 210, 786 

48,880 

a  2, 400 

Franklin  district 

Smiths  Ferry  district- .. 

Grand  total 

1, 605, 362 

1,538,117 

1, 524, 630 

19, 262, 066 

a  This  production  only  represents  dump  oil,  the  pipe-line  runs  of  this  district  being  included  in 
runs  of  Boavor  County. 

The  production  in  the  Allegany  district  does  not  include  all  of  the 
production  in  the  State  of  New  York.  About  15  to  18  i^er  cent  of  the 
production  in  the  Bradford  district  comes  from  New  York,  the  remain- 
der being  from  Pennsylvania.  The  sum  total  of  these  two  States 
shows  a  decrease  of  1,322,355  barrels  in  1897,  as  compared  with  1896, 
which  year  had  an  increase  of  1,440,031  barrels  over  1895,  so  that  1897 
is  only  117,676  barrels  greater  than  1895,  and  242,076  barrels  greater 
than  1894.  The  total  production  for  1894,  1895,  and  1897  is  nearly 
equal.  In  1897  it  was  13,747,170  barrels  less  than  the  maximum  pro- 
duction of  1891.  The  increase  or  decrease  of  the  districts  has  been 
already  discussed  under  Appalachian  production. 

In  the  following  table  will  be  found  the  total  production  of  crude 
petroleum  in  the  Pennsylvania  and  New  York  oil  fields  for  the  twenty- 
seven  years  beginning  in  1871  and  ending  with  1897 : 
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MINERAL   RESOURCES. 


In  the  early  history  of  the  oil  business  a  very  large  percentage  of  the 
crude  oil  went  direct  from  the  field  to  the  refineries,  either  by  wagon, 
boat,  or  railway,  and  was  lost  sight  of  until  shipped  as  refined  oil, 
which  was  reduced  to  the  equivalent  of  crude  petroleum  by  allowing 
one  barrel  of  crude  to  produce  three-fourths  of  a  barrel  of  refined,  or  a 
barrel  of  refined  was  regarded  as  being  the  equivalent  of  one  and  oue- 
third  barrels  of  crude.  Since  1888  nearly  the  entire  amount  of  crude 
petroleum  has  passed  through  the  pipe  lines,  and  is  given  under  the 
head  of  shipments  from  the  Appalachian  field  by  months. 

DRILLING  WKLL8  COMPLETED  IN  PENNSYLVANIA,  XEW  YORK,   WEST  VIRGINIA,  AND 
THAT  PART  OP  OHIO  INCLUDED  IN  THE  SOUTHWESTERN  FIELD. 

In  the  early  history  of  the  production  of  petroleum  almost  all  of  it 
came  from  New  York  and  Pennsylvania.  In  after  years  oil  was  found 
in  Ohio  near  Macksburg  and  Marietta,  and  on  the  Little  *  Kanawha 
Kiver  in  West  Vii'ginia.  These  points  were  so  far  isolated  that  it  was 
not  difficult  to  keep  them  separated,  so  for  a  number  of  years  there 
was  a  correct  table  of  wells  drilled  in  Pennsylvania  and  New  York. 
Now  it  is  almost  one  continuous  field  from  western  New  York  to  the 
Little  Kanawha  River  of  West  Virginia,  a  part  extending  over  into 
Ohio  from  West  Virginia  at  and  near  Sistersville,  on  the  Ohio  River, 
and  the  following  table  includes  the  wells  drilled  in  this  portion  of 
Ohio. 

To  obtain  the  totals  of  all  wells  drilled  in  the  Appalachian  field  we 
would  have  to  add  to  this  table  those  comprised  under  the  head  of  the 
southern  Ohio  district,  which  are  shown  in  a  table  given  On  a  previous 
page:. 

number  of  drilling  wells  complefed  in  the  Pennaylraniaf  New  York,  West  Virginia,  and  a 

part  of  Ohio  oilfields  each  month  from  1872  to  1897, 


Tear. 

Jan. 
37 

Feb. 
120 

Mar. 
89 

Apr. 

May. 
135 

June. 
84 

July. 
128 

Aug. 
118 

Sept. 
82 

Oct 
100 

Nov. 
64 

Dec. 
105 

Total. 

1872  . . 

121 

1,183 

1873  . . 

93 

94 

100 

105 

102 

130 

114   120 

106 

101 

100 

98 

1,263 

1874.. 

102 

104 

110 

113 

109 

101 

121 

107 

104 

120 

106 

120 

1,317 

1875.. 

190 

187 

195 

186 

172 

190 

200 

210 

201 

220 

217 

230 

2,398 

1876.. 

210 

231 

242 

200 

202 

261 

248 

270 

209 

273 

272 

272 

2,920 

1877  . . 

281 

241 

291 

269 

320 

403 

317 

255 

322 

467 

391 

382 

3,929 

1878  . . 

274 

226 

211 

409 

470  269 

203 

186 

174 

229 

248 

165 

3,0&4 

1879  . . 

136 

132 

238 

270 

402 

330 

327 

283 

210 

232 

227 

261 

3,048 

1880.. 

320 

230 

367 

500 

426  1  310 

338  368  35G 

364 

336 

302 

4,217 

1881  . . 

222 

220 

271 

316  406 

374 

336  '  332  312 

322 

363 

406 

3,880 

1882  . . 

347 

340 

385 

432 

469 

340 

185 

253  164 

117 

150 

122 

3,304 

1883.. 

125 

126 

142 

209  231  '  228 

261 

309  321 

321 

302 

272 

2,847 

1884  .. 

229 

227 

256 

298 

311 

244 

268 

145   89 

59 

73 

66 

2,2a5 

1885.. 

64 

62 

82 

116  213  '  242 

1 

217  283  356 

397 

384. 

345 

2,761 
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Number  of  drilling  toella  completed  in  the  Pennsylvania,  New  Tork,  West  Virginia,  and  a 
part  of  Ohio  oilfields  each  month  from  1S72  to  7557— Continued. 


Year. 

Jan. 
270 

Feb. 

■ 

Mar. 
291 

Apr. 
328 

May. 
343 

Jane. 
365 

July. 
357 

Aug. 
313 

Sept. 
253 

Oct 
272 

Nov. 
221 

Dec. 
185 

ToUl. 

1886.. 

280 

3,478 

1887.. 

158 

162 

138 

160 

148 

162 

159 

142 

134 

100 

101 

96 

1,660 

,  1888.. 

57 

52 

56 

49 

56 

97 

82 

% 

132 

229 

307 

302 

1,515 

1889.. 

284 

288 

353 

401 

431 

537 

549 

508 

478 

559 

540 

471  05,435 

1890.. 

553 

482 

522 

556 

534 

571 

555 

579 

571 

567 

520 

348 

6,358 

1891.. 

310 

243 

275 

288 

314 

304 

334 

333 

281 

237 

245 

197 

3,361 

1892 . . 

175 

171 

137 

167 

170 

154 

174 

141 

142 

158 

160 

143 

1,892 

1893.. 

125 

84 

130 

127 

172 

213 

193 

145 

158 

139 

137 

167 

1,790 

1894.. 

180 

170 

202 

261 

307  349 

319 

341 

362 

373 

368 

316 

3,548 

1895.. 

271 

195 

324 

425 

601 

754 

772 

766 

735 

686 

613 

534 

6,676 

1896  . . 

537 

514 

499 

569 

658 

744 

673 

589 

594 

581 

622 

625 

7,205 

1897.. 

544 

408 

368 

428 

485 

553 

603  '  557 

455 

417 

404 

352 

5, 574 

ainclades  36  wells  drilled  in  Franklin  district,  dat^  for  which  by  months  was  not  obtainable. 

WEST  VIRGINIA. 

The  developments  in  this  State  in  1897  have  been  described  under 
the  head  of  Appalachian  extension.  It  is  the  production  in  this  State 
that  has  held  up  the  production  of  the  Appalachian  field,  in  which 
Pennsylvania  and  Ohio  showed  a  decrease.  The  percentage  of  increase 
was  greater  in  1897  than  it  was  in  1896,  being  30.64  per  cent  in  1897 
and  23.39  per  cent  in  1896.  The  increase  has  doubled  nine  times  in 
ten  years,  notwithstanding  the  deep  wells  required  in  most  of  the  fields 
of  this  State,  and  the  decrease  in  the  average  price,  which  was  78|  cents 
in  1897,  as  compared  with  $1.18  in  1896. 

The  Elk  Fork  pool  added  1,504,290  barrels  during  the  year,  and  in  it 
there  was  a  decided  falling  off  toward  the  close  of  1897,  which,  accord- 
ing to  indications,  will  not  be  replaced  by  the  production  of  the  Whiskey 
Bun  pool,  opened  just  about  the  close  of  the  year. 

The  production  of  a  very  high  grade  of  natural  lubricating  oil  along 
the  west  flank  of  the  great  anticline  near  the  central  part  of  the  basin 
continued  in  1897.  There  was  a  falling  off  of  1,770  barrels,  as  compared 
with  1896,  in  the  production  of  lubricating  petroleum. 
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In  the  following  table  is  given  the  production  of  oil  in  West  Virginia 
from  the  beginning  of  operations,  so  far  as  obtainable,  that  previous  to 
1877  being  partially  estimated : 

Production  of  petroleum  in  West  Virginia, 


Year. 


Previonsto  1876.., 

1876 

1877 

1878 

1879 

1880 

1881 

1882 

1883 

1884 

1885 

1886 

1887 


Barrels. 


Year. 


Barrels. 


3,000,000 
120,000 
172,000 
180,000 
180,000 
179,000 
151,000 
128,000 
126,000 
90,000 
91,000 
102,000 
145, 000 


119, 448 
544, 113 
492, 578 
2, 406, 218 
3, 810, 086 
8, 445, 412 
8, 577, 624 
8, 120, 125 

1896 10,019,770 

1897 13,090,045 


1888. 

1889. 

1890. 

1891. 

1892 

1893. 

1894. 

1895, 


Total 60,289,419 


OHIO. 

This  State  has  a  part  of  two  fields  of  petroleum.  The  Appalachian 
field  extends  along  its  southeastern  border  from  Steubenville  to  Corn- 
ing, this  portion  being  known  as  the  southern  or  southeastern  Ohio 
field.  The  Mecca  and  Belden  districts  are  outliers  to  the  north  of  this 
field  and  produce  a  small  amount  of  superior  natural  lubricating  petro- 
leum. The  other  field  is  known  as  the  Lima  field,  located  in  the  north- 
western i)ortion  of  the  State. 

In  the  Appalachian  field  the  oil  comes  from  sands  which  occupy  sev- 
eral positions  in  the  vertical  scale.  The  principal  sources  are,  however, 
the  productive  Coal  Measures,  the  Lower  Conglomerates,  the  Waverly, 
and  the  sands  of  the  upper  portion  of  the  Ohio  shale  of  the  Devonian 
formation. 

In  the  Lima  field  the  source  of  the  crude  petroleum  is  the  upper  por- 
tion of  the  Trenton  limestone.  The  interval  of  horizontal  strata  between 
the  lowest  productive  sand  of  the  upper  oil  sands  and  the  Trenton  varies 
from  3,200  to  5,000  feet.  There  is  a  very  great  difference  in  the  char- 
acter of  these  oils  found  in  the  southeastern  Ohio  field,  which  vary  from 
a  light  amber  to  a  very  dark  green. 

The  Lima  oil  contains  a  percentage  of  sulphureted  hydrogen,  which 
gives  to  it  a  peculiar  odor,  and  is  dark  in  color — yellow  by  transmitted 
light  and  dark  green  by  reflected  light.  The  oils  of  southern  Ohio  are 
free  from  this  odor  and  are  generally  of  lighter  color  and  lighter  grav- 
ity.   Some  of  the  intervening  sands  and  limestones  between  the  npper 
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DeToniau  and  the  Trentoa  have  prodaced  oil,  bat  not  in  paying  qoan> 
titles.  The  total  erode  petroleam  prodnced  in  Ohio  in  both  lielda  in 
1897  was  21,560,515  barrels.  There  was  a  decrease  of  2,380,654  barrels 
as  compared  with  1896,  amounting  to  nearly  llj  per  cent.  In  1897, 
2,877,193  barrels  came  from  the  Appalachian  or  soatheastern  portion  of 
Ohio,  645  barrels  from  the  Mecca  Belden  division  of  the  same  field,  and 
18,682,677  barrels  from  the  Lima  field,  the  latt«r  being  87  per  cent  of 
the  total  prodnction  of  the  State.  The  production  ia  the  Lima  fleld  in 
Ohio  in  1896  was  20,575,138  barrels,  showing  a  decrease  of  9.3  per  cent 
during  the  year  1897.  The  price  in  the  State  declined  from  a  general 
average  in  1896  of  abont  $0.74  to  $0.32  in  1897,  equal  to  a  decrease  of  22 
cents,  or  30  per  cent.  The  number  of  wells  completed  in  Ohio  in  1897 
was  2,998,  as  compared  with  5,077  in  1896,  a  decrease  of  41  per  cenL 
These  fignres  show  that  the  prodactJon  held  ap  remarkably  when  the 
decrease  in  the  nnmber  of  wells  completed  and  the  decreafie  in  the  price 
is  considered. 

Wood  Gonnty  has  continued  to  hold  the  lead  in  the  new  work  dnring 
the  year.  There  were  several  small  pools  oi>eiied  up  in  this  county. 
Lncas  County  also  showed  a  considerable  amnmit  of  new  territory 
during  the  year. 

There  is  con<uderable  territory  in  this  field  that  can  insure  moderately 
good  wells,  if  the  price  were  increased  sufficiently  to  encourage  new 
work. 

PBODUCTIOK. 

The  total  amonnt  and  valne  of  crude  i^etroleam  prodnced  in  Ohio  in 
all  fields  in  1S9G  and  1897  are  shown  in  the  following  table: 

Total  anoHDl  m»d  rata*  o>/  crmdt  petroleam  produord  ia  Okio  in  1S96  and  1897. 


IKW. 

1»7. 

rlcl. 

11).ft7M38#lS,723.617 
3.3tB,3fi5     8,966.0.'* 

Prtre             ~.  ,  ,       1                        1     Price 

•  IW- 

BariYtf. 
»0.6eT   18.682,677   $8,967,685' JO.  48 
1.17i     2,877,193     2,262,193       .78J 

4.:©                  615            3,120     4.84 

rut«i 

.7S!»  21,660,313   11,232,998       .62 
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In  the  following  table  will  be  fonnd  the  total  prodnction  of  all  the 
crade  petroleum  in  Ohio  in  1897,  by  months,  in  the  several  fields.  The 
production  in  the  MeccaBelden  field,  being  very  small,  was  not  divided 
into  monthly  production  : 

Total  production  of  crude  petroleum  in  Ohio  in  1897,  by  montJu  and  districts, 

[Barrels  of  42  gallons.] 


Month. 

Lima. 

Southeastern 
Ohio. 

MeccaBelden. 

Total. 

January  

February 

1, 534, 285 
1, 485, 039 
1, 638,  755 
1, 570, 621 
1,690,956 
1,589,063 
1, 608, 730 
1, 603, 336 
1, 546, 131 
1, 571, 760 
1, 458, 688 
1, 485, 313 

293, 801 
262,035 
266,343 
255,213 
266,760 
259,100 
245, 876 
227,013 
217, 018 
203,127 
183,683 
197, 224 

1, 828. 136 
1, 747, 124 
1, 905, 148 
1, 825, 884 
1, 857, 766 
1, 848, 213 
1,854,656 
1,830,399 
1, 763, 199 
1, 774, 937 
1. 642, 421 
1, 682, 632 

March  .---. 

April 

May 

June 

July 

AufiTUSt 

September 

October 

November 

December 

Total  .V 

18, 682, 677 

2, 877, 193 

645 

21, 560, 515 

62  mXESU.   RESOTTRCES. 

Tlie  total  BiDoant  and  vsloe  of  emde  petroleam  prodaced  in  Obio 
from  IfifiO  to  IS97,  iiiclii»ire,  bf  districts,  are  showa  in  the  folloving 
table: 

Total  amnami  amd  r*Ja«  »/ eT»iU  fttroltmm  praiuetd  ■■  Ohio  from  18S9  lo  1897. 


Ohio  diArict. 


. ... 

,„:.. 

■©        »LK!2.9T>< 

317.037 

$310, 6K3 

■s        i.:j>4.Ki 

I,IW.33I 

1.127,730 

>          5.3M.3T4 

423.  SO 

283,332 

T          5.  iw.  "Sa 

L 190. 302 

662,106 

4          &Ud.ll5 

i  601. 391 

1,661,892 

H          li  ViL  7« 

3.183.370 

2,670,012 

S         lL:!Ti-i3 

3.eU3,2« 

5.018,201 

>         Lx  T:J3.  SIT 

3.365.3S5 

3.968,924 

-          g.Sif7.es5 

2.?n.l93 

2;  262, 193 

brtc*  i«i.-t. 

T«^ 

LU-- 


12.471.4* 

ri.  173,995 

1&  124.656 

5.6U,195 

17.  7«>.:!01 

5.576.7C6 

Iti-atLR-l 

6,239,039 

l&213.7fi9 

8.124,342 

lti.7Vil51 

9.206,293 

19  il.\233 

16.399,242 

2S.sm.169 

17.693,438 

2l..-rt\:>15 

11,332,998 
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,  In  the  following  table  is  given  the  total  production  of  crude  petro- 
leum in  Ohio  for  the  years  1888  to  1897,  by  months : 

Total  production  of  crude  petroleum  in  Ohio  from  1888  to  1897 ,  hy  months. 

[Barrels.] 


Yeiff. 


1888. 
1889. 
1890. 
1891. 
1892. 
1893. 
1894. 
1895. 
1896. 
1897. 


Year. 


1888 

1889. 

1890. 

1891. 

1892. 

1893. 

1894. 

1895. 

1896. 

1897. 


Year. 


1888. 
1889. 
1890. 
1891. 
1892. 
1893. 
1894. 
1895. 
1896. 
1897. 


January. 


444,804 
1, 041, 655 

948,780 
1, 561, 039 
1, 124, 194 
1, 227, 363 
1, 326, 282 
1, 286, 468 
1,957,875 
1, 828, 136 


February. 

507,686 
944, 506 
929, 810 
1, 396, 474 
1, 160, 634 
1, 193,  698 
1, 187, 891 
1, 123,  784 
1, 805, 698 
1, 747, 124 


March. 


612,830 
1, 016, 278 
1, 008, 933 
1, 484, 045 
1,  242, 936 
1, 399,  &48 
1, 431, 894 
1, 387, 882 
1, 967, 188 
1, 905, 148 


April. 


656,186 
1, 029, 780 
1, 101, 773 
1, 500, 142 
1, 173, 952 
1, 289, 982 
1, 368, 268 
1,480,228 
1, 989, 262 
1, 825, 884 


May. 


774,267 
1, 115, 703 
1, 223, 241 
1, 475, 339 
1, 216, 416 
1,384,090 
1, 486, 678 
1, 572, 718 
2, 062, 582 
1, 857, 766 


June. 


889,066 
1, 074, 384 
1, 274, 209 
1, 516, 362 
1, 266, 712 
1, 419, 758 
1, 439, 144 
1, 590, 936 
2, 101, 507 
1, 848, 213 


July. 


August. 


939, 287 
1, 052, 430 
1, 472, 974 
1, 545, 298 
1, 370, 135 
1, 444, 572 
1, 398, 304 
1,  779, 452 
2, 117, 849 
1, 854, 656 


1,  022, 009 
1, 075, 008 
1, 544,  291 
1, 538, 210 
1, 572, 657 
1, 480, 285 
1,  487, 528 
1, 877, 470 
2, 059, 532 
1, 830, 399 


September.  • 


1, 005,  422 
1, 060,  982 
1, 700, 227 
1, 523, 826 
1, 574, 336 
1, 402, 213 
1, 369, 409 
1, 904, 985 
1,994,503 
1, 763, 199 


October. 


1,0&4,688 
1, 048, 448 
1, 798, 413 
1, 527, 490 
1, 586, 173 
1, 397, 125 
1,469,457 
1, 963, 297 
2, 041, 301 
1, 774, 937 


November. 


1, 017, 362 
1, 030,  795 
1, 608, 883 
1, 299, 737 
1, 517, 198 
1, 306, 883 
1, 424, 926 
1, 840, 501 
1, 863, 720 
1, 642, 421 


December. 


1, 077, 261 
981,497 
1, 513, 122 
1, 372, 339 
1, 557, 578 
1, 302, 152 
1, 402, 373 
1, 737, 512 
1, 980, 152 
1, 682, 632 


Total. 


10, 010, 868 
12, 471, 466 
16, 124, 656 
17, 740, 301 
16,362,921 
16, 249, 769 
16, 792, 154 
19, 545, 233 
23, 941, 169 
21, 560, 515 
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The  following  table  gives  the  prodaction  of  petroleam  in  Ohio  from 
the  beginning  of  operations  in  that  State  to  the  close  of  1897 : 

Production  of  petroleum  in  Ohio. 


Year. 

BaireU. 

Year. 

Barrels. 

rreviousto  1876 

1876 

200,000 
31,763 
29,888 
38,179 
29,112 
38,940 
33,867 
39, 761 
47,632 
90,181 

661,580 
1, 782, 970 

1887 

5, 022, 632 
10, 010, 868 
12,471,466 
16, 124, 656 
17, 740, 301 
16, 362, 921 
16, 249, 769 
16, 792, 154 
19, 545, 233 
23, 941, 169 
21, 560, 515 

1888 

1877 

1889 

1878 

1890 

1879 

1891 

1880 

1 

1892 

1881 

1893 

1894 

1882 

1883 

1895 

1884 

1896 

1885 

1897 

1886 

LIMA  DISTRICT. 

The  first  petroleam  discovered  in  the  Lima  (Ohio)  district  waa  pro- 
duced by  a  well  drilled  at  Findlay,  Hancock  County,  in  the  fall  of  1884. 
The  prodaction  almost  donbled  in  that  year.  It  was  1885,  however, 
that  increased  the  prodaction  734  per  cent  over  1884.  As  this  district 
is  now  by  far  the  most  important  field  at  present  in  Ohio,  it  will  be 
considered  first,  and  that  portion  of  the  Appalachian  field  inside  of 
the  State  of  Ohio  will  be  then  taken  up. 


PRODUCTION. 


The  following  table  gives  the  production  of  this  district,  beginning 
with  1886  and  ending  in  1897 : 

Production  of  petroleum  in  the  Lima  (Ohio)  dieirictfrom  1886  to  1897. 


Year. 

BarrelA. 

Year. 

Barrels. 

1886                            -     . 

1, 064, 025 

4, 650, 375 

9, 682, 683 

12, 153, 189 

15, 014, 882 

17, 315, 978 

1892 

15, 169, 507 
13, 646, 804 
13, 607, 844 
15, 850, 609 
20,-575, 138 
18, 682, 677 

1887                     

1893 

1888                       

1894 

1889     

1895 

1890                        

1896 

1891                     

1897 

PETROLEUM. 
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III  the  following  table  is  found  the  prodaction  of  petroleam  in  the 
Lima  (Ohio)  field  from  1887  to  1897,  by  months,  so  far  as  it  has  been 
obtainable: 

Production  of  petroleum  in  the  lAma  (Ohio)  field  from  1887  to  1897, 

[BarreU  of  42  gallons.] 


Year- 


January. 


Febrnary. 


1887 !        131,011 

1888 422,125 

1889 1,016,697 

1890 i      911,947 

1891 !  1,471,858 

1892 1,090,173 

1893 1  1,037,358 

1894 1,116,979 

1895 1,034,489 

1896 1,635,925 

1897 1,634,285 


206,026 

479,824 

921,185 

888,978 

1, 355,  734 

1, 127, 481 

985,620 

974,091 

900,530 

1, 523, 866 

1, 485, 039 


ApHl. 


303, 084 

586,781 

989,793 

955,620 

1, 465, 628 

1, 200, 305 

1, 161, 38-1 

1, 177, 837 

1,  111,  346 

1, 673, 595 

1. 638, 755 


352, 798 
629, 932 
1, 004, 969 
1, 040, 924 
1, 470, 661 
1, 128, 253 
1, 072, 850 
1, 099, 452 
1, 194, 799 
1, 697, 848 
1, 570, 621 


May. 


1 


449,062 
745,896 
1,090,638 
1, 142, 954 
1, 446, 284 
1, 165, 750 
1, 179, 808 
1,203,229  • 
1, 287, 167 
1, 775, 858 
1, 590, 956 


I 


Year. 


1887 


Juno. 


474,535 

1888 ..  862,106 

1889 ,  1,050,269 

1890 ;  1,175,821 

1891 1,491,228 

1892 1,210.523 

1893 '  1,213,521 

1894 1  1,165,190 

1895 1,300,058 

1896 1,822,817 

1897 j  1,689,063 


Year. 


1887. 
1888 


October. 

444,  941 
1, 036,  712 


1889 1,019,961 

1890 1,660,069 

1891 ^  1,499,834 

1892 1,379,909 

1893 1,154,641 


1, 165, 938 
1, 679, 693 
1, 770, 493 
1897 1,571,760 


1894 

1895. 

1896. 


July. 


389,997 
905,218 
1, 029,  707 
1,  :%4,  672 
1, 514, 607 
1, 300, 197 
1, 231, 010 
1, 131, 081 
1, 474, 1 15 
1,843,477 
1, 608, 730 


August. 

490,862 
995,938 
1, 050, 162 
1,411,998 
1, 609, 262 
1,  461, 020 
1, 258, 289 
1, 212, 090 
1, 540, 149 
1,  789, 341 
1, 603, 336 


465, 743 
979,943 
1, 038, 072 
1, 659, 473 
1, 492, 115 
1, 422, 534 
1, 181, 493 
1, 090, 626 
1, 527, 085 
1,  739, 122 
1. 546, 131 


November. 

458,  612 
988,997 
997, 825 
1, 495, 099 
1,271,189 
1, 328, 548 
1, 084, 324 
1, 146, 686 
1, 494, 985 
1, 612, 298 
1, 458, 688 


483,704 
1, 049, 211 

943,921 
1, 417, 327 
1, 337, 578 
1, 354, 814 
1,086,506 
1, 124, 644 
1, 406, 193 
1, 690, 498 
1, 485, 313 


4, 650, 375 
9, 682, 683 
12, 153, 189 
15, 014, 882 
17, 315, 978 
15, 169, 507 
13,  &46, 804 
13, 607, 844 
15, 850, 609 
20,575,138 
18, 682, 677 
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WRLL  RECORDS  IN  THE  LIMA   DISTRICT. 


In  the  following  tables  will  be  found  statements  showing  the  well  rec- 
ords in  the  Lima  (Ohio)  district  from  1894  to  1897,  inclusive. 

The  table  below  shows  the  wells  completed  each  month  during  the 
year  1897  in  the  Lima  (Ohio)  field: 

Total  number  of  wella  completed  in  ths  L\ma  (Ohio)  district  in  1897. 


Month. 


Allen 


Au-    I  Han-  <    San- 
glaize.  I  cuck.   dusky. 


January  . . .  j  23 

I 

February  ..  22 

March 20 


April 

May 

June 

July 

August 

September  . 

October 

November  . 
December . . 

Total  .. 


23 
22 
15 
16 
12 
13 
16 
17 
13 


24 
15 
17 
27 
25 
30 
26 
33 
35 
33 
21 
17 


54 
44 
41 
41 
32 
35 
39 
17 
22 
40 
41 
26 


24 
18 
28 
37 
40 
28 
22 
13 
18 
11 
11 
8 


212  ,  303  i  432   258 


Wood. 

76 
63 
69 
56 
58 
67 
102 
77 
71 
57 
56 
39 


Mer-      Tan 
cer.  ,  Wert. 


791 


11 

8 

12 

7 

15 

8 

9 

10 

16 

11 

9 

2 

118 


1 
4 
1 
2 
1 
0 
2 
0 
1 
0 
0 
2 


Sen- 
eca. 


11 
7 
3 
5 
3 
4 
4 
3 

2 
2 

5 
4 


iMiMel- 
I  lane- 
'    ous. 


28 
12 
19 

17 ; 

30  I 
24  I 

22: 

28 
38  \ 
26  I 
31 
30  i 


Total. 


252 
193 
210 
215 
226 
211 
242 
193 
216 
196 
191 
141 


14   53   305  '  2,486 


In  the  following  table  it  will  be  seen  that  the  average  of  the  initial 
daily  production  of  the  new  wells  in  1897  was  4,818  barrels  per  month. 
This  amount  mnltiplied  by  12  gives  57,810  as  the  total  initial  produc- 
tion. This  divided  by  2,102,  the  number  of  wells  less  the  dry  holes, 
gives  27  as  the  average  number  of  barrels  of  initial  daily  production  for 
each  paying  well  drilled  in  1897,  as  compared  with  21.7  in  1896  and  23 
in  1895.  The  declining  price  decreased  the  number  of  wells  drilled, 
and  they  were  more  carefully  selected  as  to  paying  territory  in  1897  ns 
comjiared  with  1896,  and  therefore  show  a  greater  initial  productiou. 
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Initial  daily  production  ofwelU  completed  in  the  Lima  (Ohio)  district  in  1897. 

[Barrels.] 


Month. 


Allen. 


Miscel- 
lane- 
ous. 


January  . ..    475 
February  ..    390 

March 435 

April :  400 

"May ;  300 

June 270 

July 245 

August 200 

September  .    190 

October 345 

November..;  170 
December . .    160 


Average . .  j  298 


Total. 

4,710 
3,600 
4,820 
4,040 
4,175 
4,525 
5,855 
6.740 
6,283 
5,955 
4,145 
2,975 

4,818 


It  will  be  seen  by  the  followiiif^  table  that  there  were  384  dry  holes 
completed  in  1897,  as  conipared  with  550  in  1896.  This  leaves  2,102 
prodncing  wells  in  1897,  as  compared  with  3,908  producing  wells  drilled 
in  1896.  This  is  a  decrease  of  46  per  cent  in  the  number  of  producing 
wells,  while  the  production  only  decreased  9.2  per  cent. 

Total  number  of  dry  holes  drilled  in  the  Lima  (Ohio)  dintrict  in  1897, 


Month.  Allen, 

January i  3 

February  ..  5 

March 3 

April  5 

May  2 

June ;  2 

July 3 

August 3 

Septenilier  .  3 

October 5 

November . .  7 

December  . .  2 

Total  ....  43 


7 
4 
3 
8 
5 
5 
1 
4 
4 
4 
8 
6 

59 


1 

Han- 

San-. 

cock. 

dusky. 

4 

1 

5 

0 

5 

3 

6 

1 

1 

4 

5 

2 

7 

2 

3 

3 

3 

1 

12 

0 

11 

0 

11 

2 

73 

19  ; 

Wood. 

Mer- 
cer. 

Van 
Wert. 

Sen- 
eca. 

Miscel- 
lane- 
ous. 

6 

3 

0 

0 

4 

9 

2 

1 

1 

1 

10 

3 

0 

0 

3 

8 

3 

1 

0 

0 

6 

5 

0 

0 

8 

8 

1 

0 

0 

2 

15 

1 

0 

0 

7 

11 

0 

0 

1 

1 

14 

6 

0 

0 

2 

11 

4 

0 

0 

3 

8 

4 

0 

3 

2 

8 

0 

2 

1 

1 

114 

32 

4 

6 

34 

Total. 


28 
28 
30 
32 
31 
25 
36 
26 
33 
39 
43 
33 


384 


68 


MINERAL    RESOURCES. 


The  number  of  rigs  building  indicates  the  operations  at  the  close  of 
the  year,  from  which  time  the  number  usually  declmes,  owing  to  severe 
weather.  The  average  for  the  year  1897  was  90  per  month,  as  compared* 
with  an  average  of  159  per  month  in  1896.  This  is  an  average  decrease 
of  43J  per  cent. 

Total  number  of  rigt  building  in  the  lAma  {Ohio)  dittHei  in  1897. 


January 

February  .. 

March 

April 

May 

June 

July 

August 

September  . 

October 

November . . 
December . . 

Average.. 


4 

1 

6 

6 

2 

4 

2 

13 

2 

8 

2 

6 

0 

5 

2 

9 

1 

5 

5 

9 

3 

7 

2 

15 

3 

7 

12 
12 
13 

5 
14 
10 

8 

9 
15 
12 
10 

7 


16 
21 
24 
21 
17 
13 
15 
12 
13 
13 
15 
16 

16 


Wood. 

Her. 
oer. 

5 

44 

43 

6 

42 

5 

34 

5 

40 

7 

44 

2 

34 

7 

29 

4 

27 

2 

30 

2 

34 

3 

29 

1 

36 

4 

Van 

Wert. 

Sen- 
eca. 

MlMel. 
lane- 
oas. 

Total. 

3 

3 

6 

1 
94 

3 

2 

9 

108 

3 

2 

7 

102 

3 

1 

'    13 

97 

3 

1 

8 

100 

3 

3 

11 

94 

3 

0 

4 

76 

3 

1 

10 

79 

3 

0 

5 

71 

3 

2 

9 

85 

4 

1 

11 

88 

3 

1 

8 

82 

3 

1 

9 

90 

The  following  table  shows  128  wells  drilling  at  the  close  of  the  year 
as  compared  with  249  wells  at  the  close  of  1896: 

Total  number  of  wella  drilling  in  the  Lima  {Ohio)  diatnot  in  1897. 


Month. 


Allen. 


January  . . . '  23 

February  ..'  15 

March j  15 

April 16 

May i  8 

June !  12 

July 10 

August I  12  I 

Hept^^mber  .  10 

October 11 

November . .  15 

Dtn'Aifnher ..  8 


A  vi*^  rave- 


ls 


18 
14 
24 
21 
16 
14 
20 
30 
24 
18 
12 
13 


19 


Han- 
cock. 

San- 
dusky. 

51 

19 

45 

23 

41 

20 

29 

20 

27 

16 

38 

15 

20 

15 

20 

13 

35 

8 

42 

7 

30 

6 

24 

6 

33 

14 

1 

Wood. 


Her. 

oer. 


65 
81 
62 
57 
53 
71 
61 
62 
59 
51 
41 
44 


8 
12 

8 
15 

5 
12 

O 

12 
7 

12 
5 

8 


Van 
Wert. 


4 
1 
1 
1 
0 
0 
0 
1 
1 
1 
1 
0 


Sen- 
eca. 


6 
1 
1 
2 
2 
1 
2 
0 
2 
3 
3 
0 


Miflcel- 
lane- 
oas. 

Total. 

23 

217 

29 

221 

28 

200 

26 

187 

21 

148 

26 
27 
34 
22 
33 
28 
25 


189 
160 
184 
168 
178 
141 
128 
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Xumher  o/toelU  completed  in  the  Lima  (Ohio)  diBtriotfrom  1890  to  1897 ^  by  months. 


Tear. 

Jan. 

44 
142 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. 

224 
144 

Aug. 

271 
138 

Sept. 

307 
157 

Oct. 

319 
134 

Nov. 

Dec. 

187 
88 

Total. 

1890.. 
1891.. 

62 
123 

147 
116 

165 
143 

243 
104 

1,969 
1,574 

129 

156 

1892.. 

67 

82 

93 

93 

93 

121 

134 

166 

171 

174 

147 

105 

1,446 

1893.. 

100 

85 

163 

135 

128 

160 

152 

138 

131 

120 

132 

130 

1,569 

1894.. 

130 

175 

179 

205 

248 

230 

233 

219 

204 

226 

214 

209 

2,472 

1895.. 

200 

158 

244 

316 

412 

461 

484 

519 

462 

427 

470 

336 

4,489 

1896.. 

328 

355 

370 

432 

504 

513 

396 

337 

346 

279 

299 

299 

4,458 

1897.. 

252 

193 

210 

215 

226 

211 

242 

193 

216 

196 

191 

141 

2,486 

Initial  daily  production  of  new  welU  in  the  Lima  (Ohio)  district  from  1890  to  1S97,  hy 

months. 

(Barrels.] 


Tear. 


Jan. 


1890 1 

1891 5,858 

1892 ;  2,853 

1893 5,510 

1894 ! 3,853 

1895 4,432 

1896 1  5,651 

1897 '  4,710 


Feb. 


Mar. 


Apr. 

May. 

Jane. 

6,543 

4, 411 

6,667 

4,665 

4,750 

8,314 

5,477 

6,858 

9,701 

5,586 

7,291 

6,3^1 

6,208 

8,161 

9,772 

9,335 

9,902 

9,670 

4,040 

4,175 

4,525 

July 


5,474 
4,485 
4,809 
4,211 
3,753 
6,704 
3,600 


4,428 
3,973 
6,241 
4,486 
5,281 
7,885 
4,820 


8,461 
11,648 
9,588 
5,637 
9,011 
6,885 
5,855 


Year. 


Aug. 


1890. 

1891. 

1892. 

1893. 

1894. 

1895. 

1896 

1897. 


18,944 
8,427 

14,631 
5,124 
5,642 

10,025 
6,175 
6,740 


Sept. 


16,309 
7,855 

12,908 
6,752 
5,020 
9.175 
5,640 
6,283 


Oct. 


17, 426 
8,033 

13, 772 
4,223 
5,991 
8,586 
5,355 
5,9.55 


Nov. 

13,  779 
5,592 
7,554 
4,205 

10,464 
9,695 
5,630 
4,145 


Dec. 


8,424 
2,989 
4,907 
3,275 
5,539 
6,284 
6,171 
2, 975 


Average. 


14,  976 
6,228 
7,872 
5,980 
5,843 
7,532 
7,084 
4, 818 


70 


MINERAL   BES0URCE8. 


Total  number  of  dry  hohn  drilled  m  the  Lima  {Ohio)  district  from  1890  to  1897,  by  monthe. 


Year. 

Jan. 

3 

28 

Feb. 

2 
27 

Mar. 

Apr. 

May. 

4 
14 

Jnne. 

11 
18 

July. 

10 
22 

Aug. 

23 

14 

Sept. 

Oct. 

32 
20 

Nov. 

37 

17 

Dec. 

41 
13 

■ 

Total. 

193 
250 

1890.. 
1891.. 

30 
26 

23 

28 

1892.. 

9 

9 

8 

13 

10 

18 

16 

18 

27 

22 

18 

15 

183 

1893 -- 

12 

15 

20 

24 

18 

19 

18 

12 

14 

16 

13 

22 

203 

1894.. 

17 

41 

37 

27 

32 

41 

30 

34 

35 

27 

28 

35 

384 

1895.. 

33 

19 

L  38 

9 

57 

33 

66 

esy 

70 

48 

59 

48 

49 

36 

564 

1890. . 

43 

44 

39 

55 

63 

47 

35 

52 

26 

42 

47 

550 

1897.. 

28 

28 

30 

32 

31 

25 

36 

26 

33 

39 

43 

33 

384 

Numhtr  of  welU  drilling  in  the  TAma  ( Ohio)  district,  at  the  close  of  each  n^nth,  from  1890 

to  1897, 


Y«iir. 

Jan. 

Feb. 

1890.. 

47 

59 

1891 . . 

90 

105 

1892.. 

61 

78 

1893.. 

72 

78 

1894.. 

120 

113 

1895.. 

132 

176 

189(>.. 

327 

317 

1897 . . 

217 

221 

'  ■ 

Apr.  .  May.  June.,  July. .  Aug.  Sept.  Oct.  <  Nov.  Dec.  Averaga 


135  188  237  i  182 
79  i  90  90  93 
64  I  95  ,  101   112 


117  119 


127  !  138  127  ;  139 


103  101 
117  138 


317  338  ;  368  371 
221  200  187  148 


293 

189 


160 


176  ,  214  269  302  I  369  j  397  413 


282  251 


184 


238 

85 
120 

89 
136 
404 
251 
168 


294 

88 
114 
102 
136 
435 


148  , 

67  ' 

I 

106  i 
118 
138 
306 


240     243 

178     141 

I 


111 

164    ' 

53 

a5 

81 

88 

114 

99 

140 

131 

331 

312 

249  , 

294 

128 

1 

177 

Welh  completed  in  Lima  {Ohio)  district  from  1894  to  1897, 


i  WelU  completed  in  1894 
I  Wells  completed  in  1895 
Wells  completed  in  1896 
Wells  completed  in  1897 


Number. 
2,472 

Dry. 

Totol  pro 
ductive. 

384 

2,088 

4,489 

564 

3,925 

4,458 

550 

Of  9(lo 

2,486 

384 

2,102 

PETROLEUM. 


71 


Rig9  building  in  the  Lima  (Ohio)  district  from  1890  to  18S7,  by  montht. 


Year. 


1890.. 
1891.. 
1892.. 
1893.. 
1894.. 
1895.. 
1896.. 
1897..' 


1 
Jan. 

1 

1 
Feb. 

69 
137 

Mar 

.\pr. 

1 

May.  June. 

July. 

248 
137 

Aug. 
212 

Sept. 

1 
Oct. 

194 
106 

Nov. 

149 
91 

Dec. 

109 
99 

Average. 

56 

173  !  239 

210 

166 
120 

120 

155 

117 

115 

123 

120 

117 

95 

115 

106 

112 

113 

104 

128 

126 

121 

112 

112 

49 

108 

62 

70 

63 

58 

90 

72 

52 

52 

61 

76 

66 

69 

66 

60 

83 

90 

88 

85   76 

68 

95 

86 

92 

112 

110 

87 

;ii4 

171 

208 

245 

305  339 

317 

282 

294 

264 

L94 

195 

244 

;  205 

216 

231 

201 

206  '  147 

130 

106  .  114 

120 

138 

91 

159 

,  94 

108 

102 

97 

100 

94 

76 

79 

71 

85 

88 

82 

90 

The  following  table  shows  the  wells  completed,  the  initial  prodnction, 
the  dry  holes,  wells  drilling,  and  rigs  bnilding  in  the  Lima  (Ohio)  dis- 
trict in  1897 : 

Well  record  in  the  Lima  {Ohio)  district  in  1H97. 


Month. 


Wells  coin-  j  Initial  pro-    i»,,.  k«i— 
pleted.  auction,    i  ^^^^  ^^^'«- 


January 2.'>2 

February 193 

March 210 

April 215 

May 226 

June 211 

July 242 

August 193 

September ,  216 

October i  196 

November 191 

December 141 

Total 2, 486 


Barreli. 

4,710 
3,6(X) 
4,820 
4,040 
4,  175 

4,  525 
5, 855 
6,740 
6,283 

5,  955 
4,145 
2,975 


28 
28 
30 
32 
31 
25 
36 
26 
33 
39 
43 
33 


Wells 
drilling. 


217 
221 
200 
187 
148 


Bigs  build- 
ing. 


94 
108 
102 

97 
100 


a4,818 


:^ 


189 

94 

160 

76 

184 

79 

168 

71 

178 

85 

141 

88 

128 

82 

a  177 

a90 

a  Average. 
I'I1»K-L1NK    RUNS   IN   THK   LIMA-INDIANA    FIELD. 

The  term  Lima-Indiana  field  is  used  to  inclnde  all  of  the  petroleum 
produced  in  the  Lima,  Ohio,  and  the  Indiana  field,  which  embraces  all 
of  the  Trenton  limestone  production.  In  the  following  table  of  pipe- 
line runs  it  is  not  possible  to  separate  the  petroleum  carried  out  of 
Ohio  from  that  carried  out  of  Indiana,  and  therefore  the  runs  and  ship- 
ments from  these  States  are  combined.  As  has  been  before  mentioned 
in  this  report,  pipe  line  runs  are  not  production.  This  is  especially 
true  of  the  Lima-Indiana  field.  The  production  by  States  is  quite 
accurately  given  under  that  head. 
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Pipe-line  runs,  Lima- Indiana  fields  from  1887  to  1897. 

[Barrels  of  42  gallona.] 


Year, 


1887 

1888. 

1889. 

1890. 

1891. 

1892. 

1893. 

1894. 

1895. 

1896. 


January. 

164, 474 

359, 860 

973, 980 

683, 750 

1,  241, 154 

971, 607 

1, 049, 778 

1, 2a5, 267 

1,213,841 

1, 739, 291 


February. 

207, 026 

428, 008 

800, 828 

622, 799 

1, 147, 947 

1, 008, 069 

974, 944 

1, 106, 493 

1, 029, 385 

1, 631, 939 


1897 j  1,547,658     1,589,905 


March. 

303,084 

534, 588 

830, 559 

676, 175 

1, 255,  611 

1,083.801 

1, 163, 641 

1, 353, 591 

1,  291, 355 

1, 795, 745 

1, 733,  521 


April. 


352,  798 

587,043 

845, 377 

842, 416 

1,202,583 

1, 042, 087 

1, 074, 290 

1, 295, 619 

1, 405, 424 

1, 859,  882 

1, 647, 997 


449, 062 

705,045 

932,067 

887, 590 

1, 191, 147 

1, 064, 478 

1, 187,  939 

1, 424, 182 

1, 540, 972 

1, 945, 979 

1,685.011 


June. 


Year. 


1887 474,535 

1888 '      774,710 

1889 '      843,844 


916,289 
1, 207, 884 
1, 099. 145 


1890 

1891 

1892 

1893. j  1,245,880 

1894 1  1,402,417 

1895 1,541,221 

1896 2,026,387 

1897 ;  1,689,456 


389,997 
896,034 
805,744 
1, 105,  885 
1, 236, 291 
1,190,015 
1, 289,  991 
1, 366,  310 
1, 713, 937 
2, 016, 564 
1,  702, 339 


August. 


490, 163 
975, 235 
968,449 
1, 149. 877 
l,240,g41 
1,  346, 949 
1, 390, 894 
1,469,372 
1,  752, 150 
1, 953, 876 
1, 668, 287 


Septemlier. 

465,743 

868,826 
875, 201 
1,289,577 
1, 252, 375 
1, 232, 385 
1, 315, 933 
1,  325, 352 
1,  778, 653 
1,883,814 
1,618,488 


Year. 


November. 


December. 


1887 458,613 

1888 891,999 

1889 774,073 

1890 !  1,215,960 

1891 1,070,131 

1892 1,209,953 

1893 1,230,658 

1894 1,334.334 

1895 1,705,506 

1896 :  1,681,715 

1897 ,  1,566,921 


483,  704 
938, 188 
755,  553 
1, 186, 434 
1,211,820 
1,  244, 712 
1,  224, 952 
1, 326, 371 
1,621,184 
1,  778,  786 
1,  571,  761 


Total. 

4,684,139 
8, 899, 004 
10, 255,  752 
11,918,910 
14,515,770 
13, 657,  737 
14, 451, 195 
16,074,350 
18, 415, 630 
22, 210,  Oil 
19,  670, 514 


Oct  )ber. 


444. 941 
939,468 
850,077 
1, 342, 158 
1, 257, 986 
1,264,536 
1,302,295 
1, 405, 042 
1, 822, 002 
1, 896, 033 
1, 649, 170 


Average. 


390, 

741, 

854, 

993, 

1, 20:), 

1, 138, 

1,204. 

1, 3.S9, 

1, 534, 

1, 850, 

1,  639, 


345 
.584 
646 
243 
648 
145 
266 
529 
636 
834 
210 
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SHIPMENTS  OF  PETROLEUM  FROM  THE  LIMA-INDIANA  FIELD. 

In  the  following  table  will  be  found  the  shipments  in  the  Lima- Indiana 
oil  field  from  1887  to  1897,  inclusive,  by  years  and  months.  The  ship- 
ments and  runs  correspond  very  closely  throughout  the  year.  The 
stocks  only  increased  365,871  barrels  iu  1897. 

Shipments  of  crude  petroleum  from  the  Lima- Indiana  field  from  1887  to  1897. 

[Barreln  of  42  gallons.] 


Year. 


Jauuarv 


1887 

1888 

1889 

1890 

1891 

1892 

1893 

1894 

1895 1,473,730 

1896 1,802,361 

1897 '  1,672,838 


81, 569 

367, 524 

156,085 

968,887 

1, 355, 362 

1,306,612 

1, 199, 752 


February. 

10,957 

207,040 

862,807 

111,604 

837, 928 

1, 346, 541 

1, 270, 595 

1,109,110 

1, 289, 686 

1, 593, 328 

1, 795, 876 


March. 


April. 


32, 613 

243, 964 

391, 026 

123, 125 

330,448 

1, 532, 606 

1, 390, 646 

1, 247, 295 

1, 409, 761 

1, 618, 117 

1, 724, 306 


1  • 

1    77,900 

!   210.725 

1   340, 889 

115, 223 

336,854 

1, 512, 358 

1, 205, 748 

1, 210, 391 

1, 206, 172 

1, 546, 888 

1, 585, 187 

101, 306 

159, 620 

309,238 

169,  662 

1, 078, 489 

1, 427,  753 

1, 321, 782 

1, 150, 298 

1, 212, 061 

1, 574, 627 

1, 762, 085 


Year. 


June. 


July. 


1887 104,440 

1888 179,192 

1889 352,886 

1890 700,422 

1891 923,605 

1892 1,492,543 

1893 1,235,843 

1894 1,303,957 

1895 1,279,618 

1896 1,667,914 

1897 1,750,613 


174, 824 

227,707 

361, 694 

874, 121 

997,681 

1, 389, 501 

1,152,374 

1,023, 3  Ip 

1, 302, 596 

1, 617, 519 

1,841,908 


AaguBt. 

20,019 

401, 175 

464,  325 

846,360 

1, 166, 054 

1, 342, 949 

1, 040, 860 

1,  238, 183 

1, 298, 502 

1, 745, 657 

1, 478, 129 


Septeiiil»er. 


October. 


30,944 

301, 316 

626,207 

813, 817 

1, 260, 598 

1, 125, 335 

1, 038, 819 

1, 023, 232 

1, 452, 640 

1,  702,  721 

1, 655, 593 


43,168 

370, 378 

715,386 

723,  725 

1, 408, 343 

1, 315, 994 

1, 196, 018 

1, 198, 801 

1, 507, 992 

1,  704, 065 

1,591,449 


Year. 


November. 


1887. 
1888. 
1889. 
1890, 


78,827 

287,934 

759,702 

657,614 

1891 1,391,400 

1892 1,323,204 

1893 1,262,130 

1894 1,285,861 

1895 1,587,449 

1896 1  1,720,720 

1897 1,353,321 


December. 


76,327 

382,448 

750,  244 

907,548 

1, 454, 578 

1, 340, 734 

1, 230, 216 

1, 463, 566 

1, 810, 159 

1, 727, 549 

1,881,121 


Total. 


ATeraf((* 


751,325 

3, 053, 068 

5, 801, 928 

6, 199, 306 

12, 154, 865 

16, 504, 880 

14,651,643 

14, 463, 762 

16, 830, 366 

20, 021, 466 

20, 092, 426 


68,302 

254,422 

483, 494 

516,609 

1, 012, 905 

1, 375, 407 

1, 220, 970 

1, 204, 480 

1, 402, 531 

1, 668, 156 

1, 674,  369 
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STOCKS  OF  CRUDR  PRTROLRUM  IN  THB  LIMA-INDIA.NA  FIELD. 

In  the  following  table  will  be  found  the  statement  of  stocks  of  crude 
petroleum  in  the  Lima-Indiana  field  at  the  close  of  each  month  from 
1887  to  1897.  They  show  a  slight  increase  during  the  year  1897,  of 
365,871  barrels.  At  the  end  of  the  year  the  total  net  stocks  were 
22,939,639  barrels. 

The  stocks  at  the  close  of  the  year  in  the  Appalachian  field  were 
11,010,044  barrels,  making  a  total  of  33,949,683  barrels  of  crude  oil  in 
tanks,  32^  per  cent  being  in  the  Appalachian  field  and  67^  per  cent 
being  in  the  Lima,  Ohio,  field.  The  increase  in  stocks  of  the  Lima- 
Indiana  field  was  365,871  barrels,  as  above  mentioned,  and  that  of  the 
Appalachian  field  1,264,322  barrels,  making  an  increase  in  stocks  in 
both  fields  of  1,630,193  barrels  in  1897. 


Total  Htocks  of  crude  petroleum  in  the  Lima- Indian  a  fields  at  the  close  of  each  month,  from 

1887  to  1S97. 

[Barrels  of  42  galloni).] 


Year. 


1887. 

1888, 

1889 

1890. 

1891. 

1892 

1893 

18j4 

1895 

1896. 

1897 


1887 
1888 
1889 
1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 


January. 


February. 


4, 367, 355 
10, 415, 880 
14, 104, 018 
21, 233, 645 
21, 692, 318 
18, 355, 492 
18, 565, 823 
19, 898, 378 
21,  431, 778 
23, 174, 324 


847,  817 
4, 588, 323 
10, 852, 202 
14, 180, 090 
21,537,789 
21, 350, 912 
18, 059, 846 
18, 566, 158 
19, 642, 870 
21, 473, 447 
22, 968, 353 


March. 


1,118,288 
4, 949,  446 
11, 288, 793 
14, 241, 340 
21, 957, 948 
20,  896, 185 
17, 877, 265 
18, 675, 275 
19, 524, 463 
21, 651, 075 
22, 977, 567 


Year. 


June. 


2,111,037 
6, 593, 165 
12, 902, 628 
14, 513, 553 
22, 704, 034 
19, 668, 894 
17,642,117 
19, 142, 598 
20, 314, 230 
22, 693, 894 
22, 902, 147 


July. 


2, 326,  211 
7, 282, 088 
13, 344, 795 
14,  744, 004 
22, 930, 048 
19, 467. 900 
17, 779, 733 
19, 504, 651 
20, 725,  571 
23, 094, 851 
22, 762, 578 


April. 


1, 393, 186 
5, 367, 401 
11, 792. 707 
14, 153, 259 
22,  319, 191 
20,  425, 914 
17, 747, 249 

18,  763, 242 

19,  723, 715 
21, 964, 069 
23, 040, 378 


August. 


2, 632, 828 
7, 852, 705 
13, 846, 765 
19, 086,  736 
22, 993, 496 
19, 505, 399 
18, 129, 767 
19, 736, 628 
21,179,219 
23, 304, 312 
22,  a52,  736 


May. 


1,  740,  942 
5, 980, 283 
12,  413, 137 
14,  298, 966 
22, 424, 364 
20, 062, 639 
17, 616, 527 
19, 041, 624 
20, 052, 627 
22, 335, 420 
22, 963, 304 


September. 


2,  957, 900 
8, 392, 493 
14, 092, 706 
19,  843, 950 
22, 975, 470 
19, 150,  058 
18, 408, 814 
20, 040, 748 
21, 351, 757 
23, 091, 525 
22,840,818 
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Total  stocks  of  crude  petroleum  in  the  Lima- Indiana  fields  at  the  oloee  of  each  month,  from 

1887  to  i597— Continued. 


Year. 


[  Barreifi  of  42  gallonB.] 


October. 


1887 
1888 
1889 
1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 


3, 359, 674 
8, 920, 086 
14, 224,  747 
20, 442, 065 
22, 722, 465 
18, 800, 715 
18, 527, 901 
20, 246, 989 
21, 565, 766 

23. 290. 538 

22. 858. 539 


November. 


3, 739, 459 

9, 499,  482 
14, 554, 662 
20, 967, 258 
22, 375, 030 
18, 687, 464 
18, 499, 669 
20, 295, 461 
21, 683, 823 
23, 251, 533 
23, 072, 139  j  22, 762, 779 


December. 

4, 148, 469 
9, 810, 714 
14, 105, 149 
20,971,395 
22, 103, 705 
18, 604, 442 
18, 497, 340 
20, 158*,  266 
21, 494, 848 
23,  302, 770 


Average. 


2, 397, 801 

6, 966, 962 

12,819,514 

16, 795, 553 

22. 456. 438 
19, 859, 403 
18, 095, 143 
19, 394, 788 

20. 596. 439 
22, 573, 768 
22, 939, 639 


PRICKS   OF   CRUDE   PETROLEUM    IN   THE   LIMA-INDIANA    FIELD. 

Ill  the  following  table  are  given  the  average  monthly  prices  of  Lima 
(Ohio)  and  Indiana  crude  petroleum,  per  barrel  of  42  gallons  each,  in 
the  year  1897 : 

Average  monthly  prices  of  Ohio  and  Indiana  crude  petroleum ^  per  barrel  of  42  gallons^  in 

1897. 


Month. 


January 

February 

March 

April 

May 

June 

July 

August 

September 

October 

November 

December 

Average 

Average  of  North  and  South  Lima 


North 
Lima. 


CenU.    \ 
5«i  ! 
56 
56i 
52| 
51i 
50 
\%\ 
47 
47 
46i 
46 
46 


50A 


South 
Lima. 


CenU. 
53i 
51 
51i 
47i 
46i, 
45 

43i  ' 
42 
42 
4U 
41 
41 


Indiana. 


45* 


48 


CenU. 
53i 
51 
51i 
471 
46t 
45 
43i 
42 
42 
4U 
41 
41 
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In  the  following  table  are  given  tbe  flactaations  in  prices  for  the 
varions  grades  of  Lima  oil  in  1897.  The  dates  are  those  on  which 
changes  in  prices  were  made. 


Fluctuation  in  prices  of  Lima  {Ohio)  and  Indiana  crude  petroleum  in  1897. 


V 


Date. 


North  Lima. 


January  1 . 
January  18 
January  23 
March  24.. 
Aprils... 

April  5 

April  9.... 
April  28... 
April  30... 

May  5 

May  18.... 
May  28.... 
June  29  ... 
July  19.... 
August  3 . . 
October  18 


60 
58 
56 
57 
56 
55 
52 
51 
50 
51 
52 
50 
49 
48 
47 
46 


South  Lima. 

Indiana. 

55 

55 

53 

53 

51 

51 

52 

52 

51 

51 

50 

50 

47 

47 

46 

46 

45 

45 

46 

46 

47 

47 

45 

45 

44 

44 

43 

43 

42 

42 

41 

41 

EASTERN  OR   SOUTHEASTERN  OHIO   DISTRICT. 

The  production  of  this  district  inclades  all  of  that  part  of  the 
Appalachian  oil  field  in  Ohio,  the  principal  subdivisions  of  which  are 
known  as  the  Macksburg,  Corning,  Steubeuville,  Marietta,  Sisters- 
ville,  Newcastle,  and  Barnesville. 

The  production  of  the  Southeastern  Ohio  district  for  the  last  twelve 
years  is  given  in  the  following  table: 

Production  of  petroleum  in  the  Southeastern  Ohio  district  from  1885  to  1897. 


Year. 


Barrela. 


Year. 


1885. 
1S86. 
1887. 
1888. 
1889. 
1890. 
1891. 


661,580 
703,945 
372, 257 
297, 774 
317, 037 
1, 108, 334 
422,883 


1892. 
1893. 
1894. 
1895. 
1896. 
1897. 


Barreln. 

1, 190, 302 
2, 601, 394 
3, 183, 370 
3, 693. 248 
3, 365, 365 
2, 877, 193 


It  will  be  noticed  in  the  above  table  that  there  has  been  a  decrease 
of  488,172  barrels  in  1897  as  compared  with  1896,  and  that  the  highest 
production  was  in  1895. 


PETROLEUM. 


77 


In  the  years  prior  to  1891  most  of  the  oil  was  produced  in  the  old 
Macksborg  field. 

The  following  table  shows  the  total  production  of  crude  petroleum 
in  southeastern  Ohio,  by  months,  beginning  with  the  year  1888  and 
ending  1897 : 

Tolal  produoHan  of  crude  petroleum  in  the  Southeastern  Ohio  district  from  1888  to  1897 j  hy 

months, 

[Barrels.] 


- 
Year. 

January. 

February. 

March. 

April. 

Hay. 

Jnoe. 

July. 

1 

1888.. 

1889., 

1890.. 

1891.. 

1892.. 

1893.. 

1894.. 

1895.. 
i    1896.. 
!     1897.. 

20,144 

24,855 

36,713 

89,061 

33,762 

189, 874 

209,225 

251,865 

321,895 

293,801 

25,327 

23,218 

40, 712 

40,620 

32,894 

209,948 

213, 721 

.'?23, 140 

281, 776 

262,035 

23,  515 

26,382 

53,193 

28,297 

42, 371 

238,133 

253,979 

276,422 

293,538 

266,343 

23.720 

24,708 

60,729 

29,361 

45,439 

217, 001 

268,736 

285,314 

291,358 

255, 213 

25,837 

24,961 

80,167 

28,935 

50,407 

204,151 

283, 371 

285,436 

286,669 

266,760 

1 
24,426  '■ 
24,011 
98,268 
25, 014 
55,930  I 
206,106  ' 
273, 876 
290,763 
278,634 

259, 100 

1 

31,535 

22, 619 

118, 182 

30,571 

69,678 

213, 431 

267, 144 

305,222 

274, 317 

245, 876 

Tear. 

1 

August. 

September. 

October. 

November. 

December. 

!        Toul. 

looo. . 

1889.. 
1890.. 
1891 . . 
1892.. 
1893.. 
1894.. 
1895.. 
1896.. 
1897.. 

23,537 
24,752 
132, 173 
28,828 
111,  377 
221,865 
275,360 
337,206 
270, 135 
227,013 

22,  < 
22,1 
140,1 
31, 
151,1 
220,. 
278, 
377, 
255, 
217, 

»45 
807 
634 
591 
543 
589 
704 
785 
326 
018 

2J 
2 
131 
2 
20 
24 
30 
38 
27 
20 

5,442 
B,384 
B,224 
7,536 
6,005 
2,353 
3,441 
3,489 
0,752 
3,127 

25,831 
32,867 
113,664 
28,428 
188,391 
222,428 
278, 162 
345,402 
251, 367 
183,683 

25, 515 

37,473 

95,675 

34,641 

202,505 

215,  515 

277. 651 

331,204 

289,598 

197, 224 

297, 774 
317, 037 
1, 108, 334 
422,883 
1, 190, 302 
2, 601, 394 
3, 183, 370 
3,  693, 248 
3,365,365 
2, 877, 193 

1 
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STOCKS  OF  CRI7DK  PETROLEUM  IN  THE  SOUTHEASTERN  OHIO  DISTRICT. 

Total  stoeka  of  crude  petroleum  in  the  Southetutem  Ohio  diairiot  at  the  close  of  each  month 

from  1886  to  1897,  by  months  and  years, 

[Barrels  of  42  gallons.] 


Year. 


1886. 

1887. 

1888. 

1889. 

1890. 

1891. 

1892.. 

1893. 

1894. 

1895. 

1896. 

1897.. 


Jaouary.  ,  February,  i    March. 


April. 


May. 


324, 483 
404,  315 
380,551 
363,620 
2116, 413 
685,120 
461, 616 
410, 715 
390, 977 
172, 461 
246,557 
485,986 


332,322 

362,923 

408,926 

425,325 

386,293 

400,602 

357, 527 

360,121 

291, 536 

301,856 

503,284 

480,618 

468, 861 

460,  750 

418, 513 

397,127 

388,341 

379, 037 

193, 935 

236,022 

290,225 

345,405 

507,619 

522,985 

Jane. 


407, 212 
438,562 
407,086 
364,796 
324, 786 
480,364 
462,383 
404,951 
376, 883 
242,317 
348,997 
537,636 


Year. 


1886 
1887 
1888 
1889 
1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 


August. 

456,  621 
471,  214 
444,006 
389,  189 
531,215 
378, 857 
462, 306 
426. 552 
241, 439 
182, 209 
214, 159 
541,300 


461,842 
459, 085 
427, 797 
383,  393 
596,056 
388,855 
441,494 
443, 669 
197,660 
169, 850 
217, 946 
516, 498 


437, 299 
441,563 
394,807 
354, 498 
660,573 
431, 450 
434,  560 
458,  692 
179, 867 
192,060  • 
434.786 
496,550 


440,329 
453,162 
413, 858 
376, 052 
388,874 
453,809 
475, 768 
407,715 
325,664 
204,030 
324,443 
515, 716 


467, 599 
465,363 
420,631 
397, 718 
451,851 
433, 773 
447,685 
421,222 
294,427 
211, 740 
248,799 
523, 9U 


July. 


468,796 
472,273 
434, 573 
387,089 
517, 042 
401,358 
457, 176 
413, 935 
271,801 
184,784 
220,  759 
519,334 


NoTember. 

December. 

Average. 

427, 950 

419, 248 

417,  219 

426,  967 

404,382 

439, 261 

365,873 

351, 128 

402,  267 

331,939 

310. 848 

364,  732 

703, 031 

698,129 

480,113 

461, 037 

454,232 

462,  730 

432,283 

422, 142 

452, 252 

446,503 

415,900 

422, 124 

152, 200 

147, 318 

278,801 

211,591 

231, 048 

202, 671 

469, 580 

465,953 

318.  967 

456,413 

436,844 

505,069 

PETROLEUM. 
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WELL  RECORDS  OF  THE   SOUTHEASTERN  OR  SOUTHERN  OHIO  DISTRICT. 

The  general  conditions  of  this  part  of  the  Appalachian  field  in  Ohio 
were  discussed  in  a  former  part  of  this  report.  In  the  following  tables 
will  be  found  statistics  of  the  wells  completed,  number  of  dry  holes 
drilled,  number  of  wells  drilling,  and  number  of  rigs  building.  This 
does  not  include  all  of  the  wells  drilled  in  southeastern  Ohio,  for  a  very 
large  part  are  included  under  the  head  of  the  Southwestern  district: 

Total  number  of  wells  completed  in  the  South9aatem  Ohio  district  in  1897. 


MoDth. 


January  .. 
February  . 

March  

April 

May 

Juno 

July 

August 

September 
October . . . 
November . 
December  . 

Total 


Coming. 


20 
6 
8 
18 
14 
6 
6 
3 
0 
2 
1 
3 


Macks- 
burg. 


14 
14 
25 
20 
26 
16 
12 
16 
12 
8 
10 
15 


87 


188 


Steuben* 
ville. 


0 

1 

4 

3 

4 

15 

11 

15 

11 

9 

5 

5 


Marietta. 

11 
2 
6 
9 
6 
9 
4 
5 

10 
3 
4 
1 


Miscella- 
neous. 


10 
7 
3 
8 

13 
5 
2 
5 
1 
7 
2 
7 


83 


70 


70 


Total. 

55 
30 
46 
58 
63 
51 
35 
44 
34 
29 
22 
31 


498 


Initial  daily  production  of  wells  completed  in  the  Southeastern  Ohio  district  in  1897. 

[Barrels.] 


Month. 


January . . . 
Februarj'  . 

March 

April 

May 

June 

July 

August 

September 
October . . . 
November. 
December . 


Average 


Coming. 

Macks- 
burg. 

Steuhen- 
vUle. 

Marietta. 

Miscella- 
neous. 

127 

79 

0 

270 

23 

35 

190 

25 

5 

47 

36 

246 

18 

105 

28 

75 

119 

22 

85 

60 

68 

135 

10 

102 

59 

19 

120 

75 

33 

40 

38 

49 

56 

5 

10 

40 

46 

94 

50 

235 

0 

69 

56 

115 

0 

20 

20 

47 

40 

43 

0 

41 

81 

70 

0 

'      22 

38 

18 

10 

94 

40 

96 

42 

74 

53 

1 


Total. 


499 
302 
433 
361 
374 
287 
158 
465 
240 
170 
192 
182 


305 
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STOCKS  OP  CRl'DR  PBTBOLEUM  IS  THB  SODTHBA8TERN  OHIO 

Total  itoeki  nf  emde  pelroleatH  in  the  Soutkeiulem  Ohio  ditiriet  at  Ike  clow  of  tae\  manli 
from  I8S6  (o  1897,  *y  months  and  yean. 


Y«.r. 

liauary.    Fabnur;.  i    Mircb. 

April. 

M.J.       ,       J«a«. 

Jolj. 

1886 

.    324,483  1  333,322 

362,923 

407, 212 

440,329       467,599 

468,796 

1887 

.    404,  315  1  408,  926 

425,326 

438,562 

453,162       465,363 

472,273 

1888 

.    380,65!  ,  386,293 

400,602 

407,086 

413,858       420,631 

434,578 

1889 

.    363,620     357,527     360,12! 

364,796 

376,052 

397,718 

307,089 

1890 

.    2^16,413 

291, 536  1  301, 856 

324,786 

388,874 

451,851 

517, 042 

1891 

.    686,120 

503, 284  1  480, 618 

480,364 

453,809 

433,773 

401,358 

1692 

.;  461,616 

468.861 

460,750 

462,383 

475,768 

447,686 

467, 176 

189S 

.    410,  Tie 

418,513 

397,127 

404,^1 

407,715 

421,222 

418,936 

lS9t 

.    390,977 

388,341 

379,037 

376,883 

325,664 

294,427 

271,801 

lg!*5 

.    172,461 

193,936 

236,022 

242,317 

204,030 

211, 740 

184,784 

1896 

.    246,567 

290,226 

346,405 

348,997 

324,443 

248,799 

220,759 

1897 

J  486,986 

507,619 

622,985 

637,636 

515,716 

623,  »14 

619,334 

Y« 

r.              AugiuL 

SopMnbiir. 

October.     1 

No™b.r.^U«™W.j 

Av.^.. 

1886 

1      456,621 

461, 842  j 

437,299 

427,  960 

419, 248  1 

417, 219 

1887 

'      471.214 

459,085  ! 

441,563  I 

426,  9S7 

404,382  ■ 

439,261 

1888 

444,006 

4l'7,797 

394.807 

365,873 

351,128 

402,267 

1889 

383,393  ' 

354,198  j 

331,939  ' 

310,  848 

364,732 

1890 

531.216 

596,056  ! 

660,573  \ 

703,031 

698,129 

480,113 

1891 

378,  «57 

388,855 

431,  450 

461,  037 

454.232 

462,  730 

1892 

462,306 

441,494 

434.560 

432,283 

422, 142 

452,252 

1893 

426.552 

443,669  1 

458,692 

446,503 

415,900  ' 

422,124 

1894 

241,439         197,660 

179,  867 

162,  200 

147,  318  ' 

278,801 

1896 

182,209'    169,  (eo 

192, 060 

211,591 

231,048 

202,  671 

1896 

214,159  i      217,946 

434.786  ; 

469,580  ' 

465,953 

318,967 

1897 

541,300 

516,498 

496,650 

456.413  i 

436,844 

505,069 
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Ttae  general  coiulitiona  of  this  part  of  tbe  Appalacbiaii  field  in  Ohio 
were  discussed  in  a  former  part  of  tliis  report.  In  the  following  tables 
will  be  fouud  statistics  of  the  wells  completed,  number  of  dry  holes 
drilled,  number  of  wells  drilling,  and  iiamber  of  rigs  building.  This 
does  not  inclade  all  of  the  wells  drilled  in  southeastern  Ohio,  for  a  very 
large  part  are  included  auder  the  bead  of  the  Southwestern  district: 

Total  tuimiar  ofwlU  oompUttd  in  the  Sovtiaa*tem  Ohio  dulricl  in  1897. 


•luiDAry  ... 
Febrnuy   . . 

April  

May 

jDly 

August 

September  . 
October  — 
November . . 
December  , . 

Total 


Initial  daily  production  of  teelU  oompltted  f«  the  Soulheaitom  Ohio  di$tHel  in  1^97. 


0 

11     ■ 

4 

6 

3 

9    r 

4 

6 

15 

9 

11 

4 

15 

6 

11 

10 

9 

3 

6 

1 

83 

70 

JaDoary 

Febmarj-  

I    March 

j    May 

July 

August 

I    September 

I     October 

I    Deeember 

I  Average.. 
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Total  number  of  dry  holes  drilled  in  the  Southeastern  Ohio  district  in  1897, 


Month. 


January  ... 
February  .- 

March 

April 

May 

June 

July 

Auf^nst 

September  . 

October 

November . . 
December . . 

Total 


CorDing. 

Macks- 
burg. 

Steubeo- 
ville. 

Marietta. 

Miscella- 
neouB. 

ToUl. 

4 

6 

0 

4 

6 

20 

1 

6 

0 

1 

2 

10 

1 

6 

1 

3 

0 

11 

4 

8 

1 

5 

2 

20 

2 

12 

2 

3 

7 

26 

2 

8 

6 

7 

2 

25 

2 

4 

4 

3 

1 

14 

0 

11 

5 

• 

4 

2 

22 

0 

6 

3 

4 

1 

14 

0 

4 

3 

1 

1 

9 

1 

6 

1 

2 

2 

12 

1 

18 

9 

2 

0 

1 

13 

86 

28 

37 

27 

196 

Total  number  of  wells  drilling  in  the  Southeastern  Ohio  district  in  1897. 


Month. 


Coming. 


January 

February  

March 

April 

May  

June 

July 

August 

September 

October 

November 

December 

Average . . 


2 

4 
9 
4 
0 
4 
0 
0 
1 
0 
1 
0 


Macks- 
burg. 


10 
12 
10 
10 

7 
13 

9 
10 

7 

9 
12 

7 


10 


Steuben- 
ville. 


0 
3 
1 
0 
3 
7 
6 
8 
6 
1 
3 
4 


3. 


Marietta. 


2 
4 

4 

0 
2 
1 
1 
2 
2 
1 
1 
2 


2 


Miscella- 
neous. 


5 
4 

7 
8 
9 
1 
6 
5 
2 
4 
4 
2 


Total. 


19 
27 
31 
22 
21 
26 
22 
25 
18 
15 
21 
15 


22 
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Total  number  of  rigs  building  in  the  Southeastern  Ohio  district  in  1897. 


January  

February  

March 

April 

May 

Jane 

July 

August 

September  ... 

October 

November 

December 

Average 


Coming. 

Ma^ks. 
burg. 

Steuben^ 
vllie. 

Marietta. 

Miscella- 
neous. 

3 

16 

0 

3 

3 

8 

12 

2 

0 

1 

5 

10 

2 

1 

6 

4 

14 

4 

1 

2 

3 

10 

3 

2 

3 

2 

8 

3 

1 

2 

3 

9 

5 

0 

1 

3 

9 

2 

1 

0 

4 

3 

2 

0 

2 

3 

10 

3 

1 

2 

3 

12 

1 

2 

1 

2 

3 

2 

2 

1 
2 

4 

10 

2 

1 

Total. 


25 
23 
24 
25 
21 
16 
18 
15 
11 
19 
19 
10 


19 


In  the  following  tables  are  given  the  well  records  in  the  Southeast- 
ern Ohio  district  from  1891  to  1897: 

Number  of  wells  oompleted  in  the  Southeastern  Ohio  district  from  1891  to  1897,  by  months. 


Year. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. 

Aug. 

Sept. 

Oct. 

Nov. 

Dec. 

8 
2 

Total. 

1891.. 

9 
2 

10 
14 

27 
76 

1892.. 

7 

9 

12 

7 

4 

8 

5 

2 

4 

1893.. 

10 

15 

13 

19 

24 

15 

26 

18 

21 

15 

7 

7 

190 

1894.. 

9 

6 

15 

17 

17 

21 

23 

18 

19 

21 

22 

27 

215 

1895.. 

25 

17 

31 

37 

57 

56 

50 

48 

40 

41 

25 

33 

460 

1896.. 

43 

41 

43 

45 

71 

49 

66 

51 

50 

43 

60 

57 

619 

1897.. 

55 

30 

46 

58 

63 

51 

35 

44 

34 

29 

22 

31 

498 

Initial  daily  production  of  new  wells  in  the  Southeastern  Ohio  district  from  1891  to  1897, 

by  months. 

[Barrels.] 


Year. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. 

Aug. 

Sept. 

Oct. 

Nov. 

Deo. 

Average. 

1891.. 

36 
20 

265 
117 

70 
0 

124 
97 

1892.. 

60 

152 

393 

65 

291 

25 

43 

2 

0 

1893.. 

209 

168 

109 

254 

350 

210 

323 

398 

240 

234 

37 

78 

218 

1894.. 

143 

50 

74  172 

246 

223 

262 

232 

180 

468 

215 

433 

225 

1895.- 

387 

348 

680  506 

748 

465 

528 

406 

398 

269 

284 

317 

445 

1896.. 

338 

359 

787 

413 

554 

426 

473 

300 

434 

594 

592 

498 

481 

1897.. 

499 

302 

433 

361 

374 

287 

158 

465 

240 

170 

192 

182 

305 
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Total  number  of  dry  holes  drilled  in  the  Southeastern  Ohio  district  from  1892  to  2897,  by 

months. 


Tear. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. 

Aug. 

Sept. 

Oct. 

Nov. 

Dec. 

ToUl. 

1891.. 

5 

1 

5 

4 
2 

14 
34 

1892.. 

2 

3 

4 

4 

4 

5 

1 

0 

4 

1893.- 

0 

2 

4 

3 

8 

2 

7 

3 

7 

4 

4 

2 

46 

1894.. 

3 

2 

8 

7 

5 

9 

8 

8 

7 

8 

11 

9 

85 

1895.. 

11 

3 

6 

9 

9 

18 

11 

14 

7 

20 

12 

125 

1896.. 

11 

15 

9 

16 

31 

11 

23 

19 

12 

13 

24 

16 

•200 

1897.. 

20 

10 

1 

11 

20 

26 

25 

14 

22 

14 

9 

12 

13 

196 

Number  of  wells  drilling  in  the  Southeastern  Ohio  district  at  the  close  of  each  month  from 

1891  to  1897 f  by  months. 


Year. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

Jane. 

July. 

Aug. 

Sept. 

Oct. 

15 
10 

Nov. 

Dec. 

Average. 

1891.. 

14 

7 

10 
9 

13 
10 

1892.. 

15 

15 

12 

9 

14 

9 

6 

6 

6 

1893.. 

14 

10 

15 

15 

13 

15 

13 

19 

12 

8 

9 

12 

13 

1894.. 

11 

4 

19 

5 

17 

15 

18 

18 

16 

15 

19 

22 

15 

1895.. 

19 

21 

16 

34 

32 

38 

35 

41 

35 

27 

33 

33 

30 

1896.. 

33 

22 

38 

42 

27 

36 

35 

26 

33 

35 

40 

36 

34 

1897.. 

19 

27 

31 

22 

21 

26 

22 

25 

18 

15 

21 

15 

22 

Sigs  building  in  the  SoutheMtem  Ohio  district  from  1891  to  1897,  by  months. 


Year. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. 

Aug. 

Sept. 

Oct. 

20 
16 

Nov. 

20 
13 

Dec. 

1891 . . 

4 
18 

1892.. 

18 

17 

14 

13 

21 

10 

8 

11 

13 

1893.. 

16 

17 

23 

11 

4 

9 

12 

9 

13 

9 

13 

18 

1894.. 

9 

13 

13 

9 

13 

13 

18 

18 

15 

27 

19 

17 

1895.. 

16 

23 

21 

26 

24 

28 

25 

30 

24 

24 

38 

31 

1896.. 

38 

24 

24 

30 

22 

21 

23 

26 

22 

30 

22 

22 

1897.. 

25 

23 

24 

25 

21 

16 

18 

15 

11 

19 

19 

10 

15 
14 
12 
15 
26 
25 
19 
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The  following'table  shows  the  wells  completed,  the  initial  production, 
the  dry  holes,  wells  drilling,  and  rigs  building  in  the  Macksbarg  dis- 
trict or  the  Southeastern  Ohio  oil  field  in  1897 : 

Well  record  in  the  Mackahurg  (Ohio)  disiriet  in  IS97, 


MoDth. 


January  . .. 
February  . 

March 

April 

May 

June 

July 

August 

September 

October 

Kovember . . 
December  . . 

Total 


Wells 

com* 

pleted. 


55 
30 
46 
58 
63 
51 
35 
44 
34 
^ 
V  22 
31 

498 


Initial 

prodac> 

tion. 

Dry 
holM. 

WeU« 
drilUng. 

Barreli. 
499 
302 
433 
361 
374 
287 
158 
465 
240 
170 
192 
182 

20 
10 
11 
20 
26 
25 
14 
22 
14 
9 
12 
13 

19 
27 
31 
22 
21 
26 
22 
25 
18 
15 
21 
15 

a  305 

196 

a22 

Riirs 
bnildinjc. 


25 
23 
24 
26 
21 
16 
18 
15 
11 
19 
19 
10 


a  19 


aArerage. 


THE  MEGOA-BELDEN  DISTBIOT. 


PKODUCTION. 


The  following  table  gives  the  production  of  crude  petroleum  in  the 
Mecca-Belden  district  in  1897 : 

Production  of  crude  petroleum  in  the  Meoca-Belden  dietrid  in  1897. 


District. 


Belden,  Iiorain  County  . 
Mecca,  Trumbull  County 

Total 


Barrels  of 
42  gallons. 


Yalae. 


500 
145 


$1,972 
1,148 


645 


3,120 


Price  per 
barrel. 


$3.94 

7.9U 


4.84 


These  fields  which  yield  the  finest  natural  lubricating  oil  continue  to 
produce  nearly  the  same  amount  annually.  They  are  isolated  by  many 
miles  from  any  other  oil  fields  and  are  themselves  widely  separated. 
The  Mecca  district  is  in  northern  Trumbull  County,  not  far  from  War- 
ren, Ohio,  and  the  Belden  is  in  Lorain  County,  just  south  of  Elyria. 

Contrary  to  other  production,  the  price  advanced  from  an  average  of 
(4.35  a  barrel  in  1896  to  $4.84  a  barrel  in  1897. 

In  both  cases  the  oil  comes  from  the  Berea  sandstone. 
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In  the  following  tables  are  given  the  production  and  Value  and  stocks 
of  the  crude  petroleum  in  this  district  from  1892  to  1897: 

Produoiian  and  value  of  crude  petroleum  in  the  Mecoa-Belden  district  of  Ohiofnpm  1892 

to  1897. 


Year. 

Belden  district,  Lorain 
County. 

Mecca  district,  Trumbull 
County. 

• 

Total. 

Produc- 
tion. 

Value. 

Value 

per 
barrel. 

Produc- 
tion. 

Value. 

Value 

per 
barrel. 

Produc- 
tion. 

Value. 

1 
Value 
per 
barrel. 

1892..., 
1893.... 
1894.... 
1895.... 
1896.... 
1897,... 

BarreU. 
1,732 
1,120 
740 
833 
520 
500 

$9,280 
8,014 
3,276 
4,200 
1,848 
1,972 

$5.36 
7.15 
4.43 
5.04 
3.55 
3.94 

BarreU. 
1,380 
451 
200 
543 
146 
145 

$11, 821 
3,321 
1,200 
4,029 
1,049 
1,148 

$8.57 
7.36 
6.00 
7.42 
7.18 
7.91i 

BarreU. 

3,112 

1,571 

940 

1,376 

666 

645 

$21, 101 
11,335 
4,476 
8,229 
2,897 
3,120 

$6.78 

7.2H 

4.76 

5.98 

4.35 

4.84 

STOCKS  OF  PETROLEUM   IN  THE  MECCA-BELDEN  DISTRICT,  OHIO. 

Stocks  at  wells  in  the  Mecoa-Belden  district  of  Ohio, 


Tear  ending  Dec.  81 — 


1891 
1892 
1893 
1894 


Barrels. 


4,048 
161 
403 
225 


Year  ending  Dec.  31— 


1895 
1896 
1897 


Barrels. 


390 
70 
69 


INDIANA. 

The  oil-producing  territory  of  this  State  is  similar  to  that  of  Ohio  and 
is  probably  connected  with  it.  It  extends  in  a  general  direction  a  little 
north  of  east,  along  the  contour  of  one  of  the  most  prominent  exten- 
sions of  the  Gincinnati  arch.  Outside  of  a  few  wells  at  Terre  Haute, 
all  of  the  oil  in  this  State  comes  from  the  Trenton  limestone.  The  pro- 
ductive zone  or  belt  is,  in  a  general  way,  40  miles  long  and  from  8  to  12 
miles  in  width,  and  includes  parts  of  Adams,  Jay,  Blackford,  Wells, 
Grant,  Huntington,  and  Wabash  counties.  There  were  several  small 
pools  opened  up  during  the  year,  namely,  at  Peru,  in  Miami  County, 
and  Alexander,  in  Madison  County. 

The  Trenton  limestone  has  a  vast  number  of  rolls  and  dimples  on  its 
buried  surface,  together  with  subordinate  anticlines  and  syncliues, 
many  of  them  prominent  enough  to  separate  the  gas,  oil,  and  salt 
water.  These  irregularities  of  the  buried  surface  of  this  limestone  can 
only  be  determined  by  the  drill,  as  the  original  strata  are  usually  cov- 
ered for  many  feet  by  northern  drift.    Therefore  the  irregularities  in 
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the  snrface  of  the  limestone  must  be  determined  by  a  close  comparison 
of  the  levels  of  the  different  wells. 

The  oil  and  gas  are  found  usually  near  the  surface  of  the  limestone, 
in  some  instances  40  to  50  feet  in  the  rock,  but  generally  a  greater  dis- 
tance develops  a  flow  of  salt  water.  The  whole  thickness  of  the  Tren- 
ton limestone  formation,  as  determined  by  a  number  of  wells  that  have 
been  drilled  through  it,  is  about  460  to  560  feet. 

Mr.  W.  S.  Blatchley,  State  geologist  of  Indiana,  in  his  twenty-second 
annual  report,  for  1897,  enumerates  the  advantages  of  operating  in  the 
Indiana  fields,  as  follows: 

(a)  The  wells  are  comparatively  shallow,  the  Trenton  limestone  in  most  instances 
being  struck  at  less  than  1,000  feet;  (5)  it  is  seldom  that  more  than  150  feet  of  drive 
pipe  and  400  feet  of  casing  are  necessary;  (o)  on  account  of  a  comparatively  level 
surface,  a  large  nnmber  of  wells  can  be  connected  to  and  pumped  with  one  source  of 
power;  (d)  gas  for  fuel  or  for  running  gas  engines  is  usually  plentiful;  (e)  transpor- 
tation facilities  are  excellent,  a  system  of  pipe  lines  permeating  all  parts  of  the 
main  field. 

Mr.  Blatchley  further  says : 

But  few  extensions  of  any  importance  were  made  in  the  main  Indiana  oil  field 
in  1897.  The  prevailing  low  price  of  petroleum  prevented  operations  in  territory 
which  had  been  fairly  well  tested. 

The  ''wildcatters''  direct  most  of  their  attention  to  the  pools  at  Alexander  and 
Peru.  They  hoped  to  strike  something  better  than  the  main  field  promised.  More- 
over, all  of  the  most  promising  prospective  territory  within  or  near  the  lines  shown 
on  last  season's  map  was  under  lease,  and  the  operators  aimed  only  to  protect  prop- 
erty lines,  leaving  active  drilling  for  the  future,  when  the  price  of  the  product  shall 
have  increased. 

In  Jay  County  some  wells  were  drilled  in  the  north  half  of  section  7,  the  northeast 
quarter  of  section  8,  and  the  north  half  of  section  18  (24  north,  13  east),  in  territory 
which  had  not  before  been  tested. 

The  Diamond  Oil  Company  has  had  remarkable  success  with  its  lease  on  the  A.  H. 
Myers  farm,  in  section  30  (24  north,  12  east),  Harrison  Township,  Blackford  County. 
Of  three  wells  put  down  in  1896  and  nine  in  1897,  all  have  been  good  producers, 
starting  out  from  60  to  300  barrels  a  day.  The  total  production  for  the  year  was 
75,000  barrels  on  the  184  acres,  proving  it  to  be  one  of  the  best  leases  in  the  main 
field.  The  Trenton  is  found  at  depths  varying  from  934  to  972  feet.  Numerous  bores 
have  beeu  put  down  on  all  sides  of  this  lease,  but  they  have  for  the  most  part  proved 
dry  holes  or  small  producers. 

No  developments  of  importance  were  made  in  Adams  County. 

In  Wells  County  several  good  wells  were  located  on  the  W.  Pouless  farm,  in  sec- 
tion 6,  Jackson  Township,  which  before  had  been  undrilled.  It  is  estimated  by  a 
conservative  operator  that  the  old  wells  of  the  county  have  had  an  average  decline 
of  40  per  cent  in  output  within  the  year. 

In  Grant  County  the  only  new  developments  have  been  in  the  north  half  of  sections 
2  and  3,  Van  Buren  Township,  where  some  fair  wells  were  completed  by  the  Ziegler 
Oil  Company. 

In  Huntington  County  a  number  of  good  wells  were  completed  in  the  southwest 
corner  of  Jefi'erson  Township,  but  the  lines  of  the  productive  area  were  unchanged. 
Sections  37  and  34,  inclusive,  in  Salamonie  Township,  will  doubtless  be  found  to  be 
paying  territory  in  the  future,  though  one  or  two  test  bores  have  developed  only  salt 
water. 

The  Alexander  pool. — On  April  23,  1897,  a  well  near  Alexander, 
Madison  County,  struck  the  Trenton  limestone  at  890  feet,  and  drilling 
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Id  to  it  100  feet,  passed  two  oil  pays.  The  well  was  shot  and  it  started 
off  at  the  rate  of  250  barrels  a  day.  This  well  was  located  on  the 
"S.  Carver  farm,  2  miles  northeast  of  Alexander.  A  number  of  wells 
followed  in  quick  succession,  and  many  of  them  were  large  ^^gassers" 
as  well  as  oil  producers. 

The  following  are  the  statistics  of  the  Alexander  field,  as  taken  from 
Mr.  Blatchley's  report  for  1897 : 

8tatistic8  of  the  Alexander  oilfield  in  1897. 

Welle  drilled  for  oil  in  Madison  County  in  1897 67 

Wells  tbat  have  produced  oil  in  commercial  qiianti ties 29 

Wells  that  have  produced  gas  in  commercial  quantities 36 

Dry  holes 3 

Wells  producing  oil  January  1, 1898 21 

Wells  allowing  escape  of  gas  January  1, 1898 17 

Estimated  amount  of  gas  wasted  daily  January  1, 1898 cubic  feet. .  20, 000, 000 

Daily  production  of  oil  January  1,  1898 barrels..  400 

Average  daily  production  per  well  January  1, 1898 do 18 

The  large  waste  of  gas  caused  action  to  be  taken  by  Mr.  Leach,  State 
gas  inspector,  with  a  view  to  stop  the  production  until  the  gas  was 
utilized.  The  oil  produced  in  this  field  up  to  January  1, 1898,  was 
71,767  barrels. 

The  Peru  pool. — This  was  the  most  important  development  in  Indiana 
during  1897.  After  a  number  of  dry  holes  and  salt  water  holes  had 
been  drilled  near  this  locality  a  well  was  completed  on  the  lot  of  W.  N. 
Dukes,  in  the  northwestern  part  of  Peru  on  July  19,  1897,  which 
found  oil  a  few  feet  in  the  Trenton,  and  filled  up  and  flowed  a  small 
stream  through  the  casing,  amounting  to  10  or  12  barrels  per  day. 
The  top  of  the  Trenton  was  found  at  855  feet,  or  198  feet  below  sea 
level.  When  tubed  and  pumped  it  gave  120  barrels  a  day.  There 
were  several  other  good  producers,  and  by  September  30  rigs  were  up 
and  drilling  about  the  original  wells.  Near  the  original  well,  drilled  in 
1897,  a  well  showed  the  following  record:  Drift,  20  feet;  Niagara  lime- 
stone, 375  feet;  Hudson  Biver  shale,  255  feet;  Utica  shale,  248  feet; 
top  of  Trenton  at  898  feet;  total  depth,  933  feet. 

The  first  paying  oil  was  found  near  the  top  of  the  limestone,  and  in 
a  number  of  instances  a  second  pay  was  developed  25  feet  from  the  top 
of  the  limestone.  Owing  to  the  porous  nature  of  the  strata  and  the 
closeness  of  the  first  pay  to  the  Utica  shale,  very  few  of  the  wells 
were  shot. 

There  is  little  or  no  gas  in  this  field,  and  pumping  has  to  be  resorted 
to.  The  salt  water  lies  close  to  the  pays  and  is  ready  at  any  time  to 
take  the  place  of  the  oil.  The  oil  is  dark  and  gummy,  and  so  heavy 
that  it  carries  considerable  water,  and  therefore  requires  thorough 
steaming  to  separate  it  and  put  it  in  condition  to  be  received  by  the 
pipe  line. 

The  statistics  of  this  field  are  taken  from  the  report  of  Mr.  Blatchley 
for  1897 : 
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Well  records  in  the  Peru  pool,  IndianOf  in  1897, 

Wells  drUled  in  1897 f 229 

Producing  wells  January  1,  1898 178 

Abandoned  wells  after  producing 25 

Wells,  dry  holes 26 

Daily  production  January  1,  1898 barrels..  2,264 

Average  daily  production  per  well  January  1,  1898 do 12. 7 

Production  of  petroleum  in  the  Peru  pool,  Indiana,  in  1897,  by  months. 

Barrels. 

September 10,257 

October 55,376 

November.. 88,725 

December 67,918 

Total 222,276 

The  Broad  Ripple  oil  field, — This  field  is  located  only  5  miles  north- 
west of  Indianai)olis  and  produced  a  considerable  amount  of  gas  in 
past  years.  In  August,  1897,  oil  was  found  in  a  well  drilled  on  the 
H.  M.  Hessong  farm  by  the  White  River  Company.  After  this  well 
was  shot  it  pumped  125  barrels  a  day  for  a  week,  but  by  January  1  its 
production  was  down  to  15  barrels  a  day.  The  depth  of  the  wells  in 
this  field  range  from  925  to  950  feet,  and  the  top  of  the  Trenton  is  at 
about  120  feet  above  tide.  The  following  statistics  are  taken  from 
Mr.  Blatchley's  report  for  1897 : 

Well  records  in  the  Broad  Ripple  oil  field  to  January  1,  1898, 

WeUs  drilled  in  1897 29 

Wells  producing  oil  in  commercial  quantities 12 

Wells  producing  gas  in  commercial  quantities 4 

Dry  holes 13 

Wells  drilling 4 

Total  daily  production  January  1,  1898  . .- barrels. .  230 

Average  daily  production  per  well  January  1,  1898 do 19 

Production  of  the  Broad  Ripple  oilfield  by  months  in  1897. 

Barrels. 

August 188 

September , 1,886 

October 1,070 

November 1,660 

December 2,892 

Total 7,696 

Notwithstanding  the  new  x)ools  developed  in  the  State  in  1897,  there 
was  a  falling  ofif  of  558,376  barrels,  or  of  11.93  x)er  cent  as  compared 
with  1896.  The  price  declined  from  an  average  of  63  cents  in  1896  to 
45.6  cents  a  barrel  in  1897,  a  loss  of  17.4  cents,  or  about  27^  per  cent, 
so  .that  the  production  did  not  show  as  great  a  decline  as  the  price. 
The  number  of  wells  completed  in  1896  was  1,180  as  compared  with 
686  in  1897,  the  latter  number  being  only  58  per  cent  of  the  former. 
The  average  initial  daily  production  in  1897  was  25  barrels  to  a  well  as 
compared  to  35  barrels  in  1896,  when  the  dry  holes  are  deducted.  A 
very  large  proportion  of  the  wells  drilled  in  1897  were  in  Wells  and 
Miami  counties. 
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PRODUCTION. 


In  the  following  table  will  be  fouud  a  statement  of  the  production  of 
petroleum  iu  Indiana  from  1890  to  1897 : 


Production  of  petroleum  in 

Indiana  from  1890  to  1897 

• 

1890. 

1801. 

1892. 

1893. 

Total  prodactloii  (bar- 

rels of  42  gallons) 

63,496 

136,634 

688,068 

2,335,293 

Total  value  at  wells  of 

all  oils  prodaced,  ex- 

clading  pipage 

$32, 462 

$54,787 

$260,620 

$1, 060, 882 

Value  per  barrel 

$0. 51i 

$0.40 

$0.37 

$0.45 

1804. 

1895. 

1806. 

1897. 

Total  production  (bar- 

rels of  42  gallons ) 

3,688,666 

4, 386, 132 

4, 680,  732 

4, 122, 356 

Total  value  at  wells  of 

all  oils  produced,  ex- 

cluding pipage 

$1, 774, 260 

$2, 811, 444 

$2, 954, 411 

$1, 880, 412 

Value  per  barrel 

$0.48 

$0.64 

$0.63 

$0,456 

The  following  table  shows  the  monthly  production  of  the  Indiana 
field  from  1891  to  1897,  inclusive.  The  first  oil  produced  in  this  State 
from  the  Trenton  limestone  came  from  a  well  drilled  at  Montpelier, 
Blackford  County  iu  1889.  In  this  same  year  oil  was  first  discovered 
at  Terre  Haute: 

Total  production  of  petroleum  in  Indiana  from  1891  to  1897,  by  months, 

*  [Barrels.] 


Month. 

1891. 

1892. 

1893. 

1894. 

1895. 

189fl. 

1897. 

Jiin 

6,171 

15,841 

111,824 

259, 000 

300,568 

365, 582 

315, 980 

Feb.... 

5, 981 

18, 946 

96, 025 

232, 107 

230,559 

341, 743 

309, 867 

Mar.... 

5,159 

24,  794 

134,549 

282, 376 

310, 303 

386,586 

347, 922 

Apr 

4,973 

26,184 

146, 493 

287,330 

352,077 

395, 032 

327,744 

May     .. 

5,757 

31, 033 

186, 939 

321,  502 

397, 001 

417,963 

346, 515 

June.. . 

8,136 

40,888 

209, 616 

333, 479 

403, 569 

434, 167 

347, 884 

July... 

10,809 

49, 203 

221, 666 

327, 349 

434, 376 

422,968 

351, 280 

Aug.... 

11,603 

56, 109 

248, 353 

345, 031 

420, 132 

407,  238 

345, 856 

Sept  ... 

16,500 

66,034- 

245, 615 

319,588 

409, 169 

415, 675 

329, 379 

Oct  .... 

19. 029 

95,  699 

252, 568 

339, 424 

393, 153 

394, 283 

372, 113 

Nov.... 

20,801 

129, 270 

245, 607 

304, 030 

373, 789 

337,  331 

379, 896 

Dec... 
Total. 

21, 715 

144, 067 

236, 038 

337, 450 

361,436 

362, 164 

347, 920 

136, 634 

698, 068 

2, 335, 293 

3,  688, 666 

4, 386, 132 

4, 680, 732 

4, 122, 356 

PETROLEUM. 


91 


WELL  BECOBDS  IN  THE  INDIANA  FIELD. 

The  following  tables  show  the  total  number  of  wells  completed,  the 
initial  daily  production  of  the  producing  wells,  the  total  number  of  dry 
holes,  and  the  total  number  of  wells  drilling  and  rigs  building  in  the 
Indiana  oil  field  for  each  month  during  1897 : 

Total  number  ofvoelU  completed  in  Indiana  in  1897 ^  by  counties. 


January.... 
February... 

March 

April 

May 

June 

July 

August 

September . . 

October 

November . . 
December  .. 

Total 


Adams. 

Black- 
ford. 

Grant. 

Hunt- 
ing- 
ton. 

Jay. 

WeUs. 

Madi- 
son. 

• 

Mi- 
ami. 

0 

Ma- 
rion. 

0 

Dela- 
ware. 

Wa- 
bash. 

Total 

3 

8 

4 

5 

6 

15 

0 

0 

0 

41 

5 

5 

6 

2 

5 

13 

0 

0 

0 

0 

0 

35 

3 

6 

4 

7 

5 

15 

0 

0 

0 

0 

0 

40 

5 

6 

6 

6 

4 

21 

0 

0 

0 

0 

0 

47 

5 

6 

3 

4 

0 

26 

5 

0 

0 

0 

0 

49 

4 

7 

7 

1 

6 

16 

11 

0 

0 

0 

0 

52 

5 

8 

6 

0 

5 

24 

12 

0 

0 

0 

0 

60 

3 

5 

3 

2 

4 

17 

11 

0 

0 

0 

0 

45 

4 

8 

3 

0 

m 
1 

12 

13 

7 

1 

0 

0 

55 

1 

4 

1 

1 

4 

12 

7 

53 

3 

1 

0 

89 

2 

7 

2 

2 

4 

5 

3 

88 

5 

1 

0 

119 

2 

2 

1 

0 
30 

2 

5 

4 

66 

28 
178 

7 

2 

1 

54 

42 

72 

44 

52 

181 

16 

4 

1 

686 

Initial  daily  production  of  wells  completed  in  Indiana  in  1897,  by  counties, 

[Barrels.] 


Month. 


January 

February . . . 

March 

April 

May 

Juno 

July 

August 

September . . 

October 

Kovcmber . . 
December. . . 

Average 


Adams. 


30 

60 

115 

05 

160 

105 

140 

45 

70 

20 

55 

0 


Black- 
ford. 

Grant. 

Hunt- 
ing- 
ton. 

Jay. 

Wells. 

« 

Mad- 
ison. 

Mi- 
ami. 

Ma- 
rion. 

Dela- 
ware. 

Wa- 
bash. 

0 

145 

90 

140 

90 

235 

0 

0 

0 

0 

245 

100 

120 

55 

420 

0 

0 

0 

0 

0 

110 

135 

275 

15 

350 

0 

0 

0 

0 

0 

205 

140 

85 

15 

260 

0 

0 

0 

0 

0 

240 

55 

180 

0 

595 

65 

0 

0 

0 

0 

80 

225 

25 

05 

210 

160 

0 

0 

0 

0 

220 

205 

0 

100 

520 

615 

0 

0 

0 

0 

40 

55 

70 

105 

345 

100 

0 

0 

0 

0 

140 

90 

0 

45 

350 

236 

1,030 

50 

0 

0 

20 

15 

10 

120 

135 

155 

3,540 

135 

50 

0 

75 

95 

35 

63 

60 

20 

3,285 

100 

0 

0 

80 

20 

' 

40 

110 

115 
129 

330 

185 
39 

150 

15 
1 

133 

102 

78 

62 

300 

662 

17 

Total. 


730 
1,000 
1,000 

800 
1.295 

900 
1,800 

8o0 
2,010 
4,200 
3,790 
1,045 


1,618 
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Total  number  of  dry  hoUs  drilled  in  Indiana  in  1897,  by  counties. 


Month. 


Jannary 

February  

March 

AprU 

May 

June 

July 

AnguBt 

September . . . 

October 

November  . . . 
December. . . . 

Total.... 


Adama. 


1 
2 
1 

1 
1 
1 
0 
2 
2 
0 
0 
2 


Black- 
ford. 


13 


2 
4 
2 
2 
2 
3 
0 


23 


Qrant. 

Hunt- 
ington. 

Jay. 

Wella. 

Mad- 
ison. 

0 
0 
0 
0 
3 
8 
5 
3 
7 
4 
2 

2 

Mi- 
ami. 

0 
1 
0 
0 
0 
0 
0 
0 
0 
0 
0 
0 

0 
0 
1 
0 
0 
0 
0 
0 
0 
0 
0 
0 

1 
2 
4 

3 

0 
3 
0 

1 
4 
0 
1 
0 

6 
8 
0 

4 
0 
2 
2 
1 
1 
2 
0 
0 

0 
0 
0 
0 
0 
0 
0 
0 
0 
3 
9 
0 

1 

1 

19 

20 

34 

12 

Ma- 
rion. 


0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
2 
3 


Dela- 
ware. 


0 
0 
0 
0 
0 
0 
0 
0 
0 
0 
1 
1 


2 


Total. 

8 

9 

7 
12 

5 
16 
II 

9 
16 
11 
18 

8 


130 


Total  number  of  wella  drilling  in  Indiana  in  1897,  by  counties. 


Month. 


January  

February 

March 

April 

May 

June 

July 

August 

September . . . 

October 

November . . . 
December 

Average . 


Adams. 

Black- 
ford. 

Grant. 

Hunt- 
ington. 

Jay. 

Wells. 

2 
2 
1 
2 
3 
4 
3 
3 
2 
2 
2 
2 

4 

3 
6 
3 
4 

6 
4 

4 
5 
3 

4 
5 

6 
5 
2 
9 
3 
2 
4 
3 
1 

.1 
0 

1 

4 
6 
4 
8 
4 
0 
2 
0 
0 
1 
0 
1 

5 

4 

1 
0 

3 

3 

4 

2 

3 

3 

2 

3 

18 

15 

17 

11 

10 

18 

12 

13 

8 

7 

6 

5 

2 

4 

3 

n 

3 

12 

Mad- 
ison. 


0 
0 
0 
0 
8 
6 
6 
4 
6 
2 
4 
0 


Mi- 
ami. 


0 

0 

0 

0 

0 

0 

0 

0 

20 

17 

22 

9 


6 


Ma- 
rion. 


0 
0 
0 
0 
0 
0 
0 
0 
3 
3 
4 
1 


Dela- 
ware. 


0 
0 
0 
0 
0 
0 
0 
0 
0 
1 
1 
2 


Total. 


38 
35 
80 
33 
85 
39 
34 
29 
48 
40 
45 
29 


0 


36 


Total  number  of  riga  buildiny  in  Indiana  in  1897,  by  counties. 


January . . . . 
February . . . 

March 

April 

May 

June... 

July 

August 

September . . 

October 

November . . 
i>ec«mber... 

Average 


Adams. 

Black- 
ford. 

Grant. 

Hunt- 
ington. 

Jay. 

Wells. 

Madi- 
son. 

Mi- 
ami. 

Ma- 
rion. 

DeU- 
ware. 

Total. 

11 

5 

0 

3 

2 

"8 

0 

0 

0 

0 

29 

9 

7 

2 

1 

5 

12 

0 

0 

0 

0 

36 

11 

3 

4 

6 

3 

7 

0 

0 

0 

0 

34 

6 

3 

2 

2 

4 

8 

0 

0 

0 

0 

25 

6 

5 

3 

3 

8 

3 

0 

0 

0 

29 

7 

1 

1 

5 

6 

1 

0 

0 

0 

22 

6 

2 

0 

3 

5 

1 

0 

0 

0 

18 

6 

4 

0 

4 

3 

5 

0 

0 

0 

23 

* 

3 

0 

3 

9 

2 

16 

0 

0 

37 

0 

5 

0 

6 

4 

1 

2 

5 

1 

25 

2 

2 

1 

2 

4 

1 

0 

6 

1 

0 

19 

1 

1 

0 

1 

0 

2 

0 

3 

3 

1 

12 
26 

6 

3 

1 

2 

4 

6 

1 

2 

1 

0 
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In  the  following  tables  are  given  the  records  of  wells  completed  in 
the  Indiana  oil  fields  from  1891  to  1897 : 

Xumher  of  wells  completed  in  i?ie  Indiana  oilfields  from  189 1  to  1897,  hy  months. 


Year. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 
..... 

June. 

July. 

Aug. 

Sept. 

15 
25 

Oct. 

15 
52 

Not. 

Dec. 

Total. 

1891 

6 

6 
30 

1 
15   8 

65 
295 

1892.. V. 

11 

13 

18 

13 

17 

19 

17 

33 

47 

1893.... 

20 

30 

31 

36 

45 

47 

47 

55 

27 

72 

56 

76 

542 

1894.... 

90 

103 

103 

80 

110 

107 

84 

123 

100 

107 

97 

85 

1,189 

1895.... 

61 

4r> 

81 

111 

122 

153 

132 

140 

129 

106 

102 

85 

1,267 

ia96.... 

76 

90 

86 

136 

148 

150 

113 

121 

70 

58 

66 

66 

1,180 

1897.... 

41 

35 

40 

47 

49 

52 

60 

45 

55 

89 

119 

54 

686 

Initial  daily  production  of  new  wells  in  Indiana  oil  fields  from  1891  to  1897,  by  months, 

[Barrelfi.l 


Month. 


January... 
February  . 

March 

April 

May 

June 

July 

August 

September 
October . . . 
November . 
December . 


1891. 


1892. 


1893. 


Average 


253 
135 
875 
330 
390 
175 


360 


342 

1,020 

250 

913 

289 

2,805 

316 

4,135 

50:) 

3,155 

545 

5, 595 

595 

3,880 

1,295 

4,184 

2,145 

2,055 

4,155 

3,442 

3,050 

2,305 

3,160 

2,968 
3,038 

1,387 

3,396 


1896. 

1,557 
1,875 
2,090 
2,825 
3,149 
3,115 
2.332 
2,650 
1,700 
1, 515 
1,400 
1,100 


1897. 


730 
1,000 
1,000 

800 
1,295 

900 
1,800 

850 
2,010 
4,200 
3,790 
1,045 


2, 109  I   1, 618 


Total  number  of  dry  holes  drilled  in  Indiana  oilfields  from  1891  to  1897,  by  months. 


Year. 


1891. 
1892. 
1893. 
1894. 
1895. 
1896. 
1897. 


Jan. 

Feb. 

Mai:. 

Apr. 

May. 

June. 

2 

6 

6 

2 

3 

4 

7 

10 

10 

6 

14 

6 

19 

14 

24 

14 

13 

13 

7 

4 

13 

16 

22 

20 

10 

13 

6 

28 

26 

20 

8 

9 

7 

12 

5 

16 

July. 


0 
2 
11 
9 
15 
14 
11 


Aug. 

Sept. 

Oct. 

Nov. 

2 

5 

4 

3  1 

3 

3 

18 

6 

9 

5 

14 

10  1 

21 

15 

14 

8 

23 

12 

12 

9 

19 

4 

4 

6 

9 

16 

11 

18 

X^©C» 

Total. 

1 

15 

21 

76 

9 

111 

17 

181 

13 

166 

8 

158 

8 

130 
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Number  ofwelU  drilling  in  the  Indiana  oil  fieldi  at  the  eloae  of  each  month  from  1891  to 

1897,  by  months. 


Year. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. 

5 
11 

Aug. 

Sept. 

Oct. 

8 
23 

Nov. 

4 
26 

Dec. 

Average. 

1891 

13 
16 

12 
23 

12 
24 

9 
17 

1892.... 

17 

15 

11 

12 

13 

16 

1893.... 

24 

19 

22 

18 

20 

28 

29 

45 

27 

50 

36 

50 

31 

1894.... 

63 

71 

37 

56 

60 

61 

71 

64 

58 

62 

62 

58' 

60 

1895.... 

66 

52 

62 

82 

112 

101 

109 

110 

103 

102 

78 

81 

88 

1896.... 

97 

80 

90 

99 

99 

88 

88 

52 

47 

45 

43 

52 

73 

1897.... 

38 

35 

30 

33 

35 

39 

34 

29 

48 

40 

45 

29 

36 

Bigs  building  in  the  Indiana  oil  fields  from  1891  to  1897,  by  months. 


Year. 

Jan. 

Feb. 

Mar. 

Apr. 

May. 

June. 

July. 

7 
16 

Aug. 

Sept. 

Oct. 

Nov. 

6 
39 

Deo. 

Average. 

1891 

2 

15 

12 
29 

8 
31 

6 
19 

7 
22 

1892.... 

8 

18 

23 

23 

17 

21 

1893.... 

12 

15 

17 

14 

17 

26 

32 

28 

9 

25 

27 

30 

21 

1894.... 

36 

39 

34 

40 

a5 

30 

32 

35 

35 

57 

38 

32 

37 

1895.... 

37 

50 

73 

89 

102 

91 

78 

69 

83 

70 

61 

80 

74 

1896.... 

72 

50 

53 

67 

79 

48 

52 

33 

32 

34 

42 

24 

49 

1897.... 

29 

36 

34 

25 

29 

22 

18 

23 

37 

25 

19 

12 

26 

The  following  table  shows  the  wells  completed,  the  initial  produc- 
tion, the  dry  holes,  wells  drilling,  and  rigs  bailding  in  Indiana  in  1897: 


Well  record  in  Indiana  in  1897, 


Month. 


January  ... 
February  . 

March 

April 

May 

June 

July 

August 

September 

October 

November . 
December . , 

Total 


Wells  com- 
pleted. 


41 
35 
40 
47 
49 
52 
60 
45 
55 
89 
119 
54 


686 


Initial  pro* 
duction. 


Barrels. 

730 
1,000 
1,000 

800 
1,295 

900 
1,800 

850 
2,010 
4,200 
3,790 
1,045 


a  1, 618 


a  Average. 


Dry 

boles. 


8 

9 

7 

12 

5 

16 

11 

9 

16 

11 

18 

8 


130 


Wells 
drilling. 


38 
35 
30 
33 
35 
39 
34 
29 
48 
40 
45 
29 


a36 


Rics 
building. 


29 
36 
34 
25 
29 
22 
18 
23 
37 
25 
19 
12 


a  26 
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In  the  above  table  the  producing  wells  are  fonnd  by  subtracting  the 
dry  holes  from  the  wells  completed,  and  as  there  were  686  wells  com- 
pleted and  130  dry  holes,  the  number  of  producing  wells  were  556. 


KENTUCKY. 

The  oil  fields  in  this  State  were  discussed  under  the  head  of  "Appa- 
lachian production."  Owing  to  the  numerous  failures  of  deep  wells 
drilled  in  southern  central  Kentucky,  given  in  detail  in  last  year's 
report,  and  the  failure  of  many  wells  located  on  surface  indications, 
very  little  new  work  was  done  during  1897.  Wayne,  Pulaski,  Barren, 
and  Cumberland  counties  have  some  wells  that  could  be  operated  at  a 
small  profit  if  transportation  by  pipe  line  could  be  secured.  They  have 
a  combined  production  of  about  600  barrels  per  day,  but  they  are  scat- 
tered over  a  large  area,  and  some  of  the  oil  is  of  inferior  quality. 

In  eastern  Kentucky,  mostly  in  Floyd  County,  about  fifty  wells  have 
been  drilled  since  1892,  and  twelve  wells  were  completed  and  only  indif- 
ferent shows  of  oil  obtained  during  1897.  One  of  these  wells,  in  Martin 
County,  was  a  fair  gas  well.  In  the  Beaver  Creek  section  of  Floyd 
County  there  are  several  small  producing  wells  that  get  their  oil  in  the 
sand  above  the  "Big  Lime"  Mountain  limestone.  These  are  isolated 
from  any  means  of  transportation.  In  the  latter  part  of  the  year  two 
large  tanks  for  the  storage  of  this  production  were  commenced  about 
15  miles  above  the  mouth  of  Beaver  Creek.  This  oil  has  a  specific 
gravity  of  4IJo  Baum^.  It  is  of  a  dark-green  color  by  reflected  light 
and  yellow  by  transmitted  light.  The  wells  are  from  1,000  to  1,200 
feet  in  depth. 

PRODUCTION. 

The  total  production  of  oil  in  Kentucky,  so  far  as  has  been  ascer- 
tained, is  as  follows: 

Production  of  petroleum  in  Kentucky  from  1883  to  1897. 

[Barrols.] 


Year. 


Product  inn. 


1883 
1884 
1885 
1886 
1887 
1888 
1889 
1890 


4,755 
4,148 
5,164 
4,726 
4,791 
5,096 
5,400 
6,000 


Year. 


Prodaction. 


1891 
1892 
1893 
1894 
1895 
1896 
1897 


9,000 
6,500 
3,000 
1,500 
1,500 
1,680 
322 


The  production  shown  for  1897 — 322  barrels — does  not  really  include 

all  of  the  petroleum  produced,  but  represents  the  oil  sold  and  delivered 

•on  board  cars  at  Glasgow,  Barren  County.    In  a  foot  note  under  the 

head  of  Appalachian  production  it  is  shown  that  4,377  barrels  of  petro- 
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leum  were  produced  in  Kentacky  and  Tennessee,  none  of  which  was 
sold,  and  as  no  price  coald  be  quoted  it  was  excluded  from  the  total 
production.  How  much  of  this  amount  should  be  credited  to  Kentucky 
could  not  be  ascertained. 

TENNESSEE. 

Very  little  remains  to  be  added  to  the  statements  made  in  the  dis- 
cussion of  the  Apalachian  oil  field  in  the  preceding  portion  of  this 
report  regarding  the  production  of  petroleum  in  this  State.  The  Bobs 
Bar  well  is  the  only  producing  well  in  this  State.  At  the  end  of  1897 
it  was  still  producing  at  the  rate  of  17  barrels  a  day.  Most  of  this  oil 
is  stored  in  the  two  large  iron  tanks  erected  in  1896  at  Spurriers,  in 
Pickett  County,  5  miles  below  the  Bobs  Bar  well,  and  is  30  miles  from 
a  railroad,  to  which  point  a  pipe  line  must  be  constructed  before  the 
oil  can  be  marketed..  The  combined  production  from  Tennessee  and 
Kentucky  in  this  section  has  been  placed  at  4,377  barrels  for  1897, 
Many  efibrts  have  been  made  to  tap  this  same  stratum  of  oil  that 
feeds  the  Bobs  Bar  well,  but  all  of  the  wells  put  down  in  this  imme- 
diate neighborhood  have  been  dry. 

All  of  the  large  oil  companies  have  abandoned  this  part  of  Tennessee 
and  Kentucky,  and  surrendered  many  thousands  of  acres  of  leases  to 
the  original  owners.  There  are  some  indications  of  oil  in  Alabama, 
but  so  far  there  has  been  little  work  done. 

MISSOURI. 

The  production  in  this  State  comes  from  Bates  County  and  is  valued 
highly  as  a  lubricating  oil.  The  supply  is  irregular,  and  notwithstand- 
ing the  price  rose  from  an  average  of  $4.30  in  1896  to  $9.16  in  1897, 
only  19  barrels  were  produced  in  the  latter  year. 

In  the  following  table  is  given  the  production  of  crude  petroleum  in 
Missouri  from  1889  to  1897 : 


Production  of  petroleum  in 

Missouri  from  1889  to  1897. 

Year. 

Barrels. 

Tear. 

BairelB. 

1889.. 

20 
278 
25 
10 
50 

1 

i     1894 

8 
10 

43 

19 

1     1890 

1895 

1891 

1896 

1892 

1897 

1893 

ILLINOIS. 

The  production    in  this  State  continues  to  come  from  Litchfield, 
Montgomery  County.    There  are  five  or  six  wells  producing  a  dark 
natural  lubricating  oil  of  22^  Baum^.    The  output  was  doubled  in 
1897  as  compared  to  1896.    The  price  dropped  from  $o  a  barrel  in  1896' 
to  $4  a  barrel  in  1897. 


PETROLEUM. 


97 


The  production  of  petroleum  in  this  State  since  1889  has  been  as 
follows: 

Production  of  petroleum  in  Illinois  from  1889  to  1897, 


Year. 

fiarrelH. 

Year. 

Barrels. 

1889 

1,460 
900 
675 
521 
400 

1894 

300 
200 
250 
500 

1890 

1895 

1891 

1896 

1892 

1897 

1893 

1 

INDIAN  TERRITORY. 

Two  companies  produced  crude  petroleum  in  this  Territory  in  1897, 
the  Cherokee  Oil  and  Gas  Company  and  the  Creek  Oil  and  Gas  Com- 
pany, each  producing  a  small  amount.  Several  productive  wells  were 
drilled  by  the  Cherokee  Oil  and  Gas  Company  during  the  year,  but 
owing  to  lack  of  facilities  for  transportation  the  wells  were  pumped 
only  a  short  time.  The  oil  produced  by  this  company  is  of  a  lubri- 
cating character,  and  is  found  at  an  average  depth  of  280  feet  in  what 
is  called  the  Bradford  sand.  The  wells  of  the  Creek  Oil  and  Gas  Com- 
pany are  at  Muskogee.  It  is  reported  that  developments  will  be  begun 
on  a  more  extensive  scale  in  this  vicinity  during  the  year  1898. 

PBODUCTION. 

From  the  following  table  it  will  be  seen  that  in  this  Territory  the 
production  of  crude  petroleum  is  on  the  increase,  and  the  prosiiects  are 
that  1898  will  show  a  proportional  gain  over  1897. 

FroducUon  of  petroleum  in  Indian  Territory  from  1891  to  1897. 


Year. 


1891 
1892 
1893 
1894 


Barrels. 

Year. 

Barrels. 

30 

1895 

37 
170 
625 

80 

1896 

10 

1897 

130 

CALIFORNIA. 

This  State  has  a  position  next  to  Indiana  in  the  amount  of  petroleum 
production.  There  was  an  increase  of  750,634  barrels,  equivalent  to 
51.93  per  cent,  in  the  output  of  crude  petroleum  in  1897  over  1896.  The 
production  for  1897  was  1,903,411  barrels,  as  compared  with  1,252,777 
barrels  in  1896.  The  average  price  for  1896  was  99  cents  a  barrel; 
that  for  1897  was  90  cents  a  barrel,  which  gives  a  value  of  $1,713,102 
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for  the  oatpat  of  1897,  as  compared  to  $1,240,990  in  1896,  showing  an 
increase  in  total  valae  of  $472,112.  The  price  of  cmde  petroleum  in 
Santa  Barbara  County  was  80  cents  a  barrel,  in  Santa  Clara  County 
$2  a  barrel.  The  year  1897  was  one  of  considerable  activity,  although 
the  price  has  had  a  downward  tendency.  Crude  petroleum  is  found  in 
Los  Angeles,  Santa  Barbara,  Orange,  Santa  Clara,  Ventura,  Fresno, 
and  Kern  counties.  In  Humboldt,  Mendocino,  and  Sonoma  counties 
there  are  numerous  oil  springs.  Los  Angeles  County  produced  70  per 
cent  of  the  total  output  of  the  State.  Ventura  County  produced  nearly 
20  per  cent  of  the  total.  Santa  Barbara  produced  about  one-third  as 
much  as  Ventura  County.  Fresno  County  is  credited  with  producing 
70,000  barrels  in  1897. 

The  petroleum  found  in  Los  Angeles,  Ventura,  and  Santa  Barbara 
counties  is  heavy;  some  of  it  is  as  low  as  16^  Baum6,  others  range  up 
to  330  Baum^.  It  contains  only  a  trace  of  paraffin  and  is  classed  with 
those  of  an  asphalt  base.  Other  oils  found  in  Fresno  and  Santa  Clara 
counties  are  lighter.  .  The  Coast  Range,  extending  in  a  general  way 
parallel  to  the  Pacific  Ocean,  bounds  the  oil  region  on  its  west  flank, 
and  the  great  central  valley  of  California  bounds  it  on  the  east  flank. 
This  general  range  is  cut  through  at  San  Francisco  by  a  great  arm  of 
the  ocean.  On  the  flanks  of  this  range,  beginning  near  the  southern 
extremity  of  the  State  and  extending  as  far  north  as  Humboldt  County, 
numerous  deposits  of  oil  and  solid  bitumen  have  been  found. 

The  Coast  Range  and  its  foothills  are  composed  almost  entirely  of 
newer  sedimentary  rocks  of  great  thickness,  extending  from  newer 
Cretaceous,  through  the  Eocene,  Miocene,  and  Pliocene,  to  the  Quater- 
nary. There  are  numerous  deposits  of  sand,  more  or  less  compact, 
interstratifled  with  clay  shales,  and  calcareous  strata  and  conglomerate 
sandstone;  also  beds  and  isolated  pieces  of  gypsum  concretions.  This 
immense  deposit  of  sedimentary  strata  has  been  more  or  less  folded 
and  in  some  cases  completely  overturned,  and  the  general  range  has 
many  Angers  reaching  out  into  the  plain  at  all  angles.  In  many  in- 
stances the  folding  has  not  been  sufficient  to  prevent  the  formation  of 
uninterrupted  anticlines  and  synclines  several  miles  in  extent. 

Los  Angeles  County  has  three  oil  fields  that  produced  in  1897  as 
follows,  as  reported  by  the  State  mining  bureau : 

Oil  product  of  Loa  Angeles  County,  Calif orniUf  in  1897. 

Barrek. 

City  of  Los  Angeles 1,073,011 

Pico  Canyon  New-hall 145,000 

Puente  oil  field 95,000 

Central  Oil  Company,  Whittier 14,000 

Santa  Fe  Springs 12,000 

Total 1,839,011 

In  Los  Angeles  the  first  oil  that  was  marketed  came  from  the  old 
shaft  owned  by  Mr.  E.  L.  Doheney  in  the  summer  of  1893.  The  oil  was 
found  at  a  depth  of  145  feet.    The  location  of  the  well  was  near  the 
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intersection  of  West  street  and  Lake  Shore  avenue,  and  its  production 
was  never  more  than  2  to  3  barrels  a  day.  The  producing  area  now 
extends  firom  the  elevation  east  of  West  Lake  Park  to  the  Gatholie 
cemetery  on  Buena  Vista  street,  a  distance  of  about  3  miles.  There  is 
an  extension  toward  Alpine  street  a  distance  of  3  blocks. 

Early  in  1897  a  new  field  was  discovered  about  1  mile  north  of  the 
town,  which  added  considerably  to  the  output.  Late  in  the  fall  a  new 
well  came  in  1  mile  west  of  the  exteusion  heretofore  mentioned  in  that 
direction.  It  is  estimated  that  there  were  700  to  800  wells  producing- 
in  this  field  in  1897.  In  the  old  field  the  specific  gravity  of  the  oil  is  15^ 
Baumi^  to  17^  in  the  new,  and  in  some  instances  oil  as  high  as  20^  is 
found.  The  wells  are  from  750  to  1,100  feet  deep,  and  usually  require 
one  string  of  casing.    The  cost  of  drilling  is  60  to  80  cents  per  foot. 

A  large  proportion  of  this  crude  petroleum  is  used  as  fuel.  The 
Sanra  Fe  Kail  way  Company  uses  about  25,000  barrels  a  month;  80,000 
barrels  are  used  annually  in  the  manufacture  of  beet  sugar,  and  a  large 
amount  is  refined.  Asphaltum  is  extensively  manufactured.  The 
demand  has  so  far  kept  pace  with  the  supply.  The  high  price  of  coal 
on  the  Pacific  coast  enables  oil  at  a  comparatively  high  price  to  find  a 
market.  There  are  no  flowing  wells  in  this  region;  all  have  to  be 
pumped.  A  few  prodace  from  50  to  70  barrels  a  day,  but  the  greater 
number  yield  only  from  2  to  5  barrels  a  day. 

In  1897  Ventura  County,  west  of  Los  Angeles  County,  produced 
368,228  barrels  of  petroleum,  which  came  from  about  400  wells.  On  the 
southern  slope  of  Sulphur  Mountain  there  are  about  30  tunnels,  driven 
from  200  to  800  feet  into  nearly  vertical  strata,  and  which  produce 
about  10,000  barrels  of  petroleum  annually.  A  large  amount  of  sulphur 
water  and  some  gas  escapes  with  the  oil.  The  Union  Oil  Company  haa 
connected  nearly  all  the  wells  and  tunnels  in  this  county  with  Sespe  by 
pipe  lines,  there  being  over  100  miles  in  their  system.  Between  Sespe 
and  Ventura  4-inch  pipe  is  used.  Some  of  the  wells  when  they  first 
tap  the  sand  flow  from  500  to  800  barrels.  When  the  flow  ceases  they 
pump  one-tenth  that  amount,  and  in  the  course  of  two  to  three  yeara 
they  cease  to  produce  enough  oil  to  pay  for  the  pumping. 

Santa  Barbara  County  adjoins  Ventura  on  the  east  and  is  bounded 
on  the  west  and  south  by  the  Pacific  Ocean.  Nearly  all  the  petroleum 
produced  in  this  county  comes  from  Summerland,  a  few  miles  east  of 
the  city  of  Santa  Barbara.  The  early  explorers  of  this  section  found 
the  original  inhabitants  using  the  asphaltum  cast  up  by  the  sea.  There 
are  now  a  number  of  oil  derricks,  built  at  low  tide  and  set  up  on  posts, 
10  to  12  feet  long,  and  underneath  the  derrick  floor  at  high  tide  there 
is  6  to  8  feet  of  water.  These  wells  are  pumped  by  rod  connections 
operated  by  an  engine  on  the  shore.  The  production  in  this  county,  aa 
reported  by  the  State  mining  bareau,  was  130,136  barrels,  which  is  a 
large  increase  over  1896.  There  is  also  a  large  amount  of  asphalt  man- 
ufactured at  this  place. 
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In  Fresno  Goanty  the  oil  field  is  located  on  the  eastern  slope  of  the 
Coast  Bauge,  nearly  midway  between  Los  Angeles  and  San  Francisco, 
being  8  miles  north  of  X3oalinga.  Although  petroleam  has  been  known 
to  exist  in  that  neighborhood  for  years,  it  is  only  a  little  over  a  year 
since  active  operations  began  in  that  section.  The  production  for  1897 
is  placed,  in  round  numbers,  at  70,000  barrels.  There  were  seven  wells 
producing  during  the  latter  part  of  the  year.  The  depth  of  the  wells 
ranges  from  600  to  900  feet,  and  two  pays  are  usually  found,  one  200  feet 
above  the  other.  An  oil  as  light  as  43^  Baume  is  found  in  the  first  sand« 
The  gravity  of  the  lower  sand  oil  is  35^  and  constitutes  the  greater  part 
of  the  production.  One  or  two  wells  in  this  locality  have  produced  a 
dark,  heavy  oil.  One  of  the  best  wells  in  this  field  produced  160  barrels 
a  day  when  first  struck,  but  was  down  to  90  barrels  in  seven  months. 
During  the  fall  of  1897  a  6,000barrel  iron  storage  tank  was  built  near 
these  oil  wells.  There  is  a  2-inch  pipe  line  about  9  miles  long,  reaching 
to  the  railroad,  where  there  is  a  small  storage  tank.  There  is  a  fall 
of  500  feet  from  the  large  tank  to  the  railroad.  The  following  is  an 
analysis  of  the  oil  found  in  this  part  of  Fresno  County : 

CampotiitUm  of  petroleum  from  Freimo  County,  California. 

Per  oeDt. 

Kerosene 47  to  48 

Gaeoline 18        20 

Heavy  fuel  oil 13        10 

Benzine  and  tar 22        22 

Totals 100      100 

It  is  difficult  to  make  a  good  article  of  illuminating  oil  from  Califor- 
nia petroleum,  for  it  is  almost  destitute  of  paraffin. 

The  strata  along  these  foothills  are  more  or  less  inclined  and  are 
composed  of  sharp  anticlines  and  synclines.  The  flanks  of  these  folds 
can  not  be  traced  for  any  great  distance;  there  has  been  some  faulting, 
but  generally  there  is  a  series  of  elongated  domes  whose  flanks  are 
more  or  less  confused. 

Production  of  petroleum  in  California. 


Year. 


Previous  to  1876 

1876 

1877 

1878 

1879 

1880 

1881 

1882 

1883 

1884 

1885 

1886 


Barrela. 


175,000 

12,000 

13,000 

15,227 

19,858 

40,552 

99,862 

128,636 

142,857 

262,000 

325,000 

377, 145 


Year. 


1887 
1888 
1889 
1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 


Barrels. 


678,572 

690,333 

303,220 

307,360 

323,600 

385,049 

470, 179 

706,969 

1,208,482 

1, 252, 777 

1, 903, 411 
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COLORADO. 


The  production  of  Colorado  in  1897  was  477^499  barrels  as  compared 
with  361,450  barrels  iu  1896,  an  increase  of  116,049  barrels,  or  32.11 
per  cent.  The  average  price  for  the  product  in  1897  was  81  cents  a 
barrel  as  compared  with  88|  cents  in  1896. 

Several  prospectors  operated  in  this  State  during  the  past  year,  and 
the  producing  territory  widened  to  the  west.  The  petroleum  is  found 
at  a  depth  varying  from  1,200  to  2,200  feet  in  black  shale,  which  is 
fipom  500  to  1,500  feet  thick.  So  far  as  it  was  possible  to  ascertain,  there 
were  at  the  close  of  1897  sixty-six  producing  wells  in  the  Florence  field. 
During  the  year  15  productive  wells  were  completed,  25  dry  holes  were 
drilled,  and  2  wells  abandoned. 

There  was  some  demand  during  the  year  for  crude  oil  and  residuum 
for  roasting  ores  in  the  smelters  of  Leadville,  Pueblo,  and  Florence, 
where  the  cyanide  and  chlorination  processes  are  used  in  extracting 
the  precious  metals  from  their  ores. 

The  oil  has  a  specific  gravity  of  about  31<=^  Baum4,  and  yields  about 
35  per  cent  of  illuminating  oil,  12  per  cent  naphtha  and  gasoline,  and 
53  i>ei'  cent  of  residuum. 

The  following  table  gives  production  by  months  during  1896  and 
1897: 

Production  of  crude  petroleum  in  Colorado  in  1896  and  18S7f  by  months, 

[Barrels  of  42  gallons.] 


Month. 

Production. 

'           Month. 

Production. 

1896. 

1897. 

1896.               1897. 

JaDaary 

February 

March 

April.' 

31,846 
28,699 
29,938 
31,606 
30,911 
30,188 
31, 241 

30,671 
31, 131 
32, 439 
29,943 
36,311 
42,207 
49,674 

I 

AnguBt 

September  . . . 

October 

NoYember 

December 

Total  .. 

31, 453 
30,872 
29,669 
27,909 
27, 218 

49,942 
46,783 
43,913 
41, 518 
42,967 

Mav 

Jnne 

361,450 

477, 499 

Jnlv 

V  **«^*         .... 
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In  the  following  table  will  be  found  a  statement  of  the  production 
of  crude  oil  in  Colorado  from  1887  to  1897  : 

Product  of  orude  <nl  in  Colar€uU}  /ram  1887  to  1897, 


Year. 


1887 
1888 
1889 
1890 
1891 
1892 


Barrels. 


76,295 
297,612 
816, 476 
868,842 
665,482 
824,000 


1898 
1894 
1895 
1896 
1897 


Barrels. 


594,390 
515,746 
488,282 
861,450 
477, 499 


TEXAS. 

The  production  of  petroleum  in  this  State  increased  from  the  insig- 
nificant amount  of  1,450  barrels  in  1896  to  65,975  barrels  in  1897,  an 
increase  of  64,525  barrels,  amounting  to  4,450  per  cent;  in  other  words, 
for  1  barrel  produced  in  1896  there  were  45^  barrels  produced  in  1897. 
The  production  for  1895  was  only  50  barrels.  It  is  produced  in  four 
counties,  namely,  Navarro,  Jefferson,  Hardin,  and  Bexar.  Nearly  the 
entire  production  comes  from  Navarro  County,  near  the  town  of  Cor- 
sicana,  about  50  miles  southeast  of  Dallas. 

At  the  close  of  1897  there  were  43  wells,  of  which  number  6  were 
nonproducers.  The  oil  is  found  in  a  loose  sand  deposit  from  20  to  30 
feet  thick.  Before  the  sand  is  penetrated  the  drill  passes  through  a 
homogeneous  blue  clay,  known  as  ponderosa  or  joint  clay,  which  crum- 
bles to  dust  on  exposure  to  the  air.  This  is  in  the  marls  of  the  Upper 
Cretaceous,  above  the  horizon  known  as  the  Austin  chalk.  The  average 
production  per  well  is  from  15  to  18  barrels  a  day,  but  some  wells  have 
started  off  at  50  barrels  a  day.  Some  wells  have  been  put  down  by  a 
rotary  drill.  The  bit,  with  projecting  wings,  is  secured  to  the  end  of 
the  tubing,  and  water  is  pumped  through  it,  escaping  out  of  the  sides 
of  the  bit  and  washing  up  the  loosened  material  on  the  outside  of  the 
tubing  to  the  surface.  This  is  a  rapid  and  cheap  method  of  sinking 
wells  and  is  generally  successful,  unless  solid  rock  or  bowlders  are 
encountered,  but  is  objectionable  owing  to  the  heavy  water  pressure 
put  on  the  oil  sand  in  drilling  in  it. 

The  sand  is  almost  pure  silica,  although  dark  gray  in  color,  and  con* 
tains  foraminifera  of  several  kinds,  among  which  are  Kotalia,  Nomionina, 
and  Globigerina.  Some  of  the  foraminifera  correspond  to  those  found 
in  the  chalk  beds  of  Europe,  and  others  resemble  those  found  in  the  oil 
sands  of  Galicia.  In  the  early  history  of  this  field  nearly  all  the  wells 
flowed,  but  latterly  they  have  to  be  pumped;  and  as  there  is  consider- 
able loose  sand,  it  has  been  found  difficult  to  keep  the  leather  cups  from 
cutting.  To  prevent  this,  compressed  air  is  carried  down  to  the  bottom 
of  the  well  in  a  small  pipe  and  allowed  to  escape  through  the  tubing, 
a  device  which  has  been  used  with  some  success.    Nearly  all  the  machin- 
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ery  ased  is  portable,  aud  i^-inoh  casing  is  put  in  nearly  to  the  bottom 
of  the  hole.    The  cost  of  a  well  is  in  the  neighborhood  of  $1,500. 

The  developments  so  far  do  not  cover  a  very  large  area,  all  efiforts  to 
extend  the  field  having  been  thus  far  unsaccessful.  The  oil  is  dark  in 
color  and  has  a  specific  gravity  of  from  0.833  to  0.824,  or  38^  to  40^ 
Banm6.  It  yields  a  large  amoant  of  illuminating  and  lubricating  oils 
of  good  quality,  although  most  bf  it  has  been  used  for  fuel  in  a  part  of 
the  State  where  other  fuel  is  scarce.  Since  the  1  st  of  January,  1898, 
nearly  all  the  oil  produced  has  been  sold  to  the  J.  S.  CuUinan  Pipe 
Line  and  distributed  to  consumers  by  this  pipe  line  and  storage  system. 

In  Jefferson  County,  at  Sour  Lake,  there  is  an  oil  found  of  a  dark 
green  color.  It  is  very  heavy  and  comes  from  a  soft,  disintegrated 
sand  underlying  limestone  bowlders.  Its  gravity  is  16^^  Baum^  as  it 
comes  from  the  wells.  It  is  a  good  natural  lubricator,  and  is  used  in  a 
number  of  mills  in  its  natural  state.  There  are  three  wells  in  this 
locality  capable,  it  is  said,  of  producing  100  barrels  a  day.  Only  one  is 
now  working,  which  is  making  35  barrels  a  day. 

In  a  small  test  refinery  that  was  destroyed  by  fire  in  January,  1898, 
eight  different  grades  of  oil  were  made  of  the  heavier  gravities.  No 
kerosene  was  made,  but  30  per  cent  of  headlight  oil  was  secured,  a  valve 
oil  of  120  gravity,  and  an  engine  oil  of  22^  gravity.  The  Gulf  Coast 
Refining  Company  is  now  erecting  a  refinery  having  a  capacity  of  75 
barrels  a  day. 

Bexar  and  Hardin  counties  produce  a  dark,  heavy  oil  in  limited 
quantity,  used  for  lubricating  purposes  in  its  natural  state.  There  are 
a  number  of  othei  places  in  the  State  where  dark,  heavy,  tarry  oil  and 
bitumen  are  found.  At  Cline,  Uvalde  County,  a  limestone  deposit  con- 
taining a  large  percentage  of  bitumen  is  extracted,  and  a  peculiar  flexi- 
ble bitumen  is  manufactured.  « 

The  following  is  taken  from  an  article  written  by  Mr.  Thomas  D. 
Miller  and  presented  to  the  Engineers'  Club  of  St.  Louis,  May,  1898:  • 

HISTORY  OF  TBXA8   PKTROLEUM. 

The  first  development  of  oil  in  Texas  was  near  Nacogdoches,  abont  thirty  years 
ago,  when  oil  was  fonod  at  Oil  Spring,  about  15  miles  south  of  the  town.  Nearly  100 
wells  were  sunk  at  the  time  and  oil  was  found  at  a  depth  of  about  100  feet.  It  is  said 
that  the  yield  of  the  first  well  was  nearly  30C  barrels  the  first  day,  and  that  it  did  not 
flow  after  that ;  but  few  of  the  succeeding  wells  flowed  and  the  oil  was  either  bailed  or 
pumped.  A  pipe  line  was  built  to  the  railroad  and  a  2,000-barrel  storage  tank 
erected.  Upon  examination  of  this  product  it  was  found  to  be  unsuited  for  the 
manufacture  of  illuminating  oil,  and  the  industry  was  prosecuted  no  farther.  This 
oil,  which  is  of  high  gravity,  is  well  adapted  to  the  manufacture  of  lubricating  oils. 
These  heavy  oils  are  known  to  exist  in  other  localities  in  the  State,  but  no  develop- 
ment of  the  fields  has  yet  been  undertaken  to  any  extent.  All  the  petroleum  in 
Texas  yet  examined  has  an  aspbaltum  base,  and  it  would  seem  but  natural  that  such 
should  be  the  case,  as  asphaltum  deposits  are  found  distributed  over  a  large  territory 
in  the  western,  northwestern,  and  northern  part  of  the  State  and  in  the  Indian 
Territory.  About  many  of  these  deposits  a  heavy  asphaltic  oil  is  qbserved  exuding 
fh>m  the  ground. 
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Oil  was  discovered  at  Corsicana  some  time  prior  to  1894  by  l{%j.  Alex.  BeatOD 
while  sinking  an  artesian  well.  In  1894  the  city  of  Corsicana  sank  an  artesian  well 
for  a  water  supply,  and  at  1,027  feet  struck  an  oil  vein.  The  oil  was  cased  off  and 
the  boring  continued  to  a  depth  of  2,470  feet  when  a  good  flow  of  warm  water  was 
encountered,  but  no  more  oil.  The  oil,  however,  soon  made  its  appearance  throagh 
the  soil  on  the  outside  of  the  casing  and  has  flowed  continaally  since.  On  this  evi- 
dence of  oil  a  company  was  formed  and  wells  were  sunk,  which  vary  in  depth  from 
1,000  feet  to  1,040  feet  to  the  top  of  the  oil-bearing  sand,  which  is  fh>m  10  to  40  feet 
thick.  The  oil  rock  lies  very  regularly  and  dips  to  the  southeast  about  1  foot  in  100. 
After  oil  is  struck  it  usually  requires  about  twenty-four  hours  for  it  to  reach  the  sur- 
&ce ;  it  is  forced  up  by  gas,  and  in  several  wells  it  has  spouted  out  100  feet  above 
the  ground.  The  flow  seems  to  be  by  heads  of  from  five  to  ten  minutes  duration, 
followed  by  a  short  period  of  complete  cessation.  There  is  also  a  diurnal  period  in 
the  strength  of  the  discharge,  commencing  about  4  p.  m.  and  gradually  increasing 
np  to  miduight,  then  diminishing  until  9  a.  m.  The  wells  produce  from  10  to  30 
barrels  per  day  each.  Some  of  the  wells  on  the  edge  of  the  field  have  fallen  off  con- 
siderably, but  those  in  the  middle  of  the  known  oil-producing  area  have  held  their 
yield  well.  The  older  wells,  among  the  best  producers,  showed  practically  the  same 
yield  when  one  year  old  as  when  new. 

There  are  now  over  100  producing  wells  and  some  of  them  not  over  200  feet  apart, 
and  still  there  is  no  appreciable  diminution  in  the  fiow  of  the  individual  wells. 
Before  pumping  was  begun  the  total  fiow  of  oil  was  about  900  barrels  per  day. 
Recently  pumping  was  commenced  and,  as  the  result  of  this  is  not  given  out,  as 
rather  an  inclination  to  secrecy  is  apparent,  it  is  impossible  to  say  positively  what 
quantity  of  oil  is  being  produced  with  the  pumps.  Out  of  the  total  number  of  wells 
drilled  not  quite  10  per  cent  have  proved  nonproducers,  or  dry  holes.  The  field  in 
which  oil  is  known  to  exist  is  about  2^  miles  long,  bearing  northeast  and  southwest 
20^  to  22^,  by  1  mile  wide.  At  this  time  a  regular  system  of  drilling,  called  **  wild- 
oattlng"  is  going  on  for  the  purpose  of  determining  the  exact  extent  of  the  oil  field. 
These  wells  have  not  as  yet  shown  oil  outside  of  the  territory  named,  but  they  have 
established  the  existence  of  an  extensive  gas  field.  One  well  sunk,  9  miles  northeast 
of  the  town,  near  Chatfield,  encountered  at  a  depth  of  862  feet  a  strong  flow  of 
natural  gas,  which  rushed  out  with  such  force  that  the  fire  in  the  boiler  had  to  be 
extinguished  to  prevent  the  destruction  of  the  plant.  Another  wild -oat  well,  one 
mile  south  of  the  Union  Depot  in  Corsicana,  struck  a  strong  fiow  of  gas  at  a  depth  of 
1,040  feet.  The  static  pressure  of  the  gas  in  this  well  was  over  200  pounds.  Several 
pther  wells,  about  3  miles  southwest  of  town,  have  also  reached  the  gas-bearing  sand. 
About  70  miles  south  of  Corsicana  a  gas  well  has  been  flowing  for  several  years, 
which  would  seem  to  indicate  that  the  territory  in  which  gas  can  be  reached  is  quite 
extensive. 

The  elevation  of  Corsicana  is  about  800  feet  above  the  sea ;  therefore  the  oil-bear- 
ing strata  is  something  over  200  feet  below  sea  level.  The  drilling  is  entirely 
through  ponderosa  marl.'  The  oil-bearing  rock  is  soft  gray  shale  and  can  hardly  be 
called  a  sand.  In  January  last  a  pipe-line  company  was  formed  and  the  entire  out- 
put of  nearly  all  the  wells  was  contracted  for.  Storage  tanks  for  over  60,000  barrels 
have  been  erected,  and  a  refinery  is  now  about  to  be  built.  At  this  time  all  of  this 
oil  that  has  been  consumed  has  been  used  as  fuel,  with  the  exception  of  some  used 
for  gas  making;  but  as  there  are  few  gas  plants  in  the  State  and  fewer  water  gas 
plants,  the  consumption  for  this  purpose  has  been  small.  As  a  gas  oil  it  gives  very 
satisfactory  results,  yielding  from  5.50  to  5.75  candles  per  gallon  of  oil  used,  and  as 
high  as  32  candle-power  gas  can  be  made  with  it. 

A  fractional  distillation  of  Corsicana  crude  oil,  made  by  Mr.  £.  H.  Eamshaw, 
chemist  for  the  United  Gas  and  Improvement  Company,  showed  the  results  given  in 
the  following  tables.  The  oil  is  very  dark  brown  and  opaque,  but  thin  and  fluid  at 
60^  K. ;  the  specific  gravity  at  G(P  F.  equals  0.8292  (39^  Baum^). 

>  A  comipted  abreviatlon  of  Exogyru  ponderosa  marl 
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Be$ulta  of  dUHlling  CorHoana  petroleum. 


L. 

Speoiflo 
gravity 
ateuoF. 

Tempenture. 
Degrees  F. 

Per  cent 
by  vol- 
ume. 

Percent 

by 
weight. 

Degrees 
Banm6. 

Color,  etc. 

A— 130  to  200 

2.80 

2.24 

80.00 

0.6653 

Colorless. 

B— 200       250 

5.10 

4.31 

69.50 

.7017 

Do. 

C— 250      300 

7.60 

6.69 

61.75 

.7302 

Do. 

D— 300      350 

8.20 

7.44 

56.00 

.7527 

Do. 

E— 350      400 

9.40 

8.75 

51.25 

.7718 

Do. 

F— 400       450 

7.40 

7.07 

46.75 

.7920 

Do. 

G-450      500 

8.30 

8.09 

43.00 

.8088 

Do. 

H— 500      550 

6.45 

6.4:{ 

39.50 

.8260 

Very  faint  yellow. 

1—650      600 

7.75 

7.85 

36.50 

.8404 

Do. 

J— 600      650 

14.95 

15.43 

33.50 

.8555 

Yellow. 

K— 650      665 

17.25 

18.07 

31.00 

.8687 

Deep  reddish  yellow. 

L— above  665 

1.30 

1.41 

26.00 

.8972 

Deep  red — solid. 

M— above  665 

1.40 

1.63 

14.50 

.  9699 

Dark  red  brown— solid. 

Residue 

2.63 

Total 

97.90 

98.04 

Summary  of  the  foregoing  fractional  dititillaiion. 


Temperature. 
Degrees  F. 

Per  cent  by 
volume. 

— r 

Per  cent  by 
weight. 

Degrees 
Banm6. 

Specific 
gravity. 

130  to  200 

2.80 
12.70 
17.60 
15.70 
14.20 
32.20 

2.70 

2.24 
11.00 
16.19 
15.16 
14.28 
33.50 
3.04 
2.63 

80.00 
64.75 
63.50 
44.75 
37.75 
32.25 
19.75 

0.6653 
.7191 

200       300 

300      400  

.7680 

400      500 

.8012 

500      600 

.8345 
.8627 
.3350 

600      665 

Above  665 

Residue 

Total 

97.90 

98.04 

The  prodactiou  of  petroleam  in  Texas  since  1889  has  been  as  follows: 

Production  of  petroleum  in  Texas  from  1889  to  1897, 


Year. 


1889 
1890 
1891 
1892 
1893 


Barrels. 


48 
54 
54 
45 
50 


Year. 


1894 
1895 
1896 
1897 


Barrels. 


60 

50 

1,450 

65,975 
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KANSAS. 

The  prodaotion  in  Kansas  in  1897  was  81,098  barrels  as  compared  to 
113,571  barrels  in  1896,  a  decrease  9f  32,473  barrels,  equivalent  to  28.59 
per  cent.  The  large  percentage  of  dry  holes  driUed  and  the  decrease 
in  the  ontpnt  of  wells  producing  for  the  past  year  have  been  very  dis- 
appointing to  those  operating.  A  detailed  statement  of  the  number  of 
wells  drilled  could  not  be  obtained. 

The  total  product  of  oil  in  Kansas,  so  far  as  records  have  been 
obtained,  is  as  follows: 

Production  of  petroleum  in  Kan$a$. 


Year. 


1889. 
1890, 
1891. 
1892. 
1893 


Btfrela. 


500 
1,200 
1,400 


18,000 


Tear. 


1894 
1895 
1896 
1897 


Barrels. 


40,000 

44,430 

113,571 

81,098 


WYOMING. 

The  production  of  crude  petroleum  in  Wyoming  in  1897  was  3,650 
barrels,  as  compared  with  2,878  barrels  in  1896,  an  increase  of  772  bar- 
rels, equal  to  26.82  per  cent  The  oil  belt  extends  diagonally  across  the 
State.  The  principal  part  of  the  production  is  60  to  80  miles  from  Cas- 
per, the  present  terminus  of  the  Northwestern  Railroad  system,  and  is 
about  5,000  feet  above  the  level  of  the  sea.  There  was  a  large  outlay  for 
transporting  machinery  and  material.  In  most  of  the  localities  where 
oil  has  been  develoi>ed  there  is  ample  water  for  all  purposes,  and  in 
several  instances  natural  gas  can  be  secured  for  fuel.  There  are  several 
companies  operating  in  this  field.  The  lands  of  the  Pennsylvania  Oil 
Company  are  located  on  Salt  Creek,  a  tributary  of  the  Powder  River 
in  northern  Natrona  and  southern  Johnson  counties.  In  this  locality 
eight  wells  have  been  drilled,  seven  of  which  have  a  large  capacity,  if 
the  oil  could  be  disposed  of  and  the  wells  allowed  to  flow.  These  wells 
are  about  1,200  feet  in  depth.  A  refinery  at  Casper,  with  a  delivery 
capacity  of  60  barrels  a  day,  is  owned  by  this  company. 

The  Cudahy  Company  owns  a  large  tract  of  laud  joining  that  of  the 
Pennsylvania  Company,  on  which  they  are  drilling.  The  Wyoming 
Lubricating  Oil  Company  has  also  drilled  one  or  two  wells.  The  Mur- 
phy wells  on  Little  Popo  Agie  River,  in  Fremont  County,  are  so  far 
from  railroad  transportation  that  it  is  difficult  to  market  their  product. 
These  wells  are  gushers,  but  are  shut  in  at  present.  There  is  no  doubt 
that  with  proper  facilities  for  transportation  Wyoming  could  turnish 
a  very  much  greater  production  of  superior  lubricating  oil.  The  price 
in  still  quoted  as  $8  per  barrel,  which  is  nearly  double  the  price  quoted 
tor  any  other  natural  lubricating  oil. 
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The  following  table  gives  the  prodnctioD  for  the  past  four  years: 

Production  of  petroleum  in  Wyoming  from  1894  to  1897 » 


Year. 


1894. 
1895. 


BanelA. 


2,369 
3,456 
1896 2,878 


1897. 


3,660 


A  considerable  amoant  is  wasted  annually  at  the  wells  shut  in  in  the 
Popo  Agie  field. 

Prof.  W.  O.  Knight,  of  the  School  of  Mines,  University  of  Wyoming, 
recently  examined  the  Popo  Agie,  Lander,  and  Shoshone  fields,  which 
extend  continuously  in  a  northwesterly  direction  through  Fremont 
Oounty.    From  his  Bulletin  No.  2  the  following  extracts  are  taken : 

The  Popo  Agie  oilfield, — The  oil  wells  of  the  Popo  Agie  oil  field  are  located  on  the 
Little  Popo  Agie  River,  10  miles  sontheast  of  Lander,  the  oonnty  seat  of  Fremont 
county,  at  an  elevation  of  6,360  *feet  above  sea  level.  The  oil  field  extends  north  and 
west  to  within  4  miles  of  Lander,  covering  a  distance  of  12  or  16  miles.  Its  width 
varies  greatly  and  can  not  be  accurately  given  since  there  are  no  data  to  guide  one 
in  making  an  estimate.  On  the  east  side  it  may  be  possible  to  drill  and  reach  the 
oil  horizon  3  miles  from  the  axis  of  the  anticlinal,  but  2  miles  away  will  necessitate 
drilling  to  a  much  greater  depth  than  it  is  usual  to  drill  for  oiL  On  the  west  side 
the  field  may  be  extended  as  far  as  the  base  of  the  White  River  Mountains,  but 
it  is  probable  that  the  limit  will  be  found  within  a  distance  of  3  miles  west  of  the 
anticlinal. 

The  surface  of  the  central  portion  of  the  oil  field  is  very  rough  and  broken,  and 
is  cut  into  deep  gulches  with  precipitous  hillsides.  Along  the  eastern  and  western 
borders  the  country  is  more  rolling  and  marked  with  ledges  of  sandstone  and  shale 
that  form  ridges  paralleling  the  anticlinal.  This  district  is  at  present  over  100 
miles  from  any  railroad.     •     •     * 

In  1881  Dr.  Graff,  of  Omaha,  and  associates  purchased  the  oil  claims  and  did  con- 
siderable surface  work.  In  1883  and  1884  they  drilled  three  oil  wells,  all  of  which 
were  producers.  The  company  then  purchased  a  large  number  of  iron  barrels  and 
commenced  to  market  the  oil  at  the  Union  Pacific  Railroad.  On  account  of  keen 
competition  of  the  eastern  oil  producers  the  first  Wyoming  oil  company  had  to 
abandon  its  enterprise.  Since  that  time  the  wells  have  remained  packed.  The  oil 
that  flowed  from  the  wells  through  leaks  has  been  utilized  by  the  ranches  for  miles 
about  for  Inbricating  purposes,  and  to  some  extent  by  the  gold  mines  and  the  flour 
mills  for  steam  making. 

The  geology  of  the  field  is  of  special  interest^  since  the  oil  is  found  in  the  Pale- 
ozoic strata,  and  in  this  respect  it  resembles  more  closely  the  oil  fields  of  the  Eastern 
United  States  than  any  other  Rocky  Mountain  oil  field.  The  structure  of  this  field 
is  an  anticlinal,  with  the  rocks  dipping  gently  to  the  east  and  very  abruptly  to  the 
west.  The  axis  of  the  anticlinal  from  a  point  nearly  east  of  Dallas  post-office  to 
near  the  northern  limit  of  the  field  has  sufferetl  heavy  erosion,  and  is  now  an  anti- 
clinal valley,  averaging  a  quarter  of  a  mile  in  width,  through  which  the  Little 
Popo  Agie  River  flows.  The  thickness  of  the  rocks  removed  from  the  anticlinal 
aggregate  10,000  feet,  since  it  represents  a  nearly  complete  series  of  the  Rocky 
Mountain  Mesozoic.  In  the  vicinity  of  the  oil  wells  the  river  has  cut  down  nearly 
through  the  Triassic  sandstone,  but  in  no  instance  was  Carboniferous  rock  found 
exposed.    The  Triassic  rocks  of  this  field  are  composed  of  red  sandstone,  with  a 
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band  of  drab  marble  near  the  base  and  a  band  of  gypsnm  50  feet  thick  near  the  top. 
The  thickness  of  this  formation  is  nearly  1,000  feet.  The  Jurassic  rocks  are  made 
up  of  three  distinct  bands.  The  lowest  is  the  marine  be<ls;  the  middle  a  band  of 
light-colored  sandstone,  and  the  npper,  various  colored  marls,  making  in  all  about 
300  feet.  The  Dakota  g^up,  the  basal  member  of  the  Cretaceous,  does  not  contain 
the  heavy  band  of  conglomerate  that  is  usually  seen  in  central  Wyoming.  It  is 
composed  of  light-colored  sandstone  and  shale  and  has  a  thickness  of  about  350 
feet. 

The  Fort  Benton  group  was  not  studied,  but  it  has  a  normal  development  and  is 
characterized  by  the  typical  band  of  shales.  On  the  east  side  of  the  anticlinal  the 
red  sandstone  dips  17^  north  of  east  and  rises  rather  abruptly  500  feet,  but  the 
gn^eatest  elevation  is  reached  about  1  mile  from  the  axis,  where  the  Dakota  sand- 
stones form  a  very  high  and  prominent  ridge.  Farther  to  the  east  can  be  seen  suc- 
cessive bands  of  the  upper  Cretaceous  groups,  and  in  the  distance  thick  beds  of 
Wasatch  and  Bridger  Eocene.  On  the  west  side  of  the  anticlinal  the  rocks  change 
to  dip  very  rapidly ;  in  the  distance  of  a  quarter  of  a  mile  they  change  in  dip  from  a 
few  degrees  to  70^  south  of  west,  but  suddenly  flatten  to  form  the  Lander  synclinal. 
Owing  to  the  vast  quantity  of  rock  removed  from  the  west  side  of  the  field  by  erosion 
it  is  possible  to  drill  and  reach  the  oil  horizon  at  any  point  west  of  the  anticlinal 
and  east  of  the  Wind  River  Mountains.    •    •    • 

Up  to  the  present  time  the  exact  position  of  the  oil  horizon  has  not  been  deter- 
mined, as  the  records  of  the  wells  have  been  lost.  Beyond  question  the  source  of  the 
oil  is  the  conglomerate  and  the  magneslan  limestone  below,  found  150  feet  below 
the  contact  of  the  Triassic  and  Carboniferous  formations. 

Along  the  axis  of  the  Shoshone  anticlinal  in  this  district  there  is  developed  a 
series  of  domes.  The  dip  along  the  line  of  the  axis  is  often  from  6^  to  10^.  The 
Murphy  wells  are  located  on  one  of  these  domes. 

It  is  estimated  that  4,000  barrels  go  to  waste  annually  at  these  wells,  as  they  all  allow 
oil  to  escape  badly.  From  the  most  reliable  data  obtainable  the  production  of  these 
wells  has  been  estimated  at  200  barrels  each  if  pumped.  The  elevation  of  the  well 
and  the  dips  have  caused  the  difference  in  the  depths  of  these  wells. 

77^  Landtr  oil  field, — The  Lander  oil  field  joins  the  Popo  Agie  field  on  the  northwest 
and  extends  along  the  Shoshone  anticlinal  to  within  5  or  6  miles  of  Fort  Washakie. 
All  of  this  district  lying  northwest  of  the  Big  Popo  Agie  River  is  on  the  Shoshone 
Indian  Reservation  and  consequently  can  not  be  developed  until  the  Government 
has  purchased  the  land.  On  the  reservation  the  anticlinal  is  very  prominent  near 
the  river,  but  to  the  northwest  the  red  sandstones  and  Jurassic  rocks  suddenly  dis- 
appear, and  only  the  Fort  Benton  shale  and  groups  above  can  be  s^en.  This  disap- 
pearance is  due  to  heavy  erosion  and  subsequent  heavy  deposition  of  loess.  *  *  • 
The  width  of  this  part  of  the  field  will  not  vary  much  from  the  Popo  Agie,  but  from 
the  conditions  known  the  western  side  will  be  fully  as  valuable  for  oil  as  the 
eastern.     •    •    • 

The  only  place  where  oil  was  seen  coming  from  the  rocks  was  at  a  point  about  3 
miles  north  and  west  of  the  Big  Popo  Agie  River,  at  the  termination  of  a  bluff  of 
typical  Fort  Benton  shale. 

The  source  of  the  oil  is  unquestionably  below  the  shale  band,  and  will  probably 
be  found  in  the  Dakota  sandstone.  *  *  *  On  account  of  this  oil  field  lying  mostly 
within  the  boundaries  of  the  reservation  there  has  been  no  development. 

The  Shoshone  oilfield, — ^This  field  includes  the  northern  extension  of  the  Shoshone 
anticlinal  and  joins  the  Lander  on  the  south.  The  Little  Wind  River  has  out  its 
way  across  the  anticlinal,  and  on  either  side  of  the  broad  valley  can  be  seen  the 
upturned  Triassio  sandstones,  and  to  some  extent  higher  groups  of  rocks.  On  the 
southeast  side  of  the  Little  Wind  River  the  axis  of  the  anticlinal  forms  a  broken 
bluff  with  slight  exposures  of  higher  rocks,  but  only  a  mile  away  all  of  the  rock 
mass  is  covered  with  loess.  On  the  north  side  of  the  river  the  apex  of  the  fold  has 
been  cut  away  by  erosion  and  is  now  a  broad  valley  extending  nearly  a  mile  to  the 
north.    On  the  east  the  red  sandstones,  dipping  about  15°  to  the  east,  form  the 
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boundary,  and  beyond  can  be  Been  the  prominent  bands  of  Jurassic  and  Lower  Cre- 
taceous groups.  On  the  west  side  the  Upper  Triassic,  Jurassic,  and  Lower  Cre- 
taceous groups  are  dipping  from  80^  to  89^  to  the  west.  The  thickness  of  the  yarions 
geological  formations  in  this  field  is  about  the  same  as  seen  in  the  Popo  Agio,  and 
they  also  resemble  each  other  very  closely  in  texture.  In  fact,  the  geological  fea- 
tures of  the  two  fields  are  almost  identical.  The  most  prominent  oil  spring  is  loca- 
ted in  the  alluvial  basin  along  the  axis  of  the  anticlinal,  about  500  yards  northeast 
of  the  ford  on  the  Little  Wind  River  which  is  used  by  the  Oovemment  as  a  crossing 
from  their  stone  quarry.  The  oil  spring,  which  originally  was  in  the  loess,  is  now 
surrounded  by  a  bed  of  asphaltiim  that  measures  50  by  100  yards,  and  is  from  a 
few  inches  to  3  feet  in  thickness.  The  oil  escapes  at  several  places,  together  with 
gas  and  water ;  but  there  are  no  pools  to  hold  it,  and  in  consequence  it  was  impossi- 
ble to  secure  any  oil  that  would  represent  the  nature  of  the  petroleum  that  would 
be  found  by  drilling.  This  spring  appears  to  come  from  a  fracture  very  near  the 
axis  of  the  anticlinal.  The  thickness  of  the  Triassic  rocks  exposed  on  the  east 
side  of  the  basin  signifies  that  nearly  all  of  the  Triassic  sandstone  must  have 
been  removed  from  the  apex  of  the  uplift.  The  source  of  the  oil  is  Upper  Carbonif- 
erous, the  same  as  in  the  Popo  Agie  field,  and  it  is  very  likely  that  a  drill  sunk  to 
the  depth  of  500  feet  to  the  east  of  the  oil  spring  would  strike  oil.  The  pretroleum, 
as  it  escapes  from  the  spring  in  small  globules,  has  the  same  odor  and  color  as  tbe 
Popo  Agie  oil.  On  the  south  side  of  the  Little  Wind  River,  where  a  small  stream 
cuts  into  the  Triassic  sandstone,  there  were  a  few  drops  of  oil  rising  to  tbe  surface, 
but  on  account  of  the  water  no  study  was  made  of  the  escape.  The  productive  por- 
tion of  this  field  will  be  similar  in  extent  to  that  of  the  Popo  Agie.  The  western 
limit  may  not  be  so  extensive,  and  can  not  be  easily  determined,  since  most  of 
the  Cretaceous  rocks  are  covered  and  there  is  no  way  of  estimating  their  probable 
thickness.  This  field,  being  wholly  on  the  reservation,  has  never  received  any 
attention,  and  can  not  until  the  land  passes  into  other  hands. 

Afwlysis  of  Wyoming  petroleum. — The  following  facts  concerning  the 
Popo  Agie,  Lauder,  and  Shoshone  petroleum  have  been  derived  from 
the  same  bulletin,  the  analysis  having  been  made  by  Prof.  Edwin  E. 
Slosson : 

The  Popo  Agie  petroleum  is  almost  black,  although  in  thin  layers  it 
is  reddish  brown  by  transmitted  light.  There  is  no  perceptible  fluores- 
cence. The  odor  is  strong  and  disagreeable.  The  percentage  of  sulphur 
in  the  crude  oil  is  0.66,  about  the  same  as  in  the  Lima,  Ohio,  petroleum. 
The  specific  gravity  is  25.5^  Baum^  (0.900).  The  crude  oil  flashes  at 
90O  F.  (320  O.)  and  ignites  at  136o  F.  (58©  O.)  It  is  still  fluid  at  14©  P. 
( — lOo  C.)  The  viscosity  at  20^  C,  compared  to  water  at  the  si^me  tem- 
perature, is  13.28.  The  heating  power  of  the  Popo  Agie  petroleum,  as 
determined  by  the  bomb  calorimeter,  is  10,437  calories  per  gram,  which 
is  equivalent  to  14,571,000  foot-pounds  of  energy  per  pound  of  oil.  One 
pound  of  oil  will  give  heat  enough  to  convert  19.40  pounds  of  water  at 
2120  F.  into  steam,  equal  to  18,740  B.  T.  U.  The  crude  oil  shows  no 
paraffin  on  cooling  and  is  soluble  without  residue  in  light  benzine. 
Absolute  alcohol  leaves  a  tarry  residue  and  deposits  paraffin  on 
cooling. 

Analysia  of  Popo  Agie  petroleum. — Very  elaborate  tables,  showing  the 
composition  of  Popo  Agie  oil,  and  its  weight,  specific  gravity,  viscosity, 
and  flashing,  burning,  and  freezing  points,  as  determined  by  Prof. 
Edwin  E.  Slosson,  are  omitted  for  lack  of  space.  The  commercial 
products  of  the  oil  are  as  follows: 
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Diatillaiian  produoU  of  Popo  Agie  petrolmim,  Wyoming. 

PerocDt. 
Naphtha  (gMoline) 2to    5 

Keroeene  (0.810  to  0.830) 30  40 

LubricatiDg  oil  (0.910  to  0.940) 35  50 

Paraffin 3  5 

Coke 7  10 

Gas 10  12 

Analysis  of  Lander  petroleum. — A  small  quantity  of  oil  collected  at 
the  Washakie  spring  gave  the  following  results:  The  sample  had  a 
specific  gravity  of  0.8565  (33^  Baume)  and  viscosity  of  0.94.  It  flashed 
at  990  F.  (370  0.)  and  burned  at  113°  F.  (45°  C).  It  is  bright  red  by 
transmitted  and  green  by  reflected  light.  Analysis  shows  that  this 
oil  is  entirely  different  from  the  Popo  Agie  oil.  It  is  very  much  lighter 
than  most  of  the  Wyoming  oils,  and  probably  the  oil  from  a  well  would 
be  still  lighter  than  the  oil  ftt)m  the  spring.  The  oil  distills  without 
much  decomposition  until  the  temperature  rises  to  about  365^  O.  Even 
at  this  heat  no  perceptible  amount  of  paraffin  or  gas  is  formed.  The 
products,  until  about  50  per  cent  of  the  oil  has  oome  over,  are  very 
light-colored  with  Uttle  fluorescence.  In  working  with  large  quanti- 
ties of  the  fresh  oil,  probably  75  per  cent,  and  possibly  much  more  of 
the  crude  oil,  could  be  obtained  as  kerosene  or  gasoline. 

ALASKA. 

Several  Alaskan  companies  have  located  a  large  number  of  mining 
claims  which,  under  certain  conditions,  include  petroleum.  Along  the 
coast  of  Alaska,  northwest  of  Sitka,  beginning  near  Cape  Yakutat, 
which  is  500  miles  northwest  of  Sitka  and  just  west  of  Mount  St.  Elias, 
there  are  numerous  natural  springs  of  oil  and  water  along  the  flank  of 
the  first  range  of  foothills,  firom  a  mile  to  a  mile  and  a  half  back  from 
the  ocean,  and  extending  for  25  miles  northwest,  in  a  line  parallel  to 
the  coast.  This  range  of  foothills,  whose  elevation  is  from  500  to  000 
feet,  is  out  through  by  many  small  streams,  and  along  these  streams, 
near  the  axis  of  the  range,  numerous  oil  and  water  springs  exist.  Sev- 
enty-five miles  farther  west  along  the  coast,  between  Gape  Suckling 
and  Gape  Martin,  there  are  also  springs  showing  oil  and  sulphur  water, 
and  still  farther  inland  there  are  deposits  of  coal. 

There  are  also  some  slight  indications  of  oil  75  miles  farther  west, 
on  the  main  land  opposite  Kachemak  Bay,  at  the  mouth  of  Gooks  Inlet. 
All  of  these  rocks  are  more  or  less  disturbed,  and  the  angles  of  dip 
are  from  20^  to  80^,  generally  not  less  than  30^,  and  have  a  vertical 
range  extending  from  the  lower  Gretaceous  into  the  Tertiary. 

The  character  of  the  oil  is  similar  in  a  general  way  to  Galifornia 
petroleum  and  ranges  from  dark  green  to  black  in  color,  and  from  27^ 
to  350  Baum6  in  weight.  The  harbors  in  this  section  are  poor,  and 
landing  is  attended  with  more  or  less  difficulty.  The  surrounding 
country  is  a  wilderness. 
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FOREIGN  COUNTRIES. 
CANADA. 

Notwithstanding  the  great  number  of  square  miles  in  Canada  and 
British  America,  nearly  all  the  petroleum  produced  in  this  vast  region 
comes  from  southwestern  Ontario.  The  field  is  of  limited  area  and  has 
for  many  years  furnished  a  steady  supply.  Indications  of  petroleum 
are  found  over  a  large  area  extending  from  the  Gaspe  Peninsula  to  the 
Pacific  Ocean,  and  for  many  miles  toward  the  north  on  the  waters  of 
the  Athabasca  and  Peace  rivers,  and  in  strata  embracing  almost  the 
whole  section  of  known  sedimentary  rocks,  from  the  oldest  to  the 
newest.  The  production  at  Petrolia  and  Oil  Springs  continues  with 
great  regularity,  although  slightly  under  that  of  previous  years.  The 
production  of  so  many  thousands  of  barrels  of  oil  in  this  comparatively 
small  area  of  not  over  18  square  miles  in  both  fields  from  shallow  wells 
and  a  pay  streak  only  a  few  feet  in  thickness  is  without  a  precedent. 

A  number  of  paying  wells  have  been  drilled  toward  Sarnia  from 
Petrolia,  and  the  productive  area  extended  in  that  direction.  These 
wells  are  small  producers,  ranging  from  5  barrels  to  three-fourths  of  a 
barrel  per  day.  They  are  from  375  to  420  feet  deep,  and  are  easily 
pumped  in  large  clusters. 

Pelee  Island,  in  Lake  Erie,  has  frirnished  a  number  of  producing 
wells.  There  were  thirteen  producers  on  the  island  at  the  close  of 
1897.  The  oil  is  found  in  the  Olinton  limestone,  which  underlies  the 
Niagara  shale  at  a  depth  of  800  feet. 

The  region  southeast  of  Oil  Springs  has  been  prospected  over  as  far 
as  Bothwell  and  Florence,  and  a  number  of  fair  producers  for  that  sec- 
tion have  been  secured,  although  the  number  of  dry  holes  has  been, 
in  excess  of  the  producing  wells.  The  last  year  has  been  one  of  active 
prospecting.  Some  oil  has  been  found  in  the  WeUand  gas  field  in  the 
Medina  sandstone,  but  not  in  paying  quantities. 

In  the  Gaspe  district,  almost  at  the  extreme  eastern  limit  of  the 
Province  of  Quebec,  at  which  point  the  Appalachian  Mountains  are 
suddenly  cut  off  by  the  sea,  there  are  many  oil  springs  and  indications 
of  oil.  Near  this  locality  a  number  of  test  wells  have  been  drilled 
within  the  last  two  years  and  some  shows  of  oil  found,  but  nothing  in 
quantity  large  enough  to  make  a  paying  well  has  been  reported.  One 
of  these  wells  was  drilled  to  a  depth  of  3,000  feet,  and  samples  of  oil 
of  good  quality  were  found.  A  wide  range  of  strata  has  been  pros- 
pected over,  extending  from  the  Silurian  up  to  the  Lower  Carbonifer- 
ous, in  close  proximity  to  these  oil  shows. 

PRODUCTION. 

The  Canadian  barrel  has  35  imperial  gallons  of  277.27  cubic  inches, 
making  9,704.4  cubic  inches;  the  United  States  barrel  has  42  gallons  of 
231  cubic  inches,  making  9,702  cubic  inches — a  very  slight  difference. 
The  imperial  or  Canadian  gallon  is  20  per  cent,  or  one-fifth,  larger  than 
the  United  States  gallon.    The  following  table  shows  the  shipments  of 
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crude  petroleum  and  refined  x)etroleum,  reduced  to  crude  equivalent, 
from  Petrolia  and  Oil  Springs,  Canada,  in  1896  and  1897 : 

Shipments  of  crude  petroleum  and  refined  petroleum  redueed  to  crude  equivalent  from 

Canada  in  1896  and  1897, 
[BarreU  of  85  imperial  gallonii.] 


L 


1896. 

'   18»7. 

Month. 

Crude. 

Refined. 

Crude 
equivalent. 

83,495 

66,797 

65,283 

71,133 

43,386 

48,459 

60,833 

78, 518 

116, 144 

129, 913 

103,834 

94,486 

Crude. 

Refined. 

Cmde 
equivalent. 

January  

February  

March 

25,696 
20,585 
20,030 
16,353 
17,156 
15, 476 
15, 413 

19,255 
16, 316 
18,101 
21, 912 
10,484 
13, 191 
18,168 
24,881 
38,673 
42,649 
33,147 
30,001 

17,883 
16, 010 
13, 170 
13, 014 
17,604 
15, 716 
12,656 
16,073 
18,045 
17,123 
16,760 
18,767 

25,869 
20,467 
15,920 
9,023 
17, 187 
15,710 
13,986 
22,762 
34,122 
41,646 
35,946 
25,396 

82,556 

67,178 

52,971 

35,572 

60,572 

54,991 

47,622 

71,953 

103,351 

121,238 

106,625 

82,267 

April  

May 

June 

July 

Anf^nst 

September 

October 

November 

Decenfber 

16, 314 
19,461 
23,290 
25,966 
19,506 

Total  .... 

235,248 

286,778 

962,281 

191, 821 

278,02i» 

886,886 

The  following  table  gives  the  shipments  from  the  Petrolia  oil  field 
by  railroad,  in  gallons,  for  each  month : 

ShipmentB  of  crude  petroleum  from  the  Petrolia  (Ontario)  oilfield  in  1894, 1896, 1896,  and 

1897. 
[Barrels  of  35  imperial  gallons.] 


Month. 


January . . . 
February  . 

March 

April 

May 

June 

July 

August 

September 
October . . . 
November . 
December  . 


18M. 


101, 570 

76,183 

60,661 

73,463 

67,369 

57,830 

69,586 

86,345 

109, 973 

156,163 

122, 513 

97,170 


1885. 


Total 1,078,826 

Shipped  by  pipe  line 10, 000 


Total !  1,088,826 


89,462 

83,497 

66,943 

60,287 

64,120 

69,982 

62, 410 

78,173 

102,309 

141,  787 

101, 100 

102, 115 


1, 012, 185 


1, 012, 186 


1896. 


1897. 


83,495 

66,797 

65,283 

71,133 

43,386 

48,459 

60,833 

78, 518 

116^144 

129,913 

103,834 

94,486 


962,281 


962,281 


82,556 

67,178 

52,971 

36,572 

60,572 

64,991 

47,622 

71,963 

103,351 

121, 238 

106,625 

82,257 


886,886 


886,886 


PETROLEUM.  Ill 

FOREIGN  COUNTRIES. 
CANADA. 

Notwithstanding  the  great  number  of  sqaare  miles  in  Canada  and 
British  America,  nearly  all  the  petroleum  produced  in  this  vast  region 
comes  from  southwestern  Ontario.  The  field  is  of  limited  area  and  has 
for  many  years  furnished  a  steady  supply.  Indications  of  petroleum 
are  found  over  a  large  area  extending  from  the  Gaspe  Peninsula  to  the 
Pacific  Ocean,  and  for  many  miles  toward  the  north  on  the  waters  of 
the  Athabasca  and  Peace  rivers,  and  in  strata  embracing  almost  the 
whole  section  of  known  sedimentary  rocks,  from  the  oldest  to  the 
newest.  The  production  at  Petrolia  and  Oil  Springs  continues  with 
great  regularity,  although  slightly  under  that  of  previous  years.  The 
production  of  so  many  thousands  of  barrels  of  oil  in  this  comparatively 
small  area  of  not  over  18  square  miles  in  both  fields  A*om  shallow  wells 
and  a  pay  streak  only  a  few  feet  in  thickness  is  without  a  precedent. 

A  number  of  paying  wells  have  been  drilled  toward  Saruia  from 
Petrolia,  and  the  productive  area  extended  in  that  direction.  These 
wells  are  small  producers,  ranging  from  5  barrels  to  three-fourths  of  a 
barrel  par  day.  They  are  from  375  to  420  feet  deep,  and  are  easily 
pumped  in  large  clusters. 

Pelee  Island,  in  Lake  Erie,  has  furnished  a  number  of  producing 
wells.  There  were  thirteen  producers  on  the  island  at  the  close  of 
1897.  The  oil  is  found  in  the  Olinton  limestone,  which  underlies  the 
Niagara  shale  at  a  depth  of  800  feet. 

The  region  southeast  of  Oil  Springs  has  been  prospected  over  as  fas 
as  Bothwell  and  Florence,  and  a  number  of  &ir  producers  for  that  sec- 
tion have  been  secured,  although  the  number  of  dry  holes  has  been, 
in  excess  of  the  producing  wells.  The  last  year  has  been  one  of  active 
prospecting.  Some  oil  has  been  found  in  the  Welland  gas  field  in  the 
Medina  sandstone,  but  not  in  paying  quantities. 

In  the  Gaspe  district,  almost  at  the  extreme  eastern  limit  of  the 
Province  of  Quebec,  at  which  point  the  Appalachian  Mountains  are 
suddenly  cut  off  by  the  sea,  there  are  many  oil  springs  and  indications 
of  oil.  Near  this  locality  a  number  of  test  wells  have  been  drilled 
within  the  last  two  years  and  some  shows  of  oil  found,  but  nothing  in 
quantity  large  enough  to  make  a  paying  well  has  been  reported.  One 
of  these  wells  was  drilled  to  a  depth  of  3,000  feet,  and  samples  of  oil 
of  good  quality  were  found.  A  wide  range  of  strata  has  been  pros- 
pected over,  extending  from  the  Silurian  up  to  the  Lower  Carbonifer- 
ous, in  close  proximity  to  these  oil  shows. 

PRODITCTION. 

The  Canadian  barrel  has  35  imperial  gallons  of  277.27  cubic  inches, 
making  9,704.4  cubic  inches;  the  United  States  barrel  has  42  gallons  of 
231  cubic  inches,  making  9,702  cubic  inches — a  very  slight  difference. 
The  imperial  or  Canadian  gallon  is  20  per  cent,  or  one-fifth,  larger  than 
the  United  States  gallon.    The  following  table  shows  the  shipments  of 
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The  average  price  paid  for  oil  is  given  in  the  following  table.  Sales 
at  the  Petrolia  Oil  Exchange  have  ceased,  producers  now  making  sales 
direct  to  the  redners^  who  own  a  considerable  part  of  the  production. 

Average  price  and  sales  of  crude  petroleum  in  Canada  from  1SS5  to  1897, 


Fear. 


1885 
1886 
1887 
1888 
1889 
1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 


Price. 

Sales. 

Barrels. 

$0. 82i 

871,500 

.861 

782, 570 

.78 

406, 203 

1.02f 

516,007 

.92t 

400, 932 

1.18 

394, 924 

1.33! 

377, 453 

1.26i 

m\  315 

1.09i 

20, 1»41 

l.OOJ 

32,  348 

1.49f 

9,755 

1.59 

0 

1.42i 

0 

The  following  table  shows  the  price  received  by  the  producer  from 
1892  to  1897,  inclusive,  by  mouths: 

Average  price  of  crude  petroleum  in  Canada  from  hStf2  to  1S97,  by  months. 


Month. 


1892. 


January $1. 29^ 

February  1. 29 

March 1.27f 

April 1.26i 

May  ..: 1.2r)Jt 

June 1.27^ 

July 1.2Gf 

August 1.26 

September j  1.26 

October 1.26| 

November 1 .  25 

December 1. 18i 


1893. 

1894. 

1895. 

1896. 

1897. 

$1. 18i 

$1.01i 

$1.16 

$1.72 

$1.50 

1.18f 

1.01 

1.19^ 

1.72 

1.50 

1.19 

1.01 

1.27 

1.72 

1.50 

1.19 

.99^ 

1.55J 

1.71 

1.40 

1.07 

.92 

1.67i 

1.70 

1.40 

1.07 

.92  J 

1.52 

1.50 

1.40 

1.06 

.94 

1.52i 

1.50 

1.40 

1.05 

.96 

1.54 

1.50 

1.40 

1.04^ 

.98 

1.55A^ 

1.50 

1.40 

1.04 

1.0(1 

1.  59^ 

1.50 

1.40 

1.04 

1.12i 

1.(>4A 

1.50 

1.40 

1.02 

i.m 

1.72f 

1.50 

1.40    . 

1. 09^ 

1.001 

i.m 

1.59 

1.42i 
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The  average  declioe  in  1897  was  16^  cents  per  barrel,  the  price  remain- 
ing the  same  for  the  last  nine  months  of  the  year.  The  increase  of 
price  of  Canadian  oil  over  Lima  (Ohio)  oil  is  due  to  the  protective  duties 
levied  on  oil  imported,  which  were  as  follows : 

Canadian  import  duties  on  petroleum. 

Per  barrel. 

Crude  petroleum,  Si  cents  per  imperial  gallon $1. 12 

Illuminating  oil,  etc.,  7|  cents  per  imperial  gallon 2. 52 

Lubricating  oil,  6  cents  per  imperial  gallon 2. 10 

The  following  statements,  furnished  by  the  Department  of  Agricul- 
ture, Ottawa,  show  the  operations  of  the  reiiiieries  in  Canada  from  1890 
to  1897,  inclusive : 

Production  of  Canadian  oil  refineries  from  1890  to  1897 » 

[Imperial  galloDS.] 


Year. 


1890. 
1891. 
1892. 
1893. 
1894. 
1895. 
1896. 
1897. 


lUnminating  oil. 


Quantity. 


Oallon*. 
i  11,129,277 
I  10,427,040 
10,806,806 
11, 100, 810 
11,  289, 741 
10, 711, 378 
11, 207, 150 
10, 493, 449 


Value. 


$1,  264,  677 
1, 170,  241 
1,176,720 
1, 073, 738 
1, 003,  973 
1, 217, 426 
1,  251, 122 
1, 064, 130 


Year. 


Gas  and  fuel  oils. 


Quantity. 


1890. 
1891. 
1892. 
1893. 
1894. 
1895. 
1896, 
1897. 


OalioM. 
4,  246,  447 
3,  373,  720 
6>  343,  589 
7, 559,  489 
7, 323, 374 
6,095,355  I 
6,  788,  a53 
6,  723, 683  . 


Value. 


$84,  752 
89, 267 
202, 047 
217,  740 
197, 193 
218, 692 
261, 618 
249,  615 


Lnbrirattn*;  nil.s  and  tar. 


Quantity. 


Value. 


GalUin». 
2,  877,  388 
2, 500, 000 
3, 177,  853 
1, 876, 633 
1, 801, 174 
1, 698, 559 
1, 447, 455 
1, 148, 847 


$130, 349 
101, 752 
133, 336 
92, 616 
74,309 
75,  578 
77,109 
62. 058 


Benzine  an 
Quantity. 

d  naphtha. 

1 

Paraffin  oils. 

1 

Value. 

Quantity. 

Value. 

Oallona. 

QaUont, 

636,  247 

$37, 026 

446,888 

$64,713 

603,  971 

36,790 

622, 287 

75,  772 

793, 263 

60,130 

1,  051, 163 

127,351 

721, 192 

54,760 

1,  243,  924 

116,  233 

645, 031 

64, 515 

1,282,749 

118,  053 

642, 484 

63,026 

1,016,039 

140,  245 

719, 453 

70,  733 

1, 014, 271 

132,  308 

747, 163 

71, 978 

930, 490 

136,283 

1 
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Production  of  Canadian  oil  refineries  from  1890  to  i^^-^ontinaed. 

[Imperial  gsQonB.] 


Year. 

Paraffin  wax. 

Yalae  of  otlier 
produota. 

Total  valne. 

QaaDUty. 

Value. 

1890 

Pounds. 

913, 730 

741,611 

876, 570 

1, 659, 167 

1, 950, 172 

1,840,021 

1, 632, 670 

1,805,365 

$56,903 
60,687 
82,781 

$1, 638, 420 
1,534,509 
1, 782, 365 
1, 675, 784 
1, 567, 134 
1,806,237 
1, 876, 913 
1, 672, 429 

1891 

1892 

1893 

120,697 

119, 091 

82,970 

76, 249 

81, 191 

1894 

$8,300 
7,774 
7,174 

1895 

1896 

1897 

From  the  above  it  will  be  seen  that  the  price  obtained  by  the  Cana- 
dian refiner  for  illaminating  oil,  10.1  cents  per  gallon,  was  20  per  cent 
higher  than  in  the  United  States.  He  received  3.7  cents  per  gallon 
for  gas  and  Aid  oils  and  5.4  cents  per  gallon  for  lubricating  oil. 

The  following  table  shows  the  amonnt  of  Canadian  oils  and  naphtha 
inspected,  together  with  the  amonnt  of  crude  that  is  assumed  as  the 
equivalent  of  the  refined  oils  and  the  ratio  of  crude  to  refined : 

Canadian  oiU  and  naphtha  inepeoted,  and  corresponding  qvnntities  of  crude  oil. 


Flacal  year. 


1881 
1882 
1883 
1884 
1885 
1886 
1887 
1888 
1889 
1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 


Beflned  oils 
inspected. 


Crude 
eqaivalent 
calculated. 


Batio  of 

crude  to 

refined. 


Oallon*. 

6, 406, 783 

5, 910, 787 

6, 970, 560 

7, 656,  Oil 

7, 661, 617 

S,  149, 472 

8, 243, 962 

9, 545, 895 

9,462,834 

10, 121, 210 

10, 270, 107 

10, 370, 707 

10, 618, 804 

11, 027, 082 

10, 674,  232 

9, 666, 733 

9, 441, 098 


OaUons. 
12, 813, 566 
13, 134, 998 
15, 490,  111 
19, 140, 027 
19, 154, 042 
21, 445, 979 
21, 694, 637 
25, 120, 776 
24, 902, 195 
26, 634, 763 
27, 026, 597 
27, 291, 334 
27, 944, 221 
29. 018, 637 
28, 090, 084 
25, 438, 770 
24,844,995 


100:50 
100:45 
100:45 
100:40 
100:40 
100:38 
100:38 
100:38 
100:38 
100:38 
100:38 
100:38 
100:38 
100:38 
100:38 
100:38 
100:38 
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The  following,  taken  from  the  Report  of  the  Bureau  of  Mines,  by 
Mr.  Archibald  Blae,  shows  the  proportion  of  refined  products  obtained 
from  the  crude  from  1892  to  1897,  inclusive.  A  decided  gain  in  the 
percentages  is  shown  in  the  latter  years. 

Proportion  of  refined  products  from  Canadian  crude  petroleum^ 


Prodnot. 

1892. 

1893. 

18M. 

1805. 

1806. 

1807. 

IllnminatiDg  oil 

Lubricatinur  oil 

Percent 
38.67 
12.35 
27.34 

PereenL 
39.12 
12.45 
28.14 

Pereent. 
41.10 
10.91 
30.45 

Pereent. 
43.31 
9.51 
28.07 

Per  e^nL 
45.08 
9.07 
31.09 

Pereent. 
42.62 
7.67 
35.10 

All  other  oiia 

Total 

78.36 

79.71 

82.46 

80.89 

85.24 

85.39 

IMPORTS  AND  EXPORT^. 


The  Statistical  Yearbook  of  Canada  for  1897.  issued  by  the  Depart- 
ment of  Agriculture,  Ottawa,  Canada,  gires  the  following  tables,  show* 
ing  the  exxx)rts  and  imports  of  petroleum: 

Exports  of  Canadian  petroleum  since  1868, 


Year  ending 
June  30— 

1 

Qnantity. 

Talue. 

1 

Year  ending 
June  80— 

Quantity. 

Value. 

OaUone. 

i 

! 

QaUone. 

1868 

46,282 

$9,341 

1883 

1,422 

$368 

1869 

690,553 

127,319 

1884 

327,563 

7,546 

1870 

4, 748, 557 

966,461 

1885 

954,966 

27,303 

1871 

5, 753,  CT8 

1, 052, 870 

1886 

260,449 

30,957 

1872 

7,897,064 

1, 341, 099 

1887 

310, 667 

11, 151 

1873 

9, 355, 325 

1, 819, 183 

1888 

355,501 

66,834 

1874 

1, 276, 641 

298, 417 

1889 

110, 470 

18,681 

1875 

9,844 

1,592 

1890 

358,804 

15, 812 

1876 

i           14,804 

3,363 

1891 

436, 516 

18, 726 

1877..... 

1     3, 926, 139 

900,542 

1892 

440,906 

18, 217 

1878 

73,590 

9,423 

1893 

1         178, 101 

6,814 

1879 

797, 079 

97,049 

1894 

1          68, 740 

2,722 

1880 

!           10, 611 

1,059 

1895 

i          63,543 

3,572 

1881 

2,456 

631 

1896 

18, 241 

2,971 

1     1882 

1 
1 

662 

136 

1897...... 

1,831 

230 

1 
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The  following  table  gives  the  figures  of  foreign  imported  oil  since 
1882,  from  which  it  will  be  seen  that  there  has  been  a  steady  increase  in 
the  cousamption  of  American  oil : 

Foreign  oil  imported  into  Canada  since  188^. 


Year  ending  June  30 — 


1882 
1883 
1884 
1885 
1886 
1887 
1888 
1889 


American  oil. 


GalUmit. 
3, 026,  186 
3,0X8,414 
3, 148, 920 
3, 813, 379 
3, 803, 724 
4, 309, 397 
4, 493,  924 
4,  723,  698 


Tear  ending  June  30 — 


American  oil. 


1890. 
1891. 
1892. 
1893. 


Gallons. 
5,  075,  650 
5,  321, 524 

5,  793, 636 

6,  249,  946 

1894 6,666,323 

1895 

l%m 


1897 


6, 752, 425 
5, 804, 067 
5, 665, 204 


Notwithstanding  the  high  protective  duty  imposed  in  Canada,  the 
quantity  of  illuminating  oil  manufactured  was  only  42  per  cent  of  the 
total  consumed  in  1896.  The  oil  exported  is  insignificiint,  and  probably 
reached  points  that  were  only  supplied  by  rail  or  water  from  Canadian 
ports. 

NEWFOUNDLAND. 

The  island  of  Newfoundland  has  also  produced  oil  in  a  limited  way. 
The  indications  are  said  to  extend  over  an  area  of  250  square  miles. 
The  newer  Carboniferous  rocks,  with  their  shales,  limestones,  and  con- 
glomerates, are  closely  associated  with  the  very  much  older  Laurentinn 
rocks.  Test  wells  that  have  yielded  an  oil  of  good  quality  hav^  been 
drilled  by  the  Newfoundland  Oil  Company  in  the  Lower  Carboniferous 
rocks  6  to  8  miles  from  the  sea.  The  gravity  of  the  oil  is  35^  Baume, 
and  contains  the  following:  Naphtha,  7  per  cent;  illuminating  oil,  56 
per  cent;  lubricating  oil,  34  per  cent;  coke,  3  per  cent.  The  quality  of 
both  the  illuminating  and  the  lubricating  oil  is  good. 

Mr.  Boverton  Eedwood,  well  known  as  a  petroleum  expert,  says  that 
on  the  west  coast  of  Newfoundland  several  productive  wells  have  been 
drilled,  and  it  seems  x)robable  that  this  might  become  an  important  oil 
district.  The  oil-bearing  formation  is  considered  to  extend  over  an 
area  of  about  250  square  miles,  lying  on  the  west  coast.  The  New- 
foundland Oil  Company  has  a  concession  of  14  square  miles  of  territory 
surrounding  Parsons  Pond,  about  30  miles  north  of  Bonne  Bay.  On 
this  property  wells  have  been  drilled  to  a  depth  of  over  1,000  feet, 
and  one  of  them  is  said  to  have  yielded,  when  the  oil  was  first  struck, 
15  barrels  in  seventy  minutes.  Mr.  Howley  says  that  there  are  three 
difterent  oil-bearing  strata  at  depths  of  700,  1,040,  and  1,230  feet, 
respectively,  and  he  thinks  that  the  oil  is  not  confined  to  small  isolated 
reservoirs  but  is  generally  distributed  throughout  the  shale,  which 
would  give  rise  to  a  slower  accumulation  but  one  of  a  more  permanent 
character. 
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PERU. 

There  were  three  companies  operating  in  Pern  in  1897.  The  London 
Pacific,  operated  by  British  capital,  has  been  for  a  number  of  years 
in  litigation  with  Dr.  W.  0.  Tweddle,  formerly  of  Franklin,  Pennsyl- 
vania, which  has  delayed  operations  so  that  only  in  the  latter  half  of 
1897  were  its  works  operated.  Its  production  comes  from  Negritos, 
about  45  miles  north  of  Payta  and  G J  miles  east  of  the  shipping  port  of 
Talara.  There  have  been  45  wells  drilled  at  this  place,  and  several 
years  ago  there  was  a  production  amounting  to  1,000  barrels  a  day. 
The  wells  are  from  500  to  700  feet  in  depth,  but  lack  staying  qualities. 
The  color  of  the  oil  is  dark,  and  the  gravity  ranges  from  28^  to  34° 
Baum6.  A  pipe  line  6i  miles  long  connects  these  wells  with  a  receiving 
tank  on  the  beach  at  Talara.  The  illuminating  oil  made  from  this  crude 
is  of  an  inferior  quality,  producing  a  smoky  flame,  with  a  slight  deposit 
of  soot.  About  120  miles  north  of  Negritos,  at  Zorritos,  20  miles  south 
of  Tumbes,  Mr.  Faustino  G.  Piaggio  has  been  producing  petroleum  for 
a  number  of  years.  There  have  been  about  100  wells  sunk  at  this 
locality,  all  of  which  gave  more  or  less  petroleum  when  first  drilled, 
but  at  present  there  are  only  20,  producing  about  10,000  gallons,  or  240 
barrels,  a  day.  A  refinery  at  this  point  supplies  this  section  by  vessels 
for  miles  along  the  coast. 

The  property  of  the  French  company  is  situated  near  Tumbes,  not 
far  from  the  operations  of  Mr.  Piaggio.  A  number  of  wells  have  been 
sunk,  and  their  production  is  about  90  barrels  a  day.  They  commenced 
in  1897.  In  a  letter  from  Mr.  H.  Tweddle,  of  New  York,  it  is  stated 
that  the  French  company  already  referred  to  has  drilled  a  dozen  or 
more  wells,  most  of  which  are  only  small  producers.  As  yet  the  com- 
pany has  not  entered  the  active  market,  althoagh  it  has  had  a  tank 
steamer  on  the  coast  for  the  last  two  years.  Mr.  Piaggio,  who  is  work- 
ing close  to  the  French  company,  is  increasing  his  output.  The  English 
company  working  at  Talara  has  drilled  several  more  wells,  and  is  run- 
ning its  tank  steamer,  called  the  Bdkuin^  between  this  port  and  Callao, 
and  supplying  both  crude  and  fuel  oils,  and  kerosene,  to  the  native 
markets. 

No  exporting  of  any  kind  has  been  done.  It  is  reported  that  one  or 
two  new  companies  will  begin  operations,  but  they  have  not  yet  begun. 

The  following  statement  of  the  production  of  petroleum  in  the 
Zorritos  oil  field  of  Peru  has  been  furnished  by  Mr.  Faustino  G.  Piaggio, 
who  is  operating  in  that  field: 

Production  of  petroleum  in  Zorritos  oil  field  of  Peru  in  years  1S96  and  1897, 


Yeiir. 


Crude 
petnileimi. 


1896. 
1897. 


Gallon*. 
1,996,520 
2,  874, 980 


RefintMl. 


OcUlons. 
608,900 
959, 645 


Luhricnting 
oil. 


Gallons. 
89(5,  450 
964,680 


Benzine. 

Gallons. 
4,&->0 
7,  940 
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The  illaminating  oil  exported  from  the  United  States  to  Pern  in  1897 
was  580,850  gallons. 

BARBADOS  AND  TRINIDAD. 

The  following  interesting  acconnt  of  the  i)rodaction  of  petroleum, 
Barbados  tar,  and  fluid  and  solid  bitumen  in  these  islands  of  the 
West  India  group  is  taken  from  an  article  by  Mr.  Boverton  Bedwood, 
of  London,  published  in  1897 : 

In  the  British  West  ludies  petroleum  oconrs  in  Barbados  and  Trinidad.  Under 
the  name  of  Barbados  tar,  the  crade  oil  fonnd  in  the  former  island  occupied  at  one 
time  a  place  in  the  materia  medica  of  this  and  other  countries.  It  was  obtained 
from  dug  wells  in  the  Scotland  district,  which  included  the  parishes  of  St.  Joseph 
and  St.  Andrew.  The  wells,  which  were  known  as  Lloyd's  wells,  were  about  5  feet 
in  diameter  and  fVom  80  to  100  feet  in  depth,  and  were  lined  with  pine  wood.  The 
daily  yield  of  oil  was  said  to  be  from  1  to  2  barrels  per  well.  At  one  time  Lloyd's 
wells  numbered  21,  but  there  are  now  only  5.  DrilliDg  is  now  being  carried  on  in 
this  district,  and  the  results  are  awaited  with  considerable  interest.  The  Pitch 
Lake  of  Trinidad,  the  most  Important  deposit  of  solid  or  semisolid  bitumen  known, 
is  usually  visited  by  travelers  in  the  West  Indies.  It  has  an  area  of  about  110  or 
112  acres,  and  the  uneven  surface  has  been  compared  to  the  back  of  a  turtle.  The 
projections  consisted  of  spherical,  polygonal,  and  mushroomlike  masses,  which  vary 
from  30  to  200  feet  in  diameter  and  are  said  to  be  each  subject  to  a  motion  of  its 
own,  whereby  the  lower  portions  are  brought  up  and  rolled  over  from  the  center 
toward  the  edges.  As  the  depressions  between  these  separate  masses  are  constantly 
filled  with  water,  the  bitumen  is  prevented  from  coalescing.  The  pitch,  or  asphalt, 
is  worked  with  picks  to  a  depth  of  a  foot  or  two,  and  the  excavations  soon  become 
filled  up  with  fresh  plastic  material  rising  from  below  and  hardening.  Ordinarily 
the  surface  is  sufficieutly  firm  to  bear  the  weight  of  horses  and  carts.  The  softer 
portions  of  the  lake  constantly  evolve  gas,  which  is  stated  to  consist  largely  of  car- 
bon dioxide  and  sulphureted  hydrogen,  and  the  pitch,  which  is  always  found  honey- 
combed with  gas  cavities,  continues  to  exhibit  this  action  for  some  time  after  its 
removal  from  the  lake.  The  depth  of  the  deposit  is  not  known,  and  it  has  been 
found  that  in  pits  dug  some  little  distance  from  the  edge  of  the  lake  the  flow  of 
bitumen  from  the  bottom  is  so  great  that  a  depth  of  12  feet  can  not  be  exceeded. 
Much  doubt  exists  as  to  the  origin  or  source  of  the  material.  Fluid  bitumen  is  seen 
to  ooze  from  the  bottom  of  the  sea  on  both  sides  of  the  Island  of  Trinidad,  and  to 
rise  to  the  surface  of  the  water.  It  was  stated  that  about  a  century  ago  a  plat  of 
land  on  the  western  side  of  Trinidad,  nearly  halfway  between  the  capital  and  an 
Indian  village,  sank  suddenly,  and  was  immediately  replaced  by  a  small  lake  of 
pitch.  In  this  manner  the  Great  Pitch  Lake  was  probably  formed.  Very  large 
quantities  of  the  pitch  are  exported  for  paving  and  other  purposes,  the  shipments 
amounting  to  about  100,000  tons  a  year.  A  circular  line  of  tramway  has  been  con- 
structed on  the  lake  to  facilitate  the  removal  of  the  asphalt,  and  the  material  exca- 
vated near  that  line  is  transported  direct  to  the  vessel  which  is  being  loaded.  The 
asphalt  from  other  parts  of  the  deposit  is  dug  up  in  large  pieces  and  removed  in 
carts  to  the  beach,  where  it  is  put  into  lighters,  and  thus  transferred  to  the  ship. 

ARGENTINA. 

Petroleum  is  found  in  the  division  of  Mendoza,  not  far  from  the  town 
of  Mendoza,  on  the  east  slope  of  the  Andes  Mountains.  It  is  used 
principally  for  fuel  upon  the  railroad. 
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MEXICO. 

There  is  also  some  production  in  Mexico,  aboat  40  miles  inland  from 
Vera  Oraz,  where  there  are  10  wells  producing  from  10  to  50  barrels  a 
day  each.    This  oil  is  very  dark  and  heavy. 

RUSSIA.^ 

The  gross  production  of  crude  petroleum  in  Bussia,  at  Baku,  was 
54,744,303  barrels  in  1897  as  compared  with  49,633,252  barrels  in  1896. 
The  gro8s  increase  was  5,110,151  barrels  as  compared  with  an  increase 
of  1,919,269  barrels  for  1896  over  1895.  This  is  a  gain  of  10.3  per  cent 
To  this  production  must  be  added  that  of  the  other  fields,  the  most 
prominent  of  which  are  Grosni  and  Ilskaja,  estimated  to  be  2,350,000 
barrels,  making  in  round  numbers  57,100,000  barrels  as  compared  with 
60,568,081  barrels  of  petroleum  produced  in  the  United  States  in  1897, 
so  that  Eussia's  gross  production  was  only  3,468,000  barrels  less  than 
that  of  the  United  States. 

Owing  to  the  imperfect  methods  of  storing  the  crude  petroleum,  in 
open  pits  or  reservoirs,  the  loss  by  evaporation  and  absorption  is  very 
great.  This,  together  with  what  is  used  for  fuel,  amounts  to  from  7 
to  8  per  cent.  The  amount  that  reaches  the  still  of  the  refiner,  and 
is  known  as  <<  profitable  production,"  aggregated  51,645,568  barrels, 
equal  to  an  average  daily  production  of  141,500  barrels. 

It  must  be  remembered,  however,  that  this  comparison  of  crude 
petroleum  produced  in  Eussia  with  that  produced  in  the  United  States 
is  misleading,  as  the  proportion  of  merchantable  products  is  much  less 
than  is  secured  from  the  average  petroleum  produced  in  the  United 
States. 

The  illuminating  oil  secured  from  the  gross  amount  only  represents 
26  to  30  per  cent,  whereas  that  of  the  UDite4  States  will  give  a  general 
average  of  65  to  70  per  cent  of  illuminating  oil.  Besides,  the  proportion 
of  benzine  in  Eussian  oil  amounts  to  but  3  to  4  per  cent  as  compared 
with  12  to  15  per  cent  in  the  petroleum  of  the  United  States.  The  pro- 
portion of  lubricating  oil  is  about  3  per  cent  as  compared  with  8  per 
cent  in  the  United  States.  Thus,  one  barrel  of  crude  petroleum  in  the 
United  States  represents  about  90  per  cent  of  marketable  products, 
while  only  about  33  to  36  per  cent  is  obtained  from  one  barrel  of  Eus- 
sian crude  petroleum.  These  proportions  are,  in  a  small  measure,  off- 
set by  the  value  of  the  large  percentage  of  residuum  obtained  from  the 
Eussian  petroleum,  which  has  of  late  years  commanded  a  much  higher 
price  as  a  fuel,  being  close  to  the  value  of  crude  petroleum. 

The  profitable  petroleum — by  which  is  meant  the  petroleum  collected 
in  tanks  and  reservoirs,  a  portion  being  absorbed  by  the  ground  and  a 


*  The  writer  acknowledges  indebtedness  for  many  translations  and  other  information  secured  from 
the  American  Manufacturer  and  Iron  World,  of  Pittsburg,  PennsylTania,  and  to  Miss  Belle  Hill,  for 
her  knowledge  and  ability  in  collecting  statistics  for  this  and  the  Natural  Gas  KeiMrt. 
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large  amount  being  consumed  for  fuel — produced  in  Baku  in  1897  was, 
as  before  mentioned^  51,645,568  barrels,  valued  at  7^  copecks  per  i>ood. 
As  a  copeck  is  worth  0.582  cent,  the  value  is  equal  to  4.36  cents  per 
pood,  and  as  there  are  8.18  poods  in  a  barrel  the  result  is  35^  cents 
per  barrel  as  the  average  valae  of  crude  petroleum  in  the  reservoirs  at 
Baku.  The  value  of  the  total  Kussian  production  would  be  $18,334^76, 
while  that  of  the  60,568,081  barrels  produced  in  the  United  States  in 
1897  was  840,929,611,  equal  to  67.6  cents  per  barrel. 

It  is  remarkable  that  almost  the  entire  Russian  production  at  Baku 
comes  from  a  small  area  of  not  over  8  square  miles.  There  are  four 
districts  that  produce  all  the  oil  at  Baku,  namely,  Balakhany,  Eomany, 
and  Saboontchy — which  have  an  area  of  4  square  miles  of  a  level  pla- 
teau 175  feet  above  the  level  of  the  Caspian  Sea  (which  is  83.6  feet 
below  the  level  of  mean  tide  of  the  ocean),  and  8  miles  northeast  of 
the  town  of  Baku — and  Bibi  Eibat,  which  lies  2  miles  to  the  south  on 
the  seashore.  These  fields  are  connected  by  numerous  pipe  lines  with 
Blacktown,  a  suburb  of  Baku,  where  the  refineries  are  located.  The 
remarkable  production  of  these  four  pools  of  small  area  is  without 
precedent,  as  the  production  from  1859  to  and  including  1897  is  the 
enormous  total  of  628,000,000  barrels  of  crude  petroleum.  The  total 
production  of  crude  petroleum  in  the  United  States  for  the  same  period 
was  831,150,595  barrels.  The  production  from  the  flowing  wells  is 
decreasing  and  that  from  pumping  wells  is  increasing.  In  1896  22^ 
per  cent  of  the  production  was  from  flowing  wells;  the  proportion  for 
1897  is  estimated  to  be  21  per  cent  of  the  total  output.  The  depth  is 
also  increasing.  The  following  is  taken  from  the  report  of  Mr.  James 
G.  Chambers,  United  States  consul  at  Batoum,  and  refers  to  prospective 
work: 

So  far  all  efforts  to  find  new  fields  in  the  vicinity  of  Baku  have  been  unsuccess- 
ful. At  Hindar-Zinda,  about  50  miles  north  of  Baku,  on  the  shore  of  the  Caspian, 
three  wells  were  started  in  1896,  having  been  located  upon  surface  indications 
which  were  remarkably  good.  At  the  end  of  1897  these  wells  had  all  been  drilled 
deeper  than  1,000  feet,  without  finding  oil  in  paying  quantities,  and,  although  they 
are  not  yet  abandoned,  I  think  no  one  expects  any  good  results  from  them.  Still 
farther  north,  between  Derbent  and  Petrovsk,  other  wells  have  been  drilled,  and 
while  a  good  prospect  of  oil  was  found  at  shallow  depth,  deeper  drilling  proved 
them  practically  failures,  t^outh  of  Baku,  about  15  miles  from  Poota,  a  well  was 
drilled  more  than  a  year  ago.  but  was  then  stopped.  Recently  drilling  ha«  been 
recommenced  upon  this  well,  and  when  I  last  heard  from  it  they  were  nearly  1,200 
feet  deep,  with  no  oil.  Almost  every  week  the  Tiflis  newspapers  report  test  drilling 
at  some  place  or  another  in  the  Caucasus,  but  as  they  never  report  any  successes  from 
such  drilling  I  presume  it  is  always  a  failure. 

In  the  last  quarter  of  1897  another  large  conflagration  occurred  in 
the  Baku  field.  The  cause  of  the  conflagration  is  not  known.  Four 
large  wells  or  fountains,  producing  38,000  barrels  of  crude  petroleum 
daily,  caught  fire.  Before  the  fire  burned  itself  out  29  rigs  and  300,000 
barrels  of  crude  oil,  which  was  stored  in  pits  near  by,  were  consumed. 


PETROLEUM.  123 

In  the  Grosni  field,  on  the  northeast  slope  of  the  Cancasus  Moun- 
tains, and  about  300  miles  northwest  of  Baku,  there  are  numerous  oil 
springs,  as  well  as  several  hot  springs.  There  has  been  considerable 
activity  in  this  field  for  the  past  five  years,  and  a  number  of  wells  are 
now  drilling,  and  several  large  basins  and  reservoirs  connected  by  pipe 
lines  have  been  constructed.  The  oil  is  heavy,  ranging  from  88^  to 
95^,  but  IS  not  of  the  quality  that  will  produce  illuminating  and  lubri- 
cating oils  in  quantity  to  justify  refining,  and  most  of  it  is  sold  for  fuel 
purposes  A  number  of  spouting  wells  have  been  developed  that  have 
produced  largely  for  the  first  few  weeks  and  have  afterwards  settled 
down  to  moderate  wells.    They  are  from  350  to  800  feet  in  depth. 

The  total  production  for  1897  has  been  figured  at  1,80(),0()0  to  2,000,000 
barrels.  That  such  a  vast  amount  of  crude  petroleum  as  is  produced 
in  Russia,  especially  in  the  Baku  field  (which  produces  96  per  cent  of 
the  total  output),  does  not  shut  out  the  Americ<an  x>etroleum  to  a  much 
greater  extent  in  Europe  is  at  first  surprising,  especially  when  it  is  con- 
sidered that  the  Baku  oil  comes  from  a  small  area  closely  connected, 
and  that  a  considerable  portion  of  it  is  from  flowing  wells  located  on 
the  shores  of  a  large  inland  sea  and  connected  by  thousands  of  miles 
of  river  and  raihoad  systems  of  transportation.  The  outlet  to  Europe 
from  Baku  is  over  the  Traiiscancasian  railroad  to  Batoum.  on  the 
Black  Sea,  a  distance  of  575  miles.  This  railroad  crosses  the  Caucasus 
Mountains  at  an  elevation  of  3,000  feet  above  the  sea,  and  the  grades 
are  very  heavy.  In  the  United  States  the  production  averages  450  to 
500  miles  from  the  seaboard,  and  it  is  gathered  over  about  18,000 
square  miles  of  area,  yet  the  exports  alone  of  refined  or  illuminating 
petroleum  from  the  United  States  in  1897  were  18,305,500  barrels,  as 
compared  with  11,042,000  barrels  of  illuminating  petroleum  shipped 
from  Baku,  of  which  5,920,230  barrels  were  shipped  from  the  seaport 
town  of  Batoum,  the  greater  part  going  to  countries  in  Europe  and 
competing  with  that  from  the  United  States.  The  remaining  5,000,000 
barrels,  in  round  numbers,  were  marketed  in  the  cities  of  liussia,  a 
small  portion  reaching  the  eastern  part  of  Germany,  being  distributed 
by  the  inland  system  of  river  and  railroad  transportation. 

The  main  reasons  assigned  for  the  conditions  of  the  trade  as  above 
mentioned  are  as  follows: 

First.  There  is  a  much  smaller  percentage  of  refined  or  illuminating 
petroleum  obtained  from  Ilussian  crude  than  from  that  of  the  United 
States.  As  compared  with  the  petroleum  produced  in  the  United  States, 
the  amount  will  not  vary  much  from  one-half,  while  the  other  products 
in  the  oil  found  in  the  United  States  are  more  valuable  than  the 
Eussian. 

Second.  The  railroad  connecting  Baku  and  Batoum  crosses  the  Cau- 
casus Mountains  at  high  elevations,  with  steep  grades.  To  increase 
the  capacity  of  the  railroad,  a  system  of  pipe  lines  reaching  over  this 
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sammit  was  laid  several  years  ago.  It  was  poorly  constmcted  and 
equipped.  The  gravity  of  the  crade  oil,  together  with  the  low  tempera- 
ture of  the  summit  of  the  mountains  crossed,  greatly  reduces  the  avail- 
ability of  the  pipe  line  for  transporting  oil.  The  railroad  has  suffered 
several  inteiTuptions  by  floods. 

Third.  The  transportation  by  means  of  the  Caspian  Sea  and  the 
Volga  Eiver  and  its  tributaries  involves  many  transfers  of  bulk  from 
larger  or  smaller  vessels.  On  the  rivers  transportation  is  closed  by  ice 
four  or  Ave  months  of  the  year.  This  requires  an  immense  storage 
capacity  at  the  terminals  and  a  large  amount  of  idle  capital. 

Fourth.  The  quality  of  the  Eussian  illuminating  petroleum  is  gen- 
erally inferior  to  that  exported  by  the  United  States. 

Some  of  these  natural  difficulties  are  being  overcome.  The  building 
of  a  pipe  line  connecting  Baku  and  Batoum,  properly  constructed  and 
equipped,  will  reduce  transportation  expenses  and  make  this  field  a 
much  more  formidable  rival  for  the  trade  of  Europe  than  it  has  been  in 
the  past.  The  Eussian  Government  has  given  a  contract  to  an  iron 
works  at  Mariopol,  on  the  Sea  of  Azof,  for  manufacturing  8-inch 
wrought-iron  pipe,  and  it  is  reported  that  the  iron  company  has  suc- 
ceeded in  manufacturing  a  good  quality  of  pipe,  which  is  to  be  laid 
first  from  Batoum  to  Michaelova,  145  miles  east  of  the  former.  The 
line  is  to  be  completed  by  sections  until  Baku  is  connected,  following 
the  railroad.  The  introduction  of  residuum  as  a  fuel,  both  in  the  region 
reached  by  the  Volga  and  its  tributaries,  as  well  as  on  the  Black  Sea 
has  caused  a  large  increase  in  the  sale  of  this  article,  and  has  enabled 
the  refineries  to  quote  the  prices  of  the  other  products  at  reduced 
figures  and  to  improve  the  quality  of  the  lighter  products,  as  a  smaller 
per  cent  is  extracted  from  the  crude.  The  residuum  is  used  almost 
entirely  for  fuel  on  vessels  on  the  Caspian  Sea  and  by  the  railroads 
whose  systems  connect  with  it.  It  is  finding  its  way  into  manufacto- 
ries throughout  the  interior  of  Eussia  where  it  can  be  reached  by 
water  transportation,  and  where  other  fuel  is  expensive. 

The  following  is  taken  from  the  very  able  and  elaborate  report  of 
the  United  States  consul,  James  G.  Chambers,  of  Batoum : 

The  statistics  annexed  will  give  a  fair  idea  of  the  progress  made  by  the  Rnssian 
petroleum  business  in  the  past  year,  showing  that  it  was  an  active  one  for  the  trade; 
owing,  however,  to  the  low  prices  for  refined  which  ruled  during  the  whole  period, 
and  especially  the  last  half,  the  financial  results  were  undoubtedly  much  less  satis- 
factory than  in  1896.  If  the  pric«  of  refined  was  unsatisfactory,  the  trade  was  in  a 
great  measure  compensated  by  the  good  prices  for  residuum  and  crude,  which  con- 
tinued steady  and  high  throughout  the  year,  advancing  after  the  closing  of  Volga 
navigation,  an  almost  unprecedented  occurrence,  as  residuum  bought  after  the  close 
of  navigation  is  held  for  the  next  season's  navigation,  a  period  of  usually  five 
months;  and,  notwithstanding  the  heavy  crude  production  and  the  fact  that  during 
the  winter  months  the  greatest  outlet  for  petroleum  products  is  practically  closed, 
the  prices  of  both  residuum  and  crude  in  December  were  the  highest  of  the  year. 

It  is  difficult,  if  not  impossible,  to  ascertain  the  average  cost  of  producing  oil  at 
Baku;  but  the  highest  estimate  I  have  heard  was  4  copecks  p^r  pood  (17  cents  per 
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barrel  of  42  gallons) ,  and  I  believe  that  that  cost  is  rarely  exceeded,  while  many 
producers  who  are  fortunate  in  getting  large  flowing  wells  can  nndotibtedly  produce 
oil  at  a  much  lower  figure.  These  producers  must  have  had  a  very  profitable  year, 
aa  the  price  up  to  the  close  of  navigation  was  never  less  than  7^  copecks  per  pood 
(about  32  cents  per  barrel ),  and  the  last  month  in  the  year  it  reached  about  42  cents 
per  barrel. 

The  remarkable  increase  in  the  demand  for  residuum  for  fuel  in  Russia,  and  the 
consequent  high  prices  which  ruled  throughout  the  year  for  that  product,  coupled 
with  the  low  price  of  illuminating  oil,  resulted  in  making  fuel  oil  the  main  object 
of  the  refining  and  relegated  refined  to  second  place.  The  average  price  of  residauni 
in  1897  was  the  highest  ever  known  in  the  trade,  notwithstanding  the  production 
of  residuum  exceeded  that  of  any  previous  year  by  about  25  per  cent.  I  am  not 
able  to  give  the  average  price  of  the  year  accurately  at  present,  but  it  was  never  for 
any  length  of  time  below  34  cents  per  barrel,  and  was  often  higher,  closing  with 
the  year  at  over  40  cents  p^r  barrel.  The  increase  in  the  demand  was  due  princi- 
pally to  increased  distributing  facilities  in  the  manufacturing  districts  of  Russia, 
but  there  is  no  doubt  that  it  was  also  partly  due  to  an  increaHO  in  the  manufactur- 
ing industries  of  the  Empire.  It  is  not  many  years  since  it  was  the  opinion  of  some 
of  those  engaged  in  the  fuel-oil  trade,  and  therefore  most  competent  to  judge,  that 
the  price  of  residuuip  at  Baku  could  not  go  above  6  copecks  x>er  pood  (25  cents  per 
barrel)  without  curtailing  the  demand;  but  either  they  were  wrong  or  the  manu- 
liftcturing  industries  of  Russia  have  increased  more  rapidly  than  was  anticipated, 
for  in  1897,  with  the  average  price  at  least  10  cents  per  barrel  above  that  figure,  the 
demand  increased  25  per  cent,^nd  an  expression  of  opinion  regarding  the  future  at 
this  time  would  be  very  hazardous.  At  present,  three  or  four  weeks  before  ship- 
ments via  Volga  can  commence,  because  of  navigation  being  closed  by  ice,  residuum 
is  selling  at  about  42  cents  per  barrel,  and  there  seems  to  be  no  fear  on  the  part  of 
buyers  that  prices  will  not  be  maintained,  notwithstanding  the  present  immense 
crude  production. 

Prices  of  refined  oil  were  very  low  at  the  close  of  1896,  but  not  so  low  as  to  make 
export  entirely  unprofitable.  They  continued  declining  throughout  the  year,  how- 
ever, and  by  midsummer  were  below  the  actual  cost  of  the  oil,  based  upon  prices 
quoted  for  crude  and  residuum,  but  the  high  price  of  residuum  and  the  fact  that 
probably  70  per  cent  of  the  refined  was  produced  by  refiners  who  had  their  own 
crude,  prevented  any  great  falling  off  in  export. 

To  explain  the  influence  of  the  combination  of  crude  producing  and  refining,  I  g^ve 
the  following  customary  method  of  calculating  the  cost  of  refined,  based  upon  3^ 
poods  of  crude  being  necessary  for  the  production  of  1  pood  of  refined  and  2  poods 
of  residuum : 

Copecks.    CenU. 
8.5  poods  (126.4  pounds)  crude  at  7i  copecks  (3|  cents  per  pood 

(36.112  pounds) 26.25  =  13.12 

Plus  cost  of  labor,  chemicals,  etc 4       =   2 

Total 30.25  =  15.12 

Less  value  of  2  poods  (72  pounds)  residuum  at  8  copecks  (4  cents) . .     16       b    8 

Cost  of  1  pood  (86.112-pounds)  refined 14.25=   7.12 

which  is  equivalent  to  about  1^  cents  per  gallon,  while  the  average  price  realized 
the  last  half  of  the  year  was  certainly  not  more  than  12  copecks  per  ]M>od  (6  cents 
per  36.112  pounds),  and  probably  even  less.  But,  as  probably  70  per  cent  of  the 
refined  exported  was  manufactured  by  refiners  who  had  their  own  production,  the 
market  price  of  crude  played  no  very  important  r61e  in  the  export,  as  the  cost  of 
producing  crude  oil,  as  before  stated,  is  rarely  greater  than  4  copecks  per  pood  (2 
cents  per  36.112  pounds),  while  I  believe  it  averages  even  lower.    However,  taking 


126  MINBBAL   BESOUKCES. 

4  copecks  as  a  basis  of  dost  of  crude  to  the  refiner,  who  has  his  own  production,  the 
following  may  be  given  as  the  cost  of  refined  oil  to  such  refiners : 

Copecks.  Cents. 
3.5  poods  (126.4  pounds)  crude  at  4  copecks  per  pood  (2  cents  per  36.112 

pounds) 14=       7 

Labor,  chemicals,  etc 4=       2 

Total 18=       9 

Less  2  poods  (72  pounds)  residuum  at  8  copecks  per  pood  (4  cents  per 
36.112  pouuds) 16=       8 

Cost  of  a  pood  refined 2=       1 

Consequently,  I  believe  that  there  was  little  or  no  loss  in  the  export  of  refined; 

and,  aB  some  refiners  had  more  cruilo  than  they  could  use,  which  cost  them  much 

less  than  4  copecks  per  pood,  because  of  wells  flowing  largely,  the  average  result 

was  even  better  than  shown  above. 

< 

Of  course,  the  high  price  of  crude  and  low  price  of  refined  made  it  out  of  the 
question  for  many  refiners  to  do  business;  and,  while  much  more  than  half  the  total 
refining  capacity  was  worked  during  the  year,  1  believe  at  least  half  of  the  refineries 
were  shut  down.  • 

The  combination  of  refiners,  which  was  organized  in  April,  1895,  and  was  known 
as  the  "Union,''  was  dissolved  in  October,  1897.  The  agreement  was  for  two  and 
a  half  years,  to  be  extended  two  and  a  half  year^  more  with  the  consent  of  all 
concerned;  but,  as  practically  all  of  those  interested  (except  those  instrumental  in 
organizing  the  union,  who  had  great  advantages  over  the  majority)  declined  to 
renew  their  agreement,  the  union. passed  out  of  existence  on  October  13.  The  first 
vear  of  this  combination  was  very  profitable;  not,  however,  because  df  the  trade 
being  unified  (that  not  being  the  case,  as  20  to  25  per  cent  declined  to  go  into  the 
combination),  but  because  of  the  remarkable  advance  of  refined  jirices  in  the  United 
States.  There  is  little  doubt,  however,  that  the  rank  and  file  of  the  Baku  refiners 
were  led  to  believe  that  the  advance  in  prices  was  wholly  due  to  the  existence  of 
the  union,  and  that  that  organization  was  in  a  position,  or  would  soon  be  in  a  posi- 
tion to  dominate  prices  throughout  the  world  by  coming  to  terms  with  the  American 
trade.  But  the  promised  agreement  with  the  Americans  did  not  materialize,  and 
])rices  at  Baku  aud  Batoum  had  to  follow  Americau  prices  down  the  scale,  as  they 
had  followed  them  up;  and  by  the  end  of  189G  the  decline  was  considerable  and  still 
continued,  and  the  trade  commenced  to  realize  that  someone  had  made  a  mistake. 
With  declining  prices  came  disagreements  among  the  agents  of  the  union  aud  their 
representatives  in  Europe,  as  this  combination  did  not  have  a  single  head,  but  had 
three  selling  agents  who  had  representatives  in  the  different  European  markets,  and 
who  could  not  sell  a  gallon  of  refined  without  the  permission  of  a  committee  of 
fourteen,  which  met  semiweekly  at  Baku,  and  usually  took  three  or  four  weeks  to 
deliberate  over  the  selling  of  one  cargo.  With  an  advancing  market,  as  in  1895, 
this  deliberation  proved  profitable,  as  the  greater  delay  the  higher  the  price;  but 
with  declining  prices  it  worked  quite  differently,  for  by  the  time  the  committee  had 
made  up  its  mind  to  sell,  the  buyer  had  either  withdrawn  or  dropped  his  bid. 
Under  the  circumstances  it  was  not  surprising  that  the  business  fell  off,  especially 
as  during  the  summer  so  many  members  of  the  committee  were  away  that  it  was 
always  dilficult  and  sometimes  impossible  to  obtain  a  quorum. 

It  may  be  realized  that  this  sort  of  business  was  profitable  to  those  who  were  not 
in  the  union,  but  were  its  competitors,  as  they  (principallj'  case  exporters  at  Batoum) 
managed  to  sell  a  great  deal  of  case  oil,  forestalling  the  union;  and,  as  they  bonght 
their  refined  upon  the  basis  of  sales,  they  undoubtedly  reaped  a  fine  harvest,  even 
on  the  declining  market. 
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As  the  state  of  affairs  was  gradaally  realized  hy  the  smaller  refiners  in  the  union, 
who  had  no  other  interest  than  to  profitably  dispose  of  their  goods  and  no  reputa- 
tion to  sustain  in  the  world's  markets,  the  dissolution  of  the  union  was  not  surpris- 
ing. At  present,  there  seems  absolutely  no  prospect  of  the  trade  coming  to  any 
agreement.  I  believe  that  it  is  the  opinion  of  a  majority  of  the  refiners  that 
combination  is  useless;  which,  however,  was  certainly  not  cleanly  demonstrated  by 
the  attempt  of  which  I  have  been  writing,  as  that  failure  was  due  entirely  to 
mismanagement. 

Railroad  freight  rates. — The  export  of  refined  oil  was  apparently  so  unprofitable 
that  the  usual  childish  cry  to  the  Government  for  assistance  was  sent  up  early  in 
1897  in  the  shape  of  petitions  for  a  reduction  of  railway  freights  to  Batoum ;  but  as 
that  x^lan  had  been  tried  once  by  reducing  the  freight  on  refined  for  export  from  19 
copecks  per  pood  (about  2  cents  per  gallon)  to  9  copecks  per  pood  (about  nine-tenths 
of  a  cent  per  gallon)  and  had  signally  failed  in  accomplishing  its  object  (which  was 
to  drive  American  oil  out  of  the  foreij^n  markets,  but  which  resulted  only  in  further 
loss  to  exporters,  because  of  the  reduction  being  met  promptly  by  the  Americans,  and 
m  a  big  loss  of  revenue  by  the  railroad,  said  to  have  amounted  to  about  $4,000,000 
before  the  old  rate  was  restored  >,  it  seemed  very' improbable  that  the  Govemmeut 
would  again  try  that  method.  However,  in  November  the  trade  was  notified  that 
the  freight  rate  would  be  reduced  to  12  copecks  per  pood  on  refined  oil  for  export, 
commencing  December  15,  and  that  rate,  which  is  equivalent  to  about  1^  cents  per 
gallon,  has  been  iu  force  since  that  date,  but  apparently  has  not  resulted  in  mate- 
rially increasing  exports.  That  it  will  increase  the  profits  of  the  refiner  who  exports 
refined  made  from  crude  which  he  produces  himself  can  not  be  doubted;  but  that  it 
will  help  the  refiner  who  buys  his  crude  is  nut  at  all  apparent,  for  present  prices 
abroad  are  too  low  to  justify  refiners  paying  9  to  10  copecks  per  pood  (4^  to  5  cents 
per  36  112  pounds)  for  crude.  The  refiner  who  produces  his  own  crude— and  I  find 
that  the  statistics  of  1897  show  that  6.5  to  70  per  cent  of  the  total  crude  was  produced 
by  refiners— can  now  undersell  all  others  in  the  foreign  markets  without  the  leattt 
sacrifice,  as,  upon  a  basis  of  4  copecks  per  pood  (2  cents  per  36.112  pounds)  as  cost, 
with  the  existing  price  of  residuum  and  the  reduced  freight  rate,  such  refiners  can, 
without  loss,  sell  refined  oil  at  from  1.6  to  1.8  cents  per  gallon  free  on  board  Batoum 
(equivalent  to  about  one-half  cent  per  gallon  at  Baku),  which  is  more  than  1  cent  per 
gallon  lower  than  the  prices  of  the  last  year. 

Increasing  cost  of  Russian  oil  production. — In  the  Baku  oil  district  the  steadily 
increasing  depth  of  the  wells  has  greatly  increased  their  cost.  In  parts  of  the  oldest 
territory  (Balakhani),  paying  wells  are  still  struck  at  from  500  to  7(\0  feet,  and  as 
much  drilling  has  recently  been  done  in  this  old  territory,  the  average  depth  of  wells 
completed  is  not  so  great  as  it  would  be  without  such  shallow  wells.  In  Sabooutchy 
the  oil  is  not  found  much  under  1,100  to  1,400  feet,  while  in  Romany  and  Kibi  Kibat, 
the  wells  are  now  over  1,400  feet,  one  good  well  in  the  former  territory  being  1,743 
feet,  which  is  now  flowing  over  12,000  barrels  per  day.  Of  course,  the  cost  of  wells 
varies  according  to  their  depth,  but  statistics  from  an  average  well  at  Sal)ooutchy 
will  give  a  fair  idea  of  the  average  cost  of  wells.  Owing  to  the  formation  being 
devoid  of  rocks  and  wholly  sandy,  it  is  necessary  to  pipe  the  hole  as  fast  <i8  drilled, 
and  iis  much  difficulty  is  found  in  getting  pipe  in  the  hole,  wells  are  commenced  with 
very  large  holes,  varying  according  to  the  depth  it  is  expected  to  drill.  For  wells 
which  are  expected  to  be  over  1,000  feet  the  hole  at  the  start  is  usually  26  inches  iu 
diameter,  and  is  finished  with  from  14  to  16  inch  pipe,  according  to  the  success  luct 
with  in  drilling.  The  pipe  used  is  not  the  cast-iron  or  lap-welded  pipe  used  in  the 
United  States,  but  is  made  of  three-sixteenth  to  one-fourth  inch  iron  and  riveted, 
the  joints  being  about  4  feet  each  clear  of  the  coupling,  which  is  riveted  on  the  pipe. 
The  well  was  started  with  26-inch  pipe,  of  which  175  feet  were  used;  then  came  313 
feet  of  24-inch,  455  feet  of  22-inch,  735  feet  of  20-inch,  1,025  feet  of  18-inch,  and  the 
well  was  finished  with  1,148  feet  of  16-inch  pipe.     The  total  cost  of  the  well  was 
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about  35,320  rabies,  equivalent  to  about  $18,619.  But  this  is  not  the  whole  cost  of 
the  well  ready  to  pump  or  flow,  as  it  generally  takes  the  work  of  weeks,  and  some- 
times months,  to  get  the  well  cleaned  out  after  drilling  is  finished,  as  they  usually 
contain  much  sand  and  often  mud  and  water,  so  that  it  is  safe  to  estimate  the  aver- 
age cost  of  wells  in  the  Baku  territories  at  $20,000  each. 

PRODUCTION. 

The  total  production  of  crude  petroleum  in  the  Apsheron  PeninBula 
and  the  shipments  of  the  chief  petroleum  products  from  Baku  from  1880 
to  1897  have  been  as  follows: 

Total  production  of  crude  petroleufn  on  the  Apsheron  Peninsula  and  shipments  of  petroleum 

products  from  Baku  from  1880  to  1897, 

[BarreU.] 


Year. 

Prodao- 
tion. 

Shipmento  from  Baka. 

ninmiiiAt* 
ing. 

Labrioat- 
ing. 

Other 
prodncto. 

HesiduiuD. 

Crude  oil. 

Total. 

1880 

1881 

1882 

1883 

1884 

1885 

3,055,247 
4,889.640 
6,111,740 
7,333,838 
11,002,624 
14.179.883 

976,933 
1,564,337 
1,650,207 
1, 833, 149 

867,416 
1,136,228 
2,200,276 
2, 297, 347 
8,569,226 
4.144,185 
4,424,106 
5.072,582 
7,150,887 
10,831,296 
11. 858. 191 

' 

1,844,849 

2.700,565 

3.887,818 

4.200.880 

6.441.532 

8.005.868 

8,010,620 

10. 732, 568 

13,570,984 

19,266,604 

21.603,667 

23,765,281 

26,026,805 

80,330,973 

35.256.724 

34,754,254 

37, 511, 687 

42,303,012 

37,835 
139. 3M 

2,689,865          182,941 
3.666,297  ,        195.886 

560.122 
865.745 
1.454,069 
1,466,993 
1. 5n.  018 
2,102,090 
1,849.780 
3,117,898 
2,896.333 

1886......'  18,338,463 

1887 20,170,856 

1888 23,471,270 

1889 :  25,060.406 

1890 29.217,126 

1891 35,206,905 

1892      . .     36. 430. 248 

4,278,591 

5, 878. 729 

6,111,739 

7,469,438 

8.227,384 

9,046,454 

9,608,801 

10,501,222 

8,704,156 

9. 898;  288 

10,569,670 

11,042,054 

207,831 
281,257 
317,348 
415,648 
562,347 
623,472 
696,821 
709,046 
782,396 
825,489^ 
1,084,095 
1, 114, 180 

12.640.386 

14.254,280 
17,642,787 
23,667.482 
22,050,232 
22, 616. 271 
27,106,357 

1893      ...    ^1  lOfi  Of» 

1894 

1895 

1896 

1897 

37,811,773 
47,713,983 
49.633,252 
54,744,303 

130,465 
128.753 
144.988 

The  above  table  gives  the  production  and  shipments  of  refined  prod- 
ucts and  residuum  from  Baku.  A  part  of  the  refined  products  and  the 
residuum  goes  to  inland  ports  by  way  of  the  Caspian  Sea  and  the 
Volga  Biver.  The  larger  portion  is  shipped  by  rail  to  Batoum,  on  the 
Black  Sea,  and  from  there  distributed.  Attention  is  called  to  the  sud- 
den increase  in  the  shipments  of  residuum,  amounting  to  one-half  of 
the  production  of  crude.  The  average  price  of  illuminating  petroleum 
free  on  board  at  Batoum  is  quoted  at  from  25  to  27  copecks  per  pood, 
equal  to  $1.20  to  $1,30  per  barrel  (8.18  poods  =1  barrel;  36.112  pounds^ 
1  [K>od;  OJjS'2  cents  =  1  copeck.) 
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The  ^^  profitable  prodaction  "  for  the  last  ten  years  is  shown  in  the 
following  table: 

"  Profitable  produeiion^'  of  crude  petroleum  in  the  Apsheron  Peninsula  from  1888  to  1897, 

[Barrels  of  42  gallona.] 


Year. 

Production,   j 

Tear. 

1 
Production. 

1888 

22,  249, 389 
23, 502, 163 
27, 660, 953 
33. 565, 819 
35, 026, 144 

1893 

39, 703, 304 
36, 375, 428 
46, 140, 174 
47,  220, 633 
51, 645, 568 

1889 

1894 

1890 

1895 

1891 

1892 

1896 

1897 

The  divisions  of  this  profitable  production  among  the  four  subfields 
on  the  Apsheron  Peninsula  are  as  follows : 

**  Profitable  production  '*  of  the  several  fields  of  the  Apsheron  Peninsula  from  1889  to  1897, 

[Barrels.] 


Year. 

Balakhany. 

Sabooutchy. 

Bomany. 

BibiEibat. 

1 
Total. 

23, 502, 163 
27, 660, 953 
33, 565, 819 
35, 026, 144 
39, 703, 304 
36, 375, 428 
46, 140, 174 
47, 220, 633 
51, 645, 568 

1 

1889 

1890 

1891 

1892 

1893 

1894 

1895 

1896 

1897 

8, 424, 364 
7, 742, 995 
9, 067, 861 
7, 025, 973 
7, 070, 101 
7, 217, 054 
8, 258, 961 
10, 470, 315 
11, 774, 479 

12,  905,  012 
17, 525, 134 
19, 992, 359 
18, 916, 516 
17, 883, 692 
17, 485, 232 
18, 500, 196 
18, 664, 322 
20, 406, 918 

2, 172, 787 
2, 203, 802 
2, 920, 257 
4, 066, 369 
5, 806, 198 
4, 130, 220 
5, 761, 378 
8, 539, 746 
7,642,356 

189,022 
1, 585, 342 
5, 017, 286 
8, 943, 313 
7, 542, 922 

13, 619, 639 
9, 546, 250 

11, 821, 815 

WELLS  AXD  THEIR  PRODUCTION. 

There  are  two  classes  of  wells  producing  oil:  Flowing  and  bucketing. 
By  bucketing  it  is  understood  that,  owing  to  the  loose  sand  that  con- 
tinually comes  into  the  well  with  the  oil,  the  American  system  of 
pumping,  with  rods,  cups,  and  working  barrel,  is  impracticable,  as  the 
sharp  sand  soon  cuts  the  cups.  The  substitute  is  a  long  pipe  or  bailer 
that  goes  inside  of  the  casing,  with  a  valve  in  the  bottom,  and  con- 
nected to  a  small  wire  rope  passing  Over  the  crown  pulley.  This  rope 
is  also  connected  with  a  drum  driven  by  jxiwer.  The  bailer  is  hoisted 
to  the  surface,  where  the  valve  is  opened  automatically  and  the  oil  and 
water  are  discharged  in  a  trough  leading  to  a  reservoir.  The  bailer  is 
then  allowed  to  descend,  to  be  filled  again. 
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F]owinf  wells  are  tbe  weil-koowD  Bakn  foantaius,  Bome  of  irhicb 
have  grwea,  and  eootiDne  to  give,  saj,  100,000  poods  per  day,  or  abont 
lO.fKKt  barrels;  aeferal  of  these  foaataiiis  are  credited  with  prodncing 
60.IMH>  barrels  per  day. 

The  prodnctioo  of  cmde  petroteam  fimn  pompiag  (bncketiog)  and 
flowing  well-i  for  the  la^t  ten  years  has  been  as  follows: 

/>r».la«M«  ./  rrvta  *./  fnm  ^a^af  «W  Mirrimf  rtiU  ia  Bmkm  from  1888  to  1897. 


Piini|>iii( 


I3,3S5.I»I 
18.300-733 
21.589.213 
2a  777.  506 
25.765.483 
26.352.714 
28.814.4^ 
32,35(».*« 
.16. 586. 526 
40.7M,321 


5.201,430 
6,071,711 
4,788,313 
9,260,662 
13.  SSa.  390 
7,561,000 
13,  789,  365 
1(^634,107 
1(^861,247 


The  [)rv>atable  prwdortioii  frotn  pampiag  and  flowiag  wells  for  years 
1^^  to  l:^t>  is  given  ia  the  foUowiag  table,  by  fields: 


tmfnmrmmfimf  ■ 


•.lU.  1891  lo  1896. 


B^it^T- 

..W...T. 

B«»T 

Bibi-Kihu. 

ToUl. 

T.ttTvSrS 

14.24.0:3 

i55SL238 

1.947,198 

25,780,482 

:..m.*!* 

1I.4SM19 

S.5AVSSW 

1.2)B.419 

26,352,714 

T,:iT.i&4 

I6.24,M« 

4.±!L?re 

1.130,228 

28,814,(28 

s.-2:vi,iw 

I6.2.'7.Si4 

S.i&l.*80 

2,608,5U 

32,350,809 

UV4.Vt22 

I«.'«S..%2? 

T.tei.3ii 

2, 174. 465 

36,686,636 

(VW.<rK«  «/ ."*  f<f-»J«.«  fnm .<wriaf  wtU:  lS9i  to  1896. 


1:5^;  4.«a4tS  i.45it.W8  '  2,119.171 

ISAS  ....           SvilVi       ,■^.^1N.^T3  5,3SJ.6S3i  4.520.779 

(^  Li-t^ay  S.3L'I.644  2,999,992 

,^^  ;\;r;.5?i  S..SSM59  3,151,834 

.;^       l^.K-S       l.TATHI  ;.M4.M9'  6.365,281 


13,390,090 
7,661,000 
13,789,365 
10,634,107 
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The  greatest  number  of  wells  that  produced  crude  petroleum  at  any 
time  during  the  years  named  was  as  follows: 

Kumber  of  producing  toells  on  the  Apsheron  Peninsula  from  1888  to  18S7. 


Yew. 

1 

Wdlft. 

Year. 

WellA. 

1888 

239 
278 
356 
458 

448 

1893 

1894 

1895 

1896 

1897 

458 
632 
604 
734 
917 

1889 

1890 

1891 

1892 

The  statement  of  the  number  of  producing  wells  from  1893  to  1897, 
by  months,  is  as  follows: 

Numher  of  producing  wells  in  Baku  from  1S9S  to  1897  ^  by  months. 


Month. 


January... 
February.. 

March 

April 

May 

Jane 

July 

Angoaft 

Septembw 

October 

November . 
December  . 

Total 


1893. 


322 
326 
332 
323 
325 
310 
307 
294 
298 
310 
316 
322 


458 


Number  of  wells. 

1894. 

1895. 

1896. 

1897. 

322 

434 

501 

599 

337 

434 

508 

598 

347 

437 

511 

614 

355 

455 

536 

626 

366 

451 

540 

643 

369 

450 

547 

658 

373 

460 

566 

668 

400 

475 

575 

677 

413 

496 

697 

688 

420 

497 

606 

713 

425 

504 

614 

697 

440 

500 

620 

702 

532 

604 

734 

917 

The  above  table  gives  the  average  number  of  wells  in  operation 
during  each  month.  The  total  reiuresents  the  greatest  number  of  wells 
operated  during  the  year  in  Baku. 
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The  number  of  wells  drilling  during  each  month  from  1892  to  1897^ 
and  the  number  worked  upon  during  the  years  1895  to  1897,  are  given 
in  the  following  tables: 

Number  of  WfilU  drilling  in  Baku  from  1892  to  1897,  by  months. 


Month. 


1802. 


January  ... 
Febmary  .. 

March 

April 

May 

June 

July 

August 

September 

October 

November . 
December . 

Total 


141 

131 

127 

117 

94 

84 

44 

45 

52 

45 

50 

58 


1893. 


18»4. 


1896. 


62 
57 
69 
64 
69 
73 
69 
64 
58 
59 
58 
59 


200 


175 


59 
60 
62 
72 
81 
79 
75 
73 
73 
69 
71 
75 

204 


80 

86 

86 

78 

86 

89 

100 

109 

116 

122 

133 

142 


270 


1896. 


137 
141 
145 
150 
152 
159 
152 
152 
164 
194 
200 
208 


387 


1897. 


226 
209 
222 
218 
227 
236 
250 
273 
279 
287 
291 
281 


544 


The  year  1897,  as  shown  in  the  above  table,  indicates  great  activity 
in  the  field  work  at  Baku. 

Nuwiber  ofwtHU  completed  in  Baku  in  1896,  1896,  and  1897. 


Montb. 


January . . . 
February . . 

Man>b 

April 

May 

J  un«> 

July 

Auguiit  — 
Hopimiiber. 
(hMubm- ... 
Novi«uib<»r . 
mHH»»ibor  . 


o 
8 
7 

10 
6 
5 
9 

11 
8 
8 
6 

11 


94 


1896. 

1887. 

13 

14 

11 

6 

7 

11 

8 

18 

6 

25 

14 

25 

11 

18 

10 

20 

16 

12 

16 

22 

10 

16 

11 

17 

133 

204 
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The  following  table  shows  the  average  daily  prod  action  of  crude 
petroleam  in  the  Baku  field  in  1896  and  1897,  taken  from  the  consu- 
lar rex)ort  of  Mr.  James  G.  Ohambers.  The  average  daily  production 
for  the  United  States  in  1897  was  158,803  barrels,  as  compared  with 
138,897  barrels  in  the  Baku  field: 

Average  daily  production  of  Baku  fields  in  1896  and  1897. 

[Barrels  of  42  galloDs.] 


Flowing  wells. 


Month. 


1896. 


PampiBg  wells. 


Total. 


1897. 


1696. 


January 

February  

March 

April  

May 

June 

July 

August 

September 

October 

November 

December 

General  average 


25, 711 
35,015 
7,842 
22,824 
27,708 
33,212 
53,892 
45,983 
16,768 
20,024 
19,628 
33,856 


46,070 
60,621 
25, 793 
28,985 
21, 670 
31,535 
20,020 
10,509 
18,500 
12,929 
52,700 
21, 472 


28,539 


28,935 


88,231 

91,104 

90,696 

95, 787 

100, 101 

92,106 

97,435 

103,296 

109,346 

101, 715 

101,684 

105,250 


1897. 


1896. 


102,360 
97,682 
102, 324 
109,556 
108,504 
110, 714 
110, 016 
113, 145 
114,858 
121, 873 
118,680 
108,959 


98,062 


109,962 


113, 942 
126, 119 
98,538 
118, 611 
127,809 
125, 318 
151, 327 
149, 279 
126, 114 
121, 739 
121, 312 
139,106 

126,601 


1897. 


148,420 
158,303 
128,117 
138,541 
130, 174 
142, 249 
130,036 
123,654 
133,358 
134,802 
171,380 
130,431 


138,897 


lu  the  following  table  is  given  a  statement  of  the  greatest  number  of 
wells  driUing  at  any  time  during  each  of  the  years  from  1889  to  1897, 
together  with  the  total  number  of  wells  drilled  deeper,  and  the  total 
length,  in  sagenes,  of  all  wells  drilled: 

Total  number  ofwelle  drilling ,  number  of  wells  drilled  deeper,  and  length  ofwelU  drilled 

in  Baku  from  1889  to  1897, 


1 

Year. 

Total 
number  of 
wells  drUl- 

Total 

onmber  of 

welU  driUed 

deeper. 

1889 

121 
231 
292 
200 
175 
204 
270 
387 
544 

28 

1890 

50 

1891 

87 

1892 

111 

1893 

103 

1894 

101 

1895 

131 

1896 

172 

1897 

225 

Total 

length,  in 

sagenea,  of 

wells 

drilled. 


6,500 
14,810 
19,980 
11,  670 
10,980 
12.859 
20,864 
28,126 
39,847 


1  sagene  =  7  feet. 
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SKIPMBHTS  rBOH  BAKU  AND  rttOU  BATOUM. 


The  following  table  contains  the  shipments  of  petroleum  and  its  prod- 
Dcts  from  Baku,  by  months  during  18tt7,  and  the  total  shipments  for 
1896,  in  thousand  gallons  of  the  United  States  standard,  taken  &om  the 
r  report  of  Mr.  James  O.  Ohambers,  of  Batonm : 


OtHjmt  »/ alt  produeU  from 

Baku  ia  1897. 

llBtboiuaiid(>Uon*.) 

llontb. 

maBlu- 
Wni. 

iJibria- 
ling. 

B^™. 

Cnide- 

Olhui 
prodocM. 

Toul. 

Jannu;  . . . 

30,720 

3,795 

4,306 

1,846 

15 

40,680 

F«bnuT7  . . 

26,(05 

3,015  : 

9,6Kl 

3,160 

35 

42,200 

M»rch 

ii,335 

3,135 

82,870 

14.670 

265 

146, 176 

April 

46.970 

3,3801 

132.060  1 

IB,  3*0 

336 

201,086 

May 

48, 1» 

4.830 

166,015  ■ 

14,380 

70 

223,450 

June 

45,530 

4.405^ 

163,490  1 

14,775 

670 

218,870 

Jnly 

43,096 

4.190 

157.600 

16.125 

95 

221,105 

Ang««» 

46,510 

3,870 

175, 790 

23,266 

666 

249,990 

38.  MO 

3.0B0 

139,275 

10,270 

600 

191.766 

October... 

U.295 

5,060 

106,296 

7,975 

766 

164,390 

November.. 

:S.365 

6,950 

3.500 

2.190 

370 

38,275 

December -- 

1)4.215 

150 

6. 316 

3.150 

2,150 

29,980 

Toul  .. 

458.035 

45.X60 

1,  in,  100 

130,015 

5.926 

1,766,965 

U«6 

4M.8(W 

33.740 

901.  as 

75,  IK 

5,315 

1, 420, 845 
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Tbe  preceding  table  shows  that  there  were  shipped  from  Batonm  of 
erode  and  reSned  petroleum  aod  other  prodncts  a  total  of  7,932,600 
barrels  in  1897,  as  compared  with  5,669,230  barrels  in  1896,  being  an 
increase  of  40  per  cent. 

HTOOS   4T  BAKU. 

The  following  table  gives  tbe  stocks  of  erode  petroleom  at  the  wells 
and  reflaeries,  and  the  total  stocks  of  illaminating,  lubricating,  and 
residaam  at  Baka  at  tbe  close  of  1896  and  1897,  taken  irom  the  report 
of  Mr.  James  O.  Chambers: 

Stoclci  of  all  prodMcU  at  Bmku  Iteeember  SI,  1896  and  ISS7. 


p™,«.. 

^ 

■■- 

Crude: 

764,690 
2,636,524 

593,547 
1,840,212 

ToUl 

IIlDmiuating  oils 

3, 401, 214 

71,7^.020 

6i'J20,l80 

238,460,315 

2,432,759 

67,274.980 

9.610,725 

2«3,532,270 

Ruiduam 

AUSTBIA'BUNGABY. 


Tbe  prodactioD  of  erode  petroleam  declined  largely  in  1897.  The 
largest  fnlting  off  was  in  tbe  Schodnica  Held,  in  the  Drobobycz  dis- 
triut,  whivb  iuvreaaeil  more  than  double  in  1896  as  compared  with 
1895,  but  at  this  writing  the  full  retarus  have  not  been  received.  It  is 
^iierully  ot>neede4l  that  deeper  drilling  will  have  to  be  resorted  to, 
and  this  williuvolve  additional  expense.  The  price  has  also  decreased. 
The  rciHH't  for  ISSHi  for  this  «>untry  was  very  full,  and  little  remains  to 
be  lidded.  The  sbipuieuts.  which  are  close  to  pi-odiiction,  as  the  tank- 
anv  is  liuiitiHl,  were  i',U8t  ,617  barrels  ia  1897,  as  compared  with  2,254,360 
bttrrvls  iu  189U 
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Shipments  from,  and  conaumption  of  petroleum  in,  Galicia  in  1896  and  1897. 


Metric  tons. 


1896. 
Gorlioe. 

Jaslo-KrosDo 

Rymanow-Sanok 

Ustrzyki-Dolne-Sambor 
Drohobycz-Schodnica  . . 
Stanislaw-Kolomea 


Total  shipments 

The  consumption  of  crude  by — 

Galician  refineries 

Austrian  refineries  (^outside  Galicia) 

Hungarian  refineries 

Exported 


29,130 
74,870 
410 
13,030 
185,020 
11,060 


313, 520 


Total  consumption 

1897. 

Marcinkowice-Gorlice-Zagorzany 

Skolyszyn-Jaslo-Krosno-Rymandw-Sanok 

01szanica-U8trzyki-Chyr6w-Sambor 

Drohobycz-Boryslaw-Skole-Krechowice . . 
StaniBlaw6w-Nadw6rna*Kolomyja 


108,250 

120,050 

84,960 

260 


313, 520 


29,870 
59, 110 
17,230 
173, 570 
10,550 


-     Total  shipments 

The  consumption  of  crude  by — 
Galician  refineries 


290,330 


105,850 
Austrian  refineries  (outside  Galicia) 129, 410 


Hungarian  refineries . 
Total  consumption 


55,070 


290, 330 


Baireln  of  42 
gallons. 


209,459 

538,353 

2,948 

93,692 

1,330,387 

79,627 


2,254,366 


778, 372 

863,219 

610, 905 

1,870 


2, 254, 366 


214, 780 

425,030 

123, 892 

1,248,055 

75,860 


2, 087, 617 


761, 114 
930,523 
395,980 


2, 087, 617 


The  above  iigares  were  given  in  /'Naphtha/'  an  Aastrian  publication, 
by  Dr.  Stanislaus  Olszewski,  secretary  of  Oalizischen  Landes  Petroleum 
Yereines,  of  Lemberg. 
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The  following  table  gives  the  exx)ort8  of  crade  petroleam  and  its 
products  from  Anstria-Hungary  in  1896  and  1897.  It  will  be  noticed 
that  there  was  more  benzine  exported  than  there  was  refined  oil,  Ger- 
many and  Switzerland  taking  nearly  the  entire  prodnct.  These  conn- 
tries  also  absorbed  nearly  all  of  the  refined  petroleam  exported.  There 
was  a  large  increase  in  the  amount  of  benzine  exx)orted  to  Germany  in 
1897,  bat  a  large  falling  off  of  refined  petroleam. 

Exports  of  crude  petroleum  and  Ue  products  from  Auetrui-Hungary  in  1896  and  1897. 


Qnallty  of  oil. 

Value.                               1896. 

1807. 

Ininilden 

per  100 

kilos. 

Per 
quintal. 

Metric 
centnerB. 

Barrels. 

Metric 
centners. 

16,004 

130,824 

13,373 

210,535 

37 

235 

61, 525 

13,305 

Barrels. 

Crude  petroleum  . . . 
Refined  petroleum . . 

Lubricating  oil 

Benzine 

2.86 
4.30 
10.86 
4.13 
27.50 
33.00 
33.50 
45.00 

$1.14 

1.72 

4.34 

1.65 

11.00 

13.20 

13.40 

18, 147 

231, 062 

3.131 

182,833 

246 

209 

57. 215 

13,049 

183, 768 

2,490 

145, 410 

11,508 
104,047 

10,636 
167, 438 

Crude  parafiQn 

Refined  paraffin 

Ozokerite 

Kerosene 

18.00         23.552 

1 

Of  the  total  there  were  exported  in  1897,  the  following: 


Quality  of  oil. 


Crude  petroleum 


I 


Exported  to- 


Quantity. 


Refined  petroleum 


Luliricatingoil 


\Smi'/.\u*^ 


Italy    

Germany . . . 

Trieste 

Switzerland 
Germany . . . 
Switzerland 

Trieste 

Netherlands 
Belgium  ... 

Italy 

Switzerland 
Germany . . . 

Italy 

Servia 

Germany . . . 
Switzerland 
Bremen 


Metric  eentnert. 

6, 776 

6,179 

2,939 

2,756 

78,987 

45, 879 

2,939 

1,146 

716 

690 

5,244 

4,580 

1,530 

1,416 

170,066 

16,223 

6,161 
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Exports  of  crudo  petroleum  and  its  products  from  Austria' Hungary  in  1896  and  1897- 

Continaed. 


Quality  of  oil. 


Benzine 


Crude  paraffin 


Refined  paraffin 


Ozokerite 


Kerosene 


< 


Exported  to — 


Quantity. 


Trieste 

Hambnrg 

England 

Italy 

France 

Gennany 

Greece 

Ronmania 

Italy 

Germany 

Turkey  

Hamburg 

Servia 

Germany 

Russia 

France 

Trieste 

Italy 

Hamburg 

Russia 

Germany 

France 

United  States 

India 

Spain 

England 


Metfic  ctntntn. 

4,405 

3,650 

2,964 

2,606 

2,370 

15 

10 

9 

55 

53 

46 

23 

22 

34,210 

14,139 

1,865 

4,917 

1,287 

1,279 

1,110 

756 

488 

419 

426 

296 

273 


The  following  eqaivaleuts  of  value  and  weight  are  given : 

1  florin  or  gulden =40  cents. 

1  metric  ton  =  2,204.62  pounds. 

1  metric  ton=7.1905  barrels  of  crude  petroleum  of  42  gallons. 

i  qiJStol'!^"!?!'!  !  =^^  ^^°«  ^^'^  pounds). 

1  kilo =2.20462  pdunds. 

1  gallon  refined  petroleum =6.6  pounds. 

1  gallon  crude  petroleum  =^7.3  pounds. 

1  quintal  or  1  metric  centner  of  refined  petroleum  =0.795317  barrel  of  42  gallons. 

1  quintal  or  1  metric  centner  of  crude  petroleum =0.71905  barrel  of  42  gallons. 
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Imports  of  erude  petroleum  and  its  products  to  Austria-ffungarif  in  1896  and  18S7. 


Quality  of  oil. 


Crude  petroleum, 
heav]^ ,  sp.  gr.more 
than  0.830 

Crude  petroleum  a. . 

Crude  petroleum, 
light,  sp.  gr.  0.830 
and  less 

Refined  petroleum, 
heavy,  dark,  sp. 
gr.  more  th  an 
0.880 

R«fined  petroleum, 
heavy,  bright,  sp. 
gr.more  than  0.880 

Lubricating  oils,  sp. 
gr.more  than  0.880 

Refined  petroleum, 
light,  sp.  gr.  0.880 
and  less 

Crude  paraffin 

Refined  paraffin 

Benzine 

Ozokerite 

Kerosene 


Value. 


Id  gulden 

per  100 

kilos. 


4.30 
3.20 


6.50 


6.54 


7.27 


7.99 


6.50 
20.50 
25.25 

5.00 
30.00 
32.00 


Per 

quintal. 


$1.72 
L28 


2.60 


2.62 


2.91 


3.20 


1896. 


Metric 
centners. 


Barrels. 


520,526 
157,029 


12, 573 


27,881 


31,969 
74,766 


2.60 

8.20 

10.10 

2.00 

12,00 

12.80 


44,800 

29,424 

28,842 

18 

20 

72 


374, 284 
112, 912 


9,041 


1897. 


Metric 
centners. 


480,386 
188,  574 


Barrels. 


345,422 
135,594 


36,759  !      26,432 


22,174 


25,425 


59,463 


35,630 


52,984  I      42,139 


30,744 


79,990 


48,852 
26,  710 
44,230 


24,638 


63,617 


38,853 


24 

48 


a  Sp.  gr.  not  reported. 

Of  the  total  Imported  in  1897  the  following  table  shows  the  qualities 
received  and  the  countries  from  which  imported: 

Quality  of  oil  imported  into  Austria- Hungary  in  1897,  and  countries  from  which  imported. 


Quality  of  oil. 

Imported  ftt>m — 

Quantity. 

Crude  petroleum,  heavy,  sp.  gr.r 
more  than  0.830.                           I 

Crude  netroleum  a 

• 

Russia 

Metric  centner*. 
478, 261 
2,080 

188, 574 

36,759 

47, 514 
5,007 

Roumania. 

do 

Crude  petroleum,  light,  sp.  gr.  0.830 
and  less. 

Refined  petroleum,  heavy,  dark,r 
sp.  gr.  more  than  0.880.                I 

United  States 

Russia 

United  States 

a  Sp.  gr.  not  reported. 
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Quality  of  oil  imported  into  Attetria^Hungary  in  1897,  etc, — Continned. 


Quality  of  oil. 


Refined  petrolenm,  heavy,  bright, 
Bp.  gr.  more  than  0.880. 


Lnbricating  oils,  sp.  gr.  more  than 
0.880. 


Refined  petroleum,  light,  sp.  gr. 
0.880  and  less. 


Crude  paraffin 


Refined  paraf^n. 


Ozokerite . 
Kerosene . 


{ 


Imported  from — 


Rossia 

United  States. 

Germany 

England 

United  States 

Russia 

Germany . 

Hamburg 

Roumania 

Turkey 

England 

United  States. 

Germany 

Italy 

America 


United  States. 

Germany 

Belgium 

England 

United  States . 

England 

Germany 

Italy 

United  States . 
Italy 


Germany 


Quantity. 


Metric  eentnert, 
29,661 
834 
111 

88 

37,907 

36,712 

2,054 

1,441 

532 

438 

323 

43,987 

1,734 

1,200 

798 

23,501 

1,424 

780 

661 

26,385 

12,749 

4,277 

274 

18 
o 

43 


The  foregoing  table  shows  a  large  iini>ortatiou  from  Eussia  in  1897 
of  what  is  called  ''cmde  petroleam,  heavy,  sp.  gr.  more  than  0.830" 
(390  B.),  the  amount  being  345,422  barrels.  This  is  a  colored  diQtillate 
which  yields  a  very  much  larger  proportion  of  illuminating  petroleum 
than  does  the  crude,  and  is  admitted  at  a  reduced  rate  of  duty.  Most 
of  it  goes  to  the  refineries  at  Fiume,  on  the  Adriatic  Sea.  The  price  of 
illuminating  petroleum  was  about  $12  per  barrel  at  Vienna  during  1897. 
Roumania  and  the  United  States  both  contributed  considerable  light 
petroleum  to  Austria-Hungary,  making,  with  that  produced  in  Oalicia, 
four  sources  of  supply.  In  1897  there  were  293,630  barrels  of  x)etro- 
leum  and  its  products,  not  including  ozokerite,  exported  from  Austria- 
Hungary,  and  in  the  same  year  there  were  imported  676,510  barrels, 
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not  inclading  paraffin^  showing  that  the  imports  were  greater  than  the 
exports  by  382,880  barrels,  of  which  about  90,000  barrels  came  from  the 
United  States. 

HUNGARY. 

For  a  Bomber  of  years  continued  prospecting  for  petroleum  has  been 
going  on  in  HtmgivxaB  the  flanks  of  the  Carpathian  Mountains.  The 
opposite  flanks  of  these  mMtBtetua^  both  in  Roumauia  and  in  Galicia, 
have  furnished  a  large  amount,  and  the  tomations  are  similar.  Some 
petroleum  has  been  found  and  there  are  a  ftw^  barrels  produced  at 
points  scattered  along  the  flanks  of  the  mountains^  bat  nothing  so  fJEU* 
has  been  produced  to  prove  its  existence  in  paying  (pimiMlwifi 

ROUMAXIA. 

The  general  features  of  the  production  of  crude  petroleum  in  Sou- 
mania  were  discussed  in  detail  in  the  report  for  1896.  All  these  condi- 
tions have  remained  practically  the  same  in  1897.  In  the  table  of 
production  there  will  be  noticed  a  large  increase  in  the  Campina  and 
Busteni  fields  and  a  decrease  in  the  Glodeni  field.  All  of  the  produc- 
ing localities  named  are  near  the  foothills  of  the  Carpathian  Mountains. 
The  most  productive  fields  are  just  southeast  of  the  knuckle  in  this 
mountain  chain,  as  it  sweeps  round  to  the  north  and  northwest.  The 
original  method  of  production  was  by  pits,  dug  by  hand,  from  150  to 
600  feet  deep.  The  oil  was  hoisted  by  buckets,  aod  at  this  date  75 
per  cent  of  all  the  petroleum  produced  is  secured  by  this  method. 
The  drilled  wells  range  from  900  to  1,300  feet.  Very  few  flow  for  any 
length  of  time.  The  majority  raise  the  oil  by  a  long  cylindrical  pump 
or  bailer  that  works  inside  of  the  casing.  The  loose  sand  prevents  the 
ordinary  pumping  appliances.  The  soft,  yielding  nature  of  the  mate- 
rial encountered  in  the  drilled  wells,  together  with  the  workmen's  inex- 
perience in  this  kind  of  strata,  where  most  of  the  wells  are  located, 
has  caused  a  large  number  of  failures.  The  inclined  strata  and,  in  a 
number  of  instances,  large  bowlders  encountered  in  this  soft  material 
divert  the  bit  and  cause  failure,  l^early  all  of  the  principal  oil  fields 
are  connected  by  a  pipe  line  with  the  railroads.  At  Campina  the  wells 
pump,  in  many  instances,  direct  to  the  refinery. 

Eoumania  will  in  the  future  probably  produce  much  more  crude 
petroleum,  as  there  are  many  localities  that  could  easily  double  or  triple 
their  present  output.  The  quality  of  the  oil  varies  considerably;  some 
of  it  contains  a  large  percentage  of  paraffin,  and  others  scarcely  any. 
It  is  easily  refined,  and  produces  from  45  to  60  per  cent  of  illuminating 
oil,  8  to  10  per  cent  of  lubricating  oil,  4  to  12  per  cent  of  naphtha,  and 
from  0.5  to  4  per  cent  of  paraffin. 

At  Campina  a  refinery  has  been  enlarged  to  a  capacity  of  10,000,000 
kilograms,  or  75,000  barrels,  per  annum,  during  1897,  by  the  ''  Steaua 
Eomana"  company.  This  company  also  owns  several  refineries  in 
Austria-Hungary.    There  are  also  large  refineries  at  Bucharest,  Monon- 


PETROLEUM. 


143 


esti,  Tergoviste,  and  Monteosa.  There  are  aboat  80  other  small  refin- 
eries scattered  over  the  kingdom,  but  some  of  them  are  so  primitive  as 
scarcely  to  deserve  the  name. 

Of  the  crude  petroleum  produced,  70  per  cent  was  refined  in  the 
kingdom ;  the  remaining  30  per  c^nt  was  exported  mostly  to  Austria- 
Hungary.  The  price  of  crude  ranged  in  summer  from  2.8  to  4  franes; 
in  winter,  from  4  to  5  francs,  per  100  kilograms,  which  is  equivalent  to 
78  cents  to  $1.12  per  barrel  in  summer  and  to  $1.12  to  f  1.40  per  barrel 
in  winter. 

The  amount  of  refined  oil  produced  in  Koumania  was  230,000  barrels. 
Of  this  amount  65  per  cent  was  consumed  in  the  kingdom  and  35  per 
cent  exported  to  Austria,  Bulgaria,  and  the  Levant.  The  price  of 
refined  oil  was  8  to  10  francs  per  100  kilograms  in  summer,  and  14  to  17 
francs  in  winter,  which  is  equivalent  to  an  average  of  5^  cents  per  gal- 
lon in  summer  and  9^  cents  per  gallon  in  winter. 

Tliere  is  an  import  duty  of  20  francs  ($4)  per  100  kilograms  on  crude 
and  refined  petroleum,  less  10  per  cent  for  tare. 

The  following  statement,  furnished  by  the  Imperial  and  Royal 
Austro  Hungarian  consulate  in  Plojest,  gives  the  production  of  crude 
petroleum  in  Eoumania  in  1896  and  1897 : 

Production  of  crude  petroleum  in  Boumania  in  1896  and  18St7, 
[Tank  carloads  of  100  metric  centnern.] 


Locality. 


Baiooi 

Glodeni 

Campina 

Dolftana  and  Bnsteni 
Ochisori  and  Matitza 

Sarata  (Bnzen) 

Tega 

Other  localities 

Total 


Production— 

1896. 

1897. 

250 

250    ! 

1,365 

350 

300 

1,460 

2,960 

3,830 

178 

150 

1        902 

700 

1,602 

1,200 

7,557 

7,940 

One  metric  centner  is  equal  to  100  kilograms  or  220.462  pounds;  this 
multiplied  by  100  (as  above)  gives  22,046.2  pounds;  and  as  a  barrel  of 
crude  petroleum  between  31^  and  32<^  weig^hs  305  pounds,  this  amount 
divided  into  22,046.2  gives  72  barrels  to  each  carload  of  100  metric 
centners.  The  production  was  570,886  barrels  in  1897  as  compared 
with  543,348  barrels  in  1896,  a  gain  of  about  5  per  cent. 


144 


MINERAL    RESOURCES. 


In  the  following  table  will  be  found  the  production  of  crude  petro- 
leum in  the  principal  districts  in  Boumania  from  1874  to  1897  inclusive. 

Production  of  crude  petroleum  in  Boumania  from  1874  to  1897. 


DlBtrict. 


Year. 


Prahova. 


Busea. 


1874. 

1875. 

1876. 

1877. 

1878. 

1879. 

1880. 

1881- 

1882. 

1883. 

1884. 

1885. 

1886. 

1887. 

1888. 

1889 

1890. 

1891. 

1892 

1893. 

1894. 

1895. 

1896. 

1897. 


155 

160 

150 

180 

210 

250 

290 

350 

540 

570 

1,560 

1,350 

880 

950 

890 

950 

1,030 

1,150 

1,600 

1,700 

2,600 

3,714 

3,688 

5,690 


780 
820 
760 
760 
750 
700 
710 
740 
700 
700 
700 
700 
750 
800 
840 
1,010 
1,100 
1,050 
1,100 
950 
925 
904 
902 
700 


Bacan. 

220 
230  i 
280 
250  ' 
250  I 
280  I 
300 
300 
310  ' 
320 
300 
300 
290 
280 
360 
380 
600 
790 
850 
1,300 
1,650 
1,838 
1,602 
1,200 


Dimbo< 
▼Itsa. 


280 

300 

320 

320 

300 

300 

290 

300 

350 

350 

370 

340 

425 

500 

950 

1,800 

2,600 

3,800 

4,700 

3,500 

1,880 

1,544 

1,365 

350 


Total. 


Tank 
cars. 


1,435 
1,510 
1,510 
1,610 
1,510 
1,530 
1,590 
1,690 
1,900 
1,940 
2,930 
2,690 
2,345 
2,530 
3,040 
4,140 
5,330 
6,790 
8,250 
7,450 
7,055 
8,000 
7,557 
7,940 


Barreln  (42 
n.  S.  gallons). 


103, 176. 6 

108,569 

108,569 

108,569 

108,569 

110,007 

114, 321 

121, 511 

136, 610 

139,486 

210, 667 

193, 411 

168, 605. 5 

181,907 

218, 576 

297,666 

383,227 

488,201 

593, 175 

535,655 

507, 254. 5 

575,200 

543,348 

570,886 


GERMANY. 

There  are  two  fields  producing  crude  petroleum  in  Germany,  and 
the  most  important  is  in  Alsace.  In  Prussia,  near  Hanover,  there  is 
another  field,  of  less  importance.  The  former  produces  88  per  cent  of 
the  total.  It  is  located  in  Lower  Alsace,  in  the  valley  of  the  Ehine, 
some  25  miles  north  of  Strasburg,  near  the  town  of  Hagenau. 

Alsace  Lorraine  is  credited  with  a  production  of  147,329  barrels  in 
1897,  an  increase  of  14  per  cent  over  the  production  of  1896.  The  price 
quoted  for  1897  was  the  equivalent  of  $2.02  per  barrel,  as  compared 
with  $1.97  in  1896. 

The  import  duty  of  6  marks  per  100  kilos  on  illuminating  oil,  amount- 
ing to  $1.96  per  barrel,  and  of  10  marks  per  100  kilos  on  lubricating  oil. 
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amoaiiting  to  $3.25  per  barrel,  enables  both  of  these  fields  to  be  operated 
at  a  fair  margin  of  profit. 

The  oil  at  Alsace  is  very  dark  in  color,  with  a  gravity  of  about  0.876 
(2S^  Baum^),  and  it  contains  as  it  comes  from  the  wells  20  per  cent  of 
water,  from  which  it  is  separated  by  heating.  Th^re  is  from  25  to  30 
per  cent  of  illuminating  oil  of  good  quality  obtained,  together  with  a 
large  proportion  of  lubricating  oil  and  paraffin.  The  largest  production 
as  well  as  the  refinery  is  at  Pechelbronn,  a  few  miles  out  of  Hagenau, 
more  fully  described  in  the  report  of  1896. 

The  other  field  in  Prussia,  many  miles  to  the  northeast,  near  the 
towns  of  Wertze  and  Oelheira,  produced  18,493  barrels  of  crude  petro- 
leum in  1897.  There  are  many  wells  producing  a  large  amount  of  salt 
water,  which  so  far  it  has  been  impossible  to  case  off,  owing  to  the 
great  number  of  abandoned  wells  that  have  pierced  the  oil  sand.  There 
is  also  a  refinery  at  Peine  that  produces  a  celebrated  lubricating  oil. 

A  new  oil  field  is  reported  to  have  been  fonnd  near  Yoehl,  50  miles 
north  of  Strasburg,  in  the  valley  of  the  Ehine,  which  is  supposed  to  be 
an  extension  of  the  Pechelbronn  field. 

In  1897  Germany  imported  114,583,356  gallons  of  illuminating  oil  and 
6,877,196  gallons  of  lubricating  oil,  making  a  total  of  121,460,552  gallons^ 
equal  to  2,892,000  barrels,  as  compared  with  3,500,000  gallons,  equal  to 
83,300  barrels  of  illuminating  and  lubricating  oils,  estimated  to  have 
been  produced  in  Germany.  The  home  production  is  2|  per  cent,  or  1 
barrel  produced  to  35  barrels  imported  from  the  United  States.  In  1897 
Germany  also  imported  from  Eussia  7,257,905  gallons  of  illuminating 
petroleum,  8,518,810  gallons  of  lubricating  petroleum,  and  1,236,865 
gallons  of  crude  and  distillate,  making  a  total  of  405,100  barrels.  She 
also  imported  from  Austria  Hungary  194,820  barrels  of  illuminating, 
lubricating,  and  crude  petroleum  in  1897. 

The  production  of  petroleum  in  Germany  from  1890  to  1897  is  shown 
in  the  following  table  : 

Production  of  petroleum  in  Germany  from  IS90  to  1807  ^  inclusive. 


Year. 


1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 


Metric  tons. 

(a) 


15, 226 
15,  315 
14,  257 
13,974 
17, 232 
17,051 
20,395 
23,314 


Barrels  (42 
gallons). 


I 


108, 295 

108,927 

103, 323 

99,395 

122,563 

121, 277 

145, 061 

165,822 

a  1  ton  crude  —  7.1126  barrels. 
19  GEOL,  PT   6,  A  OL   2 10 
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The  following  table  shows  the  production  and  valae  of  petroleum  in 
the  German  Empire  from  1894  to  1897,  by  States : 

Production  and  value  of  petroleum  in  the  German  Empire  from  1804  to  1807. 


State. 

1891. 

1 

Quantity. 

Valae. 

i 
Metrio  tons. 

Barrels. 

Ill,  183 
11,  380 

122, 563 

Marks.              Dollars. 

Alsace-Lorraine 

Prussia 

Total 

15,632 
1,600 

17,  232 

1 
813, 284           195, 188 
159,163            38,199    ' 

972, 447 

233,387 

State. 

1893. 

Qaai 
Metric  tons. 

itity. 

Value. 

Barrels. 

1 
Marks.              Dollars. 

1 

Alsace-Lorraine 

15,  439           109, 812 
1,612     1         11,465 

17, 051           121, 277 

776, 671 
185,784 

962, 455 

186, 401 
44,588 

230, 989 

Prussia 

Total 

State. 

18 

DC. 

Qnantit}^ 
Metric  tons.          Barrels. 

Val 

ue. 

Marks. 

Dollars. 

Alsace-Lorraine 

Prussia 

Total 

18,883 
1,512 

134,310 
10, 751 

1,001,042 
187, 469 

240, 250 
44, 993 

20. 395 

145.061     1  1.188.511 

285, 243 

i   "                                                     7 

'• 

1897. 

1 

State. 

Quantity. 

VaJ 
Marks. 

[ue. 

Metric  touH. 

Barrels. 

Dollars. 

Alsace-Lorraine  .......... 

20,  714 
2,600 

23,  314 

147,329       L  104. 291 

264,  918 

1 

Prussia 

Total 

18,  493 

#                      7 

292, 153 

70,229 

165, 822 

1, 3%,  444           335. 147 

During  the  year  1896, 396  workmen  were  engaged  in  petroleum  opera- 
tions, of  which  103  were  employed  in  Prussia,  and  293  in  other  German 
States. 
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Little  remains  to  be  added  to  the  report  of  the  previous  year.  The 
following  table  shows  a  decline  of  30  per  cent  in  the  production  in 

1896  as  compared  with  that  in  1895,  notwithstanding  the  price  is  quoted 
at  $6.85  per  barrel.  This  high  price  is  due  to  the  import  duty  on 
refined,  which  is  48  lire  per  100  kilos,  amounting  to  $11.50  per  barrel. 
Tliere  is  also  an  excise  tax  of  10  lire  per  100  kilos  on  the  crude  petro- 
leum produced.  A  number  of  companies  are  prospecting,  but  so  far 
their  success  has  been  indifferent,  notwithstanding  the  high  price. 

In  1896  there  were  imported  from  the  United  States  into  Italy  22,648,184 
gallons  of  illuminating  oil  and  1,324,994  gallons  of  lubricating  oil.     In 

1897  there  were  imported  24,525,006  gallons  of  illuminating  oil  and 
1,550,688  gallons  of  lubricating  oil.  The  production  of  refined  oil  in 
all  of  the  provinces  in  1896,  as  noted  in  the  final  table,  was  only  21,747 
barrels,  equivalent  to  913,374  gallons.  During  1897  there  were  imported 
from  Eussia  559,800  gallons  of  lubricating  and  5,862,220  gallons  of 
illuminating  petroleum,  besides  1,843,840  gallons  of  crude  petroleum. 

From  the  volumes  of  Eivista  del  Servizio  Minerario  the  following 
statements  are  extracted  regarding  the  production  of  petroleum  in  this 
country  : 

Production  of  petroleum  in  Italy  from  1860  to  1896. 


Year. 

Num- 
ber of 
wells 

in 
opera- 
tion. 
1 

Quantity. 

Unit  V 

Production 

Number 
of  work- 
men em- 
ployed. 

5 

Metric 
tons. 

United 

States 

barrels. 

slue. 

Total  valae. 

Lire. 

Dollars. 

Lir«. 

Dollars. 

I860.... 

3 

5 

36 

800.00 

21.44 

4,000 

772 

1861.... 

5 

4 

29 

800.00 

21.31 

3,200 

618 

8 

1862.... 

4 

4 

29 

800.00 

21.31 

3,200 

618 

9 

1863.... 

7 

8 

58 

800.00 

21.29 

6,400 

1,235 

18 

1864.... 

7 

10 

72 

800.00 

21.41 

8,000 

1,544 

32 

1865.... 

10 

315 

2,265 

209.52 

5.62 

66,000 

12,738 

70 

1866.... 

12 

138 

992 

269.86 

7.24 

37, 240 

7,187 

57 

1867.... 

11 

110 

791 

349.10 

9.37 

38,400 

7,411 

58 

1868.... 

9 

51 

367 

435.29 

11.67 

22,200 

4,285 

52 

1869.... 

8 

20 

144 

800.00 

21.65 

16,000 

3,118 

45 

1870.... 

6 

12 

86 

800.00 

21.55 

9,600 

1,853 

30 

1871.... 

6 

38 

273 

263. 16 

7.07 

10,000 

1,930 

40 

1872.... 

6 

46 

331 

208.69 

5.60 

9,600 

1,853 

36 

1873.... 

5 

65 

467 

172.  31 

4.63 

11,200 

2,162 

35 

1874.... 

4 

84 

604 

152. 38 

4.00 

12,800 

2,470 

37 

1875.... 

3 

113 

812 

138.05 

3.70 

15,600 

3,011 

38 

1876.... 

3 

402 

2,890 

123.  38 

3.31 

49, 600 

9,573 

72 

1877.... 

2 

408 

2,934 

132.35 

3.55 

54,  000 

10, 422 

45 
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Production  of  petroleum  in  Italy  from  I860  to  1896 — Continued. 


Year. 

Num- 
ber of 
wells 

in 
opera- 
tion. 

Quantity. 

Production. 

Number 
of  work- 
men em- 
ployed. 

Metric 
tons. 

United 

States 

barrels. 

*Unlt  Talne. 

Total  value. 

Lire. 

Dollars. 

Lire. 

Dollars. 

1878.... 

4 

602 

4,328 

102.99 

2.76 

62,000 

11,966 

98 

1879.... 

4 

402 

2,890 

124.37 

3.34 

50,000 

9,650 

70 

1880.... 

2 

283 

2,035 

313.05 

8.40 

88,595 

17,099 

24 

1881.... 

2 

172 

1,237 

445.00 

11.94 

76,540 

14, 772 

24 

1882.... 

4 

183 

1,316 

474.55 

11.97 

86,844 

15, 761 

121 

1883.... 

5 

225 

1,618 

259.49 

6. 96 

58,387 

11,269 

92 

1884.... 

6 

397 

2,854 

341. 18 

9.16 

135, 452 

26,142 

110 

1885.... 

6 

1 

270 

1,941 

407.65 

10.92 

110,066 

21,243 

136 

1886.... 

7 

219 

1,575 

416. 11 

11.16 

91,130 

17,588 

145 

1887.... 

7 

208 

1,497 

364.04 

9.76 

75,720 

14, 614 

135 

1888.... 

5 

174 

1,251 

319. 71 

8.58 

55,630 

10, 737 

75 

1889.... 

7 

177 

1,273 

288.13 

7.73 

51,000 

9,843 

70 

1890.... 

9 

417 

2,998 

289.21 

7.77 

120,603 

23,276 

177 

1891.... 

7 

1,100 

7,909 

298.91 

8.02 

328,800 

63,458 

230 

1893.... 

8 

2,652 

19,068 

299.80 

8.05 

795,050 

153, 445 

130 

1894.... 

9 

2,854 

20,520 

296.88 

7.97 

847, 260 

163,521 

194 

1895.... 

6 

3,594 

25,841 

258.90 

6.95 

930,  496 

179,586 

134 

1896.... 

7 

2,524 

18, 149 

255.34 

6.85 

644,468 

124,383 

81 

7.1905  barrels  in  1  metric  ton  of  omde. 
7.955  barrels  in  1  metric  ton  of  refined. 
1  lira  =19.3  cents. 

Production  of  crude  petroleum  in  Italy  in  1895^  by  districta. 


Mining  district. 


Num- 
ber of 
wells. 


Production. 


Quantity. 


Metric 
tons. 


3,532 
62 


Value. 


Barrels 

of  42 

gallons. 

Per  ton. 

Per 
barrel. 

25, 395 

446 

Lire. 
260.00 
196.71 

$6.98 
5.27 

25,841 

258.90 

6.95 

Total. 


Lire. 
918, 320 
12, 176 

930, 496 


Total. 


$177,  236 
2,a50 

179, 586 


Number 

of 
laborers. 
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Production  of  refined  petroleum,  henzinef  and  gtieoline  in  Italy  in  1895,  by  distrieta. 


r . 

MinlnjE  dis 
trict. 

Province. 

Num- 
ber of 
works 

in 

opera- 

uon. 

Production. 

Num- 
ber of 
li«  bor- 
ers. 

Quuitity. 

Value. 

-Metric 
tons. 

Barrels 

of  42 
gallons. 

Per  ton. 

Per 
barreL 

Total. 

Total. 

Milano . 
Roma . . 

Total  . . 

r  Parma... 

1   Piacenza. 

Chieti . . . 

2 

1 

4,185 
6 

33,291 
48 

Lire. 
526. 03  $12. 76 

550.00  13.27 

Lire. 
2, 201, 464 

3,300 

$424,883 
637 

50 
11 

3 

4,191 

33,339 

526.07 

12.76 

2, 204, 764 

425,520 

61 

Production  of  refined  petroleum  in  Milano  dietriot,  Italy,  in  th€  year  1895, 


Kind  of  product. 

Num- 
ber of 
works. 

Quantity.                                         Value. 

Num- 
ber of 
labor- 
ers. 

Metric 
tons. 

Barrels  of 
42  gallons. 

Per  ton. 

Per 
barrel. 

Total. 

Refined  petro- 
leum   

Benzine 

Gasoline 

Total... 

2 

> 

2,902 
638 
645 

23,085 
5,075 
5,131 

lAre. 
559.82 
499.76 
400.00 

$13. 58 

12.12 

9.70 

Lire. 
1, 624, 614 
318,850 
258,000 

$313, 551 
61,538 
49,794 

■ 
50 

2 

4, 185     33,  291 

i 

526.03 

12.76 

2, 201, 464 

424,883 

50 

The  productiou  of  the  Chieti  district  was  all  reported  as  illumina- 
ting oil. 

Production  of  crude  petroleum  in  Italy  in  1896,  by  districtB. 


Mining  district. 

Province. 

Num- 
ber of 
wells. 

Production. 

Number 
of  la- 
borers. 

Quantity. 

Value. 

Metric 
tons. 

Barrels 

of  42 
gallons. 

Per  ton. 

Per 

barrel. 

Total. 

ToUl. 

Boloirna 

1 

}  ^ 

1 
7 

1 

2,449 

74 

7 

17,610 

532 

Lire. 
250.00 

260.34 

89.73 

$7.00 
6.96 
2.41 

Lire. 
250 

637, 578 

6,640 

$48 

123,053 

1.282 

23 
44 

14 

Milano 

Roma 

rParma 

^Piacenza 

Chieti 

Total.  • 

2,524 

18, 149 

255.34 

6.85 

644,468 

124,383 

81 

1 
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Production  of  refined  petroleum  in  Italy  in  1896,  by  dittricte. 


o 

Production. 

Num- 
ber of 
labor- 
era. 

Mining 
district. 

Province. 

hi 

Kind  of 
product. 

Quantity. 

Value. 

Metric 
tonn. 

Barrels 

of  42 

gallons. 

Per  ton. 

Lire. 

560.09 

500.00 

400.00 

550.00 

Per 
barrel. 

Total. 

TotaL 

Milano  . 

Roma. . . 
Total. 

rParma 

^Piacenxa.. 

Chieti  .... 

1 
1 

1 

(Refined... 
•  Benzine  . . 

Heavy  oil. 

Refined... 

1,883.7 

828.5 

2.5 

19.0 

14,085 

6,591 

20 

151 

$13.69 

12.13 

9.65 

13.35 

Lire. 

1,055,037 

414,250 

1,000 

10,450 

$203,622 

79,960 

193 

2,017 

.    30 

4 

3 

2, 733. 7 

21, 747 

541.66        13.14    1.480.737*  285.782 

34 

SUMATRA. 

It  is  probable  that  nowhere  else  was  there  so  much  capital  invested 
iu  the  development  of  crude  petroleum  and  refining  companies  during 
1897  as  there  was  in  Sumatra.  The  superior  petroleum  produced  with 
paraffin  base  and  as  light  a  gravity  as  50^  Baum^,  the  large  production 
from  comparatively  shallow  and  inexpensive  wells,  the  facilities  for 
refining  and  exporting  the  refined  products,  the  distance  from  any  other 
large  producing  field,  and  the  many  millions  of  population  easily 
reached  in  Ohina,  Japan,  and  India,  countries  that  heretofore  have 
furnished  only  a  fraction  of  their  consumption,  have  given  additional 
interest  to  the  development  of  Sumatra's  resources. 

The  oldest  and  by  far  the  most  prominent  company  operating  in  this 
country,  and  the  only  one  manufacturing  refined  petroleum,  was  the 
Koninklyke  Petroleum  Company,  also  known  as  the  Royal  Dutch  Petro- 
leum Company,  although  there  are  many  companies  organized  iu  Hol- 
land for  the  purpose  of  operating  in  Sumatra.  Several  of  these  are 
controlled  by  English  capital,  although  American  drilling  machinery 
and  American  foremen  are  very  extensively  employed  in  the  several 
fields. 

Sumatra  has  two  fields  developed,  about  600  miles  apart.  The  oldest 
is  near  Langkat,  on  the  east  coast;  the  other  is  in  Palembang,  the 
most  eastern  province,  and  is  the  more  productive.  The  fields  run  in 
a  general  way  parallel  to  the  coast  and  are  from  25  to  75  miles  inland. 
The  wells  are  from  250  to  1,000  feet  in  depth.  The  oil  comes  from 
loosely  cemented  irregular  deposits  of  sand  alternating  with  shale. 
There  is  usually  sufiicient  gas  to  make  the  well  flow.  A  syndicate 
secured  the  services  of  Mr.  George  Adams,  an  engineer  from  London, 
who  visited  the  subdistricts  of  upper  and  lower  Lemetang,  Kikim,  and 
Pasumah-Lande,  district  of  Palembang,  Sumatra,  in  18961,  and  the  fol- 
lowing is  taken  from  his  report: 

At  the  village  of  Linggi  oil  traces  are  plainly  visible  on  the  anrfoce.  Water  and 
oil  are  thrown  out  continuously  at  two  places.  At  one  of  these  wells  the  pressure  of 
gas  is  very  strong.    While  making  a  road  through  the  forest  a  second  oil  find  was 


PETROLEUM.  161 

made  at  a  distance  of  6  miles  from  the  former  place.  Exploration  in  a  third  direc- 
tion led  to  the  discovery  of  another  place  where  the  oil,  oozing  oat  of  the  ground, 
had  been  collected  and  sold  by  the  natives  for  many  years.  The  difficult  nature  of 
the  country  and  the  dense  vegetation  of  the  virgin  forest,  as  also  the  shortness 
of  time,  made  the  examination  of  the  oil  field  at  the  time  rather  superficial;  yet  it 
was  proved  beyond  a  doubt  by  those  three  finds  that  the  field  extended  over  an  area 
of  15  square  miles,  and,  judging  from  numerous  spots  where  the  sandstone  crops  ont 
at  the  surface,  I  have  arrived  at  the  belief  that  further  investigation  will  prove  the 
occurrence  of  oil  all  over  the  large  area  included  by  the  concession.  Regarding  the 
transportation  of  the  crude  oil  little  difficulty  will  be  met  with.  The  distance  from 
the  field  to  Palembang,  an  important  seaport  on  the  east  coast  of  Sumatra,  is  about 
100  miles,  a  Government  road  following  the  course  of  a  river  for  the  entire  distance. 
A  pipe  line  could  easily  be  laid  along  this  road,  and  by  cutting  off  the  carves 
caused  by  the  winding  of  the  river  the  distance  could  be  shortened  by  25  miles. 
As  the  oil  field  is  about  400  feet  higher  than  Palembang,  the  natural  fall  would 
make  pumping  almost  unnecessary. 

After  Mr.  Adams's  retarn,  Mr.  W.  G.  Knoops  was  appointed  man- 
ager and  sent  to  Palembang  in  December,  1896.  Before  his  arrival 
there,  word  was  received  from  Chief  Driller  Crosbie  announcing  that 
at  a  depth  of  215  feet  the  oil  sand  had  been  reached.  Mr.  Knoops 
went  to  the  oil  field  immediately  after  his  arrival  in  Palembang  and 
telegraphed  on  Janaary  30  that  1,000  feet  south  of  the  first  well  a  sec- 
ond well  had  been  drilled  in;  400  feet  west  of  this  well  a  third  well 
was  completed  on  March  15  at  a  depth  of  177  feet.  The  capacity  of 
the  two  former  wells  is  estimated  at  1,000  barrels  a  day  each,  that  of 
the  third  well  where  the  water  had  not  yet  been  shut  off,  at  100  barrels 
a  day.  The  pressure  of  gas  is  enormous.  Although  the  wells  were 
closed  after  much  trouble,  the  air  is  impregnated  with  the  escaping 
gas  for  a  wide  distance  around  the  wells.  Oil  is  oozing  continuously 
through  the  shut-off  valves.  When  opened  the  oil  spurted  out  15  feet 
high.  Reporting  on  the  further  inspection  of  the  field,  Mr.  Knoops 
says  that  the  water  of  the  rivers  and  creeks  is  covered  everywhere 
'  with  oil. 

After  the  receipt  of  these  reports  the  above-named  company  was 
organized.  The  shares  were  eagerly  taken  by  the  public.  The  com- 
pany has  secured  the  cooperation  of  the  Messrs.  Boverton  Bedwood 
and  George  Adams  in  the  construction  of  pipe  lines,  refineries,  etc. 

By  estimating  the  production  for  1896  and  1897  upon  the  same  basis, 
in  the  absence  of  any  more  precise  figures,  we  make  the  production  of 
1896  equal  to  696,250  barrels,  and  that  for  1897  1,777,560  barrels,  about 
two  and  one-half  times  the  production  of  the  year  previous,  or  an 
increase  of  150  per  cent.  There  is  no  doubt  that  much  more  crude 
could  have  been  obtained  if  the  refiners  could  have  taken  care  of  it. 

The  Koninklyke  Petroleum  Company,  in  1897,  turned  out  4,556,245 
cases  of  refined  oil,  valued  at  $3,827,246.  The  amount  of  crude  oil 
from  which  this  refined  was  derived  is  not  well  known,  but  could  be 
estimated  at  about  double  the  quantity  in  volume,  say,  1,777,560  bar- 
rels. 
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The  following  table  gives  the  production  of  refined  petroleum  in 
Sumatra,  in  cases,  liters,  and  gallons,  from  1893  to  1897,  inclusive: 

Production  of  refined  petroleum  in  Sumatra,  I89S  io  1897. 


Year. 


Production. 


Cases. 


Liters. 


1893 401,370 

1894 1,042,943 

1895 j  1,334,249 

1896 1,851,512 

1897 1  4,556,245 


14, 449, 320 
37,  545, 948 
48, 032, 964 
66, 654, 432 
164, 024, 820 


Gallonii. 

3, 182, 669 

8, 270, 032 

10, 579, 948 

14, 681, 593 

36, 128,  815 


A  United  States  gallon  =4.54  liters. 
1  case  =  36  liters. 

In  1896  there  was  exported  to  Asia  and  Oceanica — which  includes 
Ghiua,  Hongkong,  East  Indies,  Japan,  British-Australia — 130,454,940 
gallons  of  illuminating  petroleum,  and  3,000,471  barrels  of  lubricating 
petroleum. 

BORNEO. 

In  the  Island  of  Borneo  and  the  island  of  Labuan,  in  the  northern 
portion,  belonging  to  England,  there  are  many  indications  of  petroleum 
and  in  all  probability  a  production  will  be  obtained  there,  as  the  con- 
ditions are  similar  to  those  of  Java  and  Sumatra. 


AUSTRAXIA,  NEW  ZEALAND,  AND  SOUTH  AFRICA. 

The  following  is  taken  from  an  article  in  the  Colliery  Guardian  by 
Mr.  Boveiton  Redwood,  of  London : 

Bat  little  Is  known  as  to  the  occnrrence  of  petroleum  in  Anstralia.  Indications 
are  reported  to  have  been  met  with  at  York  Town,  at  the  extreme  end  of  the  York 
peninsula,  between  Gulfs  Spenser  and  St.  Vincent,  and  it  is  said  that  gas  has  been 
found  at  a  depth  of  about  2,000  feet  at  Narrabeen,  near  Sydney.  A  well  was  drilled 
some  years  ago  in  the  Coorong  district,  in  South  Australia,  on  the  site  of  the  deposit 
of  the  elastic  bituminous  substance  known  as  the  coorongite,  but  oil  was  not  found. 
Extensive  deposits  of  so-called  "kerosene  shale"  occur  in  New  South  Wales,  and 
the  mineral  has  been  mined  and  distilled  on  a  large  scale  for  many  years  by  two 
companies  in  the  same  manner  as  the  Scottish  shales.  The  output  of  shale  in  New 
South  Wales  appears,  during  recent  years,  to  have  been  about  40,000  tons  per 
annum.  In  New  Zealand  the  principal  indications  of  tbe  presence  of  petroleum 
occur  on  the  North  Island,  at  New  Plymouth  and  on  the  Sugar  Loaves,  and  on  the 
opposite  side  of  the  island  along  a  belt  of  country  extending  from  Horoera  Point, 
near  the  East  Cape,  where  a  Him  of  oil  is  said  to  be  sometimes  observed  on  the  sea, 
to  the  Okahuatin  Block,  about  30  miles  west  of  Gisborne  (Poverty  Bay).  At  New 
Plymouth  the  foreshore  is  covered  with  a  thick  deposit  of  iron  sand,  but  at  low 
water,  wherever  the  shore  is  clear  of  this  sand,  oil  can  be  seen  on  lifting  the  bowl- 
ders.   Drilling  was  commenced  in  this  district  by  two  companies  in  1865,  and  oil 
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was  found,  bat  for  some  reason  the  work  was  discontinned.  Six  years  ago  a  well 
was  drilled  by  the  New  Zealand  Petrolenm  and  Iron  Syndicate  close  to  the  beach  at 
New  Plymouth.  In  this  well  oil  was  s track  at  a  depth  of  915  feet,  and  the  yield 
was  estimated  at  about  four  barrels  a  day.  Drilling  is  being  continued  by  another 
company,  and  attention  is  also  being  directed  to  the  possibility  of  finding  oil  at  a 
spot  some  distance  inland. 

In  South  Africa  surface  indications  of  petrolenm  are  reported  to  have  been  met  with 
in  several  places.  The  Cape  Argus  last  autumn  published  an  account  of  the  oily  iilm 
which  had  been  observed  by  the  resident  magistrate  of  the  district  on  some  of  the 
shallow  streams  in  and  around  the  village  of  Ceres  in  Cape  Colony,  and  the  confi- 
dent anticipation  was  expressed  that  the  entire  area  of  Bokkeveld,  including  the 
Ceres  and  Tulbagh  districts,  would  be  found  to  be  oil-bearing.  In  the  English  ter- 
ritory of  Appolonia,  about  40  miles  from  Axim,  on  the  west  coast  of  Africa,  the 
sandy  ground  near  the  sea  is  in  places  saturated  with  petroleum,  and  a  shallow 
excavation  made  quickly  becomes  filled  with  oil.  Several  wells  drilled  in  this 
district  have  furnished  evidence  of  the  existence  of  a  productive  deposit  of  petro- 
lenm, but,  owing  to  difiicnlties  met  with,  the  drilling  operations  have  been  tem- 
porarily suspended. 

JAVA. 

The  first  company  to  operate  in  the  Island  of  Java  was  the  Dordt- 
sche  Petroleum  Company  of  Amsterdam,  organized  in  1887  with  a 
capital  stock  of  15,000,000  florins,  or  $6,000,000,  and  was  reorganized 
in  1890  as  The  Dordtsche  Petroleum-Industry  Maatschappij.  Owing 
to  difficulties  in  disposing  of  the  products  on  account  of  the  inferior 
quality  of  the  illuminating  oil  first  manufactured  comparatively  little 
oil  has  been  refined  for  a  number  of  years.  This  company  commenced 
operations  in  the  districts  of  Djaba  Kota,  residency  of  Soerabaya,  and 
secured  leases  and  concessions  of  the  best  oil  territories  so  far  developed 
on  the  island.  Besides  extending  its  operations  in  the  residency  of 
Soerabaya,  it  opened  up  the  oil  field  of  Eembang  in  1893,  which  proved 
highly  productive.  The  oil  found  here  is  of  excellent  quality  and  the 
output  permitted  a  rapid  increase  in  the  production  of  illuminating 
oil.  The  first  petroleum  was  placed  upon  the  market  in  1889.  The 
production  for  the  last  five  years  has  fluctuated  considerably,  but  the 
last  two  years  show  decided  gains.  The  production  of  crude  petroleum 
in  1896  was  605,029  barrels;  that  of  1897  has  been  placed  at  726,373 
barrels,  a  gain  of  221,344  barrels,  or  44  per  cent,  over  1896.  The  indi- 
cations are  that  there  will  be  a  large  increase  in  the  production  in  1898. 

In  Java  the  only  producing  company  in  1897  was  the  Dordtsche 
Petroleutn  Company  before  mentioned,  which  produced  1,452,747  cases 
of  refined  petroleum,  haying  a  value,  of  $1,133,142.  The  amount  of 
crude  from  which  this  refined  was  produced  is  estimated  to  be  twice 
the  quantity  in  volume,  or  about  726,373  barrels. 
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The  production  of  x>etroleain  in  Java  for  five  years  past  is  shown  in 
the  following  table: 

Production  of  crude  petroleum  in  Javdfrom  1893  to  1897, 


Year. 


1893 
1894 
1895 
1896 
1897 


Barrels  (42 
U.  S.gaUou8. 


400,000 
168,000 
293,654 
505,029 
726, 373 


Of  the  505,029  barrels  produced  in  1896,  263,564  barrels  were  pro- 
duced ill  Soerabaya  and  241,465  in  Eeiubang. 

The  following  statistics,  given  by  the  Dordtsche  Petroleum-Industry 
Miiatschappij,  Java,  show  their  production  of  crude  and  refined  petro- 
leum during  the  years  1895, 1896,  and  1897  in  the  districts  of  Soerabaya 
and  Ecmbang: 

Production  of  petroleum  in  Java  in  1895,  1896,  and  1897,  by  districts. 


18i:5. 


1806. 


1897. 


Kesidency  of  Soerabaya : 

Crude gallons . . 

Refined cases . . 

Residency  of  Rembang: 

Crude gallons . . 

Refined cases.. 


8, 915, 088 
525, 004 


11, 069, 668 
604,418 


11,224,131 
627, 966 


3, 4 18, 380  1       10, 14 1, 535         7, 458, 373 


222, 904 


638, 916 


791, 431 


At  the  close  of  1897  this  company  had  34  wells  producing  in  the 
Soerabaya  district  and  4  wells  producing  in  the  llembang  district. 

Production  of  refined  petroleum  in  Java,  1889  to  1897. 


Year. 


1889 

1890 

1891 

1892 

1893 

1894. 

1895. 

1896 

1897. 


Prodaction. 

Caseii. 

Liters. 

Gallons. 

8,000 

288,000 

63,436 

27,760 

999,360 

220, 123 

79,  179 

2,  850,  444 

627,851 

247, 839 

8,  922, 204 

1,965,243 

270, 062 

9, 938,  232 

2, 189, 037 

452, 728 

16, 298, 208 

3, 589, 914 

779, 239 

28, 052, 604 

6, 178, 987 

1,250,000 

45, 000, 000 

9,911,894 

1, 452, 747 

52,  298, 892 

11,519,580 
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The  following  is  taken  from  a  translation  by  the  American  Mannfao- 
tnrer  from  the  Chemische  and  Technische  Zeitang: 

The  Soerabaya  field  consists  of  the  Lidah  pool  with  about  25  flowing  wells,  and 
the  Koetei  pool  with  about  15  partly  flowing  and  partly  pamping  wells.  These  two 
pools  produce  at  present  a  sufficient  quantity  of  crude  to  yield  2,000  cases  or  20,000 
gallons  of  illuminating  oil  per  day,  which  production  can  be  increased  at  any  time 
to  25,000  gallons.  Latest  reports  received  from  Dutch  East  India  say  that  two  now 
wells  have  come  in  recently  in  the  Lidah  pool,  producing  80  and  1,400  barrels 
respectively  per  day.  The  Metatoe  pool  was  discovered  only  a  few  months  ago,  and 
has  not  yet  been  connected  with  the  refinery.  The  material  necessary  for  tlie  pipe 
line  is  expected  from  America  shortly.  There  are  now  two  gushers  in  this  pool,  one 
producing  400  and  the  other  1,000  barrels  per  day. 

The  Rembang  field  comprises  the  Panolan  pool  with  15  flowing  wells,  which  pro- 
duce sufficient  crude  for  3,000  cases  per  day,  of  which  only  1,000  cases  can  be  con- 
sumed so  far.  The  latest  gusher  in  this  pool  came  in  in  Janjiary  with  a  daily 
production  of  2,400  barrels.  The  Tinawocn  pool  has  not  been  developed  to  any 
extent  as  yet.  It  belongs  to  another  company,  but  the  production  has  been  secured 
by  the  Dordtsche  Petroleum-Industry  Maatschappij  for  ten  years.  The  output  is 
estimated  at  1,600  cases  of  illuminating  oil  daily. 

The  Dordtsche  Petroleum-Industry  Maatschappij  intends,  in  the  first  place,  to  sup- 
ply the  Java  and  Madura  markets,  the  consumption  of  which  has  increased  from 
about  2,500,000  cases  in  1889  to  3,600,000  cases  in  1896.  Of  the  latter  figure  1,250,000 
cases  were  supplied  by  this  company.  This  shows  that  the  company  can  safely 
treble  its  production  before  it  needs  to  look  around  for  outside  markets.  The  trans- 
portation facilities  are  very  good.  The  company  controls  a  fine  system  for  handling 
its  product,  consisting  of  pipe  lines,  tank  cars,  reservoirs,  and  casing  houses,  which 
are  distributed  all  over  the  island. 

There  are  now  two  refineries  in  operation,  one  at  Wonokromo  for  the  Soerabaya 
field,  and  the  other  at  Ploentoeran  for  the  Rembang  field.  A  third  refinery  will  be 
built  at  Samarang  in  the  course  of  the  present  year.  The  new  paraffin  works  at 
Ploentoeran  is  now  in  partial  operation.  When  running  full,  it  will  produce  6,000 
pounds  of  paraffin  per  day.  At  Wonokromo  a  factory  for  lubricating  oils  is  in  oper- 
ation, which  now  supplies  all  the  sugar  factories  and  railways  in  Java  with  this 
article. 

Statistics  of  the  last  eight  years  show  that  the  Javanese  production  of  illuminat- 
ing oil  has  increased  from  8,000  cases  in  1889  to  1,250,000  oases  in  1896,  and  the  net 
earnings  of  the  company  frcm  36,697  florins  to  1,923,611  florins.  The  productiou  for 
January,  1897,  amounted  to  108,007  cases,  as  against  87,577  cases  for  January,  1896. 

JAPAN. 

There  has  been  a  steady  increase  iu  the  crude  petroleum  produced  in 
this  country.  In  1895  the  production  was  141,310  barrels,  equal  to 
5,935,031  gallons,  as  compared  with  197,100  barrels,  equal  to  8,277,450 
gallons,  in  1896,  which  is  an  increase  of  40  per  cent.  The  yield  per  well 
in  Japan  has  been  light.  Many  of  the  wells  are  1,200  to  1,500  feet  deep, 
though  the  general  range  is  from  600  to  1,000  feet.  The  localities 
where  petroleum  is  produced  are  usually  too  crowded  with  wells,  so 
that  their  output  per  well  is  small  and  the  life  of  the  field  shortened. 
Much  of  the  crude  petroleum  is  of  excellent  quality,  some  producing 
as  much  as  65  per  cent  of  illuminating  oil,  while  others  produce  only 
25  to  30  per  cent.  A  large  proportion  of  the  illuminating  oil  is  mixed 
with  the  imported  American  oil  before  it  is  put  upon  the  market. 
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The  importation  is  about  ten  times  as  large  as  the  production.  A  sys- 
tematic search  is  being  made  for  more  prolific  fields  by  the  geological 
survey  department. 

The  Province  of  Echigo,  which  is  about  two-thirds  of  the  length  of 
the  island  from  southwest  to  northeast  and  on  the  northern  margin, 
produces  over  98  per  cent  of  all  the  output  of  the  entire  kingdom. 

Through  the  courtesy  of  Mr.  K.  Nakashima,  of  the  geological  survey 
of  Japan,  we  have  received  the  following  interesting  statement  regarding 
the  production  of  petroleum  in  Japan :  ^ 

^<The  oil  production  of  1895,  as  ascertained  by  the  Mining  Bureau, 
amounted  to  149,497  koku  (5,935,031  gallons)  of  crude  oil,  of  which 
122,585  koku  (4,866,625  gallons),  valued  at  257,034  yen  ($131,344),  were 
sold  directly  in  the  crude  state  to  dififerent  refining  manufactories,  and 
17,241  koku  (684,468  gallons),  valued  at  94,573  yen  ($48,328),  were  sold 
in  refined  state.  The  production  of  the  most  important  localities  in 
Japan  was  as  follows : 

Production  of  crude  petroleum  in  the  most  important  districts  of  Japan  in  the  year  1895. 


r 


DUtrict. 


Frodaction. 


Hirei , 

Urase 

Amaze 

Shiwozawa 

Total 


Koku. 
64,923 
24,353 

18,508 
17, 576 


2, 577,  443 
966,814 
734,768 
697,  767 


125, 360    4, 976, 792 


"The  production  of  Echigo  as  a  whole  is  yearly  increasing,  the  yield 
in  1896  probably  amounting  to  above  208,500  koku,  while  that  of  the 
year  1897  will  probably  reach,  say,  300,000  koku  in  round  numbers. 
The  production  in  Amaze  has  declined  remarkably,  the  daily  produc- 
tion in  1897  being  only  50  koku  (from  20  boring  wells)  in  total,  while 
Hirei  (Hirei,  Urase,  and  Katsubozawa  are  all  included  in  one  district, 
being  situated,  say,  12  kilometers  east  of  Nagaoka  town)  is  now  most 
prosperous,  one  of  the  richest  wells  struck  in  the  latter  part  of  1897 
producing  daily  above  100  koku  (94  barrels)  at  a  depth  of  856  feet. 
The  average  monthly  yield  in  this  section  of  Nagaoka  in  1897  reached 
21,000  koku,  the  richest  oil-bearing  rock  being  layers  of  coarse  quartzose 
sandstone,  intercepted  by  layers  of  shale,  collectively  of  Tertiary  origin, 
as  in  other  oil  fields  of  Japan." 
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The  production  of  crade  petroleum  in  Japan  from  1875  to  1896,  incla- 
sive,  is  shown  in  the  following  table.  The  prodaction  and  value  of 
refined  petroleum  for  the  same  years  are  given,  except  for  1896: 

Production  of  petroleum  in  Japan,  1875  to  1896,  inclusive. 


Year. 

Production. 

Yidne  received  for  crude 
and  refined  sold. 

Crude. 

He 
Koku.  (a) 

6iied. 

Gallons. 

1 

i    Koku.  (a) 

Gallon  A. 

Yen.  (6) 

Dollars. 

1 

1875.... 

4,830 

191,  751 

1876... . 

8,155 

323, 753 

!                                      i 

1877.... 
1878.... 
1879.... 
1880.... 

10, 114 
18,  920 
24, 816 
26,974 

401, 526 

751, 124 

985, 195 

1, 070, 868 

i 

1 
1 

_ _ -.1 

1 

1881.... 
1882.... 

17, 721 
16,450 

703, 524 
653,065 

1 

1883.... 

21,659 

859, 862 

i 

1884.... 

29,541 

1,172,778 

6,215 

246,735 

107,964 

55,170 

1885.... 

30,^31 

1, 227, 961 

7,326 

290,842 

98,496 

50,331 

1886.... 

40,113 

1, 592, 486 

13,487 

535,434 

136, 911 

69,962 

1887.... 

30,304 

1, 203, 069 

8,830 

350,551 

126, 298 

64,538 

1888.... 

39,605 

1, 572, 318 

4,511 

179, 087 

138,602 

70, 826 

1889.... 

55,871 

2, 218, 079 

7,097 

281, 751 

250,977 

128, 249 

1890.... 

54,  .399 

2, 159, 640 

11,180 

443,846 

221, 478 

113, 175 

1891.... 

55,983 

2, 222, 525 

13, 012 

516, 576 

207,029 

105,792 

1892.... 

72,893 

2, 893, 852 

13, 481 

533,211 

207, 245 

105,902 

1893.... 

83,644 

3, 320, 667 

10,941 

434,358 

178,290 

91,106 

1894.... 

138,077  ! 

5,481,657 

13,980 

555,006 

245,697 

125, 551 

1895.... 

149, 497 

5, 935, 031 

17, 241 

684,468 

351,607 

179, 671 

1896.... 

208. 500 

8,  277, 450 

(c) 

(0) 

(c) 

{c) 

Total. 

1, 138, 997 

45, 218, 181 

127, 251 

5, 051, 865 

2, 270, 594 

1, 160, 273 

a 

1  koku  =  39.7  J 

&lyen=i| 

K).5U. 

e  Not  aacertaii 

lied. 
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The  production  of  crude  petrolenm  in  Japan,  as  ascertained  by  the 
Mining  finrean,  for  tbe  years  1880,  18S4,  1885,  18^2, 1893,  1894,  and 
1896,  IB  gireD,  by  provinces,  in  the  followiog  table: 

Produetion  of  cridt  pttroUum  ■■  Japan  m  ISSO,  1884,  1885,  lS9t,  1893,  18S4,  and  1896, 
bg  pro  rt  licet. 


GaUdiu.    I    Koki 


Echlgo 22,«07       8sr,49e  .  21,483  ,    971,935     25,923  '     1,029,143 

I     Totoumi 3,R75       153,838       3,784       150,225      3,630  i        144,111 

:     Ugo 229  9,091  771         30,609  805  j  31,959 

I     IJbiDUlo 263         1(^441  481  \       19,096  425  '  16,873 

I     lahikari 23  |  913  14«  |  5,875 

I    Ibori ■ 


Kotonke 

ToWl  - 


1,070.868     29,541    1,172,778,30,931       1,227,961 


Totoamt 
Vgo 


Isliikuri 
Kotiiukc 


Toloitml 

I    »> 

'  Miik.ivi. 
I  llxirl  ... 
I     Ki>liiiik« 


««. 

«« 

Koko. 

Uallona. 

Kokii. 

<i.,l.™.. 

69,042 

2.8;c> 

340 
626 
53 

2,740,968 
112,430 
13,  498 

24,^2; 
2,101  ' 

80,259 
2,507 
118 
402 
78 
280 

3,186,282 
99,528 
1,6SS 
16,959 
3.097 
11, 116 


72, «« 

Koku. 

131.  Mti 
2. -■■48 

Sir. 

24S 

lllf. 

"'-• 

2,893,852 

83,644 

3,320,667 

«M. 

.« 

M. 

Callung. 

Eokn. 

G«llaDa. 

8,152,316 
96,233 
5,756 
12,783 
1.469 
8,734 
159 

5.332,5!'2  ' 

101, 156 

I3,6!»7 

9.846 

2(&,348 
2,424 
145 
322 
37 
220 
4 

in-*.  07T 

l!K  ' 

n1  .... 

.■..  181,  U-.7 

208,500 

8.277,450 
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Mr.  Nakasbima  says  further:  "Thus  the  production  in  1896  was 
some  70,()00  koku  more  than  in  the  preceding  year,  and  this,  as  usual, 
is  due  mostly  to  the  increase  iu  the  environs  of  Nagaoka. 

"The  most  important  localities  in  Echigo,  whi<th  have  yielded  above 
lyOOO  koku  in  1896,  are  as  follows: 

Production  of  most  important  localities  in  Echigo  in  180b. 


District. 


Koshi 

Naka-Kambara. 

Santo 

Karitaa 

Nishi-Kiibiki . . 
Naka-Kubiki. . 


Village. 


Production. 


Koku. 


Yamamoto  und  Nigoro. 

TBiishima 

Amaze 

Miyagawa 

Kami-Nadachi 

Sugawara 


Total 


142, 719 

24, 024 

17, 795 

4,072 

2,446 

2,370 


Gallons. 


5,  665,  J©3 

953,  758 

706, 471 

161, 645 

97,087 

94,073 


193, 426  I      7, 678, 987 


'*It  will  be  seen  from  the  above  table  that  nearly  69  per  cent  of  the 
whole  production  has  been  supplied  by  the  output  of  Yamamoto  and 
Nigoro,  these  two  villages  including  the  localities  of  Hirei,  Urase,  Kat- 
subozawa,  etc.,  not  far  from  Nagaoka  town,  situated  by  the  east  side 
of  Shinanogawa,  one  of  the  largest  navigable  rivers  iu  Japan,  flowing 
to  the  Japan  Sea  by  the  site  of  Niygata  Harbor. 

"Tsushima  includes  Shiwozawa,  Shiwodani,  Kanazn,  and  others,  all 
grouped  around  the- town  of  Niytsu,  northeast  about  40  kilometers  from 
the  former  oil  district  along  the  trend  of  the  hills. 

"In  the  town  of  Amaze  borings  have  been  extended  a  little  farther 
from  the  seaside  to  the  hill,  but  as  far  as  I  know  with  no  remarkable 
success,  the  wells  sunk  in  this  direction  usually  efinsing  gas  and  salt 
water  mixed  with  either  little  or  no  oil. 

. ''  Miyagawa  now  forms  a  somewhat  detached  locality  near  the  hill 
facing  to  the  Japan  Sea,  distant  southwest  about  10  kilometers  from 
Amaze  and  west  20  kilometers  from  Nagaoka.  The  hill  range,  after 
crossing  a  valley  to  the  east  side  from  it,  however,  contains  here  and 
there  oil-yielding  localities,  collectively  known  as  the  oil  field  of 
Kariha. 

*'The  oil  district  of  Kami-Nadachi  occurs  in  the  western  part  of 
Echigo,  15  kilometers  west  of  Takata  by  direct  distance.  It  has  been 
proved  fruitful  from  working  twenty  years  ago,  annually  producing 
from  2,000  to  3,000  koku,  all  from  shafts  whose  depths  vary  from  300 
to  720  feet.  Re-cently  a  boring  well  has  been  driven  and  is  said  to  have 
met  a  new  oil  zone  in  a  deeper  horizon  (1,200  feet)  than  that  which  has 
been  previously  known. 

"Sugawara,  known  bj'  such  localities  as  Gendoji,  Fukazawa,  ^laya, 
and  Sawada,  occurs  iu  the  hill  not  10  kilometers  southwest  from  the 
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town  of  Takata,  the  oil  being  here  prodaeed  from  shafts,  the  deepest 
of  which  reaches  Jittle  above  1,000  feet — the  deepest  shaft  ever  sunk  in 
whcle  Echigo. 

^^  Thus,  on  the  whole,  our  oil  production  is  annually  increasing,  this 
increase  being  dae  to  the  development  of  boring  in  the  localities 
proved  to  be  comparatively  rich.  This  fact  giving  impulse  to  many 
adventurers,  new  fields  are  also  sought  for  boring,  though  few  have 
succeeded  at  this  date.  Probably  hopeful  localities  will  appear  in  the 
near  future.  Recently  I  have  heard  of  a  boring  well  sunk  in  Totomi 
which  is  said  to  have  effused  gas  and  oil  from  a  deeper  level  than  has 
been  attained  by  shafts  up  to  the  present  time,  but  whether  it  is  still 
yielding  or  not  i  have  not  been  informed." 

Importation  of  petroleum  into  Japan  from  1868  to  1894,  inclusive. 


Year. 


1868. 
1869. 
1870. 
1871. 
1872. 
1873. 
1874. 
1875. 
1876. 
1877. 
1878. 
1879. 
1880. 
1881. 
1882. 
1883. 
1884. 
1885. 
1886. 
1887. 
1888, 
1889. 
1890. 
1891. 
1892. 
1893. 
1894. 


Qaantlty  (gallonu). 


31,954 

5,867 

52.711 

152,296 

446,804 

1, 000, 959 

1,291,179 

2, 775, 354 

2, 888, 729 

2, 682, 252 

10, 687, 753 

16, 799, 642 

14, 895, 892 

8, 007, 200 

20, 682, 205 

23, 631, 055 

17, 534, 885 

17, 636, 020 

25, 100, 220 

21, 058, 865 

28, 507, 767 

36, 998,  843 

42, 663, 580 

40, 482, 160 

32,  689, 275 

49,  763, 392 

55, 643, 719 


Total 474,110,578 


Value. 


Yen.  (a) 


7,236 

1,662 

21, 516 

72, 170 

160,608 

a30, 599 

306,  723 

573, 671 

444, 134 

605,  598 

1, 803, 076 

2, 185, 223 

1, 400, 471 

979. 112 

2, 320, 905 

2, 456, 261 

1, 773,  361 

1. 667, 722 

2,  358,  498 

1, 871, 428 

3. 519. 255 
4, 587, 135 

4. 950. 256 
4, 535,  720 
3, 328,  398 
4,  401, 041 
5, 135,  332 


Dollars. 


3,698 

849 

10,995 

36,879 

82, 071 

168, 936 

156, 735 

293, 146 

226, 952 

309, 461 

921, 372 

1,116,649 

715, 641 

500, 326 

1, 185, 982 

1, 255, 149 

906,187 

852,206 

1, 205, 192 

956,300 

1, 798, 339 

2, 344, 026 

2, 529, 581 

2, 317,  753 

1,  700, 811 

2,  248, 932 
2, 624, 155 


51, 797,  111 


26, 468,  323 


al  veu^  $0,511. 
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The  export  of  illaminating  petroleain  in  1894  from  the  United  States 
to  Japan  was  37,272,450  gallons. 

INDIA. 

The  production  of  crude  petroleum  in  India  continues  to  increase,  as 
the  tables  will  show,  although  the  report  for  1897  has  not  been  secured. 

Most  of  the  production  comes  from  Cpper  Burma,  in  the  extreme 
eastern  portion  of  India,  on  the  Irawadi  River.  Nearly  all  of  it  comes 
from  shafts  250  to  325  feet  in  depth,  some  of  them  over  a  century  old. 
The  oil  from  this  section  is  carted  down  to  the  river  in  earthen  vessels, 
emptied  Into  the  holds  of  the  native  boats,  and  floated  down  the  river 
in  bulk.  This  method  has  continued  for  many  years.  The  improved 
system  of  drilling  is  being  gradually  introduced,  and  in  some  of  the 
districts  wells  1,000  to  1,200  feet  are  pumped.  Some  of  these  wells 
when  new  start  off  at  as  high  as  50  barrels  per  day,  but  gradually 
decline  to  nothing. 

In  Lower  Burma  petroleum  occurs  on  Arrakan  Island.  Petroleum 
occurs  in  Assam,  and  is  being  worked  by  the  Assam  Oil  Syndicate,  as 
well  as  by  the  Assam  Eailway.  The  latter  company  has  completed  a 
refinery.  In  this  field  is  the  district  of  Digboi,  where  the  production 
is  increasing,  and  10  wells  are  now  producing.  In  the  district  of 
Makum  there  are  9  productive  wells. 

The  following,  from  the  pen  of  Dr.  Fritz  Noetling,  is  taken  from 
memoirs  of  the  Geological  Survey  of  India,  on  the  production  of 
petroleum  in  the  district  of  Burma: 

The  present  production  of  Burma  is  a  little  over  a  quarter  of  a  million  barrels. 
So  far,  therefore,  the  anticipations  as  regards  the  petroleum  production  of  Upper 
Burma  have  not  been  realized.  The  most  important  field  has  been  thoroughly 
tifsted,  and  Dr.  Noetling  doubts  whether  the  future  will  show  any  considerable 
increase.  The  localities  where  petroleum  is  known  to  occur  spread  over  a  consider- 
able area,  all  the  localities  being  situated  on  the  top  of  anticlinal  arches.  The  oil 
occurs  in  beds  of  miooene  age,  and  its  occurrence  seems  to  be  limited  to  a  zone  of 
about  40  miles  in  breadth,  which  runs  along  the  eastern  side  of  the  Arrakan  Yoma. 
As  regards  the  chemical  composition  of  the  oil,  much  remains  to  be  investigated, 
because  no  detailed  analysis  has  yet  been  made.  From  a  commercial  point  of  view 
the  approximate  average  composition  of  Burma  petroleum  is  as  follows : 

UBiial  campoaition  of  Burma  petroleum. 

Per  cent. 

Illuminating  oil 50 

Lubricating  oil 40 

Paraffin  wax 10 

The  methods  of  mining  employed  are  exceedingly  primitive.  There  is  not  the 
slightest  ditterence  in  the  method  of  sinking  an  oil  well  a  hundred  years  ago  and 
that  at  present  used.  A  bole  6^  feet  square  is  dug  and  lined  with  wooden  square  set 
timbering.  The  tools  used  for  digging  consist  chiefly  of  a  chisel-shaped  iron  shoe 
fixed  to  a  heavy  club-shaped  wooden  handle.  The  iron  shoe  is  round,  slightly 
tapered,  and  ends  in  a  double  pointed  edge.  This  tool  can,  of  course,  be  used  only 
in  the  softest  strata.  When  hard  beds  are  encountered,  a  lump  of  iron  weighing 
150  pounds,  pierced  at  the  upper  end  to  allow  a  rope  to  pass,  is  suspended  from  a 
19  GEOL,  PT  6,  VOL  2 11  • 
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beam  laid  across  the  well.  The  rope  is  then  cat,  and  the  iron  falls  with  safficient 
force  to  produce  a  considerable  hole  in  the  hard  rock.  As  the  fall  of  the  iron  is  so 
directed  that  it  eventually  strikes  every  point  of  the  bottom,  the  bed  is  broken 
through,  but  not  without  great  loss  of  time,  for  every  time  the  weight  has  fallen  a 
man  is  obliged  to  go  down  and  fasten  it  to  the  rope  that  it  may  be  hauled  up  again. 
The  appliances  used  for  raising  the  material  are  a  rude  windlass,  a  leather  rope,  and 
an  ordinary  earthen  pot.  The  miners  are  lowered  by  a  strong  rope  which  ends  in 
two  slings,  through  which  the  miner's  legs  pass.  At  a  given  signal  the  coolies  hold- 
ing the  other  end  of  the  rope  gradually  lower  the  miner  into  the  well.  The  work 
of  hauling  him  up  again  is  facilitated  by  an  inclined  plane  down  which  the  coolies, 
often  eleven  in  number,  run,  thus  pulling  him  up  more  by  their  weight  than  by 
their  physical  strength.  As  the  time  the  miner  stays  below  is  very  limited,  on 
account  of  the  noxious  gases,  he  would  not  have  time,  coming  from  the  bright  glare  of 
day,  to  get  his  eyes  accustomed  to  the  darkness.  By  having  his  eyes  previously  tied 
np,  he  is  enabled  to  see  when  down  in  the  well.  Before  going  down  he  puts  on  a 
quaint  cap  of  palm  leaves  to  protect  his  head  from  falling  stones.  The  most  remark- 
able feature  is  the  exceedingly  small  percentage  of  useful  time  during  which  the 
man  is  engaged  in  digging.  It  varies  from  10  to  18  per  cent  of  the  total  time.  This 
applies,  of  course,  to  wells  that  have  reached  the  oil-bearing  strata.  In  the  upper 
strata  a  man  may  stay  down  for  hours  without  being  troubled  from  the  want  of  air. 
The  cost  of  a  well  up  to  250  feet  may  be  estimated  at  1,200  rupees. 

Since  1888  there  has  been  a  great  increase  in  the  number  of  productive  wells,  in 
their  depth  and  in  their  output.  Although  this  seems  to  indicate  a  prosperous  con- 
dition of  the  native  oil  fields,  it  is  not  really  so,  because  the  increase  has  been  the 
result  of  the  sinking  of  a  number  of  new  wells  in  a  district  hitherto  but  little 
worked.  On  the  other  hand,  those  wells  situated  in  the  older  parts  of  the  field, 
which  formerly  supplied  the  production,  show  a  distinct  decline  in  yield,  notwith- 
standing their  increased  depth. 

The  following  table  shows  the  production  of  petroleum  in  India  from 
1889  to  1896. 

Production  of  petroleum  in  India  from  1889  to  1896, 


Tear. 


1889 
1890 
1891 
1892 
1893 
1894 
1895 
1896 


Production. 


Gallons. 


3, 298, 737 

4, 931, 093 

6, 136, 495 

8, 725, 331 

10, 359, 812 

11,139,597 

13, 013, 990 

15, 057, 094 


Barrt^lg  (42 
n.  S.  gallons) . 


94,250 
140, 888 
175, 328 
249, 295 
295,994 
318, 274 
371, 828 
430,203 
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III  the  followiD^  table  is  given  the  production  of  petroleum  in  India, 
by  British  Provinces  and  native  States,  in  1894, 1895,  and  1896. 

Production  of  petroleum  in  India  in  1894,  1895,  and  1896.^ 


Province  or  State. 

1894. 

1895.                   j                     1896. 

Quantity. 

Gallont. 

166,904 

10, 920, 951 

1,742 

50,000 

Value. 

Quantity. 

Value. 

Quantity. 

Value. 

Adsam 

Burma. ............ 

Rupees. 

33,380 

1, 057,  545 

409 

9,375 

Oallons. 
30.435 
12,975.995 
1,560 

Rupees. 

7.287 

1.534,951 

353 

Oallons. 
238, 730 
14,816,000 
2,364 

Rupees. 

23,873 

1, 769, 145 

837 

Puiijab 

Native  Stat 08 

Total 

:                  1 

11, 139, 507 

1, 100, 709 

13,013,990 

1, 542, 591 

15, 057,  OW 

1, 793. 355 

1  rupee =$0,436. 

1  United  States  gallon =4.54  liters. 

The  crude  petroleum  of  Burma  furnished  98  per  cent  of  the  entire 
output  of  India,  showing  an  increase  of  14  per  cent  in  1896  as  compared 
with  the  previous  year. 

The  Digboi  district  of  the  Assam  field  yielded  235,230  gallons  in  1896. 
There  were  exported  from  the  United  States  to  India  43,706,780  gallons 
of  illuminating  oil  in  1896.  The  total  importation  of  kerosene  and 
mineral  oil  into  India  in  1896  was  66,648,001  gallons.  The  native 
supply  amounted  to  only  about  13  per  cent  of  the  total  consumption. 

GREAT   BBITAIN. 

The  following  is  an  abstract  from  a  paper  read  before  the  Imperial 
Institute  on  December  20, 1897,  by  Boverton  Kedwood : 

The  Scottish  shale  oil  induutry,  which  was  founded  by  James  Young  in  1850,  has 
now  grown  to  very  considerable  dimensions,  the  quantity  of  shale  raised  in  Scot- 
land—chiefly in  Midlothian  and  Linlithgow — during  1896  having  amounted  to 
2,212,382  tons.  This  yielded,  on  distillation,  55,309,562  gallons  of  crude  oil.  As  far 
back  as  the  beginning  of  the  seventeenth  century  attention  was  directed  to  the 
escape  of  inflammable  gas  from  a  spring  of  water  near  Wigan,  and  since  that  time 
there  have  been  numerous  references  to  the  occurrence  of  petroleum  in  Lancashire, 
Shropshire,  and  elsewhere.  The  village  of  Pitchford  in  Shropshire  took  its  name 
from  a  small  spring  of  pitchy  petroleum  described  in  Camden's  Brittania.  Before 
turning  his  attention  to  the  distillation  of  shale,  James  Young,  in  1847,  commenced 
the  manufacture  of  products  from  a  petroleum  deposit  at  the  Biddings  Colliery  at 
Alf^eton,  in  Derbyshire,  to  which  his  attention  had  been  drawn  by  Lord  Playfair. 
Similar  outflows  of  petroleum  had  been  met  with  at  the  Southgate  Colliery,  Clowne, 
near  Chesterfield,  and  elsewhere.  It  is,  perhaps  not  generally  known  that  the  annual 
production  of  petroleum  in  this  country  is  sufficiently  important  to  be  included  in 
the  official  returns.  The  yield  increased  from  30  tons  in  1889  to  260  tons  in  1893,  but 
declined  to  49  tons  in  1894,  and  to  15  tons  in  1895.  It  may  be  within  the  recollection 
of  some  that  the  newspapers,  a  couple  of  years  ago.  reported  a  find  of  petroleum 
near  Shepton  Mallet,  in  Somersetshire.  The  circumstances  of  the  case  were  peculiar. 
In  an  old  bouse,  known  as  Ashwick  Court,  occupying  an  isolated  position  on  the 
north  side  of  the  Mendip  Hills,  on  high  ground,  there  was  a  well  which,  up  to  the 
time  referred  to,  had  always  furnished  the  household  with  good  water.    Immediately 


>  Furnished  by  the  Department  of  Revenue  and  Agricnitare,  Calcutta,  in 
Production  in  India  for  1894.  1895.  and  1896." 
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after  the  occurrence  of  an  enrthqnake  shock,  this  well,  fof  a  time,  yielded  more 
petroleum  than  water.  It  appeared  that  a  servant  had  filled  a  saucepan  at  the 
pump  with  water,  as  she  thought,  and  had  put  it  on  the  fire,  when  a  strong  smell  of 
petroleum  was  soon  observed,  and,  upon  Investigation,  it  wa«  found  that  the  pump 
furnished  a  mixture  of  oil  and  water.  Several  barrels  wdre  filled  with  oil  from  the 
pump  in  the  course  of  a  few  hours.  The  well,  which  was  45  feet  deep,  was  sunk  in 
the  carboniferous  limestone,  and,  except  for  a  short  distance  from  the  surface,  was 
unlined.  Exudations  of  petroleum  had  been  noticed  in  the  same  formation  at  other 
points  along  this  geological  line,  notably  in  the  Black  Rock  quarry  near  the  Avon 
gorge.  Shortly  afterwards  a  similar  occurrence  of <  petroleum  occurred  in  a  well  at 
a  house  near  Ruabon,  but  in  the  latter  instance  the  quantity  of  oil  was  smaller. 

PRODUCTION  AND   VALUE. 

The  mineral  statistics  of  the  United  Kingdom  give  the  production  of 
petroleum  from  1886  to  1896  as  follows : 

Production  of  petroleum  in  Derbyshire,  England,  from  1SS6  to  1896, 


Year. 


Barrels 


Tons 
pUnuZ.  <^2  gallons). 


1886. 
1887. 
1888. 
1889, 
1890. 
1891. 
1892. 
1893. 
1894. 
1895, 
1896. 


43 

66 

35 

30 

35 

100 

218 

260 

49 

15 

12 

314 

482 

256 

219 

256 

731 

1,594 

1,900 

358 

110 

88 

•  ••••••  •••^•«  •■••  .•••  •••■ 

' 

Value  of  49  long  tons  iu  1894,  £92=$448. 
Value  of  15  long  tons  in  1895,  £28 =$136. 
Value  of  12  long  tons  in  1896,  £29=$U1. 

The  quantity  and  value  of  oil  shale  produced  in  Great  Britain  from 
1890  to  1896  are  shown  in  the  following  table.  Most  of  the  oil  shale  is 
mined  in  Scotland. 

Production  and  value  of  oil  shale  in  Great  Britain  from  1890  to  1896. 


Year. 


1890 
1891 
1892 
1893 
1894 
1895 
1896 


Prodnction. 


Valae. 


Tons. 
2,  212,  250 

2,  ^61, 119 

2, 089, 937 

1, 956, 520 

1, 986, 385 

2, 246, 865 

2,419,525 


£608, 369 
707, 177 
522,484 
489,130 
496,596 
561,  716 
604,881 
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The  crude  oil  varies  from  about  20  to  30  imi)erial  gallons  i>er  ton  of 
2,240  pounds;  the  ammonia  water,  yielding  sulphate  of  ammonia,  from 
25  to  05  pounds  per  ton.  The  products  from  crude  oil  vary  to  a  less 
extent,  and  from  100  gallons  thereof  the  following  may  be  considered  as 
about  an  average  yield: 

Average  yield  of  100  gallons  of  crude  ahale  oiL 


Gallonn. 


Spirits 

Burning  oil 

Gas  oils,  0.840  to  0.865  sp.  gr.. . 
Heavy  oils,  0.875  to  0.895  sp.  gr 
Paraffin  scale 


Total 


o 
30 

8 
16 
14 


73 


There  is  also  a  small  residue  of  tar  and  coke  suitable  for  burning. 

The  low  price  of  illuminating  oil  in  Great  Britain  has  had  a  depressing^ 
effect  upon  this  industry.  The  shale-oil  manufacturers  have  had  to  use 
the  most  rigid  economy  in  the  separation  and  marketing  of  the  numer- 
ous products  derived  from  the  distillation  of  the  shale  and  the  redistil- 
lation of  the  crude  shale  oil  derived  from  it.  The  largest  part  of  the 
supply  of  this  bituminous  shale  comes  from  the  mines  of  Midlothian 
and  Linlithgow,  in  Scotland.  There  are  a  number  of  large  manufactur- 
ing companies  at  different  localities  engaged  in  refining  it  and  marketing 
its  several  derivatives. 


IMPORTS  INTO  THE   UNITED   KINGDOM. 

The  following  table  gives  the  total  importation  of  petroleum  and  its 
products  into  the  United  Kingdom  for  1890  and  1897  from  the  United 
States  and  Kussia* 

Total  importation  of  petroleum  and  its  products  into  the  Uttited  Kingdom  from  the  United 

States  and  Russia  for  1896  and  1897. 

[Barrels.] 


1896. 


Description. 


Illuminating  petroleum. 
Lubricating  petroleum . 

Naphtha 

IllnmiDating  distillate  . 
Crude  and  residuum 


From  United 
States. 

4,  330,  600 
558,000  i 
172,300 


From  Russia. 

454,000 
55,650 

230, 170 
4,010 

1897. 


From  United 
States. 


4, 409, 536 
507, 174 
169,  670 


From  Kussia. 

559, 175 
110,  856 


Total 5,060,900 


743, 830 


325, 395 
50,260 

5, 086,  380  i      1, 045, 686 
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It  will  be  noticed  that  while  imports  from  the  United  States  remained 
practically  the  same  for  1896  and  1897,  those  from  Russia  increased 
40.6  per  cent  for  the  same  period. 

In  1896  the  amount  imported  from  Busaia  was  14.7  per  cent  of  that 
imported  from  the  United  States,  as  compared  with  20.6  per  cent  of  the 
imports  from  the  United  States  in  1897. 

AFRICA. 

The  following  article  is  taken  from  the  Oil  Paint  and  Drug  Reporter, 
contributed  by  Mr.  William  W.  Vau-Ness: 

Algeria, — Petroleum  has  been  lately  found  in  the  province  of  Oran,  Algeria,  at  a 
place  called  Ain-Zeft,  by  an  Englishman,  Mr.  Armitage.  The  wells  attained  a  depth 
of  415  meters,  and  by  means  of  a  pump,  between  the  end  of  November,  1895,  and  the 
beginning  of  AprU,  1896,  a  total  of  196  cubic  meters  of  mineral  oil  was  raised.  The 
output,  calculated  at  the  commencement  at  17  cubic  meters  a  day,  fell,  at  first 
quickly,  then  gradually,  to  1.35  cubic  meters  at  the  end  of  the  experiment.  The 
boring  has  been  deepened  for  the  purpose  of  penetrating  farther  into  the  bed  and 
has  now  reached  a  depth  of  450  meters.  The  pump  has  not,  however,  since  been 
adjusted;  it  is  therefore  unknown  if  the  extra  depth  will  exercise  any  influence  on 
the  output.  Another  well  is  being  sunk  to  a  depth  of  100  meters  on  the  northwest 
of  the  first  one. 

Cape  Colony. — Most  promising  indications,  both  of  gas  and  oil,  are  found  in  the 
Ceres  district  of  Cape  Colony,  about  90  miles  northeast  of  Cape  Town.  The  forma- 
tion here  is  chiefly  Upper  Silurian  and  Devonian,  with  the  strata  lying  in  synclinal 
and  anticlinal  beds.  It  shows  no  indication  of  having  been  either  altered  or  dis- 
turbed by  the  action  of  the  intrusive  rocks.  The  synclinal  basins  are  at  some  places 
very  wide — in  some  instances  as  wide  as  12  miles — with  well-defined  indications  of 
a  sump  on  its  vertical  axis.  Judging  from  where  the  strata  are  exposed  in  the 
canyon  of  the  hills  above  the  synclinal  valley  I  should  say  that  the  oil  occurred  in  a 
porous  sandstone.  The  springs  of  water  percolating  through  this  sandstone  are,  in 
numerous  instances,  covered  with  a  film  of  oil,  and  in  the  gross  fires  burning  in  the 
vicinity  of  this  sandstone  can  be  observed  little  jets  of  gas  which  burn  occasionally 
for  some  days.  The  formation  at  one  particular  point  is  that  of  a  basin  completely 
surrounded  by  high  hills,  the  lie  of  the  strata  practically  conforming  to  the  lie  of 
the  basin.  The  approximate  depth  of  this  oil  sand  would  be,  I  think,  between  2,000 
and  3,000  feet  below  the  lowest  point  of  this  basin.  A  company,  owning  several 
hundred  square  miles,  has  been  formed  to  develop  this  district,  but  up  to  the  pres- 
ent very  little  work  has  been  done.  I  believe,  however,  they  are  to  start  drilling 
shortly.  If  oil  was  struck  in  this  district  it  could  be  easily  piped  by  gravity  to 
Cape  Town,  within  a  distance  of  85  miles,  or  to  the  line  of  the  Cape  Government 
Railway,  a  distance  of  about  10  miles. 

In  the  Orange  Free  State,  in  the  vicinity  of  Heilbrun,  indications  of  oil  are  found 
in  the  Devonian  formation  at  points  where  intnisive  dikes  of  basalt  have  cut  the 
formation.  The  formation  here  lies  practically  horizontal,  but  as  most  of  the  country 
in  this  vicinity  seems  to  be  cobwebbed  with  intrusive  dikes  I  do  not  think  it  likely 
that  the  interv^euing  area  between  these  dikes  will  be  of  sufficient  size  to  carry  a  large 
quantity  of  oil  or  give  any  great  pressure. 

Indications  of  oil  are  also  found  in  the  southern  portion  of  Matabeleland,  near  the 
Junction  of  the  Umzingwani  and  Limpopo  rivers,  but  no  development  or  systematic 
prospecting  has  yet  been  done  at  this  point. 
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IXTROBUCTION. 

The  decline  in  pressure  previonsly  noted  continued  throaghoat  1897 
in  nearly  all  the  producing  fields.  A  number  of  natural-gas  companies 
have  extended  their  lines,  and  with  the  help  of  compressors,  have 
utilized  fields  that  were  previously  neglected.  The  life  of  many  wells 
with  declining  pressure  was  longer  and  furnished  more  gas  than  the 
fall  in  pressure  in  the  early  life  of  the  gas  well  indicated.  Compara- 
tively few  new  gas  wells  were  drilled  during  1897,  the  main  portion  of 
the  field  work  being  to  keep  the  older  wells  free  from  water  and  continue 
their  life  as  long  as  possible. 

Central  Ohio  and  West  Virginia  furnished  some  gas  wells  of  large 
volume  and  pressure  in  comparatively  new  territory. 

The  increase  of  $823,910  in  the  value  of  production  in  1897  over  that 
of  1896  is  due  to  the  greater  number  of  companies,  principally  in  Penn- 
sylvania and  West  Virginia,  making  returns,  and  not  to  increased 
production.  There  is  diflBculty  in  getting  full  and  complete  returns  of 
the  numerous  small  operations  scattered  throughout  the  various  fields. 

The  large  increase  in  the  number  of  natural-gas  engines  throughout 
nearly  all  the  producing  oil  fields  for  pumping  oil  wells  by  a  system  of 
rods  or  rope  connections  has  generally  proved  satisfactory,  and  the 
saving  in  the  amount  of  natural  gas  formerly  consumed  in  doing  the 
same  work  is  very  large.  Where  deep  wells  have  to  be  pumped  in 
clusters  the  condensation  in  the  long  steam  lines  is  a  serious  loss,  often 
amounting  to  much  more  than  the  amount  of  work  accomplished.  This 
can  be  overcome  by  the  compression  of  air  by  natural-gas  engines  and 
by  slight  modifications  in  the  steam  cylinders  of  the  engines  at  the 
well.  They  can  be  arranged  to  be  economical  compressed-air  engines. 
The  steady  increase  in  the  number  of  incandescent  mantles  in  connec- 
tion with  natural  gas  is  noted,  as  this  combination  gives  by  far  the 
cheapest  and  best  illuminator  now  offered. 

The  manner  in  which  the  different  States  are  connected  by  pipe  lines 
carrying  gas  from  one  to  the  other  is  complicated,  and  requires  con- 
siderable careful  work  to  separate  the  values.  New  York  receives 
gas  from  its  own  territory  and  also  from  Pennsylvania  and  Canada; 

167 


168 


MINERAL   RESOURCES. 


Pennsylvania  receives  some  gas  from  West  Virginia;  Ohio  receives 
gas  from  Pennsylvania,  Indiana,  and  West  Virginia,  besides  its  own 
production,  and  West  Virginia  receives  some  gas  from  Pennsylvania. 
A  part  of  the  gas  consumed  in  Illinois  comes  from  Indiana. 

VAIiUE  ANB  DISTRIBUTION  OF  NATIJRAIi  GAS  PRODUCED 

IN  THK  UNITED  STATES. 

The  table  below  shows  an  increase  of  $823,910  in  the  receipts  over 
1896  for  the  companies  reporting.  While  this  increase  is  correct  for 
the  increased  number  of  companies  reporting,  it  is  not  a  correct  com- 
parison, as  there  were  889  companies  reporting  in  1897  and  only  763  in 
1896,  a  gain  of  120.  There  was  a  decrease  in  the  receipts  of  the  763 
companies  which  reported  in  1896,  although  prices  were  a  shade  higher 
in  1897.  Much  of  the  amount  now  sold  is  by  meter,  yet  there  is  con- 
siderable gas  disposed  of  in  small  localities  near  the  gas  field,  the 
price  during  the  winter  and  summer  months  beiug  fixed  according 
to  the  size  of  the  orifice.  Besides  these  companies  making  returus 
there  are  a  number  of  establishments  where  gas  is  largely  consumed, 
such  as  drilling  wells,  operating  pumping  wells  and  pipe  lines,  besides 
that  consumed  by  individuals  on  whose  property  there  are  gas  wells 
and  who  burn  free  gas,  which  will  probably  amount  to  an  addition  to 
the  values  reported  of  from  25  to  30  per  cent. 

In  the  following  table  is  given  the  approximate  value  of  natural  gas 
produced  in  the  United  States  from  1888  to  1897,  by  States : 

Approximate  value  of  natural  gas  produced  in  the  United  States  from  1888  to  1897, 


SUte. 


1838. 


Penusylvania.  $19, 282, 375 

New  York  ...  J        332, 500 

Ohio 1,500,000 

West  Virginia         120, 000 

Indiana '     1,320,000 

Illinois 

Kentucky \ 

I 
Kansas 

Missouri 

Arkansas 

Texas 

Utab 

Soatb  Dakota 

California 

Other  States.. 


1880. 


Total. 


75,000 


$11, 593, 989 

530, 026 

5, 215, 669 

12,000 

2, 075, 702 

10, 615 

2,580 

15, 873 

35,687 

375 

1,728 

150 

25 

12,680 

1, 600, 000 


22, 629, 875     21, 107, 099 


I 


1890. 


$9, 551, 025 

552,000 

4, 684, 300 

5,400 

2, 302, 500 

6,000 

30,000 

12,000 

10,500 

6,000 

33,000 
1,600,000 


18, 792,  725 


1891. 


$7, 834, 016 

280,000 

3, 076, 325 

35,000 

3, 942, 500 

6,000 

38,993 

5,500 

1,500 

250 


30,000 
250,000 


15, 500, 084 


1892. 


$7, 376, 281 

216, 000 

2, 136, 000 

500 

4,  716, 000 . 

12,988 

43, 175 

40,  795 

3,775 

100 

100 


55,000 
200,000 

14, 800,  714 
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Approximate  value  of  natural  gae  produced  in  the  United  States,  etc. — Continued. 


State. 

1893. 

1894. 

1893. 

1896.                      1897. 

Pennsylvania. 

New  York 

Ohio 

$6,488,000 

210, 000 

1, 510, 000 

123,000 

5, 718, 000 

14,000 

68,500 

50,000 

2,100 

100 

50 

500 

$6, 279, 000 

249,000 

1, 276, 100 

395, 000 

5, 437, 000 

15,000 

89,200 

86,600 

4,500 

100 

50 

500 

12,000 

60,350 

50,000 

$5, 852, 000 

241,530 

1, 255, 700 

100,000 

5, 203, 200 

7,500 

98,700 

112, 400 

3,500 

100 

20 

30,000 

7,000 

55,000 

50,000 

a$5, 528, 610 

256,000 

1, 172, 400 

c640,000 

c5, 043, 635 

6,375 

99,000 

124, 750 

1,500 

60 

ft$6, 242, 543 

200,076 

1,171,777 

rf912, 528 

<?5, 009, 208 

5,000 

90,000 

105,700 

500 

40 

West  Virginia 

Inaiana 

Illinois 

Kentucky 

Kansas 

Missouri 

Arkansas 

Texas 

Utah 

20, 000             15.  a50     ' 

Colorado   

4,500 
55, 682 
50,000 

4,000 
50,000 
20,000 

California 

Other  States.. 

Total... 

62,000 
100,000 

14, 346, 250 

13, 954, 400 

13, 006, 650 

13,002,512  i  13,826,422 

alDcIndes  $912,000  worth  of  gaa  produced  in  Pennsylvania  bnt  conenmed  in  New  York  and  Ohio. 

b  Inclades  $999,882  worth  of  gas  produced  in  Pennsylvania  but  consumed  in  New  York,  Ohio,  and 
West  Virginia. 

clncludes  $126,000  worth  of  gas  produced  in  West  Virginia  but  consumed  in  Pennsylvania  and 
Ohio. 

d  Includes  $269,336  worth  of  gas  produced  in  West  Virginia  but  consumed  in  Pennsylvania  and 
Ohio. 

0  Includes  value  of  some  gas  produced  in  Indiana  but  consumed  in  Ohio  and  Illinois. 

The  following  table  was  compiled  from  the  statements  of  the  same 
companies  and  individuals  making  complete  returns  in  1897  as  in  1896 
in  Pennsylvania,  Indiana,  and  Ohio.  A  number  of  gas  companies  and 
individuals  do  not  keep  their  accounts  in  such  a  manner  that  these 
tables  can  be  filled  out.  During  1896  the  number  of  companies  that 
made  a  sufficiently  complete  report  to  fill  out  the  blanks  and  enable 
the  comparison  to  be  made  between  1895  and  1896  were  91  in  Pennsyl- 
vania, 205  in  Indiana,  and  59  in  Ohio.  Sufficiently  complete  reports 
for  comparison  were  received  in  1896  and  1897  from  115  companies  in 
Pennsylvania,  291  in  Indiana,  and  87  in  Ohio.  This  shows  that  the  115 
companies  in  Pennsylvania  received  more  for  gas  sold  in  1897  than  in 
1896,  more  gas  being  sold  by  meter,  while  the  receipts  of  291  compa- 
nies in  Indiana  and  87  in  Ohio  were  less. 

The  number  of  fires  in  Pennsylvania  and  Ohio  shows  a  falling  off 
(more  gas  being  sold  by  meter),  while  in  Indiana  there  is  an  increase. 
The  value  of  wood  or  coal  displaced  is  less  than  the  value  of  the  natural 
gas  consumed  in  Pennsylvania;  in  Indiana  the  value  of  the  wood  or 
coal  consumed  to  do  the  same  heating  is  much,  more  than  was  paid  for 
the  gas;  in  Ohio  the  values  are  nearly  the  same. 
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The  total  number  of  domestic  fires  supplied  by  these  companies  in 
the  three  States  named  in  1897  was  376,062,  as  compared  with  378,825 
in  1896,  showing  a  total  decrease  of  only  2,763  fires. 

NaturaUgat  records  in  1896  and  1897. 


Amount  received  for  sale 
of  gaa  or  value  of  fcas 
oonaumed 

Value  of  coal  or  wood 
displaced 

Domestic  fires  supplied. . 

Iron  and  steelworks  8up< 
plied 

Glass  works  supplied 

other  establishments 
supplied 

Total  establishments 
supplied 

Total  wells  producing 
Jan.] 

Total  producing  wells 
drilled 

Total  wells  producing 
Dec.  31 

Total  feet  of  pipe  laid  . . . 

Total  establishments  re- 
porting   


Pennsylvania. 

1896. 

1897. 

$4,255,014 

$4,257,352 

$4,292,119 

$3,866,297 

197, 106 

187,644 

38 

83 

41 

45 

717 

943 

796 

1,021 

1,655 

1,786 

232 

222 

1,786 

1.826 

22. 624, 257 

23,932.250 

115 

115 

Indiana. 


1896. 


1807. 


$2. 764. 614 

$3,624,444 
122, 947 

7 
36 

865 

908 

1,517 
331 

1,748 


291 


Ohio. 


1896. 


$2,751,702  $1,191,719 


$3,744,961 
137, 676 

10 
37 


482 


529 


1,748 


316 


1,876 


$1,275,798 
58.772 


203 


203 


440 


119 


465 


17,398,561  7,395,172 


291 


87 


1897. 


$1. 138. 012 

$1,154,834 
50,742 


170 

171 

465 

104 

447 
7,492.791 

87 


The  number  of  producing  wells  owned  by  the  companies  reporting 
was  1,786  January  1,  1897,  in  Pennsylvania;  at  the  close  of  the  year 
it  had  increased  to  1,826.  In  Indiana  the  number  of  wells  producing 
at  the  beginning  of  the  year  was  1,748;  at  the  close  of  the  year  it 
was  1,876.  Ohio  showed  a  reduction  in  producing  wells  of  from  465 
January  1  to  447  December  31. 

Each  State  shows  an  increase  in  the  number  of  feet  of  pipe  laid 
during  1897,  Indiana,  however,  showing  the  largest  increase. 

The  following  table  was  compiled  from  the  statements  of  all  com- 
panies and  individuals  making  returns,  and  shows  the  amount  received 
for  the  sale  of  the  gas  in  the  States  where  it  was  consumed  in  1897. 
In  several  instances  not  all  of  it  was  produced  in  the  State  where  it 
was  consumed,  but  was  brought  into  it  from  the  adjoining  States. 
Hence  these  figures  will  not  check  with  the  table  showing  the  pro- 
duction of  gas.  There  were  889  companies  and  individuals  in  the 
several  States  named  that  reported,  giving  the  amount  received  for 
gas,  together  with  the  value  of  the  coal  or  wood  displaced  by  it 
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Value  of  natural  ga9  coJMumed  in  the  United  States  in  1897,  by  States,  and  the  value  of 
ooal  or  wood  displaced  by  same,  as  reported  by  889  persons,  firms,  and  corporations. 


State. 


Pennsylvania 

Indiana 

Ohio 

New  York 

West  Virginia 

Kansas 

Kentucky 

California 

Utah  and  Colorado 

Illinois 

Missouri 

Arkansas 

Total 


Gompa- 
nien  or  in* 
dividu- 
aU  re- 
porting. 


176 

452 

157 

41 

12 

10 

16 

8 

3 

10 
3 
1 


889 


Amount  re- 
ceived for  Bale 
of  gas,  or 
value  of  gas 
oonsumed. 


a  $5, 392, 661 

3, 945, 307 

(1,506,454 

0  874,617 

11791,192 

98, 517 

89, 312 

32,062 

19, 050 

5,000 

158 

40 


12, 754, 370 


Estimated 

valae  of  coal  or 

wood  displaced 

by  gas. 


$5, 251, 991 

5, 297, 905 

1, 559, 935 

886,086 

881,259 

124.350 

104,903 

39,620 

24,000 

5,000 

158 

40 


14, 175, 247 


a  Includes  $150,000  worth  of  gas  produced  in  West  Virginia,  but  consumed  iu  Pennsylvania. 
h  Includes  $334,677  worth  of  gas  produced  in  Pennsjlvania,  Indiana,  and  West  Virginia,  but  oon- 
snmed  in  Ohio, 
c  Includes  $674,541  worth  of  gas  produced  in  Pennsylvania,  but  consumed  in  New  York. 
d  Includes  $148,000  worth  of  gas  produced  in  Pennsylvania,  but  consomed  in  West  Virginia. 
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USES  TO  WHICH  NATURAIj  GAS  IS  APPIjIEB. 

The  followiDg  table  shows  the  principal  ases  to  which  natural  gas  is 
applied.  The  amount  consumed  as  an  illuminaut  increases  yearly,  bat 
in  the  table  it  is  not  separated  from  that  supplying  domestic  fires.  It 
will  be  noticed  that  889  companies  and  individuals  rei)orted  in  1897,  as 
compared  with  763  in  1890,  which  accounts  for  the  general  increase  in 
this  table.  Much  gas  is  also  consumed  near  the  wells  in  the  manufac- 
ture of  a  superior  article  of  lampblack,  unreported;  and  a  large  amount 
of  natural  gas  of  which  we  have  no  record  is  consumed  by  individuals 
and  companies  inside  of  the  gas  belts.  A  number  of  iron  mills  and 
steel  works  in  and  about  Pittsburg  have  their  own  lines  extending  to 
the  gas  fields. 

Uses  to  which  natural  ga»  produced  in  the  United  ^States  in  1897  was  put,  as  reported  by 

889  persons f  firms,  and  corporations. 


state. 


Penusylvania 

Indiasa 

Ohio 

New  York 

West  Virginia 

Kansas 

Kentucky 

California 

Utah  and  Colorado  . 

Illinois 

Missouri 

Arkansas 

Total 


Compa- 
nies or 
indi- 
vidiiala 
report- 
ing. 


Domestic 

flres 
supplied. 


176 

452 

157 

41 

12 

10 

16 

8 

3 

10 

3 

1 


889 


201, 059 

214,  750 

85,368 

55,086 

30, 015 

3,956 

9,395 

1,706 

640 

185 

12 

2 

602, 174 


Establishment-s  supplied. 


Iron 
mills. 

Steel 
works. 

Glass 
works. 

other 
estab- 
lish- 
ments. 

20 

•  26 

57 

1,021 

11 

2 

58 

864 

1 

1 

181 

2 
5 

78 

388 

2 



18 

1 

2 

Total. 


34 


28 


123 


1,124 

935 

183 

80 

393 

20 

1 

2 


2,554 


2,  739 


RECORB  OF  WEIjIjS  AND  PIPE  lilNBS. 

In  the  following  table  will  be  found  the  number  of  companies  and 
individuals  operating,  the  number  of  gas  wells  at  the  beginning  and 
end  of  the  year,  the  number  of  gas  wells  abandoned  during  the  year, 
and  the  nonproducing  wells  drilled  in  1897,  together  with  the  total 
length  of  pipe  (from  2  inches  up  to  16  inches  in  diameter)  laid  up  to 
December  31,  1897,  which  during  the  year  amounted  to  a  gain  of 
1,061^  miles. 
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Record  ofwelU  and  amount  of  pipe  line  as  reported  hy  880  persons,  firms,  and  corporations 

in  1897. 


State. 


Pennsylvania  .. 

Indiana 

Ohio 

New  York 

West  Virginia . . 

Kansas 

Kentucky 

California 

Utah  and  Colo- 
rado   

Illinois 

Missouri 

Arkansas 

Total  .... 


Compa- 
nies or 
indi- 
viduals 


Wells. 


Pro- 


Pro- 

report-  duciiiK.  ducing, 
ing.     Dec. 31,  drilled 
ISM.    in  1897. 


176  j2,124 
452  2,400 
659 
286 
105 
61 
69 
17 


157 
41 
12 
10 
16 
8 

3 

10 

3 

1 


18 

25 

3 

2 


Aban- 
doned 
iu  1887. 


314 

419 

88 

33 

47 

16 

9 

1 


889  ;5,769       932 


147 
230 
59 
9 
2 
3 
2 


Pro.   '  Nonpro-  i 

d°<^»°K'i  ^hole?   i 

,^07     'drillwlln 
itw/.         jggy^      I 


2,291 

2,589 

688 

310 

150 

74 

'      76 

18 


18 

30 

3 

2 


452  6,249 


96 
66 
51 
7 
1 
8 
2 
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Total  pipti  laid  to  Dec.  31, 
1897. 


Feet. 


28, 270, 705 

23, 226, 981 

9, 500,  472 

2, 186, 998 

4, 717, 392 

442, 570 

362, 580 

54,700 

221,200 

47,160 

1,000 

750 


69, 032, 508 


I 


MUes. 


5,354-h 
4,399 
1,799+ 
414 
893 
84 
69 
10+ 

42 
9 


13, 074* 


RECORDS  BY  STATK8. 

PENNSYLVANIA. 

No  new  gas  territory  was  opened  up  during  1897.  There  were  a 
number  of  extensions  of  moderately  good  territory  in  some  of  the  fields. 
All  indications  point  to  exhaustion  of  the  several  fields  more  or  less 
rapidly,  according  to  the  demand  and  capacity  of  the  gas  pool.  As 
the  pressure  diminishes  it  takes  more  time  to  obtain  an  equal  quantity 
of  gas.  This  is  at  first  accomplished  by  drilling  more  wells.  Then  it 
is  found  that  the  gas  mains  are  too  small  to  secure  enough  gas,  and 
the  gas  pump  is  installed.  When  there  is  a  large  demand  for  gas, 
suction  efficiency  is  within  a  few  pounds  of  that  of  the  atmosphere. 

Greene  County  has  produced  several  good  gas  wells  during  the  year 
in  that  deep  territory  where  the  Gordon  sand  is  found  at  from  2,600 
to  2,800  feet  in  depth,  and  in  places  another  sand,  300  feet  below  the 
Gordon,  holds  gas  in  fair  quantities.  What  is  known  as  the  30-foot 
sand,  at  Nineveh,  contains  gas  and  lies  above  the  Gordon  sand. 

For  several  years  during  the  introduction  of  natural  gas  the  great 
volume  was  disposed  of  at  prices  below  its  value  and  consumed  in  the 
most  uneconomical  manner  or  allowed  to  escape  into  the  air,  when 
the  pressure  on  the  lines  ran  too  high,  rather  than  to  shut  it  in  at 
the  wells.     The  gas  companies  have  been  using  more  care  of  late 


174 


MINERAL   RESOURCES. 


years  when  the  end  seemed  almost  in  sight,  and  since  the  introdaction 
of  the  meter  it  has  been  to  the  interest  of  each  consumer  to  use  natural 
gas  in  the  most  economical  manner.  It  is  probable  that  today  1  cubic 
foot  of  gas  as  now  consumed  is  accomplishing  the  same  results  that 
required  3  or  4  cubic  feet  for  several  years  after  gas  was  introduced. 

The  pressure  at  the  wells  throughout  the  State  ranges  from  1  pound 
to  700  pounds,  and  the  average  is  placed  at  65  pounds  to  the  square 
inch.  The  following  table  shows  a  gain  in  the  value  of  gas  produced 
in  1897,  owing  to  the  increased  number  of  natural-gas  companies  and 
individuals  reporting,  176  in  1897  as  compared  to  156  in  1896 : 

Value  of  natural  y  as  produced  in  Pennsylvania  from  1885  to  1897, 


Tear. 

Valae. 

Year. 

Value. 

1885 

$4,  500,  000 

9, 000,  000 

13, 749, 500 

19, 2>^2, 375 

11,593,989 

9, 551, 025 

7, 834, 016 

1892 

1893 

$7, 376, 281 
6,488.000 
6, 279, 000 
5, 852, 000 
5, 528, 610 
6,  242, 543 

1886 

1887 

1888 

1894 

1895 

1889 

1896 

1890 

1897 

1891 

There  were  2,291  wells  reported  as  producing  at  the  close  of  the  year, 
314  productive  wells  drilled,  147  wells  abandoned,  and  96  dry  holes 
drilled  in  1897,  by  the  176  companies  and  individuals  reporting. 

OHIO. 

There  has  been  a  steady  decline  throughout  almost  all  of  the  gas 
fields  in  the  State  except  the  Lancaster  field,  which  has  been  extended 
as  far  south  as  Good  Hox>e  township  in  Hocking  County.  A  number  of 
large  wells  have  been  found  in  the  vicinity  of  Sugargrove,  in  the  south- 
eastern corner  of  Fairfield  County.  These  wells  range  from  3,000,000 
to  6,000,000  cubic  feet  in  twenty-four  hours.  They  are  about  2,200  feet 
in  depth,  and  get  the  gas  in  the  Clinton  horizon.  Their  rock  pressure 
is  about  800  pounds  to  the  square  inch.  The  gas  from  this  district 
goes  to  Columbus,  Lancaster,  Chilicothe,  and  Athens.  This  field  is  by 
far  the  most  promising  in  the  State,  and  it  is  probable  that  it  will 
be  extended  still  farther  south.  It  has  furnished  a  steady  supply  to 
Oolumbus  and  Lancaster  for  a  number  of  years,  and  the  indications  are 
that  these  cities  will  continue  to  enjoy  the  supply  for  many  years  to 
come. 

The  falling  off  in  the  volume  of  gas  in  the  Trenton  limestone  pro- 
duction in  northwestern  Ohio  has  been  very  marked  during  1897.  The 
initial  pressure  in  1888  was  450  pounds  to  the  square  inch ;  that  for 
1896  was  placed  at  45  pounds,  and  that  for  1897  at  30  pounds.  As  the 
pressure  falls  many  wells  are  "drowned  out"  by  water,  which  seals  up 
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the  flow  of  gas,  and  requires  more  gas  to  be  consumed  in  the  gas  com- 
pressors to  maintain  the  pressure  in  the  lines,  so  that  the  last  portions 
of  the  gas  in  the  rock  will  be  secured  by  additional  expense,  and  it  is  a 
question  whether  the  limit  of  its  profitable  extractions  will  not  be 
reached  in  a  short  time. 

The  following  table  shows  that  the  total  value  of  natural  gas,  as 
reported  in  1897,  is  only  slightly  less  than  that  for  1896.  There  were 
27  more  companies  and  individuals  reporting  in  1897  than  in  1896. 
The  decrease  in  northwestern  Ohio  is  partially  compensated  by  the 
increase  in  the  Lancaster  field. 


Value  of  natural  gas  produced  in  Ohio  from  1885  to  1897, 


Year. 

Value. 

Year. 

Value. 

1885 

$100,000        i89*i '    jfc9  i3fi  onn 

1886 

400,000 
1,000,000 
1, 500, 000 
5, 215, 669 
4, 684, 300 

I     1893 1,510,000 

1894 1,276,100 

1895 1.2.^n  700 

1887 

1888 

1889 

1896 

-7 ^» 

1, 172, 400 
1, 171, 777 

1890 

1897 

1891 

3, 076, 325 

The  157  companies  and  individuals  reporting  in  1897  show  that  there 
were  688  gas  wells  producing  at  the  close  of  the  year;  88  productive 
wells  were  drilled  during  the  year;  59  were  abandoned,  and  51  were 
nonproductive. 

INDIANA. 

The  value  of  the  natural  gas  produced  in  this  State  has  remained 
nearly  the  same  for  three  years  past.  That  of  1897  is  slightly  less  than 
that  of  1896.  A  large  amount  of  gas  goes  from  this  State  to  Ohio  and 
Illinois.  All  the  gas  found  iu  the  State  comes  from  the  Trenton  limestone 
at  an  average  depth  of  a  little  less  than  1,000  feet.  The  original  rock 
pressure  in  1886  was  325  pounds  to  the  square  inch;  in  1896,  about  220 
pounds;  and  in  1897  it  is  placed  at  195  pounds.  In  the  Twenty-second 
Annual  Eeport,  Department  of  Geology,  Mr.  J.  C.  Leach,  State  gas 
inspector,  says:  "The  average  yearly  decrease  during  the  past  three 
years  has  been  20  pounds,  the  decrease  for  the  past  year  being  about 
25  pounds.  And  in  connection  with  the  above  it  is  safe  to  say  that  a 
majority  of  the  wells  of  the  field  will  cease  to  be  serviceable  when  the 
rock  pressure  reaches  100  pounds.'^  If  it  were  possible  to  exhaust  all 
of  the  gas  down  to  30  pounds  there  would  remain  30  per  cent  of  the 
original  volume  at  the  beginning  of  the  present  year,  which  at  the 
present  rate  oi  consumption  would  last  about  five  years.  A  consider- 
able portion  of  the  g<as  area  in  this  State  is  being  invaded  by  the  fiow 
of  salt  water  as  the  pressure  diminishes,  and  it  is  a  problem  to  deter- 
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mine  bow  mach  pressure  will  be  required  to  restrain  the  water  and 
keep  it  from  sealing  up  the  How  of  gas.  Inspector  Leach  submits  the 
following  estimate  as  to  the  number  of  gas  wells  in  the  iield: 

Wells  drilled  for  gas  since  March  14,1886 5,400 

Wells  abandoned  since  March  14,  1886 2,800 

Wells  producing  gas  January  1,1898 2,600 

In  the  spring  of  1897  a  considerable  amount  of  oil  was  found  in  drill- 
ing for  gas  near  Alexander.  This  was  soon  followed  up  by  the  drilling 
of  about  fifty  wells  in  the  vicinity,  in  the  heart  of  the  Indiana  gas  field. 
Oil  was  found  in  about  one-half  of  these  wells.  Those  producing  gas 
alone  were  plugged,  but  those  producing  oil  were  operated,  and  a  very 
large  waste  of  gas  occurred.  The  capacity  of  some  of  these  wells  was 
as  great  as  0,000,000  to  8,000,000  cubic  feet  in  twenty  four  hours,  and 
they  were  allowed  to  exhaust  for  several  days.  Those  producing  some 
oil  were  operated  and  a  very  large  amount  of  gas  wasted,  which  was  of 
more  value  than  the  oil  obtained.  This  has  been  partially  corrected  by 
laws  enacted  by  the  general  assembly  in  1893,  and  further  strength- 
ened by  a  decision  of  the  supreme  court,  which  took  the  ground  that 
natural  gas  was  confined  in  a  general  reservoir,  and,  being  the  property 
of  the  sovereign,  that  individuals  and  companies  were  restrained  from 
allowing  it  to  go  to  waste  by  escaping  from  wells  into  the  air.  The  laws 
regulating  the  unrestricted  flow  of  natural  gas  have  been  the  subject 
of  many  suits,  with  varying  results,  so  that  their  enforcement  has  been 
surrounded  by  legal  difficulties. 

In  the  following  table  will  be  found  a  statement  of  the  value  of  the 
natural  gas  produced  in  Indiana  from  1886  to  1897: 

Value  of  natural  gas  produced  in  Indiana  from  1886  to  1897. 


188(> 
1887 
1888 
1889 
1890 
1891 


$300,000 
600,000 
1, 320, 000 
2, 075, 702 
2, 302, 500 
3, 942, 500 


1892 1  $4,716,000 

1893 '  5,718,000 

1894 1  5,437,000 

1895 5,203,200 

1896 5,043,635 

1897 1  5,009,208 


The  number  of  wells  reported  at  the  close  of  1896  was  2,400;  419 
were  drilled  in  1897  and  230  abandoned,  so  that  the  number  of  wells 
producing  December  31,  1897,  was  2,589,  and  the  number  of  dry  holes 
drilled  was  66. 

KENTUCKY. 

Natural  gas  is  produced  in  Meade,  Breckinridge,  Hardin,  and  Jeffer- 
son counties  in  western  Kentucky,  and  in  Floyd,  Martin,  and  Lawrence 
counties  in  eastern  Kentucky. 
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The  wells  that  supply  a  part  of  Louisville  and  Ganiettsville  are 
located  in  Meade  County.  These  wells  are  about  480  feet  deep  and 
obtain  their  gas  in  the  Devonian  black  slate.  The  pressure  has  been 
gradually  decreasing,  and  in  cold  w^eather  the  supply  is  insufficient. 

Some  gas  is  found  in  Breckinridge  County  in  the'  neighborhood  of 
Cloverport.  The  wells  are  about  950  feet  in  depth.  The  gas  wells  in 
Hardin  and  Jefferson  counties  are  small  with  gradually  declining  pres- 
sure, and  the  product  is  consumed  by  their  owners  for  domestic  purposes. 

There  are  many  wells  having  large  volumes  of  gas  located  at  Warfield, 
Martin  County,  in  eastern  Kentucky.  They  have  been  shut  in  for  a 
number  of  years.  Several  good  gas  wells  have  been  developed  lately 
by  the  New  Domain  Oil  and  Gas  Company  in  Floyd  County.  The 
gas  comes  from  the  top  of  the  "big  lime"  (Lower  Carboniferous)  and 
the  Berea  sand.  None  of  this  gas  has  been  utilized,  although  there 
is  a  company  organized  expecting  to  pipe  it  to  the  towns  on  the  Ohio 
Kiver,  about  50  miles  north. 

The  following  table  shows  the  value  of  the  gas  produced  in  Ken- 
tucky in  1897.  It  shows  a  slight  decline.  Nearly  all  of  this  amount 
is  produced  by  the  wells  in  Meade  County  and  sold  at  Louisville. 
The  length  of  the  pipe  line  is  35  miles. 

Value  of  natural  gas  produced  in  Kentucky  from  1889  to  1897, 


Year. 


1889 
1890 
1891 
1892 
1893 


Value. 

$2,580 
30,000 
38,993 
43, 175 
68,500 


Year. 


1894 
1895 
1896 
1897 


Value. 


$89,  200 
98,700 
99,000 
90,000 


The  number  of  wells  reports  was  69  producing  at  the  close  of  1896; 
9  were  drilled  in  1897  and  2  abandoned,  leaving  76  wells  producing  at 
the  close  of  1897. 

ILLINOIS. 

Natural  gas  is  found  in  Bureau  and  Eandolph  counties.  In  Bureau 
County  the  pressure  remains  steady  from  3  to  30  pounds,  and  the  aver- 
age depth  is  about  140  to  160  feet.  The  gas  is  found  in  a  greensand 
capped  by  a  hard  blue  clay.  It  is  used  for  domestic  purposes,  and  a 
large  number  of  families  have  their  own  gas  wells.  The  supply  has 
been  steadily  maintained  for  ten  years.  In  Eandolph  County  there  are 
a  number  of  gas  wells  (in  the  town  of  Sparta)  that  have  furnished  a 
constant  supply  of  gas  for  eight  years,  but  which  at  this  writing  are 
nearly  exhausted.  There  were  25  producing  wells  rei)orted  at  the  close 
of  1896,  5  were  drilled  that  were  producers  in  1897,* making  30  produc- 
ing at  the  end  of  the  year. 
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The  production  of  natural  gas  in  Illinois  from  1889  to  1897  was  a9 
follows : 

Value  of  natural  gas  produced  in  Illinaisfrom  1889  to  1897. 


Tear. 


1889 
1890 
1891 
1892 
1893 


Value. 


$10,bl5 

6,000 

6,000 

12,988 

14,000 


Year. 


1894 
1895 
1896 
1897 


Value. 


$15,000 
7,500 
6,376 
5,000 


KANSAS. 

The  counties  in  this  State  in  which  natural  gas  is  produced  are  Allen, 
Wilson,  Miami,  Montgomery,  and  Wyandotte. 

In  Allen  County  there  are  a  number  of  good  gas  wells  which  have 
been  drawn  on  for  several  years,  but  the  decline  in  pressure  is  slight. 
The  gas  is  found  at  an  average  depth  of  875  feet  in  a  conglomerate  of 
sand  and  shale  after  passing  through  many  strata  of  limestone  and 
shale.  The  pressure  is  about  250  pounds  to  the  square  inch.  Mont- 
gomery County  has  a  number  of  good  gas  wells  of  permanent  pressure 
that  obtain  their  gas  from  the  sand  rock,  at  an  average  depth  of  675 
feet.  Others  less  deep  that  found  gas  in  shale  have  ceased  production. 
There  are  also  gas  wells  in  Miami  County  that  are  only  300  to  500  feet 
in  depth,  but  their  period  of  operation  is  short.  Wilson  County  has  a 
number  of  moderately  good  gas  wells. 

Altogether  Kansas  has  not  produced  as  much  gas  as  was  expected 
from  the  amount  of  development  during  1896.  The  production  of  1897 
shows  a  considerable  falling  off.  Many  gas  plants  of  towns  are  sup- 
plied by  the  Forest  Oil  Company,  which  owns  a  number  of  the  largest 
gas  wells  in  the  State.  The  number  of  producing  wells  at  the  close  of 
1896  was  61,  as  reiiorted  by  10  companies  making  returns;  16  were 
drilled  in  1897  and  3  were  abandoned,  leaving  74  producing  at  the  close 
of  1897.    During  the  year  8  dry  holes  were  drilled. 

The  production  of  natural  gas  in  Kansas  from  1889  to  1897  has  been 
as  follows: 

Value  of  natural  gas  produced  in  Kansas  from  1889  to  1897. 


1889 
1890 
1891 
1892 
1893 


Value. 

$15, 873 

12,000 

5,500 

40, 795 

50,000 


Year. 


1894 
1895 
1896 
1897 


Value. 


$86,600 
112, 400 
124,750 
105, 700 
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MISSOURI. 

« 

A  small  amoant  of  nataral  gas  was  prodaced  from  shallow  wells  in 
Kansas  City  and  was  cousamed  by  the  owners  of  the  wells  for  domestic 
purpose^.  Bates  County  has  several  gas  wells  showing  a  pressure  of 
25  pounds,  which  also  produce  a  small  amount  of  oil. 

CALIFORNIA. 

There  are  many  wells  producing  a  small  amount  of  gas  scattered  in 
the  Sacramento  and  San  Joaquin  valleys  of  California.  There  are  also 
numerous  springs  through  this  region,  in  which  gas  is  found  bubbling 
up  with  the  water.  The  range  of  these  springs  in  some  localities  is 
northwesterly  to  southeasterly,  and  may  mark  the  line  of  an  old  earth- 
quake fracture.  The  more  or  less  violent  folding  of  the  strata  in  most 
of  this  region^  together  with  earthquakes  of  varying  severity,  has  pre- 
vented the  accumulation  of  large  reservoirs  of  high-pressure  natural  gas 
throughout  these  valleys.  There  may  be  large  reservoirs  in  the  probable 
anticlinals  that  are  buried  under  the  mass  of  alluvium  that  is  found. 

At  Stockton,  in  the  San  Joaquin  Valley,  some  25  wells  have  been 
sunk.  The  wells  usually  range  from  1,000  to  1,400  feet  in  depth.  One 
of  them  (an  exception  to  the  rule)  is  2,500  feet  in  depth,  furnishing  gas 
sufficient  to  supply  a  number  of  families  with  heat  and  light.  Most 
of  these  wells  flow  gas  and  water  together,  and  furnish  from  20,000 
to  50,000  cubic  feet  per  day.  The  pressure  varies  from  3.3  inches  to 
6.8  inches  of  water. 

There  are  numerous  wells  which  furnish  from  1,000  to  20,000  cubic 
feet,  usually  associated  with  flowing  water,  in  Merced,  Tulare,  and 
Fresno  counties.  At  Los  Angeles  there  are  some  wells  that  flow  mod- 
erate quantities  of  gas  in  the  locality  of  the  oil  wells,  the  gas  from 
which  is  used  for  generating  steam  and  for  domestic  purposes. 

The  production  of  natural  gas  in  California  from  1889  to  1897  has 
been  as  follows : 

Value  of  natural  gas  produced  in  California  from  1889  to  iS97, 


Year. 


1889. 
1890 
1891. 
1892. 
J  893, 


Value. 


$12, 680 
33,000 
30,000 
55,000 
62,000 


Year. 


1894 
1895 
1896 

1897 


Value. 


$60,350 
55,000 
55,682 
50,000 


NEW   YORK. 


Natural  gas  is  found  in  Allegany,  Onondaga,  Chautauqua,  Erie, 
Oswego,  Ontario,  Seneca,  Livingston,  and  Cattaraugus  counties  in  a 
range  of  strata  that  begins  at  the  bottom  of  the  Trenton  limesrone 
and  extends  to  the  Upper  Devonian  formation. 
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Most  of  the  gas  produced  in  New  York  State  comes  from  the  vicinity 
of  Wellsville,  from  wells  that  are  from  900  to  976  feet  in  depth;  the 
pressure  is  light  but  the  volume  is  large,  and  is  found  in  sand  rock  of 
the  Upper  Devonian  formation.  There  are  several  gas  pools  in  this 
county  skirting  the  edge  of  the  oil  production,  which  supply  the  towns 
of  Andover,  Greenwood,  Whites ville,  Olean  in  part,  Ceres,  Nile,  Bel- 
mont, Friendship,  Wellsville,  Bolivar,  AUentown,  and  Willing.  A 
considerable  amount  of  gas  comes  from  Ricebrook,  in  Allegany  County. 
The  old  original  gas  well  was  put  down  at  Fredonia  in  Chautauqua 
County,  in  1821,  and  was  used  for  lighting  at  that  date.  Most  of  the 
wells  in  this  county  are  small  and  owned  by  individual  consumers. 
Baldwinsville,  in  northwestern  Onondaga  County,  has  produced  a  num- 
ber of  fair  wells  ranging  from  300,000  to  1,500,000  cubic  feet  per  day. 
These  wells  vary  from  2,000  to  2,850  feet  in  depth,  a  number  having 
gone  entirely  through  the  Trenton  limestone.  The  rock  pressure  is 
reported  to  be  1,500  pounds  to  the  square  inch.  The  wells  in  the 
northern  part  of  Oswego  County,  which  get  their  gas  from  the  bottom 
of  the  Trenton  limestone,  show  large  volume  at  first,  but  decliue  at  a 
more  rapid  rate  than  many  others.^ 

In  Erie  County  the  main  supply  of  gas  comes  from  the  Medina 
sandstone.  There  are  a  great  many  shallow  wells  of  slight  volume 
that  obtain  gas  from  the  Hudson  River  shale  along  the  south  shore  of 
Lake  Ontario. 

Buffalo  'and  the  towns  of  Getzville,  North  Tonawanda,  Alden, 
Clarence,  and  Depew  obtain  most  of  their  gas  from  Pennsylvania  and 
Canada.  Wells  in  Livingston  County  supply  the  town  of  Caledonia. 
The  cost  of  drilling  shallow  wells  is  from  90  cents  to  $1  per  foot,  and 
deeper  wells  cost  from  91.25  to  $1.50  per  foot. 

The  following  table  shows  apparently  a  large  decrease  in  the  value 
of  natural  gas  produced  in  the  State  during  1897.  This  is  because  the 
previous  reports  included  gas  furnished  by  Pennsylvania  and  Canada, 
which  was  deducted  this  year. 

The  value  of  natural  gas  produced  in  New  York  from  1885  to  1897  is 
given  in  the  following  table: 

Value  of  natural  gas  produced  in  New  York  from  1885  to  1897. 


Year. 


Valae. 


1885.. 
1886.. 
1887.. 
1888.., 
1889.. 
1890.. 
1891.. 


$196,000 
210,000 
333,000 
332,500 
530, 026 
552,000 
280,000 


Tear. 


1892 
1893 
1894 
1895 
1896 
1897 


Value. 


$216, 000 
210,000 
249,000 
241, 530 

"256,000 
200,076 


1  These  wella  supply  the  towns  of  Falaski,  Lacona,  and  Sandycreek. 

*  A  portion  of  this  amount  should  be  credited  to  Pennsylvania,  but  it  was  impossible  to  make  the 
separation. 
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There  were  286  prodacing  wells  reported  at  the  close  of  1896;  33 
wells  were  drilled  in  1897  and  9  abandoned,  leaving  310  prodacing  wells 
at  the  close  of  1897;  daring  the  year  7  dry  holes  were  drilled. 

WEST  VIRGINIA. 

This  State  has  increased  its  prodaction  over  40  per  cent  daring  1897, 
reaching  a  total  of  $912,528  in  value.  This  amount  represents  a 
larger  quantity  of  gas  than  most  of  the  other  values,  because  only  a 
portion  of  the  towns  consuming  gas  use  meters.  Of  the  amount  above 
named,  $269,335  was  for  gas  consumed  in  Pennsylvania  and  Ohia 
Gas  is  found  in  Wetzel,  Marion,  Monongalia,  Doddridge,  Ritchie,  Tyler, 
Harrison,  Pleasants,  Wood,  Marshall,  Kanawha,  and  Logan  counties. 
The  sands  supplied  in  gas  are  the  Cow  Bun  Salt  Sand,  Big  Injun, 
Gantz,  Fifby-foot,  Gordon,  Fourth,  Fifth,  and  Elizabeth  sands.  The 
depth  of  gas  wells  ranges  from  1,200  to  2,800  feet,  and  the  rock 
pressure  varies  from  100  to  1,100  pounds  to  the  square  inch.  In  the 
Mannington  district  the  largest  part  of  the  gas  comes  from  Fourth 
sand  wells,  and  there  has  been  a  considerable  decline  in  pressure.  In 
Wetzel  County  the  Big  Injun  and  Gordon  sands  furnish  a  large  por- 
tion of  the  gas.  In  the  latter  part  of  1897  a  well  was  drilled  in,  south- 
west of  Pinegrove,  in  Wetzel  County,  on  the  Cunningham  farm.  It 
could  not  be  controlled  for  several  weeks,  and  was  said  to  have  been 
equal  to  the  '^Big  Moses"  well  some  10  miles  farther  south  when  it 
was  first  opened  up.  There  were  several  other  large  gas  wells  devel- 
oped in  this  section.  The  price  for  drilling  ranges  from  $1  to  $1.50 
per  foot.  There  is  a  large  falling  off  in  the  pressure  of  several  of  the 
fields.  There  are  three  lines  leading  out  of  West  Virginia,  namely, 
the  Philadelphia  Gas  Company,  from  Tyler  County  to  Pittsburg;  The 
Wheeling  Natural  Gas  Company,  from  Cameron  to  Wheeling  and  to 
Bridgeport,  Ohio;  and  The  Mountain  State  Gas  Company,  from 
Pleasants  County  to  Marietta,  Ohio.  The  following  cities  and  towns 
are  also  supplied:  Wheeling,  Parkersburg,  Sistersville,  New  Martins- 
ville, St.  Marys,  Morgantown,  Mannington,  Fairmont,  Clarksburg, 
Weston,  Moundsville,  Cameron,  and  Cairo,  besides  many  smaller 
places.  There  were  105  producing  wells  reported  at  the  close  of  1896; 
47  wells  were  drilled  in  1897,  and  2  abandoned,  leaving  150  wells 
producing  at  the  close  of  1897 ;  1  well  was  dry. 

COLORADO. 

The  value  of  the  natural  gas  produced  in  Colorado  has  been  placed 
at  $4,000  in  1897,  as  compared  with  $4,500  in  1896.  A  considerable 
portion  is  used  for  drilling  wells,  the  value  of  which  was  not  fully 
determined. 

No  attempt  has  been  made  to  drill  for  gas  alone.  Its  occurrence  is 
incidental  to  the  production  of  petroleum  in  the  Florence  field.  Sev- 
eral abandoned  oil  wells  produce  enough  gas  to  supply  part  of  Florence 
for  domestic  purpose^^    Gas  has  a  maximum  pressure  at  the  well  of 
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about  10  onnces,  and  is  pumped  from  the  wells  into  the  mains  and 
delivered  under  service  pressure  of  8  to  16  ounces.  More  or  less  is 
used  in  drilling  and  pumping,  of  which  no  estimate  is  made. 

UTAH. 

During  the  year  1897  the  Salt  Lake  and  Ogden  Gas  and  Electric 
Company  was  absorbed  by  the  Union  Light  and  Power  Company  of 
Salt  Lake  City,  Utah.  It  is  reported  that  43,000,000  cubic  feet  of 
natural  gas  was  produced  and  consumed  in  1897.  The  wells  are  from 
400  to  600  feet  in  depth  and  originally  had  a  pressure  of  140  to  240 
pounds  to  the  square  inch,  according  to  their  depth. 

Constant  trouble  has  been  experienced  in  keeping  the  wells  open, 
owing  to  the  silting  of  the  slate  and  sand,  which  settles  to  the  bottom 
and  chokes  up  the  flow.  Several  new  wells  were  added  to  the  plant. 
These  wells  are  located  12  miles  north  of  Salt  Lake  City,  on  the  shore 
of  Salt  Lake.  The  analysis  of  this  gas  in  the  report  for  1896,  from  an 
analysis  made  for  the  Salt  Lake  and  Ogden  Oas  and  Electric  Company, 
gave  16.6  per  cent  of  free  hydrogen.  Dr.  F.  C.  Phillips,  of  the  Univer- 
sity of  Western  Pennsylvania,  made  an  analysis  of  this  gas  for  free 
hydrogen  and  failed  to  find  a  trace  with  the  most  delicate  test  by  the 
use  of  pure  dry  palladium  chloride.  The  following  is  taken  from  a 
paper  read  before  the  chemical  section  of  the  Society  of  Western 
Pennsylvania  November  18, 1897:  "It  seems  safe  therefore  to  assert 
that  free  hydrogen  does  not  occur  in  natural  gas  from  the  Great  Salt 
Lake,  and  that  the  gas  of  recent  origin  from  that  region  does  not  differ 
from  that  produced  from  the  Devonian  rocks  of  Pennsylvania,  as  re- 
gards the  presence  of  free  hydrogen.'^ 

Value  of  natural  gan  produced  in  Utah  from  189S  to  1897, 


1893 $500 

1894 500 

1895 20,000 

1896 20,000 

1897 !  15,050 


CANADA. 

Very  little  remains  to  be  added  to  the  report  for  1896.  The  two  fields 
that  furnish  nearly  all  the  natural  gas  are  the  Essex  and  Welland 
fields — the  former  near  the  western  extremity  and  the  latter  near  the 
eastern  extremity  of  Lake  Erie.  There  are  about  34  wells  producing 
in  the  Essex  field  and  106  in  the  Welland  field. 
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More  gas  was  furnished  in  1897  than  in  1896  and  was  valued  at 
the  wells  at  $308,448.  The  largest  markets  for  the  natural  gas  are 
Detroit,  Michigan,  and  Buffalo,  New  York,  in  the  United  States. 
There  is  some  production  in  the  neighborhood  of  Petrolia  and  Oil 
Springs,  Lamberton  and  Kent  counties,  that  supplies  domestic  require- 
ments of  quite  a  number  of  families. 

The  following  table  shows  the  number  of  producing  wells,  miles  of 
pipe,  workmen  employed,  value  of  the  gas  product  at  the  point  of 
production,  and  the  wages  for  labor: 

Statistics  of  natural  gas  in  Canada. 


PrcKlncinjj 
wells. 

MileHof  gas 
pipe. 

Workmen 
eiiipl03-ed. 

107 

117 

59 

110 

183i 

99 

123 

248 

92 

141 

287i 

87 

140 

297 

84 

Valao  of  gajB 
product. 


$238,200 
204,179 
282,986 
276, 710 
308,448 


Wages  of 
labor. 


$24, 592 
53,130 
73,328 
47,527 
42,338 


The  following  table  shows  the  value  of  natural  gas  produced  in 
Canada,  including  that  delivered  in  the  United  States  at  the  cities  of 
Buffalo  and  Detroit  by  pipe  lines,  from  1892  to  1897: 

Value  of  natural  gas  produced  in  Canada  from  189S  to  1897. 


1892 $150,000 


1893. 
1894. 
1895. 
1896, 
1897. 


366,233 
313, 754 
423, 032 
276, 301 
325, 873 


IMPORTS. 


The  foreign  value  of  the  natural  gas  exported  from  Canada  into  the 
United  States  and  delivered  at  Detroit,  Michigan,  and  Buffalo,  New 
York,  as  nearly  as  could  be  ascertained  from  partial  reports  and  esti- 
mates, is  placed  at  $250,000. 
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HYDROGEX  SUIiPHIDE  IN  THE  NATURAIi  GAS  OF  POINT 

ABINO,  CANADA. 

In  the  Journal  of  the  American  Chemical  Society,  for  September, 
1898,  Prof.  Francis  C.  Phillips,  Allegheny  University,  discusses  the 
occurrence  of  this  impurity  in  the  Abino  natural  gas.  Point  Abino  is 
a  promontory  extending  into  Lake  Erie  from  the  northern  shore,  and  is 
about  10  miles  west  of  Buffalo.  It  is  the  southern  extremity  of  the 
important  gas  field  from  which  Buffalo  obtains  a  large  part  of  its 
natural  gas. 

The  Provincial  Natural  Gas  Company  drilled  a  600-foot  well  near 
the  end  of  the  point  in  1892  and  gas  was  found  at  a  depth  of  350  feet, 
and  again  at  400  feet,  or  at  the  base  of  the  Niagara  limestone.  The 
Abino  gas  differs  a  good  deal  from  the  gas  found  in  the  Devonian  rocks 
of  western  Pennsylvania  in  that  it  contains  hydrogen  sulphide  (sul- 
phureted  hydrogen)  and  yields  sulphur  dioxide  on  combustion. 

Natural  gas  from  the  l^iagara  limestone  is  apt  to  contain  hydrogen 
sulphide,  and  although  some  pockets  of  this  impurity  are  encountered 
which  soon  become  exhausted,  yet  it  not  infrequently  happens  that 
over  long  periods  it  continues  to  be  an  objectionable  ingredient  of  com- 
mercial natural  gas. 

Under  the  city  of  Niagara  Falls;  at  a  depth  of  50  to  60  feet,  hydrogen 
sulphide  caused  serious  annoyance  to  the  workmen  engaged  in  excavat- 
ing a  sewage  tunnel,  and  it  was  met  with  at  about  the  same  depth  by  the 
Cataract  Construction  Company  in  working  on  the  wheel  pit  and  tun- 
nel shaft  It  accompanies  the  gas  found  near  Fort  Erie,  at  more  than 
one  place  between  Buffalo  and  Point  Abino,  and  at  Port  Colborne,  20 
miles  west  of  Buffalo,  as  also  at  Chippewa,  south  of  Niagara  Falls,  and 
at  Alden,  18  miles  east  of  Buffalo.  Professor  Phillips  says:  *^The  sul- 
phur gas  is  found  in  wells  distributed  over  a  territory  extending  irregu- 
larly for  about  40  miles  east  and  west  and  about  20  miles  north  and 
south"  (of  Buffalo). 

In  this  region  there  are  three  other  horizons  which  yield  gas,  all  of 
them  below  the  Niagara  limestone,  the  Clinton,  the  Medina  sandstone, 
and  the  Trenton  limestone — ^the  latter  rock  occurring  at  a  depth  of 
2,940  feet  6  miles  north  of  Point  Abino.  But  hydrogen  sulphide  seems 
to  be  an  invariable  accompaniment  only  of  the  gas  from  the  Niagara 
limestone. 

In  testing  the  Abino  gas  for  organic  sulphides,  such  as  methyl  and 
ethyl  sulphide,  negative  results  were  obtained,  as  also  for  ethylene. 
The  composition  of  the  gas  was  as  follows:  Hydrogen  sulphide,  0.74; 
nitrogen,  2.69;  carbon  dioxide,  trace;  hydrocarbons  of  the  paraffin 
series,  96.57. 

The  comi)08ition  of  the  paraffins,  by  weight,  was:  hydrogen,  24.10; 
carbon,  75.90. 

This  analysis  was  made  in  September,  1896.  Other  samples  of  the 
Abino  gas  were  taken  in  September,  1897,  and  the  amount  of  hydrogen 


NATURAL    GA8.  185 

salphide  found  was  0.82  per  cent.  Taking  the  prodaction  of  the  Point 
Abino  well  at  1,000,000  cubic  feet  per  day,  according  to  the  statement 
of  Mr.  E.  Ooste,  engineer  for  the  company,  Professor  Phillips  calculates 
that  the  amount  of  hydrogen  sulphide  burned  to  sulphur  dioxide  is 
equivalent  to  600  pounds  of  sulphur  per  day,  or  115  tons  in  one  year. 
While  the  full  capacity  of  the  well  is  not  used,  yet  there  are  other  wells 
yielding  sulphur  gas,  so  that  the  amount  of  sulphur  dioxide  in  the 
atmosphere  around  Buffalo  must  be  very  large. 

As  to  the  origin  of  the  hydrogen  sulphide  in  the  natural  gas  from 
the  Niagara  limestone  nothing  very  definite  is  known.  It  may  be  con- 
nected with  the  occurrence  of  gypsum  in  the  region.  Under  this  head 
Professor  Phillips  remarks  as  follows: 

If  a  genetic  relationship  exist,  as  is  saggested  by  tbeir  association,  it  is  difficult 
to  determine  whether  the  hydrogen  salphide,  by  oxidation  in  presence  of  limestone, 
has  prodaced  gypsum  or  whether  the  gypsum  has,  by  decomposition,  yielded  hydro- 
gen salphide.  If  hydrogen  sulphide  has  undergone  oxidation  there  seems  to  be 
reason  to  suppose  that  the  process  must  have  occasionally  remained  incomplete 
when  occurring  at  great  depths,  and  have  resulted  in  the  setting  free  of  sulphur. 
Sulphur  does  not  appear  to  occur  native  in  the  region.  If  the  hydrogen  sulphide 
has  penetrated  from  greater  depths  to  undergo  oxidation  in  the  higher  strata,  it 
should  be  found  more  abundantly  in  the  lower  gas-bearing  rocks,  instead  of  being 
confined  to  the  uppermost  of  these,  viz,  the  Niagara  limestone. 

On  the  other  hand,  the  production  of  hydrogen  sulphide  from  gypsum  would  seem 
to  require  an  exposure  to  high  temperature  in  presence  of  hydrocarbons— conditions 
which  can  not  have  occurred.  No  one  of  the  constituents  of  natural  gas  could,  at 
temperatures  existing  in  the  stratified  rocks  of  the  region,  have  produced  hydrogen 
sulphide  by  its  action  upon  gypsum. 

In  the  same  article  Professor  Phillips  describes  a  new  method  for  the 
determination  of  sulphur  in  gas  mixtures,  by  which  a  measured  volume 
of  gas  is  burned  in  an  oxygen  atmosphere,  the  sulphuric  acid  absorbed 
in  sodium  hypo-bromite  solution  and  precipitated  as  barium  sulphate. 
While  the  principle  is  not  new,  yet  some  excellent  improvements  have 
been  made  in  the  apparatus,  etc.,  e.  g.,  the  use  of  pure  carbon  monox- 
ide to  mix  with  the  natural  gas  before  oxygen  is  admitted,  the  concen- 
tric arrangement  of  the  burner  tubes  so  that  the  issuing  oxygen  shall 
encircle  the  fiame  of  gas  burning  from  a  platinum  tip,  etc. 
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By  Edward  W.  Pabkeb. 


PRODUCTION. 

Under  the  general  head  of  asphaltum  in  these  reports  are 'included 
all  of  many  varieties  of  bitamens  which  are  produced  on  a  commercial 
scale.  The  different  varieties  embrace  the  nearly  liquid  form  charac- 
terized specifically  as  maltha  or  brea;  the  sandstones  and  limestones 
impregnat/Cd  with  bitumen  and  termed  "bituminous  rock,"  and  the 
numerous  forms  of  hard  asphaltum  to  which,  from  ])eculiar  character- 
istics or  in  honor  of  the  discoverer,  special  names  have  been  given, 
such  as  albertite,  elaterite,  gilsonite,  wurtzelite,  lithocarbon,  etc. 

The  following  table  shows  the  annual  production  of  asphaltum  and 
bituminous  rock  in  the  United  States  since  1882 : 

Production  of  asphaltum  and  hituminoua  rook  from  1882  to  1897. 


Tear. 


Sliort  tons. 


1882 '  3,000 

1883 1  3,000 

1884 3,000 

1885 3,000 

1886 3,500 

1887 4,000 

1888 ;  50,450 

1889 51,735 


Value. 


$10,500 
10,500 
10,500 
10,500 
14,000 
16,000 
187,500 
171, 537 


Year. 


Short  tons. 


1890 40,841 

1891 45,054 

1892 '  87,680 

1893 47,779 

1894 60,570 

1895 68,163 

1896 80,503 

1897 '  75,945 


Valne. 


$190, 416 
242,  264 
445,  375 
372,  232 
353,400 
348, 281 
577, 563 
664,632 


As  will  be  seen  from  the  foregoing  table,  the  aggregate  production 
of  asphaltum,  bituminous  rock,  etc.,  in  1897  amounted  to  75,945  short 
tons,  valued  at  $664,632,  against  80,503  short  tons  in  1896,  worth 
$577,563.  It  will  be  seen  by  this  that  while  the  output  in  1897 
decreased  4,558  short  tons,  the  value  not  only  showed  a  marked 
increase  ($87,069),  but  reached  the  highest  figure  ever  recorded.  This 
increase  in  value  was  not  due  to  any  advance  in  values,  but  rather 
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to  an  increase  iu  the  production  of  hard,  gum,  or  refined  bitumen, 
and  an  increase  also  in  the  output  of  maltha  or  brea,  which  sells 
for  a  higher  price  than  the  ordinary  crude  asphaltum  and  bituminous 
rock,  all  varieties  of  which  showed  a  decreased  production.  Crude 
asphaltum,  for  instance,  showed  a  decrease  in  production  from  6,500 
tons  in  1896  to  5,971  tons  in  1897,  while  the  average  price  per  ton  wa« 
practically  the  same,  there  being  only  a  difference  of  4  cents  in  the  two 
years.  The  production  of  bituminous  sandstone  decreased  from  56,971 
short  tons  in  1896  to  48,801  tons  in  1897.  The  average  price  per  ton  of 
this  product  increased  from  $3  to  $3.25.  In  the  production  of  bitu- 
minous limestone  there  was  a  decrease  of  over  50  per  cent,  from  4,300 
tons  in  1896  to  2,100  tons  in  1897,  with  a  difference  of  only  half  a  cent 
in  the  average  price  per  ton.  The  increases  were  in  the  production  of 
mastic,  liquid  asphaltum,  and  in  that  of  hard  and  refined  ^^gum" 
asphaltum.  In  the  latter  are  included  ^<  gilsonite"  from  Colorado  and 
Utah,  hard  "Ventura"  asphaltum  from  Ventura  County,  California, 
and  all  gum  or  solid  bitumen  refined  before  being  sold.  The  produc- 
tion of  liquid  asphaltum  increased  a  little  over  50  per  cent,  from  9,510 
tons  in  1896  to  14,650  tons  in  1897.  The  average  price  fell  from  $22.50 
per  ton  to  $21.25.  The  production  of  hard  and  refined  asphaltum  in- 
creased from  3,122  short  tons  in  1896  to  3,940  tons  in  1897.  The  increase 
in  value  was  from  $92,240  to  $102,000,  indicating  a  decrease  in  the 
average  price  per  ton.  This  decline  was  from  $29.58  in  1896  to  $26  in 
1897.  The  amount  of  asphaltum  sold  in  the  form  of  "mastic"  (that  is, 
ground  or  masticated,  heated,  and  pressed  into  blocks  for  convenient 
shipment)  increased  from  100  tons  in  1806  to  483  tons  in  1897.  The 
average  price  per  ton  was  $9  in  1896,  and  a  little  over  $20  in  1897,  the 
increase  in  price  being  due  to  a  product  of  this  material  reported  from 
California  in  1897  on  which  a  higher  value  was  placed.  Ko  mastic  was 
reported  from  this  State  in  1896. 

It  will  be  seen,  then,  that  the  comparative  increase  in  value  was  in 
spite  of  lower  prices,  instead  of  because  of  higher  values.  The  increase 
of  25  cents  per  ton  in  the  price  of  bituminous  sandstone  meant  an 
increase  of  $12,200  over  the  value  of  the  same  amount  of  product  at 
the  price  obtained  in  1896.  But  if  the  prices,  for  the  maltha  and  hard 
asphaltum  had  been  the  same  in  1897  as  in  1896,  the  value  would  have 
increased  about  $32,400,  so  that  comparatively  there  was  a  decrease 
in  value  of  about  $20,000.  The  higher  value  of  mastic  in  1897  partly 
offset  this  decrease,  but,  taken  at  the  same  prices  for  all  kinds  as 
obtained  in  1896,  the  value  in  1897  would  have  been  nearly  $675,000 
instead  of  $664,632. 

The  following  table  exhibits  the  production  and  value  of  the  several 
kinds  of  asphaltum  and  asphaltum  products  in  1896  and  1897.  Both 
the  amounts  and  value  are  for  the  product  in  the  condition  in  which  it 
was  first  sold. 
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Varieties  of  asphaUuMf  eiCy  jiroduced  in  1890  and  1897, 


Variety. 


1896. 


I 


Short  tons. 


Crude  asphaltum j  6, 500 

Hitnininous  saudstone 56, 971 

BituniinouH  liuieHtono  (a) 4,  300 

Mastic 100 

Hard,  refined,  or  gum 3, 122 

Liquid  or  maltha 9, 510 


Total !    80,503 


$78,000 
170, 913 

21,500 
900 

92,240 
214, 010 


577,563 


1897. 


Valae.        ,  Sbort  tons. 


5,971 
48, 801 

2,100 
483 

3,940 
14,a50 


VpJue. 


$71,  404 
158,  914 
10,  GOO 
9,8(>4 
102,500 
311, 350 


75,945     '      664,632 


a  Not  including  mastic  or  refined  aspbaltum  mado  from  bituminous  limestone. 


PRODUCTION  BY  STATES. 

Considering  the  production  by  States,  it  is  to  be  noted  that  there 
were  seven  States  and  Territories  that  contributed  to  the  product  in 
1897  against  four  in  1896.  The  four  States  from  which  the  product  was 
obtained  in  189G  were  California,  Colorado,  Texas,  and  Utah.  Kentucky, 
which  reported  an  output  of  5,383  short  tons  in  1894  and  2,359  tons  in 
1895,  had  no  product  in  1896,  but  resumed  production  again  in  1897, 
with  an  output  of  3,259  tons,  while  new  mines  opened  in  the  Indian 
Territory  and  Oklahoma  added  those  Territories  to  the  list  of  producers, 
with  a  combined  product  of  280  short  tons.  All  of  the  small  product 
from  Texas  in  1897  (65  tons)  was  from  Montague  County,  the  litho-carbon 
property  in  Uvalde  County  being  in  the  hands  of  a  receiver  and  non- 
productive. The  production  in  California,  the  most  important  prtjduc- 
ing  State,  decreased  from  74,471  short  tons  in  1896  to  68,650  tons  in 
1897,  while  the  value  of  the  product  increased  over  20  per  cent,  from 
$492,663  to  $598,502.  This  increase  in  value  in  the  face  of  a  decreased 
output  was  due  to  a  falling  oil'  of  over  12,000  tons  in  the  production  of 
crude,  asphaltum  and  bituminous  rock  and  an  increase  of  700  tons  in 
the  production  of  hard  Ventura  asphaltum  and  of  5,150  tons  in  the 
production  of  liquid  asphaltum  or  maltha,  while  an  addition  of  403 
tons  of  mastic  augmented  the  value  by  $9,000.  The  combined  prod- 
uct of  Colorado  and  Utah  increased  from  3,170  short  tons  in  1896  to 
3,700  tons  in  1897,  with  a  decrease  in  value  from  $49,680  to  $47,500,  a 
condition  exac^tly  the  reverse  of  that  which  obtained  in  California. 
The  production  of  Colorado  and  Utah  is  combined,  and  further  discus- 
sion of  the  industry  in  these  States  is  omitte^l  in  order  to  maintain 
the  confidential  nature  of  individual  statements  which  are  furnished 
this  office. 
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In  the  following  table  will  be  found  the  amount  and  value  of  the 
asphaltum  production  during  the  past  four  years,  by  States: 

J^oduction  of  tuphaltum  since  1894,  hy  States, 


Stote. 


California 

Kentacky 

Indian  Territory,  Ok- 
lahoma, and  Texas. . . 
Colorado  and  Utah 

Total 


1894. 

1895. 

1896. 

1897. 

1 

Short 
tons. 

Value. 

Short 
tons. 

Value. 

Short 
tons. 

Valae. 

Short 
tons. 

Value.    ! 

1 
j 

51,187 
5,383 

a3,000 
1,000 

• 

1251,991 
21,409 

45,000 
35,000 

64.046 
2,359 

al,058 
700 

$284,086 
11,796 

29,900 
22,500 

74,471 

$492,663 

68,650 
3,250 

345 
8,700 

$606,502 
15)150 

3j480 
47.500 

62,862 
3,170 

35,220 
49.680 

60,570 

353,400 

68,163 

348,281 

80,603 

677,663 

75,945 

664,632 

a  Texas  only, 


b  Indiiin  Territory  and  Texas. 


CALIFORNIA. 

California  stands  in  the  same  relation  to  the  other  asphaltom- 
prodncing  States  as  Pennsylvania  does  to  the  coal  producers;  that  is, 
so  far  ahead  in  both  the  amount  and  the  value  of  the  product  as  to 
preclude  all  chance  of  being  supplanted  for  many  decades  to  come. 
California's  contribution  to  the  asphaltum  production  in  1897  was  a 
little  over  90  i>er  cent  of  the  total.  In  value  the  asphaltum  from  Cali- 
fornia represented  a  fraction  less  than  90  per  cent.  During  the  last 
four  years  the  average  proportion  of  California's  product  to  the  total 
has  been  the  same  as  in  1897 — 90  per  cent.  The  lowest  proportion  was 
in  1894,  when  California  produced  84.5  x)er  cent;  the  highest,  in  1895, 
with  95.4  per  cent.  In  value  California  has  produced  an  average  of  84 
per  cent  during  the  last  four  years. 

There  are  six  counties  in  the  State  in  which  asphaltum  is  mined — 
Kern,  Monterey,  San  Luis  Obispo,  Santa  Barbara,  Santa  Cruz,  and 
Ventura.  They  are  all  in  the  southern  half  of  the  State,  and  all  except 
Kern  County  border  on  the  ocean,  and  in  some  cases  the  asphaltum 
deposits  are  close  to  the  shore,  so  that  the  product  can  be  loaded  into 
vessels  directly  from  the  mine.  Hard  asphaltum  is  produced  in  Santa 
Barbara  and  Ventura  counties.  Liquid  asphaltum,  or  maltha,  is  pro- 
duced in  Santa  Barbara  and  Kern -counties;  and  the  product  from  the 
other  three  counties  is  bituminous  rock.  The  liquid  asphaltum  is  used 
as  a  flux  in  reducing  the  harder  varieties  to  the  proper  consistency  for 
cementing  purposes.  For  this  purpose  it  is  claimed  to  be  very  superior 
to  coal  tar  and  petroleum  residuum. 

In  previous  volumes  of  Mineral  Resources,  analyses  of  different  Cali- 
fornia asphaltums  have  been  published.  The  following  is  an  analysis, 
made  by  Dr.  Frederick  Salathe,  of  material  from  the  Waldorf  mine  of 
the  Consolidated  Asphalt  Company,  Santa  Barbara  County: 


ASPHALTUM. 


191 


Analyna  ofasphalium  from  Waldorf  mine,  Sania  Barbara  County ^  California, 


Total  bitamen,  soluble  in  chloroform 76. 20 

Moistnre 1. 80 

Mineral  residue  (infusorial  earth) 22. 00 

Organic  matter,  insoluble Traces. 

Total 


100.00 


The  relation  of  retinoid  (petrolene)  to  retene  (asphalteue)  in  the  pure 
bitamen  extracted  from  the  same  material  is  as  follows : 

Per  cent. 

Retinoid  (petrolene) 64. 15 

Retene  (asphalteue) 35. 85 

Free  sulphur None. 

Combined  sulphur 60 

Dr.  Salathe  recommends  this  asphaltum  for  paving  purposes  upon 
the  following  grounds:  (1)  The  complete  uniform  mixture,  penetration, 
and  cementation  which  exist  between  the  bitumen  and  mineral  matter; 
(^2)  the  small  percentage  of  moisture,  which  facilitates  fluxing;  (3)  the 
physical  properties  of  the  pure  bitumen,  such  as  toughness,  elasticity, 
and  cohesion;  (4)  the  retinoid  or  petrolene  and  retene  or  asphalteue, 
which  constitute  the  bitumen,  are  in  such  proportions  that  the  asphal- 
teue is  held  in  complete  solution  by  the  petrolene  and  will  not  precipi- 
tate in  powdered  form,  one  of  the  main  causes  of  disintegration  in 
some  asphalts. 

Following  is  a  published  analysis  of  hard  asphaltum  from  the  Ven- 
tura County  mines  of  the  California  Asphaltum  Company: 

Analysis  of  Ventura  County,  Calif omiaf  asphaltum. 


r 

1 
Per  cent. 

Bitumen,  soluble  in  95  ner  cent  alcohol 

5 

54 

Bitumen,  soluble  in  ether 

Petrolene 

70.30 

29.47 

.23 

Asphaltene 

Foreign  matter 

Total  bitumen 

99.77 
.03 
.12 
.08 

Moisture 

Fixed  carbon 

Mineral  matter  Tash ) 

Total                 

100.00 
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The  production  of  aspbaltam  in  California  on  a  commercial  scale  began 
in  1888.  The  product  in  that  year  consisted  entirely  of  bituminous  sand- 
stone, which  was  used  for  street  paving.  In  the  following  year  consid- 
erable attention  was  paid  to  the  refining  of  so^e  of  the  natural  product 
for  the  manufacture  of  varnishes,  insulators,  and  protective  covering  for 
wharf  piling  and  timbers,  wood  conduits,  etc.  During  these  first  two 
years  of  the  asphaltiim  industry  in  California  the  business  was  some- 
what overdone  and  a  reaction  set  in.  The  conditions  were  not  ripe  for 
a  revolution  in  the  system  of  street  paving,  and  it  is  for  this  puri>ose 
that  the  bituminous  sandstones  of  California  are  esx>ecially  adapted. 
Moreover,  those  who  had  engaged  in  the  enterprise  had  done  so  with- 
out sufiicient  knowledge.  It  is  now  well  known  that  asphalt  pavements 
are  serviceable  and  enduring  only  when  proper  attention  has  been  given 
to  preparation  of  the  foundation,  laying  of  the  base,  and  technical 
treatment  and  laying  of  the  asphalt  Itself.  More  than  this,  owing  to 
the  great  difierences  in  the  qualities  of  various  asphaltums  and  bitu- 
minous rocks,  ea(;h  must  be  studied  for  itself  in  order  to  obtain  the  best 
results.  Because  one  asphaltum,  treated  by  the  same  process  fo  which 
another  has  been  subjected,  does  not  give  as  satisfactory  results,  it  is 
not  necessarily  a  reflection  on  the  quality  of  the  former.  It  may  be 
really  better  than  the  other.  The  trouble  has  been  with  the  prepara- 
tion. To  the  lack  of  technical  knowledge  in  regard  to  the  California 
asphaltums  may  be  attributed  the  unsatisfactory  result  from  their  earlier 
applications  and  the  collapse  of  several  companies  which  engaged  in 
the  business.  More  intelligent  application  has  corrected  this  error, 
and  the  sp.perior  qualities  claimed  for  the  California  asphaltums  have 
not  only  been  demonstrated  at  home,  but  have  secured  for  them  recog- 
nition and  markets  abroad.  The  increased  production  in  the  last  five 
years  is  ample  evidence  of  this  fact. 

The  production  of  bituminous  rock  in  California  during  1897  was  20 
per  cent,  or  11,545  tons  less  than  in  1896,  which  was  partly  made  up  by 
a  small  increase  in  the  production  of  crude  hard  asphaltum  and  refined 
gum  and  an  increase  of  over  5,000  tons,  a  little  more  than  50  per  cent 
of  maltha  or  liquid  asphaltum.  The  increase  in  these  and  the  addition 
of  403  tons  of  mastic  had  the  effect  of  increasing  the  total  value  more 
than  $100,000  in  spite  of  the  decrease  in  the  output  of  bituminous 
rock.  This  is  readily  understood  when  it  is  stated  that  the  average 
price  for  bituminous  rock  in  1897  was  $3.15  per  ton,  whereas  hard 
asphaltum  brought  from  $12  to  $20  per  ton  and  the  average  price  for 
liquid  asphaltum  was  a  little  over  $21  per  ton.  The  total  value  of  the 
asphaltum  produced  in  California  in  1897  was  the  largest  ever  obtained. 

The  following  table  gives  the  annual  production  of  asphaltum  and 
bituminous  rock  in  California  since  1888: 
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Annual  production  of  aaphaltum,  e/c,  in  California  since  1888, 


Year. 


Bituminouii 
rock. 


1888. 

1889. 

1890. 

1891. 

1892 

1893. 

1894. 

1895. 

1896 

1897 


Short  ton*. 
49,300 
47, 968 


Hard 
aHphaltum. 


Short  ton*. 


Maltha. 


Total. 


Totiil  value.   I 


Short  ton*. 


39,962 
24,000 
33,000 
45, 397 
38, 921 
56,971 
45, 426 


6,250 
b  9,  f>50 
6  5,790 
21, 375 
c8,000 
d8,574 


1,300 


3,750 

9,500 

14,650 


Short  ion*. 
49,300 
47,968 

(«) 
39,  %2 

31,550 

42,650 

51, 187 

64,046 

74,471 

68,650 


$152, 500 
126,885 

(a) 
154,164 
188,  a^o 
275,  662 
251, 991 
2W,  086 
492, 663 
598, 502 


I 

a  Not  rf  ported  by  States. 

b  Incliidofi  maltba  or  liquid  asphaltuni. 


clucludes  hard  crude  aHphaltnm  and  refined  gum. 
dinclades  hard  asphaltuni,  mastic,  and  gum. 

KENTUCKY. 


Two  counties  in  Kentucky  are  credited  with  asphaltutn  production 
in  1897 — Breckinridge  and  Logan.  Grayson  County  has  produced 
some  in  former  years,  but  the  deposits  were  not  worked  either  in  1896 
or  in  1897.  The  entire  product  of  Kentucky  is  in  the  form  of  bitumi- 
nous sandstone.  The  output  from  Logan  County  is  from  a  recently 
opened  deposit  near  liussellville.  The  asphaltum  or  bituminous  sand- 
stone deposit  is  at  the  top  of  a  hill,  and  covers  about  550  acres,  practi- 
cally level.  The  stratum  of  bituminous  sandstone  is  from  0  to  20  feet 
thick,  with  an  overburden  of  earth  from  2  to  10  feet  thick.  The  over- 
burden is  stripped  off  and  the  bituminous  rock  quarried  out.  At  pres- 
ent only  hand  labor  is  employed  in  drilling  and  handling  the  material. 
Dynamite  is  used  to  blast  it.  The  company  operating  this  deposit,  has 
acquired  other  properties  of  a  similar  character  in  Warren  and  Butler 
counties  which  it  expects  to  have  in  operation  during  1898. 

No  production  was  reported  from  any  of  the  Kentucky  deposits  in 
1896.  The  first  product  from  the  State  was  obtained  in  1891,  since 
which  time  the  output  has  been  as  follows: 

Annual  production  of  bituminous  sandstone  in  Kentucky  from  1891  to  1897. 


Year. 


1891. 

1892, 

1893 

1894. 

1895. 

1896, 

1897. 


Short  torn*. 

3,(H)0 
2,680 
1,929 
5,383 
2,a59 
None. 
3,250 


Value. 

$6,000 
10, 525 
6,570 
21,409 
11,  795 
None. 
15, 150 
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OKLAHOMA  TERRITORY. 

The  asphaltnm  deposits  near  Oklahoma  City,  of  which  mention  was 
made  in  the  report  for  1896,  were  opened  up  in  1897,  and  yielded  an  out- 
put of  60  short  tons.  Mr.  George  F.  Devereux,  M.  E.,  states  that  the 
company  operating  the  deposit  has  placed  a  large  amount  of  machinery 
on  the  ground  and  will  be  able  to  produce  100  tons  of  asphaltum  per 
day.  Additional  railway  facilities  for  the  transportation  of  the  mate- 
rial have  also  been  obtained,  and  an  increase  of  business  for  1898  is 
confidently  anticipated. 

INDIAN  TERRITORY. 

About  100  miles  a  little  east  of  south  from  the  Oklahoma  dei>osits, 
in  the  Chickasaw  Nation  of  the  Indian  Territory,  are  deposits  of  bitu- 
minous limestone  and  bituminous  sandstone.  The  first  production 
from  this  locality  was  reported  in  1897,  consisting  of  200  tons  of  the 
former  and  340  tons  of  the  latter.  Some  of  this  was  sold  crude  (100 
tons);  80  tons  was  sold  as  mastic,  2,300  pounds  of  crude  being  used  to 
make  1  ton  of  mastic,  while  refined  gum  asphaltum  to  the  amount  of 
40  tons  was  extracted  from  the  remainder,  8J  tons  of  crude  being  con- 
sumed in  the  production  of  1  ton  of  gum.  In  the  tables  of  production 
in  the  preceding  pages  the  amount  and  value  is  given  for  the  material 
as  it  was  first  marketed,  only  100  tons  being  included  in  the  produc- 
tion of  "crude." 

TEXAS. 

The  "litho-carbon"  property  at  Cline,  in  Uvalde  County,  was  idle  in 
1896,  and  the  company  went  into  the  hands  of  a  receiver.  The  small 
product  from  the  State  in  1897, 65  short  tons,  was  from  the  mines  of  the 
St.  Jo  Asphaltum  Company,  in  Montague  County. 

COLORADO   AND   UTAH. 

The  production  of  asphaltum  in  these  two  States  is  combined  in  these 
reports  for  two  reasons :  First,  in  order  to  maintain  the  confidential 
nature  of  individual  statements;  second,  because  the  gilsonite  product 
of  Colorado  is  from  an  extension  eastward,  into  Kio  Blanco  County  of 
that  State,  of  the  gilsonite  deposits  in  the  Uncompahgre  Indian  Reser- 
vation, Uinta  County,  Utah.  Gilsonite  is  also  mined  in  Wasatch 
County,  Utah,  and  asphaltic  limestone  is  produced  in  Utah  County. 
The  gilsonite  deposits  have  been  fully  described  in  previous  volumes  of 
Mineral  Resources  and  in  a  report  by  Mr.  George  H.  Eldridge  in  Part  I 
of  the  Seventeenth  Annual  Report  of  the  Survey.  In  the  report  on 
asphaltum  in  Mineral  Resources  for  1896  a  discussion  of  the  chemistry 
of  gilsonite  by  Dr.  William  C.  Day  was  published.  There  is  nothing  of 
interest  to  add  to  the  statements  previously  published  except  the  fig- 
ures of  production  in  1897,  which  show  an  increase  of  530  tons  in  the 
amount  over  the  output  in  1896  and  a  decrease  in  value  of  $2,180. 
Lower  prices  for  gilsonite  are  responsible  for  the  decreased  value. 
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Annual  production  of  ctsphaltumf  etc.,  in  Utah  ainee  1891, 


Year. 


1891 
1892 
1893 
1894 
1895 
1896 
1897 


Short  tons. 


1,732 

2,700 

a3,200 

1,000 

700 

h  3, 170 

5  3,700 


Value. 


$82,100 
93,500 
90,000 
35,000 
22,500 
49.680 
47,500 


alnclnding  100  tons  of  ozocerite. 


b  Inclading  Colorado  gilsonite. 


IMPORTS. 

The  United  States  draws  its  chief  supply  of  foreign  asphaltam  from 
the  island  of  Trinidad,  oflF  the  coast  of  Venezuela,  the  exports  from 
Trinidad  t^o  the  United  States  during  the  last  four  years  averaging 
about  the  same  as  the  domestic  production.  In  addition  to  the  Trinidad 
asphaltum  we  import  some  from  Bermudez  in  Venezuela,  Neufchatel 
and  Val  de  Travers  in  Switzerland,  Seysel  in  France,  Germany,  Cuba, 
and  Mexico,  and  small  amounts  from  other  countries. 

The  following  table  shows  the  imports  of  crude  asphaltum  since  1867: 

Crude  aaphaltum  imported  into  the  United  States  from  1867  to  1897. 


: 

Year  ended — 

Qaantity. 
Long  tont. 

Value. 

Year  ended— 

Quantity. 
Long  tons. 

Value. 

June  30. 1867.. 

$6,268 
5,632 

Juno  30. 1883.. 

33, 116 

$149,  999 
145,  571 

1868.. 

185 

1884.. 

36,078 

1869.. 

203 

10,559 

1885.. 

18,407 

88,087 

1870.. 

488 

13,072 

Deo.  31,1886.. 

32,565 

108,  528 

1871.. 

1,301 

14,760 

1887.. 

30,808 

95,735 

1872.. 

1,474 

35, 533 

1888.. 

36,494 

84,045 

1873.. 

2,314 

38,298 

1889.. 

61, 952 

138,163 

1874.. 

1,183 

17,  710 

1890- . 

73, 861 

223,  368 

1876.. 

1,171 

26,006 

1891.. 

102,433 

299,350 

1876.. 

807 

23, 818 

1892.. 

120, 255 

336,868 

1877 -. 

4,532 

36,550 

1893.. 

74,  774 

196, 314 

1878.. 

5,476 

35, 932 

1894.. 

102,505 

31.3, 680 

1879.. 

8,064 

39,635 

a  1895.. 

79,557 

210, 556 

1880.. 

11,830 

87,889 

1896.. 

96,192 

304,596 

1881.. 

12,883 

95, 410 

1897.. 

116, 528 

392,  770 

1882.. 

1 

1 

15, 015 

102, 698 

1 

^ 

a  In  addition  to  the  crude  asphaltum  imported  in  1895  there  was  some  manufactured  or  refined  gvan 
asphaltum,  valued  at  $36,664.  In  1896  the  value  of  the  manufactured  asphaltum  imported  was  $77,449 
and  in  1897,  $25,095.    The  quantity  was  not  reported. 
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The  following  statement  shows  the  amount  and  value  of  the  asphal- 
tuni  imported  during  the  fiscal  year  ending  June  30,  1897,  with  the 
countries  from  which  it  was  exported.  The  amount  credited  to  Italy  is 
probably  wholly  or  in  part  from  Switzerland  and  shipped  from  an 
Italian  seaport. 

Imports  of  asphalt um  durintj  the  fiscal  year  1897^  with  the  countries  from  which  exported. 


Country. 


West  Indies : 

British  (Trinidad) 

Danish 

Spanish  (Cub.a) 

Italy  (probably  including  Switzerland) 

Venezuela  ( Herniudez) 

Germany 

France 

Mexico 

Turkey  in  Asia 

Great  Britain 

United  States  of  Colombia 

Canada 


Total I      122,122 


Long  tons. 

Value. 

85,034 

$198,  786 

400 

2,000 

223 

4,180 

14,581 

77, 456 

13, 807 

75, 943 

6,896 

25,9^6    1 

861 

3,327    1 

273 

3,992 

31. 

3,439 

11 

309     ' 

3 

130 

2 

6    , 

395, 554 


PR01>ITCTI0I^   IX  OTHER   C01J]STRIES. 

TRINIDAD. 

The  island  of  Trinidad,  off  the  coast  of  Venezuela,  Soath  America, 
one  of  the  British  West  Indian  possessions,  is,  next  to  France,  the 
largest  producer  of  asphaltum  in  the  world  J  The  deposits  are  operated 
by  an  American  corporation  under  a  concession  from  the  British  Gov- 
ernment and,  independently,  from  land  not  belonging  to  the  Crown  and 
which  was  acquired  by  purchase.  The  chief  source  of  the  supply  is  a 
lake  of  pitch  filling  the  crater  of  an  extinct  volcano.  This  lake  lies  138 
feet  above  sea  level  and  has  an  area  of  114  acres.  The  supply  is  being 
constantly  renewed  by  a  flow  of  soft  pitch  into  the  center  of  the  lake 
from  a  subterranean  source,  but  not  in  proportion  to  the  amount  drawn 
from  it.    The  shipments  of  lake  pitch  for  the  last  nine  years  have 


iThc  Fn-noli  asphaltum  in  in  reality  a  bitaminouH  limestone  of  which  the  bitumen  contents  average 
only  about  14  jier  cent.  Trinidad  hike  ttMphaltuin,  on  the  other  hand,  averu^^cH  approximately  55  per 
cent  bitumen.  The  product  of  France  in  1896  was  233,624  shoi-t  tons,  of  which  the  bitumen  contents 
wen>  about  33.700  short  tons.  The  shipments  of  lake  asphaltum  in  crude  and  crude  equivalent  from 
Trinidad  in  the  same  year  amounted  to  82.946  long  tons,  or  92,0<)0  sliorttons,  of  which  the  bitumen 
C4iiitents,  rerkoniHl  at  55  per  cent,  would  be  about  51.000  ton;*.  It  will  be  seen  from  this  that  while 
France  pru«luc«*d  the  largest  amount  in  crude,  Trinidad  is  the  leader  of  the  world  in  the  bitumen  con- 
tents of  its  product. 
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averaged  over  80,000  tons  per  year.  The  flow  into  the  lake  is  at  the 
rate  of  about  20,000  tons  per  year,  so  that  the  renewal  of  supply  is  less 
than  one- fourth  the  amount  taken  out.  The  depth  of  the  lake,  however, 
is  about  135  feet  at  the  center,  and  considering  the  extent  of  the  deposit, 
there  need  be  little  apprehension  of  the  early  exhaustion  of  asphaltum. 
The  material  from  this  lake  is  known  as  ''lake  pitch."  Distinctive 
from  this  is  what  is  known  as  ''land  pitch."  the  overflow  in  past  times 
of  pitch  from  the  lake,  and  deposits  of  similar  nature  but  diflerent 
origin.  The  overflow  pitch  mingled  with  the  soil,  and  while  it,  with 
the  other  land  deposits,  forms  another  source  of  supply,  the  amount  of 
mineral  matter  it  contains  is  greater  than  the  lake  pitch,  and  the  latter 
is  in  consequence  preferred. 

Mr.  O.  E.  Thurber,  treasurer  of  the  Trinidad  Asphalt  Comi)any,  of 
New  York  ( Mty,  has  kindly  furnished  the  following  statements  showing 
the  exports  of  Pitch  Lake  asphaltum  from  1881  to  1807 ;  also  the  exports 
of  land  asphaltum  from  1886  to  1897,  and  the  total  exports  of  all 
asphaltum  (stated  in  tons  of  crude  or  equivalent)  from  1886  to  1897. 

The  shipments  of  Trinidad  asphaltum  to  countries  other  than  the 
United  States  and  Europe  have  been  so  comparatively  insignificant 
that  they  have  been  included  under  one  caption. 

Exports  of  Pitch  Lake  asphalt  from  Trinidad^  1881  to  1897  j  inclusive. 


Year. 


To  United  StatcH. 


I  I   Total 

Crude. ;  Dried.    ^^J" 
crude. 


To  Europe. 


To  other  countries. 


'  Tonn 

1881 5.600 

1882 '  12,710 

188n i  22,8.S.> 

1884 ....'  17,885 

1885 '  L^SOS 

188G 22,225 

1887 21,915 

1888 24,321 

1H>59 4.'»,  410 

1890 1  39.907 

1891 1  52.510 

lh92 1  70,806 

1H9J '  65,436 

1804 71.860 

1896 1  01.702 

189G '  60,637 

1897 '  71,969 


Tons. 


2,256 


1.769 


Tons. 

5,600 

12. 710 

22,885 

17,885 

15.  505 

22. 225 

21,915 

24.  321 

45, 410 

•  39,907 

j  52,510 

I  70.806 

65, 436 

'  71,860 

64,976 

60,637 

74, 407 


Crude. 


Ton*. 

10,656 

24,712 

11,744 

15.910 

12, 135 

5,130 

10, 205 

8.445 

9,378 

11,  755 

9,984 

11,596 

10.  640 

8.967 

5,058 

a.  320 

14, 629 


-  -  —    Grand  total 

T/^fai                  I  T«*oi   i  "f  exports 

^     Te^ut^in    Crude.      and  Hfnt IS  ;  «*1  "-'*»«" »■ 

^"**^-     crude.                   '^"'*'^-  crude. 


Tons. 
6,174 

12,  007 
4,668 
6,561 
7.636 
5,394 
5,771 
8,248 
9.581 
9,951 
9,969 
9, 458 
6,650 
9,413 
7,365 
8,052 

13,510 


Tons, 
19,017 
42.  722 
18,  746 
25, 751 
23,589 
13, 221 
18,861 
20,817  I 
23.750 
26,681 

24,  937 

25,  783 
20.615 
23, 086 

16,104 ' 

20,391  1.300  M.  918  i 

34,856  ' ,    500     680 


Tofis. 

Ton->\ 

Tonn. 

1 



1 

1 

1 

) 

0 

i 

i 

668 

a  668 

901  a  901 

1,076  a  I,  076 


Tons. 
25, 517 
55, 4.32 
41, 631 
43,636 
39,094 
35,  446 
40, 776 
45, 138 
69,160 
67,256 
78. 348 
97,665 
86. 051 
94,946 
81.  080 
82,946 
109, 243 


a  Australia. 


b  Argentina  and  Mexico. 
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Exports  of  land  asphalt  from  Trinidad,  1886  to  1897,  inolusive. 


Year. 

To  United  States. 

To  Europe. 

To  other  countries. 

Grand  total 

of  exports 

in  crude 

equivalent. 

• 

Crude. 

£piir6. 

Total 
equiva- 
leut  in 

crude. 

Crude. 

£pur6 

Total 
eqniva- 
lent  in 

crude. 

Crude. 

£pnr6. 

Total 
equiva- 
lent in 

crude. 

1886 

1887 

1888 

1889 

1890 

1891 

1892 

1893 

1894 

1895 

1896 

1897 

Tons. 

2,297 

1,195 

6,316 

10.490 

15,406 

20.507 

17,406 

3,450 

3,365 

4,445 

11,943 

19, 243 

Tons. 

2,100 
1,536 
2.012 
1,841 

7 

325 
199 

71 

Tons. 
2.297 
4,345 
7,620 

13,568 

Tons. 

Tons. 

Tons. 

Tom. 

Tons. 

Tons. 

Tons. 

2,297 

4,565 

8,239 

14,401 

17, 417 

20,696 

18,105 

9,052 

13,256 

10,320 

15.873 

21,268 

220 
619 

220 
619 

833 

a  833 

17, 417 

20,517 

17,406 

3,450 

3,853 

4,744 

12. 049 

19.243 

139 

699 

2,432 

2,200 

1,770 

842 

293 

1,862 
4.699 
2,368 
1,988 
700 

139 
699 
5,225 
9,249 
6,322 
3.824 
1,343 

40 

640 

110 
13 

178 

94 

169 

6877 
6154 
6254 

415 

178 

682 

a  Australia. 


6  Canada,  Venezuela,  and  West  Indies. 


Total  exports  of  all  asphalt  from  Trinidad,  1886  to  1897,  incltisive. 


Year. 

To  United  States. 

To  Europe.                  To  other  countries. 

Grand 
total. 

Lake. 

Land. 

Total. 

Lake. 

Land. 

Total. 

Lake. 

Land. 

Total. 

1886 

1887 

1888 

1889 

1890 

1891 

1892 

1893 

1894 

1895 

1896 

1897 

Total . 

Tons. 
22, 225 
21,915 
24,321 
45.  410 
39,907 
62. 510 
70,806 
65,436 
71,860 
64,976 
60,637 
74, 407 

Tons. 

2,297 

4,345 

7,620 

13,568 

17,417 

20,  517 

17,406 

3,450 

3,853 

4,744 

12,049 

19,243 

Tons. 
24,522 
26,260 
31,941 
58,978 
57, 324 
73,027 
88.212 
68,886 
75, 713 
69, 720 
72.686 
93.650 

Tons. 
13,221 
18. 861 
20. 817 
23,750 
26,681 
24,937 
25.783 
20. 615 
23,  086 
16,104 
20, 391 
34.856 

Tons. 

220 
619 

139 
699 
6,225 
9.249 
5,322 
3, 824 
1.343 

Tons. 

13, 221 

19,081 

21,  436 

23,750 

26,681 

25,076 

26,482 

25,840 

32,  335 

21,426 

24,215 

36.199 

Tons. 

Tons. 

Tons. 

Tons. 

37,748 

45,341 

53,377 

83,561 

84,673 

99,044 

115, 770 
'   95.103 

108.202 
91,400 
98, 819 

130,  611 

668 

901 

1,076 

1,918 
680 

833 

40 

377 
154 
254 

682 

833 

668 

941 

1,076 

377 

154 

254 

1,918 

1.362 

614, 410 

126, 509 

740,919   269,102 

26,640 

295,742 

5.243 

2,340 

7,583 

1,043,544 

FRANCE. 

The  Statistique  de  I'Industrie  Min^rale  gives  the  following  as  the 
oatpat  of  asphaltam  in  France  for  Ave  years,  with  the  value  of  the 
prodact.  For  convenience  and  for  comparison  the  quantities  are 
expressed  in  metric  tons  and  short  tons,  and  the  value  both  in  francs 
and  dollars: 
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Production  ofasphaltum  in  France  from  1892  to  1896 y  inclusive 


Year. 


1892 
1893 
1894 
1895 
1896 


Production. 


Metric  tons. 


224,000 
222,000 
231,000 
267, 000 
212,000 


Short  tons. 


ValD6. 


Francs. 


246,848 
244,644 
254,562 
294,234 
233, 624 


Dollars. 


1,  678,  000 
1, 612, 000 
1, 758, 000 
1, 843, 000 
1. 180, 000 


323,854 
311, 116 
339,294 
355,700 
227,  740 


It  would  appear  from  the  foregoing  statement  that  France  is  the 
leading  country  of  the  world  in  the  production  of  asphaltum.  It  must 
be  remembered,  however,  that  the  French  product  is  entirely  bitumi- 
nous limestone,  of  which  the  bitumen  contents  are  only  14  per  cent 
As  explained  in  the  footnote  to  the  discussion  of  Trinidad  production, 
the  amount  of  bitumen  in  the  Trinidad  lake  pitch  product  in  1896  was 
about  50  per  cent  more  than  that  of  the  bitumen  contents  of  the  French 
output,  although  the  French  product  of  crude  was  more  than  double 
that  of  the  lake  and  land  pitch  product  of  Trinidad  combined. 


GERMANY. 

The  production  of  asphaltum  in  the  German  Empire  for  the  years 
1886  to  1896,  according  to  the  official  report  Die  Bergwerke,  Salineu 
und  Hiitten  im  Deutschen  Reich  und  Luxemburg,  is  shown  in  the  follow- 
ing table.  Metric  tons  are  converted  into  short  tons,  and  marks  into 
dollars. 

Production  of  iuphaltum  in  Germany  from  1886  to  1896. 


Production. 


Metric  tons.  '    Short  tons. 


42,  894 
34,483 
41,534 
43,496 
51, 144 
49,  150 
53, 279 
47,238 
55, 981 
59,563 
61, 552 


47, 270 
38,000 
45, 770 
47,933 
56,361 
54,163 
58,713 
52,056 
61, 691 
65, 638 
67,830 


Value. 


Marks. 


216, 075 
186, 125 
255, 250 
325, 246 
377, 987 
375,  712 
418, 850 
356, 982 
451, 049 
454, 424 
453, 394 


DoUare. 

51,426 

44,298 

60,749 

77, 408 

89,961 

89, 419 

99,686 

84,962 

107,  350 

108, 153 

107,908 
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ITALY. 

Following  (jennaiiy  in  amount  of  aspbaltam  produced  is  Italy,  the 
product  for  the  four  years  1803  to  189G,  inclusive,  being  shown  in  the 
following  table.  It  will  be  observe<l,  however,  that  while  the  product 
of  Italy  in  ISOC  was  about  25  per  cent  less  than  that  of  Germany,  the 
value  was  about  00  i)er  cent  more. 

Produciwn  of  asphalt  urn  in  Italy  from  IS93  to  1896. 


Year. 


Protliu'tion. 


Metric  tons.       Short  toiiH. 


Value. 


Lire 


1893 

1894 

1895 

1896 i 


25,980 
60,493     ! 
46,713     j 
45,  45(i 


28,630 
66,H<53 
51, 478 
50, 092 


565,  800 
1,  403.  390 
1,  023,  751 

888,638 


Dollars. 

109,  2(X) 
270,  85 1 
197,  584 
171,  507 


J 


PRODUCTION    OF    OZOCERITE    IX    GALICIA. 

The  production  of  ozocerite,  or  mineral  wax,  in  Galicia,  Austria,  for 
six  years,  as  near  as  can  be  ascertained,  has  been  as  follows : 

Production  of  ozocerite  in  Galicia  from  1S91  to  1896. 


Year. 


Metric  toiiH.    '     Short  touH. 


1891 
1892 
18!»3 


1891 
1895 
1896 


6, 158. 6 

6,  787. 0 

5, 637. 6 

6, 213. 0 

5,  624. 8 

6, 198.  5 

6,  743. 1 

7,  431. 0 

6, 644. 5 

7,  322. 0 

7,  210. 0 

7, 945. 0 

Hf'MMAKV   OF    PRODI  CTIOX  OF  ASPHAL.TUM  SINCE    1890. 

Thif  following  table  exhibits,  in  convenient  form  for  comparison,  the 
\niu\m'Xum  of  aHphaltum  in  the  principal  ])roducing  countries,  for  such 
y^;irM  an  it  can  be  obtained  since  1800.  In  addition  to  the  production 
^rvirh  In  thJK  table,  Russia  is  credited  with  an  output  of  1G,040  metric 
f^in*  hi  |H0;<  and  nJ,(Hi7  metric  tons  in  1804.  Mexico  is  said  to  have 
\t\tti\\u'.^*i\  htnui*.  asphaltum  in  1804-05,  having  a  value  of  $3,751,  but  the 
/|M;iriHty  wax  not  ntated.  The  United  States  imported  273  long  tons 
ttotu  Wt'xun  in  tlin  llscal  year  1807.  We  also  imported  13,807  tons 
*:thu)  V<n^ztM'hi,  ioo  tons  from  the  Danish  West  Indies,  223  tons  from 
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Caba,  and  small  amounts  from  Great  Britain,  Canada,  Colombia,  and 
Turkey  in  Asia,  but  no  statistics  of  the  total  production  in  tliese  coun- 
tries are  available.  The  quantities  in  the  following  table  have  been 
reduced  to  short  tons  of  2,000  pounds: 


Production  of  aaphalinm  in  principal  producing  coiiniries  since  1890. 


Year. 

United  Stjites. 

Trinidad. 

(lerniany. 

Product. 

Value. 

PrcKluct. 

Value. 

I*r<)duct 

Value. 

Short  tont. 

Short  font. 

Short  tons. 

1890 

40, 841 

H5190,  416 

94,834 

$254. 019 

59, 361 

$89,961 

1891 

45, 054 

242, 264 

110,929  ; 

297, 132 

54, 163 

89,  419 

1892 

87,680 

445.  375 

129,438 

347, 310 

58,713 

99, 686 

1893 

47,  779 

372,  232 

106, 515 

285, 31)9^ 

52,056 

84, 962 

1894 

60,570 

:^3,  400 

121, 186 

324,606 

61, 691 

107, 350 

1895 

68,163 

348, 281 

102,  368 

274,  200 

65,638 

108, 153 

1896 

80,503 

577, 563 

110,667 

296,457 

67,830 

107, 908 

1897 

75,  945 

664,632 

■ 

noe. 

146, 172 
Ital 

292, 344 

1 

Sp 

1 

Fra 

ly. 

aiu. 

Year. 

- 

' 

1 

—  - 

—        ■  -  - 

—    ^ 

Prwliict. 
1  Short  ton*. 

Value. 

PrcHlnct. 

1 

Short  tons. 

Value. 

PriKiuct. 
Short  tons. 

Value. 

1890 

198, 934 

$335,092 

49,  728 

$232,  a51 

47 

$94 

1891 

278,  316 

402, 631 

31, 054 

131, 028 

274 

505 

1892 

246, 848 

323, 854 

38, 107 

162,308 

554 

1,014 

1893 

244, 644 

311,116 

28,630 

109,200 

904 

1,235 

1894 

254,562 

339,  294 

66,663 

270, 854 

1,085 

1,939 

1895 

294, 234 

355,  700 

51, 478 

197,5^ 

870 

1,525 

1896 

233,624 

227, 740 

50,092 

171,507 

1,231 

2,156 

1897 

i 

1 

«      •«««••••• 

1 
1 

1 

1 

1 
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per  cent  and  hydrogen  7.7  per  cent.  A  combustion  of  the  second  sam- 
ple gave  carbon  88.9  per  cent  and  hydrogen  6.7  per  cent.  The  figures 
for  Utah  gilsonite  are  8S.3  for  carbon  and  9.9  for  hydrogen.  At  the 
time  (three  years  since)  the  analysis  of  gilsonite  was  made  nitrogen 
was  not  determined;  recently  I  hav^e  determined  the  nitrogen,  and 
found  it  to  be  1.9G  per  cent.  Since  the  carbon,  hydrogen,  and  sulphur 
figures  added  up  to  99.5,  one  or  all  of  the  three  must  have  been  high, 
and  I  am  inclined  to  think  that  it  was  the  hydrogen,  since  I  can  not 
now  be  sure  that  the  gilsonite  8am]>1e  was  entirely  dry. 

The  agreement  in  properties  and  composition  between  the  gilsonite 
and  this  distillation  product  is  much  more  perfect  than  it  would  have 
been  reasonable  to  expect  at  the  outset  of  the  experiments,  particularly 
when  it  is  remembered  that  both  are  doubtless  mixtures  in  themselves, 
and  that  certainly  on  distillation  they  yield  highly  complicated  mixtures 
of  hydrocarbons. 

The  distillation  of  fish  alone,  i.e.,  without  mixture  with  wood,  was 
found  to  give  nothing  like  gilsonite,  and  tlie  distillation  products  were 
totally  different  in  every  way  from  those  obtained  from  the  mixture  of 
fish  and  wood. 

As  the  i)roduct  under  discussion  was  obtained  only  a  few  days  ago ' 
there  has  not  been  time  to  carry  the  investigation  further,  but  enough 
has  been  done  to  show  how  a  solid  asphaltum  may  have  been  formed  in 
nature  and  to  afford  a  rather  satisfactory  demonstration  of  the  correct- 
ness of  views  entertained  by  a  number  of  scientists  who  have  based 
their  opinions  largely  on  geological  evidence  and  the  study  of  natural 
occurrences. 

This  brief  paper  is,  of  course,  only  preliminary  to  one  which  should 
consider  the  literature  of  the  subject  more  in  detail,  and  which  may,  I 
trust,  throw  some  light  on  a  few  of  the  many  problems  which  naturally 
suggest  them>elves.   - 

The  work  will  be  continued  as  rapidly  as  my  rather  limited  time  and 
facilities  for  such  study  will  permit.  In  conclusion,  I  take  pleasure  in 
expressing  my  obligations  to  my  assistant,  Mr.  Eugene  Leamy,  for  his 
very  intelligent  and  effective  aid  in  carrying  on  the  experimental  work. 


'  These  exi>erimentfi  wore  completed  about  June  1, 1898. 


STONE 


By  William  i\  Day. 


I]STRODUCTIOX. 

The  replies  to  iiiqairies  addressed  to  tbe  individaal  quarrymeii  of  the 
United  States  have  been  exceptionally  complete  and  full,  and  it  is  upon 
the  information  thus  gained  at  first  hand  by  direct  correspondence  with 
the  producers  that  all  important  conclusions  in  the  report  are  based. 
Unusual  promptness  in  replying  has  also  been  shown.  Some  quarry- 
men  have  even  sent  in  the  usual  reports  unsolicited,  thus  showing  a 
gratifying  spirit  of  cooperation  in  the  difficult  task  of  publishing 
promptly  the  data  secured.  The  importance  of  prompt  replies  can  not 
be  overestimated  in  work  of  this  kind,  and  it  is  hoped  that  in  future 
the  few  producers  who  need  second,  and  sometimes  even  third,  remind- 
ers, will,  in  the  interest  of  prompt  publication,  make  an  effort  to  avoid 
unnecessary  delay  in  mailing  their  returns. 

ACKNOWIiEDGMENTS. 

While  the  individual  returns  from  quarrymen  constitute  the  most 
important  source  of  information  used  in  this  report,  the  following  tech- 
nical journals  have  been  consulted,  and  the  value  of  information  obtained 
from  them  is  hereby  acknowledged:  Stone,  of  Chicago;  The  Monu- 
mental News,  of  Chicago;  The  Grajiite  Cutters'  Journal,  of  Baltimore; 
The  Stone  Trade  News,  of  Concord,  New  Hampshire;  The  Mining 
Industry  and  Review,  of  Denver,  Colorado;  The  American  Slate  Trade 
Journal,  of  Bangor,  Pennsylvania,  and  The  Journal  of  the  Franklin 
Institute,  of  Philadelphia. 

In  addition  to  these  there  are  many  other  technical  papers  which 
have  been  of  occasional  assistance.  Special  acknowledgments  for  use 
of  publi(;ations  in  the  above  and  other  journals  are  made  in  the  proper 
places  in  this  report. 
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UINEB&L  EGSOUBCBS. 


VALUE  OF  STO^TE  PRODUCED  IN  1896  AND  1897. 

The  following  table  shows  the  value  of  the  different  kinds  of  stone 
produce<l  in  the  United  States  daring  the  years  1896  and  1897: 

FoJiie  ofdifferait  Uxli  <./«l 


KlDd. 

ISM. 

IMT. 

i  ^    . 

(8,906,075 
3,870,584 
3,524,614 
4,066,445 

14,822,661 
<i900,000 

'    Huble 

3,859,136 

i,023,I99 

;     13,022,637 

'       a750,000 

ToUl.... 

31,346,171 

36,088,379 

This  table  sbows  that  the  production  of  all  the  varions  kinds  of 
stone  lias  nndergone  a  sobstantial  increase.  The  reason  for  this  is 
nnqaestionabl;  that  the  financial  conditions  in  general  have  improved, 
and  a  retam  toward  proaperity  is  emphatically  indicated.  This  im- 
provement is  not  characteristiG  of  all  producing  regions  alike,  since  in 
some  of  them  the  wave  has  not  as  yet  made  its  appearance;  bnt,  as  in 
times  of  panic  or  depression,  some  indnstries  feel  the  effects  some  time 
after  they  have  been  disastrous  in  others,  these  are  also  likely  to  be 
behind  when  recovery  is  again  inaugorated.     . 


VALUE  OP  STONE  PRODUCT  IN  1897,  BT  STATES. 
The  following  table  shows  the  valne  of  the  various  kinds  of  stone 
produced  in  1897,  by  States: 

Tmht  of  vurif  Hsd*  of  alon*  pnimtxd  in  IS97,  hf  5to/M. 


.u,.. 

1  0,^ 

LlmaloH. 

ToMl. 

I 

„™'    ... 

u.za 

808,  »6 

178,410 

«2*,8I1 
Z«,BIS 
4T,S83 

sse,i«8 

283.  SS7 
1.1W.I2S 

1B,88» 

1.088.0M 

a«8 
i.«;,«7 

'                                          '       li  i.» 

C»itr     u 

4.o»       r 

•>.*«T    

009           •iB.OW 

j^. 

J™""       ' 

18,88> 

S2.000 

l,«3.1B7 

o«.\* 

508,0m 

S.OW 

"'""^ 
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Value  ofvarioua  kinds  qf  atone  produced  in  1S97,  hy  Statee — Continued. 


SUte. 


Indiana.... 

Iowa 

Kansas 

Kentnoky 

Louisiana 

Maine 

Maryland 

Massacbosetts  . 

Michigan 

Minnesotat. 

Missouri 

Montana 

Nebraska 

Nevada 

New  Hampshire 

New  Jersey 

New  York , 

North  Carolina . . 

Ohio 

Oregon 

Penusylvania. . . 
Rhode  Island.... 
South  Carolina  . . 
South  Dakota.... 

Tennessee , 

Texas  

Utah 

Vermont 

Virginia 

Washington 

West  Virginia... 

Wisconsin 

Wyoming 


Total.. 
Bluestone  a . 


Grand  total. 


Granite. 


$1,115,827 

247,048 

1,786,069 


02,412 

97,857 


3,050 

641,691 

661,782 

422,216 

69,236 


1,126 

349,947 

629,564 

37,820 

68,961 


8,500 

8,854 

1,074,800 

88,096 

5,800 


126,134 


8,905,075 


Sandstone. 


$35,561 

14,771 

20.953 

40,000 

8,000 


194,684 

171,127 

158,057 

57,583 

25,644 


190,976 

544,514 

11.500 

1,600,058 


880.813 


80,030 
7,907 


16,187 
47,288 
83,620 
11,275 


4,065,445 


Slate. 


$201, 117 
53,939 


1,500 


Marble. 


$130,000 
79,721 


775 
63,799 


2,865,299 


695,815 
145,870 


3,524,614 


854,631 


62,683 


441,954 


2,050,229 


8,870,684 


Limestone. 


$2,012,608 

480,572 

208,889 

40.815 


742,877 

199.365 

126,508 

215, 177 

236.397 

1,018,202 

37,300 

42,359 


141,646 
1,697,780 


1,486,550 


2,327,870 

11.555 

80,000 

3.895 

113,774 

57,258 

9,250 

165,657 

192,972 

126,877 

61.546 

641,232 


14,822,661 


TotaL 


$2,048,169 

495,348 

229,842 

80,815 

8,000 

2,050,321 

681,252 

2,136,982 

886,304 

488,366 

1. 173, 642 

62,944 

42,359 

3.060 

641.691 

895,179 

3,072,940 

70,736 

3,086,608 

1,125 

5,486,612 

641, 119 

67,820 

72,856 

555,728 

90,788 

21.011 

3,986.001 

426,438 

148,864 

108,834 

800,986 

11,275 


85,188,879 
900,000 


36,088.879 


gKstimatftd. 
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MINERAL    RESOURCES. 


GRANITE. 


The  following  table  shows  the  value  of  the  granite  output  by  States: 

Value  of  granite  product,  by  States,  in  1897, 


state. 


California.. 
Colorado . . . 
Couneeticnt 
Delaware  .. 


$167, 518 

44,284 

616, 215 

272, 469 

Georgia 436,000 

Idaho 1,900 

Maine 1,115.327 

Maryland 247,948 

Massacbusotts 1, 736, 069 

Minnesota 92,412 

Missouri 97,857 

Nevada '■         3,050 

New  Hampshire 641,691 

New  Jersey 561,782 


New  York 

North  Carolina 

pregon 

Pennsylvania 

Rhode  Island 

Soath  Carolina 

South  Dakota 

Texas 

Utah 

Vermont 1,074,300 

Virginia 88,096 

Washington 5,800 

Wisconsin ,      126, 134 


$422, 216 

59,  236 

1,125 

349, 947 

629,564 

37, 820 

68,961 

3,500 

3,854 


Total 8,905,075 


The  table  of  granite  production  by  States  shows  a  gain  in  total 
output  for  the  year  1SD7  of  $960,0S1  over  1896.  This  advance  is 
greater  than  was  generally  exi)ected  at  the  beginning  of  the  year. 
Iiu*rease  is  characteristic  of  nearly  all  of  the  ])roductive  States,  but  is 
particularly  striking  in  the  case  of  Vermont,  which  has  reached  the 
iiighest  figure  ever  attained  in  that  State.  This  is  due  to  activity  at 
l^arre.  Quite  large  gains  also  are  evident  for  Georgia,  New  Hamp- 
shire, New  Jersey,  New  York,  and  Pennsylvania. 

Tlie  table  on  the  next  page  shows  the  purposes  for  which  the  granite 
was  sold  by  the  quarrymen.  The  column  headed  "Rough"  shows  how 
mui*li  st4)ne  was  sold  in  rough  condition  without  any  special  squaring 
up  or  drt^ssing.  The  pur|K>ses  which  such  stone  ultimately  served  is  a 
mat  tor  of  question,  as  it  was  tlisiK>sed  of  by  the  quarrymen  to  builders, 
nionunient  and  tombstone  cutters,  and  to  others  for  uses  which  could 
ni»t  bo  asoortaintHl  (W>m  the  quarrymen.  In  spite  of  the  diflSculty  thus 
Indicated,  however,  the  table  will  probably  be  found  of  interest  in 
HJiowing,  for  example.  Just  how  far  the  quarrymen  go  in  preparing  their 
product  for  imnuHliate  consumption  without  the  intervention  of  others. 


STONE. 
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Value  of  graniUf  hy  States  and  uees,  in  1897, 


SUte. 


California 

Colorado 

Connectioat 

Delaware 

Georgia 

Idaho 

Maine 

Maryland 

Maaaachasetto  .... 

Minnesota 

Miaaoori 

Nevada 

New  Hampshire. . , 

New  Jersey 

Dew  York 

North  Carolina .... 

Oregon 

Pennsylvania 

Bhode  Island 

Sonth  Carolina .... 

South  Dakota 

Texas  

Utah 

Vermont 

Virginia 

Washington 

Wisconsin 


Total 


Hough. 


139,861 

7,825 

248,966 

246,761 

40,288 

1,900 

228.068 

146, 218 

639,163 

16,826 

25,428 

1,300 

161,190 

700 

12,140 

25,082 

1,125 

64.638 

42,706 

20.602 

11, 131 

2,600 

558 

480,121 

25,284 

8,600 

19,001 


2,363,031 


Building 
purposes. 


$35,506 
84,175 

148,414 
16,171 
66,366 


505,826 

52,048 
678,616 

62,668 

3,222 

750 

217,486 

28,501 
131,626 

82,794 


MonU' 

mental  and 

cemetery 

purposes. 


80,816 
209.355 


11,000 


400 

288,167 

28,827 

1,200 

7,200 


$37,525 

2,284 

94,271 


15.083 


56,576 

2,700 

229,346 

22,918 

4,181 

1,000 

214.808 

1,060 

10,460 

1,250 


816,586 

12,876 

5,300 

1,000 

2,896 

841,034 

13,788 


Paving. 


Road- 
making 
or  macaa- 
amiaing. 


$32,264 


76,760 

7,073 

295,006 


172,687 

3,328 

248,750 


47,646 


26,177 
24,006 
26,900 


28,076 


2,666,636      1,414,502 


11,708 

51,646 

4,648 

40,030 


$22,000 


84,400 


2,318 


41,999 
4,900 


17,380 


477,515 
241,100 


16,770 

20,247 

1,000 

88,827 


1,140.417 


110,066 

3,000 

109 

1,500 


Other 
purposes. 


3,206 


82,818 


991,867 


$870 


a  18. 356 

a  2, 474 

a26,940 


fr  151, 625 

1,660 

040,294 


(122,085 
s80,000 


160 


/133,220 
^6,272 


717 


Total. 


429.022 


$167,518 

44,284 

616,215 

272,469 

486.000 

1,900 

1,115.327 

247,948 

1.736,069 

92,412 

97,857 

8,050 

041,691 

501,782 

422,216 

50,236 

1,125 

840,947 

089,564 

37,820 

68.961 

3,500 

3,854 

1,074,300 

88,096 

5,800 

126,184 


8,906,075 


J 


a  All  nsed  for  curbing. 

h  $80,000  dressed  for  bridge  work  and  $71,625  for  curbing. 

e  $25, 126  for  curbing. 

d  $15,525  for  cnrbing. 

s  For  bridge  work. 

/$130,020  for  bridge  work. 

g  $5,150  for  cnrbing. 


19  GEOLy  PT  6,  VOL  :& 14 
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MINERAL   RESOURCES. 


The  following  table  shows  the  oatpat  of  paving  blocks  in  the  years 
1896  and  1 897.  A  decrease  is  evident ;  the  paving  block  industry  is  saf- 
fering  from  competition  with  various  kinds  of  smoother  and  less  noise- 
producing  materials,  such  as  asphalt  and  brick: 

Value  of  granite  paving  bloolu  made  in  1896  and  1897 ^  by  States, 


State. 


California 

Connecticut 

Delaware 

Georgia 

Maine 

Maryland 

Maasaohasetts . . 

Missouri 

New  Hampshire 

New  Jersey 

New  York 

North  Carolina . 

Oregon 

Pennsylvania  .. 
Rhode  Island... 
South  Carolina . 
South  Dakota  . . 

Vermont 

Virginia 

Washington 

Wisconsin 


Total. 


1896. 


$73, 390 
32,592 
17,074 
94,390 

344,101 
33, 933 

324,784 

27, 911 

26,353 

14,847 

24,389 

1,554 

210 

65,580 

50,851 

4,644 

28,326 

30,990 

10,129 


25,688 
1, 231, 736 


1897. 


$32,264 

76,760 

7,073 

295,005 

172, 637 
3,328 

343,750 
47,646 
26,177 
24,006 
26,900 


11,708 
51,646 

4,643 
40,030 
16, 770 
20,247 

1,000 
38,827 

1, 140, 417 
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MINERAL   RESOURCES. 


THE  GRANITE  INDUSTRY  IN  INDIVIDUAL  STATES. 


CALIFORNIA. 

The  oatpat  of  granite  in  1897  araonnted  in  valae  to  $167,518.  The 
figare  for  1896  was  9215,883,  so  that  there  has  been  a  large  decline  in 
production.  Comparatively  few  paving  blocks  were  made  in  1897,  since 
the  overprodnction  of  a  few  years  previous  was  ample  to  supply  the 
demand.  Some  blocks  were  sold  below  cost.  Many  of  these  had  been 
lying  by  the  railroad  sidings  ready  for  shipment  for  several  years. 
Much  of  the  stone  used  for  paving  and  macadamizing  is  basalt. 

The  following  is  a  statement  of  results  obtained  at  the  Watertown 
Arsenal  on  granite  from  the  Bocky  Point  Granite  Works  at  Exeter, 
Tulare  County: 

Tests  of  granite  from  Exeter,  Tulare  Counttf,  CaUfemia, 

[Shearing  teet.] 


Number. 

i 

Sheariiiff    dimen- 

•lODS. 

Shearing  areft. 

Transverse 

fracture  de> 

veloped. 

Shearing  strength. 

Total. 

Per 
square  inch. 

902 

Inches, 
4.04X6X2 

Squareinchss* 
48.48 

Pounds. 
42,500 

Pounds. 
117,300 

Pounds, 
2,419 

Analysis  of  granite  from  Exeter,  California, 


SiUca,8i02 

Oxide  of  iroD,  FeiOa 

Oxide  of  alaminum,  AlaOs  .. 

Oxide  of  oaloinm,  CaO 

Oxide  of  magnesium,  MgO . . 

Oxide  of  sodium,  Na^O 

Oxide  of  potassium,  E2O .... 

Total 


Per  cent. 


75.85 
3.94 

13.69 

2.97 

.06 

1.14 

2.85 


100.00 


Transverse  test  of  Exeter  (California)  granite, 
[Ends  supported  20  inches  apart,  loaded  at  the  middle.] 


Number. 

DdscriptJon. 

Dimensions. 

Ultimate  strength. 

Breadth. 

Depth. 

Total. 

Modulus  of 
rapture. 

432 

Light  colored  . 

Inekeg. 
4.03 

Inches. 
6.07 

P(mnds. 
9,170 

Pounds. 
1,853 

STONE. 
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Coefficient  of  expansion  a=  0.00000461  per  inch. 

The  following  is  a  statement  of  mechanical  tests  made  at  the  Water- 
town  Arsenal  by  i/Loj.  J.  W.  Beilly  on  the  granite  qaarried  by  the 
Bocklin  Granite  Company. 

TesU  of  granite  from  Rooklinf  California, 
[Teste  by  compression,  granite  cubes,  pyramidal  Aractures.] 


No.  of 
test. 

Marks. 

Dimensions. 

Sectional 
area. 

First 
crack. 

Ultimate  strength. 

• 
Height. 

Compressed 
surface. 

TotaL 

Per 
sq.  inch. 

9819 
9820 
9821 

No.    1 
No.    2 
No.    3 

Inches. 
3.96 
3.94 
3.96 

Inches, 
3.96 
3.97 
3. 96 

Inches. 
3.96 
3.96 
3.97 

8q.  inches, 
15.68 
15.72 
15.72 

Pounds. 
332,000 
329,000 
271,000 

Pounds. 
342,100 
340,900 
311, 400 

Pounds. 
21,  817 
21,686 
19,809 

COLORADO. 

The  valae  of  granite  produced  in  1897  was  $44,284.  This  is  a  slight 
increase  over  1896. 

CONNEOTIOUT. 

Production  fell  off  from  a  valuation  of  $794,325  in  1896  to  $616,215 
in  1897.  This  decline  was  due  to  the  fact  that  very  much  less  break- 
water stone  was  quarried  for  Government  use  in  1897  than  in  the  pre- 
ceding year.  But  for  the  decline  in  this  item  production  would  have 
increased,  as  business  was  better  in  a  number  of  the  producing  locali- 
ties in  the  State. 

Tbe  following  data  relative  to  granite  quarried  by  Mr.  Henry  Gardi- 
ner, at  Millstone,  are  submitted.  The  tests  were  made  by  General 
Gillmore  in  1875. 

Crushing  strength  determined  with  2-inch  cubes.  Total  strength, 
75,000  pounds.  This  is  equal  to  18,750  pounds  per  square  inch.  Spe- 
cific gravity,  2.706. 

The  following  tests  of  crushing  strength  of  granite  quarried  by  the 
Booth  Brothers  and  Hurricane  Isle  Granite  Company  at  its  quarries 
at  Waterford,  Connecticut,  were  maMie  by  Mr.  Ira  H.  Woolson,  E.  M., 
of  Columbia  University,  New  York  City: 

Crushing  strength  of  granite  from  Waterford,  Conneotieni. 

[Two-inch  oabes  tested.] 


Number. 

Size. 

Area. 

First  crsok. 

Crashed  at. 

Haximum 

per  sonare 

inch. 

1575 
1576 

Inches. 
2.1  hi^hx  2.00x1.98..... 
2.008  high  X  2.03  X  2.01 . . . 

Sq.  inches. 
3. 96 
4.08 

Pounds. 
65,000 
92,000 

Pounds. 
93,100 
97,600 

Pounds. 
23,510 
23,921 
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Tb^  (fAV/w'ifi^  aoalriiLi  of  the  ^me  ^nuiite 
iUf:k0iilA  Ski  A  H^iikjif  of  5ew  York  CitT: 


wk^de  bT 


^B«^*|r«ir  */  fr^rnH^  fr^fm  WmUrff/r^  ^ ^mwKrvLml. 


Ptt- 


-•>ii^.  ^iOi 

AJ'j;j.:%A,  Al/J. 

f'*TT'/'-%  <>i  i«>-  F*0 

IJift*  CaO 

y!a;fo«tij».  M^i 

ftolpb'jr 

^/ii'l«;  of  p^itaiMiaiD,  K.O. 
Ox  i/l#r  of  «io«i  i  a  m,  X a.O . . . 

Total 


^.11 

14.31* 

2.G 

L*« 

.^ 

.34 

5.46 

6.57 
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DELAWARE. 

A  Utr^e  lucTfauie  in  prod  action  was  realized  in  1897,  in  this  State; 
that  JH,  from  *07,775,  in  189G,  to  $272,409,  in  1897.  This  is  very  easily 
tffxplaineil  for  the  reason  that  a  large  qoanttty  of  breakwater  stone  for 
Goveniment  nse  was  qnarried  in  1897. 

The  following  tests  and  analysis  were  made  by  Messrs.  Booth,  Gar- 
rett, and  Blair,  of  Philadelphia,  on  the  gneiss  qnarried  by  the  Brandy- 
wine  Granite  Company,  of  Wilmington,  Delaware: 

Analff9i9  and  UtU  of  gramiie  from  JTilmimgtom,  DeloKare. 


IvOM  on   ijD^itioD,  i.  e.,  organic  matter  and 

moisture 

Silica,  SiO, 

Alnmina.  AI2O4 

Ferrous  oxide,  FeO 

Lime,  CaO 

Magnesia,  MgO 

f )xide  of  sodinm,  NazO 

Oxide  of  potaAsium,  K2O 

Total 


Bpeciflc  gravity  =  2.77. 

Crushing  test:  On  nataral  bed  No.  1,  2  by  2  inches  equals  4  square 
IncheH,  at  100,300  pounds,  equals  25,075  pounds  per  square  inch. 
Across  natural  bed  No.  2,  2  by  2  inches  equals  4  square  inches,  at 
90,000  pounds,  equals  24,750  pounds  per  square  inch. 
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Average :  24,913  poands  per  square  inch. 

Absorption  of  water:  Weigbt  after  drying  twenty-four  hours  at  212^ 
F.,  1.20  pounds.  Weight  after  immersing  twenty-four  hours  in  distilled 
water,  1.20  pounds.    Water  absorbed,  0.0  pounds  or  0.0  per  cent. 

GEOBOIA. 

Production  increased  from  $274,734  in  1896  to  1436,000  in  1897. 
Conditions  were  quite  substantially  improved. 

A  crushing-strength  test  made  at  the  Washington  (D.G.)  Navy- Yard 
on  six  2-inch  cubes  of  granite  quarried  by  Mr.  John  3radley  at  Lithonia, 
Georgia,  gave  a  mean  of  85|467  pounds,  or  21,367  pounds  to  the  square 
inch. 

IDAHO. 

Very  little  was  accomplished  in  granite  production  during  the  year. 


MAINE. 

A  slight  decrease  in  production  characterized  the  year  1897;  the 
total  value  of  output  in  1896  was  $1,195',491;  in  1897,  $1,115,327. 
Some  of  the  individual  reports  indicate  better  prospects  for  l«s98. 

The  following  analysis  of  the  granite  quarried  by  the  Blue  Hill 
Granite  Company,  of  Blue  HiU,  Hancock  County,  Maine,  was  made 
by  Mr.  Henry  J.  Williams,  chemist,  of  Boston,  Massachusetts. 

AnalytU  of  Blue  Hill,  Mainey  granite. 


Water,  H2O 

Silica,  SiOa v.... 

Ferric  oxide,  FeiOa . . 

Alamina,  AlsOs 

Lime,  CaO 

Magneuia,  MgO 

PotasBiuin  oxide,  K2O 
Sodium  oxide,  NajO  . 

Total 


Per  ccDt. 


0.27 

74.64 

1.56 

14.90 

.39 

Trace. 

6.88 

.41 


99.05 
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MINERAL  RESOURCES. 


Od  the  basis  of  this  chemical  analysis  the  chemist  estimates  the 
miueralogical  composition  as  follows: 

Camposiium  of  granite  from  Blue  Hill,  Maine, 


Mica 

Feldspar  . . 
Quartz 

Total 


Piirosiit. 


86 
10 
66 


100 


The  following  tests  of  granite  qnarried  by  Messrs.  8.  L.  Treat  &  Son 
at  their  quarries  at  Millbridge,  Maine,  were  made  at  the  Watertown 
Arsenal  under  the  direction  of  M%j.  J.  W.  Beilly : 

TeeU  of  granite  from  MUlbridge,  Maine. 

COMPRESSIVE  ELASTIC  PROPERTIES. 
[Sectiona]  area,  4."12  x  6."09»  25.00  aquare  Inohea.    Ganged  length,  20".] 


Applied  loada. 

In  ganged  length. 

RemarkA. 

Total. 

Per  saoare 
inon. 

Compreaalon. 

Set. 

Pounda. 

2,609 

26,090 

60,180 

75,270 

100,360 

125,460 

100,360 

75,270 

60,180 

25,090 

2,509 

26,090 

60,180 

75,270 

100,360 

125,450 

100,360 

75,270 

50,180 

25,090 

2,509 

Poundi. 

100 
1,000 
2,000 
3,000 
4,000 
6,000 
4,000 
3,000 
2,000 
1,000 

100 
1,000 
2,000 
3,000 
4,000 
6,000 
4,000 
3,000 
2,000 
1,000 

100 

Ineh. 
0. 

.0023 
.0047 
.0069 
.0089 
.0108 
.0089 
.0069 
.0050 
.0030 

.0027 
.0045 
.0067 
.0088 
.0108 
.0089 
.0069 
.0049 
.0030 

0. 
.0006 

Initial  load. 

Modalns  of  elasticity  £  =s 
9, 800, 000. 

* 

.0008 

STONE. 
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Testi  offfraniiefrom  Millhridge,  Maine — Continued. 

LATERAL  EXPANSION. 
Gi»aged  length,  6.5". 


Applied  loads. 

In  gauged  length. 

Remarks. 

Total. 

Per  SQuare 
inon. 

Compression. 

Set. 

Povudt. 

2,509 
125,450 

2,509 

125,450 
2,509 

P(mnda. 
100 
5,000 
100 

5,000 
100 

Inch. 
0. 
.0006 

Inch, 
0. 

Initial  load.' 

Ratio  of  lateral  exjMuisloD 
to  longitndinal  oompres* 
Bion,  1  to  6.8. 

.0001 

.0005 

.0001 

This  specimen  used  in  transverse  test  No.  391. 


SHEARING  TEST. 
[Light -colored  stone.] 


No.  of 
test. 

Shearing  dimensions. 

Shearing 
area. 

Transverse 
fracturtt  de- 
veloped on 
tension  side. 

Shearing  strength. 

Surfaces 
sheared. 

Total. 

Per  sooare 
inch. 

309 

Inches, 
4.02x5.99x2 

Sq.in. 
48.16 

Pound*. 
43,800 

PotMdt. 
135,800 

Pounds. 
2,820 

One. 

TRANSVERSE  TESTS. 
[Ends  supported  20"  apart;  loaded  over  length  of  1"  at  middle.] 


Ko.  of 
teat. 

Dimensions. 

Ultimate  strength. 

Breadth. 

Depth. 

Total. 

Modulus 
of  rup- 
ture R. 

391 
424 

Jnehes. 
4.12 

4.13 

Indus. 
6.09 

6.08 

Pounds. 
10, 540 
10,320 

Pounds. 
2,069 
2,027 

Had  been  previonsly  exposed  to  hot 
and  cold  water  bathe  dnring  ob- 
servations made  on  the  ooefflcient 
of  expansion  by  heat. 

Coefficient  of  expansion  .00000400  between  32^  and  212o  F. 
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The  following  tests  of  granite  qaarried  by  the  Maine  and  New  Hamp- 
shire Granite  Company  at  their  quarries  at  North  Jay,  Maine,  were 
made  at  the  Watertowu  Arsenal  ander  the  direction  of  M^.  F.  W. 
Parker: 

Test  by  campre89ion  of  red  granite  from  North  Jay,  Maine. 


Test 
number. 

Height. 

Dimension  compressed 
surface. 

Sectlonid 
•area. 

First  crack. 

Ultimato 
total. 

Strength 

per  Muare 

incQ. 

j 

4541 

Inches, 
3.02 

Inehes. 
3.00 

IneKet, 
3.00 

Sq.  inehst, 
9.00 

Pounds. 
196,800 

Pounds. 
201,300 

Pounds. 
22,367 

Pyramidal  fracture. 

Test  of  white  granite  from  North  Jay,  Maine, 
[Compressed  surface  faced  with  plaster  of  paris.] 

SeotioDal  area,  6.18  inches  x  6.00  inches  ==  37.08  square  iuches. 
First  crack  at  583,000  poands  =  15,722  pounds  per  square  inch. 
Ultimate  strength,  604,800  pounds  =  16,310  pounds  per  square  Inch. 
Pyramidal  fracture. 

The  following  report  on  the  same  granite  was  made  by  Prof.  J.  E. 
Wolff,  of  Cambridge,  Massachusetts: 

REPORT  ON  STONE  FROM  NORTH  JAY,  MAINE. 

The  analysis  of  this  stone  is  based  on  two  pieces  4  x  2  x  1^  inches,  of 
which  one  was  ased  for  chemical  analysis,  the  other  for  the  preparation 
of  thin  slices. 

The  rock  as  seen  by  the  eye  is  an  even-grained,  white  granite  com- 
I>osed  of  white  feldspar,  qaartz,  plates  of  black  mica  (biotite),  and  white 
mica  (mascovite),  with  a  very  rare  small  grain  of  red  garnet.  It  has 
a  perfectly  even,  massive  strnctare  without  any  visible  line  of  stmctare 
or  weakness.  The  scientific  name  of  the  rock  is  biotite-mascovite- 
granite. 

Thin  transparent  slices  of  the  rock  were  prepared  and  stadied  ander 
the  microscope,  by  which  even  the  smallest  imparities  can  be  detected 
and  the  constitaent  minerals  determined  and  the  degree  of  freshness, 
absence  or  presence  of  cracks,  etc.,  can  be  seen. 

The  following  minerals  compose  the  rock: 

Composition  of  rock  from  North  Jay^  Maine. 

Potash  feldspar  (orthoclase). 
Potash  feldspar  (microcline). 
Soda  (lime)  feldspar  (plagioclase). 
Dark  mica  (biotite). 
Light  mica  (muscovite). 
Quartz. 
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Garnet  and  some  small  accessory  minerals  always  present  in  granite. 

All  these  minerals  are  entirely  fresh,  and  even  the  feldspar,  which  in 
many  good  granites  is  clouded  or  whitish,  owing  to  partial  decomposi- 
tion, is  here  entirely  clear.  The  biotite  is  fresh  and  so  is  the  garnet. 
There  is  hardly  any  magnetite  in  the  rock  and  no  carbonate  and  no 
pyrite,  so  far  as  conld  be  seen.  The  grains  are  free  from  fractnres  which 
could  possibly  allow  the  moisture  and  frost  to  enter  the  rock  and  cause 
disintegration.  A  careful  search  was  made  for  pyrite  in  the  piece  of 
rock  and  in  the  thin  slice,  but  it  was  not  found.  The  following  analysis 
of  the  rock  has  been  made  by  Mr.  E.  T.  Eogers: 


Analysis  of  granite  from  North  Jay,  Maine. 


Silica,  SiOi 

Titanic  oxide,  TiOi,  and  iron  peroxide,  Fe^Oi. . 

Alumina,  AI2O3 

Ferric  oxide,  Fe^Oa 

Ferrous  oxide,  FeO 

Lime,  CaO 

Maf<nesia,  MgO 

Soda,  NajO 

Potash,  K.2O 

Water  (at  red  heat) 

Sulphur,  S 

Carbon  dioxide,  C02 

Total 


Per  cent. 


71.54 

.84 

14.24 

.74 

1.18 

.98 

.34 

3.39 

4.73 

.61 

Trace. 

Traoe. 

98.59 


This  is  the  proper  proportion  for  an  average  fresh  granite  of  this 
mineral  composition,  showing  a  per  cent  of  ferric  iron  below  the  aver- 
age and  of  water  below  the  average.  As  the  water  in  granite  is  prin- 
cipally due  to  the  decay  of  the  feldspar  and  is  an  index  of  this  decay, 
this  low  per  cent  bears  out  the  previous  statement  as  to  the  freshness 
of  the  feldspar.  The  ferric  iron  is  an  index  to  the  amount  of  magnetic 
iron  oxide  jiresent  in  the  rock,  and  shows  a  very  small  amount.  As 
this  sometimes  produces  spots  in  time,  its  absence  is  very  desirable. 
The  trace  of  sulphur  may  be  due  to  pyrites,  but  it  has  not  been  pos- 
sible to  detect  any,  and  if  present  it  mast  be  of  little  importance. 
The  cause  of  decay  in  this  class  of  granites  lies  generally  in  the  feld- 
spar or  in  minute  fissures  penetrating  the  minerals.  Easily  soluble 
substances  like  carbonate  of  lime  are  bad,  and  grains  of  pyrites  cause 
iron  stains. 

So  far  as  this  kind  of  an  examination  can  go,  this  rock  is  exception- 
ally free  from  visible  defects,  and  the  microscopic  and  chemical  analyses 
confirm  this. 
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MINERAL  RESOURCES. 


MARYLAND. 

The  oatpat  in  1897  differs  very  little  from  that  in  the  preceding  year. 
The  figures  for  the  two  years  were  $251,108  for  189G,  and  $247,948  for 
1897.  Although  there  was  a  slight  decrease,  producers  speak  much 
more  cheerfully  than  in  1890. 

MASSACHUSETTS. 

This  State  is  now,  and  always  has  been,  the  leading  State  of  the 
country  in  granite  prodnetion.  Production  increased  from  $1,656,973 
in  1806  to  $1,736,069  in  1897. 

The  decline  in  the  production  of  paving  blocks,  which  has  been  going 
on  all  over  the  country  during  the  past  few  years,  has  been  keenly  felt 
in  Massachusetts.  This  decline  is  due  in  some  degree  to  hard  times, 
but  it  is  becoming  evident  that  much  of  it  is  also  due  to  competition 
with  other  paving  ma^rials,  particularly  brick  and  asphalt.  These 
latter  materials  are  preferred  where  traffic  is  not  too  heavy  because  of 
less  noise  and  less  expense  in  cleaning. 

On  the  whole,  conditions  are  decidedly  better  in  Massachusetts  now 
than  they  were  a  few  years  ago,  an<l  prospects  for  the  future  are  much 
more  encouraging,  although  it  may  take  a  year  or  two  yet  to  get  back 
to  the  status  of  1891. 

The  following  test  of  crushing  strength  was  maMie  at  the  Watertown 
Arsenal  under  tbe  direction  of  Msg.  F.  H.  Parker.  The  stone  tested 
was  Milford  ])ink  granite,  quarried  by  Messrs.  Norcross  Brothers  from 
their  quarries  at  Milford,  Massachusetts: 

Test  by  compression  of  one  6-inch  cube  of  Mi\ford  granite, 
[Compressed  surfaces  faced  with  plaster  of  paris  to  secure  eyen  bearmga.] 


Test 
number. 

Dimensions. 

Sectional 
uea. 

Ultimate  strength. 

Length. 

Compressed  surface. 

Total. 

Per  square 
inch. 

2596 

Inches. 
5.98 

Inchet, 
5.83 

Inches, 
5.96 

Sq,  inches. 
34.75 

Pounds, 
725, 700 

Pounds. 
20,883 

Snapping  Roandn  and  pieces  flew  off  at  546,000  poands.  Slight  explosive  sonnd  at 
674,500  pounds.  Burst  into  small  fragments  and  saud  at  the  maximum  load,  acoom- 
pauied  by  a  loud  report.  One  principal  fragment  was  pyramidal  shaped,  with 
sharp  apex. 
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The  following  analysis  of  the  same  stone  was  made  at  the  School  of 
Mines.  Golambia  University,  New  York  City,  by  Prof.  0.  F.Uhandler: 

Analysis  of  Milford  pink  granite. 


Silica,  SiOi 

Alamina,  AI2O3 

Ferric  oxide,  Fe^O:)  . 
Oxide  of  manganese 

Lime,  CaO 

Magnesia,  MgO 

Potash,  K2O 

Soda,  NajO 

Total 


Per  cent. 


76.07 

12.67 

2.00 

.08 

.85 

.10 

4.71 

3.87 


99.80 


MINNESOTA. 

Prodaction  declined  from  $155,297  in  1896  to  $92,412  in  1897. 

While  less  activity  is  indicated  by  these  figures,  it  is  also  true  that 
in  the  early  part  of  the  present  year  (1898)  prospects  are  more  encoor- 
aging,  as  is  indicated  by  the  mnch  more  cheerful  tone  of  the  replies 
from  producers. 

MISSOURI. 

The  value  of  the  product  in  1896  was  $107,710;  in  1897  the  corre- 
sponding figure  was  $97,857.  A  slight  decline  is  evident,  but,  as  in 
other  States,  the  early  part  of  1898  shows  an  improved  outlook. 

The  granite  quarried  by  the  Syenite  Oranite  Company,  of  Oranite- 
vile,  Missouri,  was  tested  at  Washington  University,  St.  Louis,  by 
Prof.  J.  B.  Johnson,  with  the  following  results: 

Tests  of  granite  from  Graniieville,  Missouri, 


Nnmber  of 
test. 

Size  of  speol- 
mens. 

Crashed  at— 

Crashing 
strength  per 
square  Inch. 

1 

Squan  inehet. 
8.85 
8.78 

Pounds. 
98,100 
95,700 

Pounds. 
24,181 

25,817 

2 

NEW  HAMFSHIBE. 


The  value  of  the  output  in  1896  was  $497,966,  and  in  1897  $641,691. 

At  Concord  and  West  Concord  production  was  somewhat  less  active 
than  the  year  before,  but  indications  there  and  elsewhere  were  for 
improvement  in  1808.  Concord  granite  is  of  thoroughly  established 
reputation,  particularly  for  cut  and  hammered  work. 
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The  granite  of  Milford,  New  Hampshire,  is  highly  regarded  among 
granite  producers,  and  its  repatation  for  monumental  work  seems  to  be 
steadily  increasing.  Indeed,  it  may  also  be  said  that  within  the  past 
two  years  this  granite  has  become  quite  prominent  as  an  admirable 
stone  throughout  New  England. 

NEW  JERSEY. 

Most  of  the  stone  classed  here  with  granite  is  trap  rock  and  is  used 
for  road  purposes.  Production  increased  from  a  valuation  of  $204,323 
in  1806  to  $561,782  in  1807.  The  stone  is  enormously  strong  as  a  rule, 
and  is  well  adapted  for  road  purposes. 

The  writer  recently  tested  the  trap  rock  quarried  by  Messrs.  Hatfield 
&  Chamberlain  at  their  quarries  at  Scotch  plains,  New  Jersey,  and 
found  a  crushing  strength  of  35,000  pounds  to  the  square  inch. 

NEW  YORK. 

The  granite  output  of  this  State  increased  from  a  valuation  of  $161,167 
in  1896  to  $422,*J16  in  1897.  This  is  a  large  increase,  and  is  due  to  the 
greater  activity  in  the  production  of  trap  rock  for  road  purposes. 

NORTH   CAROLINA. 

Production  increased  from  a  valuation  of  $40,017  in  1896  to  $59,236 
in  1897.  All  producers  report  better  conditions  in  1897.  There  is 
much  fine  granite  susceptible  of  easy  quarrying  at  a  number  of  locali- 
ties in  the  State. 

PENNSYLVANIA. 

The  value  of  the  output  was  $159,317  in  1896  and  $349,947  in  1897. 
Business  has  been  better  in  general.  Some  of  the  increase  is  accounted 
for  by  increased  production  of  trap  rock  for  road  making,  in  which 
there  has  been  greater  activity. 

The  following  is  a  report  by  Hermann  Fleck,  Ph.  D.,  of  the  Univer- 
sity of  Pennsylvania,  on  Birdsboro  trap  rock,  quarried  by  the  John  T. 
Dyer  Company,  of  Norristown,  Pennsylvania: 

Jnalysis  of  Birdshoro  trap  rock. 


Snica,  SiOi 

Alumina,  Al ^O  3 

Ferrous  oxide,  FeO 

Ferric  oxide,  Fe^Os 

Calcium  oxide,  CaO  ... 
Magnosinm  oxide,  MgO 
Sodium  oxide  Na>>0.. .. 
Potassium  oxide,  K.^O . 
Titanium  oxide,  TiO^.. 

Total 


Per  cent. 


46.87 
13.36 
2.71 
9.79 
14.70 
4.35 
4.64 
2.01 
1.98 

100.41 
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The  results  obtained  go  hand  in  hand  with  those  gotten  by  microsoopio  examina- 
tion, which  may  be  summed  up  as  follows :  The  mineral  constitaeuts  are  plagioclase, 
pyroxene,  and  hornblende,  with  magnetite  or  magnetic  iron  to  the  extent  of  4.56  per 
cent  as  an  accessory  constitaent.    Pyroxene  and  hornblende  predominate. 

The  rock  is,  therefore,  to  be  classed  as  dolorite,  valued  as  one  of  the  best  for  bal- 
last, roadbed,  macadamizing,  and  paving  purposes,  excellent  examples  being  found 
in  the  so-called  French  Creek  granite  and  the  Palisades  of  the  Hudson,  which  find 
a  widespread  use. 

The  mineral  constituents  present  impart  desirable  qualities  for  a  good  wearing  and 
durable  rock. 

Plagioclase  and  pyroxene  add  the  required  hardness  on  the  one  hand,  while  on  the 
other  hand  hornblende  vastly  increases  the  toughness  and  durability,  together  mak- 
ing it  an  excellent  material  for  roadbed  and  ballast  or  Belgian  block,  where  these 
qualities  are  required. 

In  addition  I  may  add  that  such  a  rock  will  stand  the  heaviest  traffic  without  break- 
ing down  or  splintering.  Moreover,  it  is  but  slowly  attacked  by  the  disintegrating 
action  of  frost  and  thaw,  rain,  etc.,  weathering  slowly,  and  then  only  on  the  surface, 
retaining  its  original  hardness  throughout  the  body  of  the  rock. 

RHODE  ISLAND. 

Tbe  value  of  the  product  iu  1896  was  $746,277 ;  in  1897  the  figure  was 
$629,564.  There  has  thus  been  some  decline,  but  there  is  unquestion- 
ably a  better  outlook  for  1898,  judging  from  operations  so  far.  Most  of 
the  granite  quarried  iu  Rhode  Island  is  monumental  stock  taken  from 
quarries  at  Westerly  and  Niantic.  Quarrying  for  building  purposes 
has  been  taken  up  more  vigorously  than  heretofore  at  Westerly,  and 
a  large  quantity  of  stone  has  been  quarried  for  such  use. 

SOUTH   OAEOLINA. 

The  value  of  the  product  in  1896  was  $55,320;  in  1897  the  figure 
was  $37,820.    Conditions  for  1898  are  improved. 

SOUTH  DAKOTA. 

Production  declined  from  $199,977  in  1896  to  $68,961  in  1897.  Some 
of  this  product  is  the  Sioux  Falls  quartzite,  a  stone  of  great  hardness, 
strength,  and  durability.  Considerable  of  the  output  goes  for  paving 
blocks,  which  have  been  used  to  some  extent  in  Chicago. 

UTAH. 

Very  little  granite  was  quarried  in  Utah,  either  in  1896  or  1897. 

VERMONT. 

Production  increased  from  $895,516  in  1896  to  $1,074,300  in  1897. 
Two-thirds  of  the  product  came  from  the  Barre  region,  where,  in  spite 
of  hard  times,  production  has  been  active  and  the  stone  has  been  shipped 
over  a  large  area  of  the  United  States. 

The  following  report  on  the  "dark"  and  "medium"  granite  quarried 
by  Messrs.  Wells,  Lanison  &  Co.  at  their  quarries  at  Barre,  Vermont, 
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was  recently  made  by  the  writer  in  the  analytical  and  testing  labora- 
tory of  Swarthmore  College,  Swarthmore,  Pennsylvania. 

REPORT  ON  DARK  AND  MEDIUM  GRANITE    FROM    WELLS,   LAMSON  A  CO.'S  QUARRIES 

AT  BARRE,   VERMONT. 

Chemioal  analyna  of  dark  granite. 


Silica,  SiOa 

Ferric  oxide,  FeiOs 

Alamina,  AI2O3 

MaDgaDese 

Lime,  CaO 

Magnesia,  MgO 

Sodiam  oxide,  Na^O 

Potassium  oxide,  KjO 

Loss  on  ignition,  COa,  and  moistnre 

Total 


Percent. 


69.56 

2.65 

15.38 

Trace. 

1.76 

Trace. 

5.38 

4.31 

1.02 


100.06 


A  microscopic  examination  of  tbis  granite  was  made  by  Mr.  Whitman 
Cross,  of  the  United  States  Geological  Sorvey,  and  his  report  thereon 
is  as  follows : 

Messrs.  Wells,  Lamson  &  Co.'s  dark  granite  is  a  fine,  even-grained,  typical  granite 
containing  two  micas  (biotite,  mnscovite^  sometimes  called  granite  proper.  The 
constitnents  of  importance  are  quartz,  orthoclase,  microcline,  biotite,  and  muscovite. 
The  first  three  occur  in  wholly  irregular  grains  interlocking  in  a  very  complex  man- 
ner. The  micas  are  in  small  leaves  between  and  penetrating  the  other  minerals  to 
some  extent.  Muscovite  apparently  occurs  in  two  forms,  one  corresponding  to  the 
biotite  as  seemingly  primary  and  in  small  flakes  in  the  orthoclase,  and  clearly  a 
secondary  mineral. 

Accessory  constitnents  are  oligoclase,  albite  (f),  titanite  (sphene),  and  apatite. 

There  is  an  almost  total  absence  of  magnetite  or  other  iron  ore. 

Biotite  is  slightly  changed  to  green,  and  probably  yields  chlorite  in  some  samples. 
The  orthoclase  gives  way  to  an  aggregate  of  fine  muscovite  leaves,  also  varying 
much  in  different  samples,  no  doubt. 

Both  quartz  and  biotite  show  that  the  rock  has  endured  considerable  pressure,  the 
former  by  the  ^'nndnlatory  extinction '^  it  exhibits,  and  the  biotite  by  the  curved 
and  bent  lamellas.  The  pressure  did  not  extend  to  a  crushing  of  the  grains  or  any 
banded  structure. 

In  the  feldspars  is  some  calcite  filling  small  cracks.  On  the  basis  of  this  exami- 
nation I  should  estimate  it  at  quartz  30  to  35  per  cent,  orthoclase  30,  microcline  20 
to  25  per  cent.    Much  of  the  iron  is  present  in  the  ferrous  or  nnoxidized  oondition. 
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Determinations  of  Bpeoific  gravity, 
DARK  GRANITE. 


Weight  of  granite 

Weight  of  water  displaced 

Specific  gravity  foand -^ , 

Temperature  of  water,  2SP  C. 

MEDIUM  GRANITE. 

Weight  of  granite 

Weight  of  water  displaced 

Specific  gravity  foand 

Temperature  of  water,  20^  C. 

Determinationa  of  absorption  oapaoity, 
DARK  GRANITE. 

Weight  of  granite  after  heating  in  air  at  110^  C.  for  six 
hours 

Weight  of  granite  after  boiling  in  water  for  three  hours 
and  wiping  dry , 

Weight  after  heating  again  at  110^  C.  for  six  hours 

Per  cent  of  water  absorbed,  0.121. 

MEDIUM  GRANITE. 

Weight  of  granite  after  heating  in  air  at  110°  C.  for  six 
hours 

Weight  of  granite  after  boiling  in  water  for  three  hours 
and  wiping  dry 

Weight  after  heating  again  at  110^  C.  for  six  hours 

Per  cent  of  water  absorbed,  0.129. 

19  GEOLy  PT  6,  VOL  2 15 


Grams. 


8.8061 
3.2956 
2.672 


32. 95745 
12. 37680 
2.662 


Gruns. 


49.9625 
50.0230 


.0605 
49.9328 


64. 1723 
64.2549 


.0826 
64.1534 
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Determinations  of  crushing  strength  of  **dark'*  aud  ** medium'*  Barre  granite  from 
Messrs,  Wells f  Lamson  ^  Co,,  using  the  standard  Tinius  Olsen  testing  maohine,  of 
Philadelphia. 

DARK  GRANITE. 
[Crusbinff  strain  applied  perpendicular  to  rift] 


No. 

Size. 

Area 

Broke  at-« 

Cmsfaing 
strength  per 
sqaare  inch. 

1 
2 

JneKes. 

2hlgh  X2X2.02 

2  high  X  2.03x2.07  ... 

Sq.  inches. 
4.04 
4.20 

Pounds. 
71, 870 
70,220 

Pounds. 
17,790 
16, 719 

[Cmshing  strain  applied  parallel  to  rift.] 


2  high  X  2.06x2.04... 


4.20 


83,820 


19, 957 


1 
2 


MEDIUM  GRANITE. 
[Crushing  strain  applied  perpendicalar  to  rift.] 


2  high  X2x2.02.., 
2  high  X  2.02  X  2.04 


4.04 
4.12 


72, 140 
61, 670 


17,856 
14,968 


[Crushing  strain  applied  parallel  to  rift.] 


00 

2highx2x2.03 4.06 

ftl,170 

15,805 

While  the  foregoing  results  speak  plainly  for  themselves  to  the  effect 
that  the  "dark"  and  the  "medium"  granite  quarried  by  Messrs.  Wells, 
Lamson  &  Co.,  at  their  quarries  at  Barre,  Vermont,  are  unquestionably 
commendable  for  the  customary  uses  of  granite,  it  may  be  well  to  call 
att<'.utlon  to  certain  features  of  these  results  which  are  worthy  of  special 
m<uitlon.  The  analysis  shows  a  low  percentage  of  iron,  rendering 
liabiltty  to  stain  a  minimum,  a  high  percentage  of  silica,  and  the  usual 
pcrrcntages  of  other  constituents  found  in  true  granites. 

The  crushing  strength  of  the  "dark"  granite  is  high,  much  above  the 
aviM'u^i^  for  true  granite,  and  somewhat  higher  on  the  average  than  that 

ol'  the  "  UHMlium." 

An  examination  of  the  stone  at  the  quarries  by  the  writer  shows  it 
to  bo  uniiHually  tVce  ft^oui  knots  and  streaks  or  irregularities  in  structure 

of  any  kind. 

The  almorpMou  capiHjities  of  both  "  dark"  and  "  medium,"  while  show- 
\uu  »!■  »<lltfl»t'  dilVoionoo  in  favor  of  the  "dark,"  are  both  so  low  as  to 
aniounl'  to  virtunlly  nothing  when  possible  disintegration  from  freezing 
or  ai>«orbiMl  moiMturo  is  considered.  In  this  connection  it  must  be 
rrMMMiibenHl  that  in  tl»c  absorption  tests  the  stone  is  so  treated  as  to 
Mbwni  I)  llio  maximum  quant ity  of  water,  i.  e.,  the  conditions  of  the  test 
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are  far  more  severe  than  any  natural  conditions  to  which  the  stone  is 
ever  likely  to  be  exposed. 

Most  of  the  Barre  producers  report  a  very  encouraging  outlook  for 
1898. 

VIRGINIA. 

The  value  of  the  granite  output  declined  from  (95,040  in  1896  to 
$88,096  in  1897. 

A  number  of  the  Virginia  quarries  produce  fine  stock,  but  as  yet 
there  has  been  no  recovery  from  the  effects  of  the  financial  depression 
of  the  last  few  years. 

The  following  chemical  analysis  and  tests  of  the  granite  quarried 
by  the  Petersburg  Granite  Quarrying  Company  at  their  quarries  at 
Petersburg,  Virginia,  were  made  by  Messrs.  Hunt  and  Clapp,  at  their 
Pittsburg  testing  laboratory: 

Analysis  of  granite  from  Petersburg,  Virginia, 


Smca,Si03 

AlamiDa,  Al^Oa 

Oxide  of  iron,  Fe^Oij . 

Lime,  CaO 

Magnesia,  MgO 

Sodiam  oxide,  Na^O. . 
Potassium  oxide,  K2O 

Total 


Per  cent. 


64.12 
20.91 
2.96 
1.98 
.66 
4.57 
4.82 


100.02 


Constituent  minerals  of  granite  from  Petersburg,  Virginia, 


Mica 

Feldspar . . . 
Quartz 

Total 


Per  cent. 


15 
60 
25 


100 


Test  of  2-inch  cube  of  granite  from  quarries  at  Petersburg,  Virginia, 

Original  dimensions,  2  inches  square. 

Original  area,  4  square  inches. 

Ultimate  load,  100,400  pounds. 

Crushhig  strength,  25,100  pounds  per  square  inch. 

WISCONSIN. 

Production  in  this  State  has  remained  practically  the  same  as  in 
1896,  when  the  output  was  valued  at  $126,639. 
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An  analysis  of  the  granite  quarried  by  the  Milwaukee  Monnment 
Gompany,  at  their  quarries  in  Waushara  County,  was  made  by^  Mr. 
A.  S.  Mitchell,  chemist,  of  Milwaukee,  giving  results  as  follows: 

Analysis  of  granite  from  Waushara  County ,  Wisconsin, 


Silica,  SiOa 

Alnmiua,  AlsOn 

Kerrio  oxide,  Fe203 

Lime,  CaO 

Magnesia,  MgO 

Oxide  of  sodium,  NaiO. . . 
Oxide  of  potassinm,  K.3O , 

Total 


76.62 

13.02 

1.01 

.51 

.05 

2.24 

6.38 


99.83 


NOTES  ON  GRANITE  IN  NEW  ENGLAND. 

During  the  summer  of  1897  the  writer  had  opportunity  to  visit  some, 
though  for  lack  of  time  not  all,  of  the  leading  granite-producing  regions 
of  New  England.  These  notes  are  intended  to  give  some  of  the  results 
of  observations  made.  In  the  order  of  the  value  of  the  granite  pro- 
duced, the  New  England  States  rank  as  follows :  Massachusetts,  Maine, 
Vermont,  New  Hampshire,  Rhode  Island,  Oonnecticut.  These  States 
produce  annually  from  65  to  70  per  cent  of  the  total  output  of  the 
United  States.  The  products  of  some  of  these  quarry  regions  have  a 
national  reputation  and  are  shipped  to  all  parts  of  the  United  States. 

The  leading  position  of  the  New  England  States  in  respect  to  granite 
production  is  due  to  a  combination  of  circumstances  and  facts,  among 
which  may  be  mentioned  the  age  of  this  region  of  the  country,  the  fact 
that  granite  is  found  in  great  variety  and  abundance,  and  finally  the 
fact  that  many  of  the  quarries  are  favorably  located  for  cheap  transpor- 
tation of  the  products  by  water  to  the  various  iK)ints  of  consumption. 
Such  advantages  of  location  on  the  water  are  the  possession  of  quar- 
ries in  Maine,  some  in  Massachusetts,  Oonnecticut,  and  elsewhere,  but 
tliey  are  of  less  imi)ortance  now  than  formerly.  At  present  much  of 
the  most  valuable  monumental  gitinit^  is,  from  necessity  or  choice, 
■hipped  iVom  the  points  of  production  by  rail. 

MASSAOHUSETTS. 

ThlM  Htat'O  has  always  been  the  leader  in  magnitude  of  output.  The 
principal  producing  localities  are  Cape  Ann  (including  Eockport, 
l%mn  (3ove,  Lanesvllle,  and  Bay  View)  and  Quincy  (including  West 
Qnlnry).  TlicHctwo  regions  produced  in  value  somewhat  more  than 
liiill'  tiio  total  output  of  the  State,  and  are  about  equally  productive; 
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bat  the  uses  to  which  the  output  is  devoted  are  radically  different,  ia 
that  the  Quincy  granite  is  strictly  a  monumental  stooe,  of  national  repu- 
tation, while  Gape  Ann  granite  is  primarily  a  building  stone,  which  can 
be  rapidly  quarried  and  in  any  desired  size  of  blocks.  Other  important 
centers  of  production  in  the  State  are  Milford,  Monson,  Fitch  burg,  and 
"Sew  Bedford.  In  addition  to  these  are  numerous  scattered  localities 
at  which  valuable  stone  is  produced,  but  in  smaller  amounts. 

Quincy, — So  well  is  Quincy  known  as  a  granite  region  that  it  almost 
seems  needless  to  say  anything  more.  Every  stonecutting  yard  of  any 
imiK)rtauce  in  all  large  cities  continually  has  Quincy  granite  monuments 
and  gravestones  displayed  for  sale  or  in  process  of  completion  to  fill 
orders  specifying  that  stone. 

Mineralogically,  the  stone  consists  chiefly  of  quartz,  hornblende,  and 
feldspar.  There  is  a  high  percentage  of  quartz,  and  to  this  is  largely 
due  the  extreme  hardness  of  the  stone.  The  distinguishing  features  of 
Quincy  granite,  which  have  given  it  the  high  reputation  it  bears,  are 
its  hardness,  the  durability  of  the  high  polish  which  may  be  developed, 
and  the  contrast  between  the  polished  and  the  hammered  surface. 
This  latter  feature  is  more  pronounced  in  the  so-called  dark  Quincy 
granite  than  in  the  light,  and  for  this  reason  the  former  commands  a 
higher  price. 

According  to  Gillmore  the  crushing  strength  of  Quincy  granite  is 
17,750  pounds  to  the  square  inch;  its  specific  gravity  is  2.669.  The 
following  analysis  was  made  by  Mr.  E.  E.  Angell,  chemist  of  New 
Hampshire  State  Boai'd  of  Health: 

Analysis  of  Quincy  granite. 


Silica,  SiO; '  75.14 

Alumina,  A  1,0., /. 15. 57 

Ferrous  oxid<\  FeO *. 2. 49 

Lime,  CaO 1. 85 

Potash,  KaO .54 

8oda,Na,0 4.41 

Total 100.00 


The  qualities  of  the  granite  are  such  as  to  render  it  so  desirable  for 
monumental  work  that  it  is  inexpedient  to  devote  the  best  of  it  to  any 
other  use,  and  very  little  determined  effort  is  made  by  producers  to 
extend  its  application  to  building  purposes,  for  which  it  is  also  admira- 
bly adapted. 

Granite  for  monumental  use  must  be  carefully  selected,  and  there 
is  consequently  considerable  waste  of  material,  which  would  serve 
excellently  for  building,  but  the  producers  seem  to  make  but  little  effort 
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to  dinp."*  f.f  *tt>n*:  (at  thia  pnrpo«e,  although  not  a  little  flnds  its  way 
intd  rt-tAiniiiif  walls  and  bridges  erected  by  railway  cori»orationB  along 
thfir  lint^.  ^fi-caHKiriHlly,  also,  the  granite  is  used  in  large  and  pre- 
t*ntioo,-<  bnililing-t,  but  not  to  the  exteut  to  which  the  qualities  of  the 
ftronft  would  nM-m  to  jnttti^. 

Many  of  the  prodncere  at  Quincy  have  been  engaged  in  quarrying 
fbr  monnnjental  work  only  for  many  years,  and  coDsidersble  conserv- 
atj.srn  aa  to  bn.tine^a  policy  U  the  not  minatural  result. 

'^narrying  for  moDDmental  sto<;k  and  for  building  material  are  two 
qnire  ditferf  nt  operatiooa,  and  if  one  of  these  is  em])1ineized  at  all  the 
oth»'r  i»  apt  to  ret^eive  bat  little,  if  any,  attention.  To  operate  a  quarry 
prmlm^inj;  U>th  kinds  of  stock  at  the  Bame  time,  and  witbal  to  develop 
the  iiditrry  with  due  regard  to  future  operations,  is  a  difficult  matter, 
and  reqnires,  moreover,  a  liberal  working  capital.  This  is,  in  many 
esft*^.  lacliin^.  There  is  at  Quincy  a  strong  temptation  to  quarry  for 
to-day  ouly.  A  One  piece  of  monumental  stone  is  visible  in  a  certain 
part  ot'  the  quarry:  it  can  be  sold  for  cash  as  soon  as  taken  out;  it  is 
theretore  removed  as  quickly  as  possible,  and  in  many  cases  without 
SD(.'h  tbouirht  tor  the  morrow  as  will  make  future  oi>erations  economical. 

Be(b:ie  sO)D*  is  frequently  freely  and  generously  given  to  paving- 
bloi-k  cutters,  who  cat  it  into  paving  blocks  and  sell  them  on  their  own 
ftLTL-uunt.  Knots,  streaks,  and  "mod  boles"  must  be  carefully  avoided 
tu  A  i-on^t^'ientious  si^lection  of  stock  for  monumental  work ;  but  these 
dtfiev-ts.  except  the  third,  would  be  of  but  little  moment  in  stone  devoted 
to  \i  wide  range  of  baildiag  purposes. 

Ill  t'ormer  \-eanj  the  prodacdou  of  paving  blocks  was  actively  carried 
ou.  but  dK»  m;kiiy  quarryuien  put  it,  the  paving-block  industry  has  "gone 
ti>  tbaf  ilt'g^''  owiu;  to  the  conijtetition  of  other  kinds  of  paving  material. 
Wtiile  puvtn^  L>U><.-ks  are  still  being  made  to  a  slight  extent  tbere  is 
Yi?rv  lit;Ie  pn>dc  in  tbe  bosiness,  the  maker  of  the  block  being  able  to 
t»ttli.:<f  little  i«K>re  than  *1  per  day  for  what  is  very  hard  manual  labor. 
I'li^iw  cutter*  lu  the  p«st  few  years,  owing  to  difGcnlty  in  securing 
othtc  kiuiU  v'f  work,  ha^^e  be*n  obliged  to  cut  blocks  for  small  returu 
tfr  'i---  tti'tbtn^  *t  all. 

Kli*  ;ii**th^'ds  of  quarrying  at  Quincy  are  to  blast  with  lewis  holes  and 
(h^'tt  cut  ititk-  bUK-ks  by  plug  and  feather.  Sometimes,  but  not  often, 
•b.i.i:iv;!Ui  i*  r««i*»rtetl  to.  but  the  hardness  of  the  stone  is  such  as  to 
tu  lio  iii;s  vvrv  vxiK-usive.  Id  channeling,  holes  are  drilled  with  asteam 
j'.:(  ,i;t  itK-li  *p.trt,  and  then  the  partitions  between  the  holes  are 
^tt.S.^■<l  -£■-••  't  w^th  the  i-hanne!  bar. 

oii.itv,'.  !trsiii:e  is  at  prweat  ii^i  chiefly  in  the  Eastern  and  Middle 
't;  a^s,  k-.-^  Nsui  sfl^  <Q  »•>'■  ^""^^  '*'*"  formerly.  This  is  accounted 
V,  II  ♦J  ^^v^ritt  tb^  dr^t  pl-MV  but  few,  if  any.  Quincy  salesmen  are 
».,  «  '>.e  «  ^-  »aa  F».-^-era  -ranites  that  w*  more  easily  quarried, 
L.    V^-w  ct.o..ivc.  *.-*  liniWy  a^.iKviv^.'ins  western  trade. 

__^j  i»rTw*ily  >rjw»i.  l-»s  «■?»«  includes  Rockport  and 
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Methods  of  qaanyiug  and  haudling  stone  here  offer  a  strong  contrast 
to  the  conditions  at  Qaincy^  for  the  reason  that  monumental  work  is 
ignored  at  Gape  Ann,  and  building  stone  is  the  product  sought.  The 
stone  is  decidedly  less  valuable  per  cubic  foot,  and  the  amounts  dis- 
posed of  and  the  methods  of  working  must  compensate  for  this.  Every- 
thing must  be  done  on  a  large  scale,  and  explosives  must  be  used  much 
more  freely  than  would  be  permissible  in  quarries  where  smaller  amounts 
of  more  valuable  stone  for  monumental  work  are  sought. 

In  every  way  Cape  Ann  seems  to  be  suited  to  the  production  of 
building  stone.  In  the  first  place,  it  is  on  the  coast,  and  all  stone  is 
shipped  by  water  on  ships  that  can  come  almost  to  the  edge  of  the 
quarries.  In  the  second  place,  the  granite  is  enormously  abundant 
and  well  adapted  to  heavy  building  work,  in  that  it  can  be  taken 
out  in  large  blocks  by  expeditious  methods  of  quarrying.  In  the  third 
place,  the  construction  of  an  extensive  and  much-needed  breakwater 
by  the  United  States  Government  enables  quarrymen  to  dispose  of  all 
grout  at  prices  which  help  them  to  keep  quarry  property  well  cleaned 
up  at  less  expense  than  is  required  at  other  less  favorably  located 
quarries. 

The  stone  is  a  hornblende-biotite  granite,  medium  to  coarse  in  text- 
ure, gray  in  color,  massive,  and  with  both  horizontal  and  vertical  joints. 
It  takes  a  good,  durable  polish,  but,  being  a  light-colored  stone,  the  con- 
trast between  hammered  and  polished  surfaces  is  not  so  strong  as  in 
some  of  the  granites  having  an  established  reputation  as  monumental 
stones.  Very  little  if  any  effort  is  made  to  push  the  stone  as  a  monu- 
mental material,  but  the  quarrymen  seem  as  a  rule  to  be  content  with 
the  large  possibilities  of  building,  and  quarries  are  equipped  for  opera- 
tions on  the  scale  necessary  for  extensive  building  contracts  and  the 
heaviest  foundation  work.  An  important  contract  recently  on  hand 
was  the  foundation  work  on  the  new  terminal  railway  station  in  Boston, 
now  in  course  of  construction.  A  few  years  ago  the  production  of 
paving  blocks  constituted  an  important  item  in  the  business  of  Gape 
Ann  quarrymen,  but,  as  at  other  localities,  this  is  now  suffering  from 
depression  and  can  no  longer  be  regarded  as  cutting  much  of  a  figure 
in  the  total  output  of  the  quarries.  The  stone  is  well  adapted  for  pav- 
ing, and  during  the  years  when  paving  blocks  were  in  active  demand  in 
large  cities  a  product  of  considerable  magnitude  was  turned  out. 

The  breakwater  in  course  of  construction  will  eventually  make  a  fine 
harbor  at  Pigeon  Gove,  while  at  present  the  lack  of  it  is  rather  a 
menace  to  vessels  at  anchor,  or  even  at  the  wharves.  The  dimensions 
of  the  completed  breakwater  will  be  50  feet  wide  at  the  bottom,  30  feet 
at  the  top,  18  feet  above  high  water,  and  2^  miles  long.  About  800,000 
tons  of  stone  have  already  been  put  in  place.  About  6,000,000  tons  in 
all  will  be  required  for  the  completion  of  the  work.  The  good  effects 
of  what  has  already  been  done  are  said  to  be  unmistakably  manifest 
in  lessening  the  violence  of  the  water  in  the  area  partially  inclosed. 
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stock  in  large  quantity  if  capital  were  invested  in  snfficient  amonnt. 
A  long  haul  by  wagon  is  necessary,  and  this  is  quite  a  drawback. 
Investment  of  more  capital  is  imperative  before  anything  considerable 
can  be  done  at  this  point. 

WaUtford. — A  large  qaarry  at  this  i>oint  is  operated  by  Messrs. 
Booth  Brothers.  The  stone  is  fine* grained  biotite  granite,  of  gray  color. 
Operations  are  quite  extensive,  both  monumental  and  building  stone 
being  produced.  The  stone  is  of  fine  quality,  and  preparations  for  even 
greater  activity  were  being  made,  as  the  quality  of  the  stone  is  such 
as  to  amply  justify  extensive  work  as  soon  as  production  again  assumes 
normal  proportions.  Work  here  has  been  prosecuted  actively  for  the 
past  five  years,  although  in  times  past  quarrying  has  been  done  on  a 
smaller  scale  than 'at  present. 

The  cutting,  carving,  and  polishing  plant  is  extensive,  and  at  the 
time  of  the  visit  of  the  writer  was  being  still  further  enlarged  by  the 
erection  of  a  shed  220  feet  long,  intended  to  accommodate  100  men  in 
the  work  of  cutting  and  polishing. 

Millstone, — Here  is  a  large  quarry,  known  as  Henry  Gardiner's  quarry. 
This  was  originally  opened  in  1830.  Even  as  far  back  as  one  hundred 
and  fifty  years  ago  millstones  were  quarried  for  use  in  the  old-fashioned 
windmills,  the  ruins  of  which  are  in  many  cases  still  to  be  seen  near 
Newport  and  elsewhere.  The  quarry  is  well  equipped  with  modern 
machinery,  and  is  also  provided  with  a  private  railroad  connecting  with 
the  New  York,  New  Haven  and  Hartford  Bailroad  at  Millstone  Station. 
When  polished,  the  color  of  the  stone  is  rather  dark,  and  this  shows  a 
good  contrast  to  the  hammered  surface,  which  is  light  in  comparison. 
The  stone  is  used  chiefly  for  monumental  work,  although  building  stone  m 

is  also  quarried.  Paving  blocks  in  time  past  have  been  turned  out  in 
large  quantities,  but  at  present  but  few  blocks  are  made,  owing  to  the 
reduced  demand  for  such  paving  material  in  large  cities. 

A  stone  crusher  was  in  operation  to  furnish  crushed  stone  for  the 
Government  fortifications  at  Dutch  Island  and  elsewhere.  Shipping 
facilities,  both  by  land  and  water,  are  exceptionally  good. 

Stony  Creek. — At  this  place  are  a  few  quarries  producing  a  highly 
feldspatbic,  coarse- grained,  pink  stone,  well  adapted  to  building  pur- 
poses. Pink  granite  is  at  present  quite  ])opular  among  builders,  and 
the  attractive  feature  of  this  granite  is  its  color.  Contracts  for  stone 
for  some  large  buildings,  such  as  the  New  York  Life  Insurance  build- 
ing, at  the  corner  of  Broadway  and  Leonard  streets,  New  York  City, 
were  on  hand  during  the  past  year.  Preparations  for  a  large  increase 
in  output  were  under  way  at  the  time  of  my  visit. 

ScLchem  Head. — At  Sachem  Head  quarrying  operations  of  very  dif- 
ferent character  from  those  usually  adopted  are  carried  out  on  a  large  ^ 
scale,  for  the  single  purpose  of  obtaining  stone  for  breakwaters.    A  v  ^ 
bluff  1,500  feet  long  has  been  exposed.    From  this  the  stone  is  removed 
by  the  most  violent  explosives,  while  in  addition  any  and  every  way  of 
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dislodging  stone  cheaply  is  freely  applied.  Having  been  loosened  out, 
regardless  of  size  and  shape,  the  stone  is  loaded  on  cars  which  carry  it 
to  scows  and  barges  at  the  wharf  a  few  hundred  feet  away  and  it  is 
then  transported  to  the  breakwater  now  in  coarse  of  construction  at 
Point  Jadith.  The  plant  for  handling  and  transporting  stone  is  very 
complete,  and  altogether  represents  the  investment  of  nearly  $500,000. 
The  firm  operating  here,  Messrs.  Hughes  Bros.  &  Bangs,  makes  a 
specialty  of  breakwater  and  canal  work,  and,  in  addition  to  extensive 
contracts  for  bi^eakwaters,  are  also  engaged' in  supplying  limestone  at 
Buffalo  for  use  in  the  Erie  Canal.    The  workmen  are  all  Italians. 

Leete  Island. — On  this  island  a  highly  feldspathic  pink  gneiss  is 
quarried  for  heavy  construction  and  bridge  work.  It  was  used  in  the 
foundation  of  the  Statue  of  Liberty,  in  New  York  I^arbor. 

This  stone  has  an  excellent  reputation  for  the  purposes  to  which  it  is 
generally  applied.  It  takes  a  good  polish,  and,  from  the  wavy  lines 
that  were  well  shown  in  a  polished  slab  which  was  exhibited,  would 
look  well  in  interior  decoration  in  buildings. 

Meriden. — At  Meriden  are  quarries  of  trap  rock,  which  is  used  only 
for  railroad  ballast  and  highway  construction.  The  stone  is  fed  into 
crushers  and  sold  for  ballast  or  macadam.  Koads  around  Meriden, 
where  the  stone  has  been  used,  testify  to  the  excellence  of  this  stone 
for  such  use.  Kot  only  is  the  stone  of  remarkable  strength  and  tough- 
ness, but  as  it  slowly  pulverizes  the  dust  cements  togetljer  at  every 
wetting,  making  a  surface  of  extreme  smoothness.  The  stone  seems  to 
be  the  ideal  road  material.  At  one  place  the  stone  occurring  on  the 
mountain  side  is  in  small  fragments,  which  are  raked  down  and  trans- 
ported to  the  crushers.  This  operation  can  hardly  be  called  quarrying. 
From  the  solid  masses  in  the  quarry  the  rock  is  blasted  by  violent 
explosives,  which  are  intended  to  shatter  the  stone  as  much  as  possible, 
thus  reducing  the  work  of  the  crushers.  An  improvement  in  stone 
crushers  consists  of  the  use  of  manganese  steel,  which  in  the  form  of  a 
pestle  rotates  eccentrically  in  a  hopper.  This  form  of  crusher  lasts 
much  longer  than  ordinary  steel-jaw  crushers,  which  have  been  gen- 
erally used. 

Ansonia. — Near  this  place  are  a  few  small  quarries  producing  gneiss 
well  adapted  for  street  curbing,  for  which  purpose  much  of  the  stone  is 
used.    The  stone  splits  exceptionally  well. 

RHODE  ISLAND. 

This  state  has  been  distinguished  as  standing  in  first  place  for  the 
value  of  monumental  work  produced.  The  most  important  quarries 
for  monumental  granite  are  at  Westerly  and  Niantic.  At  some  of  the 
quarries  only  monumental  stone  is  produced,  but  at  others  building 
stone  also  is  sold  in  very  large  quantities. 

Westerly  and  yiantic, — ^The  monumental  stock  from  these  places  is 
distinguished  commercially  as  blue  and  white,  the  former  being  more 
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valuable  on  account  of  the  better  contrast  between  polished  and  ham- 
mered surfaces.  The  stone  is  a  biotite  granite,  of  a  crushing  strength 
of  17,750  pounds  to  the  square  inch.  Its  value  for  monumental  work  is 
due  to  its  fine  grain,  uniformity,  and  the  fact  that  it  may  be  safely 
carved  to  a  fine  edge,  which  it  will  hold  without  danger  of  chipping. 
In  short,  it  is  exceptionally  well  adapted  to  elaborate  carving  on  blocks 
of  great  size.  Many  notable  statues  and  monuments  have  been  made 
of  this  stone,  and  its  reputation  has  been  established  by  years  of 
experience. 

Care  in  selecting  stone  has  to  be  exercised,  as  streaks  and  knots 
occur.  Some  of  these  do  not  reveal  themselves  until  polishing  or  carv- 
ing brings  them  into  view.  As  the  producers  are  conscientious  in  letting 
only  good  stock  leave  the  yards,  there  is  occasionally  financial  loss,  due 
to  the  necessity  for  condemning  a  piece  of  work  after  considerable  labor 
of  au  expensive  kind  has  been  done. 

Some  of  the  quarrymen  are  opposed  to  selling  stock  in  the  rough, 
but  prefer  to  dispose  of  only  finished  products,  as  they  can  thus  better 
protect  the  high  reputation  of  the  stone. 

The  largest  block  ever  quarried  here  was  55  by  10  by  5  feet.  Facil- 
ities for  quarrying,  cutting,  polishing,  and  carving  are  of  a  high  order 
at  a  number  of  the  Westerly  quarries.  The  latest  improvements  in  all 
directions  are  tested  promptly,  and,  if  found  satisfactory,  adopted.  At 
one  of  the  Westerly  granite  works  considerable  granite  is  sawed,  with 
good  results  as  to  character  of  work  and  economy.  Sawing  granite  is 
a  comparatively  new  process,  and  it  can  not  be  said  to  have  yet  come 
into  anything  like  general  use,  but  it  is  favorably  regarded  by  a  num- 
ber who  have  tried  it. 

Since  the  financial  depression  began  a  few  years  ago,  the  use  of 
Westerly  granite  for  building  purposes  has  increased,  and  a  number 
of  large  contracts  have  been  filled  or  are  now  on  hand.  Some  of  the 
older  quarries  are  now  quite  deep,  and,  although  some  very  fine  stone 
is  taken  out  at  considerable  depth,  the  expense  of  quarrying  is  some- 
what increased.  Some  of  the  producers,  therefore,  have  found  it  neces- 
sary to  extend  their  quarries  laterally  in  order  to  obtain  a  larger  vol- 
ume of  stone  sufficient  to  accommodate  building  contracts  as  well  as 
monumental  work. 

At  no  place  in  the  United  States  is  finer  or  more  artistic  work  in 
carving  and  sculpture  done  than  at  Westerly.  In  monumental  work 
Westerly  granite  has  marked  advantages  over  many  others,  but  in 
building  work  it  has  no  such  advantages,  and  hence  must  be  sold  for 
building  at  prices  which  will  allow  it  to  compete  with  granites  quarried 
for  building  only. 

Granite  is  quarried  at  Centerdale,  Pascoag,  Narragansett,  Newport, 
Coventry  Center,  Greenville,  and  a  few  other  localities,  but  the  amounts 
are  small  as  compared  with  those  produced  at  Westerly  and  Niantic. 

Centerdale, — The  stone  produced  at  Centerdale  is  adapted  to  street 


236  MINERAL    RESOURCES. 

work  or  rough  bailding.  The  general  tone  of  color  is  light,  with  a 
greenish  tinge.  The  feldspar  is  faint  pink  in  color.  Qaarrying  opera- 
tions are  on  a  small  scale. 

Qreenville, — At  this  point  a  hard,  dorable  granite,  saitable  for  baild- 
ing or  street  work,  is  produced.  The  stone  contains  a  biotite  here  and 
there,  giving  a  spotted  appearance.  The  chief  minerals  are  quartz  and 
feldspar.  The  stone  is  used  in  Providence  and  Pawtucket  for  curbing 
and  foundation  work.  It  is  also  an  excellent  stone  for  engine  beds. 
The  stone  looks  well  in  rock-faced  work.  It  is  easily  quarried,  but  has 
to  be  hauled  5  miles  to  railroad. 

Fascoag, — ^The  stone  quarried  at  this  place  is  a  biotite  gneiss,  which 
splits  very  well.  It  is  used  for  bridge  work,  curbing,  and  paving  in 
Providence. 

VERMONT. 

Barre. — Over  two-thirds  of  the  granite  output  of  Vermont  comes 
from  quarries  at  or  near  Barre,  and  is  known  as  Barre  granite.  Special 
infierest,  therefore,  attaches  to  this  region.  The  stone  is  distinguished 
coL^mercially  as  **  light,  medium,  and  dark,"  these  terms  applying,  of 
course,  to  the  color.  The  dark  Barre  is  the  most  valuable,  on  account 
of  the  stronger  contrast  between  the  polished  and  hammered  surfaces, 
and  also  on  account  of  superiority  in  other  respects.  The  light  granite 
occurs  in  rather  regular  sheets,  while  the  dark  granite  presents  a  very 
different  mode  of  occurrence,  the  sheets  being  more  irregular,  so  that 
a  ^^dark"  granite  quarry  looks  more  like  a  bowlder  quarry  than  a  sheet 
quarry.  In  quarrying  the  light  granite  considerable  channeling  is 
done.  While  such  work  is  expensive,  the  rock  is  valuable  and  uniform 
enough  to  justify  the  extra  pains.  The  dark  granite  is  worked  very 
difierently  from  the  light,  in  that  more  blasting  is  done,  but  without 
serious  damage  to  the  stone,  particularly  where  the  Knox  system  of 
blasting  is  used.  In  the  light  granite  the  frequent  sticking  of  the 
drills  gives  evidence  of  considerable  pressure  in  the  granite.  Tt)is  is 
also  borne  out  by  microscopical  examination,  which  proves  the  exist- 
ence of  strong  pressure.  Barre  granite  is  remarkably  free  from  flaws, 
such  as  white-horse  and  dark-horse  knots,  and  streaks  of  all  kinds. 
While  blemishes  are  occasionally  met,  they  are  so  infrequent  that  it  is 
an  easy  matter  to  throw  out  such  material  without  much  loss. 

The  stone  is  easily  and  cheaply  quarried  as  compared  with  that  at 
some  other  places  producing  monumental  stock. 

The  granite  is  what  might  be  called  ^^  granite  proper,''  consisting  of 
quartz,  orthoclase,  uifcrocline,  biotite,  and  muscovite.  The  quarries 
are  all  on  a  hill  or  mountain,  and  the  quarried  stone  is  transported 
either  by  rail  or  by  wagon  to  the  town  of  Barre,  a  few  miles  distant. 
The  granite  industry  at  Barre  has  been  built  up  within  the  past 
eighteen  years,  during  which  time  progress  has  been  steady  and  satis- 
factory. The  features  which  have  contributed  markedly  to  this  success 
are  the  favorable  situation  of  the  quarries  for  transportation  to  the 
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railroad,  the  ease  of  quarrying,  the  uniformity  of  the  granite,  and  its 
freedom  from  knots,  streaks,  etc.  While  granite  of  equally  fine  quality 
for  monumental  work  is  produced  at  other  places,  the  quarries  at  Barre 
yield  a  stock  which  is  so  uniform  that  the  amount  which  has  to  be 
rejected  and  thrown  on  the  dump  is  less.  Lower  prices  for  Barre  stock 
are  probably,  therefore,  just  as  remunerative  to  the  quarryman  as  the 
higher  prices  which  have  to  be  charged  in  other  places  on  account 
of  a  greater  percentage  of  waste  or  the  fact  that  the  quarries  have 
reached  an  inconv.enient  and  expensive  depth.  The  producers  at  Barre 
show  considerable  enterprise  in  advertising  their  products  and  in  get- 
ting them  before  the  public  through  the  agency  of  traveling  salesmen 
and  in  other  ways. 

Facilities  for  cutting,  carving,  polishing,  and  finishing  in  every  way 
are  abundant  and  thoroughly  up  to  date,  and  even  in  the  hard  times 
that  have  characterized  the  past  few  years  the  Barre  producers  have 
more  than  held  their  own. 

There  was  considerable  talk  at  Barre  in  the  fall  of  1897  relative  to 
the*formation  of  a  syndicate  which  should  unite  the  whole  region  under 
one  management.  This,  however,  has  not  resulte4  in  accomplishing 
anything  as  yet. 

NEW  HAMPSHIRE. 

The  granite  industry  of  Kew  Hampshire  is  old  and  well  established. 
The  most  important  localities  from  the  standpoint  of  value  are  Concord 
and  West  Concord,  Milford,  Suncook,  and  Fitzwilliam.  Stone  is  also 
quarried  at  a  number  of  other  localities. 

Concord  and  West  Concord, — ^The  quarries  at  Concord  and  West  Con- 
cord are  the  most  productive.  Eattlesnake  Hill,  near  Concord,  is  the 
source  of  most  of  the  stone.  The  granite  is  used  to  a  larger  extent  for 
building  than  for  monumental  purposes.  This  stone  was  used  in  the 
Library  of  Congress  building  at  Washington,  and  has  met  with  gen- 
eral approbation  in  its  use  for  that  purpose.  For  cut  and  hammered 
work  in  buildings  there  are  few  if  any  granites  that  surpass  Concord 
stone. 

The  introduction  of  more  working  capital  and  the  provision  of  better 
transportation  facilities  from  Rattlesnake  Hill  to  the  town  are  quite 
evidently  needed,  and  would  do  about  all  that  is  required  to  make 
the  industry  flourish  to  a  degree  far  beyond  what  is  possible  under 
existing  conditions. 

The  stone,  being  light  in  color,  has  to  be  carefully  selected  so  as  to  be 
free  from  flaws.  This,  however,  can  quite  easily  be  done,  as  there  is  a 
great  abundance  of  entirely  satisfactory  stone. 

The  stone  is  a  mnscovite-biotite-granite,  fine  grained,  and  occurs  in 
sheets.  Quarrying  is  comi)aratively  easy.  Very  little  if  any  staining 
results  from  exposure  in  buildings. 
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MARBIiE. 

The  following  table  shows  the  value  of  the  oatpat  of  marble  in  the 
United  States  for  the  year  1897,  by  States: 

Valus  of  marble  product  in  1S97,  by  States, 


State. 


Value. 


California 

Colorado 

Georgia  

Idaho  

Marj'laud 

MasBachnsetts 


$48,690 
99,600 

598, 076 
5,000 

130,000 
79, 721 


$354,631 
62,683 
441,954 
Vermont 2,050,229 


New  York 

Pennsylvania 
Tenueasee 


Total 3,870,584 


An  increase  of  $1,011,448  over  the  figure  for  1896  has  been  realized. 
This  is  due  largely  to  greater  activity  in  Vermont,  although  a  notable 
increase  is  also  evident  for  California,  while  Colorado  appears  for  the 
first  time  with  an  output  of  $99,600. 

The  figures  for  1897  are  the  highest  ever  reached  in  the  history  of 
marble  production  in  the  United  States. 

Since  much  of  the  marble  quarried  is  devoted  to  monumental  or 
cemetery  work  and  interior  decoration,  and  is  therefore  something  ot 
a  luxury,  the  increase  in  output  for  1897  may  be  regarded  as  quite 
significant  of  return  toward  general  prosperity. 

The  following  table  shows  the  various  uses  to  which  the  marble 
quarried  in  1896  and  1897  was  put: 

Distribution  and  value  of  output  in  1896  and  7897  among  various  uses. 


1896. 


Sold  by  producers  in  rough  state $583, 690 

Sold  for  outside  building 1,036,163 

Ornamental  purposes 65, 365 

Cemetery  work  (monuments  and  tombstones) 813, 146 

Interior  decoration  in  buildings ^29, 804 


Other  scattering  uses 


30,968 


Total ;  2,859,136 


1897. 


$477,856 

1, 074, 646 

9,010 

1, 547, 469 

576, 983 

184,620 


3, 870, 584 
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Tlie  following  table  sliows  the  purposes  for  which  the  marble  of  the 
various  productive  States  was  sold  by  the  quarrymen  in  18U6  and  1897: 

Value  of  the  marble  product,  by  usee  and  States,  in  1896  and  1897, 


State. 


1896. 

California 

Georgia 

Idaho  

Iowa 

Maryland 

Massachasetta 

New  York 

Pennsylvania . 

Tennessee 

Vermont 


Total. 


1897. 

California 

Colorado 

Georgia 

Idaho  

Maryland 

Massachusetts 

New  York 

PennHylvania . 

Tennessee 

Vermont 


Total. 


Koagh. 


HOOO 

171,644 

1,500 

23,460 


Building. 


$258,886 


14,763 

69,072 

3.022 

190,103 

106,126 


10,080 
109,000 

56,641 
365,737 

28,600 


583,690 


207,319 


8,280 
198.198 


1,036,163 

2,625 
145, 875 


1,026 
11.066 


147,679 
111,607 


477,856 


130,000 
58,608 

274,626 

56,000 

4,000 

402,912 


1,074,646 


Orna- 
mental. 


$6,200 


69,165 


65,365 


Cemetery. 


$98,200 
4,000 


8,000 
41,682 


661,264 


813, 146 


4,900 


306 


8,744 


9,010 


3,015 


157,803 
4,500 


2,300 
61,631 

6,683 

16,625 

1,295,912 


1,547,469 


Interior. 


$63,650 


Other. 


$25,000 


1,000 
8,000 
4,471 


Total. 


1,500 
3,198 


190,000 
67,683 


1,270 


$4,000 

617, 380 

5,500 

39,740 
110,000 

83,904 
4S4,160 

81,522 

381,373 

1, 101, 557 


329,804 


30,968 


27,310 

82,000 

71,200 

500 


16,481 
5,808 


259,025 
115, 159 


576,983 


2,500 
17,600 
25,000 


1,000 
2,000 


15,625 
120,895 


184,620 


2, 859, 136 


48,690 

99,600 

608,076 

5,000 

130,000 

79,721 
354,631 

62,683 

441,954 

2, 050. 229 


3. 870, 584 


The  following  table  gives  the  production  of  marble,  by  States,  for  the 
years  1890  to  1897,  both  inclusive: 

Value  of  marble,  by  States,  from  1890  to  1897. 


State. 

1890. 

1891. 

1892. 

1893. 

California 

$87,030 
196, 250 

$100,000 
275,000 

$115,000 
280,000 

$10,000 
261,666 

Geortjia • 

Idaho  

4,500 

Maryland 

139, 816 

100,000 

4 

105,000 

100,000 

380,000 

50,000 

130.000 

Massachusetts . 

1 

N6W  York 

354,197 

390,000 

45,000 

400,000 

2,200,000 

100,000 

206,926 
27.000 

Pennsvlvania 

Tennessee 

419,467 

2, 169, 560 

121, 850 

350,000    '      150,000 
2,275,000       l-fi21.000 

Vermont 

Scatterinir 

50,000 

-J  ^ — J  --— 

Total  

3, 488, 170 

3, 610, 000 

3, 705, 000 

2,411,092 
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Value  of  marbUf  by  StateBf  from  1890  to  i^97--Continued. 


State. 


1894. 


Total 


724,385 
3,000 


California $13,420 

Colorado 

Georgia 

Idaho  

Iowa 

Maryland 

« 

Massachusetts 

Kew  York 

Pennsylvania 

Tennessee 

Vermont 


175,000 


501, 585 

50.000 

231,796 

1, 500, 399 


3, 199, 585 


1895. 


$22,000 


689,229 

2, 250 

13,750 

145,000 

2,000 

207,828 

59,787 

362,277 

1, 321, 598 


2, 825, 719 


1890. 


$4,000 


617,380 

5,500 

39,740 

110,000 

83,904 

484,160 

31,522 

381,373 

1, 101, 557 


2, 859, 136 


1897. 


$48,690 

99,600 

598,076 

5,000 


130,000 
79,721 

354,631 
62,683 

441,954 
2,050,229 


3, 870, 584 


THE  MARBLE  INDUSTRY  IN  INDIVIDUAL  STATES. 

The  following  is  a  consideration  of  the  marble  industry  in  the  indi- 
vidual productive  States : 

CALIFORNIA. 

A  notable  increase  marks  the  past  year,  namely,  from  $4,000  in  1896 
to  $48,690  in  1897. 

The  following  data  as  to  the  composition  and  properties  of  the  marble 
of  Golton,  San  Bernardino  County,  were  obtained  by  Profc  E.  W.  Hil- 
gard,  of  the  University  of  California: 

Compontion  of  Colion  marble. 


Carbonate  of  calcium 

Carbonate  of  magnesinm 
Black  minerals 

Total 


Percent. 


92.9 
4.5 
2.6 


100.0 


The  black  minerals  consist  of  biotite  and  pyrolnsite.  The  minerals  coloring  the 
marble  are  yery  refractory  to  the  action  of  the  air  and  will  produce  no  spotting 
under  ordinary  conditions.  The  stone  is  therefore  a  very  durable  one  under  any 
conditions  in  which  marble  is  likely  to  be  placed,  whether  in  rough  ashlar  work  or 
with  polished  face. 

Prof.  Frank  Sonle,  of  the  University  of  California,  found  the  crushing 
strength  to  be  9,350  pounds  to  the  square  inch. 
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Of  the  marble  quarried  by  the  Carrara  Marble  Oompany,  at  tbebr 
quarries  in  Amador  Goanty,  Pro£  E.  W.  Hilgard  is  quoted  as  follows: 

I  find  the  marble  of  the  Carrara  quarry,  of  Amador  Coonty,  Cal.,  most  remarka- 
bly aniform  and  free  from  flaws;  partly  pure  white  and  partly  pleasingly  shaded 
with  blaish  and  black  veins.  I  And  it  to  contain  only  fonr-tenths  of  1  per  cent  of 
minerals  other  than  carbonate  of  lime.  Few  marblee  are  found  so  pure  and  charm- 
ingly yeined.  It  contains  a  very  small  proportion  of  magnesia^  a  large  percentage 
of  which  is  a  characteristic  in  all  other  California  marbles.  The  marble  of  the 
Carrara  quarry  will  stand  exposure  to  the  weather  and  scarcely  ever  become  stained, 
as  other  marble  will. 

The  foUowiDg  information  in  regard  to  marble  at  Healdsburg,  Sonoma 
County,  near  San  Francisoo,  quarried  by  the  Healdsburg  Marble  Gom- 
paiiy,  is  submitted  by  the  quarrying  company.  Mr.  George  Madeira, 
mining  engineer  and  geologist,  made  the  scientific  observations: 

The  marbles  crop  along  the  summit  of  a  high  ridge  or  mountain.  Barometrical 
readings  show  an  elevation  of  1,640  feet  above  sea  level,  and  1,400  feet  above  the 
level  of  a  creek  flowing  at  base  of  ^e  mountain.  The  croppings  vary  in  width  from 
200  to  600  feet. 

The  marbles,  carbonates  of  lime,  silicates  of  magnesia,  etc.,  consist  of  banded 
green  breccia,  brown  breccia  or  Potomic  marble,  and  veined  serpentine  of  every  hue 
and  color.  The  reticulation  or  veining  is  of  white,  green,  brown,  red,  and  yellow 
alternating.  The  base  of  the  stone  is  formed  of  patches  or  zones  of  yellow,  brown, 
dove,  blue,  red,  etc.,  the  golden  and  green  veined  marbles  being  very  handsome. 
The  deposit,  which  is  composed  of  tilted,  stratified  serpentine,  stands  at  an  angle  of 
70  degrees,  pitching  north,  crops  on  the  top  of  the  ridge,  and  mns  south  for  a  dis- 
tance of  1,500  feet,  where  it  passes  under  the  overlying  strata.  The  dike,  ledge,  or 
deposit  comes  up  through  the  Miocene  or  bituminous  slates,  which  are  seen  in  situ 
lower  down  tbe  slopes  of  the  hill  on  the  south  (coast)  side. 

For  a  distance  of  600  feet  along  the  deposit  the  marbles  alternate.  At  the  south 
end  of  this  600  feet  the  marbles  suddenly  shoot  up  above  the  surface  of  the  terrace 
on  the  east  side  to  a  height  of  65  feet,  standing  direotly  at  right  angles  to  the  trend 
of  the  lode.  This  high  wall  of  Potomic  and  white  marble  has  prevented  the  higher 
ridge  bacldng  it  from  being  worn  away  by  the  action  of  the  elements,  and,  in  a  g^at 
measure,  covers  the  deposits  southward.  The  oroppings  and  detached  pieces  of 
"float''  thickly  strewing  the  hill  slope  indicate  that  the  deposit  oontlnnes  on  and 
into  the  lands  of  the  South  claim.  In  the  South  claim,  beside  the  marbles  supposed 
to  underlie  the  surface  croppings,  chrome  iron  ore  is  found  as  ''float"  all  over  the 
surface,  and  at  one  point  a  deposit  of  75  or  100  tons  crops  above  the  surfiioe.  Blocks 
of  marble  of  any  desired  shape  can  be  obtained  from  these  extensive  deposits.  TbOTB 
is,  in  fact,  a  mountain  of  marble. 

The  deposits  are  situated  11  miles  fW>m  a  railroad  station.  The  main  country  road 
is  within  1  mile  of  the  deposits,  and  this  length  of  road  will  have  to  be  oonstmcted, 
at  a  cost  of  about  $700.  There  is  another  railroad  depot  about  7  miles  from  ths 
place,  and  in  this  direction  there  would  be  li  miles  of  road  to  make,  costing  probably 
$1,100.  Another  railroad  point  can  be  reached  by  constructing  a  road  H  miles  long^ 
at  a  cost  from  $3,000  to  $5,000.  This  road  would  run  all  downhill;  on  this  line  of 
road,  about  2  miles  from  the  deposits,  there  could  be  erected  workshops,  etc.,  for  fin- 
ishing up  the  marbles,  as  there  is  abundant  water  power  all  the  year  round.  There 
is  no  machinery  yet  on  the  property,  and  but  little  has  been  done  in  the  way  of 
development,  though  the  prospects  so  for  are  excellent.  The  1  mile  of  the  road 
could  be  made  in  three  weeks. 

In  weight  the  marbles  average  about  14  cubic  feet  to  the  ton  of  2,000  pounds. 

The  green  or  peacock  marbles  seU  for  much  higher  figure  than  the  serpentine. 

'  Capital  is  needed  to  develop  the  property,  and  the  product  coold  be  mined  and 

shipped  to  San  Francisco,  and  thence  to  Eastern  States,  South  America,  Australia,  the 

Orient,  etc. 
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No  systematic  developments  have  yet  been  made,  bat  in  Beveral  places  along  the 
side  of  the  lode  the  marbles  have  been  cut  into,  showing  the  character  of  the  rock. 
A  few  inches  below  the  surface  croppings  the  rock  is  found  to  be  qoite  solid  and  iree 
from  blemish,  particalarly  the  serpentine  marbles.  Of  the  green,  greater  depth  will 
be  required  to  secure  large  slabs,  or  columns,  than  the  present  superficial  deyelop- 
ment.  At  one  point  a  tannel  has  been  driven  into  the  solid  serpentine  27  feet  along 
the  south  side  of  a  band  of  green  onyx  marble  6  feet  thick,  which  has  not  been  cut 
into.  In  this  tunnel  the  rock  became  more  and  more  compact  with  increasing  depth 
below  the  surface. 

Prof.  F.  W.  Crosby  is  quoted  as  foUows  in  regard  to  the  verd  antique 
of  San  Bernardino  (^ounty: 

The  marble  belt  crops  from  10  to  20  feet  above  the  surface,  and  is  from  100  to  300  feet 
in  width.  It  is  composed  of  a. series  of  ledges  from  4  to  6  feet  thick.  In  some 
instances,  on  top,  these  ledges  show  a  thin  line  of  division,  but  at  no  great  depth 
they  will  be  found  to  be  practically  solid  from  wall  to  wall.  •  •  *  Blocks  can 
now  be  obtained  containing  from  100  to  125  cubic  feet  without  seam  or  flaw.  *  *  • 
The  marble  at  the  surface  of  most  quarries  is  worthless,  but  iiieces  chipped  from  the 
topmost  crags  of  these  giant  croppings  that  have  been  exposed  to  the  elements  for 
countless  ages  show  no  traces  of  decay.  On  the  contrary,  the  beautiful  tints  and 
delicate  veins  and  shading  are  so  perfect  as  to  almost  defy  any  improvement  in  the 
character  of  the  stone  by  deeper  workings.  It  is  to  be  expected,  however,  as  depth 
is  attained,  the  marble  will  become  a  little  softer  and  the  colors  grow  deeper  and 
brighter.     *    •    • 

The  marble  is  a  verd  antique  of  fine  texture,  fr!ee  from  faults  or  imperfections, 
and  susceptible  of  a  very  high  polish.  It  embraces  all  shades  of  color  and  tints 
producible  from  the  commingling  of  black,  white,  green,  yellow,  brown,  pale  blue, 
and  soft  creamy  pink.     •     *     « 

It  is  evident  that  the  marble  dike  extends  to  a  great  depth.  It  seems  like  a  verita- 
ble rib  of  the  earth.  To  all  intents  and  purposes,  the  quantity  of  marble  is  practi- 
cally inexhaustible. 

Capital  is  at  present  needed  to  develop  these  quarries. 

COLORADO. 

This  State  appears  in  the  table  for  the  first  time  as  a  marble  pro- 
ducer, although  attention  has  been  in  former  reports  repeatedly  called 
to  the  fact  of  the  existence  of  fine  marble  in  the  State.  The  output 
for  1897  was  valued  at  $99,600,  and  it  is  said  by  the  producers  that 
about  the  same  quantity  was  also  produced  in  1896,  but  no  returns  to 
that  effect  were  received  in  time  for  publication  in  the  report  of  1896, 

Mr.  Henry  Wood,  analytical  chemist,  found  the  following  results  in 
an  analysis  of  the  marble  from  Beulah,  Colorado: 

Analyaie  of  marble  from  Beulah,  Colorado, 
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For  ftirther  data  concerning  Colorado  marble  former  reports  shoold 
be  consulted. 

aBOBQIA. 

The  value  of  the  output  in  1896  was  $617,380;  in  1897  the  corre- 
sponding figure  was  $598,076.  Since  August,  1897,  business  has  been 
increasing.  An  exhaustive  consideration  of  the  Oeorgia  marble  has 
been  given  in  a  former  report. 

IDAHO. 

Five  thousand  dollars'  worth  of  marble  was  produced  in  1897.  It 
was  used  for  cemetery  work  and  interior  decoration. 

IfABYLAND. 

The  output  increased  from  $110,000  in  1896  to  $130,000  in  1897. 
The  product  is  largely  used  for  building  purposes. 

MASSACHUSETTS, 

The  value  of  the  output  differed  but  slightly  from  that  in  1896. 

NEW  YOBK. 

The  output  fell  ttom  $484,160  in  1896  to  $354,631  in  1897.  In  1896 
there  was  an  unusually  large  product  from  Tuckahoe,  which  accounts 
for  the  difference  in  the  figures. 

The  following  analysis  of  marble  quarried  by  the  Snowflake  Marble 
Company  at  their  quarries  at  PleasantviUe,  Westchester  County,  New 
York,  was  made  by  Prof.  C.  F.  Chandler,  of  Columbia  University,  New 
York: 

Analysis  of  marble  fntm  Pleaaantville^  New  York, 


Calcium  oarbonatOy  CaCO) 

MagDesiam  carbonate,  MgOOs 

Ferric  oxide,  FegOs 

Alnminay  AI9O3 

SUioa,  SiOa 

Total 


Per  cent. 


54.12 

46.04 

.11 

.07 

.10 


99.44 
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The  following  analysis  and  tests  of  marble  qoarried  by  the  South 
Dover  Marble  Company,  of  South  Dover,  Dutchess  County,  New  York, 
were  made  by  Messrs.  Kicketts  and  Banks,  of  New  York  City  : 

AnalffHe  €f  marble  from  S(mth  Dover,  New  York, 


Silica,  SiO, 

Ferric  oxide,  FegOs 

Alnmina,  AI3O3 

Lime,  CaO 

Magnesia,  MgO 

Oxide  of  sodioxn,  Na}0  . 
Oxide  of  potassiam,  K2O 
Undetennixied  and  loes. . 
Carbonic  acid,  COs 

Total 


Pear  oont. 


0.70. 

.25 

.87 

30.68 

20.25 

.12 

.46 

.56 

46.66 


100.00 


TuU  of  marble  from  South  Dover,  New  York, 
[Speclflo  gravity,  2.86.] 

Poroeity:  A  piece  of  the  marble  weighing  143.173  grams  and  having  a  volnme  of 
50.05  cubic  centimeters  absorbs  0.267  grams  of  water  after  having  been  placed  therein 
twenty-fonr  hoars. 

The  following  crushing-strength  tests  were  made  by  Mr.  Ira  H. 
Woolsen,  M.  E.,  of  the  engineering  department  of  the  School  of  Mines, 
Oolumbia  University,  New  York  City : 

Crushing'atrength  teete  of  marble  firom  Souih  Dover,  New  York, 

[Material,  white  marble.] 


How  tested : 

Shape  of  test  piece 

Dimensions : 

Length  or  height,  in  inches 

Diameter  or  breadth,  in  inches 

Original : 

Thickness,  in  inches 

Area,  in  sqnare  inches 

Elastic  limit 

First  crack 

Stress  (in  pounds) : 

Maximum 

Compression : 

Maximum  per  square  inch 

Average,  19,039  pounds  to  the  square  inch. 


Test  No. 

1355. 

1356. 

1357. 

Bed. 

Bed. 

Bed. 

Cube. 

Cube. 

Cube. 

1.995 

1.985 

1.986 

2.01 

2.02 

2.04 

2.01 

2.00 

2.00 

4.04 

4.04 

4.08 

Slightly. 
67,800 

48,800 

77,400 

76,100 

70,300 

85,200 

18,836 

17,401 

20,882 
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PENNSYLVANIA. 

The  oatpnt  increased  in  value  from  $31,522  in  1896  to  $62,683  in 
1897. 

The  prodnct  of  the  AvondaJe  Marble  Ck>mpany  is  now  well  intro- 
duced to  the  building  public,  and  has  been  under  scrutiny  for  several 
years.  The  stone  is  well  adapted  for  building,  in  point  of  strength  as 
well  as  beauty. 

The  following  mineralogical  analysis  was  made  at  the  Michigan 
Mining  School: 

Mineralogical  amalyaia  of  marble  from  Avondale^  Penneylvamia, 


Calcite 

Magnesite 

Qnartz,  mica,  etc 

Total 


Percent. 


63.19 

39.17 

1.64 


100.00 


The  crushing  strength  was  found  to  be  22,505  pounds  to  the  square 
inch  by  the  School  of  Mines  of  Oolumbia  University,  New  York  City. 
.  It  shows  very  low  absorption  of  moisture. 

The  Avondale  quarries  have  been  equipped  with  the  most  modern 
machinery  for  quarrying  marble,  including  a  powerful  derrick  capable 
of  handling  100  tons.  Another  interesting  feature  is  the  erection  of  a 
mill  to  be  run  by  electricity.    This  is  now  in  course  of  construction. 

A  x)ecul]arity  of  this  marble  deposit  is  that  true  granite  is  quarried 
from  an  opening  not  over  150  feet  from  the  marble  opening. 

The  development  of  the  Avondale  quarries  is  watched  with  much 
interest  by  quarrymen  generally  on  account  of  the  unique  features 
presented  and  on  account  of  the  thoroughly  modern  metiiods  of  con- 
ducting the  enterprise. 

Quarries  have  recently  been  opened  at  Annville,  near  Swatara, 
Dauphin  County,  Pennsylvania,  by  Mr.  J.  H.  Black.  The  product  is 
known  as  Keystone  marble.  It  is  to  be  used  for  building,  interior  deco- 
ration, and  cemetery  work. 
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The  following  analysis  and  tests  of  this  marble  were  made  by  Prof. 
G.  G.  Pond,  of  the  chemical  department  of  State  College,  Pennsylvania : 

Analyna  and  teats  of  marble  from  AnnvilUf  Pennsylvania. 


Carbonate  of  calcium 

Carbonate  of  magnesiam 

Silica 

Oxide  of  iron 

Alumina 

PhosphoroB 

Organic  matter 

Total 

Spocifio  gravity 

Cmshing  test,  pounds  per  square  inch 


Percent. 


95.10 

S.  96 

1.07 

.23 

.14 

.00 

Slight  tr. 


100.50 

2.67 

12, 210 


TENNESSEE. 

The  value  of  the  output  in  1896  was  $381,373;  in  1897,  $441,954;  so 
that  an  increase  is  evident.  Producers  report  encouraging  prospects 
for  1898.  The  output  goes  largely  for  purposes  of  interior  decoration, 
although  considerable  that  is  sold  by  the  quarrymen  as  rough  is  used  in 
buildings.  The  so-called  ^^Knox  pink"  is  well  suited  for  outside 
building. 

A  full  description  of  the  Tennessee  marble  has  already  been  given 
in  the  reports  for  1894, 1895,  and  1896. 

UTAH. 

The  marble  quarried  by  the  Hobble  Greek  Marble  Company  was 
described  in  the  report  for  1896.  Operations  preliminary  to  quarrying 
have  been  carried  on  during  the  past  year,  and  an  output  may  be  looked 
for  in  the  near  ftiture. 

VERMONT. 

The  output  of  Vermont  underwent  a  notable  increase  in  1897,  namely,' 
from  $1,101,567  in  1896  to  $2,050,229  in  1897.  More  than  half  of  the 
product  of  the  United  States  came  from  Vermont.  Most  of  it  was 
used  for  cemetery  purposes,  although  some  of  the  quarries  now  produce 
building  stone  on  quite  a  large  scale,  which  appears  to  be  increasing. 

Full  descriptions  of  the  Vermont  quarries  have  been  given  in  former 
reports,  together  with  analyses  and  tests  of  the  marble  in  some  cases. 

WEST  VIBGINIA. 

Although  no  output  from  this  State  has  yet  been  secured,  operations 
looking  to  that  end  have  been  gotten  under  way  by  the  Pocahontas 
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Marble  Company,  of  Academy,  Pocahontas  County,  where  marble  of 
apparently  very  desirable  properties  has  been  found.  It  has  been 
examined  by  experts.  The  following  report  by  Mr.  (xeorge  C.  Under- 
bill shows  the  nature  of  the  material  and  its  mode  of  occurrence: 

A  careful  study  of  the  outoroppings  indicate,  flrst,  that  there  are  several  miles  of 
fossiliferous  marble  strata,  perhaps  5  or  6,  exposed  to  plain  view  much  of  the  dia- 
tanoe  and  nowhere  covered  by  more  than  a  few  feet  of  debris.  The  vein  is  at  least 
40  feet  thick  and  lies  nearly  horizontal  at  aU  points,  coursing  through  and  through 
the  low  range  of  hills  wherein  it  is  located.  There  is  no  possible  way  to  determine 
the  full  depth  of  the  stratum  except  by  core  drill  or  uncovering  the  exposure  to  a 
greater  depth  than  has  been  attempted,  or  by  actual  excavation ;  nor  does  it  matter 
much  whether  it  be  proved  to  be  of  greater  depth  than  is  shown  by  outcroppings, 
for  there  is  more  marble  already  in  sight  than  has  ever  been  used  during  all  the  ages, 
and  this  statement  is  in  no  sense  extravagant  or  overdrawn.  An  excavation  2,000 
feet  square  and  40  feet  deep  would  produce  80,000,000  cubic  feet  of  merchantable 
marble — assuming  that  one-half  the  excavations  be  debris — ^and  I  seriously  doubt 
whether  that  euormoiiH  gross  total  has  yet  been  produced,  for  while  the  world's  pro- 
duction now  aggregates  perhaps  4,000,000  cubic  feet  annually,  it  is  only  of  late  that 
even  1,000,000  was  used,  and  it  is  probable  that  100,000  feet  would  cover  the  produc- 
tion of  fifty  years  ago,  and  proportionately  less  as  we  go  back.  Thus  it  wiU  be 
seen  that  with  an  area  of  several  miles  square  available  it  is  not  very  important  to 
know  accurately  whether  the  depth  be  40  or  140  feet,  especially  as  a  40-foot  stratum 
can  be  economically  worked. 

In  quality  this  marble  may  be  divided  into  two  general  grades,  one  ranging;  from 
the  richest  red  to  the  deepest  maroon  color,  the  other  dove  colored,  richly  marked 
with  white  mottling  and  dark  veins.  Perhaps  the  most  important  query  is  as  to  the 
condition  of  this  vast  mass,  for  many  deposits  that  are  otherwise  desirable  are  so 
unsound  and  broken  by  eruption  and  upheaving  forces  as  to  be  rendered  worthless. 

A  word  as  to  the  method  of  its  presentation  above  the  adjacent  country  side  will 
make  plain  that  no  great  strain  could  have  obtained.  The  contour  of  the  immediate 
country  surrounding  Marble  Mountain,  taken  in  connection  with  the  position  of  all 
the  exposed  rocks,  makes  it  sure  that  the  hills  in  question  were  forced  up  f^om  their 
original  level,  the  level  where  deposition  took  place,  without  tilting  or  contortion. 
Just  as  though  some  force  should  operate  directly  under  a  given  piece  of  level 
meadow  land  so  as  to  lift  it  hundreds  or  thousands  of  feet  above  its  natural  sur- 
roundings, thus  making  an  elevated  table-land  or  mesa,  the  top  being  undisturbed 
and  level  as  before. 

I  have  never  seen  like  conditions  exoept  at  Dorset,  Vermont,  where  a  large  bed  of 
low-grade  marble  and  noncrystallized  limestone  was  forced  up  in  a  like  manner,  and 
where  more  than  half  a  century's  work  on  an  extensive  scale  shows  a  practically  sound 
and  unbroken  mass  of  marble  ex6ept  in  a  few  spots  where  it  is  looadly  injured,  as  in 
case  of  the^'blue  ledge''  and  its  immediate  vicinity. 

The  red  and  maroon  marble  referred  to  are  counterparts  almost  of  marble  found 
in  Hawkins  County,  Tennessee,  and  at  Swanton,  Vermont,  both  valuable  and  much 
sought  after.  Many  years  ago  the  balusters  and  oolunms  inside  the  Capitol  build- 
ing at  Washington  were  produced,  at  great  expense,  near  RogersviUe,  in  the  former 
State,  and  are  standing  advertisements  for  this  beaptlful  material. 

The  dove-gray  varieties  have  no  known  counterpart,  In  this  country  at  least,  except 
in  Colorado,  where  there  is  a  somewhat  similar  vein.  This  marble  is  at  once  chaste 
and  rich,  and  would  find  a  ready  market  wherever  beauty  is  appreciated.  Commer- 
cially the  future  of  Marble  Mountain  is  largely  dependent  on  a  railway  outlet,  but 
as  a  valuable  marble  field  is  a  great  freight  producer;  and  in  view  of  the  recent  dis- 
coveries of  coal  near  by  it  is  not  possible  that  the  bnUding  of  a  railway  will  be  long 
delayed.    Moreover,  it  is  almost  a  wonder  that  a  rich  farming  district  like  that  bor- 
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daring  the  Greenbrier  Riyer  for  the  40  miles  or  more  north  from  the  Cheeapeiike  and 
Ohio  Railroad  at  Ronoeverte  shoold  have  been  so  long  overlooked  by  railroad  men. 

I  may  add  that  I  was  shown  one  of  the  finest  pieces  of  black  marble  that  I  have 
ever  seen  and  a  fine  sample  of  agate  ouyx,  both  of  which  would  aid  in  making  a 
railroad  pay  through  this  valley. 

Finally,  let  me  say  that  under  favorable  conditions  large  returns  are  made  ftom 
the  production  of  marble,  and  I  feel  confident  that  when  it  is  ftilly  understood  that 
there  are  large  quantities  of  freight  some  railway  company  to  the  north  or  south 
will  reach  out  for  it,  and  the  rest  will  naturally  follow. 


CONDITION  OF  TRADE. 

The  slate  indnstry  has  been  in  a  comparatively  floarishingoondition, 
jndgiog  from  the  increase  in  valne  of  output  from  $2,746,205  in  1896 
to  $3,524,614  in  1897. 

This  increase  is  seen,  flrom  the  following  table,  to  be  dne  to  anusoal 
activity  in  the  production  of  roofing  slate,  the  number  of  squares  of 
which  has,  for  the  first  time  in  the  history  of  slate  quarrying  in  the 
United  States,  reached  over  1,000,000  squares.  The  two  most  produc- 
tive States,  Pennsylvania  and  Vermont,  have,  of  course,  contributed 
most  to  this  increase,  which  is  due  to  the  export  trade  and  not  to 
increased  domestic  consumption.  Exportations  have  not  been  confined 
to  these  States  alone,  but  have  characterized  the  trade  of  others  as 
welL 

Tests  of  slate  produced  in  this  country  have  been  made  abroad,  and 
the  verdict  in  some  cases,  if  not,  perhaps,  in  all,  has  been  gratifying  to 
American  producers. 

The  average  price  i>er  square  at  the  quarry  of  all  slate  produced 
has  reached  the  lowest  point,  namely,  $3.09  per  square.  This,  how- 
ever, is  only  2  cents  below  the  average  for  1894.  It  is  not  unlikely  that 
there  will  be  a  slight  rise  next  year.  When  the  demand  for  slate  in 
this  country  returns  to  the  conditions  of  1891  or  1892  the  industry 
ought  to  be  in  a  flourishing  condition,  if  the  foreign  trade  is  still 
retained,  and  there  is  no  reason  whatever  for  believing  that  such  will 
not  be  the  case. 

The  export  trade  began  something  more  than  a  year  ago,  and  the 
causes  which  led  to  it  were  fully  considered  in  the  report  for  1896. 

The  strike  among  the  workmen  of  the  large  slate  quarries  in  Wales 
has  at  last,  after  months  of  rather  bitter  feeling,  been  settled  to  the 
satisfaction  of  employers  and  employees.  This  labor  difficulty  was  one 
of  the  causes  which  led  to  the  exportation  of  American  slate,  which 
was  needed  abroad  to  supply  what  had  previously  been  largely  forth- 
coming from  the  Welsh  quarries.  Of  course  the  question  naturally 
arises  as  to  whether  United  States  producers  can  hold  the  foreign  trade 
they  have  gained  now  that  the  Welsh  quarries  are  again  productive. 
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It  ia  generally  believed  among  American  slate  prodneers  that  tfais 
trade  can  be  retained,  as  the  American  slate  is,  on  the  whole,  looked 
upon  with  fAVOT  abroad  and  much  enterprise  has  been  shown  in  efforts 
to  popularize  oar  product. 

The  terms  of  settlement  of  the  Welsh  strike  are,  according  to  the 
American  Slate  Trade  Journal,  as  follows : 

1.  (a)  The  grievances  of  any  employee,  orew,  or  claaa  shall  be  aabmitted  by  bim 
tir  them  in  the  first  instance  to  the  local  manager.  If  dissatisfied  with  the  decision 
of  the  local  manager,  then  the  said  grieyances  shall  be  submitted  to  the  chief  man- 
ager,  either  personally  or  by  deputation,  appointed  in  snch  manner  as  the  workmen 
may  deem  advisable,  but  to  consist  of  not  more  than  five  employees  selected  from 
the  same  class  as  the  person  or  persons  aggrieved,  who  most  be  indaded  in  the 
deputation. 

(h)  Grievances  in  which  the  employees  generaUy  are  Interested,  or  which  they 
may  adopt  on  behalf  of  an  employee,  crew,  or  class  who  have  sabmitted  their 
grievances  under  the  preceding  clause  and  are  dissatisfied,  can  again  be  submitted 
to  the  chief  manager  by  a  deputation  consisting  of.  not  more  than  six  employees, 
appointed  in  such  manner  as  the  workmen  may  deem  advisable. 

(c)  FinaUy,  in  a  similar  manner  in  all  cases  of  importance  an  appeal  may  be 
made  to  Lord  Penrhyu,  either  by  the  individual  or  by  a  deputation,  against  the 
decision  of  the  chief  manager.  The  grounds  of  snoh  appeal  shall  in  aU  cases  be 
first  submitted  to  his  lordship  in  writing. 

2.  Suitable  monthly  bargains  will  be  given  without  delay  as  soon  as  the  manage- 
ment finds  it  practicable. 

3.  The  letting  of  the  contracts  to  be  left  in  the  hands  of  the  management,  who 
engage  all  persons  employed  thereon  and  see  that  each  employee  receives  his  Just 
ratio  of  wage. 

4.  Previous  to  the  cessation  of  work  the  average  wage  paid  to  the  quarrymen  was 
6s.  6d.  per  day,  other  piecework  classes  being  in  proportion  (viz,  badrockmen  4s.  7d. 
and  laborers  3s.  7d.).  When  work  is  resumed  this  same  basis  will  be  continued  so 
long  as  trade  permits. 

5.  All  the  employees  who  desire  work  in  the  Penrhyn  quarry  wiU  be  readmitted  in 
a  body  as  far  as  it  is  practicable  and  the  remainder  as  soon  as  work  can  be  arranged 
for  them,  reasonable  time  being  allowed  to  those  who  may  now  be  employed  at  a 
distance. 

The  best  evidence  that  foreign  exportation  of  slate  may  be  regarded 
as  a  permanently  established  practice  is  that  the  American  Slate  Mart 
and  Wharf  Company,  Limited,  of  London,  England,  capital  £100,000 
($500,000),  was  incorporated  on  September  13, 1807.  The  object  of  this 
company  is  '^to  establish,  foster,  and  develop  the  American  slate  trade 
in  Great  Britain  and  on  the  continent  of  Europe,  in  aU  its  branches,  by 
the  importation  of  slates  from  the  United  States,"  etc  Mr^  William  S. 
Res,  of  London,  is  the  head  of  the  new  concern,  and  with  him  are  asso- 
ciated a  number  of  well-known  English  capitalists.  Mr.  Samuel  Eeat, 
of  Pen  Argyl,  Pennsylvania,  is  a  stockholder  and  also  the  sole  repre- 
sentative of  the  company  in  this  country. 

A  notable  improvement  in  slate  quanying  has  asserted  itself  in  the 

comparatively  recent  adoption  of  the  channeling  machine  in  remov 
iug  large  masses  of  slate  from  the  quarry.  This  machine  replaces 
explosives.    Blasting,  no  matter  how  carefully  done,  shatters  the  rock 
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to  such  an  extent  that  a  great  deal  of  otherwise  good  material  is  tarned 
into  rubbish,  resulting  in  the  course  of  a  year  in  the  loss  of  thousands 
of  dollars.  The  channeler  cuts  the  rock  out  so  nicely  that  every  part 
can  be  used  for  slate,  and  the  quarry  is  always  clear  of  rubbish. 


PRODUCTION. 

The  following  table  shows  the  output  of  roofing  and  milled  slate  in 
1897: 

VeUue  of  alaie  product  in  2S97f  by  States. 


State. 

Roofing  slate. 

Other  porpoees, 
valne. 

Total  value. 

Squares. 

Vsloe. 

1 

Callfomia 

Maine 

1,000 

38,367 

11,592 

400 

250 

9,197 

667,692 

244,575 

38,375 

$7,000 

161, 262 

53,049 

1,000 

776 

52,799 

2,034,968 

666,114 

130, 496 

$7,000 

201,117 

53,939 

1,500 

775 

53,799 

2,365,299 

695, 815 

145,370 

$39,856 
890 
600 

Maryland 

Minnesota 

New  Jersey 

New  York 

Pennsylvania  .... 
Vennont 

1,000 

330,341 

89,701 

14, 875 

Virginia 

Total 

1, 001, 448 

3,097,452 

427,162 

3, 524, 614 

The  following  table  shows  the  average  value  of  roofing  slate  i>er 
square  since  1890: 


Average  annual  price  per  equare  of  roofing  elate  for  the  entire  country. 


1890. 
1891, 
1892. 
1893 


$3.34 
3.49 
3.56 
3.55 


1894. 
1895 
1896. 
1897. 


$3.11 
3.23 
3.36 
3.09 
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The  following  table  shows  the  value  of  the  production  of  slate^  by 
States,  daring  the  years  1890  to  1897,  indasive: 

Valve  of  slate,  by  Statea,  from  1890  to  1S97. 


State. 

IBM. 

Booflng  slate. 

Value. 

other  par* 

poses  than 

rnoflng  i  value. 

TMal  value. 

California 

Bqwum, 

8,104 

3^060 

41,000 

23,009 

2,700 

16,707 

476,038 

236,360 

90,467 

$18,089 

14,860 

201,600 

106,746 

9,675 

81,726 

1,641,006 

696,997 

113,079 

15,240 

$18,089 

15,330 

219,500 

110,008 

10,925 

126,603 

2,  Oil,  726 

842, 013 

113, 079 

15,240 

Georsia  ................ 

$480 

18,000 

4,263 

1,260 

44,877 

870,728 

245,016 

Maine 

Marvland  ...rr... -r.. 

New  Jersev ....... ...... 

New  York 

Pennsylvania 

Vermont  - ...,-- , 

Vinrinia 

Other  State* o- ..-- 

3,060 

Total 

836,626 

2,797,904 

684,609 

3^  482, 513 

1891. 

State. 

Booflng  slate. 

Value. 

other  piir> 
roofing;  value. 

Total  value. 

Arkansas 

Sqwaifi, 

120 

4,000 

3,000 

60,000 

25,166 

2,500 

17,000 

507,824 

247,643 

36,069 

$480 

24,000 

13,500 

260,000 

123,425 

10,000 

186,000 

1,741,836 

608,360 

127,819 

$480 

24,000 

13,600 

260,000 

125,425 

10,000 

176,000 

2,142,905 

966,617 

127,819 

California.... 

Gtooriria 

Maine .................. 

Marvland 

$2,000 

New  Jersey 

New  York 

40,000 
401,069 
267,287 

Pennsylvania r  t-, t 

Vermont x ,.,,,, 

Virginia. ,..x. , -r-r- 

Total 

883,312 

3, 126, 410 

700^886 

3^826,746 

1 

a  Includes  Arkanoas,  Miohigan,  and  Utah. 
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FolMi^alala,  by  SkUet,  from  1890  to  ISSr-AknxtimBd. 


Stete. 


State. 


L 


Califoniia 

Georgia 

Maine 

Maryland  ... 
New  Jersey  . . 
New  York.... 
Pennsylvania 

Vermont 

Virginia 

Total  .. 


180S. 


Booilngtkito. 


Squares, 

8,500 

2,600 

60,000 

21,000 

3,000 

20,000 

660,000 

260,000 

40,000 


Value. 


(21,000 

10,626 

260,000 

114,000 

12,000 

160,000 

1,025,000 

754,000 

16(^000 


963,000 


Other  por- 

poeeo  than 

rooling;  valne. 


$2,600 


60,000 
406,000 
260,000 


8,396,625 


720,500 


Total 


$21,000 

10,625 

260,000 

116,500 

12,000 

210,000 

2,833,000 

1, 014, 000 

150,000 


4, 117, 125 


Georgia 

Maine 

Maryland  . . . , 
New  Jersey  .. 

New  York' 

Pennsylvania 

Utah 

Vermont 

Virginia 

Total.. 


1808. 


Booflng  slata. 


8quare». 

2,500 

18,184 

7,422 

900 

69,640 

864,051 

75 

182,061 

27,106 


621,939 


Value. 


$11,250 

124,200 

37,884 

3,653 

204,776 

1, 314, 461 

460 

407,538 

104,847 


2,209,049 


Other  jDnr- 

poMethan 

rooling;  valae. 


$15^000 


206 
167,824 

400 

128,194 

12,500 


i 


814,124 


Total  valne. 


$11,250 

139,200 

37,884 

3,653 

204,982 

1, 472, 275 

850 

535,732 

117, 347 


a,  523, 173 
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FoIm  qfeiate,  fty  Siaiea,  flnm  1890  to  7^97— Continned. 


States 

1B94. 

Booflng  alato. 

Vehie. 

Other  par- 

poeeethan 

raoOog;  valne. 

Total  Talae. 

Calilbmla 

Bqnairm. 

900 

5,000 

24,690 

39,460 

375 

7,965 

411,550 

214,337 

33,965 

$5,860 

22,500 

128,987 

160^568 

1,060 

42,002 

1,380,430 

455,860 

118,851 

• 

$6^860 

22,500 

146,838 

158,068 

1,050 

44^542 

1,620,168 

668,167 

138,151 

1 

GtoonriA ................ 

Maine 

$22,001 
2,500 

Marvland  ...... .,-» .,.. 

New  JeneT  ...... ...... 

New  York 

2,460 

238,728 

202,307 

19,300 

PeTinRylyMii A  .......... 

Vermont ,,.,,,,  ^,., 

Yinrinia 

Total 

738,222 

2, 301, 138 

489,186 

2,790,324 

State. 

1885. 

Booflngslatia^ 

Value. 

Oilier  par- 

poeesthan 

pooflng;  value. 

Total  valne. 

1 

California 

1,500 

2,500 

23,774 

13,188 

200 

13,624 

426,687 

221,360 

27,005 

$10,500 

10,675 

118,791 

60,157 

700 

90^150 

1,437,607 

631,482 

92,357 

$10,500 

10,675 

140^154 

60^357 

700 

91,875 

1,647,751 

625,331 

111,  357 

Qeorgia 

Maine. 

$21,363 
1,200 

MaiylfiDd  ,r....-xT 

New  Jeisey 

New  York 

1,725 

210,054 

98,849 

19,000 

P^nnsylvaoia  .  t  r  - , . . . .  t 

Vermont 

Virginia 

Total 

729,927 

2,351,500 

847,191 

2,698,700 
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ValneqfBkUe,  fty  8iate$,  flnm  1890  to  1597— Oontinned. 


Stwto. 

uee. 

▼aliiB. 

Other  pur- 

poflM  than 

romng;  yalae. 

Total  valae. 

QeoTffia ,.. 

SqmamB. 
4,587 
28,078 
15,667 

$20,388 
99,831 
70,194 

$20,388 

124,086 

72,142 

1,200 

700 

82,492 

1, 726, 318 

1,420 

609,596 

107,863 

Maine 

$24,255 

1,948 
1,200 

Maryland 

Manva'^hawttA ...... 

New  Jersey 

200 

16,002 

431,324 

160 

156^528 

26,868 

700 

78,612 

1,391,539 

640 

609,681 

92,163 

New  York 

3,880 

384,779 

780 

99,915 

16,700 

Pennsylvania 

Tenn  w««e  —  t  t  ........ . 

Vennont 

Virffini**  ............... 

Total 

673,304 

2,263,748 

482,467 

2,746,205 

Stetei 

1807. 

Booflng  Blate. 

Yalno. 

Other  jDor- 

poflee  than 

roofing;  valne. 

Total  ralae. 

California 

Sqvaret. 

1,000 

38^367 

11,592 

400 

250 

9,197 

657,692 

244,576 

88,876 

$7,000 

161,262 

58,049 

1,000 

776 

62,799 

2,034,958 

656,114 

180,496 

$7,000 

201, 117 

53,939 

1,500 

775 

58,799 

2,365,299 

695,815 

145,370 

MftlnA 

$89,856 
890 
600 

Maryland  ....  r... t 

Minnesota 

New  Jersey. ............ 

New  York 

1,000 

330,341 

89,701 

14,875 

PennBvlvanift » 

Vennont 

Virffinia 

Total 

1,001,448 

8,097,462 

427,162 

3,524,614 

THE  SLATE  INDUSTRY  IN  INDIVIDUAL  STATES. 

OALIFOSNIA. 

Slate  was  produced  in  Eldorado  Oonnty  to  the  amonnt  of  $7,000.  It 
has  an  excellent  color,  dark  bine,  and  is  said  to  be  dnrable;  in  fiMt, 
there  seems  to  be  no  question  as  to  the  quality  of  the  material  for 
roofing  purposes,  to  which  use  only  has  the  slate  yet  been  applied. 
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MAUVE. 

In  Maine  production  increased  flrom  a  valuation  of  $124,086  in  1896 
to  $201,117  in  1897.  Some  of  the  quarries  were  required  to  increase 
working  force  very  materially  to  fill  orders. 

The  following  table  gives  the  results  of  an  analysis  of  roofing  slate 
quarried  by  the  Monson  Slate  Company  at  their  quarries  at  Monson, 
Maine.  The  analysis  was  made  by  Mr.  L.  M.  Norton,  of  the  Massa- 
chusetts Institute  of  Technology,  at  Boston. 

Analyns  of  Monson  (Maine)  slate. 


Lofls  on  ignition,  inclnding  organic  matter 

Silica,  SiO, 

Alumina,  AlsOs 

Ferrous  ozide,  FoO 

LimOyCaO  

Magnesia^  MgO 

Oxide  of  potassiam,  K^O 

Oxide  of  Bodinm,  Na>0 

Total .• 


Per  cent. 


8.88 

56.42 

24.14 

4.46 

.52 

2.28 

5.53 

8.15 


100.88 


The  following  data  relative  to  slate  quarried  by  the  Bast  Brownville 
Slate  Company  at  their  quarries  at  Brownville,  Maine,  were  obtained  by 
Pro£  W.  O.  Crosby,  of  the  Massachusetts  Institute  of  Technology,  at 
Boston: 

Two  1-inch  cnbes  were  cmBhed  on  bed ;  that  Ib,  the  preaenre  waa  applied  in  a 
direction  perpendicalar  to  the  cleavage.  The  fimt  cube  omshed  nnder  a  load  of 
29,420  ponnds,  while  the  second  yielded  at  29,120  ponnda.  In  other  words,  the 
average  oroshing  strength  of  this  slate,  perpendicalar  to  the  oleavage,  Is  29,270 
pounds  to  the  sqnare  inch.  It  is  thus  mach  stronger  than  ordinary  building  stones, 
which  nsnally  range  ftom  5,000  to  20,000  pounds;  in  fact,  the  strength  is  equaled  by 
very  few  stones  and  sarpassed  by  almost  none.  One  cube  was  crushed  on  edge ;  that 
is,  the  pressure  was  applied  parallel  with  the  cleavage.  It  yielded  at  16,760  pounds, 
a  higher  result  than  is  afforded  by  moat  kinds  of  slate  on  bed.  Two  slabs  were  sub- 
mitted to  transverse  or  breaking  strains;  they  were  of  uniform  aise,  6  inchea  wide, 
1  inch  thick,  and  11  inchea  long  between  the  supports.  They  were  laid  horiaontally 
upon  the  supports  and  the  load  applied  at  the  middle,  bearing  upon  the  entire  width 
of  the  slab.  The  first  slab,  wbioh  had  been  purposely  selected  because  it  was  visibly 
imperfect  in  structure,  broke  under  a  load  of  2,640  pounds,  while  the  second  slab, 
which  clearly  shows  the  normal  quality  of  the  slate,  required  8,660  pounds  to  break  it. 

HABYLAin>. 

In  1896  the  total  vahie  of  the  output  was  $72,142;  in  1897,  $53,939; 
so  that  there  was  a  slight  decline.  The  outlook  for  1898  is  said  to  be 
imjiroved. 
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In  the  report  Ibr  1806  lesalts  of  tests  of  Maryland  Peach  Bottom 
slate  were  given  in  detaiL 

UASaAOHUSBTTS. 

A  small  quantity  of  slate  was  quarried  during  the  year,  but  appar- 
ently not  used  for  the  purposes  to  which  slate  is  usually  applied. 

MINNESOTA. 

A  little  slate  quarrjring  was  done  in  1897,  but  the  industry  in  this 
State  has  not  yet  become  permanently  established,  although  there 
seems  to  be  no  reason  why  it  should  not. 

NEW  JERSEY. 

A  little  work  was  done  in  New  Jersey  at  Lafayette,  where  there  are 
a  few  quarries  belonging  to  the  continuation  of  the  Pennsylvania  slate 
belt. 

NEW  YORK. 

The  slate  of  this  State  is  almost  entirely  red  slate,  produced  in  the 
quarries  of  Washington  Ck>nnty,  not  far  firom  the  Vermont  State  line. 
Production  deolined  slightly  in  1897. 

PENNSYLVANIA. 

The  output  of  slate  in  Pennsylvania  in  1896  was  valued  at  $1,726,318; 
in  1897,  at  $2,'365,299 — a  very  remarkable  increase.  This  is  largely  due 
to  a  continuation  of  the  export  trade,  which  commenced  in  1896. 
Domestic  trade  was  not  largely  inoreased  over  1896. 

The  following  anal3rsis  of  slate  quarried  by  the  Bast  Bangor  Consoli- 
dated Slate  Company,  of  Bast  Bangor,  Pennsylvania,  was  made  by 
Mr.  Henry  Leifman,  of  Philadelphia: 

AualyHs  of  slate  from  Bangor y  PennsylvaMa. 


Silica,  SiOg 

Iron  oxide 

Alaminay  AI3O3 

Caloinm  CarboiiBte^  CoCO:) 

Magnerinm 

AlkaUes 

MolBtOTe  and  oombastible  matter 

Total 

Smnmary: 

Silioates 

Carbonatee 

Moisture  and  omnbiistible  matter 


Percent. 


68.620 
4.200 

12.680 
2.337 
3.760 
3.730 
4.470 


99. 796 

89.160 
6.096 
4.470 
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The  following  article  is  an  abstract  of  a  paper  by  Professor  Mansfield 
Merriam,  of  Lehigh  University,  originally  x)ablished  in  Vol.  XXVII  of 
the  Transactions  of  the  American  Society  of  Givil  Engineers : 

THK   STRENGTH  AND  WEATHERING  QUALITIES  OF  OLD  BANGOR  ROOFING   SLATES. 

The  roofing  slates  here  described  and  investigated  are  those  from  the  qaarries  of  the 
Old  Bangor  Slate  Company,  situated  at  Bangor,  Pennsylvania.  The  Old  Bangor  quarry 
is  about  3  miles  from  the  Bine  Monntain,  and  thns  at  the  bottom  of  the  upper  or  softer 
slate  beds.  This  quarry  is  very  much  the  largest  in  the  Bangor  region,  a  great  part 
of  its  product  being  manufactured  into  roofing  slates,  which,  by  general  reputation, 
stand  high  in  quality. 

The  manner  of  working  this  quarry  is  in  benches  whose  surfaces  are  parallel  with 
the  plane  of  cleavage.  As  the  benches  are  worked  downward,  the  top  is  constantly 
being  stripped  off  in  order  to  allow  new  ones  to  be  started,  and  thns  the  horizontal 
extent  of  the  quarry  is  continually  increased,  its  maximum  depth  remaining  at 
about  125  feet  below  the  original  surface  of  the  ground.  This  method  of  working  in 
benches  is  peculiar  to  this  particular  quarry,  and  can  be  pursued  only  when  the 
uncovered  area  is  very  large.  Tliere  are  five  of  these  benches,  each  being  about  15 
feet  in  height  and  from  30  to  40  feet  in  width. 

This  is  the  oldest  quarry  in  the  Bangor  region,  having  been  opened  in  1866,  and 
the  horizontal  uncovered  area  is  now  about  500  by  1,000  feet. 

Roofing  slates, — In  the  manufacture  of  roofing  slates  everything  is  done  by  hand 
except  dressing  the  edges.  The  blocks  delivered  at  the  shanties  are  first  split  into 
thicknesses  of  about  2  inches.  These  are  piled  up  in  a  shanty  beside  a  workman 
called  a  splitter,  who,  with  a  wooden  mallet  and  a  long,  thin  chisel,  divides  each 
into  halves,  and  continues  the  process  until  they  are  reduced  to  the  required  thick- 
ness of  about  three-sixteenths  of  an  inch.  He  then  cuts  out  pieces  in  approximate 
sizes,  and  these  are  taken  by  an  assistant  and  squared  off  into  regular  shape  and 
size  on  a  dressing  machine.  The  rock  requires  to  be  kept  damp  from  the  time  it  is 
first  exposed  until  it  is  split  into  the  final  sizes,  otherwise  the  cleavage  becomes 
difficult. 

Roofing  slates  are  made  in  numerous  sizes,  from  14  by  24  inches  down  to  6  by  12 
inches,  the  longer  dimension  being  that  which  is  placed  parallel  with  the  rafters  of 
the  roof.  In  all  roofing  which  is  properly  done,  a  triple  lap  of  3  inches  is  allowed; 
thus,  for  a  24-inch  slate  10^  inches  are  exposed,  10^  inches  are  covered  by  the  slate 
above  it,  and  3  inches  are  covered  by  two  slates  above  it.  The  amount  of  slate 
required  to  cover  a  space  10  by  10  feet  in  this  manner  is  called  a  square,  which  is  the 
unit  by  which  they  are  sold.  For  slates  12  by  24  inches  it  takes  114  to  make  a  square ; 
for  those  8  by  16  inches,  277  makes  a  square,  and  so  on. 

The  normal  product  of  roofing  slates  is  called  No.  1  stock,  and  this  is  entirely  free 
from  ribbons.  In  addition  to  the  first  quality  there  is  a  small  proportion  of  the 
product  manufactured  into  No.  1  Ribbon  and  No.  2  Ribbon,  the  former  containing 
ribbons  near  one  end  only,  so  that  when  laid  on  the  roof  the  exposed  parts  are  free 
from  them.  The  color  of  the  slate  produced  in  the  quarries  of  the  Old  Bangor  Slate 
Company  is  a  permanent  dark  blue.  .  The  color  of  the  ribbons,  however,  is  nearly 
black.     This  is  due  to  the  sulphide  of  iron  which  they  contain. 

The  investigations  of  the  properties  of  slate  which  are  found  on  record  are  few, 
and  these  are  almost  entirely  by  chemical  analysis.  Silica  and  alumina  are  sup- 
posed to  give  strength  and  toughness,  the  carbonates  of  lime  and  magnesia  are 
liable  to  be  acted  upon  and  washed  out  by  the  rain,  and  the  compounds  of  iron  and 
sulphur  are  known  to  promote  disintegration  under  the  action  of  smoke  and  acid 
fumes.  Something  as  to  quality  can  therefore  be  judged  by  the  comparison  of  chem- 
ical analyses,  bnt  the  information  thus  obtained  is  so  slight  as  to  have  little  weight 
with  an  engineer,  piirticularly  when  he  considers  that  the  mineralogists  inform  us 
that  the  rocks  of  the  same  identical  chemical  composition  may  have  quite  different 
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properties  on  account  of  different  lithological  structure.  A  chemical  test  of  iron  or 
steel  affords  but  little  information  to  the  engineer  concerning  its  physical  properties, 
and  he  demands  that  quantitative  results  concerning  its  toughness  and  strength 
must  be  known.    So  it  should  be  with  stones  and  slates. 

Method  of  investigation, — It  was  purposed  in  investigating  these  roofing  slates  to 
experiment  as  closely  as  possible  upon  those  properties  which  are  called  into  service 
in  resisting  the  stresses  to  which  they  are  subject,  and  upon  those  qualities  which 
either  assist  or  resist  the  disintegrating  action  of  the  atmosphere  and  weather.  The 
strength  and  toughness  of  slate  are  import:int  elements  in  preventing  breakage  in 
transportation  and  handling,  as  well  as  in  resisting  the  effect  of  hail  or  of  stones 
maliciously  thrown  upon  the  roof.  They  are  also  brought  effectively  into  play  by 
the  powerful  stresses  produced  by  the  freezing  of  water  around  and  under  the  edges. 
Porosity,  on  the  other  hand,  is  not  a  desirable  property,  for  the  more  water  the  slate 
absorbs  the  greater  the  disintegrating  action  when  it  freezes  and  thaws.  Density  is 
a  quality  of  value,  for,  in  accordance  with  a  fundamental  principle  of  the  science  of 
the  resistance  of  materials,  the  greater  the  specific  gravity  of  one  of  several  similar 
substances,  the  greater  is  its  strength.  Hardness  may  or  may  not  be  a  desirable 
quality  according  as  it  is  related  to  density  or  to  brittleness.  Lastly,  corrodibility, 
or  the  capacity  of  being  disintegrated  by  the  chemical  action  of  smoke  and  of  fumes 
from  manufactories,  is  certainly  not  desired  in  roofing  slates. 

A  scientific  investigation  was  uudertaken  t^  determine  these  qualities  in  the  Old 
Bangor  slates.  In  order  to  do  this,  such  tests  were  selected  as  seemed  likely  to  be 
both  precise  and  simple,  and  of  such  a  character  that  quantitative  results  concern- 
ing each  of  the  above  properties  could  be  determined.  These  results  will  be  given 
below  for  a  number  of  specimens,  and  they  will  be  discussed  and  compared  with  the 
view  of  ascertaining  the  relation  between  the  different  properties.  Lastly,  by  the 
help  of  chemical  analyses,  the  relation  of  the  physical  qualities  to  the  presence  or 
absence  of  certain  elements  is  to  be  studied. 

The  pieces  tested  were  12  inches  wide  by  24  inches  long,  and  varied  in  thickness 
from  three-sixteenths  to  one-fourth  of  an  inch.  They  were  all  free  from  ribbons 
and  were  presumably  of  the  best  product  of  the  Old  Bangor  quarries.  There  Avere 
twelve  specimens,  marked  1,  2,  3,  4,  etc.  These  numbers  were  kept  upon  the  speci- 
mens and  their  fragments  throughout  the  different  tests,  thus  enabling  the  different 
properties  to  be  compared  for  each  individual  specimen.  /The  general  appearance  of 
the  slates  was  very  similar. 

Strength, — The  transverse  or  flexural  strength  of  the  slates  was  selected  for  experi- 
ment because  of  the  ease  and  accuracy  with  which  the  tests  can  be  made,  and  also 
because  such  stresses  are  brought  upon  it  in  actual  use  rather  than  those  of  pure 
tension  or  compression.  The  pieces  were  supported  in  a  horizontal  position  upon 
wooden  knife  edges  22  inches  apart,  and  then  loads  were  placed  upon  another  knife 
edge  halfway  between  the  supports.  The  load  was  applied  by  means  of  sand  run- 
ning out  of  an  orifice  in  a  box  at  the  uniform  rate  of  70  pounds  per  minute,  and  by 
the  help  of  an  electric  attachment  the  flow  of  sand  was  stopped  at  the  instant  of 
rupture.  The  slates  were  always  placed  upon  the  supports  so  that  the  beveled 
edges  Avere  on  the  lower  side.  As  the  load  was  increased  the  deflection  of  the  slat-e 
could  be  observed  upon  a  scale  and  the  ultimate  deflection  was  recorded. 

The  strength  of  abeam  or  plate  broken  in  this  manner  is  indicated  by  the  modulus 
of  rupture,  which  is  the  computed  horizontal  rupturing  stress  on  the  upper  and 
lower  fibers,  and  is  intermediate  in  value  between  the  ultimate  tensile  and  compres- 
sive strength.  Let  W  be  the  load  in  pounds  which  causes  rupture  when  applied  at 
the  middle,  let  I  bo  the  distance  between  the  supports  in  inches,  h  the  breadth  and 
d  the  thickness  of  the  plate  in  inches.  These  being  carefully  found  by  observation, 
the  formula 


-^w/ 


^  —  2bd' 


furnishes  the  means  of  computing  the  modulus  of  rupture  S,  whose  value  is  then  in 
pounds  per  square  inch. 
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lu  the  following  table  are  given  the  Tallies  of  the  modalns  of  mature  for  each  of 
the  twelve  specimeus.  In  foar  cases  this  value  is  the  average  of  two  tests,  the  sec- 
ond one  being  made  upon  pieces  10  inches  long  which  were  cat  from  the  larger 
broken  specimens.  The  figares  for  these  duplicate  tests  will  be  interesting  as  show- 
ing the  slight  range  in  the  results,  and  thus  establishing  the  accuracy  and  value  of 
this  method  of  investigation.  They  give  the  following  values  for  the  modulus  of 
rupture  in  pounds  per  square  inch,  and  the  average  of  these  is  stated  in  the  table, 
while  for  the  other  specimens  tests  were  made  upon  the  larger  sizes  only : 

Average  modulus  of  rupture,  in  pounds  per  square  inch,  of  Old  Bangor  roofing  slate. 


Mark  of  specimen. 


B8 


S  for  large  slate 
S  for  small  slate . 


9,750 
9,720 


B7 


8,420 
8,450 


B9 


10,195 
10,235 


Bli 


8,100 
8,140 


The  mean  value  of  the  modulus  of  rapture  of  all  the  specimens  is  seen  to  be  9,81U 
pounds  per  square  inch. 
The  following  table  shows  tests  of  Old  Bangor  slates : 

Tests  of  Old  Bangor  slates. 


Mark  of  the 
8i>eciiDeiis. 

Strength. 

Toughness. 

Density. 

Softness. 

Porosity. 

CorrodibiUty. 

Modulus 

of  rupture 

per  square 

inch. 

Ultimate 

deflection 

on  supports 

22  inches 

apart. 

Specific 
gravity. 

Amount 

abraded 

by  50  turns 

of  a  small 

grindstone. 

Water 

absorbed  in 

24  hours. 

Weight  lost 

in  03  hours 

in  add 

solution. 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

IK 

12 

Means . . 

1 

Pounds. 

11,550 

11,540 

9,740 

8,650 

7,280 

9,220 

8,440 

11,570 

10, 215 

10,900 

8,120 

10,490 

Inch. 

0.32 
.38 
.31 
.31 
.25 
.31 
.27 
.40 
.32 
.37 
.23 
32 

2.816 
2.807 
2.795 
2.784 
2.779 
2.759 
2.776 
2.769 
2.782 
2.767 
2.769 
2.754 

Grains. 
151 
140 

76 
119 

86 
130 
119 
130 
173 

86 
140 
184 

Per  cent. 
0.131 
.170 
.099 
.127 
.204 
.174 
.167 
.123 
.123 
.169 
.099 
.152 

Per  cent. 
0.410 

.439 
.481 

.374 

.551 
.464 

.404 

9,  810            .  312 

2.780 

128 

.145 

.446 

Toughness. — The  ultimate  deflections  of  the  pieces  broken  under  transverse  stress 
furnish  an  indication  of  their  toughness,  in  the  same  manner  that  the  ultimate 
elongatiou  of  a  metallic  specimen  under  tensile  strain  is  an  index  of  toughness  and 
extensibility.  The  greater  the  ultimate  deflection  of  a  bar,  the  less  is  its  brittleness, 
and  the  greater  its  toughness,  other  things  being  equal.  All  the  specimens  of  slate 
were  so  elastic  that  the  deflection  of  the  middle  part,  where  the  load  was  applied, 
could  easily  be  noted  on  a  scale  by  the  eye,  with  an  error  rarely  exceeding  one 
thirty-second  of  an  inch.  The  test  can,  therefore,  be  readily  made  with  the  simplest 
apparatus.  The  results  for  the  individual  specimens  are  seen  in  the  table,  all  of 
which  were  found  from  the  pieces  laid  upon  supports  22  inches  apart.  The  mean 
values  of  the  ultimate  deflection  are  0.312  inch. 
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The  toaghness  of  the  slate  can  alBO  be  inferred  from  the  manner  of  rupture  of  the 
Bpecimens.  It  was  observed  in  general  that  all  the  specimens  ruptured  in  different 
planes  on  the  upper  and  lower  surfaces,  so  that,  in  fact,  it  often  split  or  sheared  into 
two  thinner  sheets,  which  were  then  pulled  apart  from  each  other.  The  structure  of 
the  Old  Bangor  slate,  therefore,  is  laminated  and  very  fibrous,  and  hence  tough  and 
strong. 

Specific  gravity, — The  density  was  next  determined  for  each  specimen  by  weighing 
it  first  in  air  and  then  in  water,  from  which  data  the  specific  gravity  was  computed. 

The  results  given  in  the  table  show  the  mean  density  to  be  2.780. 

Sojtnesa  or  capacity  for  abrasion, — The  hardness  of  the  slates  was  next  tested  by 
subjecting  them  to  abrasion  npon  a  grindstone,  whose  thickness  was  1^  inches  and 
diameter  7  inches.  A  piece  of  slate  about  4  by  4  inches  was  accurately  weighed,  and 
then  held  against  the  grindstone  by  a  lever,  which  exerted  a  constant  pressure  of  10 
pounds  upon  it  while  the  grindstone  was  turned  fifty  times.  The  piece  was  then 
weighed  again,  and  the  difference  of  the  two  weights  gives  the  amount  ground  off. 
The  results  thus  obtained  indicate  the  hardness,  or  rather  the  softness,  for  the  greater 
the  abrasion  the  softer  is  the  material.  The  table  which  gives  these  results  for  each 
specimen  shows  the  mean  values  to  be  128  grains.  For  a  roofing  material  hardness  is 
not  necessarily  a  valuable  quality,  and  it  will  appear  later  in  this  discussion  that  the 
softer  slate  has  the  higher  strength  and  weathering  qualities. 

Porosity, — The  well-known  test  for  porosity  is  to  determine  the  percentage  of  water 
absorbed  by  the  specimens  nnder  similar  conditions.  In  the  absence  of  standard 
rules  regarding  the  shape  and  size  of  the  specimen,  its  degree  of  dryness,  or  time  of 
immersion,  the  following  procedure  was  adopted :  A  piece  of  slate  from  each  speci- 
men was  cut  to  a  size  about  3  by  4  inches,  the  edges  being  left  rough  and  irregular. 
These  were  dried  for  twenty-four  hours  in  an  oven  at  a  temperature  of  135"^  F.  After 
cooling  to  the  normal  temperature  of  the  room,  they  were  weighed  on  delicate  scales 
and  then  immersed  in  water  for  twenty-four  hours,  when  they  were  taken  out  and 
weighed  again.  The  difference  of  these  weights,  divided  by  the  first  weight,  gives 
the  percentage  of  water  absorbed  by  a  specimen.  The  table  exhibits  the  results 
thus  obtained,  and  it  is  seen  that  the  mean  percentage  of  the  samples  is  0.145. 

Corrosion  by  adds. — In  order  to  imitate  the  action  of  smoke  and  of  sulphurous 
fumes  of  manufactories,  the  following  test  was  used:  A  solution  of  hydrochloric 
and  sulphuric  acids  was  prepared,  consisting  by  weight  of  98  parts  of  water,  1  part 
of  hydrochloric  and  1  part  of  sulphuric  acid.  In  this  pieces  of  slate  abont  3  by  4 
inches  in  size  were  immersed  for  certain  periods  of  time,  having  first  been  carefully 
weighed.  After  being  taken  out  of  the  solution  they  were  dried  for  two  hours  in 
the  normal  air  of  the  laboratory  and  were  again  weighed.  Thus  the  loss  of  weight 
due  to  the  corrosive  action  of  the  acids  was  ascertained.  The  results  were  then 
transformed  into  percentages  of  the  original  weight,  which  give  an  absolute  measure 
of  the  corrosion.  Two  specimens  of  slate  were  kept  for  twenty-four  hours  in  the 
solution,  and  gave  the  following  percentages  of  loss  of  weight: 

Corrosion  of  Old  Bangor  slate  in  acid. 

Per  cent. 

B5 0.297 

B7 0.235 

Mean 0.266 

Two  specimens  of  slate  were  kept  for  eighty -seven  hours  in  the  acid  solution,  and 
there  were  found  the  following  percentages  of  loss  ot'  weight: 

Corrosion  of  Old  Bangor  slate  in  acid. 

Per  cent. 

B2 0.633 

B12 0  096 

Mean 0.  6G5 
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Most  of  the  specimens,  however,  remained  in  the  acid  for  a  period  of  sixty -three 
hours,  and  from  these  the  percentages  of  loss  of  weight  were  obtained  which  are 
given  in  the  table.  After  the  tests  the  sarfaces  of  the  pieces  showed  but  slight 
traces  of  acid  action,  notwithstanding  the  loss  of  weight. 

These  results  plainly  indicate  that  the  corrosion  or  disintegration  rapidly  increased 
with  the  time.  The  sum  of  these  means  for  twenty-four  hours,  sixty^three  hours, 
and  eighty-seven  hours  is  1.377  per  cent  for  the  specimens,  which  may.  perhaps,  be 
taken  as  the  final  value  for  comparison. 

DiscuaHon  of  the  iestB. — The  above  physical  tests  were  mostly  made  under  the 
writer's  direction  by  Mr.  J.  P,  Brooks,  instructor  in  civil  engineering  in  Lehigh 
University.  Great  care  was  taken  to  so  conduct  them  that  the  numerical  results 
would  be  strictly  comparable. 

The  recapitulation  of  the  mean  results  of  these  tests  will  be  useful  at  the  outset  of 
the  discussion.  These  mean  values  have,  according  to  the  principles  of  the  method 
of  least  squares,  about  12  times  the  weight  of  a  single  determination,  and  should 
hence  be  expected  to  furnish  a  tolerably  reliable  indication  concerning  the  proper- 
ties under  investigation.  They  are  given  in  the  table  below^and  it  is  at  once  seen 
that  the  different  qualities  are  connected  by  definite  relations,  the  strongest  slate 
being  the  toughest  and  softest,  as  also  the  least  porous  and  corrodible. 

Mean  results  of  physical  tests* 


Property. 


Measared  by- 


Strength  I  Modulut)  of  rupture,  in  pounds  per  square  inch . 

Toughness Ultimate  deflection,  in  inches,  on  supports  22 

inches  apart. 

Density Specific  gravity , 

Softness '  Weight,   in  grains,  abraded  on    grindstone 

under  the  stated  conditions. 

Porosity '  Per  cent  of  water  absorbed  in  24  hours  when 

I 

thoroughly  dried. 

Corrodibility Per  cent  of  weight  lost  in  acid  solution  in  63 

hours. 


Slates. 


9,810 
0.313 

2.780 
128 

0.145 

0. 446 


The  couclusioD  is  hence  apparent  that  the  greater  the  strength,  the  greater,  also, 
is  the  softness  or  capacity  for  abrasion.  This  result  was  unexpected,  and  can  not, 
of  course,  be  laid  down  as  a  general  rule  applicable  to  building  stones,  or  even  to 
slates  which  differ  greatly  in  structure.  The  capacity  for  abrasion  here  seems  allied 
to  toughness,  or  it  denotes  the  lack  of  brittleness;  but  this  relation  certainly  is  not 
a  general  one,  although  it  is  true  of  the  roofing  slates  here  discussed,  and  also  of 
others  which  the  writer  has  investigated.  The  testimony  of  the  quarrymen,  more- 
over, as  far  as  he  has  been  able  to  obtain  it,  seems  to  verify  the  conclusion  that  in 
this  slate  region  softness,  strength,  and  toughness  are  qualities  closely  connected. 

Similar  comparisons  may  be  made  between  strength  and  toughness,  strength  and 
corrodibility,  and  porosity  and  corrodibility.  The  conclusion  is  irresistible  that 
these  qualities  are  so  connected  that  one  may  be  taken  as  an  approximate  index  of 
the  others;  and,  after  carefully  considering  the  whole  field,  the  writer  does  not 
hesitate  to  decide  that  the  test  for  transverse  strength  is  the  one  which  is  the  most 
satisfactory  for  roofing  slates,  if  only  one  test  is  to  be  made.  It  is  one  that  can  be 
made  quickly  and  without  expensive  apparatus.  The  modulus  of  rupture  is  an 
absolute  quantity  independent  of  the  size  of  the  specimen,  and  it  gives  to  the 
engineer  a  more  definite  idea  of  the  quality  of  materials  than  do  the  figures  indica- 
ting other  properties.    In  making  this  test  it  will  usually  be  easy  to  measure  the 
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deflections  and  thus  obtain  the  means  for  comparing  the  tonghnesa  as  well  as  the 
strength. 

While  the  test  for  porosity  is  a  yalnable  one,  it  is  necessary  that  the  specimens 
shonld  be  bronght  to  the  same  degree  of  dryness  by  heating  them  for  an  entire  day; 
and  as  the  amount  of  water  absorbed  is  only  about  one-fifth  of  1  per  cent,  the 
weighing  must  be  done  with  care.  The  test  for  corrodibility  is  also  a  good  one,  but 
precise  weighing  is  also  necessary.  The  tests  for  abrasion  on  a  grindstone  and  for 
specific  gravity  appear  lowest  of  all  in  practical  yalue,  and  their  use  can  not,  in 
general,  be  recommended,  the  former  being  liable  to  be  misinterpreted,  ahd  the  lat- 
ter not  being  sharply  related,  in  this  case  at  least,  to  the  strength  and  weathering 
qualities. 

Chemical  analyses, — Although  the  interpretation  of  chemical  analyses  is,  at  best, 
imperfect  and  unsatisfactory,  it  was  not  thought  advisable  to  entirely  neglect  them 
in  this  investigation.  The  physical  properties  being  known,  they  may  perhaps  be 
in  some  measure  accounted  for  by  the  chemical  composition.  Hence  an  analysia 
was  made  of  a  specimen  of  slate  by  Dr.  Frederick  Fox,  instructor  in  chemistry  in 
Lehigh  University.  The  expense  of  chemical  work  is  so  great  that  an  analysis  of 
each  specimen  could  not  be  undertaken,  and  accordingly  B3  was  selected  as  being 
an  average  sample  in  strength  and  weathering  qualities.  The  complete  analysis  of 
the  slates  was  not  undertaken,  this  being  a  long  and  expensive  operation,  but  such 
elements  were  determined  as  would  probably  afford  indications,  first,  of  its  valuable 
qualities,  and,  secondly,  of  its  injurious  constituents.  The  following  is  the  report 
of  the  chemical  analysis : 

Analysis  of  slate  from  Bangor ,  rennsylrania. 


Silica  (SiO>)  

Oxides  of  iron  and  aluminum  (Fe^O.i  Al^O.O--- 

Carbonic  acid  (CO2)  and  organic  matter 

Oxide  of  calcium  (CaO),  or  lime 

Oxide  of  magnesium  (MgO) 

Sulphur  (S) 

Oxides  of  sodium  and  potassium  (by  difference) 
Manganese 

Total 


Per  cent. 


56.97 
26.05 
7.14 
4.38 
2.69 
0.46 
2.31 
Trace. 

100.00 


The  above  are  the  substances  actually  determined  in  the  chemical  work.  They  do 
not,  however,  exist  in  these  forms  in  the  slate  itself.  Slate  consists  principally  of 
silicates  of  iron  and  alumiuum,  with  smaller  proportions  of  silicates  of  sodium  and 
potassium,  together  with  carbonates  of  lime  and  magnesium  and  sulphide  of  iron 
as  impurities.  In  the  analysis  the  silicates  are  broken  up  into  silica  and  oxides,  and 
these  separately  determined.  So  the  carbonate  of  lime  is  broken  up  into  carbonic 
acid  and  oxide  of  calcium,  and  the  latter  determined. 

Now,  the  valuable  constituents  of  slate  are  the  silicates  of  iron  and  aluminum,  or 
the  clay,  this  being  inert  and  incorrodible.  The  percentage  of  this  is  easily  com- 
puted from  the  chemical  analyses  to  be  as  follows,  which  indicates  the  ''Old Bangor" 
to  be  a  very  superior  slate : 

Silicates  of  iron  and  aluminum  found  in  Old  Bangor  slate. 

Per  cent. 
Silicates  of  iron  and  aluminum 83. 02 
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The  injurious  constituents  in  slate  are  the  carbonates  of  lime  and  magnesia  and 
the  sulphide  of  iron,  or  iron  pyrites.  The  carbonates  are  easily  attacked  and  dis- 
solved by  water  which  has  been  rendered  slightly  acid  by  smoke,  and  the  pyrites  is 
apt  to  cause  disintegration.  The  chemical  analyses  furnish  the  means  of  computing 
the  carbonates,  and  the  amount  of  pyrites  is  probably  closely  proportioned  to  that  of 
the  sulphur.  The  percentage  of  sulphur,  however,  is  so  small  that  its  influence  is 
probably  slight.     The  computed  percentages  of  carbonates  are : 

Carbonates  found  in  Old  Bangor  slate. 

Per  cent. 

Carbonate  of  lime 7.82 

Carbonate  of  magnesia 5. 65 

Total  carbonates 13. 47 

Conclusions. — The  above  investigation  seems  to  indicate  the  following  conclusions 
regarding  the  roofing  slates  from  the  quarries  of  the  Old  Bangor  Slate  Company : 

1.  These  roofing  slates  weigh  about  173  pounds  per  cubic  foot,  and  the  best  quali- 
ties have  a  modulus  of  rupture  of  f^om  7,000  to  10,000  pounds  per  square  inch. 

2.  The  stronger  the  slate,  the  greater  is  its  toughness  and  softness  and  the  less  is 
its  porosity  and  corrodibility. 

3.  Softness,  or  liability  to  abrasion,  does  not  indicate  inferior  roofing  slate ;  but^ 
on  the  contrary,  it  is  an  indication  of  strength  and  good  weathering  qualities. 

4.  The  strongest  slate  stands  highest  in  weathering  qualities,  so  that  a  flexural  test 
affords  an  excellent  index  of  all  its  properties,  particularly  if  the  ultimate  deflection 
and  the  manner  of  rupture  be  noted. 

5.  The  strongest  and  best  slate  has  the  highest  percentage  of  silicates  of  iron  and 
aluminum,  accompanied  by  moderate  amounts  of  carbonates  of  lime  and  magnesia. 

6.  Chemical  analyses  give  only  imperfect  conclusions  regarding  the  weathering 
qualities  of  slate,  and  they  do  not  satisfactorily  explain  the  physical  properties. 

7.  Architects  and  engineers  who  write  specifications  for  roofing  slate  will  probably 
obtain  a  more  satisfactory  quality  if  they  insert  requirements  for  a  flexural  test  to 
be  made  on  several  specimens  picked  at  random  out  of  each  lot. 

8.  Although  the  field  of  this  investigation  is  probably  not  sufficiently  extended  to 
fully  warrant  the  recommendation,  it  is  suggested  that  such  specifications  should 
require  roofing  slates  to  have  a  modulus  of  rupture^  as  determined  by  the  flexural 
test,  greater  than  7,000  pounds  per  square  inch. 

VERMONT. 

The  oatpat  increased  from  a  valuation  of  $609,596  in  1896  to  $695,815 
in  1897. 

Export  trade  was  a  very  important  element  in  the  business  of  Ver- 
mont, as  also  in  Pennsylvania,  during  1897. 

VIRGINIA. 

The  product  in  1896  was  valued  at  $107,863,  in  1897  at  $145,370.  An 
increase  is  evident,  and  export  trade  is  largely  accountable  for  this,  as 
in  Vermont  and  Pennsylvania. 
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The  foUowiDg  is  an  analysis  of  slate  quarried  by  Messrs.  Jno.  B. 
Williams  &  Go.  at  their  quarries  at  Arvonia,  Yirginia,  by  Henry  Froeh- 
ling.  Ph.  D. : 

Analysis  of  slate  from  Jrvonta,  Virginia, 


Silica,  SiOa 

Alamina,  AljOn 

Ferri -oxide,  FciOa 

Manganeee 

Lime,  CaO 

Magnesia,  MgO 

Carbon  dioxide,  CO: 

Sulphnr,  8 

Potasb,  K9O 

Soda,  NajO 

Water  and  organic  matter 

Total 


60.65 

16.87 

7.79 

Trace. 

1.91 

2.39 

Trace. 

.69 

3.80 

2.18 

3.63 


99.91 


The  8ample  dried  at  212°  F. 
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PRODUCTION. 


The  following  tableshows  the  outputof  sandstone  in  the  United  States 
for  the  year  1897 : 

Sandstone  production  in  1897 f  by  States. 


sut«. 

Value. 

SUte. 

Value. 

Alabama 

$3,000 

Missouri 

$57,583 
25, 6U 

190, 976 

544,514 

11,500 

1,600,058 

380,813 
30,030 
7,907 
16, 187 
47,288 
33,620 
11, 275 

Arizona 

15,000 
3,161 

Montana 

Arkansas 

New  Jersey 

California 

4,035 

60,847 

364,604 

14, 250 

New  York 

Colorado ............. 

North  Carolina 

Ohio 

Connecticut 

Illinois 

Pennsylvania 

Texas 

Indiana 

.S.^.  .561 

Iowa 1        14-771 

Utah 

Kansas 

20,953 

WashiniFton 

Kentucky 

40,000 

8,000 

194,684 

171, 127 

158,057 

i 

West  Virginia 

Wisconsin 

Louisiana  ...... ...... 

Massacbnsetts 

Michifiran 

Wvomincr 

Total 

4, 065, 445 

Minnesota 
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The  following  table  gives  the  valae  of  the  sandstone  output,  by 
States,  for  the  years  1890  to  1897 : 

Value  ofiandsUme,  by  StatUy  from  1890  to  1897, 


SUte. 


Alabama 

Arizona 

Arkansas 

California 

Colorado 

Connecticat 

Florida 

Georgia 

Idaho  

Illinois 

Indiana 

Iowa 

Kansas 

Kentucky 

Maryland 

Massachusetts 

Michigan 

Minnesota 

Missoari 

Montana 

Nevada  

New  Hampshire.. 

New  Jersey 

New  Mexico 

New  York 

North  Carolina... 

Ohio 

Oregon  

Pennsylvania 

Rhode  Island 

Sonth  Dakota 

Tennessee 

Texas 

Utah 

Vermont . . . .  ^^ . . . 

Virginia 

Washington 

West  Virginia 

Wisconsin 

Wyoming 


1890. 


$43,965 

9,146 

25,074 

175, 598 

1, 224, 098 

920,061 

(«) 

(a) 
2,490 

17,896 

43,983 

80, 251 
149,289 
117, 940 

10,605 
649,097 
246, 570 
131, 979 
155, 557 

31,648 

(«) 
3,750 

597,309 

186,804 

702, 419 

12,000 

3, 046, 656 

8,424 

1, 609, 159 

(a) 
93, 570 

2,722 
14,651 
48,306 

(a) 

11,500 

75,936 
140, 687 
183,958 

16,760 


Total ;  10,816,057 


1891. 


$30,000 
1,000 
20,000 
100,000 
760,000 
750,000 


10)000 

90,000 

50,000 

80,000 

80,000 

10,000 

400,000 

275,000 

290,000 

100,000 

35,000 


400,000 
50,000 

500,000 

15,000 

3,200,000 


750,000 


25,000 


6,000 
36,000 


40,000 
75,000 
90,000 
417,000 
25,000 


1892. 


$32,000 

35,000 

18,000 

50,000 

560,000 

650,000 


2,000 

3»000 

7,500 

80,000 

25,000 

70,000 

65,000 

5,000 

400,000 

500,000 

175,000 

125,000 

35,000 


350,000 

20,000 

450,000 


3,300,000 

35,000 

650,000 


20,000 


48,000 
40,000 


75,000 

85,000 

400,000 

15,000 


8, 700, 000  I  8, 315, 500 


1893. 


$5,400 

46,400 

3,292 

26, 314 

126,077 

570,346 


2,005 
16,859 
20,000 
18,347 
24,761 
18,000 
360 
223,348 
75,547 
80,296 
75, 701 
42,300 


267,514 

4,922 

415, 318 


2, 201, 932 


622,552 
36,165 


77, 675 
136,462 


3,830 

15,000 

46,135 

92,193 

100 


5,295,151 


(a)  Sandstons  valued  at  $26,199  was  produced  by  Rhode 
Geor^a  together,  and  this  sum  is  Included  in  the  total. 


Island,  Nevada,  Vermont,  Klurlda,  and 
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Value  of  8andsion€f  by  States,  from  1890  to  1897 — Continned. 


Stete. 

1884. 

]895. 

1896. 

1897. 

Alabama 

$18, 100 

$31,930 
20,000 
13,228 
11,933 
63,237 

397,853 

$48,000 

10,000 

1,400 

7,267 

58,989 

426, 029 

1,250 

16,060 

15,061 

$3,000 

15,000 

3,161 

4,035 

60,847 

364,604 

Arizona 

Arkansas 

2,365 
10,087 
69, 105 
322,934 
11,300 
10,529 
10,  732 
22,120 
11,639 
30,265 
27,868 

California 

Colorado 

Connecticut 

Georcria -. 

Idaho 

6,900 

6,558 

60,000 

5,575 

93, 394 

25,000 

Illinois 

14.250 

Indiana 

'           1         --'-,- 
32, 847             35. 561 

Iowa 

12, 351 

18,804 

14,771 

20,953 

40,000 

8,000 

Kansas 

Kentucky 

Louisiana    . ..--.. 

...... ...... 

Maryland 

Massachnsetts 

Michigan 

Minnesota 

Missouri 

3,450 

160,231 

34,066 

8,415 

131, 687 

16,500 

217, 941 

300 

450,992 

16,836 

339,487 

159, 075 

74,700 

100,000 

31,069 

111,  823 

2,700 

415, 644 

3,500 

1, 449, 659 

10, 713 

304,361 
111,  321 
202,900 
51,144 
3,250 
126,534 

194,684 
171. 127 
158,057 
57,583 
25,644 
190,976 

Mon  tana 

New  Jersey 

New  Mexico 

New  York 

North  Carolina. .. 

223, 175 

13, 250 

1. 679. 265 

544, 514 

11,500 

1,600,058 

380,813 

Ohio 

1,777,034 

349, 787 

9,000 

Pennsylvania 

South  Dakota 

Tennessee          .   . . 

500,000    i      446,926 
26, 100    1        37. 077 

r            - 

4,100 

36,000 

7,860 

Texas 

62,350 

15,428 

2,258 

6,611 

63,865 

94,888 

4,000 

97,336 
5,000 

30,030 
7,907 

Utah 

Virginia 

Washington 

West  Virginia 

Wisconsin 

Wyoming 

Total 

14, 777 
40,000 
78,000 
10,000 

4,211,314 

11,090 
24,693 
65,017 
16,465 

16,187 
47,288 
33,620 
11, 275 

3, 955, 847 

4, 023, 199 

4,065,445 

Inspection  of  this  table  shows  that  the  output  has  increased  slightly 
over  1896,  for  which  year  the  value  was  $4,023,199,  while  for  1897  it 
was  $4,065,445. 
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THE  SANDSTONE  INDUSTRY  IN  THE  VARIOUS  STATES. 

ALABAMA. 

But  little  sandstone  quarrying  was  done  in  1897,  but  indications  are 
more  encouraging  for  1898. 

ARIZONA. 

Production  amounted  to  $15,000,  a  slight  increase  over  1896.  A  full 
description  of  the  Flagstaff  quarries  was  given  in  the  report  for  1896. 
This  stone  is  making  a  good  impression  and  has  alreaiiy  been  employed 
in  the  construction  of  a  number  of  large  buildings. 

ARKANSAS. 

But  little  was  done  in  1897;  a  number  of  quarries  were  shut  down 
for  the  year  or  a  large  part  of  it. 

CALIFORNIA. 

Production  was  small  in  amount  for  1897. 

The  following  report  regarding  the  sandstone  quarried  by  the  Far- 
well  Stone  Company,  at  their  quarries  at  Niles,  Alameda  County,  was 
made  by  Prof.  E.  W.  Hilgard,  of  the  University  of  California: 

I  find  it  to  be  a  sandstone  consisting  in  the  main  of  grains  of  qnartz  partly  aitgn- 
lar,  partly  rounded,  scattering  grains  of  black  mica  (biotite),  and  a  few  scattering 
grains  of  calcite  and  feldspar.  These  minerals  are  cemented  together  mainly  by 
zeolitic  cement,  together  with  a  purely  siliceous  one.  The  minerals  of  which  this 
rock  is  composed  are  highly  refractory  to  weathering  and  none  of  them  are  liable  to 
change  of  color.  None  of  the  rook  snbmitted  contains  any  iron  pyrites  which  might 
discolor  or  disintegrate  it.  The  cementing  substance  resembles  closely  that  of  con- 
crete made  with  hydraulic  cement,  and  is  therefore  more  liable  to  harden  than 
to  soften  from  exposure  to>the  weather.  From  the  chemical  standpoint  therefore  I 
consider  the  rock  a  very  durable  one. 

COLORADO. 

The  value  of  the  output  in  1896  was  ^58,989 ;  in  1897,  $60,847.  Indi- 
cations for  the  future  are  better  on  the  whole  than  for  several  years 
past. 

CONNECTICUT. 

The  value  of  output  in  1896  was  $426,029 ;  the  figure  for  1897  was 
$364,604.  There  has  evidently  been  a  decline,  but  prospects  for  1898 
are  said  to  be  better.  Most  of  the  sandstone  comes  from  the  neighbor- 
hood of  Portland,  Cromwell,  and  just  across  the  river  from  Middletown. 
A  full  and  exhaustive  statement  of  tests  and  analyses  of  the  Portland 
sandstone  quarried  by  the  Brainerd,  Shaler  &  Hall  Quarry  Company 
and  tbe  Middlesex  Quarry  Company  was  made  in  the  report  for  1896. 

The  stone  quarried  at  East  Haven  is  a  rather  unique  sandstone,  being 
composed  of  granitic  constituents  and  requiring  methods  of  quarrying 


268  MINERAL    RESOURCES. 

resembling  those  applied  to  granite  rather  than  ordinary  sandstone. 
It  is  a  hard,  durable  stone,  used  freely  in  Kew  Haven  and  vicinity  in 
buildings  and  in  bridge  work.  A  church  at  East  Haven  built  of  this 
material  over  a  hundred  years  ago  is  apparently  unimpaired  to-day. 

The  sandstone  industry  of  Connecticut  has  long  been  one  of  general 
interest  because  of  the  popularity  of  the  Portland  sandstone  for  use  in 
fronts  of  pretentious  buildings,  notably  residences  in  New  York,  Bos- 
ton, Philadelphia,  and  other  large  Eastern  cities.  For  quite  a  long 
period  of  years  this  stone  was  in  favor  among  the  wealthy  classes,  and 
was  generally  regarded  as  the  correct  thing  for  fi'outs,  and  as  an 
unmistakable  indication  of  the  financial  and  social  standing  of  the 
occupant  of  the  brown  stone  front. 

At  present  there  is  some  reaction  in  the  leading  cities  in  favor  of 
lighter  colored  and  less  somber-looking  stone,  but  in  spite  of  this  the 
Portland  stone  is  still  in  demand  in  connection  with  light-colored  mate- 
rial, as  it  forms,  when  so  used,  an  agreeable  contrast,  bringing  out  in 
relief  the  light  and  dark  stone  to  the  advantage  of  both,  and  producing 
a  general  effect  which  is  an  improvement  upon  either  stone  by  itselC 
It  is  conceded  by  builders  generally  that  Portland  stone  should  inva- 
riably be  laid  "  on  the  bed  "  in  buildings  and  not  "  on  edge,"  if  the  maxi- 
mum durability  is  to  be  secured.  Experience  has  shown  a  decided  dif- 
ference in  the  weathering  qualities  of  this  sandstone,  according  to  the 
manner  of  laying  the  stone  on  bed  or  edge.  The  producers  of  the  stone 
themselves  insist  that  this  distinction  should  be  observed,  injustice  to 
the  stone,  as  well  as  to  the  builder  and  owner  of  the  edifice. 

The  quarries  at  Portland  and  vicinity  are  worked  upon  a  large  scale, 
and  by  firms  possessing  ample  capital  and  extensive  plant.  There  is  a 
very  large  percentage  of  waste  material  handled  at  these  quarries,  and 
much  care  is  exercised  in  selecting  the  best  material  only  for  use  in 
building.  This  fact  necessitates  handling  enormous  quantities  of  stone, 
and  to  do  this  economically  the  best  and  most  modern  devices  for  lift- 
ing and  shifting  large  masses  must  be  used,  so  that  liberal  capital  must 
be  invested  or  the  work  becomes  too  expensive  to  pay.  The  Brainerd, 
Shaler  &  Hall  Quarry  Company  represents  the  consolidation  of  a 
number  of  concerns  with  extensive  capital.  The  Middlesex  Quarry 
Company  is  another  important  concern.  Private  railways,  powerful 
derricks,  and  what  is  probably  the  largest  traveler  in  the  country,  if 
not  in  the  world,  are  to  be  found  here. 

A  slaty-looking  material,  known  to  the  quarry  men  as  "shell,"  is 
abundant  and  must  be  avoided;  the  same  material  occurs  in  the  sand- 
stone at  East  Long  Meadow,  Massachusetts. 

The  method  of  quarryiug  is  simple,  and  adapted  to  the  production 
of  large  blocks  at  a  minimum  of  expense.  Large  blocks  are  loosened 
out  by  the  Knox  system  of  blasting,  and  then  men  working  together 
in  gangs  pry  the  blocks  out  so  that  a  chain  may  be  hooked  around 
them,  by  which  they  are  hoisted  from  the  quarry  by  derricks.    The 
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teams  of  oxen  formerly  ased  for  hauling  stone  have  almost  entirely  dis- 
appeared, their  work  now  being  done  by  steam«  The  stone  is  shipped 
largely  in  the  rough.  The  work  of  squaring  blocks  is  done  by  dealers 
asing  saws  and  chilled  iron  as  the  abrasive  material,  although  a  few 
diamond  saws  are  also  in  use.  Rubbing  is  accomplished  by  lowering 
the  stone  upon  a  revolving  iron  disk,  upon  which  sand  and  water  are 
continually  fed. 

ILLINOIS. 

The  production  of  sandstone  was  about  the  same  in  point  of  value 
for  the  last  two  years.  Comparatively  little  sandstone  is  produced. 
Most  of  the  quarries  of  the  State  produce  limestone,  and,  as  may  be 
seen  f^om  the  limestone  report,  the  output  is  very  large. 

INDIANA. 

Sandstone  quarrying  in  Indiana  is,  as  compared  with  the  limestone 
industry  of  the  State,  of  much  less  importance.  The  value  of  the  sand- 
stone output  in  1897  was  $35,561,  a  slight  increase  over  1896. 

IOWA. 

Limestone  quarrying  in  this  State  constitutes  the  chief  part  of  the 
stone  industry  of  the  State,  sandstone  production  being  comparatively 
small.  The  value  of  the  sandstone  product  in  1897  was  $14,771.  Most 
of  the  quarries  of  the  State  are  small,  but  there  is  a  large  number  of 
them. 

KANSAS. 

The  output  from  a  number  of  comparatively  small  quarries  in  1897 
amounted  to  $20,953,  slightly  more  than  in  189G. 

KENTUCKY. 

Sandstone  valued  at  $40,000  was  produced  in  1897. 

The  following  is  an  analysis  of  the  bluestone  quarried  by  Mr.  John 
M,  Mueller  at  his  quarries  in  Rockcastle  County,  by  Mr.  W.  M.  Mew, 
analytical  chemist: 

Analysis  of  sandstone  from  liockca^ile  Countyj  Kentucky. 


Silica,  SiO. 

Oxide  of  iron  and  alumina,  FjOa+AljO:, 

Lime,  CaO 

Water 

Total 


91. 075 
4.920 
1.187 
2.361 

99.543 


The  Stone  absorbs  3  per  ceut  of  water. 
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The  same  stone  was  tested  at  the  Wateriown  Arsena.  by  Capt.  Ira 
MacNatt,  with  the  following  results : 

Te8t8  of  sandstone  from  Rockcastle  County  ^  Kentucky, 


Test 
No. 


Marks. 


Dimensions. 


How 

tested. 


Height,  j  ^°">PS^  ■"' 


5485 
5486 

5487 
5488 


Upper  ledge. 

do 

Lower  ledge  - 
do 


On  bed.. 
On  edge. 
On  bed..! 
On  edge.' 


Inche*. 
2.01 
2.03 
2.03 
2.03 


Inches. 
2.00  I 
2.00 
2.01 
2.00 


Ultimate  strength.  \ 


Sectional 
area. 


Inches.  Sq.  inches. 
2.02  '       4.04 
2.02  i       4.04 


2.01 
2.00 


4.04 
4.00 


Pounds. 
61,250 
49,320 
61,050 
49,900 


Pounds, 
15,160 
12,208 
15,  111 
12, 475 


Crack  appeared  in  No.  5486  at  47,500  pounds. 
Crack  appeared  in  No.  5488  at  43,000  pounds. 
Fractures  all  pyramidal. 

LOUISIANA. 

A  small  qaantity  of  sandstone  was  quarried  for  riprap  in  jetty 
construction. 

MASSACHUSETTS. 

There  was  a  decided  falling  oft*  in  sandstone  production,  namely, 
from  $304,361  in  1896  to  $194,684  in  1897.  The  most  important  quarries 
are  those  of  East  Long  Meadow,  the  output  of  which  is  well  and  &vor- 
ably  known  as  the  result  of  years  of  experience  in  building. 

The  following  :s  a  statement  of  tests  made  on  the  sandstone  quarried 
by  Messrs  James  &  Marra  at  their  quarries  at  East  Long  Meadow,  by 
Maj.  J.  W.  Reilly  at  the  Watertown  Arsenal: 


Tests  of  sandstone  from  East  Zong  Meadow,  Massachusetts, 
[Compressed  surfaces  faced  with  plaster  of  paris.] 


No.  of 
test. 

9425 
9426 

Marks. 

Dimensions. 

Sectional 
area. 

First 
crack. 

Ultimate  strength.  1 

Height. 

Inches. 
4.97 
4.89 

Compressed 
surface. 

Total. 

Per 
sqaare 
inch. 

Kibbe  red  stone 

Inches. 
4.95 
5.03 

Inches. 
4.98 
4.92 

Sq.  in. 
24.65 
24.75 

Pounds. 
299,000 
304,800 

Pounds. 
301,100 
305, 150 

Pounds. 
12, 215 
12,330 

Long  Meadow  brown  stone. 

The  following  tests  and  analyses  of  sandstone  from  the  three  quar- 
ries, Worcester,  Kibbe,  and  Mayuard,  operated  by  Messrs.  Norcross 
Brothers  at  Bast  Long  Meadow,  Massachusetts,  were  submitted  by  this 
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firm.    The  physical  tests  were  made  by  Lieat.  Col.  F.  H.  Parker  at  the 
Watertown  Arsenal,  and  are  as  follows: 

TesU  by  compression  of  two  S-inoh  cubes  of  sandstone  from  Worcester  quarry, 

[The  specimeiiB  were  tested  between  fiat  Bteel  platformB.    Their  bed  surfaces  were  faced  with  a  thin 
(.02  ")  coating  of  plaster  of  parts  to  secure  even  bearings  jn  the  testing  machine.] 


Ko.of 
test. 

Dimensions. 

Sectional  area. 

Ultimate  strength. 

Length. 

Incties. 
6.16 

6.13 

1 

Bed  sarface. 

Total. 

Per  HQuare 
incn. 

4  96 
4097 

Inches. 
6.03 
6.02 

Inches. 
6.02 
6.01 

Square  incJiss, 
36.30 
36.18 

Pounds. 
420,900 
371,800 

Pounds. 
11,595 
10,276 

A  single  pyramid  was  developed  by  the  fracture  of  these  specimens, 
the  bed  surfaces  forming  the  bases  of  the  pyramids. 

The  following  analysis  of  sandstone  from  the  same  quarry,  Worces- 
ter, was  made  by  L.  P.  Kinuicutt,  Ph.  D.,  at  the  laboratory  of  tbe 
Worcester  Polytechnic  Institute: 

Analysis  of  sandstone  from  Norcross  Brothers'  Worcester  quarry. 


Silica,  SiO« 

Alamina,  A1.>0» 

Iron  oxide,  F.2O3 

Maiigauese  dioxide,  MnOj 

Lime,  CaO 

Potassa  and  soda,  KsO-f  Na^O.. 
Carbonic  acid,  water,  and  loss. 


88.89 
5.95 
1.79 
0.41 
0.27 
0.86 
1.83 


Total 


100.00 


Tests  by  compression  of  two  B-inch  cubes  of  red  sandstone  from  Messrs,  Norcross  Brothers* 

Kibbe  quarry. 

[The  specimens  were  tested  between  flat  steel  platforms.    Their  bed  surfaces  were  fac«d  with  a  thin 
(0.02")  coating  of  plaster  of  paris  to  secure  even  bearings  in  the  testing  machine.] 


Dimensions. 

Sectional 
srea. 

Ultimate  strength. 

^umoer 

of  tCHt. 

Length. 

Bed  surface. 

Total. 

Per  so  uare 
incn. 

1 

Inches. 

3337  !        6  00 

3338  6.02 

Inches. 
5.97 
5.97 

Inches. 
6.00 
5.98 

Square  inches. 
35.82 
35.70 

Pounds. 

452,000 

459,600 

Poundn. 
12, 619 
12, 874 

Cracks  appeared  in  cube  No.  3337  under  451,000  poauds  pressure.  A  single  pyra- 
mid was  developed  by  the  fracture  of  this  specimen.  Cracks  appeared  in  cube  No. 
3338  under  435,000  pounds  pressure,  the  specimen  developing  a  double  pyramidal 
traotnre,  the  bed  surfaces  forming  the  bases  of  the  pyramids. 
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The  following  analysis  of  sandstone  from  Kibbe  qnarry  was  made  by 
Prof.  0.  F.  Chandler,  of  school  of  mines,  Columbia  University,  Kew 
York : 

Analysis  of  sandstone  from  Norcross  Brothers*  Kibhe  quarry. 


Per  cent. 


Silica,  SiOa 

A.lumiDa,Ali03 

Oxide  of  iron,  Fe203 

Lime,  CaO 

Oxide  of  manganese 

Magnesia,  MgO 

Carbonic  acid,  water,  and  loss. 

Total 


81.38 

9.44 

3.54 

.76 

.11 

.28 

4.49 


100.00 


Tests  by  compression  of  two  6-inoh  cubes  of  sandstone  from  Messrs.  Xorcross  Brothers* 

Maynard  quarry. 

[The  speciniens  were  tested  between  flat  steel  platforms.    Their  bed  surfaces  were  faced  with  a  thin 
(0.02'0  coating  of  plaster  of  paris  to  secure  even  bearings  in  the  testing  machine.] 


Dimensions. 

• 

Sectional 
area. 

Ultimate  strength. 

Length. 

Bed  surface. 

Tot»»-     ^"ta'ar* 

Inches. 
6.16 

InehM. 
6.03 

Inehes. 
6.02 

Square  inehes. 
36.30 

Pounds, 
371, 100 

Pounds, 
10,223 

A  single  pyramid  was  developed  by  the  fractnre  of  these  specimens,  the  bed 
surfaces  forming  the  bases  of  the  pyramids. 

The  following  analysis  of  Maynard  quarry  sandstone  was  made  by 
L.  P.  Kinnicutt,  Ph.  D. : 

Analysis  of  sandstone  from  Norcross  Brothers*  Maynard  quarry. 


Silica,  SiOi 

Iron  oxide,  FoaOa 

Alumina,  AI2O3 

Lime,  CaO 

Soda  and  potassa,  Na^O  and  K2O. 
Carbonic  acid  and  water  loss 


Total 
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MICHIGAN. 

The  value  of  the  output  increased  from  $111,321  in  1896  to  $171,127 
in  1897.  The  sandstone  of  Michigan  is  coming  more  and  more  intouse 
over  a  considerable  area  of  the  United  States. 

The  following  physical  tests  of  stone  quarried  by  the  Kerber-Jacobs 
Redstone  Company  were  made  by  Maj.  J.  W.  Eeilly  at  Watertown 
Arsenal: 

Teats  of  Michigan  Bandatane, 


Test 
nnmber. 

DimeoBions. 

Sectional 
area. 

First 
crack. 

Ultimate  strength. 

Height. 

1 
Compress^ 

Inches. 

sd  surface. 

Total. 

Per  square 
inch. 

Inches. 

Inches. 

Sq.inches.  Pounds, 

Pounds. 

Pounds. 

7823.. 

2.00 

2.03 

2.03 

4.12 

24,800 

24,800 

6,019 

7824.. 

2.00 

2.04 

2.02 

•  4.12 

21,700 

21, 820 

5,296 

7825.. 

2.00 

2.01 

2.02 

4.06 

27, 510 

27, 510 

6,776 

7826.. 

2.00 

2.01 

2.00 

4.02 

27, 440 

27,440 

6,826 

7827.. 

1.99 

2.03 

2.02 

4.10 

24,550 

24,550 

5,988 

7828.. 

2.00 

2.02 

2.02 

4.08 

24,980 

24,980 

6,123 

Pyramidal  fractures. 


MINNESOTA. 


Production  fell  from  a  valuation  of  $202,900  in  1896  to  $168,057  in 
1897. 

The  following  is  an  analysis  of  the  sandstone  known  as  Kettle  Eiver 
sandstone,  quarried  by  the  Minnesota  Sandstone  Company  at  their 
quarries  at  Sandstone,  Minnesota,  by  Prof.  N.  H.  Winchell: 

Analyaia  of  sandstone  from  SandstonCy  Minn. 


Water 

Silica,  SiO, 

Alamina,  AI3O3 

Iron  oxide 

Calcium  oxide,  CaO  ... 
MagncBiuni  oxide,  MgO 
Sodium  oxide,  N&iO  . . . 

Total 


0.00 

98.69 

1.06 

Slight  trace. 

.42 

.01 

.17 


100.35 


19  GEOL,  PT  0,  VOL  2 18 
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The  following  test  of  crashing  strength  was  made  at  one  of  the 
United  States  arsenals: 

Crushing'Strength  test  of  sandstone  quarried  hy  Minnesota  Sandstone  Company, 

[Four  inch  cubes.] 


No. 

Total  preasQ  re. 

Preftsnre  per 
aqaare  inch. 

1 

Pounds. 
204,100 
109,900 

Pounds. 
12,295 
12,799 

2 

MISSOURI. 


The  valae  of  the  output  in  1896  was  $51,144;  in  1897,  $57,583. 
When  the  general  business  interests  of  the  country  have  again  reached 
normal  conditions  production  will  probably  increase. 


NEW  JERSEY. 

The  value  of  the  output  in  1896  was  $126,534;  that  of  the  product 
in  1897  was  $190,976.  An  increase  in  output  is  evident,  and  the  indus- 
try seems  to  be  on  a  more  substantial  basis  than  for  several  years. 

NEW  YORK. 

The  sandstone  industry  in  New  York  State  is  of  special  interest  on 
account  of  the  fine  quality  of  the  stone  taken  from  a  number  of  its 
prominent  quarries.  The  stone  is  well  known- to  builders  and  experts. 
The  output  of  1896  was  valued  at  $223,175,  while  that  of  1897  amounted, 
in  value  to  $544,514. 

The  increase  in  output  is  due  in  some  degree  to  the  use  of  stone  in 
repairs  and  changes  in  the  Erie  Canal. 

The  following  is  an  analysis  of  the  sandstone  quarried  by  Mr.  L.  W. 
Hotchkiss  at  his  quarries  at  Lewiston,  Niagara  County,  made  by 
Messrs.  Still  well  and  Gladdig,  chemists,  of  New  York  City: 

Analysis  of  sandstone  from  Lewiston,  Niagara  County,  New  York. 


Silica,  SiOi 

Oxide  of  iron,  FeaOa 

Total 


Per  cent. 


98.6 
0.6 


99.2 
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The  following  test  of  the  stone  quarried  by  the  Genesee  Valley  Blue 
Stone  Company  at  their  quarries  at  Portage,  New  York,  was  made  at 
the  Watertown  Arsenal  by  Maj.  F.  H.  Parker: 

Tests  of  stone  from  Portage,  Xew  York, 
[CoiDpression  faces  dressed,  sides  roagh.] 

Specimen  did  not  have  parallel  compression  faces;  and  required  0.08- inch  packing 
nnder  one  corner  to  secaro  even  bearings  in  testing  machines. 

Sectional  area,  5.04  square  inches. 

At  502,000  pounds  stone  began  to  crack  at  one  corner.  Gradual  opening  of  cracks 
along  two  edges  after  passing  the  above  load. 

Ultimate  strength,  711,100  pounds  =  14,110  poun/ds  per  square  inch. 

Burst  suddenly  into  fragments  under  the  maximum  load.  One  principal  piece 
pyramidal  shaped. 

The  following  tests  of  bluestone  quarried  by  the  Warsaw  Bluestone 
Company  at  their  quarries  at  Warsaw,  New  York,  were  made  by  Lieut. 
Col.  D.  W.  Flagler  at  the  Watertown  Arsenal: 

Tests  of  bluestone  from  Warsaw,  New  York. 
[Stones  tested  on  be<l.] 


Test  No. 

"Weight. 

Dimensions. 

Sectional 
area. 

First 
craclc. 

Ultimate  strength. 

Total. 

Per  cubic 
foot. 

Height. 

Compressed 
surface. 

Total. 

Per 

square 

inch. 

6648 
6649 
6650 

Lbs.  Oz. 
11     7i 
11     6 
11     7i 

Pounds. 
158.2 
157.3 
157.3 

Inches. 
5.01 
5.00 
5.01 

Inches. 
5.00 
5.00 
5.02 

Inches. 
5.00 
5.00 
5.01 

Sq.  in. 
25.00 
25.00 
25.15 

L 

Pounds. 
499,200 
476,900 
478,400 

Pounds. 
499, 200 
476,900 
478, 400 

Pounds. 
19,968 
19,076 
19,022 

Pyramidal  fractures ;  stones  hurst  into  fragments  when  the  maximnm  load  was 
reached. 

NORTH  CAROLINA. 

The  output  of  sandstone  in  1897  was  valued  at  $11,600.  This  is 
slightly  below  the  value  of  the  product  of  1896. 

OHIO. 

The  sandstone  industry  in  Ohio  is  a  large  and  important  one.  The 
value  of  the  output  in  1892  was  $3,300,000;  since  that  year,  however, 
owing  to  the  general  depression  in  business,  this  high  figure  has  not 
again  been  reached.    The  value  of  the  output  in  1897  was  $1,600,058. 

The  stone  is  used  for  a  wide  range  of  purposes,  including  building, 
flagging,  curbing,  grindstones,  whetstones,  etc. 
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The  following  is  the  statement  of  an  analysis  of  the  sandstone 
quarried  by  Messrs.  Eeynolds  Brothers,  at  their  quarries  at  Freeport, 
Ohio,  by  Mr.  Charles  D.  Bawling,  chemist,  of  Wheeling,  West  Virginia: 

Analysis  of  Freepartf  Ohio,  sandstone. 


Dried  at  100°  C. 

Silica,  SiO> 

Alumina,  AL'Os 

Ferric  oxide,  Fe-iOj. 

Lime,  CaO 

Magnesia,  MgO  — 
Loss  on  ignition . . . 


Total  .... 
Water  absorbed 


Per  cent. 


95.17 

.73 

2.53 

.36 

Trace. 

1.17 


99.96 
6.08 


The  following  tests  of  sandstone  quarried  by  Mr.  F.  0.  Neeb  at  his 
quarries  at  Lancaster,  Fairfield  County,  were  made  by  Mr.  M.  J. 
Becker,  chief  engineer  of  the  Pittsburg,  Cincinnati,  Chicago  and  St. 
Louis  Eailroad : 

Six  inch  cubes  were  tested. 

Tests  of  sandstone  from  Lancaster,  Ohio, 


No.  of 
te«t. 

Dimensioiia. 

Sectional 
area. 

Ultimate  strength. 

Height. 

ConipresBed  gurface. 

Total. 

Per  Rqiiare 
inch. 

1 
2 

Inches. 
5.9 
5.8 

Inches. 
6 
5.85 

Inches. 
5.9 
5.85 

Sq.in. 
35.4 
34.22 

Poun(fa. 
210,600 
231, 400 

Pound*. 
5,950 
6,762 

The  following  analyses  of  the  same  stone  were  made  by  Mr.  Hugo 
Blanck,  chemist,  of  Pittsburg,  Pennsylvania: 

Analyses  of  sandstone  from  Lancaster,  Ohio. 


Silica,  SiOi .... 
Alamina,  Al^O;} 
Oxide  of  iron .  - 

Lime,  CaO 

Magnesia,  MgO 
Water,  H.0  ... 


Total 


YeU<vy(No.I). 


Per  cent. 
96.822 
.505 
.670 
.040 
.005 
L281 

99.323 


Pale  (No.  II). 


Per  cent. 
97. 762 
.731 
.510 
.122 
.003 
.511 

99.639 


STONE. 


277 


OBBOON. 

This  state  prodaced  sandstone  to  the  value  of  $35,000  in  1892,  but 
since  that  time  little  has  been  done.  The  value  of  the  output  in  1897 
was  very  small. 

The  following  is  a  statement  of  the  results  of  analysis  and  physical 
test  of  sandstone  quarried  by  the  Victor  Sandstone  Company  at  their 
quarries  at  Ohitwood,  Lincoln  County,  by  M^.  J.  W,  Beilly  at  the 
Watertown  Arsenal: 

Andly9i9  of  Chitwood  (Oregon)  sandstone. 


Silica,  SiOa  .... 
Oxide  of  iron . . 
Alnminay  AI2O3 

Lime,  CaO 

Man^uesia,  MgO 

Total  ... 


Compression  test. 

Sectional  area,  4.03x4.20x6.07=24.46  square  inches. 

First  crack  at  145,000  pounds. 

Ultimate  strength,  153,700=6,284  pounds  per  square  inch;  pyramidal  fracture. 

PENNSYLVANIA. 

The  value  of  the  sandstone  output  in  1896  was  $446,926;  the  corre- 
sponding figure  for  1897  was  $380,813.  A  full  account  of  the  sand- 
stone of  Pennsylvania  was  published  in  the  report  for  1896. 

The  following  is  an  analysis  of  sandstone  quarried  by  Mr.  Webster 
Keasey  at  his  quarries  at  Bough  Eun,  Pennsylvania,  by  Mr.  James  O. 
Handy,  chemist,  of  Pittsburg,  Pennsylvania: 

Analysis  of  Bough  Bun  sandstone. 


Silica,  8iOi 

Alumina,  AI2O3 

Ferric  oxide,  F&iOa 

Water  and  organic  matter 
Alkalies 

Total 


97.96 

1.15 

.11 

.54 

.24 


100.00 
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The  following  analysis  of  stone  quarried  by  the  Edge  Hill  Mica 
Schist  Company,  of  Edge  Hill,  Pennsylvania,  was  made  by  the  chem- 
ical department  of  the  Pennsylvania  Steel  Company,  of  Steelton,  Penn- 
sylvania: 

Analysis  of  sandstone  from  Edge  Hillf  Penneylvania. 


Silica,  SiOj 

Alnmina,  CliOj 

Ferric  oxide,  Fe^Oa 

Lime,  CaO 

Magnesia,  MgO 

Alkalies  (oxides  of  sodium  and  potassiam) 

Total 


89.00 
6.83 
2.21 
0.07 
0.16 
1.73 


SOUTH  DAKOTA. 

Very  little  sandstone  was  quarried  during  1897. 

The  following  tests  of  sandstone  qaarried  by  the  Baker  Qnarry  Com- 
pany, at  their  quarries  at  Eapid  Gity,  were  made  by  Mr.  William  F.  M. 
Goss,  at  Purdue  University : 

Tests  of  sandstone  from  Rapid  City,  South  Dakota, 


Kind  of  stODe. 


Gray 

White  .... 

Red 

Buff 

Variegated 
Brown  .... 


Area. 


8q.  in. 
4.42 
4.40 
4.14 
4.34 
4.14 
4.43 


Total  crush- 
ing strength. 


PoundM. 
50,618 
31,030 
25,320 
39, 220 
36,855 
25,825 


strength  per 
square  inch. 


Pounds. 
11,452 
7,052 
6,116 
9,037 
8,902 
5,829 


TENNESSEE. 

Almost  nothing  was  done  in  sandstone  quarrying  during  the  past 
year. 

TEXAS. 

The  value  of  the  sandstone  output  of  1897  was  about  the  same  as  in 
1896;  for  1897  the  value  was  $30,030. 

UTAH. 

A  small  output  was  secured  during  the  year.  The  following  tests 
of  crushing  strength  were  made  at  the  testing  laboratory  of  the  Uni- 
versity of  Illinois. 
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Test8  of  sandstone  from  Utah, 
[Two-inch  cubes  tested.] 


Kind  of  At6ne. 


Gray 
Red. 


Area. 


8q.  in. 


4 
4 


Total  stress. 


Pounds. 
16,800 
34,550 


Crashing; 
strength  per 
square  inch. 


Pound*. 
4,200 
8,638 


VIRGINIA. 


Very  little  saudstone  was  quarried  in  1897. 

WASHINGTON. 

Production  increased  from  $11,090  in  1896  to  $16,187  in  1897. 

The  following  tests  of  sandstone,  known  as  Bellingham  Bay  stone, 
from  quaries  known  as  Ghuckanut  quarries,  operated  by  Mr.  Henry 
Roe(fer,  of  Ghuckanut,  Washington,  were  made  by  Maj.  J.  W.  Reilly,  of 
Watertown  Arsenal: 

Tests  of  sandstone  from  Chuokanutj  Washington. 
[Ck>mpressed  surfaces  faced  with  plaster  of  paris  to  secure  even  bearings  in  the  testing  machine.] 


Test  No. 

Dimensions. 

Sectional 
area. 

First 
crack. 

Untimate  strength. 

Height. 

Compressed  surface. 

Total. 

Per  sq.  in. 

Inches. 

Inches. 

Inches. 

Sq.  in. 

Pounds. 

Pounds. 

Pounds, 

7178 

3.99 

4.22 

4.20 

17.72 

179,000 

182, 100 

10, 276 

7179 

4.09 

4.13 

4.20 

17.35 

183,000 

221,900 

12,  790 

7180 

4.20 

4.21 

4.23 

17.81 

192,000 

197, 700 

10,780 

WEST   VIRGINIA. 

Production  increased  from  a  valuation  of  $24,693  in  1896  to  $47,288 
in  1897.  Business  is  generally  reported  as  improving  throughout  the 
State. 

WISCONSIN. 

The  value  of  the  output  in  1896  was  $65,017;  in  1897,  $33,620. 
The  following  analysis  of  the  sandstone  quarried  by  the  Prentice 
Brownstone  Company  at  their  quarries  at  Ashland,  Wisconsin,  was 
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made  by  Prof.  0.  F.  Chandler,  of  Golnmbia  University,  New  York 
City: 

Analy9i9  of  sandstone  quarried  by  Prentice  Brownstone  Company,  Ashland,  Wiseonein, 


Silica,  SiOa 

Ferric  oxide,  YezOn. . 

Alumina,  AlaOi 

Lime,  CaO 

Magnesiai  MgO 

Potash,  K2O 

Soda,  NaiO 

Sulphar 

Carbon  dioxide,  C0.> 
Moisture 


91.40 

2.00 

3.53 

.25 

None. 

2.36 

.14 

None. 

None. 

.05 


Total. 


99.73 


WYOMINa. 


Production  fell  off  from  $16,4G6  in  1896  to  $11,275  in  1897. 
The  crashing  strength  of  Bawlins  gray  sandstone  is  reported  from 
a  Government  test  to  be  10,8^  pounds  to  the  square  inch. 


lilMESTONE. 

PRODUCTION. 

The  following  table  shows  the  production  of  limestone  in  the  United 
States  in  1897.  The  total  yahiation,  $14,822,661,  exceeds  that  of  1896 
by  $1,800, 024.  This  is  a  very  substantial  gain,  but  in  view  of  the 
increase  which  has  marked  the  production  of  other  kinds  of  stone  it  is 
not  at  all  surprising  and  is  a  very  satisfactory  indication  of  returning 
prosperity  in  stone  production : 

Production  of  limestone  in  1897,  hy  States, 


State. 

Lime.  ^ 

Bnildinff  and 
roadmaking. 

Flux. 

Total. 

Alabama  ...-.- 

$157, 842 
11, 522 
30,890 

277,104 
11, 970 

177, 702 
16,636 
27,000 

$25, 752 

$38,217 

$221,811 
11,522 
44,222 

308,925 
79,256 

178, 410 
18,889 
32,000 

Arizona 

Arkansas 

13, 332 

17, 894 

2,971 

California 

13,927 
64,315 

708 

Colorado ... 

Connecticut 

Florida 

2,253 

Georgia 

5,000 

1                           .        .          . 
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Production  of  limestone  in  1897,  hy  States — Cootinned. 


State. 


Idaho  

Illinois 

Indiana 

Iowa 

Kansas 

Kentucky 

Maine 

Maryland . 

Massachusetts. 

Michigan 

Minnesota 

Missouri 

Montana 

Nebraska 

New  Jersey  . . . 

New  York 

Ohio 

Pennsylyauia  . 
Rhode  Island. . 
South  Carolina 
South  Dakota . 

Tennessee 

Texas 

Utah 

Vermont 

Virginia 

Washington... 
West  Virginia  . 
Wisconsin 

Total  ... 


Lime. 


1, 


$12,760 
228,220 
173, 750 
104,163 
8,971 
6,583 
742,877 
182, 441 
113, 809 
145,280 

61, 187 
404,885 

12,750 
400 
108, 195 
555,050 
877,167 
038,723 

11,555 

30,000 
1,895 

76, 037 

21,862 

3,877 

164,960 

101, 424 

122, 317 

57,328 
311,355 


Bnildinfp  and 
roadmalEing. 


6,390,487 


$2, 778 

1, 213, 291 

1, 716, 461 

376, 409 

199, 918 

27,943 


16,924 

11,726 

67,534 

175, 210 

605,445 


21,446 

2,170 

1, 074, 214 

462,209 

580,383 


2,000 

38(^609 

14, 816 

116 

697 

27,852 


3,183 
328, 769 


7,029,295 


Flux. 


$41,646 
122,397 


6,289 


973 
2,363 


7,872 
24,550 
20, 513 
31,281 
68,516 
147, 174 
708,764 


2,128 

20,580 

5,257 


63,696 
4,560 
1,035 
1,118 


1, 402, 879 


ToUl. 


$15,538 

1, 483, 157 

2, 012, 608 

480, 572 

208,889 

40,815 

742,877 

199,365 

126,508 

215, 177 

236,397 

1, 018, 202 

37,300 

42,359 

141,646 

1, 697, 780 

1, 486, 550 

2, 327, 870 

11,556 

30,000 

3,895 

113,774 

57,258 

9,250 

165,657 

192,972 

126, 877 

61,646 

641, 232 


14,  822, 661 
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The  following  table  shows  the  value  of  limestone,  by  States,  since 
1890: 

Value  of  Umeatone,  by  States,  from  1890  to  1897, 


State. 


Alabama 

Arizona 

Arkansas 

California 

Colorado 

Connecticut.... 

Florida , 

Georgia 

Idaho 

Illinois , 

Indiana 

Iowa 

Kansas , 

Kentucky 

Maine , 

Maryland 

Massachusetts. 

Michigan 

Minnesota 

Missouri 

Montana , 

Nebraska , 

New  Jersey 

New  Mexico . . . . 

New  York 

Ohio 

Oregon 

Pennsylvania  .. 
Rhode  Island. .. 
South  Carolina. 
South  Dakota . , 

Tennessee 

Texas , 

Utah 

Vermont 

Virginia 

Washington  — 
West  Virginia., 

Wisconsin 

Wyoming 


Total 


1890. 


$324,814 

(a) 

18,360 
516, 780 
138,091 
131,697 

(«) 

(«) 
28,545 

2, 190, 607 

1,889,336 

530,863 

478,822 

303, 314 

1, 623, 499 

164,860 

119, 978 

85,952 

613, 247 

1, 859, 960 

24,H> 

207,019 

129,662 

3,862 

1, 708, 830 

1, 514, 934 

(«) 
2, 655, 477 

27,625 

14,520 

(«) 

73,028 
217, 835 

27,568 
195,066 
159, 023 
231, 287 

93,ao6 
813,963 

w 


1801. 


19, 095, 179 


1802. 


$300,000 


20,000 
400,000 

90,000 
100,000 


2, 030, 000 

2, 100, 000 
400,000 
300,000 
250,000 

1,200,000 

150,000 

100,000 

75,000 

600,000 

1,400,000 


175,000 

100,000 

2,000 

1,200,000 

1,250,000 


2, 100, 000 
25,000 
50,000 


70,000 
175,000 


175,000 

170,000 

25,000 

85,000 

675,000 


15, 792, 000 


$325,000 


18,000 
400,000 
100,000 

95,000 


5,000 

3, 185, 000 

1,800,000 

705,000 

310,000 

275,000 

1,600,000 

200,000 

200,000 

95,000 

600,000 

1, 400, 000 

6,000 

180,000 

180,000 

5,000 

1,200,000 

2, 025, 000 


1,900,000 
30,000 
50,000 


20,000 

180,000 

8,000 

200,000 

185,000 

100,000 

85,000 

675,000 


18, 342, 000 


1898. 


$205,000 

15,000 

7,611 

288,626 

60,000 

155,000 

35,000 

34,500 

1,000 

2,305,000 

1, 474, 695 

547,000 

175, 173 

203,000 

1, 175, 000 


156,528 
53,282 
208,088 
861,563 
4,100 
158,927 
149, 416 


3,103,529 

1, 848, 063 

15,100 

1, 552, 336 

24,800 

22,070 

100 

126,089 

28,100 

17, 446 

151,067 

82,685 

139,862 

19,184 

543,283 


13, 947, 223 


a  Limestone  valued  at  $77,935  was  produced  in  Oregon,  Georgia,  Florida,  Arizona,  South  Dakota, 
and  Wyoming.    The  value  is  includea  in  the  total. 
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Value  of  limeaUme,  hy  Stales,  from  1890  to  /^P7-- Continued. 


Alabama 

Arizona 

Arkansas 

California 

Colorado 

Connecticnt 

Florida 

Georgia 

Idaho  

Illinois 

Indiana 

Iowa 

Kansas 

Kentucky 

Maine 

Maryland 

Massachnsetts . . 

Michigan 

Minnesota 

Missouri 

Montana 

Nebraska 

New  Jersey 

New  Mexico  — 

New  York 

Ohio 

Oregon 

Pennsylvania  .. 
Rhode  Island... 
South  Carolina. 
South  Dakota.. 

Tennessee 

Texas 

Utah 

Vermont 

Virginia 

Washington 

West  Virginia., 

Wisconsin.*- 

Wyoming 


Total. 


$210,269 

19, 810 

38,228 

288,900 

132, 170 

204,414 

30,639 

32,000 

5,315 

2, 655, 952 

1, 203, 108 

616,630 

241,039 

113, 934 

810,089 

350,000 

195,982 

336,287 

291,263 

578, 802 

92, 970 

8,228 

193, 523 

4,910 

1, 378, 851 

1, 733, 477 


2, 625, 562 

20,433 

25,100 

3,663 

188,664 
41, 526 
23,696 

408, 810 

284,547 
59, 148 
43, 773 

798,406 


1895. 


$222,424 

24,159 

47, 376 

322, 211 

116, 355 

154,333 

10,550 

12,000 

7,829 

1, 687, 662 

1, 658, 976 

449, 501 

316,688 

154,130 

700,000 

200,000 

75,000 

424,589 

218, 733 

897,318 

•   95, 121 

7,376 

150,000 

3, 375 

1, 043, 182 

1,568,713 

970 

3, 055, 913 


16, 190, 118 


4,000 

156, 898 

62, 526 

22,503 

300,000 

268,892 

75, 910 

42,892 

750,000 

650 


15, 308, 755 


1896. 


$180, 921 

18, 470 

30,708 

143,865 

65,063 

138, 945 

16,982 

29,081 

5,662 

1, 261, 359 

1, 658, 499 

410,037 

158, 112 

135,967 

608,077 

264,278 

118,622 

109,427 

228,992 

802,968 

83,927 

10,655 

134, 213 


1, 591, 966 

1, 399, 412 

1,600 

2, 104, 774 

11,589 

26,000 

3,126 

157, 176 

77,252 

9,358 

147, 138 

182,640 

83,742 

69, 113 

552, 921 


1897. 


$221,811 

11,522 

44,222 

308,925 

79,256 

178, 410 

18,889 

32,000 

15,538 

1,483,157 

2, 012, 608 

480, 572 

208,889 

40,815 

742, 877 

199,365 

126, 508 

215, 177 

236,397 

1, 018, 202 

37,300 

42,359 

141, 646 


1. 697, 780 
1, 486, 550 

2, 327, 870 

11, 555 

30,000 

3,895 

113, 774 

57,258 

9,250 

165,657 

192, 972 

126, 877 

61,546 

641, 232 


13, 022, 637 


14,822,661 
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THE  LIMESTONE  INDUSTRY  IN  INDIVIDUAL  STATES. 

The  following  is  a  consideratioD  of  the  limestone  industry  in  the 
various  productive  States: 

ALABAMA. 

Production  increased  from  a  value  of  $180,921  in  1896  to  $221,811  in 
1897.  The  increase  was  due  to  a  greater  production  of  lime  and  of 
flux  for  blast  furnaces.  The  amount  used  for  building  and  road  mak- 
ing declined. 

The  following  analysis  of  lime  made  from  limestone  quarried  by  the 
Longview  Lime  Works  at  their  quarries  at  Longview,  Alabama,  was 
made  by  Mr.  William  0.  Stubbs,  Director  of  the  Louisiana  Sugar 
Experiment  Station,  of  Few  Orleans  : 

Analysis  of  lime  from  Longview,  Alabama. 


Insoluble  matt-er  . 

Lime,  CaO 

Magnesia,  MgO  . . . 
Peroxide  of  iron . . 

Alumina 

Carbonic  acid,  Ca^ 

Total 


Per  cent. 


0.18 

98.44 

.98 

.26 

.32 


100.18 


Dr.  W.  B.  Phillips,  chemist,  of  Birmingham,  Alabama,  reports  that 
the  limestone  quarried  by  Mr.  A.  P.  Birch,  of  Blount  Springs,  contains 
99.10  per  cent  of  calcium  carbonate  and  less  than  0.5  per  cent  of  silica, 
the  remainder  being  oxides  of  iron  and  alumina. 

Mr.  Alfred  D.  Brainerd,  chemist,  of  Birmingham,  Alabama,  made 
the  following  analysis  of  lime  from  stone  quarried  by  the  Standard 
Lime  Company  at  their  quarries  at  Fort  Payne,  Alabama: 

Analysis  of  lime  from  Fort  Payne,  Alabama. 


Lime,  CaO 

Silica,  SiO> 

Magnesia,  MgO 

Phosphorus 

Phosphoric  acid,  PjOs  .  - . 

Snlphar 

Sulphuric  acid,  SO3 

Binoxide  manganese 

Undetermined  and  water 

Total  


Per  cent. 


96.1128 

1.6900 

.1058 

.0554 

.0126 

.0192 

.0048 

Trace. 

1.9994 


100.0000 
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ARIZONA. 


There  was  a  slight  falling  off  in  production  in  1897,  but  it  is  hardly 
significant,  as  the  industry  in  this  State  is  as  yet  small  at  best. 

ARKANSAS. 

Production  increased  from  $30,708  in  1896  to  $44,222  in  1897. 

The  following  analysis  of  the  stone  quarried  by  Mr.  Mark  Liles,  at 
his  quarries  at  Beaver,  was  made  at  the  Navy  Department  at  Wash- 
ington, D.  0. : 

Analysis  of  limestone  from  Beaver,  Arkaneae, 


Silica,  SiOa 

Oxides  of  iron  and  alnminmn 
Calcium  carbonate,  CaCO? ... 
Magxiesiam  carbonate,  MgCO» 

Calcium  sulphate,  CaSOi 

Water  allcalies,  etc 

Total 


Percent. 


8.66 

4.77 

4S.48 

83.58 

.42 

4.09 


100.00 


The  following  analysis  of  stone  quarried  by  the  Crescent  White  Lime 
Works,  at  their  quarries  at  Johnson,  was  made  by  Prof.  G.  L.  Teller,  of 
the  Arkansas  Industrial  Institute,  at  Fayetteville: 

Analyeie  of  limeatone  from  Johnson,  Arkansas, 


Material  insoluble  in  acid 

Oxides  of  iron  and  aluminum 
Calcium  carbonate,  CaCOs  . . . 
Moisture 

Total 


Percent. 


0.39 

.17 

99.34 

.10 


100.00 


The  crushing  strength  was  found  to  be  15,500  i>ounds  to  the  square 
inch,  by  Professor  Martin,  of  the  same  institution. 


OALIFOBNIA. 


A  decided  increase  in  output  marks  1897  as  compared  with  1896  in 
California.  The  value  of  the  product  in  the  former  year  was  $143,865; 
in  1897  it  was  $308,925.  Stone  production  all  over  the  State  has  very 
materially  improved  during  the  past  year. 
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OOLOBADO. 

The  value  of  the  output  in  1896  waa  $65,063;  the  figure  for  1897  was 
$79,256.    A  slight  increase  is  evident. 

CONNECTICUT. 

Production  increa^d  from  a  valuation  of  $138,945  in  1896  to  $178,410 
in  1897.  Practically  all  the  product  was  burned  into  lime,  of  which 
the  above  figures  represent  the  value. 

The  following  is  an  analysis  of  limestone  quarried  by  Messrs.  Can- 
field  Brothers,  of  East  Canaan,  made  at  the  Connecticut  Agricultural 
Experiment  Station : 

Analysis  of  Umeaione  from  East  Can^rnn,  Connecticut. 


Matter  insolable  in  acid 

Oxides  of  iron  and  alnminnm 

Lime,  CaO 

Magnesia,  MgO 

Carbon  dioxide,  CO2 

Total 


Per  cent. 


0.48 

.20 

31.31 

21.03 

46.98 


100.00 


FLORIDA. 

This  State  produced  very  little  or  no  stone  of  any  kind  except  coquina 
until  a  few  years  ago.  In  1896  the  value  of  the  limestone  output  was 
$16,982;  in  1897  «18,889. 

GEORGIA. 

Production  increased  somewhat  in  1897,  the  value  for  this  year  being 
$32,000.  The  following  analj^ses^of  limestone  quarried  by  the  A.  0. 
Ladd  Lime  Works  at  their  quarries  at  Bartow,  and  of  the  lime  made 
firom  it,  were  made  by  Mr.  K.  P.  Pratt,  formerly  State  Mineralogist: 

Analysis  of  lime  from  Bartow,  Georgia. 


Lime,  CaO 

Magnesia,  MgO 

Alumina  and  iron  oxide 

Silica,  SiO, 

Moisture 

Total 


Per  cent. 


34.070 

55.736 

1.236 

7.252 

1.622 


99.916 
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Analysis  of  limestone  from  BarioWf  Georgia. 


Calcium  carbonate,  CaCOj 

Magnesium  carbonate,  MgCO^ 

Alumina  and  iron  oxide 

Silica,  SiOa 

Moisture 

Total 


56.02 

38.43 

1.50 

1.94 

0.00 


97.89 


IDAHO. 

Production  increased  from  a  valuation  of  $5,662  in  1896  to  $15,538 
in  1897. 

ILLINOIS. 

The  limestone  industry  in  Illinois  has  always  been  a  large  and 
important  one.  A  few  years  ago  the  State  stood  iirst  in  output  of 
limestone  for  building,  but  in  1896  and  1897  Indiana  has  taken  first 
place.  Most  of  the  limestone  produced  in  Illinois  goes  for  building 
purposes.  Full  accounts  of  the  quarrying  operations  at  the  Lemont 
and  Joliet  quarries  have  been  given  in  former  reports.  The  value  of 
the  product  in  1897  was  $1,483,157;  in  1896  the  corresponding  figure 
was  $1,261,359. 

The  following  is  a  partial  analysis  of  the  stone  quarried  by  the  Kan- 
kakee Stone  and  Lime  Company  at  their  quarries  at  Kankakee,  made 
by  Mr.  C  S.  Robinson,  chemist  of  Illinois  Steel  Company: 

Analysis  of  Hmesionefrom  Kankakeef  Illinois, 


Silica,  SiOi 

Oxides  of  iron  and  aluminum 

Calcium  oxide,  CaO 

Magnenium  oxide,  MgO 

Phosphorus 


Per  cent. 


3.00 

2.50 

30.45 

20.50 

.006 


The  following  data  in  regard  to  the  same  stone  were  secured  by 
Prof.  C.  W.  Bolfe,  of  the  Illinois  State  University,  at  Champaign : 

Weight  per  cubic  foot,  165.75  pounds ;  specific  gravity,  2.65 ;  crushing 
strength,  13,544  pounds  to  the  square  inch. 

The  following  analysis  of  the  limestone  quarried  by  the  Chicago 
Union  Lime  Works  Company  at  their  quarries  in  the  limits  of  the  city 
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of  Chicago  was  made  by  Mr.  J.  Blodget  Britton,  of  the  Ironmasters' 
Laboratory,  of  Warren  ton,  Virginia: 

AnalyaU  of  Illinois  limesUme. 


Per  cent. 

CalclQm  carbooate.  CaCo-i 

52.76 

45.04 

1.48 

.21 

.51 

Maimesiiim  carbonate.  MirCoi 

Oxides  of  iron  and  aluminam 

InBolnble  matter 

Water  and  low 

Total 

100.00 

INDIANA. 

The  valae  of  the  limestone  output  in  Indiana  reached  the  highest 
figure  since  1891,  when  it  was  very  little  more  than  that  for  the  past 
year,  for  which  the  value  was  $2,012,608.  Of  course  the  Bedford 
oolitic  limestone  contributes  the  bulk  of  this  output.  The  oolitic  stone 
of  Bedford  was  fully  described,  together  with  a  consideration  of 
methods  of  quarrying,  occurrence,  etc.,  in  the  report  of  1896  by  Messrs. 
T.  0.  Hopkins  and  0.  E.  Siebenthal.  The  latter  gentleman  has  also 
contributed  further  information,  which  is  presented  further  on  in  this 
report. 

The  crushing  strength  of  the  stone  quarried  by  the  HoUensbee  Stone 
Company  at  their  quarry  at  Westport,  Indiana,  was  determined  by 
General  Q.  A.  Gillmore,  IT.  S.  A.,  and  found  to  be  16,875  pounds  per 
square  inch. 

A  test  was  also  made  by  General  Gillmore  of  stone  quarried  by  the 
Greensburg  Limestone  Company,  at  their  quarry  at  Greensbnrg,  Indi- 
ana, by  which  the  average  crushing  strength  of  two  2-inch  cubes  was 
found  to  be  16,875  pounds  per  square  inch. 

Tests  made  by  Mr.  W.  S.  Blatchley,  Indiana  State  geologist,  of  lime- 
stone from  the  quarries  of  the  Acme  Bedford  Stone  Company,  at  Clear 
Creek,  Indiana,  showed  a  crushing  strength  of  specimen  on  natural  bed 
of  11,770  i)ounds  per  square  inch,  and  a  crushing  strength  of  specimen 
on  edge  of  10,119  pounds  per  square  inch. 

An  analysis  of  this  stone  will  be  found  in  the  following  table  of 
analyses  of  Indiana  limestones. 

19  GBOL,  PT  6,  VOL  2 19 
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TEB   BEDFORD  OOLITIC   LIMESTONE. 
By  C.  B.  SiKBENTHAL. 

Occurrence. — The  Bedford  limestone  occurs  as  a  massive  stratum, 
varying  from  a  few  feet  to  nearly  100  feet  in  thickness,  intercalated 
near  the  middle  of  the  Lower  Carboniferous  limestone  of  Indiana.  Its 
labyrinthine  outcrop  has  been  traced  in  detail  through  an  extent  of 
over  60  miles  through  Owen,  Monroe,  and  Lawrence  counties.  To  the 
south  of  this  area  extensive  deposits  of  good  stone  are  known  to  occur 
in  Washington,  Harrison,  and  Crawford  counties,  and  though  the 
exact  limits  of  these  deposits  remain  to  be  traced  the  stone  is  undoubt- 
edly continuous  southward  from  Lawrence  County  to  the  Ohio  Elver. 
The  stratum  is  massive,  often  without  an  interruption  from  top  to  bot- 
tom, and  the  size  of  the  blocks  which  may  be  quarried  is  limited  only 
by  the  capacity  of  the  quarry  machinery  and  transportation  facilities. 

Physical  character. — The  Bedford  limestone  is  essentially  a  freestone 
in  that  it  works  nearly  equally  well  in  all  directions.  This  fact  is  due 
to  its  semiorganic,  semiclastic  nature.  In  places  its  true  oolitic  charac- 
ter shows  its  organic  origin,  while  in  others  the  oolites  are  entirely 
wanting  and  the  local  cross  bedding  and  granular  structure  betray  its 
clastic  origin.  The  size  of  the  grains  varies  in  different  parts  of  the 
oolitic  area  and  in  different  horizons  at  any  one  locality.  Scattered 
over  the  whole  o51itic  area  are  local  developments  of  the  limestone  in 
which  the  granules  are  very  small,  with  remarkable  uniformity  and 
homogeneity.  This  constitutes  the  so-called  ^<Ko  1  stone,"  which  just 
now  has  the  call  of  the  market.  The  coarser  varieties,  though  quite 
as  durable  and  easily  worked,  and  as  handsome  when  erected,  are 
comparatively  neglected. 

Color, — ^The  original  color  of  the  oolitic  stone  in  all  cases  varied  from 
a  light  to  a  rather  deep  blue.  On  the  outcrops  and  along  the  vertical 
clay  seams,  where  the  stone  has  been  exposed  to  the  leaching  action  of 
terrestrial  water  impregnated  with  organic  acids,  the  stone  has  been 
changed  to  a  buff.  The  bluer  the  stone  was  originally  the  more  pro- 
nounced the  buff  after  leaching.  The  lighter  varieties  of  the  unbleached 
stone  can  scarcely  be  told  from  the  bleached  stone  of  the  same  variety. 
It  is  a  peculiar  fact  that  the  freshly  quarried  blue  stpnc  does  not  bleach 
on  exposure  to  the  air,  but  turns  a  deeper  blue— that  is  to  say,  the  outer 
surface  does,  but  beneath  this  thin  coat  the  stone  has  a  pronounced 
reddish  cast  as  far  down  as  it  has  been  affected.  It  is  for  this  reason 
that  buildings  built  of  the  blue  stone  do  not  become  buff  in  course  of 
time,  as  would  be  expected. 

Both  the  "buff*"  and  the  "blue"  stone  are  marketed,  though  the 
mixed  buff  and  blue  is  almost  a  dead  loss.  At  present  the  demand  is 
strongest  for  the  former  color.  A  few  years  ago  the  preference  was  for 
the  blue  stone,  and  in  a  few  years  is  likely  to  be  so  again.  While  the  buff 
stone  is  necessarily  confined  to  that  zone  which  has  been  subjected  to 
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tlie  leaching  aotion  of  terrestrial  water  and  is  thus  limited  in  quantity, 
the  bine  stone,  on  the  contrary,  extends  back  as  far  as  the  ledge  reaches, 
and  the  accessible  amount  is  limited  only  by  excessive  stripping.  It 
may  be  remarked  in  passing  that  heavy  stripping,  or  rather  rock  strip- 
ping, has  been  found  to  be  not  so  disadvantageous  as  was  formerly 
supposed.  The  expense  of  stripping  in  all  cases  must  be  distributed 
between  the  channel  cuts  of  salable  stone  below,  and  the  more  channel 
cuts  of  such  stone  the  larger  the  profit  on  each.  Bock  stripping  means 
that  the  expense  is  to  be  borne  by  the  full  thickness  of  the  odlitic 
stratum.  Furthermore,  a  rock  stripping  generally  acts  as  a  roof,  keep- 
ing the  oolitic  stone  below  free  from  percolating  waters  and  thus  dimin- 
ishing the  loss  from  mixed  stone  and  from  clay  seams. 

It  is  to  be  presumed  that  the  blue  stone,  not  having  been  subject  to 
leaching  and  weathering,  is  the  stronger  and  more  durable  stone,  but  no 
tests  have  been  made  which  bear  on  the  question  other  than  the  tests 
of  actual  experience  in  buildings,  and  the.  facts  in  regard  to  such  are 
not  sufficient  to  warrant  a  conclusion. 

Crushing  strength. — Formerly  great  crushing  strength  was  the  first 
desideratum  in  a  building  stone,  but  in  these  days  of  steel  skeleton 
construction  a  more  moderate  crushing  strength  is  required  and  more 
stress  is  laid  on  pleasing  color,  ease  of  working,  and  homogeneity  of 
texture.  Many  compression  tests  have  been  made  upon  the  Bedford 
limestone,  in  both  the  green  and  seasoned  states,  and  with  sawed  and 
tool-dressed  specimens.  The  results  vary  widely,  as  might  be  expected. 
A  series  of  tests  recently  made  under  uniform  conditions  gave  an 
average  of  7,000  ])ounds  per  square  inch  for  2-inch  sawed  cubes,  with  a 
maximum  of  13,200  pounds.  It  is  a  well  known  fact  that  the  crushing 
strength  increases  with  increase  in  the  size  of  the  specimen  tested. 
The  large  masonary  blocks  are  able  to  stand  a  much  greater  pressure 
per  square  inch  than  the  2-inch  cubes  used  in  making  the  tests.  The 
result  of  the  tests  shows  a  very  ample  margin  over  what  the  stone  is 
called  upon  to  bear  in  the  lower  masonary  courses  of  the  tallest 
buildings. 

Refractoriness. — A  series  of  experiments  on  1-inch  cubes  were  made 
to  determine  the  fire  resisting  qualities  of  the  Bedford  limestone. 
Heated  to  1,000^  F.  and  plunged  in  cold  water,  the  cubes  were  not 
affected!  Heated  to  1,200^  F.  and  plunged  in  cold  water,  the  cube 
crumbled  slightly  along  the  lower  ed^es.  Heated  to  1,500^  F.  and 
cooled  in  air,  the  cubes  retained  their  forms  intact  but  were  calcined  in 
a  marked  degree.  This  shows  that  the  stone  will  withstand  the  effects 
of  fire  up  to  the  i)oint  of  calcination. 

Chemical  composition. — The  Bedford  limestone  is  a  nearly  absolutely 
pure  limestone  of  remarkably  uniform  composition.  Lime  carbonate 
constitutes  on  the  average  97  per  cent  of  the  whole,  varying  in  differ- 
ent samples  from  95  per  cent  to  98  per  cent.  It  thus  equals  in  point  of 
purity  the  French  Caen  limestone,  and  surpasses  the  English  Portland 
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oolitic  limestone,  the  former  of  which  contains  97.60  per  cent  of  lime 
carbonate  and  the  latter  95.16  per  cent.  It  is  excelled  in  parity  by  the 
purest  marbles  only. 

Durability, — Since  no  structore  built  of  Bedford  stone  is  known  of 
greater  age  than  60  years,  we  must  estimate  its  durability  from  the 
well-known  durability  of  pure  limestone  and  the  ability  of  the  Bedford 
stone  to  withstand  sudden  extremes  of  heat  and  cold  as  shown  by  the 
fire  tests  above. 

The  effects  of  weathering  exhibited  by  buildings  60  years  of  age  are 
inconsiderable. 

THE  QUABBT  DISTRICTS. 

The  quarries  of  the  oolitic  belt  naturally  group  themselves  into  the 
following  districts:  Bomona,  Owen  County;  Stinesville,  Ellettsville, 
Bloomington,  and  Sanders,  Monroe  County;  and  Bluff  fiidge,  Dark 
Hollow,  and  Bedford,  Lawrence  County. 

Romona  district, — This,  the  most  northerly  of  the  quarry  districts,  is 
in  Owen  County  at  Bomona  Station,  on  the  Indianapolis  and  Vincennes 
division  of  the  Pittsburg,  Cincinnati  and  Chicago  Railroad. 

First  and  last  a  number  of  quarries  have  been  in  operation  here, 
though  at  present  but  3  are  equipped  with  machinery,  and  but  1  was 
in  operation  in  1897. 

The  equipment  in  this  district  is  as  follows:  10  channelers,  7  saw 
gangs,  3  planes.  1  lathe,  and  the  necessary  travelers,  derricks,  steam 
drills,  etc. 

Stinesville  district, — The  first  quarries  to  be  operated  on  a  business- 
like scale  in  the  oolitic  limestone  belt  were  on  Big  Creek,  1  mile  west  of 
Stinesville.  These  were  opened  in  1854  by  the  firm  of  Biddle,  Watts 
&  Co.,  of  Pittsburg,  Pennsylvania  A  quarry  is  still  in  operation  on  the 
site  of  the  old  quarry.  Ten  quarries  have  been  opened  in  this  district,  of 
which  7  are  now  equipped  with  machinery,  though  but  2  were  in  opera- 
tion in  1897.  The  equipment  of  the  district  is  18  channelers,  21  saw 
gangs,  f3  planers,  2  lathes,  etc. 

Ullettsville  district, — This  also  was  one  of  the  early  regions  to  be 
developed.  In  all,  9  quarries  have  been  opened,  of  which  3  were  still 
in  operation  in  1897.  The  equipment  consists  of  3  channelers  and  16 
saw  gangs. 

Jiloomington  district, — ^The  quarries  of  the  district  are  located  in 
Hunter  Valley,  which  lies  2  miles  northeast  of  the  city  of  Bloomington. 
Th()  region  has  been  only  recently  developed,  the  first  quarry  being 
ir]HiUi*A  in  1890.  Nine  quarries  have  been  opened,  of  which  7  were  still 
hi  of^oration  in  1897.    The  equipment  shows  28  channelers  and  22  saw 

gangn. 

HandavH  district, — This  district  includes  the  quarries  in  the  vicinity 
ut  Handors  station,  on  the  Chicago,  Indianapolis  &  Louisville  Railway 
(Motion  route),  and  has  been  developed  since  1888.  Eight  quarries 
\%i%\i%  \h\m\  opened,  in  all  of  which,  with  one  exception,  the  machinery  is 
Miill  in  pliuu5,  though  but  4  were  in  operation  in  1897.  The  equipment 
In  20  clmiifielerS)  10  saw  gangs,  etc. 
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Buff  Bidge  district — This  district  lies  about  tbe  village  of  Oolitio, 
Lawrence  Ooonty.  It  is  the  most  productive  district  of  the  oolitic 
area,  producing  io  1897  nearly  one-half  of  the  entire  output  of  Bedford 
oolitic  stone.  Out  of  10  quarries  which  have  been  opened,  7  are  still 
in  operation,  though  but  5  were  active  in  1897.  The  equipment  is  as 
follows:  50  channelers,  20  saw  gangs,  6  planes,  and  1  lathe. 

Dark  Hallow  district — This  was  one  of  the  first  districts  to  be  opened 
up  in  a  large  way  and  has  contributed  very  largely  to  establish  the 
reputation  of  the  Bedford  stone.  In  all,  6  quarries  have  been  opened, 
of  which  3  were  in  operation  in  1897.  The  equipment  consists  of  15 
chaunelers,  6  saw  gangs,  drills,  etc. 

Bedford  and  vicinity. — The  remainder  of  the  quarries  in  Lawrence 
Gounty  are  grouped  more  or  less  closely  about  Bedford.  Sixteen  quar- 
ries have  been  opened  in  this  region,  of  which  10  are  still  in  operation, 
though  but  3  were  active  in  1897.  The  equipment  consists  of  20  chau- 
nelers, 44  saw  gangs,  7  planers,  and  7  lathes. 


PUCB8. 


At  the  beginning  of  the  industrial  depression  in  1893  the  price  of 
Bedford  stone  was  20  cents  per  cubic  foot  in  scabbled  blocks,  free  on 
board  cars  at  the  quarry.  This  price  was  maintained  by  general  agree- 
ment until  1895,  since  which  time  prices  have  fallen  n^arly  one-half. 
The  price  of  mill  blocks  to-day  runs  from  10  cents  to  20  cents  per  cubic 
foot,  with  the  larger  amount  of  sales  much  nearer  the  former  figure 
than  the  latter.  The  price  for  the  season  just  past  seems  to  have 
recovered  to  a  certain  extent,  as  an  inspection  of  the  figures  below  will 
show  that,  while  the  production  has  fallen  off  slightly  from  1896,  the 
value  of  the  same  shows  a  gain  on  that  of  the  former  year.  A  notice- 
able feature  of  the  year  just  past  has  been  the  remodeling  and  enlarg- 
ing of  stone  sawmills  and  the  erection  of  new  ones.  Almost  one-half 
of  the  product  for  the  year  was  worked  up  in  home  mills.  This  may 
account  in  part  for  the  apparent  advance  in  price  not^  above. 

ProdueHon  mnd  value  of  Bedford  oiflHio  limeeione  from  1894  io  1897 ,  indlueivo. 


Quantity. 

Valae. 

1894. 

Monroe  and  Owen  oonnties 

Lawrence  Conntv 

Ouhie/eei. 
2, 176, 246 
2, 404, 172 

$576,962 
577,284 

'  Total 

4, 580, 418 

1, 154, 246 

1895. 

Monroe  and  Owen  counties 

Lawrence  Conntv 

2, 337, 716 
3, 030, 691 

751,792 
771, 468 

Total 

5,368,307 

1,523,260 
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Production  and  value  of  Bedford  oiflitie  limeetone  from  1894  io  1897,  inelueive—Confd. 


Qoantity. 

Valae. 

1896. 

Monroe  and  Owen  counties 

LiAwrence  Countv 

2, 016, 926 
3, 438, 656 

$483,749 
725,883 

Total 

5,455,582 

1,209,632 

1897. 

Monroe  and  Owen  coantiea 

Lawrence  Counts 

1, 792, 586 
3, 590, 308 

502,748 
841, 410 

Total 

5,382,889 

1, 344, 158 

IOWA. 

The  value  of  the  limestone  oatput  in  1896  was  $410,037 ;  in  1807  the 
correspoDdiDg  figure  was  $480,572.  The  quarries  of  Iowa  are  in  gen- 
eral small,  but  the  aggregate  makes  an  industry  of  considerable 
magnitude. 

KANSAS. 

Better  conditions  have  prevailed  in  the  stone  business  of  this  State 
in  1807,  as  the  value  of  the  output  increased  from  $158,112  in  1806  to 
$208,880  in  1897.  Most  of  the  producers  speak  in  much  more  cheerful 
vein  than  for  some  years  past. 

KENTUCKY. 

Business  was  not  so  good  in  1807,  for  which  year  the  output  was 
valued  at  $40,815,  considerably  less  than  for  1806.  However,  during 
the  latter  part  of  the  past  year  indications  were  decidedly  better. 

MAINE. 

A  few  years  ago,  and  notably  in  1802,  the  production  of  limestone  at 
Bockland  and  vicinity  was  an  industry  of  much  greater  magnitude 
than  at  present.  The  decline  has  been  simply  on  account  of  hard 
times,  and  judging  from  gains  made  during  the  past  year  the  old  status 
will  be  regained  before  long.  The  output  for  the  State  in  1806  was 
valued  at  $608,077,  and  for  1807  at  $742,877.  Practically  all  of  the 
value  represents  the  lime  made  at  and  near  Bockland,  which  has  made 
a  national  reputation  for  the  quality  and  abundance  of  pure  limestone 
there  found. 
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The  following  aDalysis  of  limestone  qaarried  by  Mr.  George  W. 
Bachelder  at  his  quarries  at  Union,  Maine,  was  made  by  Mr.  F.  O. 
Bobinson,  of  Brunswick,  Maine  : 

Analjfiis  of  livMstone  from  UnUm^  Maine, 


Calciam  carbonate,  CaCOs 

Magnesinm  carbonate,  MgCOs 

Silica,  SiO, 

Water 

Iron 

Total 


Per  cent. 


95.20 

1.00 

1.00 

2.70 

Trace. 


99. 90 


The  following  analysis  of  limestone  quarried  by  the  McLoon  and 
Stover  Lime  Company  at  their  quarries  at  Warren,  Maine,  was  made 
by  Mr.  S.  P.  Bharples,  State  Assayer,  Boston,  Massachusetts: 

AualyBta  of  limestone  from  Warren,  Maine. 


Moistare 

Silica,  SiOa 

Magnesinm  carbonate,  MgCOa 
Calciam  carbonate,  CaCOs 

Total 


Per  cent. 


0.40 

0.95 

45.13 

53.52 


100.00 


MABTLAND. 

.  In  Maryland,  as  in  a  few  other  States,  the  limestone  industry  seems 
to  be  lagging  behind  somewhat  in  the  return  to  prosperity,  as  the  value 
of  the  product  of  1896  exceeds  that  of  1897;  but  conditions  in  the 
early  part  of  1898  were  undoubtedly  better,  judging  from  the  state- 
ments made  by  some  of  the  leading  producers.  A  large  amount  of 
oyster-shell  lime  is  made  in  Maryland,  and  this  competes  with  the  lime- 
stone quarrying. 
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The  following  analysis  of  the  limestone  quarried  by  Mr.  George  M. 
Basbey  at  his  quarry  at  Cavetown,  Maryland,  was  made  by  Messrs. 
Lehman  and  Glaser,  of  Baltimore,  Maryland: 

Analytis  of  limeetane  from  Cavetown,  Marpland, 


Silica,  SiOs 

Lime,  CaO 

Loss  on  ignition 

Total 


Per  o«nt. 


0.47 
55.51 
44.02 


100.00 


MASSACHUSETTS. 

The  value  of  the  product  in  1896  was  $118,622 ;  in  1897,  $126,508. 
A  slight  gain  is  evident.  The  most  abundant  stone  in  Massachusetts 
is  granite,  and  limestone  quarrying  has  never  been  prominent. 

The  following  analysis  of  lime  made  from  limestone  quarried  by 
Messrs.  Hutchinson  Brothers,  at  their  quarry  at  Kew  Lenox,  Massachu- 
setts, was  made  by  Mr.  W.  M.  Habirshaw,  chemist,  Kew  York  State 
Agricultural  Society : 

AnalysiB  of  limestone  from  New  Lenox,  Miueaohuaetts, 


HIOHiaAN. 


The  value  of  the  output  in  1896  was  $109,427 ;  in  1897,  $215,177,  or 
nearly  twice  the  figure  for  the  former  year.  Business  was  in  every  way 
better  than  in  1896.    Most  of  the  product  is  burned  into  lime. 


MnmESOTA. 


There  was  an  increase  from  $228,992  in  1896  to  $236,397  in  1897,  a 
difference  not  large  enough,  however,  to  have  much  significance. 


Tb6  limeBtone  indnstry  of  MiBSonri  ia  one  of  cODBiderable  importance. 
While  tbe  valae  of  the  ontpat  is  Btill  coDBiderably  below  tbat  of  1890, 
it  18  an  increase  over  the  flgare  for  1896,  for  whicli  year  the  ontpat  was 
valued  at  $802,968:  while  in  1897  tbe  valaation  was  $1,018,202.  The 
product  is  abont  equally  divided  between  bnildiog  and  burning  into 
lime. 

The  following  is  a  table  of  analyses  of  various  Missouri  limestones: 
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MONTANA. 


Production  fell  off  from  a  valaation  of  $83,927  in  1896  to  $37,300  in 
1897.  Prosperity  has  not  yet  made  its  appearance  in  this  State,  judg- 
ing from  the  expressions  of  producers  and  the  fact  that  nearly  all 
report  a  diminished  output. 


NEBRASKA. 

Limestone  quarrying  has  never  amounted  to  much  in  this  State,  but 
a  large  advance  was  made  in  1897,  when  the  product  was  valued  at 
$42,359,  about  four  times  the  figure  for  1896. 

NEW  JERSEY. 

In  1896  a  valuation  of  $134,213,  and  in  1897  that  of  $141,646,  show 
that  better  conditions  have  prevailed  during  the  past  year. 

The  following  analysis  of  limestone  quarried  by  the  estate  of  E. 
Weise,  at  Vernon,  New  Jersey,  was  made  by  Mr.  H.  B.  Weaver, 
chemist: 

Analysis  of  limestone  from  Vernon,  New  Jersey, 


Calcium  oarboDate,  CaCOs . . . . 
MagneBiom  carbonate,  MgCOs 

Iron  oxide 

Alaniina,  AI3O3 

Phosphorns,  P 

Silica,  SiO.2 

Total 


Percent. 


52.450 

43.250 

1.340 

.545 

.035 

2.280 


99. 900 


NEW  YORK. 

This  State  produces  in  greater  or  less  quantity  every  kind  of  stone 
known  to  the  trade.  Its  limestone  output  increased  from  a  value  of 
$1,591,966  in  1896  to  $1,697,780  in  1897.  About  two-thirds  of  the  pro- 
duct is  used  for  building  and  road  making,  while  the  remainder  is 
nearly  all  burnt  into  lime. 

The  following  is  a  table  of  analyses  of  New  York  limestones: 
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OHIO. 


The  stone  outpat  of  Ohio  is  divided  between  sandstone  and  limestone, 
both  of  which  are  quarried  in  large  amonnts.  The  valae  of  the  lime- 
stone product  in  1896  was  $1,399,412 ;  in  1897,  $1,486,550.  The  product 
is  used  for  lime  burning  to  the  extent  of  nearly  two-thirds,  while  some- 
thing like  one-third  is  divided  between  building,  road  making,  and 
blast-furnace  flux. 

The  following  is  a  table  of  analyses  of  Ohio  limestones: 
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PENNSYLVANIA. 

Kamerons  comparatively  small  prodacers  of  limestone  in  this  State 
aggregate  annually  a  large  ontpat.  This,  in  1896,  was  valued  at 
$2,104,774,  and  in  1897  at  $2,327,870.  A  little  less  than  half  of  the 
prodnct  was  burned  into  lime,  which  is  extensively  used  as  a  fertilizer, 
while  the  remainder  was  divided  between  blast-furnace  flux,  building, 
and  road  making.  The  amount  devoted  to  blast-furnace  flux  increased 
quite  decidedly  in  1897. 

The  following  is  a  table  of  analyses  of  Pennsylvania  limestones: 
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RHODE  ISLAND. 

Very  little  limestoDe  is  prodaced  in  this  State.  It  is  all  used  for 
burning  into  lime. 

SOUTH   CAROLINA. 

Thirty  thousand  dollars'  worth  of  lime  was  manufactured  from  lime- 
stone quarried  in  the  State  during  1897.  This  output  is  slightly 
greater  than  that  of  1896. 

SOUTH  DAKOTA. 

.  Only  about  $4,000  worth  of  stone,  used  mainly  for  building,  was 
quarried  in  1897. 

TENNESSEE. 

The  limestone  product  in  1897  was  valued  at  $113,774.  This  figure 
is  somewhat  less  than  the  value  for  1896.  Most  of  this  represents  the 
value  of  lime  made. 

TEXAS. 

Production  of  limestone  and  lime  fell  off  somewhat  in  1897,  when 
the  product  was  valued  at  $57,258.  The  product  is  about  equally 
divided  between  lime  and  blast-furnace  flux. 

The  following  analysis  of  limestone  quarried  by  Mr.  D.  R.  Boone,  at 
his  quarry  at  Oglesby,  Texas,  was  made  by  Prof.  H.  H.  Harrington, 
of  the  Agricultural  and  Mechanical  College  and  Experiment  Station, 
of  Texas : 

Analysis  of  lime  from  Ogleshy,  Texas, 


Silicious  matter 

Organic  matter 

Iron  oxide 

Calcium  oxide,  CaO  . . . 
Magnesium  oxide,  MgO 
Sulphur  trioxidc,  SO3. . 
Carbon  dioxide,  CO3 . . . 

Total 


UTAH. 


About  $10,000  worth  of  lime  and  limestone  for  flux  was  yielded  in 
1897.    The  output  has  never  been  large. 


VERMONT. 


Production  increased  from  $147,138  in  1896  to  $165,657  in  1897.    All 
of  the  product  is  burned  into  lime. 
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The  foUowiug  analysis  \7as  made  by  Mr.  S.  P.  Sharpies,  State  Assayer 
for  Massachasetts,  of  limestone  quarried  by  Mr.  L.  H.  Feltou  at  bis 
quarry  at  High  Gate  Springs,  Vermont: 

Analyais  of  limestone  from  High  Gate  SpringSf  Vermont, 


Per  cent. 


Cak-iam  oxide,  CaO 

Magnesinm  oxide,  MgO 

Oxides  of  iron  and  aluminum 

Silica,  SiOi 

Carbon  dioxide,  CO:.. 

Total 


55.83 

Trace. 

.10 

.40 

43.65 

99.98 


The  following  analysis  was  made  by  Prof.  F.  O.  Eobinson,  of  Bowdoin 
College,  Brunswick,  Maine,  of  lime  made  from  limestone  quarried  by 
Mr.  W.  B.  Fonda  at  his  quarry  at  St.  Albans,  Vermont: 

Anal  If  sis  of  Jime  from  St.  Albana,  Vermont. 


Per  ct^nt. 


Calcium  oxide,  CaO  . . . 

Insoluble  matter 

Alumina,  Al.Oj 

Iron 

Magnesium  oxide,  MgO 

Total 


99.23 
.14 

Trace. 

Trace. 
.60 

99.97 


The  following  analysis  was  also  made  by  Prof.  F.  C.  Eobinson  of 
lime  quarried  and  burned  by  Mr.  John  P.  Bich  at  his  quarry  at  Swan- 
ton,  Vermont: 

Anahjeis  of  lime  from  Sicauton,  Vermont. 


Per  cent. 


Calcium  oxide,  CaO |  99.29 

Magnesium  oxide,  MgO .46 

Ferrous  oxide,  FeO .12 

Silica,  SiOi '  .10 

Aluminum Trace. 

Manganese !  Trace. 

Total '  99.97 
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VIRGINIA. 

The  value  of  the  output  in  1896  was  $182,640;  iu  1897,  $192,972. 
Most  of  the  product  is  burned  into  lime. 

The  following  analysis  was  made  by  Dr.  Henry  Froebling,  Bichmond, 
Virginia,  of  limestone  quarried  by  the  Moore  Lime  Company  at  their 
quarry  at  Eagle  Sock,  Virginia: 

Analysis  of  limeaione  from  Eagle  Rock,  Virginia, 


Per  cent. 


Caloimn  carbonate,  CaCOa 

Magnesiam  carbonate,  MgCOs 
Oxides  of  iron  and  alnminom. 
SUica,  SiOi 

Total 


98.71 
.65 
.31 
.25 


99.92 


WASHINaTON. 


Production  increased  from  $83,742  in  1896  to  $126,877  in  1897.  Prac- 
tically all  of  this  value  represents  lime  made. 

WEST  VIRGINIA. 

Production  in  1896  was  valued  at  $59,113 ;  the  figure  for  1897  was 
$61,546. 

The  following  analysis  was  made  by  Mr.  J.  Blodget  Britton,  of  Phila- 
delphia, Pennsylvania,  of  limestone  quarried  by  Mr.  D.  Y.  Huddleston 
at  his  quarry  at  Snow  Flake,  Greenbrier  County,  West  Virginia: 

Analysis  of  limestone  from  Snow  Flake,  West  Virginia, 


Per  ct*nt. 


Calcium  carbonate,  CaCOj 

Magnesium  carbonate,  MgCOa. . . 
Organic  matter,  lass  on  ignition 

Insoluble  siliceous  matter 

Sulphur 

Aluminum  oxide,  Al:0.j 

Phosphorus 

Total 


96.46 
1.11 

Trace. 
.97 

None. 
1.46 

None. 


100.00 


WISCONSIN. 


The  limestone  industry  of  this  State  is  an  important  one  and  likely 
to  become  still  more  so  as  Western  population  increases.    Most  of  the 
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limestone  quarried  is  converted  into  lirae,  Tvbich  bears  an  excellent 
repatation  to  a  greater  than  merely  local  extent. 

The  following  analysis  was  made  by  Mr.  George  K,  Prentiss,  Mil- 
waukee, Wisconsin,  of  limestone  quarried  by  Messrs.  Blair  and  Larson 
at  their  quarries  at  Lannou,  Wisconsin: 

Analysis  of  limestone  from  Lannonj  Wisconsin. 


Calcium  carbonate,  CaCOs 

MagDesiam  carbonate,  MgCOs 
Oxides  of  iron  and  aluminum. 
Silica,  SiOi 

Total 


The  following  analysis  was  made  by  Mr.  Gustave  Bode,  Milwaukee, 
Wisconsin,  of  limestone  quarried  by  the  Ormsby  Lime  Company  at 
their  quarry  at  Brillion,  Wisconsin: 

Analysis  of  limestone  from  Brillion,  Wisconsin. 


Calcium  carbonate,  CaCOs 

Magnesium  carbonate,  MgCOs 

Silica,  SiOi 

Aluminum  oxide,  AI2O3 

Total 


100.00 


S  O  A  P  S  T  O  N  E . 


By  Edward  W.  Parker. 


OCCURRENCE. 

Soapstone,  or  talc,  is  found  in  nearly  every  State  along  the  Atlantic 
slope,  the  i)rincipal  deposits  being  in  New  York  and  North  Carolina, 
though  it  is  also  quarried  in  New  Hampshire,  Vermont,  Massachusetts, 
New  Jersey,  Pennsylvania,  Maryland,  Virginia,  and  Georgia.  It  has 
also  been  reported  in  some  of  the  Western  States,  particularly  in  Cali- 
fornia, Arizona,  South  Dakota,  Arkansas,  and  Texas.  Prior  to  1896 
all  of  the  commercial  product  in  the  United  States  was  reported  from 
States  east  of  the  Mississippi  River.  In  1896,  however,  150  tons  of 
what  may  be  classed  with  the  soapstone  product  was  quarried  on  Santa 
Catalina  Island,  a  part  of  Los  Angeles  County,  California.  This  mate- 
rial is  included  in  the  soapstone  product  for  want  of  better  classifi- 
cation. It  is  in  reality  a  variety  of  verd  antique,  which,  while  an 
"impure"  quality  of  serpentine,  is  more  highly  prized  than  the  pure. 
The  California  product  possesses  some  peculiar  and  interesting  char- 
acteristics. It  is  sufficiently  hard  to  take  a  high  polish,  and  can  be 
turned  on  a  lathe  into  cups  and  other  articles,  the  sides  being  worked 
down  until  they  are  as  thin  as  ratlier  delicate  porcelain.  The  product 
from  this  quarry  in  1897  was  about  20  per  cent  less  than  in  1896,  but 
the  difference  was  made  up  by  an  output  of  30  tons  of  soapstone  quar- 
ried in  Shasta  County,  and  which  was  ground  for  use  in  the  manufac- 
ture of  paper  pulp. 

The  soapstone  deposits  of  the  Eastern  States  show  widely  varying 
qualities.  In  some  places,  notably  at  Gouverneur,  Saint  Lawrence 
County,  New  York,  it  occurs  in  a  foliated  or  fibrous  form,  which  makes 
it  valuable  as  a  filler  or  makeweight  in  the  manufacture  of  medium 
grades  of  paper.  This  variety  is  known  as  fibrous  talc,  and  is  treated 
separately  in  these  reports.  The  soapstone  of  Maryland,  Pennsylvania, 
and  New  Jersey  is  also  extensively  used  in  paper  manufacture.  The 
entire  product  is  ground.  New  Hampshire,  Virginia,  and  North  Caro- 
lina furnish  soapstone  suitable  for  sawing  and  manufacture  into  sinks, 
washtubs,  griddles,  slate  pencils,  etc.    North  Carolina  also  produces  a 

very  pure  white  soapstone  or  talc,  which  is  used  as  the  principal  ingre- 
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dient  in  complexion  powders.  Discoveries  of  soapstone  deposits  in 
Ohio  (Seneca  County)  were  reported  in  1897,  but  careful  investigation 
showed  tbe  reports  to  be  without  foundation. 

PRODUCTION. 


Excluding  the  output  of  fibrous  talc,  the  production  of  soapstone  in 
the  United  States  has  varied  very  little  in  the  last  six  years.  Tlie 
largest  output  during  this  period  was  in  1892,  when  it  amounted  to 
23,208  tons;  the  smallest  product,  of  21,070  tons,  was  in  the  following 
year.  The  average  yearly  production  during  the  last  six  years  was 
22,171  short  tons.  In  1897  the  product  was  21,923  short  tons~260 
tons  less  than  in  1896,  and  248  tons  less  than  the  average.  The  value 
of  the  product  has  shown  a  much  wider  l*ange  than  the  amount,  vary- 
ing from  $255,067  in  1893  to  $423,449  in  1892.  This  has  been  due 
partly  to  fluctuations  in  price  and  partly  to  variations  of  the  conditions 
in  which  it  is  first  marketed.  The  values  in  these  reports  are  taken  for 
the  material  in  its  first  marketable  condition ;  hence  a  larger  proportion 
of  the  product  sold  in  the  rough  would  materially  lessen  the  aggregate 
value,  and  similarly  a  larger  proportion  of  manufactured  articles  would 
increase  the  total  value.  Another  factor  that  must  be  taken  into  con- 
sideration is  the  difference  in  the  class  of  manufactured  articles.  The 
returns  for  1897  show  that  there  was  an  increase  in  the  price  per  ton 
of  rough  soapstone  from  $8.63  in  1896  to  nearly  $12.30.  The  product 
sawed  into  slabs  brought  an  average  of  $16.77  in  1896  and  $19.63  in 
1897.  The  value  per  ton  of  manufactured  articles  in  1896  was  $22.92, 
while  in  1897  it  was  $22.12.  The  value  of  ground  soapstone  declined 
from  $9.70  in  1896  to  $8.28. 

The  following  table  shows  the  amount  and  value  of  sojipstone  pro- 
duced in  the  United  States  during  the  last  five  years  and  the  conditions 
in  which  the  product  was  sold  : 

Production  of  soapstone  dnring  the  laMfve  years. 


Condition  In  which 
marketed. 


1893. 


Kongh 

San'o<1  into  slabs 

Manufactured  articles  (a) 
Ground  (6) 

Total  (c) 


Short  touH.       V'alue. 


5,760 

104 

7,070 

8,137 


$51,600 

4,400 

123,600 

75, 467 


Short  tons. :     Value.       Short  tons. 


21, 071 


255,067 


5,620 

$50, 780 

1.303 

19,500 

6,425 

244,000 

9,7»6 

87,  045 

23, 144 

401, 325 

1,041 
863 
(110,789  I 
8,802 


Value. 

$8,886 

12,320 

170, 791 

74, 498 


21.495  I       266,495 


a  Includes  bath  and  laundry  tubs;  tire  brick  for  stoves,  heaters,  etc.;  hearthstouen,  mantels,  sinks, 
fjriddles,  slate  peucila,  and  numerous  other  articles  of  everyday  use. 
b  For  foundry  facings,  paper  making,  lubricators,  dressing  skins  and  leather,  etc. 
c  Exclu.sive  of  tho  amount  lused  for  pigment,  which  is  included  among  mineral  paints, 
d  Includes  1  ton  of  soapstone,  reported  as  325  gross  of  slate  pencils. 
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Production  of  soapstone  during  the  last  five  years — Continued. 


1896. 


1897. 


(Tomtition  in  which  marketed. 


Short  tons.  I      Yalac.      i  Short  t4>n8. '      Value 


Uoagh 

Sawed  into  slabs 

Manufactured  articles  (a) 
Ground  (6) 


1.550 

$13. 375 

923 

15. 481 

d  10, 133 

232,  261 

9,577 

92, 948 

1,020 

1.107 

12,095 

7.701 


112,  535 
21.  726 

267, 583 
6?,  785 


Total  (c) 


22,  mi 


W4.  OfiTi 


21.923  '       365,629 


a  Includes  bath  and  laundry  tubs;  fire  brick  for  stoves,  boaters,  etc. ;  hearthstones,  mantels,  sinks, 
griddles,  slate  penoils,  and  numerous  other  articles  of  everyday  use. 
ft  For  foundry  facings,  paper  making,  lubricators,  dressing  skins  and  leather,  etc. 
cExclasive  of  the  amount  used  for  pi^rment,  which  is  included  among  mineral  paints. 
(2 Includes  50  tons  manufactured  into  crayons  and  slate  pencils. 

In  the  following  table  are  shown  the  amount  and  value  of  soapstone 
produced  in  the  United  States  since  1880,  exclusive  of  fibrous  talc  and 
soapstone  ground  for  paint: 

Annual  product  of  soapstone  since  1S80. 


Yekr. 


Quantity. 


Short  ton». 

1880 !  8,441 

1881 7.000 

1882 6,000 

1883 1  8,000 

1884 1  10,000 

188.5 1  10,000 

1886 12.000 


1887. 
1888, 


12,000 
1.5,000 


Value. 


Tear. 


Quantity 


A'alue. 


$66,665 
75,  000 
90,000 
150,000 
200,000 
200,000 
225, 000 
225,000 
250,000 


1  Short  tons. 

1889 '  12,715 

1890 13,670 

1891 16,514 

1892 '  23,208 

1893 21,070 

1894 23,144 

1895 1  21,495 

1896 '  22,183 

1897 21,923 


$231, 708 
252,309 
243,  981 
423, 449 
255, 067 
401,  325 
266, 495 
354, 065 
3a5, 619 


FIBROUS  TAI^. 

The  only  source  of  supply  for  this  variety  of  soapstone  continues  at 
Gouverneur,  Saint  Lawrence  County,  New  York.  The  production  in 
1897  was  the  largest  ever  obtained,  but  the  value  was  less  than  in  any 
year  since  1891,  with  the  exception  of  1895,  when  the  amount  produced 
was  about  two-thirds  of  the  product  in  1897.  The  output  in  1897 
amounted  to  67,009  short  tons,  valued  at  $396,936,  against  46,089  short 
tons,  worth  $399,443,  in  1896.  indicating  an  increase  of  nearly  25  per 
cent  in  product,  with  a  loss  of  1  per  cent  in  value.  Had  the  same  price 
obtained  in  18.»7  as  1896  the  value  of  the  product  last  year  would  have 
exceeded  $400,000.  As  it  is,  the  value  per  ton  has  declined  from  $10.90 
in  1894  to  $9.45  in  1895,  to  $8.67  in  1896,  and,  finally,  to  $6.96  in  1897. 
Most  of  the  product  is  ground  before  being  marketed,  but  about  10,000 
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toDS  were  sold  in  the  rough  state  in  1897,  bringing  about  $2.20  per  ton, 
and  this  had  the  effect  of  lowering  the  general  average  price.  The 
average  price  for  ground  talc  in  1897  was  $7.95,  against  $8.87  in  1896. 

Fibrous  talc  is  used  principally  as  a  Uller  or  makeweight  in  the  man- 
ufacture of  the  medium  grades  of  paper.  A  small  amount  goes  into 
the  manufacture  of  paint  and  wall  plasters. 

The  following  table  shows  the  amount  and  value  of  fibrous  talc  used 
for  different  purposes  in  1895, 1896,  and  1897 : 

Diaposition  of  Jibrous  talc  product  in  1895^  1896j  and  1897, 


1893. 

180G. 

18»7. 

?**<»^*           Value, 
tons. 

1 

Sh<irt  toua. 

Value. 

Short 
tons. 

Value. 

Sold  crude 

1,363 

$2,  726       9-  800 

$21,500 
375, 436 

Paper  filling 

Paint 

39,021 

48 
171 

$369,007 
552 

44. 726 

396,  717 

47,209 

Wall  pi  asters 

1,338   ) 

Total 

39, 240 

370, 897 

46, 089       399,  443 

57,009 

396,936 

IMPORTS. 

The  following  table  exhibits  the  imports  of  talc  of  all  kinds  since 
1880.  .  From  1880  to  1889  the  imports  were  fairly  regular.  Since  1889 
they  have  been  very  irregular.  From  19,229  short  tons,  valued  at 
$30,993  in  1889,  they  dropped  to  1,044  tons,  worth  $1,560  in  1890,  and 
81  tons,  worth  $1,121  in  1891.  They  increased  in  1892  to  531  tons,  and 
again  in  1893  to  1,360  tons,  decreasing  in  1894  to  622  tons.  In  1895  they 
increased  to  3,165  short  tons,  valued  at  $26,843,  decreasing  in  1896  to 
1,966  tons,  worth  $18,693,  and  again  in  1897  to  796  tons,  worth  $8,423: 

Tale  imported  into  the  United  States  from  1880  to  1897 y  inclusive. 


Year. 


1880. 

1881. 

1882. 

1883. 

1884 

1885 

1886. 

1887. 

1888 


Quantity. 


Short  torn. 


Value. 


Year. 


Quantit}'. 


Value. 


(a) 
24,165 


$22, 807 
7,331 
25,641 
14,607 
41,165 
24,356 
24, 514 
49,  250 
22,446 


I  Short  ton9. 
1889 19,229 


1890 

1891 

1892 

1893 

1894 

1895 

1896, 

1897. 


1,044 
81 

531 
1,360 

622 
3,165 
1,966 

796 


$30,993 

1,560 

1,121 

5,546 

12, 825 

6,815 

26,843 

18,  693 

8,423 


a  Quantity  not  reported  previous  t»  1888. 
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In  the  following  table  is  shown  the  output  of  soapstone  iu  Canada  for 
a  period  of  eleven  years.  It  will  be  observed  that  the  values  are  usually 
much  less  than  those  given  for  the  United  States  product,  and  the 
fluctuations  in  value  are  even  more  pronounced  than  in  this  country. 
Id  1886  and  1887  the  product  was  valued  at  $S  per  ton.  The  output  in 
both  years  was  small.  In  1888,  with  an  increase  of  only  40  tons  in 
product,  the  value  fell  to  $2  per  ton.  In  1889  the  output  increased  56 
tons  and  the  price  went  up  to  $6  per  ton.  In  181K)  the  output  increased 
to  917  tons,  nearly  five  times  the  amount  obtained  in  1889,  but  the 
value  increased  only  $69,  the  price  per  ton  declining  to  $1.35.  No  out- 
put was  reported  in  1891.  In  1892  the  product  was  50  per  cent  more 
than  in  1890,  the  value  increasing  five  times,  or  to  $4.54  per  ton.  In 
1893,  with  a  decrease  of  nearly  50  per  cent  in  the  product,  there  was  a 
decline  to  $2.68  per  ton.  The  price  declined  again  in  1894  to  $1.78  per 
ton,  and  in  1895  advanced  to  $4.50  per  ton,  the  output  of  475  tons  being 
valued  at  $2,138.  In  1896  the  production  fell  off  65  tons  to  410  tons, 
while  the  price  declined  to  $3  per  ton. 

These  figures  are  obtained  from  the  annual  report  of  the  geological 
survey  of  Canada: 

rroduciion  of  soapatone  in  Canada  from  1S86  to  1896. 


Calendar  year. 


Tons.  , 


Value. 


1886 

1887. 

1888. 

1889. 

1890 

1891. 

1892. 

1893. 

1894. 

1895. 

1896. 


50 

$400 

100 

800    , 

140 

280 

195 

1,170 

917 

1,239 

None. 

None. 

1,374 

6,240    ' 

717 

1,920 

916 

1,640    , 

475 

2,138    ' 

410 

1.230 

CLAY  STATISTICS. 


By  Jefferson  Middleton. 


BRICK  AND  TII.E. 

INTRODUCTION. 

The  results  of  the  fourth  statistical  canvass  of  the  clay- working  indus- 
tries of  the  United  States,  by  the  Geological  Survey,  are  shown  in  the 
following  pages.  At  the  opening  of  the  building  season  the  clay  work- 
ers were  encouraged  to  believe  that  the  year  would  be  one  of  unusual 
activity.  The  results  of  this  canvass,  however,  show  that  their  hopes 
were  not  well-founded,  and  1897  closed  as  one  of  the  poorest  years 
kuown.  This  is  evinced  by  the  large  number  of  firms  which  began 
operations  in  the  spring,  but  shut  down  after  a  short  season.  The 
great  coal  strike  of  1897  was  also  a  factor  in  decreasing  the  output4ast 
year. 

This  opportunity  is  again  taken  to  thank  the  clay  workers  of  the 
country  for  their  cooperation,  especially  the  potters,  who  responded 
much  more  promptly  and  satisfactorily  than  in  1896. 

In  spite  of  the  increased  number  of  firms  reporting  as  in  operation, 
and  the  fact  that  the  pottery  product  reported  was  far  greater  than  in 
1896,  the  grand  total  of  the  clay  products  declined  nearly  3  per  cent. 
This  reduction,  too,  was  not  confined  to  any  one  variety  of  clay  products, 
but  every  branch  of  the  industry  sufi^ered  except  the  pressed  brick,  the 
vitrified  paving  brick,  and  the  fireproofing  industry. 

In  1897  an  effort  was  made  to  collect  the  statistics  of  raw  clay,  the 
results  of  which  are  given  in  this  report.  Like  all  new  statistical  inves- 
tigations, where  the  means  at  command  for  carrying  on  the  work  are 
limited,  the  results  of  the  first  canvass  are  not  all  that  could  be  desired, 
but  on  the  whole  are  as  satisfactory  as  could  be  hoped  for  under  the 
circumstances,  and  it  is  confidently  expected  that  for  1898  the  returns 
will  be  much  more  satisfactory. 
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PRODUCTION  AND   VALUE. 

In  the  following  table  is  given  a  resume  of  the  total  value  of  the 
brick  and  tile  and  pottery  products  of  the  United  States,  in  1897,  by 
States : 

Value  of  clay  products  of  the  UHiied  Slaletif  in  1S97. 


State. 


Alabama 

Arizona 

Arkansas 

California 

Colorado 

Connecticut  and  Rhode  Island.. 

Delaware  .• 

District  of  Columbia 

Florida 

Georgia 

Idaho  

Illinois 

Indiana 

Iowa 

Kansas 

Kentucky- 

Louisiana 

Maine 

Maryland 

Massachusetts 

Michigan 

Minnesota 

Mississippi 

Missouri 

Montana 

Nebraska 

New  Hampshire 

New  Jersey 

New  York 

North  Carolina 

North  Dakota 

Ohio 

Oklahoma  a 

Oregon 

Pennsylvania 

South  Carolina 

South  Dakota 

Tennessee 


Totol  brick 
and  tile. 


$411,028 

54,143 

167,  439 

659, 202 

389,354 

1, 265, 170 

68,458 

288,  981 

89,435 

948,  313 

15,  914 

4, 879, 674 

2, 514, 584 

1,  782, 231 

252,  418 

680, 938 

370, 910 

800,739 

1, 070, 2(J5 

1, 950, 052 

769, 570 

567,  394 

263,100 

2, 344, 069 

231,  649 

351,385 

439, 672 

4, 195, 134 

5, 432,  239 

355,324 

62, 420 

5, 897, 415 

77, 622 

115,  798 

7, 171, 296 

290,  497 

21,800 

571,  923 


Total  pottery. 

Grand  total. 

$32,350 

$443,  378 

54. 

184, 

143 
099 

16,660 

32,703 

691, 

905 

10,000 

399, 

,354 

71,500 

1,336, 

,670 

68, 
291, 

458 
981 

3,000 

3.500 

92, 

935 

10,700 

959, 

013 

1,800 

17, 

,714 

518,900 

5, 398, 

,574 

297, 725 

2,812 

,309 

39, 016 

1, 821, 

,247 

4,100 

256, 

518 

125, 430 

806, 

368 

500 

371, 

410 

500 

801, 

239 

232, 017 

1,302, 

282 

229,344 

2, 179, 

396 

22,300 

791, 

870 

303, 875 

871, 

269 

12,000 

275, 

100 

52, 459 

2, 396, 

528 

529 

232, 

178 

3,980 

355, 

365 

25,000 

46.i, 

,672 

1, 127, 363 

5,322, 

,497 

183,265 

5,615 

,504 

13, 170 

368, 

494 

62, 
10, 617, 

,420 
,684 

4,  720, 269 

77 
124 

,622 
,803 

9, 005 

703, 399 

7,874 

,695 

700 

291 

,197 

21 
612 

,800 
,293 

40,  370 

a  Including  New  Mexico  and  Indian  Territory. 
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FalaS  of  clay  products  of  the  United  States,  in  1897 — Continued. 


State. 


Total  brick 
and  tile. 


Texas 

Utah 

Vermont 

Virginia 

Washington 

West  Virginia 

Wisconsin .. 

Wyoming 

United  States 
Per  cent  of  tot-al  . . . 


1, 134,  829 
135,  781 
53,  485 
804,816 
190,  720 
595,  734 
724, 282 
3,  550 


51, 460, 782 
84.48 


ToUl  pottery. 

Grand  toUl. 

62,  210 
1,200 

1, 197,  039 

136,981 

53,485 

7,200 

2,500 

519, 520 

10,800 

812. 046 

193,  220 

1,115,254 

735,082 

3,550 

9, 450, 859 
15. 52 

60, 911, 641 
100.00 

In  the  following  table  is  given  a  statement  of  the  value  of  the  clay 
products  of  the  United  States  from  1894  to  1897,  by  States: 

Value  of  clay  products  of  the  United  States,  1S94  to  1S97. 


StAte. 


1894. 


1895. 


1896. 


181*7 . 


Alabama 

Arizona 

Arkansas , 

California 

Colorado 

Connecticut  and  Rhode 

Island , 

Delaware , 

District  of  Columbia  . . 

Florida 

Georgia 

Idaho 

Illinois 

Indiana 

Iowa 

Kansas 

Kentucky 

Louisiana 

Maine 

Maryland 

Massachusetts 

Michigan 

Miuuesota 

Mississippi 

Missouri 


$266, 045 

18, 081 

212, 096 

841, 495 

478, 077 

1,  Oil,  600 

46, 028 

390, 672 

83,587 

699, 887 

30,268 

8, 474,  360 

3, 135, 569 

2, 379, 506 

218, 575 

759, 675 

517, 262 

831,  782 

1,344,865 

2, 339, 934 

2,  25*1,  329 
920, 510 
142, 700 

2,  615, 578 


$301, 341 

6,  855 

243, 959 

1, 421, 15-1 

553,383 

1, 128, 925 

58, 615 

373,304 

114,015 

867,355 

18,890 

7,  619, 884 

3, 117, 520 

1, 870, 292 

246, 647 

839, 198 

415,718 

737, 104 

1, 066,  987 

2, 221, 590 

1, 129, 195 

1, 100, 135 

194, 750 

2,  799, 218 


$372, 185 

55,663 

216, 332 

680,  207 

328,  680 

1,  448, 598 

61,003 

353, 565 

122, 144 

905,813 

16,000 

5, 863,  247 

2, 674, 325 

1, 694,  402 

260,087 

830,809 

402,  412 

994, 731 

1,  450, 055 

2,  262, 974 
1, 005, 405 

596,701  1 

224, 809  i 

2, 680, 245 


$443, 378 

54, 143 

184,099 

691, 905 

399,  a54 

1, 336, 670 

68,458 

291,  981 

92, 935 

959, 013 

17, 714 

5, 398, 574 

^,  812, 309 

1, 821,  247 

256,  518 

806,368 

371,410 

801, 239 

1, 302,  282 

2, 179, 396 

791, 870 

871, 269 

275, 100 

2, 396, 528 
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Value  of  clay  products  of  the  United  States,  1894  to  1897 — Coutinued. 


state. 


Montana 

Nebraska 

New  Hampshire 

New  Jersey 

New  York 

North  Carolina 

North  Dakota 

Ohio 

Oklahoma  a 

Oregon 

Pennsylvania 

South  Carolina 

South  Dakota 

Tennessee 

Texas 

Utah 

Vermont 

Virginia 

Washington 

West  Virginia 

Wisconsin 

Wyoming 

United  States  . . . 
Number  firms  reporting 


lg94. 


1895. 


154, 429 

519,  784 

503,505 

3, 976, 555 

5, 164, 022 

286,680 

52,  400 

10, 668,  498 

56,663 

161, 988 

7, 428, 048 

236,697 

27,002 

634,344 

1,028,853 

176,900 

98,052 

937, 593 

515, 659 

673,006 

1, 255, 376 

6,850 


U,  575, 385 
6,264 


204,193 

214, 541 

521, 567 

4, 899, 120 

5, 889, 496 

400,983 

48,000 

10, 649, 382 

45,307 

138,543 

8, 807, 161 

276, 918 

10, 740 

522,534 

1, 030, 446 

112,586 

132, 544 

855,768 

265, 445 

895,  777 

944,196 

8,525 

65,  319, 806 
6,284 


189G. 


276, 311 

144, 373 

598,169 

4, 728, 003 

6, 414, 206 

420,899 

59,625 

9, 949, 571 

38,444 

126, 345 

9, 063, 313 

354, 275 

53,004 

537,325 

915,753 

137, 573 

83,274 

879, 526 

161, 528 

902,944 

788, 995 

9,659 

62, 143, 507 
7. 298 


1897. 


232, 178 

355,365 

464,672 

5, 322, 497 

5, 615, 504 

368,494 

62,420 

10,617,684 

77,622 

124,803 

7, 874, 695 

291, 197 

21,800 

612, 293 

1, 197, 039 

136,981 

53,485 

812,046 

193,220 

1, 115, 254 

735,082 

3,550 


60,911,^41 
7,180 


a  Including  ^New  Mexico  and  luditin  Territory. 

As  will  be  seen  by  these  tables,  the  value  of  the  clay  products  in 
1897  was  $60,911,641,  as  compared  with  $62,143,507  in  1896,  a  decline 
of  $1,231,866,  or  1.98  per  cent.  This  decline  is  in  spite  of  the  increase 
in  the  value  of  the  pottery  product  from  $6,620,627  in  1896  to  $9,450,859 
in  1897,  which  of  course  indicates  a  continued  decline  in  the  value  of 
the  brick  and  tile  product,  as  stated  elsewhere. 

The  number  of  producers  reporting  decreased  from  7,298  in  1896,  to 
7,180  in  1897.  While  this  shows  a  slight  decline  in  the  total  number 
of  firms  reporting,  it  is  unquestionably  true  that  the  number  heard 
from  this  year  was  larger  than  ever  before,  and  the  decline  is  accounted 
for  by  the  fact  that  many  of  the  firms  taken  to  be  idle  in  1896  have 
since  reported  themselves  entirely  out  of  business  and  their  names 
have  not  been  included  among  the  firms  reporting. 

The  statistics  of  Maryland,  as  in  1896,  were  collected  by  the  geologi- 
cal survey  of  that  State,  under  the  supervision  of  Prof.  W.  B.  Clark,  to 
whom  thanks  are  here  extended  for  the  completeness  of  the  figures 
furnished. 
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As  Will  be  noted  by  these  tables,  the  number  of  common  brick  made 
in  1897  was  5,279,674,000,  valued  at  $26,353,904,  or  $5  per  thousand,  as 
compared  with  5,701,269,000  in  1896,  worth  $29,664,043,  or  $5.20  per 
thousand.  In  1896  this  class  of  brick  constituted  47.74  per  cent  of  the 
total  clay  products  of  the  country,  while  in  1897  it  constituted  43.27  per 
cent  of  the  grand  total.  As  in  1896,  New  York  was  the  largest  pro- 
ducer of  this  variety  of  brick,  828,868,000  being  made  in  that  State  in 
1897  and  931,565,000  in  1896.  Pennsylvania  was  second  in  both  years, 
and  Illinois  third  in  both  years.  In  1897  there  were  made  323,786,000 
pressed  brick,  including  bufit',  gray,  and  other  fancy-colored  brick,  valued 
at  $3,931,336,  or  $12.14  per  thousand,  while  in  1896  there  were  made 
271,105,000,  worth  $3,386,931,  or  $12.49  per  thousand.  In  1896  5.45  per 
cent  of  the  total  product  was  pressed  brick,  while  in  1897  it  constituted 
5.46  per  cent  of  the  total  value.  Pennsylvania,  New  Jersey,  and  Ohio 
were  the  largest  producers,  in  point  of  value,  of  pressed  brick  in  both 

1896  and  1897,  in  the  order  stated. 

The  product  of  vitrified  paving  brick  increased  from  320,407,000  in 
1896,  worth  $2,794,585,  or  $8.72  per  thousand,  to  435,851,000  in  1897, 
valued  at  $3,582,037,  or  $8.22  per  thousand.  It  is  interesting  to  note 
that  only  three  items  in  this  table  show  an  increase  in  1897  over  1896, 
and  that  the  vitrified  brick  product  showed  the  greatest  increase.  The 
great  vitrified  brick  producing  region  of  the  Ohio-Missisippi  valleys, 
comprising  the  States  of  Iowa,  Illinois,  Indiana,  Ohio,  and  West  Vir- 
ginia, in  1896  produced  $1,572,493  worth  of  this  product,  or  56^7  per 
cent  of  the  total,  while  in  1897  it  produced  $2,299,856  worth,  or  64.21 
per  cent.    The  percentage  of  the  total  product  in  1896  was  4.50,  and  in 

1897  it  was  5.88.  Illinois,  Ohio,  and  Iowa  were  the  largest  producers 
of  vitrified  paving  brick  in  1897,  in  the  order  named,  while  Ohio, 
Illinois,  and  Pennsylvania  were  the  greatest  producers  in  1896. 

The  fancy  or  ornamental  brick  product  showed  a  decrease  from 
$763,140  in  1896  to  $685,048  in  1897,  which  was  a  decrease  of  $78,092, 
or  10.23  per  cent.  The  percentage  of  the  total  product  in  1896  was 
1.23,  while  in  1897  it  was  but  1.12.  New  Jersey  and  Missouri  contrib- 
uted most  largely  to  this  total  in  1896,  and  New  Jersey  and  Ohio  were 
the  largest  producers  of  fancy  brick,  with  Missouri  third  in  1897. 

The  fire-brick  product  decreased  from  $4,944,723  in  1896  to  $4,094,704 
in  1897,  a  loss  of  $850,019,  or  17.19  per  cent.  Pennsylvania  continues 
to  hold  her  rank  as  the  largest  producer  of  fire  brick,  and  although  her 
product  was  more  than  twice  that  of  any  other  State,  she  declined  from 
$2,083,414  in  1896  to  $1,707,621  in  1897.  New  Jersey  lost  her  rank  as 
second  in  the  value  of  this  product,  being  reduced  to  fourth  place,  Ohio 
with  a  product  of  $510,878  and  New  York  with  a  product  of  $339,746, 
being  respectively  second  and  third.  The  percentages  of  the  total 
product  were  7.96  in  1896  and  6.72  in  1897. 

The  drain-tile  product  increased  very  slightly  from  $2,614,238  in 
1896  to  $2,623,305  in  1897.     The  States  of  Iowa,  Illinois,  Indiana, 
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Michigan,  aDd  Ohio  prodaced  in  1896  $2,074,417  worth  of  drain  tile, 
or  77.05  per  cent  of  the  total;  in  1807  these  States  prodaced  $2,366,905 
worth,  or  90.23  x)er  cent  of  the  total.  The  percentage  of  the  total  prod- 
act  of  this  variety  of  ware  in  1896  was  4.21;  in  1897  it  was  4.31. 

The  sewer-pipe  prodnct  decreased  from  $4,583,503  in  1896,  or  7.38 
per  cent  of  the  total  prodact,  to  $4,069,534  or  6.68  per  cent  of  the  total 
prodnct  in  1897.  Ohio,  Pennsylvania,  Maine,  and  Missouri  are  the 
largest  prodacers  of  this  class  of  goods.  The  decrease  in  1897  was 
$518,969,  or  11^1  x)er  cent.  In  1896  its  percentage  of  the  total  product 
was  7.38;  in  1897  it  was  6.68. 

The  valae  of  the  ornamental  terra  ootta  prodnced  in  1897  declined 
from  $2^229.98:5  in  1896  to  $1,701,422,  a  decrease  of  $528,561,  or  23.70 
per  cent.  Its  percentage  of  the  total  valne  was  3.59  in  1896  and  2.79 
in  1897.  New  Jersey,  New  York,  and  Illinois  continue  to  be  the 
largest  producers  of  ornamental  terra  cotta. 

Fireproofing  continued  to  increase.  In  1897  its  value  was  $1,979,259 
as  compared  with  $1,704,904  in  1896,  or  an  increase  of  16.09  per  cent. 
This  increase  is  only  natural  considering  the  popularity  of  this  material 
in  the  construction  of  fireproof  buildings.  As  in  1896,  Illinois,  Indiana, 
Massachusetts,  Xew  Jersey,  Ohio,  and  Pennsylvania  were  the  chief 
producing  StateSi.  Its  percentage  of  the  total  product  increased  from 
2.74  in  1896  to  3  25  in  1897. 

The  tile  prodnct  followed  the  general  course  of  the  day  industries  in 
IS^C  and  declined.  Its  value  in  1896  was  $1,618,127,  and  in  1897  it  was 
$1,026,31^  a  decrease  of  $591,729,  or  36.57  per  cent.  In  1896  the  per- 
centage of  the  total  product  of  this  class  of  goods  was  2.60;  in  1897  it 

was  1.68. 

The  miscellaneous  clay  products,  comprising  a  large  variety  of  goods 
which  o;iu  not  properly  be  classified  with  any  of  the  foregoing,  but 
which  aT«  enumerated  in  a  footnote  to  the  table,  increased  from 
$1.2i;l,703  in  1896  to  $1,413,835  in  1897. 

The  total  value  of  the  brick  and  tile  products,  as  will  be  seen  by  the 
t»ble.  was  $5U46l>,782  in  1897  as  compared  with  $55,522,880  in  1896,  a 
decline  of  ♦4,tWM>i^  or  7.32  per  cent  In  1896  its  percentage  of  the 
gnrnd  total  was  89.»;  in  1897  it  was  84.48. 

The  following  table  gives  a  comp;irison  of  the  clay  industry  in  1896 
and  1S5^7%  slewing  the  increase  or  decrease  of  the  various  items  in  1897 : 
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Value  of  clay  products  in  the  United  States  in  1896  and  1897,  with  increase  or  decrease. 


1896. 

18»7. 

Iiicrea«M  in 
1897. 

Decrease  in  W  i. 

ComiDoii  briclc  .... ..... 

$29, 664, 043 
3, 386, 931 
2, 794, 585 

763. 140 
4, 944, 723 
2, 614, 238 
4, 588, 503 
2, 229, 983 
1, 704, 904 
1, 618, 127 
1, 213, 703 

$26, 353, 904 
3, 931, 336 
3, 582, 037 

685,048 
4, 094, 704 
2, 623, 305 
4, 069, 634 
1, 701, 422 
1, 979, 259 
1, 026, 398 
1, 413, 835 

$3, 310, 139 

Pressed  brick    ---. 

$544,405 
787,452 

Vitrified  paving  brick  . . 
Fancy    or    ornamental 
brick  ..--.. 

78,092 
850,019 

Fire  brick 

Drain  tile 

9,067 

Sewer  nine 

518,969 
528, 561    1 

Ornamental  terra  cotta. 
FireDroofinsf 

274,355 

Tile  not  drain 

591, 729 

Miscellaneons 

200,132 

Total  brick   and 
tile 

1 
55,522,880  !  Rl-4«)-782 

1, 815, 411 

5, 877, 509 
4, 002, 098 

Decrease  in   brick  and 
tile  in  1897 

—      7 F 

Total  pottery 

6, 620, 627 

9, 450, 859 

2, 830, 232 

Total 

62, 143, 507 

60, 911, 641 

4, 645, 643 

5, 877, 509 
1,231,866 

Net  decrease  in  1897  .... 

From  this  table  it  will  be  seen  that  only  three  of  the  brick  and  tile 
products  showed  any  material  increase  m  value  in  1897,  namely,  pressed 
brick,  vitrified  paving  brick,  aud  fireproofing.  One  would  naturally 
look  for  an  increase  in  the  production  of  the  two  latter  varieties  of 
goods.  Vitrified  paving  brick,  which  were  received  with  some  hesi- 
tancy at  first,  have  been  in  use  long  enough  now  to  demonstrate  their 
value,  and  a  large  increase  in  their  use  may  be  looked  for.  The  use  of 
fireproofing  has  also  become  essential  in  the  construction  of  large  build- 
ings, and  when  building  operations  reach  their  normal  proportions  fire- 
proofing  will  also  show  a  great  increase  in  xiroduct.  The  percentage 
of  increase  in  the  vitrified  brick  product  was  28.18,  while  that  of  the 
fireproofing  was  16.09. 

The  decrease  in  the  product  of  common  brick,  $3,310,139,  is  the  larg- 
est since  the  collection  of  the  statistics  of  the  clay  products  was  begun 
by  this  office,  and  is  itself  more  than  twice  the  total  decline  in  all  the 
clay  products. 

As  shown  by  this  table,  were  it  not  for  the  increase  in  the  pottery 
products  the  decrease  in  the  total  would  have  been  over  three  times  as 
great  aud  the  product  would  have  fallen  below  the  $60,000,000  mark. 


;.'»*n 
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Tl.f  -.»ii«»wi:ijr  -Ani#*«  ^hnw  rbe  rank  of  StateSt  total  value  of  products, 
ui<t    ht^   >tf»mf^nr;ure  or  'lie  "^orai  prmiact  made  by  each  State  in  1897 

,^^mii  ,9   ^tat^  imd  miptu  *f   iaif  pntdmct*  m  13CC  and  1806, 


o 


i4 


,> 


^^'^ 


^8 


^ 


<J- 


imuft 


Value. 


'•iio 

'«W     .'jCK- 

niiioi* 

•Ttll:i.nA 


I 

To 


:iua<*rc5. 


Muc^MUti    

>e«*       rxTOiA 

wvrx.t  A -. 

^lrtu«iwi«. 


,  TX"**-^ 


Vvuvu*:ak^*     

H^tutv . . . 

HKlil^t**!^ 

"  \  •  ::»w*U(!4tk  .  -  -  .  . 

'iMtiuow^ 

V..:*«.s*ui4il  

V.'yiiV4t*».^0  

l.s»il»>4»U»*     

Ni^i^'li  v'i%*<uUi*    

\«>V>iT^>£K :«  

Iv  iackV'v  

\io)ii^u<<.«  

vUv<;v>»      


Ml 


^  ^  *  * 


*    V  ^  ^  *  %  * 


15») 
TTI3 
>•} 

427 

35 
71 

117 

i«a 

uo 

It>4 

14;* 

17 
t>7 

o6 
T4 


#10. 617, 684 

7. 874, 695 

5. 615, 504 

5. 398«  574 

5.322,497 

2.812.300 

2.396.528 

2,179,396 

L  92X  247 

t336,670 

1. 302. 282 

1.197.039 

1.115,2&i 

950.013 

871,269 

812,046 

806,368 

801,239 

791.870 

735.082 

691,905 

612,293 

464,672 

443,378 

399.354 

371,410 

368,494 

355,365 

291,981 

291,197 

275,100 

256,518 

232,178 

193,220 

184,099 

136,981 

124,803 


Percent 

of  total 

prodoct. 


17.43 
12.93 
9.22 
8.86 
8.74 
4.62 
3.93 

•f  •  do 

2.99 

2.19 

2.14 

1.97 

1.83 

1.57 

1.43 

1.33 

1.32 

1.32 

1.30 

1.21 

1.14 

1.01 

.76 

.72 

.  66 

.61 

.60 

.58 

.48 

.48 

.45 

.42 

.32 
.30 
.23 
.21 
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Bank  of  States  and  output  of  olajf  produot$  in  1897  and  1896 — Continued. 

1807— Continued. 


Bank. 


38 
89 

40 
41 
42 
43 
44 
45 
46 


Rank. 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

28 


State. 


Florida 

Oklahoma,  New  Mexico,  and  Indian 

Territory 

Delaware 

North  Dakota 

Arizona 

Vermont 

South  Dakota 

Idaho  

Wyoming 

United  States 


Number  of 

firms 
reporting. 


35 

35 
28 

9 
26 
20 

9 
20 

5 


7,180 


Value. 


$92,935 

77, 622 
68,458 
62,420 
54,143 
53,485 
21,800 
17, 714 
3,550 


60, 911, 641 


Per  cent 
of  total 
product. 


.15 

.13 
.11 
.10 
.09 
.08 
.04 
.03 
.01 


100.00 


1806. 


SUt(>. 


Ohio.   

Pennsylvania  ... 

New  York 

Illinois 

New  Jersey 

Missouri , 

Indiana , 

Massachusetts . . 

Iowa 

Maryland 

Connecticut 

Michigan 

Maine 

Texas 

Georgia 

West  Virginia . . 

Virginia 

Kentucky 

Wisconsin 

California 

New  Hampshire 

Minnesota 

Tennessee    


Number 

of  firms 

sporting. 


Value. 


1,021 

536 

295 

836 

140 

290 

827 

123 

519 

137 

47 

238 

117 

149 

88 

45 

114 

125 

157 

91 

64 

146 

101 


$9, 949, 571 

9, 063, 313 

6, 414, 206 

5, 863, 247 

4, 728, 003 

2, 680, 245 

2, 674, 325 

2, 262, 974 

1,694,402 

1, 450, 055 

1, 151, 598 

1,005,405 

994,731 

916, 753 

905,813 

902,944 

879, 526 

830,809 

788,995 

680,207 

598,169 

596, 701 

537,325 


Per  cent 
of  toUl 
product. 


16.01 

14.58 

10.32 

9.44 

7.61 

4.31 

4.30 

3.64 

2.73 

2.33 

1.85 

1.62 

1.60 

1.47 

1.46 

1.45 

1.42 

1.34 

1.27 

1.09 

.96 

.96 

.  86 
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Bank  of  Statet  and  output  of  daj/  products  in  2897  and  7^96— Con  tinned. 

1806— Gontiniied. 


iUnk. 


24 
25 
26 
27 
28 
29 
90 
31 
82 
33 
34 
35 
36 
37 
38 
39 
40 
41 
42 
43 
44 
45 
46 
47 


SUte. 


Kamber 

of  flrma 

reporting. 


North  CarolinA 

Louisiana 

Alabama 

South  Carolina 

District  of  Colnmbia 

Colorado 

Rhode  Island 

Montana 

Kansas 

Missuisippi 

Arkansas 

Washin'jrton 

Nebraska 

UUh 

Oregon 

Florida 

Vermont 

Delaware 

North  Dakota 

Arizona 

South  DakoU 

Oklahoma  a 

Idaho  

Wyoming 


129 
59 
80 
56 
16 
87 

1 
28 
71 
46 
71 
52 
110 
54 
66 
35 
18 
26 

8 
19 
11 
25 
19 

5 


Vslae. 


$420,899 

402,412 

372,185 

854,275 

353,565 

328,680 

297,000 

276, 311 

260,087 

224,809 

216,332 

161,528 

144, 373 

137, 573 

126, 345 

122,144 

83,274 

61,003 

59,625 

55,663 

53,004 

38,444 

16,000 

9,659 


Percent 
of  total 
prodnct. 


.68 
.65 
.60 
.57 
.57 
.53 
.48 
.44 
.42 
.  36 
.35 
.26 
.23 
.22 
.20 
.20 
.13 
.10 
.10 
.09 
.09 
.06 
.03 
.02 


United  States 7,298    I    62,143,507    '    100.00 


a  Including  Indinn  Territory  and  New  Mexico. 

As  in  previous  years,  every  State  and  Territory  except  Nevada  and 
Alanka  pt^rticipated  in  this  total.  Ohio  still  holds  the  first  position 
wlien  value  of  product  is  considered,  her  prodnct  in  1897  bein^  valued 
at  110,017,084  or  17.43  per  cent  of  the  total,  which  is  $668,113  greater 
than  her  product  in  1896,  when  her  percentage  of  the  total  was  16.01. 
Thin  Increase  is  due  entirely  to  the  increased  ainonntof  pottery  reported 
In  1807,  the  total  value  of  the  brick  and  tile  reported  in  1896  being 
»7,OflO,L»lil  as  compared  with  $5,897,415  in  1897,  a  loss  of  $1,152,806. 
Tho  pott4Ty  piH>durt,  however,  increased  from  $2,899,350  in  1896  to 
$4,720,1300,  an  increase  of  $1,820,919  in  1897.  Pennsylvania  is  again 
nooond,  with  a  pn>duot  valued  at  $7,874,605,  or  12.93  per  cent  of  the 
t<»tal,  H«  cM)mpartHl  with  $9,063,313,  or  14.49  per  cent  of  the  total  in 
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1896.  Kew  York,  DliDois,  and  New  Jersey  retain  their  relative  ranks 
of  third,  fourth,  and  fifth,  respectively,  in  1897,  with  products  valued 
at  $5,615,504,  or  9.22  per  cent  of  the  total ;  $5,398,574,  or  8.86  per  cent 
of  the  total,  and  $5,322,497,  or  8.74  per  cent  of  the  total,  respectively. 

Indiana,  which  was  displaced  from  the  sixth  position  in  1896  by  Mis- 
souri, has  regained  that  place  and  Missouri  goes  back  to  the  seventh, 
which  she  has  held  every  year  since  our  statistics  began,  with  the 
exception  of  1896.  Indiana's  product  was  valued  at  $2,812,309  in  1897, 
or  4.62  per  cent  of  the  total  product,  while  in  1896  her  product  was 
valued  at  $2,674,325,  or  4.30  per  cent  of  the  total.  Missouri's  product 
in  1897  was  valued  at  $2,396,528,  or  3.93  per  cent  of  the  total;  in  1896 
her  pitKiuct  was  $2,680,245,  or  4.31  per  cent  of  the  total  product. 

Massachusetts  and  Iowa  retained  the  places  they  held  in  1896,  that 
is,  eighth  and  ninth,  respectively.  Massachusetts'  product  was  valued 
at  $2,179,396  in  1897,  or  3.58  per  cent  of  the  total;  while  in  1396  she 
produced  $2,262,974  worth  of  (day  goods,  or  3.64  per  cent  of  the  total 
value. 

The  other  changes  worthy  of  note  were :  Maine,  which  held  thirteenth 
place  in  1896,  dropped  to  eighteenth  in  1897 ;  Michigan  dropped  seven 
places,  or  from  twelfth  in  1896  to  nineteenth  in  1897,  and  Minnesota, 
which  oocapied  twenty-second  place  in  1896,  jumped  to  fifteenth  in 

1897,  which  is  the  rank  this  State  held  in  1894.  Nebraska  also  advanced,, 
being  thirty-sixth  in  1896  and  twenty-eighth  in  1897.  . 

The  first  nine  States,  including  the  great  clay-working  region 
between  the  Ohio  and  Missouri  rivers,  together  with  Pennsylvania,. 
New  York,  New  Jersey,  and  Massachusetts,  produced  goods  valuM  at 
$44,038,434,  or  72.30  per  cent  of  the  total,  in  1897 ;  in  1896  they  pro- 
duced $45,330,286  worth,  or  72.94  per  cent  of  the  total.  In  1897  the 
States  of  Ohio,  Illinois,  Indiana,  Missouri,  and  Iowa  produced  37.83 
per  cent  of  the  total;  in  1896  they  produced  36.79  per  cent  of  the  total. 

In  the  following  table  is  given  a  statement  of  the  average  price  of  the 
several  varieties  of  brick  for  the  whole  country  from  1894  to  1897,  and 
is  interesting  as  showing  the  gradual  decrease  in  price  for  all  of  the 
varieties,  except  vitrified  brick,  which  increased  from  $8.20  per  thou- 
sand in  1895  to  $8.72  in  1896,  but  declined  again  to  $8.22  in  1897. 

Falue  per  thousand  of  oommon,  pressed,  and  vitrified  Wick  in  1894, 1896, 1896,  and  1897, 


Year. 


1894 
1895 
1896 
1897 


Commoii. 

Preaaed. 

Vitrifled. 

1 

$5.70 

(a) 

$8.12 

5.25 

$12.97 

8.20 

5.20 

12.49 

8.72    1 

5.00 

12.14 

8.22 

a  Common  and  pressed  brick  not  sepsnttely  dassifled  In  1884. 
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The  followiDg  table  ubows  the  average  value  per  thonsaad  of  the 
several  kinds  of  brick  made  in  tbe  Uuited  States  in  1897,  by  States: 

Jm^t^t  prict  of  brick  ptr  tlMiuaiid  in  1897,  bg  SIMM. 


s.«,. 

Pri.*. 

SU». 

Prk». 

MkiiM 

t5.20 
5.16 

5.08 
5.08 
6.01 
5.00 
4.97 
4.96 
4.96 
4.94 
4.78 
4.68 

4.60 

So  ih  Dak  >ta 

UelawMv 

Idah 

North  ink  >ia 

Ont-a 

Colontdo 

>».r«.k. 

6.06 
6.06 

•■>Kl   id!u»« 

Kentnekf 

1      1 

ll«-»n. 

»—- ■^■•» 

5-JS4 

Ohio 

. 

M*».a^'haKn» 

5.fiS 

iDdiuta 

4.62 

.M 

5.3* 

GwrgL« 

..« 

-""    V 

ATenigr    for    Initrd 

*3S 

',«. 

ll^k • 

3.K 

_ 

.'..-;«Jai 

a.  r«nwrv  i»t  S*-:  Me.ico. 
BUCK. 

,!«,. 

s»««. 

„.. 

....      *.<T  A' 
Su-B 

...     *.:» 

,-«^-......  *=-i  ^' 

>;,.  .-vrw'          

V-  v.!.. 

\itsvfc.O  «-.»»> 

VirstoL* 

13.90 

,.^,,.^,.._ 

^  rfn..ory  ud  New  M»xioo. 
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Average  price  of  brick  per  thousand  in  1897,  by  States — Con  tinned. 

PRESSED  BRICK — continued. 


State. 


Pennsylvania 

Alabama 

District  of  Columbia 

Indiana 

Minnesota 

Georgia 

Florida 

Missouri 

Nebraska 

Idaho  

South  Dakota 

Ohio 

Colorado 

Louisiana 

West  Virginia 

Oregon 

Illinois 


Price. 


$11.86 

11.66 

11.62 

11.31 

10.71 

10.59 

10.42 

10.40 

10.35 

10.00 

10.00 

9.87 

9.84 

9.52 

9.47 

9.21 

8. 99 


State. 


Maine 

Arkansas 

Mississippi 

South  Carolina 

Kansas 

Kentucky 

Tennessee 

Wisconsin 

Utah 

Texas 

Iowa 

North  Carolina 

Michigan 

Average  for  United 
States 


VITRIFIED   PAVING   BRICK. 


Price. 


$8.75 
8.54 
8.36 
8.32 
8.31 
8.25 
8.02 
7.80 
7.76 
7.72 
7.32 
7.05 
5.28 

12.14 


SUte. 


California 

Maine 

New  Jersey 

Connecticut    and    Rhode 

Island 

Michigan 

Minnesota 

New  York 

Washington 

Oregon 

Alabama 

Georgia 

Virginia 

Colorado 

Indiana 

Oklahoma  a 

Missouri 

Arkansas 


Price. 


$15.00 
13.55 
13.27 

12.52 

11.72 

11.13 

11.00 

10.80 

10.49 

10.05 

10.00 

10.00 

9.89 

9.78 

9.78 

9.31 

9.23 


SUte. 


Kentucky 

Texas 

Nebraska 

Illinois 

Pennsylvania 

District  of  Columbia 

Maryland 

Mississippi 

Utah 

Iowa 

West  Virginia 

Kansas 

North  Carolina 

Ohio 

Tennessee 

Average    for    United 
States 


Price. 


$9.00 
8.93 
8.46 
8.25 
8.08 
8.00 
8.00 
8.00 
8.00 
7.57 
7.57 
7.31 
7.00 
6.98 
6.25 


8.22 


a  Inclading  the  product  of  Indian  Territory  and  New  Mexico. 
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It  will  be  noted  tWini  the  foregoing  tables  that  tbe  price  of  common 
brick  in  1897  ranged  from  $7Jii  per  tbonsand  in  Wyoming  to  94.41 
per  tbonsand  in  New  York.  In  1896  Wyoming  and  New  Jersey  were 
the  extremes,  with  average  valaes  of  18.76  and  $3.09  per  thonsand, 
respectively,  while  the  average  of  the  whole  coantry  was  t5.20.  The 
vslne  of  the  c-ommon  brick  produced  in  Tennessee  in  1897  was  identi- 
cal with  the  average  for  the  whole  coniitry,  (5  per  thousand. 

Tbe  average  price  of  pressed  brick,  including  buff,  gray,  and  other 
fftncy -colored  brick,  varied  in  1897  from  $37.90  in  California  to  $5.28 
per  thonsiiDd  in  Xichigau,  tbe  average  for  the  United  States  beiug 
$12.14  per  thoosand.  In  IS%  the  extremes  were  Oalifornia  and  Kan- 
sas, with  an  average  pritx  of  $33.13  and  $6.13  per  thousand,  the  aver- 
age for  the  whole  coantry  being  $12.49.  Pennsylvania's  product  in 
1887  more  nearly  attained  the  general  average  than  that  of  any  other 
State. 

The  vitTified  paving  brick  ranged  in  average  value  per  thousand  in 
1897  from  $15  in  CalifiHnia  to  $6j;.)  in  Teunessee.  In  1896  the  value 
Tarted  from  $15  per  tboosaitd  in  Or^on  to  $5.81  per  thonsand  in 
Montana.  Tbe  average  for  tbe  whole  country  was  $8,72  in  1896  and 
$S^  per  tbou&ind  in  IS&l.  Tbe  Illinois  prodoct  in  1897  was  nearer 
tbe  average  valoe  than  that  of  any  other  State. 

Tbe  folkkviu^  table  8bows  the  namber  of  idle  and  namber  of  active 
works  reputing  in  1896  and  1897,  by  States,  together  with  the  namber 
ivprating  in  1:^95: 
jt  m»«r  */  *^Tt  «W  Mt  rfji  — rtinf  jrlaal*  in  Ike  U»it«il  Stale*  in  1S96  amd  1897,  and 


tW  •«»«■  ./>™*  repTtiMg  i,  1895. 

im.                                       ISM. 

?"JS 

Ji«i«.   Ufa.  j  TMrt.  AotiT..  1  Ml.. 

Total. 

T* 

.xub^ «;   as'  87   M 

\r.«i*        ••  -    -'     5    26    16 

29 
3 
S3 
31 
38 

6 
3 

80 
19 
71 
91 
87 

48 
26 
16 
35 
88 
19 
836 
827 
519 

60 
9 
64 
94 
81 

45 
17 
16 
38 
76 
14 
678 
65S 
112 

Ut»EW<*        -     46     17    63    « 

.•»hH*«u        .„    3*    «    92    60 

C*1-«A. »    «.    B»    « 

KlbMi.UJ«^ **=     ^          eo'   12 

lW»«»r»       -—    »     3    28    23 

,v„a»   w   >«   ^        '^ 

16 

9 
370 
371 
180 

.^««. .M     ..     TS    5= 

...^      n    9   30   10 

^,^.*^ .^:^^    ,»    7«.    566 

hl«K»'""  "    -  •   «*    *'^    "^    ^ 

,,,   SA^    »7    4«    S39 
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Number  of  iictive  and  idle  olay-warkiug  plants  in  the  United  States  in  1896  and  1897,  and 

the  number  of  firms  reporting  in  1895 — Continued. 


1 

state. 

1897. 

1896. 

Number 

of  firms 

reportlDg 

iil895. 

Aotive. 

Idle. 

Total. 

Active. 

Idle. 

ToUl. 

Kansas --. 

42 
82 
46 
64 
98 

109 

149 
87 
37 

202 
21 
68 
48 

115 

231 

124 
8 

842 
28 
54 

435 

51 

5 

90 

149 
43 
13 
75 
25 
49 

127 
3 

24 
32 
19 
46 
24 
29 
51 
30 
16 
78 

8 
34 

5 
35 
80 
24 

1 
193 

7 

20 

132 

16 

4 
26 
35 
18 

7 
26 
17 

6 
37 

2 

66 
114 

65 
110 
122 
138 
200 
117 

53 
280 

29 
102 

53 

150 

311 

148 

9 

1,035 

35 

74 
567 

67 

9 

116 

184 

61 

20 
101 

42 

55 

164 

5 

34 
80 
44 
72 
96 
99 

156 
88 
37 

206 
19 
52 
52 

103 

262 

112 
6 

814 
11 
52 

457 

46 

9 

82 

125 
37 
12 
86 
22 
39 

130 
4 

37 
45 
15 
45 
41 
24 
82 
58 

9 
84 

9 
58 
12 
37 
33 
17 

2 
207 
14 
14 
79 
10 

2 
19 
24 
17 

6 
28 
30 

6 
27 

1 

71 
125 

59 
117 
137 
123 
238 
146 

46 
290 

28 
110 

64 

140 

295 

129 

8 

1,021 

25 

66 
536 

56 

11 
101 
149 

54 

18 
114 

52 

45 

157 

5 

63 
92 
44 
95 
65 

112 

200 

126 
38 

221 
18 

105 
54 

130 

280 

96 

7 

980 
21 
68 

513 
51 
10 
90 

136 
46 
20 

111 
52 
46 

146 
5 

Kentackv 

Louisiana 

Maine 

Maryland 

Massachusetts 

Michiflran 

Minnesota 

Mississippi 

Missouri 

Montana 

Nebraska 

New  Hampshire 

New  Jersey 

New  York 

North  Carolina 

North  Dakota 

Ohio...  

Oklahoma  a ...-- 

Oregon 

Pennsylvania 

South  Carolina 

South  Dakota 

Tennessee 

Texas 

Utah 

Vermont 

Virffinia 

Washinirton 

West  Virginia 

Wisconsin 

Wvominir 

" •/ *'»**»**©  -..- ....  .••- 
Total 

5,413 

1,767 

7,180 

5,290 

2,008 

7,298 

6,284 

a  Including  Indian  Territory  and  New  Mexico. 

In  this  table  the  number  of  works  reporting  as  idle  is  necessarily 
more  or  less  inaccurate,  since  a  firm  may  have  reported  its  works  as 
not  in  operation,  and  they  may  be  so  tabulated,  when  in  fact  they 
should  have  been  reported  as  abandoned  and  taken  from  the  list  of 
clay  workers.    This  is  demonstrated  by  the  fekst  that  while  replies  were 
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received  from  more  clay  workers  in  1897  than  in  any  previous  year,  the 
table  shows  that  returns  were  received  from  118  less  in  1897  than  in 
1896,  this  being  accounted  for  by  the  fact  that  there  have  been  included 
among  those  counted  as  not  reporting  many  that  have  retired  perma- 
nently from  the  clay- working  industries. 

The  total  number  of  firms  reporting  in  1807,  as  shown  by  this  table, 
was  7,180,  as  compared  with  7,298  in  1896.  Nevertheless,  the  number 
of  firms  operating  increased  from  5,290  in  1896  to  5,413  in  1897,  a  gain 
of  123.  The  idle  plants  reported  decreased  from  2,008  in  1896  to  1,767 
in  1897.  As  already  explained,  the  number  of  idle  plants  decreased 
because  works  reported  idle  in  1896  have  since  been  reported  entirely 
out  of  the  business. 

An  inspection  of  this  table  will  show  that  the  most  important  gains 
in  the  number  of  firms  reporting  a  product  were  in  the  States  of  Ala- 
bama, Indiana,  Massachusetts,  Nebraska,  New  Jersey,  North  Carolina, 
Ohio,  Texas,  Virginia,  and  West  Virginia,  while  the  only  States  to 
show  any  considerable  falling  off  were  New  York  and  Pennsylvania. 

In  the  following  table  is  shown  the  rank  of  the  several  States  and 
Territories  in  the  value  of  clay  products  from  181)4  to  1897,  inclusive: 

Hank  of  clay -producing  States,  in  value  of  production,  in  1894, 1896, 1896,  and  1897. 


Alabama 

Arizona 

Arkansas 

California 

Colorado 

Connecticut  (a) 

Delaware 

District  of  Columbia 

Florida 

Georgia 

Idaho  

IllinolB 

Indiana 

Iowa 

Kansas 

Kentucky 

Loaisiana 

Maine 

Maryland 

Massachusetts 

Michigan 


1894. 


31 

46 

34 

16 

27 

20 

43 

28 

40 

18 

44 

2 

6 

8 

33 
19 
24 
17 
11 
9 
10 


1895. 

1896. 

28 

26 

47 

43 

33 

34 

10 

20 

22 

29 

20 

11 

41 

41 

27 

28 

39 

39 

15 

15 

44 

46 

3 

4 

6 

7 

9 

9 

32 

32 

19 

18 

25 

25 

21 

13 

13 

10 

8 

8 

11 

12 

1897. 


24 
42 
35 
21 
25 
10 
40 
29 
38 
14 
45 
4 
6 
9 
32 
17 
26 
18 
11 
8 
19 


a  Including  Rhode  Island  in  1897. 
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Rank  of  olay-producing  States,  in  value  of  produotUm,  etc, — CoDtinaed. 


MiDDefiota 

MissiHsippi 

MisHouri 

Montana  1 

Nebraska 

New  Hampshire 

New  Jersey 

New  York 

North  Carolina . 
North  Dakota  . . 

Ohio 

Oklahoma  (6)  .. 

Oregon 

Pennsylvania  .. 
Rhode  Island . . . 
South  Carolina. 
South  Dakota  . . 

Tennessee 

Texas  

Utah 

Vermont 

Virginia 

Washington 

West  Virginia.. 

Wisconsin 

Wyoming 


1894. 

1806. 

15 

12 

38 

86 

7 

7 

37 

35 

23 

34 

26 

23 

5 

5 

4 

4 

30 

26 

42 

42 

1 

1 

41 

43 

36 

37 

3 

2 

29 

29 

32 

30 

45 

45 

22 

24 

13 

14 

35 

40 

39 

38 

14 

18 

25 

31 

21 

17 

12 

16 

47 

46 

22 
33 

6 
31 
36 
21 

5 

3 

24 
42 

1 
45 
38 

2 

30 
27 
44 
23 
14 
37 
40 
17 
35 
16 
19 
47 


15 

31 

7 

33 
28 
23 


5 


3 
27 
41 

1 
39 
37 

2 

(c) 
30 
44 
22 
12 
36 
43 
16 
34 
13 
20 
46 


b  Includes  Indian  Territory  and  New  Mexico. 
e  Inoladed  with  Conneeticnt. 

This  table  is  principally  interesting  as  showing  the  slight  changes  m 
the  relative  rank  of  the  clay- working  States  in  the  value  of  their  prod- 
acts,  the  most  notable  changes  being  the  gain  of  Nebraska  and  Minne- 
sota of  eight  and  seven  places^  respectively,  and  the  loss  of  seven  places 
by  Michigan. 
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POTTBRT. 


INTRODUCTION. 


The  second  statistical  canvass  of  the  pottery  industry  by  the  United 
States  Geological  Survey  has  been  highly  gratifying  in  its  results,  both 
in  regard  to  the  number  of  firms  replying  and  in  the  increased  product 
reported. 

It  is  still  to  be  regretted  that  all  the  operators  at  the  great  pottery 
center  of  New  Jersey  have  not  furnished  returns.  However,  more  firms 
reported  than  in  1896,  and  it  is  hoped  that  under  the  new  tariff  law  the 
industry  will  be  stimulated  and  that  for  1898  more  complete  returns 
will  be  obtained.  On  the  other  hand,  the  potters  of  Ohio  cooperated 
most  willingly,  as  will  be  seen  by  a  comparison  of  the  figures  for  that 
State  for  1896  and  1897. 

In  the  following  table  is  given  a  statement  of  the  value  of  the  pottery 
products  of  the  United  States,  by  States,  in  1897,  as  reported  to  this 
office : 

Value  of  pottery  producte  of  the  United  States  in  1897,  hy  Statee, 


SUto. 


Yellow 
Earthen-         and 
ware  and    Sooking- 
stoneware.j      bam 
ware. 


Alabama $32,  350 

Arkansas 16,660 

California '    15,703 

Colorado 10,000 

Connecticnt ...  71, 500 

Dist.  Colninbia  3, 000 

Florida 3,500 

Georgia 10,700 

Idaho 800 

Illinois 498,900 

Indiana 29,725 

Iowa I  38,641 

Kansas 4, 100 

Kentucky '  119, 930 

Louisiana ;  500 

Maine 500 

Maryland 124,277 

Massachusetts .  186, 515 

Michigan 22,300 

Minnesota |  303, 875 


C.  G.  and 

white 

granite 

ware. 


Sanitary 
ware. 


$1,000 

20,000 

18,000 

175 


5,500 


7,740 


$17, 000 


(a) 
200,000 


40,000 


$50,000 
200 


Porcelain 
or  china. 


Porcelain 
electrical 
■applies. 


$100,000 
800 


$2,029 


Total. 


$32,350 

16,660 

32,703 

10,000 

71,500 

3,000 

3,500 

10,700 

1,800 

518,900 

297,725 

39,016 

4,100 

125,430 

500 

500 

232, 017 

229,344 

22,300 

303,875 


I 


a  Included  with  Indiana's  prodnot. 
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Value  of  pottery  produote  of  the  United  States  in  1897,  hy  States — Continaed. 


SUte. 


;  Earthen- 
'  ware  and 
stoneware. 


Yellow 

and 
Booking- 
bam 
ware. 


Mississippi ;  $12, 000 

Missouri !  52,459 

Montana 529 

Nebraska \  3,980 

N.  Hampshire  . ' ' 

New  Jersey 

New  York I 

North  Carolina 

Ohio 1, 

Oregon I 

Pennsylvania . .  |  426, 949 

South  Carolina '  700 

Tennessee 40, 120 

Texas 62,210 

Utah 1,200 

Virginia 7, 200 

Washington...  2,500 

West  Virginia  .  169, 520 

Wisconsin 10,800 


407,960     $9,700 

179,265 

10,170^ 

709, 884|  271, 453 
8, 900,  105 


C.  C.  and 

white 

granite 

ware. 


$235, 058  $418, 445 
1,000 


1, 644, 246 
100     276, 350 


United  States. 

Per  cent  of  total 
clay  products 


4, 599, 822  833, 773 


7.56 


.55 


125,000 


2,537,654 
4.17 


Sanitary 


24,552 


50,000 


544,197 


.89 


Porcelain 
orohina. 


Porcelain 
electrical 
sapplies. 


Total. 


$18, 000     $7, 000 
42, 000     14, 200 

3,000 

3,000 
912,434'  157,700 


250 


175,000 


1, 254, 484 


2.06 


180,929 


.30 


$12,000 

52,459 

529 

3,980 

25,000 

1, 127, 363 

183,265 

13, 170 

4, 720, 269 

9,005 

703,399 

700 

40,370 

62, 210 

1,200 

7,200 

2,500 

519, 520 

10,800 


9, 450, 859 


15.52 


Value  of  pottery  produote  of  the  United  States  in  1896,  by  States, 


SUte. 

Earthen- 
ware and 
stoneware. 

Yellow 
and  Rock- 
ingham 
ware. 

C.C.  and 

white 

granite 

ware. 

1    . 

Sanitary 
ware. 

Porcelain 
or  china. 

Porcelain 
electrical 
supplies. 

Total. 

Alabama 

$6,425 

22,500 

17,022 

46,700 

3,000 

2,300 

7,160 

401,482 

51,345 

42, 710 

$6,425 

22,500 

17,022 

48,700 

3,000 

2,300 

7,160 

421,482 

128,345 

43,035 

ArkanM<i 

California 

Connecticat 

Dist.  Columbia.. . 
Florida 

1 

•  ••••v    •• 

$2,000 

1 

Georgia  < 

Illinois 

$20,000 

1 

Indiana 

$75,000 
100 

....... .|. ....... 

2.000 

*100 

Iowa 

125 
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Valu^  of  pottery  products  of  the  United  State*  in  1896,  hy  iStotev— Con  tinned. 


State. 

Earthen- 
ware and 
stoneware. 

Yellow 

and  Rock- 

inKham 

ware. 

C.  G.  and 

white 

granite 

ware. 

Sanitary 
ware. 

Porcelain 
or  china. 

Porcelain 
electrical 
supplies. 

Total. 

Kansas 

$7,250 

85,750 

600 

250 

27,696 

159, 193 

20,150 

41,436 

1,000 

50,933 

$7,250 

95,750 

600 

250 

27,696 

206,343 

20,150 

41,436 

1,000 

50,933 

17,000 

1, 069, 142 

311,733 

14,955 

2, 899, 350 

7,800 

617, 601 

1,100 

37,661 

58,081 

10,440 

1,180 

HO,  707 

12,500 

6, 620, 627 
10.65 

Kentucky 

Louisiana 

Maine -.... 

$10,000 

Maryland 

Massachusetts 

Michigan 

$45,000 

$2,150 

Minnesota 

Mississippi 

Missouri 

New  Hampshire . . 

$17,000 

2,600 

120,000 

109,000 
.^5,000 

New  Jersey 

New  York 

North  Carolina . . . 
Ohio 

216, 216 

100, 733 

14,955 

1, 169, 788 

7,500 

867,201 

1,100 

37,661 

58,081 

10,440 

1,180 

7,000 

358,175 
15,000 

$376, 151 
21,000 

218, 392 

300 

2,000 

1, 127, 010 

139,160 

245,000 

Oree:on 

Pennsylvania 

Soath  Carolina  . . . 

Tennessee 

Texas  

48,400 

200,000 

Virginia 

Washington 

West  Virginia 

Wisconsin 

United  States. 

Per  cent  of  total 
clay  products . . . 

130,000 
12,500 

•  *•«••  ■  • 

95,047 

18,412 

167,248 

3, 122, 257  257, 817 
5.02          .41 

1, 688, 632 
2.72 

629,823|  755,848 
1.01         1.22 

166,250 
.27 

As  will  be  noted,  the  pottery  products  increased  from  $6,620,627  in 
1896  to  $9,450,859  in  1897,  a  gain  of  $2,830,232  or  42.74  per  cent. 
While  tbe  pottery  composed  10.65  per  cent  of  the  total  clay  production 
in  1896,  in  1897  its  percentage  of  the  grand  total  was  15.52.  This 
increase  is  dae  in  large  part  to  the  fact  that  there  was  a  mach  greater 
number  of  firms  reporting  in  this  branch  of  the  industry  in  1897  than 
in  1896,  and  does  not  indicate  that  the  volume  of  business  increased 
proportionately.  Nevertheless,  there  was  undoubtedly  an  increased 
output  in  the  latter  part  of  the  year,  because  of  the  legislation  enacted 
in  1897,  which  Increased  the  duties  on  all  grades  of  pottery. 
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The  following  table  shows  the  rank  of  States  in  the  production  of 
pottery,  together  with  valne  of  the  prodnct  of  each  State  and  the 
percentage  of  the  total  product  made  by  each  in  1896  and  1897 : 

Bank  of  States  in  valuti  of  pottery  in  1897. 


Rank. 


State. 


1 

2 

3 

4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 

16 

17 

18 

19 

20 

21 

22 

23 

24 

* 

26 
26 
27 
28 
29 
30 
31 
32 
33 
34 
35 
36 
37 

38 


Ohio 

New  Jersey 

PennBvl  vania 

West  Virginia 

Illinois 

Minnesota 

Indiana 

Maryland 

Massachusetts , 

New  York , 

Kentucky , 

Connecticut 

Texas , 

Missouri 

Tennessee 

Iowa 

California 

Alabama 

New  Hampshire 

Michigan 

Arkansas 

North  Carolina 

Mississippi 

Wisconsin 

Georgia 

Colorado    

Oregon 

Virginia 

Kansas 

Nebraska 

Florida 

District  of  Columbia 

Washington 

Idaho  

Utah 

South  Carolina 

Montana 

r  Louisiana 

iMaine 

Total 


Value. 


$4, 720, 269 

1,127,363 

703,399 

519, 520 

518,900 

303,875 

297,725 

232, 017 

229,344 

183,265 

125,430 

71,500 

62,210 

52,459 

40,  370 

39,016 

32, 703 

32,350 

25,000 

22,300 

16,660 

13, 170 

12,000 

10,800 

10,700 

10,000 

9,005 

7,200 

4,100 

3,980 

3,500 

3,000 

2,500 

1,800 

1,200 

700 

529 

500 

500 


Per  oent  of 
product. 


49.95 

11.93 

7.44 

5.50 

5.49 

3.21 

3.15 

2.45 

2.43 

1.94 

1.33 

.76 

.  66 

.55 

.43 

.41 

.35 

.34 

.26 

.24 

.18 

.14 

.13 

.11 

.11 

.11 


9, 450, 859 


.40 


100 


350 
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Bank  of  8tate9  in  value  of  pottery  in  1896. 


Rank.  State. 

1  Ohio 

2  New  Jersey 

3  PennsylvaDia 

4  IllinoiB 

5  West  Virginia 

6  New  York 

7  Massacliasett8 

8  Indiana 

9  Kentucky 

10  Texas 

11  Missouri 

12  Connecticnt 

13  Iowa 

14  Minnesota 

15  Tennessee 

16  Maryland 

17  Arkansas 

18  Michigan 

19  California 

20  New  Hampshire 

21  North  Carolina 

22  Wisconsin 

23  Virginia 

24  Oregon 

25  Kansas 

26  Georgia 

27  Alabama 

28  District  of  Columbia  . . . . 

29  Florida 

30  Washington 

31  South  Carolina 

32  Mississippi 

33  Louisiana 

34  Maine 

Total w 


Value. 


1, 


899,350 

069,142 

617, 601 

421,482 

410, 707 

311, 733 

206,343 

128,345 

95,750 

58,081 

50,933 

48,700 

43,035 

41,436 

37,661 

27,696 

22,500 

20,150 

17,022 

17,000 

14,955 

12,500 

10, 440 

7,800 

7,250 

7,160 

6,425 

3,000 

2,300 

1,180 

1,100 

1,000 

600 

250 


6,620,627 


Per  cent  of 
product. 


43.79 

16.15 

9.33 

6.37 

6.20 

4.71 

3.12 

1.94 

1.45 

.88 

.77 

.74 

.65 

.63 

.57 

.42 

.34 

.30 

.26 

.26 

.23 

.19 

.16 


i       .54 


100.00 
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The  great  increase  here  shown  in  the  pottery  product,  42.74  per  ceut>y 
is  due  largely  to  the  gain  of  Ohio,  which  holds  first  position  in  1896 
and  1897.  The  product  of  this  State  increased  from  92,899,350,  or 
43.79  per  cent  of  the  total,  in  1896,  to  $4,720,269,  or  49.95  per  cent, 
in  1897,  a  gain  of  $1,820,919,  out  of  a  total  gain  for  the  whole  country 
of  $2,830,237,  or  nearly  two-thirds  of  this  net  gain. 

New  Jersey,  which  was  second  in  both  years,  also  made  a  slight 
advance,  but  it  was  insignificant  compared  with  the  pottery  interests  in 
this  State,  being  $1,069,142  in  1896,  or  16.15  per  cent,  and  $1,127,363, 
or  11.93  per  cent  of  the  total  in  1897,  a  gain  of  only  $58,221.  Pennsyl- 
vania also  shows  a  slight  increase,  from  $617,601  in  1896,  or  9.33  per 
cent  of  the  total,  to  $703,399  in  1897,  or  7.44  per  cent  of  the  total. 

Illinois,  which  was  fourth  in  1896,  with  a  value  of  $421,482,  or  6.37 
per  cent  of  the  product,  was  fifth  in  1897,  although  her  product  increased 
to  $518,900,  or  5.49  per  cent  of  the  product.  West  Virginia,  which  was 
fifth  in  1896,  was  fourth  in  1897,  having  displaced  Illinois.  Minne- 
sota, which  was  fourteenth  in  1896,  jumped  to  sixth  in  1897,  and 
Maryland  rose  from  sixteenth  in  1896  to  eighth  in  1897.  Alabama, 
which  was  twenty-seventh  in  1896,  with  a  value  of  $6,425,  became 
eighteenth  in  1897,  with  a  value  of  $32,350.  Mississippi's  product  was 
valued  at  $1,000  in  1896,  which  gave  it  a  rank  of  thirty-second;  in 
1897  its  rank  was  twenty-third,  with  a  value  of  $12,000. 

RAW  CIJLT. 

In  the  following  table  is  given  a  statement  of  the  raw  clay  produced 
by  miners  who  do  not  manufacture  the  clay  into  wares,  but  sell  it  to 
clay  workers.  The  same  difficulties  present  themselves  in  the  collection 
of  these  statistics  as  of  those  for  other  branches  of  the  clay- working 
industry,  namely,  the  wide  distribution  of  the  product,  the  large  num- 
ber of  producers,  and  the  unfamiliarity  of  the  producers  with  methods 
of  making  returns  of  production : 

Production  and  value  of  raw  clay  in  the  United  Statee  in  1897,  by  States, 


State. 

Kaolin. 

Ball. 

Qaantity. 

Value. 

Quautity. 

Value. 

Alabama 

Tons. 

Ton*. 

California 

Colorado 

550 
12,166 

6,948 
10,029 

1,250 

$1,250 

99,441 

39,500 

7,154 

1,000 

9,999          $11,554 

Delaware 

Florida 

IllinoiB 

Indiana 

Kentucky 

7, 500             22  .»>00     1 

Maryland 

7,607 

• 
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Production  and  value  of  raw  olay  in  the  United  Statee  in  1897,  by  States — Cod  tinned. 


State. 


Michigan , 

Missonri , 

Montana 

New  Jersey 

New  York , 

North  Carolina 

Ohio 

Pennsylvania  . 
South  Carolina 

Vermont 

West  Virginia - 
Wisconsin 


Total 


State. 


Alabama 

California 

Colorado 

Delaware 

Florida , 

Illinois 

Indiana 

Kentucky . 

Maryland , 

Michigan 

Missouri 

Montana 

New  Jersey  ... 

New  York 

North  Caroliua 

Ohio.... 

Pennsylvania  . 
South  Carolina 

Vermont 

West  Virginia - 
Wisconsin 


Total 


Kaolin. 


Quantity. 


Tofu. 
420 

2,498 


873 
5,000 

100 

8,409 

16,000 

1,000 


3,500 


68,743 


VaioB. 


$1,260 
5,901 


Ball. 


Quantity. 


Tons. 


3,000 


77,597 


Value. 


$16,500 


1,642 

40,000 

250 

50,482 

77,200 

7,000 


137,097 
2,000 


35,000 


367,080 


500 
10,050 


300 
11,638 


4,280 


112, 926 


4,370 


213,566 


Fire. 


Quantity. 


Totut. 


3,700 
7,463 


17,022 
3,500 


177,600 

1,087 

105,679 

14,577 


10, 861 
21, 957 

3,000 


15,000 


381,446 


Yalae. 


$4,000 
4,250 
9,713 


14,622 
3,500 


178,600 

1,087 

121, 879 

14,669 


8,398 

22,084 

6,000 


9,000 


Total. 


Quantity. 


Tons. 


3,700 
18, 012 
12,166 

6.948 
27,051 

4,750 

7,500 


397,802 


420 

183,098 

1,087 

183, 276 

15,450 

5,000 

11,461 

40,416 

19,000 

1,000 

19,280 

3,500 

563,115 


Value. 

$4,000 

4,250 
22,517 
99,441 
39,500 
21, 776 

4,500 
22,500 

7,607 

1,260 
201,001 

1.087 

258,976 

18, 311 

40,000 

8,948 
84,204 
83,200 

7,000 
13,370 
35,000 

978,448 
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THE   CI.AY   INDUSTRY  11^   INDIVIDITAT.  STATES. 

The  following  series  of  tables  show  the  output  and  value  of  clay 
products  in  the  more  important  clay- working  States  from  1894  to  1897, 
inclusive,  and  will  be  interesting  as  a  means  of  comparing  the  products 
of  eacb  State  for  a  term  of  years. 

The  statistics  of  the  pottery  industry,  except  of  stoneware,  were  not 
collected  by  this  office  prior  to  1896,  which  accounts  for  the  blanks 
under  this  head  in  1894  and  1895. 

CALIFORNIA. 
Clay  products  of  Calif wnia  from  1S94  to  1897. 


Brick : 

Common — 

Quantity 

Value 

Average  per  M  . 
Pressed — 

Quantity 

Value 

Average  per  M  . 
Vitrified — 

Quantity 

Value 

Average  per  M  . 

Fancy value.. 

Fire  brick do. .. 

Tile,  not  drain do. . . 

Draintile do... 

Sewer  pipe  do... 

Ornamental  terra  ootta, 

value 

Fireproofing value . . 

Pottery : 

Earthenware    and 
stoneware,  value.. 
C.    C.    and     white 
granite  . ..value.. 
Miscellaneous do . . . 

Total  value 


1894. 


1895. 


1896. 


1897 


94,561,000   144,403,000 
$627, 235         $922,  712 


$6.63 


(a) 


110, 000 
$2,150 
$19. 55 

$14, 350 
8,575 


$6.40 

3, 8a5, 000 

$71, 286 

$18. 34 


$15, 850 
$102, 950 

$23, 085 


$13, 654 

$10,  836 

$58,450 

$8,980 

$261, 536 

$48,300 


74, 240, 000 

$391, 567 

$5.27 

1, 039, 000 

$34, 424 

$33.13 

120,000 
$1,400  ! 
$11.66  ! 
$6,6J>1 

$11,875 


88, 890, 000 

$509, 955 

$5. 73 

843,000 

$31,950 

$37.80 

30, 000 
$450 
$15.00 
$6,400 
$7,  720 


$53,  300  $25, 400 


$4, 528 
$208,000 

$2,000 
$2,700 


$17, 022 


$841,495  '  $1,421,154 


Nnoiber  of  firms  report- 
ing   

Rank  of  State 


70 
16 


94 
10 


91 

20 


a  Cnmmon  aod  pre8sc>d  brick  uot  separately  classified  in  1894. 
19  GEOL,   PT  6,  VOL  2 23 


$5,300 
$90,430 

$300 
$2,000 


$15,  703 

$17,  (XK) 
$4,697 


$680,207     $691,905 


92 
21 


354 


MINERAL   RESOURCES. 


CONNECTICUT  AND  BHODE  ISLAND. 
Clay  products  of  Connecticut  and  Bhode  Island,  from  1894  to  1897. 


Briok: 

Common — 

Quantity 

Valae 

Average  per  M . . 
Pressed — 

Quantity 

Value 

Average  per  M.. 
Vitrified— 

Quantity 

Value 

Average  per  M.. 
Fancy  or  ornamen- 
tal  value.. 

Firebrick do. .. 

Draiutile do... 

Sewer  pipe do. . . 

Ornamental  terra  cotta, 

value 

Fire  proofing value . . 

Tile, not  drain do... 

Pottery : 

Earthenware    and 

stoneware .  value . . 

Miscellaneous do . . . 

Total  value 


Number  of  firms  report- 
ing   

Rank  of  Connecticut . . . 

Rank  of  Rhode  Island . . 


IBM. 


130, 300, 000 
$789, 650 
$6.06 


301,000 

$33,850 

$11.24 

$15,000 

$60,500 

$500 

$15,000 

$60,100 


$13,000 


$24,000 


1806. 


146, 550, 000 

$817, 462 

$5.57 

3, 150, 000 

$49,500 

$15. 71 

4,000,000 

$48,000 

$12.00 

$10,600 

$67,000 

$1,000 

$4,500 


isgs. 


1897. 


194, 995, 000 

$1, 141, 738 

$5.85 

3,090,000 

$46,900 

$15. 17 

4,020,000 

$48,400 

$12. 03 

$10,000 

$74,800 

$14, 100 

$2,460 


200, 130, 000 

$1, 017, 250 

$5.00 

3,200,000 

$89,400 

$27.93 

4, 015, 000 

$50,270 

$12. 52 

$16,500 

$44, 750 

$1,000 


$44,563  I    $30,000 

$500 

$16, 000  '        $31, 000 


$10,000 
$21,000 
$15,000 


$2,800 
$67,500 


$48,700 


$71,500 


$1,011,600 


45 

20 
29 


$1, 128, 925     $1, 4^18, 598  ,    $1, 336, 670 


45 
20 
29 


48 


"11 

30  Ij 


60 
10 


a  Common  and  pressed  brick  not  separately  clasfiified  in  18M. 
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GEORGIA. 
Clay  products  of  Georgia  from  1894  to  1897, 


Brick : 

Common — 

Quantity 

Value 

Average  per  M . . 
PreBsed — 

Quantity 

Value 

Average  per  M . . 
Vitrified— 

Quantity 

Value 

Average  x>er  M . . 
Fancy  or  ornamen- 
tal  value.. 

Firebrick do 

Drain  tile do 

Sewer  pipe  (6)  ..  .do 

Ornamental  terra  cotta, 

value 

Fireproofing value . . 

Tile,  not  drain  ...  do 

Pottery : 
Earthenware  and 
stoneware  . .  value . . 
Miscellaneous do 


18M. 


110, 218, 000 

$585,693 

$5.31 

(«) 


Total  value 


Number  of  firms  report- 
ing   

Rank  of  State 


$14,048 

$17, 650 

$2,000 

$122,300 

$11,000 


$22,196 


$774, 887 


64 
18 


1885. 


135, 480, 000 

$655,275 

$4.83 

4, 783, 000 

$46,265 

$9.69 

5,000 

$40 

$8.00 

$27,660 

$29,950 

$5,200 

$134, 700 

$34,850 

$2,530 


$6,000 
$5,285 


$947,655 


76 
15 


1890. 


132, 469, 000 
$615, 771 
14.64 

2,390,000 

$21, 678 

$9.07 

390,000 
$5,660 
$14. 51 

$1,000 

$25,297 

$8,740 

$172,662 

$32,280 
$15,565 


$7,160 


1807. 


134, 296, 000 

$599,158 

$4.46 

3, 340, 000 

$35,381 

$10. 59 

250,000 
$2,500 
$10.00 

$1,000 

$12,904 

$5,000 

$242, 450 

$34,600 

$15,000 

$320 


$10, 700 


$905,813 


88 
15 


$959, 013 


72 

14 


a  Common  aud  pressed  brick  not  separately  olassifled  in  1894. 
h  Including  Tennessee's  prodact. 
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ILLINOIS. 
Clay  products  of  Illinois  from  1894  to  1897, 


Brick : 

Common — 

Quantity 

Value 

Average  per  M.. 
Pressed — 

Quantity 

Value 

Average  per  M . . 
Vitrified— 

Quantity 

Value 

Average  per  M.. 
Fancy  or  ornamen- 
tal  value.. 

Fire  brick  ...do 

Drain  tile do 

Sewer  pipe do 

Ornameutal  terra  cotta, 

value 

Fireproofing value . . 

Tile,  not  drain do 

Pottery : 
Earthenware  and 
stoneware  ..value.. 
Yellow  and  Rocking- 
ham ware.  ..value.. 
MlBcellaneous do  — 

Total  value 


1894. 


825, 845, 000 

$4, 495, 613 

$5.44 

(«) 


Number  of  firms  report- 
ing  

Rank  of  State 


109, 700, 000 

$843, 217 

$7.69 

$72, 920 

$116, 904 

$1, 418, 572 

$308, 963 

$430,000 
$81,288 
$44,144 


1895. 


1896. 


717, 079, 000 

$3, 786, 747 

$5.28 

29, 093, 000 

$330, 318 

$11.35 

82, 526, 000 

$643,997 

$7.80 

$19,500 

$117, 040 

$1, 028, 581 

$389,680 

$722,500 

$71,685 

$231, 166 


586, 506, 000 

$2, 831, 752 

$4.83 


$255,540 


$662,  739 


$8, 474, 360 


697 
2 


$23,130 


$7, 619, 884 


678 
3 


1897. 


516, 263, 000 

$2, 376, 498 

$4.60 


21, 995, 000   24, 342, 000 


$196,658 
$8.94 

60, 955, 000 

$486, 519 

$7.98 

$52,624 
$125,  408 
$517,684 
$187, 350 

$720, 100 
$213, 315 
$110, 355 


$401,482 


$20,000 


$5, 863. 247 


836 
4 


$218, 788 
$9.39 

87, 169, 000 

$719, 371 

$8.25 

$61,067 
$106,  377 
$531, 993 
$166, 071 

$418,500 

$177, 782 

$97,000 


$498,900 

$20,000 
$7,227 


$5, 398, 574 


769 
4 


a  Commou  and  pressed  brick  not  separately  classified  In  1894. 
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INDIANA. 
Clay  products  of  Indiana  from  1894  to  1897. 


Brick: 

Common — 

Quantity   

Value 

Average  per  M  . 
Pressed — 

Quantity   

Value 

Average  per  M  . 
Vitrified— 

Quantity  

Value   

Average  per  M  . 
Fancy  or  ornamen- 
tal  value.. 

Fire  brick  ...  do 

Draintile do 

Sewer  pipe do 

Ornamental  terra  cotta, 

value 

Fireproofing value . . 

Tile,  not  drain  . .  .do 

Pottery : 

Earthenware    and 
stoneware .  value . . 
Yellow  and  Rocking- 
ham ware,  value.. 
C.    C.    and     white 
granite  ..  .value.. 
Sanitary  ware. do... 
Porcelain  or  china, 

value 

Miscellaneous . . .  value . . 


1894. 


Total  value 


Number  of  firms  report 

ing 

Bank  of  State 


335, 868, 000 

$1, 720, 017 

$5.12 

(a) 


1895. 


23, 936, 000 

$224,473 

$9.38 

$6,650 

$22,720 

$954,264 

$1,000 

$50,000 

$50,000 

$101, 855 


$4,590 


$3, 135, 569 


663 
6 


319, 751. 000 

$1, 488, 370 

$4.65 

17, 085, 000 

$161, 336 

$9.44 

22,313,000 

$204,000 

$9.14 

$13,439 

$12, 510 

$820,602 

$42,000 

$52,600 

$60,000 

$139, 463 


1896. 


$11,400 


$111,890 
$3, 117, 520 


659 
6 


262, 936, 000 

$1, 207, 247 

$4.59 

9, 071, 000 

$99,954 

$11. 01 

18, 792, 000 

$175, 670 

$9.35 

$36,050 

$28,350 

$475, 919 

$125, 839 

$65,150 
$136, 461 
$175, 390 


$51,345 


$75,000 

$2,000 
$19, 950 


$2, 674, 325 


827 
7 


1897. 


224, 042, 000 

$1, 012, 547 

$4.52 

8, 394, 000 

$94,935 

$11. 30 

27, 239, 000 
$266,638 
59.78 


$3,650 

$24,245 

$559, 524 

$156,450 

$31,000 
$121, 835 
$223,750 


$29,725 

$18,000 

(ft)  $200, 000 
$50,000 


$20, 010 


$2, 812, 309 


793 
6 


a  PreMed  brick  not  separately  classified  in  1894. 
6  Including  Illinois'  product. 
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IOWA. 
Clay  products  of  Iowa  from  1894  to  1897. 


1894. 


Brick: 

Common — 

Quantity   

Value 

Average  per  M . . 
Pressed — 

Quantity   

Value 

Average  per  M . . 
Vitriiied— 

Quantity   

Value 

Average  per  M . . 
Fancy  or  ornamen- 
tal  value.. 

Fire  brick  .  ..do 

Draintile do 

Sewer  pipe do 

Ornamental  terra  cotta, 

value 

Fi  reproofing value . . 

Tile,,  not  drain  ...  do 

Pottery : 

Earthenware    and 
stoneware,  value . . 
Yellow  and  Rocking- 
ham ware,  value. 

Sanitary do.. . 

Porcelain  and  elec- 
trical  supplies, 

value 

Miscellaneous. . .  value. 


208, 195, 000 

$1, 317, 473 

$6.33 

(«) 


45, 488, 000 

$376, 951 

$8.29 

$2,950 

$36,525 

$557, 312 

$58,000 

$50 

$600 

$8,545 


1895. 


180, 664, 000 

$1, 095, 074 

$6.06 

11, 159, 000 

$87,130 

$7.81 

31, 704, 000 

$243, 928 

$7.69 

$2,300 

$5,920 

$290, 515 

$55,131 

$2,800 

$40Q 

$16,094 


$25,600 


Total  value 


Number  of  firms  report- 
ing   

Rank  of  State 


1896. 


$21,200 


$2, 379, 506 


437 
8 


$45,400 


172, 195, 000 

$1, 003, 624 

$5.83 

6,088,000 
$47,386 

$7.78 

14, 385, 000 

$112, 985 

$7.85 


$1, 870, 292 


412 
9 


$5,198 

$225,650 

$73, 039 

$800 
$7,685 
$2,000 


$42, 710 

$125 
$100 


$100 
$173, 000 


$1, 694, 402 


519 
9 


1897. 


152,446,000 

$850,834 

$5.58 

7,823,000 

$57,230 

$7.31 

56, 315, 000 

$426. 056 

$7.56 

$2,800 

$8,700 

$372, 070 

$44,300 

$500 
$7, 540 
$6,700 


$38,641 

$175 
$200 


$5,501 
$1, 821, 247 


427 
9 


a  Pressed  brick  Dot  separately  cla8sifle<l  in  1894. 
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KENTUCKY. 
Clay  products  of  Kentucky  from  1894  to  1897, 


Brick: 

Common — 

Qnantity 

Value 

Average  per  M  . 
Pressed — 

Quantity 

Value 

Average  per  M  . 
Vitrified — 

Quantity 

Value 

Average  per  M  . 
Fancy  brick. .  value. 

Fire  brick do... 

Draintile do. . . 

Sewer  pipe do... 

Fireproofing do . . . 

Tile^  not  drain do . . . 

Pottery : 

Earthenware  and 
stoneware  .value. 
Yellow  and  -  Bock- 
ingham    ware, 

value 

Miscellaneous 

Total  value 


Number  of  firms  report- 
ing   

Rank  of  State 


1684. 


84, 498, 000 

$418,886 

$4.96 

(a) 


6, 256, 000 
$51,389 
$8.21 
$50,700 
$87,800 
$31,400 
$15,000 


$60,000 


$44,500 


$759, 675 


87 
19 


1896. 


86, 521, 000 
$455,927 

$5.27 

1,800,000 

$14, 240 

$7.91 

3,850,000 

$33,150 

$8.61 

$150 

$126, 539 

$17, 322 

$25,000 


$75,000 


$30,120 


$61,750 


$839,198 


92 
19 


189€. 


63, 675, 000 

$317, 749 

$4.99 


1, 475,  000 

$15, 550 

$10. 54 

7,000,000 

$70,000 

$10.00 


$168,210 

$24, 750 

$55,000 

$7,800 

$76,000 


$85,750 


$10,000 


$830,809 


125 

18 


1897. 


71, 642, 000 

$355, 313 

$4.96 


2, 349, 000 

$19, 390 

$8.25 

1,600,000 

$13,500 

$9.00 


$157, 499 

$28,065 

$21,  200 

$971 

$85,000 


$119, 930 


$5,500 


$806,368 


114 
17 


a  Common  and  pressed  brick  not  separately  olaaaified  in  1884. 


360 


MINERAL    RESOURCES. 


MAINE. 
Clay  products  of  Maine  from  1894  to  1897. 


Brick : 

Common — 

Quantity 

Value 

Average  per  M . . 
Pressed — 

Quantity 

Value 

Average  per  M . . 
Vitrified— 

Quantity 

Value 

Average  per  M . . 
Fancy  brick .  value . . 

Fire  brick do... 

Draintile do. . . 

Sewer  pipe do... 

Ornaiuental  terra  cotta, 
value 


1894. 


72, 302, 000 

$401,  982 

$5.56 

(a) 


Firep  roofing do . . . 

Pottery : 

Earthenware    and 
stoneware .  value . . 


Total  value 


Number  of  firms  report- 

ing 

Rauk  of  State 


1895. 


1, 850, 000 

$11,200 

$6.79 

$200 

$20,000 

$8,400 

$390,000 


$831, 782 


109 
17 


72, 594, 000 

$403, 217 

$5.55 

1,  370,  dbO 

$13, 520 

$9.86 


$4,400 

$37, 501 

$5,168 

$270, 177 

$3,121 


$737, 104 


95 
21 


1896. 


1897. 


68,604,000  ;    53,133,000 
$375,  353  j        $273, 929 
$5. 47  $5. 16 


1, 695, 000 

$15,650 

$9.23 

20,000 

$340 

$17.00 

$2,450 

$42,000 

$4,738 

$551, 613 

$1, 337 
$1,000 


$250 
$994,731 


117 
13 


1, 280, 000 
$11, 200 
L75 


96,000 
$1,301 
$13. 55 

$37, 218 

$3,900 

$473, 191 


$500 


$801,239 


110 
18 


a  Common  and  pressed  brick  not  separately  classified  in  1894. 
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MARYLAND. 


Clay  products  of  Maryland  from  1894  to  1897. 


1894. 

1895. 

1896. 

1897. 

Brick : 

Common — 

Quantity 

Value 

141, 055, 000 

$974,669 

$6.91 

(«) 

117, 016, 000 

$743, 023 

$6.35 

2,555,000 

$35, 229 

$13. 78 

8,000 

$80 

$10.00 

$1,000 

$232,270 

$3,079 

144, 519. 000 

$987,706 

$6.83 

4, 572, 000 

$97,426 

$21.35 

186,000 
$2,382 
$12.80 

$37,300 

$150,  f»5 

$1,945 

116, 841, 000 

$702, 957 

$6.02 

5, 316, 000 

$92,344 

$17.37 

150,000 

$1,200 

$8.00 

$35,100 

$141, 650 

$25,524 

Average  perM.. 
Pressed— 

Quantity 

Value 

Average  per  M  . 
Vitrified— 

Quantity 

Value 

50,000 

$470 

$9.40 

$1,100 

$164,848 

$3,050 

$20 

$50 
$23,500 

Average  per  M  . 
Fancy  brick .  value . . 

Fire  brick do... 

Draintile do... 

Sewer  pipe do... 

Ornamental    terra  cot- 

ta value.. 

Tile,  not  drain do . . . 

Pottery : 

Earthenware    and 
ston  e  w  are .  val  ue . . 

$6,781 
$12,000 

$5,075 
$27,003 

$27,696 

$6,000 
$18, 470 

$124, 277 

$7,740 

$100,000 
$47, 020 

Yellow  and  Rocking- 
ham ware  .value. . 

Porcelain  or  China, 
value 

Miscellaneous 

177, 158  '        $33, 525 

$112, 867 
$1, 450, 055 

137 
10 

Total  value 

Number  of  firms  report- 
ing   

Rank  of  State 

1, 344, 865 

67 
11 

$1,066,987 

$1,302,282 

a5 

13 

122 
11 

a  Common  and  pressed  brick  not  separately  cla«slfie<l  in  1894. 
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MINERAL   RESOURCES. 


MASSACHUSETTS. 
Clay  products  of  Massachusetts  from  1894  to  1897. 


Brick: 

.Common — 

Quantity 

Value 

Average  per  M . . 
Pressed — 

Quantity 

Value 

Average  per  M . . 
Vitrified— 

Quantity 

Value 

Average  per  M . . 
Fancy  brick .  value . . 

Fire  brick do 

Draintile do 

Ornamental  terra  cotta, 

value 

Fireprooflng value . . 

Tile,  not  drain ...  do 

Pottery : 

Earthenware    and 
stoneware .  value . . 
C.C.  and  white  gran- 
ite ware  ..value.. 
Porcelain  or  china, 

va]ue 

Porcelain  electrical 
supplies  ..value.. 
Miscellaneous do 

Total  value 


263, 732, 000 

$1, 648, 065 

$6.25 

(a) 


Number  of  firms  report- 
ing  

Rank  of  State 


1894. 


1805. 


1,854,000 

$14, 530 

$7.84 

$139, 100 
$93,825 


245, 423, 000 

$1, 443, 677 

$5.88 

8,509,000 

$200,234 

$23.53 

100,000 

$800 

$8.00 

$91, 675 

$187,710 


$48,000 
$50,000 
$46,983 


$299, 431 


$2, 339, 934 


114 
9 


1806. 


1807. 


274, 956, 000 

$1, 601, 537 

$5.82 

4,240,000 

$109, 780 

$25.89 


$88,000 
$131,950 


$65,000 

$63,668 

$900 


$1,800 


$52,164 

$73,000 

$200 


$159, 193 


$45,000 


$166, 126 


$2, 221, 590 


112 

8 


$2,150 


$2, 262, 974 


123 

8 


257, 539, 000 

$1, 457,  683 

$5.66 

6, 946, 000 

$126, 420 

$18.20 


$74,500 

$184,665 

$260 

$30,430 

$70,000 

$500 


$186, 515 

$40,000 

$800 

$2,029 
$5,594 

$2, 179, 396 


138 
8 


a  Common  and  pressed  brick  not  separately  olassified  in  1894. 
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MICHIGAN. 
Clay  products  of  Michigan  from  1894  to  1897. 


Briok : 

Common — 

Quantity 

Value 

Average  per  M . . 
Preaaed — 

Quantity 

Value 

Average  per  M.. 
Vitrified— 

Quantity 

Value 

Average  per  M.. 
Fancy  brick,  value. . 

Fire  brick  ...do 

Draintile do 

Sewer  pipe do 

Ornamental  terra  cotta, 

value 

Fireproofing value . . 

Tile,  not  drain ...  do ... . 
Pottery : 

Earthenware   and 
stoneware .  value . . 
Mi8cellaneou8 do 


1894. 


174, 881, 000 
$924, 872 
$5.29 

(a) 


1895. 


145,000 

$1,560 

$10. 76 

$54,750 

$401,880 

$741, 327 

$99,040 


$4,300 


Total  value. 


Number  of  firms  report- 
ing   

Rank  of  State 


$26,600 


$2, 254, 329 


196 
10 


168, 574, 000 

$767,203 

$4.55 

6,530,000 

$47, 719 

$7.31 

1,300,000 

$12,755 

$9.81 

$5,850 

$3,575 

$200,893 

$76,000 


1896. 


$2,900 


$12, 300 


$1, 129, 195 


200 
11 


110, 523, 000 

$590,095 

$5.34 

2, 157, 000 

$13, 827 

$6.41 

3,650,000 

$40,750 

$11. 16 

$4,600 

$2,300 

$225,293 

$105, 140 

$750 

.  $2,450 

$50 


$20,150 


$1, 005, 405 


238 
12 


1897. 


120, 377, 000 

$546,638 

$4.54 

1,990,000 

$10, 515 

$5.28 

1,905,000 

$22, 332 

$11.72 

$1,000 

$210 

$165,564 

$20,361 


$2,200 
$150 


$22,300 
$600 


$791, 870 


200 
19 


a  Common  and  pressed  brick  not  separately  classified  in  1894. 
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MINERAL    RESOURCES. 


MINNESOTA. 
Clay  products  of  Minnesota  from  1894  to  1897, 


Brick : 

Common — 

Quantity 

Value 

Average  per  M . . 
Pressed — 

Quantity 

Value 

Average  per  M.. 
Vitrified— 

Quantity 

Value 

Average  per  M.. 
Fancy  brick .  value . . 

Fire  brick  ...do 

Draintile do 

Sewer  pipe do 

Ornamental  terra  cotta, 

value 

Fireproofing do 

Tile,  not  drain  ...  do 

Pottery : 

Earthenware    and 
stoneware .  value . . 
Miscellaneous do 

Total  value 


1804. 


08, 967, 000 

$473,904 

$4.79 

(«) 


1895. 


127, 244. 000 

$578,345 

$4.55 

5, 061, 000 

$30,635 

$6.05 


$1,340 

$3,950 

$77,300 

$218, 266 


$500 

$2,000 

$2, 775 

$169,  761 


$34,500 


Number  of  firms  report- 
ing   

Rauk  of  State 


$111,250 


$49,000 
$570 


$246, 115 
$20,434 


$920, 510  I  $1, 100, 135 


122 
15 


126 
12 


1896. 


87, 844, 000 

$398,872 

$4.54 

2,839,000 

$21,368 

$7.52 

3,000 

$75 

$25.00 

$100 

$1, 375 

$5,240 

$117, 620 


$10,290 
$325 


$41, 436 


$596, 701 


146 
22 


1897. 


79, 474, 000 

$366,734 

$4.61 

29,650,000 

$31, 750 

$10. 71 

530,000 
$5,900 
$11. 13 
$600 
$5,550 
$3,810 
$117, 650 

$1,200 

$34,000 

$200 


$303,875 


$871,269 


117 
15 


a  Common  and  prested  brick  not  separately  classified  in  1894. 
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MISSOURI. 
Clay  products  of  Missouri  from  1894  to  1897, 


Brick : 

Common — 

Quantity 

Value 

Average  per  M . . 
PresBed — 

Quantity 

Value 

Average  per  M . . 
Vitrified — 

Quantity 

Value 

Average  per  M.. 

Fancy value.. 

Fire  brick do 

Drain  tile do 

Sewer  pipe do 

Ornamental  terra  cotta, 

value 

Fireproofing value . . 

Tile  (not  drain).. do 

Pottery : 

Earthenware    and 
stoneware .  value . . 
Miscellaneous do 


1894. 


Total  value 

Number  of  firms  report- 
ing   

Kank  of  State 


258, 922, 000 

$1, 541, 553 

$5.95 


23, 189, 000 
$190, 220 
$8.20 
$47, 933 
$202, 722 
$172, 220 
$150,000 

$225 


$24,679 


$286, 026 


$2, 615, 578 


242 
7 


1895. 


234, 201, 000 

$1, 251, 200 

$5.34 

29, 674, 000 

$275, 725 

$9.29 

6, 816, 000 

$54,  640 

$8.01 

$1,500 

$484, 415 

$15, 820 

$212,000 


$25,300 
$94,504 


$8,400 
$375, 714 


$2, 799, 218 


221 

7 


1896. 


263, 037, 000 

$1, 317, 916 

$5.00 

31, 260, 000 

$293, 193 

$9.37 

7,500,000 

$61,500 

$8.20 

$136,964 

$328, 148 

$23,383 

$171, 652 

$11,000 
$44,956 
$14, 400 


$50,933 
$226, 200 


1897. 


221, 102j  000 

$999, 352 

$4.52 

21, 537, 000 

$224, 016 

$10. 40 

19, 620, 000 

$182,  625 

$9.31 

$86,723 

$157, 502 

$25,800 

$458,368 

$11,000 

$14, 404 

$8,320 


$2, 680, 245  ;  $2, 396, 528 


$52,459  I 
$175,959  ' 


290  I 
6 


280 

7 


a  Common  and  pressed  brick  not  aeparately  claHsifled  in  1894. 
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MINERAL    RESOURCES. 


NEW  JERSEY. 
Clay  products  of  New  Jersey  from  1894  to  1897, 


Brick: 

Common — 

Quantity 

Valne 

Average  per  M . . 
Pressed — 

Quantity 

Value 

Average  per  M.. 
Vitritied— 

Quantity 

Valne 

Average  per  M.. 
Fancy  brick .  value . . 

Firebrick do 

Drain  tile do 

Sewer  pipe do 

Ornamental  terra  cotta, 

valae 

Fireproofing value.. 

Tile  (not  drain) . .  do 

Pottery : 

Earthenware    and 
stoneware .  value . . 
Yellow  and    Rock- 
ingham  ware, 

value 

C.   C.   and  white 
gra nite  ware, 

value 

San itary   ware, 

value 

Porcelain  or  China, 

value 

Porcelain  electrical 

supplies  ..value.. 

Miscellaneous 

Total  valne 

Number  of  firms  report- 
ing   

Rank  of  State 


1804. 


317, 260, 000 

$1, 601, 096 

$5.05 

(a) 


400,000 

$6,000 

$15.00 

$257,300 

$502,430 

$8,600 

$137, 977 

$88,000 
$206,471 
$701, 955 


1895. 


248, 831, 000 

$1, 097, 063 

$4.40 

18, 417, 000 

$387, 737 

$21.05 

2,500,000 

$30,000 

$12.00 

$179, 828 

$456, 825 

$14,024 

$101, 316 

$763,420 
$285,165 
$850,014 


1896. 


237, 781, 000 

$950,113 

$3.99 

15, 655, 000 

$340,919 

$21.77 

2, 675, 000 

$35,600 

$13.82 

$188, 819 

$604,983 

$37,850 

$16. 205 

$618,502 
$721, 694 
$143, 292 


$162, 946    $216,  216 


$466, 726 


$3, 976, 555 


$570,' 782 


$7,000 


$4, 899, 120 


$358,175 

$376, 151 

$2,600 

$109,000 
$884 


$4, 728, 003 


129 
5 


130 
5 


140 

O 


1897. 


263, 641, 000 

$1, 188, 191 

$4.51 

30, 022, 000 

$670, 282 

$22.33 

550,000 

$7,300 

$13. 27 

$170,  721 

$277, 670 

$11,  225 

$31, 973 

$539, 512 
$987,637 
$191, 735 


$407,960 


$9,700 


$235,058 

$418, 445 

$42,000 

$14,200 
$118, 888 
$5, 322, 497~ 

150 
5 


a  Common  and  presaed  brick  not  separately  classified  in  1894. 
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NBW  YORK. 
ClayproducU  of  New  York  from  1894  to  1897, 


Brick: 

CoramoD — 

Quantity 

Value 

AverageperM.. 
Pressed — 

Qnantity 

Value 

AverageperM.. 
Vitrified— 

Quantity 

Value 

Average  per  M . . 
Fancy  brick .  value . . 

Fire  brick do 

Drain  tile do — 

Sewer  pipe do 

Ornamental  terra  cotta, 

value 

Fireproofing value . . 

Tile  (not  drain) . .  do . . . . 
Pottery : 

Earthenware    and 
stoneware .  value . . 
C.    C.   and    white 
granite  ware, 

value 

Sanitary    ware, 

value 

Porcelain  or  china, 

value 

Porcelain  electrical 
supplies  ..value.. 
Miscellaneous 


Total  value. 


Number  of  firms  report- 
ing  

Rank  of  State 


1894. 


821, 280, 000 

$3,945,022 

$4.80 

(a) 


9,304,000 

$136,697 

$14.69 

$52,500 

$298,578 

$62,955 

$10,000 

$508,000 

$828 

$64,704 


$84,738 


1895. 


955, 442, 000 

$4, 396, 027 

$4.60 

18, 437, 000 

$290, 910 

$15. 78 

10, 896, 000 

$121, 892 

$11.19 

$1,025 

$302,407 

$56,740 

$133,000 

$336,000 


$143,465 


$44,033 


$63,997 


1896. 


1897. 


931, 565, 000  :  828, 868, 000 
$4, 141, 973      $3, 657, 760 


$5, 164, 022 


302 
4 


$5, 889, 496 


280 
4 


$4.45 

18, 409, 000 

$298,515 

$16.22 

23, 723, 000 

$259,550 

$10.94 

$17,854 

$345,485 

$292,954 

$85,289 

$484,113 
$72, 410 
$99,060 


$100, 733 


$15,000 

$21,000 

$120,000 

$55,000 
$5,270 


295 
3 


$4.41 

18, 046. 000 

$263,166 

$14.58 

28, 145, 000 

$309,564 

$11.00 

$2,680 

$339,740 

$25,385 

$116, 000 

$420,601 

$56, 410 

$150,360 


$179, 265 


$6, 414, 206  j    $5, 615, 504 


311 
3 


a  Common  and  preMed  brick  not  aepftnitely  cUMifletl  in  1894. 
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MINERAL   RESOURCES. 


OHIO. 
Clay  products  of  Ohio  from  i894  to  1897. 


1894. 

1895. 

1896. 

1897. 

Brick : 

• 

Common — 

Quantity 

386, 712, 000 

381,065,000  313,995,000 

290, 522, 000 

Value 

$2, 136, 691 
$5.53 

$1, 887, 023     $1, 516, 088  ^ 
$4.95              $4.83 

$1, 358, 333 
$4.68 

Average  per  M . . 

Pressed— 

Quantity 

(a) 

44, 396, 000     29, 890, 000 

36, 229, 000 

Value 

$518,  717         $337, 567 
$11.68            .l;ll-29 

$357, 613 
$9.87 

Average  per  M . . 

Vitrified— 

Quantity 

113, 329, 000 

96, 555, 000 

72, 254, 000 

85,665,000 

Value 

$928, 948 
$8.20 

$787, 878 
$8.16 

$619, 463 
$8.57 

$597,905 
$6.98 

Average  per  M . . 

Fancy  brick. value.. 

$92, 683 

$57, 767 

$62, 982 

$104, 426 

Firebrick do.. . 

$742, 304 

$696, 175 

$575, 748 

$510,  878 

Drain  tile do... 

$1, 465, 586 

$884,638 

$569, 871 

$737, 754 

Sewerpipe do... 

$3, 311, 895 

$1, 746, 503 

$2, 058,  210 

$1,  495, 974 

Ornamental  terra  cotta, 

value 

$19,000 

$49, 678 

$59,600 

$797,985 

$63,100 
$279, 264 
$8a5,198 

$37, 159 
$314, 800 
$113,353 

Fireproofiner . value . . 

Tile,  not  drain do . . . 

$476, 118 

Pottery : 

% 

Earthenware    and 

stoneware,  value. . 

$563,355 

$1, 169, 788 

$1, 709, 884 

Yellow  and  Rocking- 

ham ware,  value.. 

$218, 392 

$271, 453 

C.    C.     and    white 

granite   ware, 

value 

$1, 127, 010 

$1, 644, 246 

• 

Sanitary    ware, 

value 

$139, 160 

$24, 552 

Porcelain  or  china. 

value 

$245,000 

$912, 434 

Porcelain  electrical 

supplies  ..value.. 

$157,  700 
$269, 220 

$10, 617, 684 

Miscellaneous do . . , 

$1, 495, 273 

$2, 600, 063 

$162, 730 

Total 

$10, 668, 498 

$10,  649, 382 

$9, 949, 571 

Number  of  firms  report- 

1 

iDflr 

968 

1 

980 

1 

1,021 

1 

1,035 

1 

Rank  of  State 

a  Common  and  prensed  brick  not  separately  classified  in  1894. 
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PENNSYLVANIA. 
Clay  products  of  Pennsylvania  from  1894  to  1897, 


Briok: 

Common — 

Qaantity 

Value 

Average  per  M.. 
Pleased — 

Quantity 

Value 

Average  per M.. 
Vitrified— 

Quantity 

Value 

Average  per  M.. 
Fancy  brick .  value . . 

Fire  brick do. . . 

Drain  tile do. . . 

Sewer  pipe do. . . 

Ornamental  terra  cotta, 

value 

Fireproofing value . . 

Tile,  notdrain do. . . 

Pottery : 

Earthenware  and 
stoneware .  value . . 
Yellow  and  Rocking- 
ham ware,  value.. 
C.    C.    and   white 
granite  ware, 

value 

Porcelain  or  china, 

value 

Miscellaneous 


Total 


Number  of  firms  report- 
ing   

Rank  of  State 


1894. 


642, 326, 000 

$4, 173, 274 

$6.50 

(«) 


74, 029, 000 

$521, 359 

$7.04 

$75, 281 

$1, 568, 545 

$61,952 

$347,202 

$61,000 
$75,000 
$67,300 


1895. 


612,492,000 

$3, 570, 536 

$5.82 

56, 810, 000 

$1, 018, 682 

$17. 93 

36,268,000 

$305,035 

$8.41 

$48,032 

$2, 250, 790 

$13, 320 

$360, 475 

$263,000 

$120, 508 

$95,529 


$208,130 


$477, 135 


$7, 428, 048 


508 
3 


$553,124 


$8, 807, 161 


513 
2 


1896. 


675, 444, 000 

$4, 118, 206 

$6.10 

47, 213, 000 

$662,188 

$14.03 

47, 229, 000 

$404,182 

$8.57 

$30,545 

$2, 083, 414 

$49, 039 

$323, 239 

$142, 200 
$104, 401 
$122,707 


$367,201 


$2,000 


$48,400 

$200,000 
$405, 591 


$9,063,313 


536 
2 


1897. 


558, 084, 000 

$3, 178, 190 

$5.69 

73, 627, 000 

$873,057 

$11.86 

41, 620, 000 

$336,413 

$8.08 

$61,830 

$1, 707, 621 

$14, 164 

$283,451 

$167, 000 

$92,880 

$110, 620 


$426,949 
$100 


$276,350 


$356,070 


$7, 874, 695 


567 
2 


a  Common  and  pressed  briok  not  separately  classified  m  189i. 
19  GEOL,  PT  6,  VOL  2 24 
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TENNESSEE. 
Clay  products  of  Tennessee  from  1894  to  1897* 


1894. 

1895. 

1896. 

1897. 

Brick : 

Common— 

Quantity 

Value 

70, 519, 000 

$417, 616 

$5.92 

(a) 

69, 034, 000 

$355,420 

$5.14 

2, 633, 000 

$25, 352 

$9.62 

65,548,000 

$364,463 

$5.56 

7, 881, 000 

$66,865 

$8.48 

7,503,000 

$54,030 

$7.20 

$685 

$4,372 

$8,575 

(ft) 

81, 241, 000 

$406,236 

$5.00 

5, 154, 000 

$41, 351 

$8.02 

6, 045, 000 

$37, 813 

$6.25 

$4,026 

$35,497 

$27,950 

(ft) 

Average  per  M.. 
Presaed— 

Qnantity 

Value 

A  veraore  ner  M . . 

Vitrified— 

Quantity 

Value 

7, 687. 000 

$39,384 

$5.12 

$2,971 

$30,873 

$25,900 

(ft) 

Average  per M.- 
Fancy  bri ok. value.. 

Fire  brick do... 

Drain  tile do... 

Sewerpipe do... 

Ornamental  terra  cotta, 
value  ..--.. 

$356 
$24,956 
$6,850 
(ft) 

$5,000 

Fireproofing value . . 

Tile  not  drain  ....  do . . . 

$15, 300 

$19,050 

$674 
$37,661 

Pottery : 

Earthen  ware    and 
stoneware  .value . . 

$24,300 

$40,120 
$250 

Porcelain  or  china, 
value  ...... ...... 

MificellaneouB ._ 

$27,300 

Total 

$559,344 

$442,234 

$537,325 

$612,293 

Number  oi  firms  report- 
incT 

76 
22 

90 
24 

101 
23 

116 
22 

*"©  ...... ...... ...... 

Rank  of  State 

a  Common  aod  pressed  brick  not  separately  classified  in  1894. 
b  Included  with  Georgia. 
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TEXAS. 
Clay  products  of  Texas  from  1894  to  1897. 


Brick : 

Common — 

Quautity 

Value 

Average  per  M.. 
Pressed — 

Quantity 

Value 

Average  per  M.. 
Vitrified— 

Quantity 

Value 

Average  per  M.. 
Fancy  brick .  value . . 

Fire  brick  ...  do 

Draintile do 

Sewer  pipe do 

Ornamental  terra  cotta, 

value 

Fireproofing value . . 

Tile,  not  drain ...  do 

Pottery : 

Earthenware   and 
stoneware .  value . . 
Miscellaneous ....  do 

Total  value 


Number  of  firms  report- 
ing   

Rank  of  State 


1894. 


134, 963, 000 
$895, 359 
$6.63 

(a) 


100,000 

$1,000 

$10.00 

$16, 989 

$87,360 

$10, 049 

$2,000 


$16,096 


$1, 028, 853 


124 
13 


1895. 


138, 465, 000 

$805,772 

$5.81 

16, 143, 000 

$103,255 

$6.39 

1,492,000 

$12, 466 

$8.36 

$1,024 

$7,060 


$4,450 

$300 

$5,000 

$519 


$46,600 
$44,000 


$1, 030, 446 


136 
14 


1896. 


113, 027, 000 

$665,091 

$5.88 

12, 891, 000 

$142, 500 

$11.05 

1,400,000 
$9,200 
$6.57 
$3,150 
$8,315 
$2,040 
$21,626 


$1,135 


$58,081 
$4,615 


$915, 753 


149 
14 


1897. 


107, 294, 000 

$630,009 

$6.87 

19, 177, 000 

$147, 958 

$7.72 

3,635,000 

$32, 475 

$8.93 

$1,060 

$23,235 

$4,180 

$48,115 

$100 
$2,050 


$62,210 
$245,647 


$1, 197, 039 


184 
12 


a  Common  and  preaaed  brick  not  teparately  clasaifled  m  1894. 


372 


MINERAL    RESOURCES. 


VIBGDflA. 
ClayprodveU  of  Virginia  from  1894  to  1897. 


18M. 

1895. 

1896. 

1897. 

Brick: 

Common — 

Quantity 

Value 

112, 488, 000 

$779,285 

$6.93 

(«) 

96, 407, 000 

$560,316 

$5.81 

11, 176, 000 

$204,078 

$18.25 

3,000,000 
$30,000 
$10.00 
$36,919 
$1,750 
$4,980 
$1,000 

101, 311, 000 

$604,161 

$6.96 

13, 087, 000 

$195, 046 

$14.90 

7,240,000 

$30,000 

$4.14 

$24,283 

$2,678 

$2,918 

94,  782, 000 

$574, 269 

$6.06 

11, 037, 000 

$153, 422 

$13.90 

3,000,000 

$30,000 

$10.00 

$29,000 

$2,755 

$1,800 

Average  per  M.. 
Pressed — 

Quantity 

Value 

A  veraire  per  M . . 

Vitrified— 

Quantity 

Value 

5, 400, 000 

$52,750 

$9.77 

$76,474 

$4,794 

$10, 706 

Average  per  M.. 

Fancy  brick .  value . . 

Fire  brick do 

Drain  tile do 

Sewer  pipe do. 

Ornamental  terra  cotta, 
value 

$1,100 
$500 

$7,200 
$12,000 

Tile  (not  drain)  .value. . 
Pottery : 

Earthenware    and 
stoneware .  value . . 

$6,686 

$700 

$3,025 
$13,000 

$10, 440 
$10,000 

Miscellaneous do 

Total  value 

Number  of  firms  report- 
inc 

$6,889 

$937, 593 

$855,768 

$879, 526 

$812,046 

104 
14 

111 
18 

114 
17 

101 
16 

Rank  of  State 

a  Common  and  pressed  brick  not  aepsrately  oUasifled  in  1894. 
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WEST  VTRGINIA. 
Clayprodueia  of  West  Virginia  from  1894  to  1897, 


Brick: 

Common — 

Quantity 

Yalne 

Average  per  M.. 
Pressed — 

Quantity 

Value 

Average  per  M.. 
Vitrified— 

Quantity 

Value 

Average  per  M.. 
Fancy  brick .  value . . 

Fire  brick do 

Draintile do 

Sewer  pipe do 

Ornamental  terra  cotta, 

value 

Tile,  not  drain . .  .value . . 
Pottery : 

Earthenware  and 
stoneware .  value . . 
C.C.and  white  gran- 
ite ware...  value.. 
Sanitary  ware .  do . . . 
Porcelain  or  china, 

value 

Miscellau  eous . . .  value . . 

Total  value 


1894. 


88, 719, 000 

$227,032 

$6.86 

(a) 


Number  of  firms  report- 
ing   

Rank  of  State 


8,059,000 

$63,964 

$7.94 

$1,000 

$500 

$360 

$350,000 

$10,000 


1896. 


35, 815, 000 

$208,337 

$5.82 

1,845,000 

$18,400 

$9.97 

62, 330, 000 

$449,388 

$7.21 

$4,262 

$4,000 

$140 

$196,000 

$250 


$3,000 


$20,150 


$673,006 


36 
21 


$12,000 


$885,777 


46 
17 


1894. 


29, 462, 000 

$164, 831 

$5.59 

972,000 

$11, 370 

$11. 70 

21, 485, 000 

$177, 856 

$8.28 

$32,237 

$1,500 

$22,972 

$77,171 


$130,000 

$95,047 
$18, 412 

$167,248 
$4,300 


$902,944 


45 
16 


1897. 


30,694,000 

$164, 177 

$5.37 

2,033,000 

$19,246 

$9.47 

38, 271, 000 

$289,886 

$7.57 

$9,500 

$28,696 

$400 

$81,629 

$1,500 
$700 


$169, 520 

$125,000 
$50,000 

$175, 000 


$1, 115, 254 


55 
13 


a  Ck>miDOii  And  pressed  brick  not  separately  classified  in  1894. 
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WISCONSIN. 


Clay  products  of  WisconHn  from  1894  to  1897. 


Brick : 

Common — 

Qnantity 

Value 

Average  per  M.. 
Pressed — 

Quantity 

Value 

Average  per  M . . 
Fancy  brick . .  value . 

Firebrick do... 

Draintile do... 

Sewer  pipe do... 

Tile  (not  drain) . . .  do. . . 
Pottery : 

Earthenware   and 
stoneware .  value . . 
Miscellaneous 


Total 


Number  of  firms  report- 
ing   

Rank  of  State 


18M. 


181, 287, 000 

$1, 099, 102 

$6.06 

(«) 


$19, 324 

$6,200 

$85,150 


$1,300 


$44,300 


$1, 255, 376 


140 
12 


18»5. 


141, 018, 000 

$782, 552 

$5.54 

12, 530, 000 

$123,505 

$9.85 

$3,425 

$1,200 

$32, 314 


$1,200 


$944,196 


146 
16 


18M. 


116, 001, 000 

$662,617 

$5.71 

5, 404, 000 

$48,671 

$9.00 

$15, 710 


$27,797 

$20,000 

$500 


$12,500 
$1,200 


$788,995 


167 
19 


1897. 


134, 025, 000 

$640,592 

$4.78 

6,243,000 

$48,670 

$7.80 

$3,120 

$4,000 

$27, 750 


$10,800 
$150 


$735,082 


164 
20 


a  Common  wid  pressed  brick  not  separately  olaasifled  in  18M. 
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IMPORTS. 

In  the  following  tables  will  be  foand  a  statement  of  the  clay  and 
manafactured  goods  imported  into  the  United  States  in  recent  years: 

CloMifled  imports  of  clay  from  1885  to  1897. 


Calendar 
year— 

Kaolin 

or  china 

All  other  clays. 

fri. 

.A-1. 

clay. 

Un  wrought. 

Wrought. 

Common  blue. 

XOUilB. 

Quan- 
tity. 

Value. 

Quan- 
tity. 

Value. 

Quan- 
tity. 

Value. 

Quan- 
tity. 

» 

Value. 

Quan- 
tity. 

Value. 

1885 

1886 

1887 

Long 
tons. 

10,626 

16.590 

$83, 722 
123.093 

Long 
tons. 

9,736 
13, 740 
17,645 
20,604 
19,237 
21, 049 
16,094 
20, 132 
14, 949 
13, 146 
18, 419 
13, 319 

9,405 

$76,899 

lis,  875 

139, 405 

152, 694 

145,983 

155, 486 

118,  689 

155,047 

113, 029 

98,776 

125,  417 

88,029 

56,264 

Long 
tons. 

3,554 

1,654 

2,187 

6,832 

8,142 

2,978 

6,297 

4,551 

6,090 

4.768 

5,160 

4.514 

7,839 

$29,839 
20,730 
22.287 
53,245 
64,971 
29,143 
56,482 
64,818 
67,280 
60,786 
60,775 
56,701 
52,232 

Long 
tons. 

Long 
tons. 

23,916 

31,984 

43,318 

45,586 

47,222 

53,95C 

62,292 

79,323 

75,056 

83, 157 

102, 895 

99.534 

93.744 

$190, 460 
257,698 
303,052 
307,989 
324,492 
454, 770 
469, 629 
655,011 
606,658 
653,949 
758,484 
735, 506 
652,881 

23.486  1   li1.3fiA 

1888 18.150 

102,050 
113,538 
270, 141 
294,458 
375, 175 
374,460 
465,501 
531,714 
536, 081 
493, 431 

1889 

1890 

1891 

1892 

1893 

1894 

1895 

1896 

1897 

19,843 
29,923 
39,901 
49,468 
49, 713 
62,715 
75,447 
76, 718 
71,938 

5,172 
4,304 
2.528 
3,869 
4,983 
4.662 

$59,971 
51,889 
28,886 
40,578 
54,695 
50,954 
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Earthenwaref  ekina,  brick,  and  tile  imported  and  entered  for  oonwmption  in  the  United 

States,  1867  to  1897,  inoluaive. 


Year  ending- 


June  30 — 

1867 

1868 

1869 

1870 

1871 

1872 

1873 

1874 

1875 

1876 

1877 

1878 

1879 

1880 

1881 

1882 

1883 

1884 

1885 

December  31 — 

1886 

■     1887 

1888 

1889 

1890 

1891 

1892 

1893 

1894....... 

1895 

1896 

1897 


Brown 
earthen 

and 
common 
stone- 
ware. 


$48,618 
47,208 
34,260 
47,457 
96,695 
127,346 
115, 253 
70,544 
68,501 
36,744 
30,405 
18, 714 
19,868 
31,504 
27,586 
36,023 
43,864 
50,172 
44, 701 

37,820 
43,079 
55,558 
48, 824 
56,730 
99,983 
63,003 
57, 017 
47, 114 
61,424 
41,585 
632,227 


China  and 
porcelain, 

not 
decorated. 


$418, 493 
309,960 
400,894 
420,442 
391, 374 
470, 749 
479, 617 
397,730 
436,883 
409,539 
326,956 
389, 133 
296,591 
234, 371 
321, 259 
316, 811 
368,943 
982,499 
823,334 

865,446 
967, 694 
1, 054, 854 
1, 148, 026 
974,627 
1, 921, 643 
2, 022, 814 
1, 732,  481 
1, 550, 950 
2, 117, 425 
1, 511, 542 
1, 406, 019 


China  and 
decorated 
porcelain. 


$439, 

403; 

555, 

530, 

571 

8U 

867 

676 

654 

718 

668, 

657 

813 

1,188 

1, 621 

2, 075 

2,587, 

2,664 

2,834, 

3,350, 
3,888 


207, 
580 

m2 

288 
555 
248 
392, 
055, 
729 
057 


824 
555 
425 
805 
032 
134 
206 
656 
965 
156 
514 
485 
850 
847 
112 
708 
545 
231 
718 

145 
509 
598 
321 
851 
088 
172 
255 
648 
473 
942 
261 


Other  earth* 
en,  stone,  or 

crockery 

ware,  glased, 

etc. 


$4,280,924 
3,244,958 
3, 468, 970 
3, 461, 524 
3, 573, 254 
3,896,664 
4,289,868 
3, 686, 794 
3, 280, 867 
2, 948, 517 
2, 746, 186 
3, 031, 393 
2, 914, 567 
3, 945, 666 
4, 413, 369 
4, 438, 237 
5, 685, 709 
(a) 


Brick,  fir* 

brick,  and 

tile. 


$666,595 
963,422 

951, 293 
1,008,360 
886, 314 
788, 391 
563,568 
353, 736 
380,520 
338,143 
189, 631 
211,473 
247,455 
146,668 


TotaL 


$5, 187, 859 
4, 005, 712 
4, 459, 549 
4, 460, 228 
4, 632, 355 
5,306,893 
5, 751, 944 

4. 831. 724 
4, 441, 216 
4, 112, 966 
3, 772, 069 

3. 996. 725 
4, 044, 876 
5,500,388 
6, 383, 326 
6,866,779 
6, 686. 061 
4, 363, 497 
4, 666, 175 

5, 204, 704 
5,907,642 
6, 204, 324 
6,565,562 
5, 157, 776 
8, 663, 450 
9, 021, 509 
8, 375, 896 
7, 180, 343 
10, 445, 795 
9, 530, 524 
8, 642, 175 


a  Not  separately  classified  after  1882. 


h  Including  Rockingham  ware. 


THE  KAOLINS  AND  FIRE  CLAYS  OF  EUROPE. 


By  Heinbigh  Eies. 


INTRODUCTION. 

As  is  well  known,  large  qnantities  of  kaolins  and  other  high-grade 
clays  are  annually  exported  from  Europe  to  the  United  States  and 
enter  into  serious  competition  with  those  mined  in  this  country,  and, 
furthermore,  the  products  manufactured  from  these  materials  in  Europe 
have  competed  heavily  with  the  American  wares.  It  therefore  becomes 
a  matter  of  interest  and  importance  to  know  what  the  physical  and 
chemical  characters  of  these  foreign  clays  are,  so  that  those  American 
clays  already  tested  can  be  intelligently  compared  with  them,  and  that 
comparisons  may  be  made  of  specimens  to  be  examined  in  the  fiiture. 

Some  manufacturers  have  claimed  that  the  foreign  kaolins  are 
superior  to  the  American,  but  the  evidence  does  not  seem  tiO  bear  out 
this  statement,  the  truth  probably  being  that  foreign  ones  are  used 
because  they  can  be  brought  to  the  market  cheaper. 

Most  of  the  information  concerning  European  clays  and  clay  products 
is  to  be  found  in  the  technical  journals  devoted  exclusively  to  the  clay- 
working  industry,  and  even  there  the  amount  of  material  is  not  always 
great.  Competition  is  extremely  keen,  and  the  less  that  is  published 
concerning  the  raw  materials  or  products  the  better  the  manufacturer 
likes  it.  From  time  to  time,  however,  investigations  of  one  or  the 
other  well-known  clays  have  been  published,  some  of  them  the  results 
of  detailed  studies.  The  work  of  Bischof,  Seger,  and  Hecht  has  added 
much  to  our  knowledge  of  the  plastic  materials  of  Europe  and  their 
technology,  and  the  work  of  Seger  especially  commends  itself  to  all 
those  interested  in  this  subject. 

The  facts  presented  here  are  based  largely  on  notes  collected  by  the 
writer  during  the  summer  and  winter  of  1897,  during  which  time  most 
of  the  imx)ortant  kaolin  and  clay  deposits  were  visited,  and  to  them  are 
added  such  facts  of  importance  concerning  the  clays  as  have  already 
been  published. 

A  number  of  samples  of  the  various  well-known  European  clays 
have  been  collected,  and  the  results  of  tests  of  them  will  be  given,  it 
is  expected,  in  a  future  report.  A  few  tests,  however,  have  been  com- 
pleted in  time  to  permit  their  incorporation  in  these  notes. 
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Those  desiring  to  obtain  information  concerning  the  extent  of  the 
clay  product  industry  in  Europe,  especially  in  Germany  and  Austria, 
are  referred  to  the  "Adressbuch  der  keramischen  Industrie,"  Coburg, 
1896,  as  in  these  pages  it  is  not  possible  to  go  beyond  a  discussion  of 
the  raw  materials. 

The  grades  of  clay  which  are  of  especial  interest  to  Americans  are 
those  used  in  the  manufacture  of  porcelain  and  white  earthenware  and 
in  making  glass  pots  and  blocks  for  tank  furnaces.  But  even  after  the 
characters  of  the  European  clays  are  known,  compared  with  native 
ones  and  found  not  to  be  superior,  it  might  still  be  that  the  quality  of 
the  product  in  the  two  instances  would  show  great  differences  owing 
to  varying  methods  of  treatment.  So  far  as  porcelain  materials  are 
concerned — viz,  kaolin,  ball  clays,  quartz,  and  feldspar — the  United 
States  has  supplies  of  them  fully  equal  to  those  of  Europe,  but  com- 
paratively little  porcelain  is  manufactured  in  this  country. 

PREPARATION  OF  POTTERY  MATERIAIiS. 

All  of  the  foreign  kaolins,  except  those  at  Ooussac-Bonneval,  in 
France,  have  to  be  washed  before  being  sent  to  the  market.  Sometimes 
the  washing  is  done  at  the  factory,  as  in  the  case  of  the  Royal  Porce- 
lain Works  in  Berlin.  At  some  factories  only  kaolin,  quartz,  and  feld- 
spar are  used  in  the  manufacture  of  porcelain,  but  generally  a  certain 
amount  of  plastic  clay  is  added,  especially  if  large  objects,  such  as 
plates,  are  to  be  made.  The  relative  proportions  of  kaolin,  quartz,  and 
feldspar  used  vary  according  to  the  style  and  grade  of  the  ware  and 
the  manner  in  which  it  is  to  be  formed.  The  feldspathic  kaolins  of 
Limoges  need  the  addition  of  quartz,  and  in  some  factories  a  little  car- 
bonate of  lime  is  added.  The  quartz  and  feldspar  are  usually  calcined 
first,  the  red  spar  of  Norway  and  the  cloudy  flints  from  the  North  Sea 
both  calcining  to  a  white  powder.  This  process  also  serves  to  break 
up  the  material  and  prepare  it  better  for  grinding. 

Rolls  of  granite  or  other  stone  were  formerly  much  used  for  grinding 
the  quartz  and  spar,  but  mills  devised  by  Alsing  find  almost  universal 
application  at  the  present  day,  as  they  are  far  more  economical  of 
power  and  possess  greater  capacity.  The  old  stone  mills  yielded 
angular,  the  latter  give  round  grains.  The  Alsing  mill  consists  of  a 
horizontal  sheet-iron  cylinder,  through  which  an  axle  passes.  Both  the 
interior  of  the  cylinder  and  the  axle  are  covered  with  wood,  and  over 
this  there  is  a  covering  of  porcelain  about  1^  inches  thick.  A  mill  of 
medium  size  is  3  feet  long  and  4  feet  in  diameter,  and  is  filled  with 
350  pounds  of  rolled  flints  and  the  same  quantity  of  charge.  About 
two  charges  a  day  can  be  ground.  The  kaolins  used  show  a  varying 
rational  composition,  those  of  Zettlitz  and  Cornwall  being  high  in  clay 
substance,  while  the  Prussian  and  French  kaolins  often  have  appreci- 
able amounts  of  feldspar. 

As  the  foreign  manufacturer  is  usually  thoroughly  familiar  with  the 
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rational  analysis  of  his  clays,  and  is  able  to  interpret  the  character  of 
the  material  from  it,  the  difference  in  rational  composition  between  the 
varioas  kaolins  is  not  a  serious  matter. 

Mach  attention  is  paid  to  the  preparation  and  mixture  of  the  clay, 
for  years  of  experience  have  proved  this  to  be  a  matter  of  the  highest 
importance.  For  this  purpose  all  large  factories  have  storage  tanks 
where  the  mixed  clay  is  piled  up  and  allowed  to  remain  until  used,  the 
longer  the  better.  When  taken  from  the  storage  bins  for  working  into 
forms  it  is  first  thoroughly  wedged,  to  insure  the  production  of  the 
necessary  homogeneity  in  the  mass.  This  operation  was  formerly  done 
by  hand,  but  in  recent  years  an  excellent  form  of  kneading  machine  has 
been  introduced  by  Mr.  P.  Faure,  of  Limoges.  It  consists  of  a  circular 
table  about  6  feet  in  diameter,  whose  upper  surface  slopes  outward. 
On  this  are  two  conical  rolls,  20  to  30  inches  in  diameter  and  about  18 
inches  wide.  These  rolls  have  a  corrugated  rim  and  are  attached  to 
opposite  ends  of  a  horizontal  axis  having  a  slight  vertical  play.  The 
clay  is  laid  on  the  table,  and  as  the  rolls  travel  around  on  it  the  clay 
is  spread  out  into  a  broad  band.  A  second  axle  carries  two  other  pairs 
of  rolls  of  the  same  shape  but  smaller  size,  which  travel  around  in  a 
horizontal  plane.  These  rolls  press  the  band  of  clay  together  again. 
In  this  way  the  clay  is  subjected  to  successive  vertical  and  lateral 
pressures,  and  all  air  spaces  are  thoroughly  eliminated.  The  rolls 
make  10  to  12  revolutions  per  minute,  and  a  machine  kneads  two  to 
three  charges  per  hour  of  350  pounds  each.  The  introduction  of  this 
type  of  machine  into  American  factories  is  well  worth  considering. 

The  mixtures  used  for  making  porcelain  vary  considerably.  The 
following  proportions  of  materials  are  given  by  Hecht:* 

CompontioH  of  mixtures  for  making  hard  porcelain. 


Clay  sabstance 

Quartz 

Feldspar 

Carbonate  of  liiue  (at  times) 


Per  cent. 


40  to  66 

12  to  40 

15  to  30 

6 


The  variation  outside  of  these  limits  should  be  very  small,  for  if  the 
clay  substance  gets  under  40  per  cent  the  refractoriness  decreases  con- 
siderably, as  does  also  the  ability  of  the  ware  to  withstand  sudden 
changes  of  temperature. 

One  aim  of  ceramic  chemists  has  been  to  produce  bodies  of  low 
shrinkage,  and  experiments  have  indicated  that  the  use  of  porcelain 
sherds  ground  up  gives  a  much  more  homogeneous  mass  than  can  be 
obtained  by  the  use  of  quartz.^ 


1  Daromer,  Cheni.  Tech.,  Vol.  I,  p.  773  et  seq. 

^Chem.  Zeit.  1695,  p.  88,  and  Kenun.  Rundschaa,  1895,  p.  129. 
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One  mixture  of  this  type  is  as  follows: 

Compo9ition  of  porcelain  mixture  for  the  produciUm  of  bodies  of  law  ehrinkage. 


Quartz  sand 

Feldspar  (Norwegian) 

Marble 

Zettlitz  kaolin 

Porcelain  sherds 


Parts  by 
weight. 


120 

85 

3 

60  to  70 

20  to  60 


It  has  also  been  found  that  procelains  rich  in  fluxes  are  soft,  while 
those  poor  in  these  ingredients  are  hard;  neither  do  the  most  plastic 
masses  always  show  the  greatest  shrinkage.  The  shrinkage  of  Seger's 
porcelain,  which  is  rich  in  fluxes,  occars  mostly  in  drying,  and  the  total 
linear  shrinkage  is  10  per  cent;  it  expands  in  flring  when  a  certain 
temperature  is  reached,  owing  to  the  high  jiercentage  (45  per  cent)  of 
quartz  which  it  contains.  Plastic  clays  give  a  very  smooth  surface  and 
are  difficult  to  dry,  and  are  not  adapted  to  the  manufacture  of  large 
pieces.  A  mixture  poor  in  fluxes,  and  with  a  high  shrinkage,  can  be 
very  lean  when  it  contains  no  sedimentary  clay  bat  kaolin  as  the 
plastic  element.  Bodies  of  good  plasticity,  but  low  in  fluxes,  are  of 
comparatively  recent  introduction,  and  are  especially  adapted  to  large 
objects  and  chemical  stoneware.^  Owing  to  its  high  percentage  of  clay 
substance  and  low  fluxes,  the  mass  acquires  little  translucency  when 
burned  at  high  temperatures,  but  stands  temperature  changes  very 
well. 

Hecht  has  recently  published  the  results  of  some  rather  detailed 
investigations  on  the  composition  of  porcelains  and  white  earthenware 
bodies  poor  in  lime.  It  has  generally  been  considered  that  these  two 
classes  of  ware  varied  in  composition  only  between  fixed  limits,  and 
that  the  predominance  of  feldspar  in  the  mixture  was  generally  confined 
to  porcelain.  This,  however,  has  proved  to  be  an  error,  and  Hecht 
finds  porcelains  which  are  low  in  feldspar,  and  earthenware  bodies  rich 
in  it.    The  following  examples  are  given  :* 

Comparative  oompositiona  of  porcelain  and  white  earthenware. 


Clay  substance 

Quartz 

Feldspar 

TotaU... 


JaiMinese 
porcelain 
mixture. 


Percent. 
49.44 
45.36 
5.20 


100.00 


Wegeli  por- 
celain mix* 
ture. 


Percent. 
81.37 
5.53 
13.10 


100.00 


Belgian 
white  earth- 
enware mix- 
ture. 


Per  cent. 
58.56 
30.36 
11.08 


100.00 


1  Chem.  Zeit  1894,  p.  821. 


*  Thonindustrie  Zeit.  1887,  No.  21,  p.  714. 
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The  coDclusions  are  that  the  difference  between  porcelain  and  white 
earthenware  depends  on  the  temperature  at  which  the  material  is 
barned,  viz,  to  vitrification  or  incipient  sintering,  and  not  on  the 
composition. 

Some  porcelains  are  vitrified  at  a  temperature  of  only  2^400^  P. 
(Seger's  cone  9.)  Examples  of  this  are  Soger's  porcelain  and  Copen- 
hagen biscuit  ware,  whose  rational  comx)Ositions  are  as  follows: 

Composition  of  Soger's  porcelain  and  of  Copenhagen  biscuit  ware,  vitrifying  at  £,40(P  F, 


Clay  substance 

Quartz 

Feldspar 


Seger. 


Per  cent, 
25 
45 
30 


Copenha- 
gen. 


Percent. 
32 


68 


These  bodies  when  burned  show  a  glassy,  conchoidal  fracture.  As 
the  feldspar  is  that  part  of  the  porcelain  which  brings  about  the  vitri- 
fication, we  must  assume  from  the  Japanese  and  Wegeli  porcelain 
mixtures,  given  above,  that  a  much  higher  temperature  is  required  to 
sinter  them  than  the  Seger  and  Copenhagen  mixtures. 

It  is  possible  to  find  mixtures  showing  all  grades  of  transition  in 
composition  between  white  earthenware  and  porcelain. 

As  to  the  behavior  of  easily  fiisible  white  earthenware  glazes  and 
porcelain  glazes  on  these  transitional  members,  Hecht  finds  that  a 
great  number  hold  without  crazing  on  bodies  having  the  following 
composition,  whether  burned  in  a  hard  porcelain  fire  or  moderate  white 
earthenware  fire : 

Composition  of  bodies  on  which  many  earthenware  and  porcelain  glazes  do  not  craze. 


Per  cent. 

Per  oont. 

80 

20 

Clfl-v  snb^tftiice 

30 
70 

QnartZi  and  feldspar 

The  degree  of  tenacity  with  which  the  glazes  hold  depends  on  the 
temperature  at  which  the  biscuit  and  glazed  ware  is  burned,  and  to  a 
greater  or  less  extent  on  the  relative  amounts  of  kaolin  and  plastic 
stoneware  clay  in  the  body. 

The  practical  value  of  the  above  observations  is  that  it  points  toward 
much  greater  possibilities  in  underglaze  decoration,  for  while  in  the 
past  such  work  could  only  be  done  under  hard- fire  glazes,  we  can  now 
paint  the  porcelain  with  underglaze  colors  hitherto  used  only  for  white 
earthenware  and  cover  them  with  easily  fusible  muffle  glazes. 

The  effect  of  excessive  grinding  on  the  ingredients  of  a  porcelain 
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mixture  has  recently  been  shown  to  be  serionsJ .  It  was  foand  that  if 
a  mixture  of  kaolin,  quartz,  and  feldspar  was  ground  in  a  ball  mill 
for  120  hours,  the  ware  in  burning  became  blistered  and  showed  a  finely 
vesicular  structure  throughout.  If,  on  the  other  hand,  only  the  quartz 
and  feldspar  were  ground  for  9G  hours,  and  the  kaolin  then  added,  the 
result  was  a  strong,  translucent  porcelain  of  normal  color  and  free  from 
blisters.  The  experiments  suggest  how  porcelains  which  are  only 
slightly  transparent  can  be  made  more  so. 

It  is  a  curious  fact  that  at  one  or  two  large  German  works  the  old- 
fashioned  potters'  kick  wheel  is  still  used,  but  most  of  the  European 
porcelain  factories  have  machinery  operated  by  steam  power.  The 
factories  at  Limoges,  France,  and  Copenhagen,  Denmark,  are  espe- 
cially well  equipped.  Of  interest  is  the  form  of  wheel  used  for  molding 
oval  or  elliptical  plates  and  platters.  These  machines  are  also  manu- 
factured by  Mr.  P.  Faure,  at  Limoges. 

The  method  of  casting  is  far  more  extensively  used  abroad  than  in 
the  United  States,  both  for  porcelain  and  granite  ware,  objects  with  a 
thickness  of  one-quarter  inch  when  burned  being  formed  by  this 
method.  The  process  of  casting  was  mentioned  in  a  former  report,' 
and  need  not  be  described  again  here.  It  is  usually  found  that  if  about 
2  per  cent  by  weight  of  calcined  soda  is  added  to  the  charge,  only 
about  one-quarter  to  one-third  the  amount  of  water  than  would  other- 
wise be  necessary  is  needed  to  give  a  slip  of  the  proper  consistency. 
At  some  works  this  slip  is  mixed  in  a  vat  and  i)Oured  into  cans  for  use. 
At  others  a  pipe  leads  directly  from  the  vat  to  the  casting  table. 

The  temperatures  attained  in  burning  porcelain  vary  considerably. 
At  Berlin  the  porcelain  is  generally  burned  at  a  temperature  suffi- 
cient to  melt  cone  IS  of  Seger's  series.  At  Copenhagen  cone  26  is  used 
for  hard  firing.  Seger  has  shown,  however,  that  it  is  possible  to  make 
a  porcelain  which  can  be  burned  at  cone  9. 

Common  stoneware  for  both  ornamental  and  domestic  use  is  exten- 
sively manufactured  in  Europe,  and  especially  in  Germany.  Much 
of  it  is  exported  to  this  country.  The  higher  grades  often  possess  a 
nearly  white  body,  as  the  Metlach  ware,  whose  color  may  be  hidden  by 
a  slip  decoration. 

At  the  present  day  Yallendar,  Bunzlau,  and  Hohr  Grenzhausen  are 
the  great  centers  of  the  German  stoneware  industry. 

The  clays  used  are  very  plastic  and  moderately  refractory.  Their 
percentage  of  ferric  oxide  varies,  so  that  the  clay  may  burn  from  a 
whitish-yellow  to  a  brown.  The  whitish-yellow  clays,  of  which  those 
from  the  Westerwald  district  may  be  taken  as  the  type,  are  especially 
valued.  They  are  free  from  carbonate  of  lime,  but  have  an  appreciable 
amount  of  alkaline  silicates.  These  alkaline  fiuxes  tend  to  widen  the 
distance  between  the  points  of  vitrification  or  clinkering,and  viscosity. 
These  clays  generally  fail  or  flow  at  about  cone  26. 


1  Sprechsaal,  1896,  No  29,  p.  812. 

*  Seventeen th  Ann.  Kept.  U.  S.  Geol.  Survey,  Pt.  IV,  p.  850. 
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In  Germany  excellent  stoneware  clay»  occur  in  the  Ehine  district,  in 
Nassau,  along  the  Elbe  Biver,  and  others  are  found  in  Bohemia. 

Nnmerous  analyses  are  given  in  the  tables  farther  on,  bat  two  addi- 
tional examples  of  stoneware  clays  analyzed  by  Hecht  may  be  quoted 
here: 

Analyses  of  German  stoneware  clays, 
ULTIMATE  ANALYSES. 


SiO,.. 
Al>03. 

CaO.. 
MgO. 
K.0 . . 
H,0.. 


Total 


Per  cent. 

50.42 

36.57 

1.30 

1.57 

.51 

.49 

9.63 


Per  cent. 

72.54 

20.03 

1.29 

.54 

.93 

1.20 

4.02 


100.49 


100. 55 


RATIONAL  ANALYSES. 


Clay  substance 93. 41 

Quartz 5.84 

Feldspar .75 


51.39 

47.05 

1.16 


1.  From  VallendaTy  near  Cobfentz. 

2.  From  Bendorf,  on  the  Rhine. 

A  mixtare  of  clays  is  used  in  most  instances. 

The  ware  is  glazed  either  in  burning  with  salt  or  when  green.  Slip 
glazes  are  frequently  applied,  and,  as  calcareous  clays  abound,  they 
are  generally  used.  The  marly  clay  from  Velten,  near  Berlin,  will  serve 
as  a  good  example  of  this  type  (see  table  of  analyses,  pp.  88  and  92.) 
Blast-furnace  slag  or  lead  is  sometimes  added  to  the  glaze  clay. 

The  higher  grades  of  stoneware,  especially  those  which  are  to  be 
colored,  are  generally  made  from  white  burning  clays,  with  the  addi- 
tion of  kaolin.  For  this  purpose  the  plastic  clays  of  Vallendar,  Hohr, 
Ebernhahn,  and  Lothain  are  used.  Some  of  these  are  so  plastic  and 
shrink  to  such  an  extent  in  burning  as  to  require  the  addition  of  grog. 
Sometimes  the  color  is  added  only  to  a  part  of  the  clay,  which  is  flowed 
over  the  surface  of  the  ware.  In  this  case  it  is  important  that  the  slip 
clay  and  the  body  should  have  the  same  shrinkage  in  burning.  This 
is  usually  broaght  about  by  having  the  two  of  the  same  rational 
composition. 

Calcareous  clays  abound  in  Europe,  especially  in  northern  Prussia, 
and,  aside  from  their  application  to  brick  manufacture,  they  are  abun- 
dantly utilized  in  the  production  of  majolica  wares.  They  usually  run 
high  in  lime,  and  sometimes  more  is  added.    Red  burning  clays  are 
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often  taken,  and  after  having  the  stones  washed  oat  lime  and  sand 
are  mixed  in.  The  sand  serves  as  a  grog  and  the  lime  tends  to  make 
the  body  receive  the  glaze  with  less  danger  of  cracking.  Sometimes 
marl  is  used  instead  of  sand  and  lime.  The  body  generally  has  more 
than  25  per  cent  of  carbonate  of  lime,  and  may  have  even  40  per  cent. 
The  majolica  and  earthenware  made  from  these  calcareous  clays  are 
usually  fired  at  about  1,700^  F.,  and  the  glaze  is  burned  on  at  the  same 
temperature.  In  burning,  both  the  glazed  and  unglazed  wares  are  put 
in  the  same  kiln,  but  the  latter  are  put  nearer  to  the  point  of  exit  of 
the  fire  so  that  the  dampness  from  them  shall  not  pass  over  the  glazed 
pieces,  for  it  would  cause  the  latter  to  peel.  The  burned  ware  is  still 
soft  enough  to  be  scratched  slightly  with  a  knife. 

GLAZES. 

The  glazes  used  for  pottery  made  from  calcareous  clays  are  of  two 
kinds,  either  a  ficit  glaze  containing  metallic  oxides  or  a  fusible  clay 
mixed  with  lead. 

When  frit  glazes  are  used  they  are  generally  made  opaque  with 
oxide  of  tin.  Most  of  the  tin  remains  in  a  fine  state  of  suspension 
instead  of  going  into  solution,  and  therefore  an  even  white  color  is 
obtained  only  by  grinding  the  tin  very  fine.  The  mixing  of  the  tin 
oxide  with  the  unfritted  glaze  is  not  good,  and  such  glazes  often  shrink 
away  in  burning  and  become  spotted. 

In  large  potteries  a  mixture  of  granulated  lead  and  tin  oxide  are  gen- 
erally calcined  together  first,  and  then  mixed  with  the  other  ingredi- 
ents and  fritted.  The  following  analyses  show  the  composition  of 
these  majolica  glazes: 

Analtfsea  of  majolica  glazes. 


1 

9 

3 

4 

SiOi 

Per  cent. 
44.96 
15.66 
26.92 

}      5.12 

Percent 

41.48 

23.84 

23.73 

r      4.37 

I        .29 

Per  cent 
51.36 

Percent. 

36.49 

1.02 

51.63 

f      4.35 

1        .88 

.86 

SnOi 

PbO 

28.84 
1      2.12 

AliOa 

Fe-Os 

CraOa 

As^Os 

1.45 

3.69 

.52 

4.45 

CuO 

.23 

.51 

6.11 

.29 

1.55 
2.50 
2.87 

CaO 

.66 
6.87 

Alkalies 

Chlorine 

BiOsCbydif.) 

7.57 

1.  Glaze  of  German  stove  bricks.    Hecht,  analyst.  Dammer.  Chem.  Tech.,  I,  p.  773. 

2.  Feiluer's  glaze;  same  ware.    Deiitsch.  Top.  n.  Zieg.  Zeit.,  1872,  No.  2. 

3.  Bine  glaze  of  modem  majolica  tile;  same  reference  as  1. 

4.  Dark  green  glaze;  same  reference  as  1. 
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The  glaze  No.  1  is  a  tin  enamel  glaze,  and  shows  a  composition  very 
close  to  normal  glazes,^  having  the  composition — 


.44  NaaOl 

.06CaO 

.50PbO 


.21  Alj03  +  3.2  SiOs,  .44  SnOg. 


Hecht  tried  to  make  a  frit  glaze  as  follows: 

Composition  of  frit  glaze. 


Parts. 

Calcined  soda 

46.99 

6.07 

113.06 

52.89 
159. 87 

64.35 

Chalk 

Lead  oxide 

Zettlitz  kaoliu 

Glass  sand 

Tin  oxide 

This  did  not  craze  on  pottery  clays  with  over  20  per  cent  of  calcium 
carbonate,  and  bamed  white  at  cone  0.09.  On  the  other  hand  glazes 
of  the  type  of  No.  4  in  the  preceding  table,  which  was  a  frit  of  the 
formula — 

.22  NaaOi 

.04  CaO  1.19  AI8O3  +  2.09  SiO,. 

.74  PbO  J 

had  the  following  composition : 

Composition  of  frit  glaze. 


Parts. 

Calcined  soda 

23.64 

4.30 

167.35 

48.17 
103. 26 

Marble 

Lead  oxide 

Zettlitz  kaoliu 

Glftfis  sand ^      .     .  . 

This  held  only  on  bodies  with  30  to  35  per  cent  calcinm  carbonate. 

If  from  the  tin  glaze  No.  1  the  tin  was  omitted,  and  some  of  the  silica 
replaced  by  boracic  acid,  a  colorless  glaze  was  obtained,  which  held 
without  crazing  on  bodies  having  from  20  to  25  per  cent  calcium  car- 
bonate. 

The  glazes  are  fritted  either  in  saggars  or  special  furnaces  having  a 
basin-shaped  bottom. 


1  Thonindostrie  Zeit.,  1882,  No.  17,  p.  153. 
19  GEOL,  PT  6   VOL  2 25 
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In  the  case  of  cheap  earthenware,  a  glaze  is  frequently  made  from  a 
mixture  of  clay  and  flaxes,  as  mentioned  above.  Sach  glazes  usaally 
have  a  formula  of— 


0— .1  NaaO  (or  KaO) 

.2—1  CaO  \  2  SiOg. 

.8PbO 


1 


Sometimes  .2  to  .3  AI2O3  is  added.  Boracic  acid  has  been  tried,  but 
increases  the  price  of  the  glaze.  A  glaze  of  the  above  formula  can  be 
made  out  of  loam,  chalk,  and  lead  oxide.  It  may  contain  as  much  as 
60  per  cent  of  the  latter,  the  remainder  being  sand  and  chalk.  Such  a 
glaze  is  transparent. 

Earthenware  is  generally  manufactured  from  ferruginous  clays, 
which  are  more  infusible  than  those  used  for  majolica  wares.  They 
are  frequently  covered  with  a  slip  glaze  of  loam  and  lead  oxide,  this 
beiug  poured  over  the  green  ware,  as  the  softness  of  the  latter  does 
not  permit  its  being  dipped.  Glazes  of  calcareous  clays  mixed  with 
boracic  acid  sometimes  work  well,  and  are  considered  better  than  those 
of  slip  clay  with  lead.  The  wares  are  sometimes  coated  interiorly  with 
a  white  burning  clay,  generally  mixed  with  some  feldspar,  chalk,  quartz, 
and  kaolin. 

As  Germany  really  leads  in  the  pottery  industry  as  a  whole,  the 
preceding  notes  have  been  taken  largely  from  that  country.  There  is 
very  close  competition,  however,  between  English  and  German  manu- 
facturers of  granite  ware,  but  the  latter  are  somewhat  in  advance. 

In  the  production  of  structural  materials  in  European  countries, 
Germany  also  leads.  Front  bricks  and  roofiug  tile  are  manufactured 
in  enormous  quantities,  but  terra  cotta  has  not  yet  found  the  same 
extensive  appreciation  in  Germany  that  it  has  in  the  United  States, 
although  encaustic  tiles  are  produced  in  considerable  amounts.  A 
specially  developed  branch  of  this  industry  has  been  the  execution  of 
mosaic  work  in  clay.  Small  blocks  or  cubes  from  three  eighths  to 
three- fourths  of  an  inch  on  an  edge  are  molded  by  the  dry-press  method, 
a  dozen  or  more  at  a  time,  and  in  many  different  colors.  The  blocks 
are  then  set  together  to  form  a  mosaic  pattern,  each  block  being 
chipped  beforehand  by  the  workman  in  order  to  fit  it  more  closely  to 
the  surrounding  pieces.    The  whole  is  set  in  cement. 

Fire  bricks  find  a  much  more  extended  use  abroad  than  in  this  coun- 
try, and  numerous  factories  are  located  in  Germany  and  Austria  as 
well  as  in  England,  Denmark,  Sweden,  and  Russia.  The  production 
of  the  latter  is  being  seriously  felt  by  foreign  competitors. 

There  is  hardly  a  district  on  the  continent  where  clay  tile  is  not 
used  for  roofing,  and  in  addition  to  the  factories  in  Germany  and  Aus- 
tria an  extremely  active  center  of  the  roofing-tile  industry  is  located  in 
the  vicinity  of  Marseilles,  France.  The  products  from  this  region  come 
into  competition  with  those  of  England. 
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WASUINO  OF  CliAYS. 

It  frequently  happens  that  a  clay  as  mined  is  not  of  the  proper 
qnality  for  immediate  use.  The  trouble  may  lie  in  thc^  presence  of  too 
much  sand,  making  the  clay  too  lean,  or  it  may  contain  pebbles  of 
quartz,  pyrite,  or  other  materials  that  are  injurious  not  only  on  account 
of  their  size  but  also  for  other  reasons,  thus  necessitating  their  removal 
ftom  the  clay. 

Pebbles  and  coarse  particles  can  sometimes  be  removed  by  means  of 
sieves,  but  such  methods  are  not  always  thorough  or  continuous  in 
their  action,  and  are  perhaps  chiefly  applicable  to  very  plastic  clays 
that  are  hard  to  break  apart  in  a  washing  process. 

Most  raw  materials  which  are  quite  unclean  can  be  best  purified  by 
washing,  which  depends  on  the  principle  of  stirring  the  clay  up  in 
water  and  allowing  the  finer  particles  to  pass  off  in  suspension,  while 
the  coarser  ones  remain  behind.  This  system  of  clay  purification  is 
perhaps  nowhere  more  extensively  carried  on  than  in  Germany,  for 
there  are  in  that  country  large  areas  of  clays  containing  great  quan- 
tities of  mechanical  impurities,  to  utilize  which  means  great  saving  in 
the  cost  of  manufacture  by  avoiding  the  transportation  of  better  clays 
from  distant  localities.  The  region  especially  referred  to  is  that  of 
northern  Germany,  which  is  underlain  by  beds  of  calcareous^  sandy 
clays  of  enormous  extent.  By  a  simple  washing  process  the  lime  pebbles 
and  sand  are  removed  and  a  most  useful  material  results. 

The  washing  process  assumes  a  variety  of  forms,  depending  partly 
on  the  nature  of  the  raw  clay  and  partly  on  the  quality  of  the  washed 
clay  which  it  is  desired  to  obtain.  Thus,  for  instance,  the  clays  to  be 
treated  may  be  fat  or  lean;  they  may  contain  little  stones  or  sand,  or 
big  stones  and  roots,  or  all  of  these  together. 

In  most  cases  it  is  desired  or  advisable  to  get  a  product  which  may 
still  have  some  sand  in  it.  In  others  the  sand  itself  may  be  marketable, 
and  then  it  becomes  necessary  to  get  as  close  a  separation  of  sand  and 
clay  as  is  possible  and  consistent  with  economic  working. 

The  probable  result  is  that  no  one  form  of  machine  will  serve  all 
purposes,  and  that  the  washing  apparatus  should  be  differently  con- 
structed for  different  purposes.  In  Germany  the  criticism  has  been 
made  by  some  that  the  tendency  of  the  manufacturers  of  washing 
machines  is  to  generalize  too  much,  and  the  chief  improvements  have 
been  in  the  line  of  machinery  and  arrangements  for  washing  kaolins 
and  other  high-grade  clays  to  be  used  in  the  manufacture.of  porcelain. 

BASIN  WASHING  MACHINES. 

The  machines  for  washing  brick  clays  and  other  medium  or  low 
grade  clays  consist  in  general  of  a  round  horizontal  basin,  open  above, 
and  supplied  with  a  stirring  apparatus  attached  to  a  vertical  axis. 
This  stirrer  is  made  up  of  several  rakes  set  radially  on  the  vertical 
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axis,  which  stands  in  the  center  of  the  basin  and  is  revolved  by  steam 
or  horse  power.  The  prongs  of  the  rakes  are  of  iron  and  are  set  firmly 
or  with  slight  play.  There  is  sometimes  a  smaller  supplementary  prong 
hinged  onto  each  of  the  large  ones.  The  basin  is  usually  of  brick  or 
cement,  with  a  depth  of  2  to  3  feet  and  a  diameter  of  10  to  12  feet. 

The  clay  and  water  are  discharged  into  this  basin,  and  the  stirrer  is 
revolved  until  the  clay  is  thoroughly  loosened  or  slaked.  The  sand 
and  pebbles  settle  to  the  bottom  of  the  basin,  while  the  action  of  the 
stirrers  keeps  the  finer  particles  of  sand  and  the  clay  in  suspension. 

The  working  of  such  machines  may  be  either  continuous  or  inter- 
mittent. In  the  former  case  the  slip  (water  with  suspended  clay)  is 
allowed  to  run  off  continuously,  and  fresh  water  and  clay  are  added 
from  time  to  time.  In  the  latter  case  the  basin  is  filled  with  water,  a 
certain  amount  of  clay  is  put  in,  and  the  machine  is  run  until  the 
material  is  all  loosened  up,  when  the  slip  is  drawn  off.  If  the  slip  is 
allowed  to  become  quit«  thick,  much  fine  sand  will  go  off'  with  the  clay. 
The  same  is  apt  to  occur  when  a  large  excess  of  water  is  used. 

Several  forms  of  basin  machines  are  used  in  Europe,  which  difi'er 
chiefly  in  the  construction  of  the  stirring  apparatus. 

One  form  that  was  tried  unsuccessfully  consisted  of  a  system  of  rolls 
and  rakes.  The  object  of  the  former  was  to  crush  the  lumps,  but 
instead  of  doing  so  they  rolled  the  clay  out  into  a  tough  layer  on  the 
bottom  of  the  basin,  which  the  rakes  had  difficulty  in  breaking  up. 
Another  system,  that  of  Jiingst,  has  the  rakes  so  constructed  that  they 
revolve  as  they  travel  around  the  pit.  Still  another  machine,  Nenman's, 
is  constructed  with  a  circular  channel  in  the  center  of  the  basin, 
intended  to  collect  the  coarse  residue  in  a  narrower  space. 

There  are  certain  objections  to  these  washing  machines,  which  it  may 
be  well  to  mention : 

(1)  Nearly  every  one  has  to  be  stopped  tor  a  certain  period  to  remove 
the  residue.  This  was  formerly  done  with  a  shovel,  but  more  recently 
by  means  of  an  endless  chain  with  buckets,  or  through  a  door  in  the 
floor  of  the  basin.  In  the  most  modern  machines  the  endless  chain 
removes  the  settlings  continuously. 

(2)  A  second  difficulty  is  that  the  water  has  to  do  a  large  part  of 
the  work,  so  that  in  the  case  of  very  plastic,  slow-slaking  clays  the 
material  should  be  broken  up  somewhat  before  being  put  into  the 
washing  machine. 

(3)  Most  of  the  machines  work  too  slowly,  and  consequently  have  a 
small  capacity.  The  best  results  are  therefore  obtained  by  sufficient 
velocity  of  stirrers  and  continuous  removal  of  slip  and  residue. 

CYLINDRICAL  WASHING  MACHINES. 

A  second  class  of  washers  are  of  cylindrical  form,  with  horizontal 
stirrers.  These  may  be  used  either  for  brick  clays  or  kaolins,  but  their 
chief  application  is  in  connection  with  the  latter.    These  barrel  washers 
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consist  of  a  horizontal  cylinder  closed  at  both  ends.  Within  this  cyl- 
inder there  revolves  a  horizontal  shaft  bearing  iron  arms.  The  water 
and  clay  are  charged  at  one  end,  and  the  water,  with  clay  and  sand  in 
saspensiou,  passes  out  at  the  other.  In  passing  through  the  machine 
any  lumps  of  clay  are  broken  up,  and  much  coarse  sand  remains  behind 
in  the  cylinder.  This  necessitates  stopping  the  washer  from  time  to 
time  to  clean  it  out.  Cylindrical  washing  machines  are  generally  of 
limited  capacity,  but  capable  of  good  results  if  watched.  They  are 
used,  as  at  the  Eoyal  Porcelain  Works,  in  Berlin,  for  instance,  to  give 
a  preliminary  cleansing  to  the  raw  kaolin  before  it  passes  to  the  troughs. 

In  such  washers  it  is  easily  possible  to  use  too  much  water.  If  an 
excess  is  allowed  to  pass  through  the  cylinder,  much  sand  passes  out 
with  the  clay ;  but  in  the  case  of  a  fat  clay,  with  lime  or  pyrite  pebbles, 
a  large  amount  of  water  is  desirable  to  insure  their  removal.  If  a  lean 
clay  is  simply  to  be  made  fatter,  an  excess  of  water  is  to  be  avoided. 

The  cylinder  washer  corresponds  in  principle  to  the  log  washer  used 
by  kaolin  miners  in  the  United  States,  and,  as  before  mentioned,  its 
chief  use  is  for  the  preliminary  cleansing  of  pure  kaolin. 

TROUGHING. 

As  the  material  comes  from  the  washing  machines  it  generally  passes 
into  troughs.  These  may  serve  the  purpose  of  conducting  the  entire 
discharge  to  settling  tanks,  or  may  act  as  a  further  stage  in  the  process 
of  separation  and  cleaning.  If  the  slip  is  carried  oS  in  horizontal 
troughs,  these  should  be  of  large  cross  section,  and  so  much  sand 
should  settle  in  them  that  the  material  which  reaches  the  settling 
tanks  is  totally  different  from  that  coming  from  the  machine. 

If  the  washing  simply  separates  sand  which  is  harmless  in  itself,  it 
is  open  to  several  objections,  for  the  disposal  of  this  sandy  residue 
involves  expense,  it  causes  additional  exx>ense  to  mix  the  sand  in  again, 
and  the  slip  takes  longer  to  dry  than  if  it  were  left  in  the  clay.  One 
way  is  to  endeavor  to  have  only  material  of  the  desired  consistency 
come  from  the  machine  and  get  this  all  into  the  pits.  This  can  be 
done  by  having  troughs  with  high,  narrow  cross  section  and  heavy 
fall.  If  this  arrangement  is  not  possible,  on  account  of  limited  space, 
it  may  be  desirable  to  elevate  the  discharged  slip  to  a  higher  level 
before  allowing  it  to  pass  into  the  troughs. 

If,  however,  the  clay  and  sand  are  to  be  thoroughly  separated,  an 
excess  of  water  is  desirable.  For  common  brick  clays  it  is  often  best 
to  have  4  or  5  times  more  water  than  clay,  but  for  complete  separations 
30  times  the  amount  may  be  necessary.^ 

In  such  cases  as  the  last  mentioned,  the  slip  is  conducted  through 
long  troughs  with  very  little  fall,  or  even  in  part  horizontal.  At  inter- 
vals in  these  troughs  there  may  be  pitlike  expansions  to  catch  the 

1  B.  Hotop,  Thonindaatrie  Zeit.,  1893. 
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sand.  Thus,  only  the  fioest  particles  of  clay  and  sand  may  eventaally 
reach  the  settling  tanks. 

For  economy  of  space  the  troaghing  is  generally  arranged  in  a  zig- 
zag manner,  with  the  various  joints  parallel. 

This  method  of  washing  is  used  at  the  majority  of  kaolin-washing 
plants  in  Europe  and  the  United  States,  but  certain  objections  have 
been  urged  against  it  by  some.  It  has  been  claimed  that  with  such  an 
arrangement  we  do  not  get  a  perfect  sorting,  and  that,  instead  of  con- 
tinually finer  sand  being  dropped  by  the  decreasing  current,  little 
banks  of  sand  will  form  at  corners  and  along  the  sides,  thereby  tend- 
ing to  make  the  channel  narrower  and  increase  the  velocity  of  the 
current,  causing  it  to  carry  sand* into  the  settling  tanks. 

At  several  localities  the  plan  followed,  and  one  which  is  said  to  obvi- 
ate this  difficulty,  is  as  follows:  As  the  slip  comes  from  the  washing 
machine  it  is  discharged  into  a  section  of  straight  troughing,  and  from 
this  into  another  of  the  same  depth,  but  five  or  six  times  the  width,  and 
divided  by  as  many  longitudinal  partitions.  The  water  with  suspended 
clay  passes  from  this  into  a  third  section,  twice  as  wide  as  the  second 
and  also  divided  by  a  number  of  longitudinal  divisions.  From  here 
the  water  and  clay  pass  into  the  settling  tanks. 

The  advantage  of  the  above  arrangement  is  that  the  water  flows 
continually  in  a  straight  course,  but  as  it  is  spread  out  each  time  over 
a  wider  space  it  flows  with  an  ever-decreasing  velocity. 

At  the  kaolin  mines  in  Cornwall,  where  this  plan  of  troughing  is 
used,  there  is  a  board  on  hinges  set  across  the  end  of  each  section. 
When  this  is  raised  the  water  is  backed  up  somewhat  and  the  velocity 
of  the  current  is  lessened,  or  if  the  water  is  flowing  too  slowly  its  speed 
can  be  quickened  by  lowering  the  board.  In  the  Cornwall  district 
these  board  sections  are  known  as  the  micas. 

In  each  successive  section  the  cross  section  of  the  trough  is  doubled 
and  the  velocity  of  the  current  becomes  only  half  as  great. 

SETTLING  TANKS. 

Next  to  the  troughs  come  the  settling  tanks.  These  are  sometimes 
large  and  deep,  sometimes  small  and  shallow.  The  former  type  is 
mostly  used  where  space  is  limited. 

Small  pits  have  the  advantage  of  permitting  the  slip  to  dry  more 
quickly,  especially  when  the  layer  of  sediment  is  not  very  thick.  A 
small  pit  also  takes  less  time  to  fill  and  empty,  whereas  a  large  pit 
requires  a  good  while  to  fill,  and  a  considerable  interval  is  then  required 
for  the  clay  or  kaolin  to  settle.  One  disadvantage  claimed  for  a  number 
of  small  pits  is  that  a  thoroughly  average  product  is  not  obtained, 
owing  to  the  thin  layer  of  settlings  and  small  amount  in  each;  and  fur- 
thermore, a  series  of  small  tanks  requires  considerable  room. 

The  advantages  of  big  pits  are  that  the  clay  can  be  discharged  into 
any  one  for  a  considerable  period,  and  if  the  clay  deposit  varies  in 
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character,  the  different  grades  get  into  the  one  tank  and  a  better  aver- 
age is  thereby  obtainable.  A  large  tank,  however,  requires  a  much 
longer  time  for  drying,  and  can  not,  therefore,  be  filled  and  emptied  ba 
many  times  a  season.  The  number  of  times  which  this  can  be  done 
during  the  working  period  depends  primarily  on  the  size  of  the  tank, 
but  if  it  is  so  constructed  as  to  dry  the  clay  by  draining  and  evaporat- 
ing off  the  water,  then  the  location,  weather,  and  soil  exert  an  import- 
ant influence. 

The  construction  of  the  settling  tank  or  pit  depends  on  the  grade  of 
clay  to  be  washed.  For  common  clays  the  simplest  form  of  pit  is 
a  shallow  excavation,  or  an  earth  dam  thrown  up  in  a  level  place.  The 
bottom  should  slope  toward  the  outlet,  and  if  the  soil  is  not  sandy  a 
layer  of  sand  is  spread  over  the  bottom  of  the  pit.  It  is  sometimes 
found  necessary  to  set  drains  in  the  soil  under  the  tank,  but  such  pro- 
visions are  not  of  much  use  in  the  case  of  very  fat  clays.  With  lean 
materials  a  drainage  system  works  well. 

For  white-burning  clays  and  kaolins  an  earth  pit  is  hardly  advisable, 
and  the  settling  tanks  are  generally  made  of  wood,  stone,  brick,  or 
cement.  At  some  localities  in  Germany  the  tanks  are  paved  with 
IK>rous  bricks.  When  the  kaolins  for  white  earthenware  and  porcelain 
are  washed  in  the  factory  both  the  troughing  and  settling  tanks  are 
lined  with  Portland  cement. 

Drying  the  kaolin  after  it  has  settled  may  be  accomplished  in  one  of 
two  ways: 

(1)  After  the  water  is  drawn  off  the  clay  is  allowed  to  remain  in  the 
pit,  being  turned  over  with  a  shovel  from  time  to  time,  and  when 
nearly  di^  it  is  removed  to  racks.  This  is  the  cheapest  method  and 
one  best  adapted  to  low-grade  clays,  but  it  is  dependent  on  the 
weather. 

(2)  The  clay,  after  settling,  is  pumped  into  filter  presses  and  the 
water  is  expelled.  This  is  too  expensive  a  method  for  any  except  high- 
grade  clays,  but  in  their  case  it  is  usually  followed. 

At  Oomwallf  England. — The  method  of  washing  the  kaolin  at  the 
mines  in  Gornwall,  England,  differs  so  essentially  from  those  described 
above  that  it  may  be  well  to  mention  it  in  some  detail.  As  mentioned 
in  another  portion  of  this  report,  the  deposits  in  that  region  consist  of 
a  loose,  crumbling  mass  of  kaolinite,  feldspar,  and  quartz.  The  pits 
are  all  ox>en  workings,  some  of  them  200  feet  in  depth.  Streams  of 
water  are  directed  down  the  sides  of  the  pit  and  wash  down  the  kaolin, 
which  becomes  broken  up  in  its  descent.  At  the  bottom  of  the  pit  the 
kaolin  and  water  run  into  long,  rectangular  stone  tanks  about  3  feet 
deep.  The  quartz  quickly  settles  in  these,  while  the  kaolin  and  mica 
remain  in  suspension.  As  the  tank  fills  up,  the  water,  with  the  kaolin, 
runs  off  through  an  overflow  into  a  sump,  from  which  it  is  pumped  up 
through  a  large  pipe  to  the  surface  and  discharged  into  the  micas.  In 
passing  along  these  the  fine  sand  and  mica  are  removed,  and  the  kaolin 
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whicli  is  discharged  into  the  settling  tanks  has  97  per  cent  clay  snb- 
stance.  These  tanks  are  deep,  circular  pits  of  stone,  and  have  no 
special  advantage.  The  water  is  drawn  oS  when  the  material  has  set- 
tled, and  the  wet  kaolin  is  shoveled  through  a  door  into  the  drying 
vats,  which  are  long,  narrow,  shallow  tanks  with  fines  underneath  for 
supplying  heat  from  the  fires  at  one  end  to  dry  the  kaolin.  The  quartz 
remaining  in  the  clay  pits  is  loaded  into  cars  from  time  to  time  and 
sent  to  the  surface. 

At  Ronney  Denmark. — At  Ronne,  on  the  island  of  Bornholm,  Den- 
mark, a  special  plan  is  also  followed,  and  is  described  in  connection 
with  the  kaolin  at  that  locality. 

VOGT'S   EXPERIMENTS. 

Although  it  is  possible  by  washing  to  obtain  a  product  which  is  nearly 
pure  clay  substance  or  kaoliuite,  at  the  same  time  there  is  a  certain 
percentage  of  quartz,  feldspar,  and  mica  present  in  the  kaolin  in  such 
a  finely  divided  condition  that  the  slowest  current  of  water  does  not 
cause  it  to  settle.  The  experiments  made  by  G.  Vogt  illustrate  this 
point  very  well. 

Mr.  Vogt  ^  considers  that  the  plasticity  which  clays  have  is  chiefly 
due  to  the  hydrated  silicate  of  alumina  or  kaoliuite.  Experiments 
which  he  made  show  that  the  kaoliuite  is  not  the  only  substance  which 
remains  in  suspension  for  a  long  period.  For  his  trials  he  took  quartz 
from  Limousin,  orthoclase  from  Norway,  and  a  potash  mica.  All  three 
were  ground  very  fine,  and  then  washed  in  a  current  of  slightly  ammo- 
niacal  water.  The  washed  materials  were  then  allowed  to  stand.  After 
twenty-four  hours  each  of  the  liquids  was  as  opalescent  as  if  it  had 
washed  clay  in  suspension.  After  nine  days  the  turbidity  still  re- 
mained, but  was  less  marked.  At  the  end  of  this  time  the  supernatant 
liquid  was  ladled  off  of  each  and  a  few  drops  of  hydrochloric  acid  added 
to  it.  The  suspended  materials  coagulated  and  settled,  and  the  precipi- 
tate was  collected,  dried,  and  weighed.  The  mica  which  had  remained 
in  suspension  during  the  nine  days  was  very  fine;  still  the  particles 
glittered  in  the  light.  The  addition  of  hydrochloric  acid  caused  the 
instant  settling  of  the  particles,  which  was  also  noticed  by  the  cessa- 
tion of  the  glittering.  The  settlings  of  mica  from  1  liter  of  water 
amounted  to  0.15  gram.  This  fine-grained  mica  possessed  a  plasticity 
almost  equal  to  that  of  the  kaolin. 

From  the  decanted  liquid  of  the  feldspar  the  hydrochloric  acid 
brought  down  0.4  gram  of  this  mineral  per  liter,  while  of  the  quartz 
only  0.1  gram  of  sediment  was  obtained. 

A  very  plastic  clay  from  Dreux  was  treated  in  the  same  manner  and 
after  nine  days  a  precipitate  of  0.50  gram  was  brought  down. 

From  these  experiments  we  see  that  in  washing  kaolin  it  is  impossi- 
ble to  free  it  entirely  from  quartz,  feldspar,  and  mica. 

>  Tboninduatrie  Zeit.,  1803,  p.  140. 
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If  suiphoric  acid  be  added  to  a  mixture  of  kaolinite,  mica,  quartz, 
and  feldspar,  only  the  first  two  are  attacked.  The  clay  thus  becomes 
divided  into  a  soluble  and  insoluble  portion.  Each  will  have  alkalies, 
for  they  are  contained  in  both  mica  and  feldspar.  In  the  soluble  por- 
tion the  alkali  is  chiefly  x>otash,  and  when  it  increases  the  amount  of 
chemically  combined  water  decreases.  If  ma^esia  mica  is  also  present, 
the  ratio  of  alumina  to  silica  decreases,  for  magnesia  mica  has  only  one- 
half  as  much  alumina  as  potash  mica. 

THE  RATIONAIi  ANAIjYSIS  OF  CliAY. 

It  is  a  common  custom  of  the  manufacturers  of  porcelain,  white  earth- 
enware, fire  brick,  and  other  refractory  goods — in  fact  of  all  products 
made  from  high  grades  of  clay — to  use  the  rational  analysis  as  a  guide 
in  making  up  their  mixtures  and  keeping  them  constant.  The  advan- 
tage of  this  analytical  method  is  that  it  resolves  the  clay  into  its  mineral 
components,  and  enables  us  thereby  to  get  an  insight  into  the  physical 
character  of  the  material  used,  which  is  frequently  a  matter  of  far 
greater  importance  than  its  chemical  composition. 

The  ordinary  quantitative  or  ultimate  chemical  analysis  regards  the 
clay  as  a  mixture  of  oxides  of  the  elements,  although  they  may  be 
present  in  entirely  different  combinations,  such  as  silicates,  carbonates 
or  hydrates,  sulphates,  etc.  This  condition  of  combination  is  of  impor- 
tance, for  it  may  make  a  vast  difference  whether  a  material  is  present 
as  a  silicate  or  a  carbonate. 

Silica  if  present  as  quartz  will  decrease  the  shrinkage  and  up  to 
certain  temperatures  increase  the  refractoriness,  but  if  present  in  the 
clay  as  a  component  of  feldspar  it  serves  the  purpose  of  a  flux  and 
somewhat  increases  the  plasticity. 

It  is  not  intended,  though,  that  the  rational  analysis  should  entirely 
supplant  the  ultimate,  for  this  is  not  possible,  as  each  serves  its  own 
purpose. 

The  ultimate  analysis  may  be  used  to  supply  information  on  the  fol- 
lowing points: 

(1)  The  purity  of  the  clay,  showing  the  proportions  of  silica,  alumina, 
combined  water,  and  fluxing  impurities. 

(2)  From  the  ultimate  analysis  we  can  form  an  estimate  of  the  refrac- 
toriness of  the  clay,  for,  other  things  being  equal,  the  greater  the  total 
sum  of  fluxing  impurities  the  more  fusible  the  clay. 

(3)  The  color  to  which  the  clay  burns  may  also  be  judged  approxi- 
mately, for  the  greater  the  amount  of  iron  present  the  deeper  red  will 
the  clay  burn,  provided  the  iron  is  evenly  and  finely  distributed  and  an 
excess  of  lime  is  not  contained  in  the  clay.  If  the  proportion  of  iron 
to  lime  is  as  1  to  3,  then  a  buff'  product  results,  provided  the  clay  is  heated 
to  incipient  fusion  or  vitrifaction.  The  above  conditions  will  be  affected 
by  a  reducing  atmosphere  in  burning  or  the  presence  of  sulphur  in  the 
fire  gases. 
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(4)  Olays  with  a  large  amount  of  combined  water  sometimes  exhibit 
a  tendency  to  crack  in  burning.  This  combined  water  woold  be  shown 
in  the  chemical  analysis. 

(5)  A  large  excess  of  silica  would  indicate  a  sandy  clay. 

These  are  practically  all  the  x>oint8  which  the  ultimate  analysis 
explains,  and  they  are  mostly  of  a  chemical  nature. 

As  regards  the  rational  analysis,  it  may  be  carried  out  in  a  simple 
way  or  an  elaborate  one. 

Most  kaolins  and  other  high-grade  clays  consist  only  of  kaolinite, 
quartz,  and  feldspar,  the  kaoliuite  forming  the  finest  particles  of  the 
mass,  while  the  balance  is  quartz,  feldspar,  and  perhaps  some  mica* 
The  finest  particles  are  known  as  the  clay  substance,  which  may  be 
looked  upon  as  having  the  properties  of  kaolinite,  for  the  latter  is  pres- 
ent in  it  in  such  a  large  excess.  Now  as  each  of  these  three  compo- 
nents of  the  kaolin — clay  substance,  quartz,  and  feldspar — have  char- 
acteristic properties,  the  kaolin  will  vary  in  its  behavior  according  as 
one  or  the  other  of  these  constituents  predominates  or  tends  to  increase. 

As  to  the  characters  of  these  three:  Quartz  is  nearly  infusible,  non- 
plafitic,  has  very  little  shrinkage,  and  is  of  low  tensile  strength;  feld- 
spar is  easily  fusible  and  of  low  plasticity  by  itself;  kaolinite  is  plastic 
and  quite  refractory,  but  shrinks  considerably  in  burning. 

Mica  may  practically  be  considered  as  kaolinite,  for  the  reason  that 
there  is  usually  so  little  of  it,  and  also  because  the  experiments  of 
G.  Vogt  have  indicated  that  it  acts  very  similarly  to  kaolin,  being, 
when  fine,  fairly  plastic,  and  unaffected  by  a  temperature  of  l,300o  G. 
In  chemical  composition  it  is  of  course  different  from  kaolinite,  but  in 
ffftm  it  is  similar. 

If  now  a  kaolin  containing  clay  substance,  quartz,  and  feldspar  be 
W'^^ted  first  with  sulphuric  acid,  the  kaolinite  is  decomposed  into 
Mulphate  of  alumina  and  hydrous  silica.  The  former  is  soluble  in 
wat^T,  the  latter  is  removed  by  subsequent  treatment  with  caustic 
ikirl»,  and  we  have  the  insoluble  residue  consisting  of  quartz  and  feld- 
A(/^r  In  this  residue  the  alumina  is  determined,  and  from  this  the 
f$((toutii  of  feldspar  is  calculated,  viz: 

102    :    556    :  :    a    :    X 

moleo.  wt.  molec.  wt..      weight  of 
alumina,  orthoclase.     alamina. 

YliM  Im  Mitbtracted  from  the  insoluble  residue,  and  the  difference  is 

Yb^^t  \m  MtJil  another  way  of  conducting  a  rational  analysis,  which 
U  /'hi/' ft/  i%\t\f\'uiiih\e  when  the  clay  contains  other  minerals  besides  the 
k-f/ri»r.»f>,,  f/'l*i4f>ar,  and  quartz,  such  as  carbonate  of  lime  and  mag- 
ft/ 4^f.«,  A.i*f\  i^\t\tri'A'AiMe  amounts  of  ferric  oxide  and  mica.  This  second 
rf,Mh//l  14  'A4'^i*.r\  method  as  elaborated  by  Langenbeck,  and  may  be 
»n«»^fr.if>v/1  r^y  this  following  example,  a  fire  clay  from  Ohio: 
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Analysis  of  fire  clay  from  Ohio. 


SiOa 

Al/)3 

FeaOa 

CaO 

MgO 

K9O 

NaiO 

Ignition 

Total 


I. 

Totol 

analyaiB. 


Peretnt. 

73.21 

14.56 

4.79 

.51 

1.07 

1.75 

1.16 

3.70 


100.75 


II. 
Insolable 
in  H,S04. 


Percent. 

55.38 

2.35 

.39 

.15 

.05 

1.71 


60.03 


The  insolable  residue  consists  of  quartz,  feldspar,  and  perhaps  traces 
of  silicate  minerals  approaching  feldspar  in  composition.  In  ortho- 
clase  (the  common  feldspar)  the  amount  of  silica  is  about  3.51  times 
that  of  alumina.  Therefore,  the  alumina  of  the  insoluble  portion  mul- 
tiplied by  3.51  gives  the  silica  of  the  feldspar,  which,  subtracted  from 
the  total  silica  of  residue,  leaves  the  silica  present  as  quartz.  Thus,  in 
the  column  2,  above,  we  have: 


Silica. 

2.35  X  3. 51— 

Per  cent. 
8.25 
2.35 
2.20 

Alumina 

Flaxes 

Per  cent  feldspar 

12.80 

Subtracting  this  from  the  total  insoluble  residue  gives  the  amount  of 
quartz. 

As  the  clay  substance,  mica,  and  ferric  oxide  are  the  soluble  portion 
of  the  clay,  their  total  composition  is  obtained  by  subtracting  the 
insoluble  residue  (II)  fh>m  the  total  analysis,  thus  obtaining: 


yilStJAj^   RESTiXrEtCEA, 


inehidnig  masoovite  and 
:  alkalieSy  10  per  cent; 


:.  J.      :.  ji)  := 


•ijrr:u::r3i£  • '  tFimir  7^  ac»»m  HI  zive*  as  i-Lij  aabstance  and  ferric 


.>X^U( 


It. 


- 11.83    , 

.^•'      8.37 

* 

■»-«    • .. --. «--.-_-■  o. 9*     ^ 

•  iv  -      — .36 

U*  52 

.  ^!ti  .:v»tt  3. 70 

•>%a*  - 28.72 


'  i>    f  i>    i.*^  Ttwivii    ii<*  ■  'i;jkv  libfi!-  *>»«  r«auIv*Hi  into — 


Frrcent. 

47.23 
12.80 
11.84 
3.94 
24.78 


>\  ivsivi  ;  ^^  it  V  >i  H^ciicu  *ivuac;4^  to  carry  out  a  rational 
4  ..».\  v^^x  \^  tKs  ov  tMi  st^il  :vuu*:u>  o.»  be  s*?«i.  As  before  stated  the 
^Ks-v  s  ^  v*^^  ^--^  xiU)\%'i  iKfcC  :a«j  uiicA  h as  properties  closely  similar 
>,%  \u  »;i.u\  >».»  -K*^  ::ici^  \^'il  be  xxy>  reul  ueeil  of  separating  it  from 
( ;^^^  v.iv   xu>vMSi«x»^     '^'t    is  >;Uipit'r  t'ortu*  however,  when  applied  to 


'.  to  :  u.  u>iKu  .ia.ii>  ^s  bck^  been  found  to  possess  great 
»*,  H.'>  *;  N  i :uv\  «^^v  :i4  u>  t  10  uicc  chac  u*  two  clays  have  the  same 
u*  ;us»a:  v.i*;i'x\vi;Ka  ;  Kv  v*?[I.  Dttier  rb  Uij-*  being  equal,  behave  much 
,^  .vs.  XV  :u  a  bitJ  uvvi.     I'i  c>  tact  ic*  ujade  u^  of  by  the  potter,  for  example, 
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in  the  preparation  of  his  porcelain  or  white  earthenware  mixture,  also 
by  manufacturers  of  encaustic  tiles,  fire  brick,  etc. 

To  illustrate  this  point  we  may  take  the  manufacture  of  porcelain. 
Porcelain  is  made  from  a  mixture  of  kaolin,  quartz,  and  feldspar. 
Suppose  that  we  are  using  for  the  manufacture  of  porcelain  or  fire 
brick  a  kaolin  which  has  67.82  per  cent  of  clay  substance,  30.93  of 
quartz,  and  1.25  of  feldspar,  and  that  to  100  parts  of  this  is  added  50 
parts  of  feldspar.  This  would  give  us  a  mixture  of  45.21  per  cent  of 
clay  substance,  20.62  of  quartz,  and  34.17  of  feldspar. 

If  now  for  the  clay  we  had  been  using  we  substituted  one  with  66.33 
per  cent  of  clay  substance,  15.61  of  quartz,  and  18.91  of  feldspar,  and 
made  no  other  changes,  the  mixture  would  then  contain  44.22  per  cent 
of  clay  substance,  10.41  of  quartz,  and  45.98  of  feldspar. 

This  last  mixture  shows  such  an  increase  in  feldspar  that  it  must 
give  much  greater  shrinkage  and  fusibility;  but,  knowing  the  rational 
analysis  of  the  new  clay,  it  would  be  easy  by  making  a  simple  calcula- 
tion to  ascertain  how  much  quartz  or  feldspar  should  be  added  to  bring 
the  mixture  back  to  its  normal  composition. 


EFFECT  OF    FliUXES  IK  CliAYS. 

Mr.  £.  Cramer,  at  the  suggestion  of  the  German  Firebrick  Manufac- 
turers' Association,  has  recently  carried  on  a  series  of  tests  to  determine 
the  volatility  and  eflPect  of  fluxes  in  clay.^  A  very  nearly  pure  clay  was 
taken  for  the  experiments,  and  first  two  fluxes  were  added  to  it  and 
then  three.  *  The  results  obtained  were  fairly  uniform,  but  there  was 
always  some  variation,  just  as  there  is  a  difi'erence  between  the  fusing 
point  of  a  raw  clay  and  that  of  grog  made  from  it,  the  latter  being 
higher. 

The  composition  of  the  kaolin  used  by  Cramer  in  his  experiments 
was  as  follows : 


Composition  of  kaolin  in  experimenting  with  fluxes. 

Per  cent. 

Silica 

46.46 

38.15 

1.12 

.51 

.10 

1.06 

12.82 

Alumina 

Ferric  oxide 

Lime 

Mafimesia - 

Alkalies 

Ignition 

From  this  analysis  the  composition  of  what  the  kaolin  would  be  after 
ignition  can  be  calculated,  and  is  as  given  in  column  1  of  the  following 

1  ThonlnduBtrie  Zeit,  1897,  p.  288. 
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table,  while  No.  2  shows  its  composition  after  it  has  been  ignited  to 
cone  30: 

Analyses  of  clay  after  ignition. 


Silica * 

AliOa 

Fe^Oa 

CaO 

MgO 

Alkalies 

Total 


100.00 


Per  cent 

PereenL 

53.14 

53.29 

43.72 

44.47 

1.26 

1.10 

.56 

.43 

.11 

.09 

1.21 

.74 

100.12 


Ko.  2  shows  a  decrease  in  FesOa,  GaO,  and  alkalies. 

As  the  Deville  furnace  gives  a  reducing  action,  Cramer  tried  mixing 
the  kaolin  with  carbon  made  from  the  coking  of  sugar.  The  mixture 
was  heated  a  number  of  times  to  cone  30,  and  this  gave  on  analysis: 

Analysis  of  a  mixture  of  kaolin  and  carbon  after  burning. 


SiOa 

AI2O3 

FeiOz 

CaO 

MgO 

Alkalies 

Total 


Per  cent. 


54.06 

44.58 

1.02 

Trace. 

Trace. 

.40 


100.06 


From  these  experiments  Cramer  considers  that  the  fluxes  are  volatile. 
He  considers  the  greater  amount  volatilized  in  the  latter  case  due  to 
the  fact  that  the  clay  mixture  is  more  porous. 

The  losses  seemed  so  small  that  Mr.  Cramer  endeavored  by  some 
means  to  catch  the  volatilized  materials  and  get  enough  of  them  for 
analysis.  He  accordingly  put  a  flre-clay  tube  through  a  Deville  fur- 
nace and  in  the  central  portion  of  the  tube  placed  a  piece  of  kaolin. 
The  ends  of  the  tube  were  connected  with  others  of  glass.  After  heat- 
ing the  furnace  to  cone  30,  a  stream  of  air  was  forced  in  at  one  end,  and 
at  the  other  there  immediately  appeared  a  white  cloud  in  the  tube. 
This  white  material  was  collected  and  on  analysis  gave  (No.  1) : 


CLAT. 


399 


Analyses  of  volatile  pot'iums, of  fluxes. 


SiOi 

AlaOs 

FesOa 

CaO 

MgO 

Alkalies 

Total 


Pereent, 
59.60 
12.40 
9.10 
1.20 
7.50 
9.95 


P^r  cent. 

61.10 

11.20 

11.27 

.91 

6.41 

8.92 


99.75 


99.81 


Per  cent. 

67.32 
5.98 

10.98 
1.21 
7.19 
7.49 


100.17 


No.  2  shows  the  composition  of  sublimate  when  steam  instead  of  plain 
air  was  passed  through  the  tube,  while  No.  3  shows  the  composition 
when  illuminating  gas  was  used.  In  the  latter  case  a  lot  of  graphite 
was  deposited,  but  this  was  burned  oft*  before  analyzing  the  sublimate. 

These  experiments  Cramer  considers  to  be  conclusive.  He  thinks 
that  in  long-continued  exposure  to  heat  a  considerable  portion  of  the 
fluxes  must  pass  off. 

The  experiments  were  repeated  with  a  lump  of  sand  mixed  with  a 
little  clay.  The  products  of  volatilization  had  74.2  per  cent  SiOt,  and 
3.8  per  cent  AI2O3. 

We  have  thus  obtained  a  clue  to  the  reason  why  fluxes  did  not  always 
give  the  same  result  when  added  to  a  clay  for  the  purpose  of  lowering 
its  fusibility.  It  could  furthermore  be  determined  by  actual  weighing 
that  a  mixture  of  90  parts  by  weight  of  kaolin  and  10  parts  of  calcium 
nitrate  which  were  burned  at  10  lost  0.56  per  cent  on  heating  up  to 
cone  30. 

A  lime  and  clay  mixture  was  heated  10  times  in  a  porcelain  kiln  up 
to  cone  17.  No.  1  shows  its  composition  before  burning  and  No.  2  after 
ignition. 

Analyses  of  a  mixture  of  olay  and  lime  before  and  after  burning. 


SiOi 

Al,03 

FejOa 

CaO 

MgO 

Alkalies 

Total 


99.99 


PereenL 

Per  cent. 

48.37 

49.00 

42.67 

43.18 

.80 

.61 

7.27 

6.69 

.24 

.19 

.64 

.51 

100.18 
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A  similar  mixture  of  clay  and  magnesia  before  burning  and  after 
gave: 

Analyses  of  a  mixture  of  clay  and  magnesia  before  and  after  burning. 


SiOa 

AI2O3 

Fe-jOa 

CaO 

MgO 

Alkalies 

Total 


1 

9 

Per  cent 

Percent. 

48.39 

49.17 

43.65 

43.90 

.80 

.60 

.35 

.32 

6.25 

5.61 

.60 

.56 

100.04 

100.16 

Further  experiments  showed  that  most  of  the  loss  occurs  in  the  first 
burning. 

As  regards  the  relative  effect  of  the  different  fluxes  on  the  fusibility, 
Cramer  thinks  that  they  are  all  the  same,  when  considered  in  their 
equivalent  amounts.  Thus,  the  kaolin,  when  replaced  by  one-fifth  its 
equivalent  weight  of  fiuxes,  has  its  fusion  point  reduced  from  35  to 
between  33  and  34.  Expressing  these  equivalents  in  percentages,  we 
get— 

Equivalent  percentagea  of  different  clay  fiuxes. 


K2O. 
FeO. 

CaO. 
MgO 


Per  cent. 


7.25 
6.55 
4.78 
4.32 
3.04 


In  other  words,  4.32  per  cent  of  lime  would  lower  the  fusibility  as 
much  as  5.55  per  cent  ferrous  oxide. 


EUROPEANT  CI.AY8. 

The  countries  in  which  high-grade  clays  and  kaolins  are  mined  at 
the  present  time  are  France,  Belgium,  Germany,  Austria,  England, 
Denmark,  Sweden,  and  Kussia.  Those  which  supply  the  American 
market  are  Belgium,  England,  and  Germany.  The  first  and  third 
export  large  quantities  of  glass-pot  clays;  the  second,  much  kaolin  and 
ball  clay. 

The  supplies  of  English  kaolin  seem  almost  inexhaustible,  butdeposits 
of  astonishing  extent  are  rapidly  becoming  known  in  Eussia,  and  it  is 
fortunate  for  Germany  that  she  can  draw  upon  other  countries  for  some 


of  the  cbina  clay  which  she  iisea.    Jn  commerce  the  term  "  chiua  clay  " 
is  restricted  to  the  English  kaolins. 


The  porcelain  fac^tories  at  Limoges  and  that  at  Sevres  have  for  a 
numher  of  years  drawn  part  of  tbeir  kaolin  from  one  of  the  most 
remarkable  series  of  clay  deposits  to  be  found  in  Europe.  These 
deposits  of  kaolin  occur  to  the  northwest  of  the  little  town  of  Coossac- 
Bonneval,  south  of  Limoges,  although  the  locality  is  given  in  all  books 
as  St.  Yrieix.  lit  this  region  there  is  found  a  series  of  pegmatite  veins 
in  gray  gneiss,  whose  width  varies  from  a  few  inches  to  about  one 
handred  feet,  this  being  the  greatest  width  noticed.  Practically  the 
only  foreign  mineral  associated  with  the  feldspar  is  quartz,  and  even 
this  is  very  rare,  so  that  the  decomposition  of  the  former  gives  rise  to 
a  kaolin  of  snowy  whiteness  and  one  which  after  mining  can  be  sent 
immediately  to  the  mill  without  first  having  to  go  through  a  washing 
process,  as  it  contains  no  coarse  grains. 

Two  kinds  of  kaoliu  are  distinguished,  viz,  "pure  kaolin"  and 
"pebbly  kaolin,"  the  latter  having  namerous  fine  grains  of  undocom- 
posed  feldspar. 

At  present  these  kaoliu  deposits  are  worked  in  a  most  primitive 
fashion.  The  material  is  dug  with  a  pick  andshovel  Hnd  pntintosmall 
trays,  each  of  which  is  carried  on  the  head  of  a  woman  or  boy  to  the 
inspection  Imt,  wheie  the  pieces  arc  carefully  looked  over  to  see  that 
DO  dirt  has  adhered  to  them  and  then  taken  to  the  storage  bin,  where 
they  remain  until  shipped. 

Although  there  is  evidently  an  enormous  quantity  of  available 
material,  still  the  developmeut  of  these  kaoliu  beds  has  been  retarded 
for  two  reasons,  viz,  that  the  deposits  are  owned  by  a  number  of 
different  persons  whose  various  properties  lie  sandwiched  in  between 
one  another,  and  also  because  in  mining  the  pits  have  to  be  kept  free 
from  water  by  continual  pumping.  The  water  generally  has  to  be 
conducted  off  over  neighboring  property,  and  this  is  sometimes  not 
allowed  by  the  adjacent  proprietor  for  fear  that  his  neighbor  may  gain 
some  slight  advantage.  Consequently  much  of  the  kaolin  remains 
untouched  and  the  only  solution  of  the  problem  seems  to  be  the  forma- 
tion of  a  company  to  buy  up  the  whole  tract. 
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The  followiug  analyses  indicate  the  composition  of  the  Oonssac- 
Bonneval  kaolin,  which  is  used  for  manafactaring  the  highest  grades 
of  porcelain  ware: 

Analyse$  of  Cousaac-Bonneval  kaolin. 


SiO,  .... 
AlcO,.... 
Fe,03  . . 
CaO  ... 
MgO.... 
Alkalies 
Ignition , 


Total 


Per  cent, 
47.71 
36.78 


2.58 
13.03 


Per  cent. 

58.39 

27.52 

.36 

1.52 

.41 

4.29 

7.19 


100.10 


99.68 


1.  J.  Foy,  La  c6ramiqne  des  constructions,  Paris  1883,  and  DUmler,  p.  81. 

2.  Seg.Ges.Sohrlft,  p.522. 

ENGLAND. 

In  England  kaolin  or  china  clay  is  mined  principally  in  Oornwall, 
near  the  towns  of  St.  Austell  and  St.  Stephens,  and  also  at  Tregoniug 
Hill,  near  Breage.  In  Devon  it  is  worked  at  Lee  Moor,  near  Plympton 
and  Oornwood,  on  the  south  side  of  Dartmoor. 

The  deposits  in  the  vicinity  of  St.  Austell  are  i)erhaps  the  most 
important,  and  many  of  the  pits  are  of  gigantic  size. 

The  clay  or  kaolin  results  from  the  decomposition  of  granite,  the 
decomposed  rock  generally  forming  a  band  of  variable  width  on  either 
side  of  a  tin  vein.  In  former  years  the  veins  were  worked  for  the  tin 
they  contained,  but  the  kaolinized  granite  of  the  walls  having  also 
been  noticed,  Mr.  William  Cookworthy,  about  1750,  made  experiment's 
with  the  kaolin  in  order  to  test  its  applicability  to  the  manufacture  of 
porcelain  and  stoneware.  These  tests  were  so  successful  that  the 
mining  of  tin  was  given  up  and  that  of  kaolin  begun,  as  it  was  found 
far  more  profitable.  Since  that  time  the  kaolin  mining  industry  has 
increased  enormously,  so  that  the  annual  shipments  from  Cornwall 
amount  to  about  300,000  tons. 

The  washed  kaolin  is  used  for  two  purposes,  pottery  manufacture 
and  paper  manufacture.  That  for  the  latter  purpose  is  the  whitest  and 
finest  material  obtainable.  The  kaolin  for  pottery  use  is  shipped  not 
only  to  various  parts  of  Great  Britain,  but  also  to  Germany,  France, 
Belgium,  Italy,  and  Denmark,  and  to  the  United  States,  where  it 
enters  into  serious  competition  with  the  American  raw  materials.  For 
the  manufacture  of  porcelain  it  is  mixed  with  feldspar  and  quartz  and 
perhaps  a  little  plastic  clay,  but  for  white  earthenware  considerable 
ball  clay  is  added. 
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The  following  series  of  ultimate  analyses,  taken  from  various  sources, 
illustrate  well  the  composition  of  the  washed  material  : 


Analyses  of  washed  htiolinsfrom  Comwallj  England. 


1 

9 

3 

4 

S 

6 

7 

8 

SiOa 

Al,03  .... 
Fe,Oa  .... 
MirO 

Percent. 
46.60 

39.60 
.10 

Per  cent. 
46.90 
38.35 
.09 

Per  cent. 
45.38 
40.11 
.02 

}    .36 

1.17 
12.62 

Per  cent. 
45.20 
37.80 
1.50 

1  20 
12.50 

Per  cent. 

48.26 

37.64 

.46 

Trace. 

.06 

1.56 

12.02 

Per  cent. 

47.47 

38.79 

.44 

.21 

.07 

1.14 

11.92 

Per  cent, 
45.52 

40.76 

2.17 

Trace. 

1.90 

Ign.  9. 61 

Per  cent. 
46.38 

38.60 

3.47 

Trace. 

1.77 

9.08 

o^'  ..... 

CaO 

Alkalies.. 
HiO 

Total . 

.21 
13.03 

1.38 
12.55 

99.54 

99.27 

99.66 

98.20 

100.00 

100.04 

99.96 

99.30 

1-4.  From  paper  by  J.  H.  Collins,  The  Nature  and  Origin  of  Clays.    Min.  Mag., 
1887. 

5.  H.  Heoht,  Thonindustrie  Zeit.,  1891,  p.  293.    The  sample  was  white,  free  from 
grit^  and  made  a  lean  paste  when  mixed  with  water. 

6.  Ibid.,  white  kaolin,  lean,  and  slaked  to  paste  of  little  plasticity. 

7.  Blaebarrow,   St.  Anstell.    L.  Playfair,  analyst.    Catalogue  to  Collection  of 
British  Pottery  and  Porcelain,  Museum  Prao.  Geol.,  London,  1893. 

8.  St.  Stephens,  Cornwall.    L.  Playfair,  analyst.    Ibid. 

The  following  three  rational  analyses  show  the  high  percentage  of 
clay  substance  in  the  English  china  clay : 

Rational  composition  of  English  china  clays. 


Clay  substance 

Quartz 

Feldspar 


Per  cent. 
94.25 
.98 
4.77 


Per  cent. 
94.25 
1.26 
4.49 


} 


Per  cent. 
97.50 

2.50 


1  and  2  are  the  rational  analyses  of  samples  5  and  6  of  the  preceding  table. 
3.  Made  by  H.  Ries  from  sample  from  Royal  Porcelain  Works  in  Berlin. 
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The  analyses  by  Hecht  were  made  in  connection  witli  some  experi- 
ments on  the  porosity  and  shrinkage  of  kaolins,  and  the  following 
determinations  were  made  on  the  same  samples  of  which  his  analyses 
are  given  above :    • 

Shrinkage  and  porosity  of  china  clay  at  different  temperatures. 


Temperature. 

Porosity. 

Shrinkage. 

1 

9 

1 

il 

Per  cent. 

Per  cent. 

Per  cent. 

Per  cent. 

Air  dried 

ft 

2.75 
4.17 

2.67 
5.17 

At  cone  .09 

48.72 

......  .... 

49.19 

At  cones  2  and  3.. 

45.51 

46.88 

7.33 

6.50 

At  cones  7  and  8 . . 

38.07 

40.54 

11.17 

11.59 

At  cone  12 

28.63 

37.56 

13.91 

14.00 

At  cone  18 

7.63 

7.34 

19.33 

21.08 

There  still  remains  to  be  known  the  degree  of  fineness  of  the  washed 
kaolin.  A  sample  from  the  pits  of  Messrs.  Martin  Brothers  at  St.  Aas- 
tell,  in  Cornwall,  was  mechanically  analyzed  by  the  writer  and  yielded 
the  following  amounts  and  sizes  of  particles,  30  grams  being  taken: 

Mechanical  analysis  of  clay  from  St.  Austell. 


Clay  substance,  particles  to  0.01  mm.  diameter. 

Silt,  particles  up  to  0.025  mm 

Very  tine  sand,  particles  up  to  0.04  mm 

Fine  sand,  particles  from  0.04  to  0.2  mm 


23.60 

3.21 

2.13 

.70 


Total  .: 


The  method  employed  to  wash  the  kaolin  is  described  under  the 
heading  "  Methods  of  washing  clays." 

BALL   CLAYS. 

Lying  in  the  neighboring  region,  in  Devon,  is  an  important  series  of 
plastic  clays  which  have  been  derived  from  the  erosion  of  the  neigh- 
boring granitic  hills.  These  plastic  clays  are  mined  in  two  separate 
areas,  one  8  miles  south  of  Torrington,  the  other  near  Newton  Abbot, 
in  Devonshire.  This  latter,  known  as  the  Bovey  clay,  has  been  worked 
for  a  number  of  years,  and  is  much  used  by  British  potters  under 
the  name  of  Teignmouth  clay,  because  it  is  shipped  from  this  latter 
locality. 
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The  following  is  an  analysis  of  this  clay:^ 

Analysis  of  Teignmouth  clay. 


IVr  cent. 


SiOa 52.06 

ALO:, 29.38 

CaO \ 43 

FeO 2.37 

MgO 02 

K,0 2.29 

HiO i       10.27 

Moisture 2. 56 

Total I      99.38 


Much  clay  of  a  similar  nature,  known  as  Poole  clay,  is  mined  at 
Wareham.  It  is  a  blue  plastic  clay  of  Tertiary  age  and  is  extensively 
used  by  manufacturers  of  white  earthenware  and  stoneware.  The 
following  analyses  indicate  its  ultimate  composition: 

Analyses  of  Poole  clay. 


SiO,  .... 

Al.Oa  ... 

FeO 

CaO 

MffO.... 

K,0 

H:0 

Moisture 


1 

*J 

Per  cent. 

Per  cent 

48.99 

59.61 

32.11 

26.81 

2.34 

2.03 

.43 

.82 

.22 

.44 

3.31 

3.57 

9.63 

7.46 

2.33 

Total 


99.36 


100.74 


1.  Handbook  of  Pottery  and  Mus.  Prac.  GeuL,  p.  27,  1893. 

2.  Diimuiler.     Ziegel-fabrikation,  p.  82.     No,  2  burns  yellowisU  white. 

The  beds  near  Torrington  are  also  of  considerable  extent,  although 
at  times  of  irregular  quality,  so  that  shaft  and  drift  mining  have  to  be 
resorted  to  in  order  to  av^oid  the  expense  of  removing  sandy  beds 
which  have  no  value.  Botli  stoneware  and  ball  clays  are  obtained,  and 
are  of  a  highly  plastic,  tough  nature.  The  poorer  grades  are  used  in 
the  manufacture  of*  lire  brick. 

Both  the  Poole  and  Torringtou  plastic  clays  are  shipped  without 
washing. 


'  Percy  "m  Metallurgy,  vol.  1, 1875,  p.  99. 
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A  sample  of  the  Tomng^n  ball  clay  was  analyzed  mechanically^ 
with  the  following  results: 

Mechanical  analysis  of  Tarringion  ball  clay. 


Per  cent. 


Clay  substance * 86. 33 

Silt 5.27 

Very  fine  sand 4. 70 

Fine  sand 1. 80 


Total 


98.10 


This  shows  a  high  percentage  of  fine  particles,  several  per  cent  more 
than  washed  kaolin.  This  is  quite  natural  when  we  consider  the  grind- 
ing which  the  clay  particles  must  have  undergone  in  being  washed 
down  to  their  present  resting  place. 

Refractory  shale  clays  of  Carboniferous  age  occur  near  Stourbridge, 
England,  and  Glasgow,  Scotland.  They  are  generally  mined  by  means 
of  drifts.  These  refractory  clays  of  Great  Britain  bear  a  high  reputa- 
tion, and  the  crucibles  and  muffles  made  from  them  are  well  known. 
The  table  of  analyses  following  this  report  indicates  their  comx)Osition. 

It  is  curious  to  see  how  far  advanced  certain  branches  of  the  English 
clay-working  industry  are  as  compared  with  others  which  show  the 
greatest  backwardness. 

The  manufacture  of  granite  ware  and  the  white  earthenware  indus- 
try has  reached  a  high  stage  of  perfection,  especially  in  Stafford- 
shire; and  the  Wedge  wood,  Doulton,  and  Royal  Worcester  wares  are 
too  well  known  to  nfeed  description.  They  are  all  characteristic  prod- 
ucts, but  their  quality  is  the  result  of  many  years  of  experiment  and 
not  dependent  on  any  peculiarity  in  the  raw  materials  used. 

Much  of  the  plastic  clay  from  Poole  and  Torrington  is  used  at  the 
Lambeth  potteries  of  Doulton  &  Co.  for  the  manufacture  of  stone- 
ware, tiles,  and  chemical  stoneware. 

Large  quantities  of  the  stoneware  are  shipped  to  the  United  States. 
It  is  frequently  ornamented  in  a  very  tasteful  manner  by  very  simple 
means.  The  ware  is  taken  when  freshly  molded,  but  firm  enough  to 
handle.  In  this  condition  designs  can  be  impressed  on  the  surface  by 
means  of  lace,  leather,  green  leaves  or  other  objects.  Other  designs 
are  incised  in  the  clay  by  means  of  a  sharp  knife.  Raised  designs  are 
produced  by  molding  the  relief  decoration  in  a  plaster  mold  and  sub- 
sequently fastening  it  on  to  the  ware  by  means  of  slip. 

BRICK  AND   TLLE   CLAY. 

In  tiles  and  enameled  brick  English  manufacturers  have  been  very 
successful,  but  face  brick  of  good  quality  are  extremely  rare  in  Great 
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Britain.  The  ordinary  baildiug  brick  used  in  London  are  porous, 
nnderbarned  products,  made  from  a  calcareous  loam  and  molded  by 
hand.  A  second  kind,  and  one  much  used  in  London  for  fronts,  is  a 
large,  light-red  brick,  so  soft  as  to  be  readily  scratched  by  the  knife. 
These  are  called  "  rubbers." 

Up  to  the  present  time  very  few  dry  press  brick  have  been  used,  as 
the  London  architects  have  regarded  them  with  strong  disfavor. 

At  Peterborough,  north  of  London,  is  the  great  center  of  the  pressed- 
brick  industry.  The  material  used  is  the  Fletton  shale,  a  stiff,  purplish 
clay.  Many  large  works  are  located  at  this  point,  and  the  pits  have  a 
depth  of  30  to  40  feet.  Most  of  the  shale  is  discharged  directly  into  a 
dry  pan,  but  some  of  it  is  dried  first  on  heated  floors  or  on  top  of  the 
kilns  in  order  to  add  to  thg  dry  pans  when  the  clay  coming  from  the 
bank  is  too  moist. 

The  molding  is  done  in  Whittaker  and  Piatt  dry-press  machines.  The 
brick  are  burned  in  a  modified  form  of  Hoffmann  kiln.  Few  of  those 
made  on  the  dry-press  machines  came  from  the  kiln  without  showing 
numerous  reticulated  cracks  on  the  surface,  but  thoso  made  on  stiff 
mud  presses  are  usually  free  from  it.  Most  of  the  kilns  at  Peterbor- 
ough are  so  constructed  that  the  greater  portion  of  heat  passes  directly 
to  the  chimney  from  each  chamber,  only  a  small  portion  reaching  the 
next  chamber  through  openings  in  the  brick  partitions.  These  open- 
ings are  covered  with  paper.  In  the  newer  kilns  erected  at  Peterbor- 
ough, however,  provision  has  been  made  for  conducting  the  heat  from 
the  cooling  chambers  to  those  not  yet  burned.  With  the  old  arrange- 
ment the  water  smoking  of  each  chamber  had  to  be  accomplished  by 
building  a  temporary  fireplace  in  the  bricked-up  doorway. 

The  Staffordshire  blue  brick,  as  they  are  called,  are  a  hard,  dense 
bluish-black  brick  used  sometimes  for  building,  but  mostly  for  pave- 
ments, curbs,  sewers,  walls,  and  abutments.  The  cl^y  used  at  Bir- 
mingham, where  the  greatest  quantity  of  these  brick  is  made,  is  a 
very  ferruginous  shale.  The  material  is  first  passed  through  a  pair  of 
rolls  and  then  to  a  circular  tempering  pan,  where,  with  the  addition  of 
water,  it  is  mixed  to  a  thick  paste  ready  for  the  stifF-mud  machine. 
Some  of  the  brick  are  re-pressed,  and  large  blocks  are  molded  by  hand. 
Tlie  brick  are  dried  on  floors  heated  by  flues  passing  underneath,  but 
the  special  character  of  the  product  is  made  in  the  burning.  This  is 
done  in  circular  or  rectangular  kilns  which  hold  45,000  normabsized 
brick.  The  heat  is  raised  until  the  brick  are  on  the  point  of  vitrify- 
ing. Salt  is  then  thrown  into  each  of  the  fire  holes,  so  that  the  brick 
become  covered  with  a  thin  glaze.  At  the  same  time  fresh  coal  is 
heaped  onto  the  fires  and  all  openings  in  the  kiln  are  closed  tight. 
This  causes  a  reduction  of  the  iron  in  the  outer  portions  of  the  brick 
and  the  thorough  fusing  together  of  the  particles  in  this  outer  crust 
On  breaking  open  such  a  burned  brick  there  is  seen  the  outer  bluish- 
black,  thoroughly  dense  portion  from  one-half  to  one  inch  thick,  while 
within  this  the  body  of  the  brick  is  still  a  deep  red. 
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These  blue  brick  have  been  foand  to  possess  enormoas  strength  and 
toughness  and  great  resistance  to  weatheriugj  hence  their  extensive 
use  throughout  Great  Britain. 

fuller's  earth. 

Fuller's  earth  is  found  at  a  number  of  localities  in  England,  but 
though  of  wide  distribution  geographically  the  individual  occurrences 
are  generally  of  limited  extent. 

The  original  use  of  the  English  earth  was  for  fulling  cloth,  and  at 
one  time  it  was  considered  so  valuable  for  this  purpose  and  sought 
after  so  much  by  foreign  as  well  as  English  cloth  manufacturers  that 
the  British  Parliament  passed  a  bill  i)roliibiting  its  exportation.  Since 
then  large  quantities  of  the  material  have  been  used  in  the  clarification 
of  oils,  and  for  many  years  the  English  earth  has  been  the  only  satis- 
factory one.  The  recent  discoveries  in  the  United  States  have,  how- 
ever, made  themselves  seriously  felt  in  England. 

In  England  the  term  "fuller's  earth"  is  used,  unfortunately,  as  a 
stratigraphic  as  well  as  an  economic  term.  According  to  Mr.  A.  0.  G. 
Cameron,  of  the  British  Geological  Survey,^  this  name  is  applied  to  the 
marly  bed  overlying  the  Inferior  Oolite  in  the  south  of  England.  Mr. 
Cameron  states  that  the  true  fuller's  earth  is  well  developed  in  the 
neighborhood  of  Batli,  where  it  can  be  traced  all  around  the  hills.  He 
adds: 

From  the  presence  in  it  of  bands  of  blue  and  yellow  clay,  which  is  true  fuller's 
earth,  the  term  originally  limited  to  these  varieties  has  been  subsequently  applied 
to  the  entire  formation,  and  has  ever  since  retained  its  place  in  geological  nomen- 
clature. 

The  fuller's  earth  formation  extends  from  Dorset  through  East  Somerset  and 
Gloucestershire,  beyond  this  it  being  almost  entirely  absent.  It  has  not  been  found, 
either,  in  the  north  of  England.  Patches  of  the  material  have  been  found  here  and 
there  in  various  parts  of  the  country,  but  the  occurrences,  owing  to  their  very  limited 
extent,  are  of  no  commercial  value.  For  a  notice  of  these  minor  occurrences  refer- 
ence may  be  made  to  Mr.  R.  S.  Woodward's  report  on  the  "Geology  of  England  and 

Wales.'' 

• 

The  most  important  beds  of  fuller's  earth  are  found  in  the  Lower 
Greensand  formation,  and  the  material  has  been  actively  mined  on  the 
borders  of  Bedfordshire  and  Buckinghamshire.  The  Lower  Green- 
sand  formation  attains  its  greatest  development  in  the  region  around 
Woburn  Sands,  and  it  is  here  that  the  fuller's  earth  mining  has  been 
most  actively  carried  on. 

Fuller's  earth  has  been  found  at  a  number  of  other  localities,  as  in 
the  marl  beds  at  Raddle  pits,  near  Braithwell,  northeast  of  Rotherara; 
also  at  Renton,  in  Yorkshire;  from  the  chalk  deposits  at  Bepton,  in 
Surrey,  and  from  the  Katesgrove  kiln,  Reading. 

The  formation  carrying  fuller's  earth  near  Bath  has  a  thickness  of 
400  feet.  In  one  pit  at  Nuttield,  near  Reigate,  in  Surrey,  the  earth  has 
a  thickness  of  8  to  12  feet,  but  it  generally  runs  from  4  to  6  feet  in 


•Geology,  Mining,  and  Economic  Uses  of  Fullers  Earth  :  Eeil.  Inat.,  Min.  Eng.,  Sept.,  1893. 
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thickness.     Portions  of  the  beds  are  generally  discolored,  owing  to  the 
oxidation  of  the  iron.  ' 

The  formation  around  Woburn  Sands  is  about  220  feet  thick,  the 
fuller's  earth  forming  a  bed  about  12  feet  in  thickness  in  the  lower  half 
of  this.  The  whole  12  feet,  however,  can  not  be  used;  on  the  contrary, 
only  about  one-half  of  it  is  mined.  Analyses  of  this  material  made  by 
Mr.  R.  H.  Harland  gave  the  following: 

Analyses  of  yellow  edrthfrom  IVoburn  Sands. 


Lump. 


'  Per  cent. 

SiO, ;  47.10 

Al.Oj 16.27 

Fe:03 .'  10.00 

CaO I  2.63 

MgO 3.15 

i 

Alkalies , 

Moisture 15. 12 

Ignition 5. 73 

Total ■  100.00 


Powdered. 

Per  cent, 

47.20 

15.66 

10.  &4 

2.24 

2.00 

.46 

15.44 

5.36 


99.00 


Analyeia  of  blue  earth  (undried)  from  IVoburn  Sand>^. 


Per  cent. 


SiO> 

ALO:! 


Fe.03  ... 
CaO  .... 
MgO.... 
Alkalies. 
Moisture 
Iguition 


Total 


40.  50 
12.  20 
6.80 
1.57 
1.00 
1.15 
33.  50 
3.  25 

99.  97 


It  will  be  seen  that  there  are  two  kinds  of  earth — the  blue  and  the 
yellow — which  do  not  difter  much  in  chemical  comi)Osition.  For  some 
reason  or  other  the  yellow  earth  is  more  vahnible  commercially. 

The  workings  at  Woburn  Sands  are  all  underground,  the  earth  being 
reached  by  a  timbered  slope  about  300  feet  long.  From  the  foot  of 
this  drifts  are  run  oft'  in  different  directions,  and  these  also  require 
timbering.  The  fuller's  earth  is  dug  by  means  of  picks  and  shovels 
and  hauled  to  the  surface  in  a  small  car.  It  goes  first  to  the  drying 
house,  which  is  two  stories  high  and  contains  sheet-iron  shelving  on 
which  the  earth  is  spread  oat.    The  heat  is  supplied  by  flues  under- 
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neath  the  lower  floor  and  coal  fires  at  one  end.  The  thoroughly  dried 
earth  is  fed  into  a  cyclone  palverizer  and  the  powdered  material  drawn 
off  by  means  of  a  powerful  fan.  A  sorting  takes  place  at  this  stage 
by  the  impalpably  fine  material  being  carried  farther  along  the  off-take 
flue  than  that  which  is  not  ground  so  fine.  Those  portions  of  the 
earth  not  ground  fine  enough  to  be  carried  off  by  the  air  current  fall 
back  into  the  pulverizer. 

The  earth  as  mined  is  mostly  very  fine  grained,  dense,  and  homo- 
geneous, but  not  always  with  a  conchoidal  fracture,  as  in  the  case  of 
the  Bath  earth.  Streaks  of  sand  occur  both  in  the  yellow  and  blue 
earth,  but  they  are  not  extracted,  the  grains  being  ground  up  in  the 
pulverizer. 

The  colors  are  not  confined  to  particular  layers,  but  both  yellow  and 
blue  often  occur  in  the  same  one,  intermixed.  This  necessitates  sorting 
by  hand. 

All  of  the  Woburn  earth  quickly  falls  to  pieces  when  dropped  into 
water,  and  exhibits  no  plasticity. 

The  product  of  these  mines  is  probably  the  best  obtained  in  England, 
and  it  is  exported  on  a  large  scale  for  use  in  oil  refineries. 

Another  important  plant  is  located  at  Midford,  near  Bath,  but  the 
earth  mined  at  this  locality  is  used  only  for  fulling  cloth,  not  having 
been  found  suitable  for  clarifying  oils. 

The  Midford  fuller's  earth  is  a  compact,  dense,  hard  material,  usually 
of  flue  grain,  gray  color,  and  conchoidal  fracture.  Pebbles  and  Jurassic 
mollusks  are  common  in  it. 

As  it  comes  from  the  mines,  the  material  is  discharged  into  a  form  of 
wet  pan,  in  which  the  sides  are  higher  than  the  rollers,  so  that  the  latter 
can  be  covered  with  water.  The  earth  is  constantly  shoveled  into  the 
machine  and  water  is  added  at  the  same  time.  The  lumps  of  earth 
sink  to  the  bottom  and  coming  under  the  rollers  are  thoroughly  broken 
up.  The  sand  remains  at  the  bottom  of  the  pan,  but  the  particles  of 
fuller's  earth  float  around  in  suspension  in  the  water  and  pass  off  with 
the  latter  through  an  outlet  at  the  top  of  the  pan.  In  doing  so  the 
material  goes  through  a  16-mesh  screen.  The  earth  and  water  then  flow 
through  earthenware  pipes  to  the  works,  where  they  are  discharged  into 
pits,  passing  first  over  a  trough  with  riflfles  to  catch  any  remaining  sand, 
and  through  another  screen  to  separate  sticks  or  leaves.  The  tanks 
are  of  wood  and  four  in  number,  and  after  one  is  filled  the  earth  takes 
about  thirty  days  to  settle.  The  clear  water  is  then  drawn  off  through 
a  series  of  openings,  closable  with  pegs,  at  one  end  of  the  tank.  The 
moist  earth  which  has  settled  in  the  bottom  is  then  removed  to  the 
drying  vat.  This  is  about  160  feet  long,  8  feet  wide,  and  1  foot  deep. 
The  floor  is  of  porous  brick  and  under  it  are  9  flues  extending  from  the 
drying  furnace  to  the  chi^aaney.  The  remaining  water  is  thus  driven 
out  by  heat  and  the  earth  is  packed  in  bags  for  shipment.  Even  the 
washed  earth  contains  an  appreciable  amount  of  sand,  which  can  be 
instantly  detected  by  placing  a  piece  between  the  teeth.    By  carrying 


CLAY.  411 

the  washing  process  on  more  carefully,  however,  much  of  this  remaining 
sand  coald  be  removed. 

GERMANY. 

The  high-grade  clays  of  Germany  fall  into  two  classes,  viz.  residual 
clays,  or  kaolins,  and  sedimentary  clays. 

The  kaolins  have  resulted  from  the  decomposition  of  igneous  rocks, 
as  around  Meissen,  or  from  the  decay  of  sandstone,  as  in  Thnringia. 
The  more  important  German  localities  are  Sennewitz,  Dolau,  Lettin, 
and  Liebau,  near  Halle;  Saarau  in  Silesia;  Seilitz,  Schletta,  and  Kasch- 
kau,  near  Meissen ;  and  Eisenberg.  There  are  also  many  localities  in 
Bavaria. 

The  sedimentary  refractory  and  semirefractory  clays  are  of  vast  extent. 
They  are  mostly  of  Tertiary  and  Carboniferous  age,  and  are  frequently 
associated  with  beds  of  coal  or  lignite.  In  physical  character  they  are 
often  very  dense,  fine-grained,  and  highly  plastic.  The  localities  at 
which  such  clays  are  mined  can  be  counted  by  the  dozen,  but  certain 
prominent  ones  maybe  named  and  the  characters  of  some  of  them  may 
be  given  so  far  as  they  have  been  determined. 

In  the  Ehine  province  Tertiary  plastic  clays  have  been  worked  in  the 
greatest  abundance,  their  use  being  for  refractory  goods,  white  earth- 
enware, stoneware,  porcelain,  and  encaustic  tiles.  Important  workings 
occur  at  Cobern-Condorf  and  Miihlheira,  near  Coblenz:  also  at  Heim- 
bach,  Weiss,  and  Urbar,  near  Yallendar. 

In  the  Hessen-Nassau  province  the  deposits  of  the  Westerwald  region 
are  of  large  extent,  the  localities  of  greatest  development  being  Grenz- 
hausen,  Hohr,  Rorsbach,  Ebernhahn,  and  Siershahn.  They  are  all 
plastic  clays  of  Tertiary  age. 

Of  greater  extent  and  thickness  are  the  refractory  clay  beds  at 
Gross- Almerode,  where  the  clay-bearing  layers  are  from  10  to  13  meters 
thick.  The  clay  is  used  for  crucible  manufacture.  Epterode,  in  the 
same  area,  also  furnishes  crucible  and  pipe  clays. 

Of  equal  importanc^e  are  the  plastic  materials  from  the  region  around 
Meissen,  in  Saxony.  Among  the  towns  at  which  these  beds  are  mined 
are  Lothain,  Kaschkau,  Seilitz,  and  Mahren,  etc.  Others  occur  at 
Colditz,  Zittau,  and  Wald^nburg,  in  Saxony. 

In  Silesia  the  most  important  localities  are  Saarau,  which  furnishes 
the  shale  clay,  and  Buntzlau,  producing  white  plastic  refractory  clays. 

There  are  numerous  localities  also  in  Bavaria  and  Wiirtemberg,  but 
their  production  finds  its  way  mostly  to  local  markets. 

The  two  varieties  of  clay  mined  in  Germany  which  are  of  especial 
interest  to  American  producers  are  the  glass-pot  clays  and  the  kaolins 
used  for  making  porcelain.  The  former  are  exported  from  Gross- 
Almerode  in  large  quantities. 

KAOLINS. 

Germany  has  no  kaolin  deposits  of  such  dimensions  as  the  English 
ones,  neither  do  the  native  kaolin  mines  supply  the  entire  demand,  for 
much  is  also  imported  from  England  and  Bohemia. 
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The  disintegration  and  decay  of  the  crystalline  rocks  around  Halle 
and  Meissen  has  given  rise  to  a  number  of  extensive  beds  of  kaolin 
of  high  quality.  In  the  vicinity  of  Halle  kaolin  is  mined  at  Lettin, 
Sennewitz,  Dolau,  and  Liebersdorf,  while  in  the  region  of  Meissen  may 
be  mentioned  Seilitz  and  Lothain.  The  kaolin  has  resulted  from  the 
weathering  of  the  quartz-porphyry  of  that  region  and  is  usually  2  to 
5  meters  thick,  the  thickness  depending  on  the  depth  to  which  the 
rock  has  altered,  the  kaolin  passing  gradually  into  the  unaltered  rock 
below.  The  geologic  age  of  the  kaolin  is  younger  than  that  of  the 
plastic  clays  which  overlie  it  and  older  than  the  drift  which  covers  it 
in  places. 

An  examination  of  the  porphyries  and  the  kaolins  resulting  from 
them  was  made  by  E.  Reichardt,^  the  samples  analyzed  being  from 
Muldonstein,  between  Bitterfeld  and  Jessnitz,  on  the  Mulde  River. 
The  first  table  below  gives  the  mechanical  analysis  of  (1)  i)orphyry,  (2) 
partially  weathered  rock,  and  (3)  kaolin,  and  the  second  table  shows 
the  chemical  composition  of  the  rock  at  these  stages  in  the  change. 

Mechanical  analyses  of  kaolin  found  at  Muldenstein. 


Coarse  sand 

Fine  sand 

Finest  sand 

Clay 

Fine  clay 

Finest  floating  particles 


1 

i» 

;i 

Per  cent. 

Per  cent. 

Per  cent. 

33.95 

22.56 

2  48 

36.20 

37. 40 

28.  .52 

7.90 

12.15 

18.42 

9.27 

12.26 

20.51 

7.46 

8.55 

17. 69 

5.22 

7.08 

12.38 

Total 


100.00 


100.00 


100.00 


Chemical  analyses  of  transitional  rocks  in  altiraiion  of  porphyry  to  kaolin. 


SiO,   . 

Al.O:, 

Fc,03 
MnO. 
CaO . . 
MgO  . 
K  jO  . . 
Na.O . 


Per  cent. 

77.48 

17.10 

2.83 

.84 

.38 

.10 

1.03 

.13 


P.O, I    Trace. 

Total '       99.89 


1 

3 

3 

Per  cent. 

Per  cent. 

75.  73 

76.48 

21.92 

21.58 

.98 

.97 

.18 

.17 

.27 

.25 

.10 

.07 

..55 

.16 

.08 

1 

.01 

1 

99. 81 

99.69 

>  Arcliiv.  (1.  Pharm.,  1874  (H),  V,  p.  310;  Chcm.  Ceutralblatt,  1874,  p.  604. 
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The  changes,  it  will  be  seen,  consist  of  an  increase  in  the  alumina 
and  a  decrease  in  the  iron,  lime,  magnesia,  and  alkalies.  The  kaolin 
analysis,  however,  seems  peculiar,  as  no  combined  water  appears  in  it 
and  it  is  not  stated  that  the  analysis  is  of  ignited  material. 

Kearly  all  of  the  kaolins  around  Halle  contain  an  appreciable  amount 
of  quartz  and  feldspar.  Those  at  Sennewitz  belong  to  the  Govern- 
ment and  are  used  to  supply  the  lloyal  Porcelain  Works  at  Berlin, 
while  the  neighboring  pits  supply  various  porcelain  and  white-earthen- 
ware factories  throughout  Germany.  The  poorer  grades  are  used 
locally  or  shipped  elsewhere  for  the  manufacture  of  firebrick. 

All  of  the  materia]  has  first  to  be  washed,  and  this  is  done  in  barrel 
washers  and  troughing,  in  the  manner  already  described. 

The  following  analyses^  will  serve  to  illustrate  the  composition  of  the 
Halle  kaolins,  both  in  the  past  and  present,  as  their  use  extends  over 
a  period  of  several  years.  The  analyses  are  of  washed  kaolins,  No.  1 
from  Lettin,  No.  2  from  Kaschkau,  and  No.  3  from  Sennewitz : 

Analyses  of  kaolins  from   the  vicinity  of  Halle,  Germany, 

ULTIMATE  ANALYSES. 


3 


SiOj.. 

Al,03. 

Fe^Oj 

MgO. 

K2O.. 

H3O.. 


Total 100.29 


Per  cent. 

Per  cent. 

57. 08 

56.72 

1      29.94 

31.07 

'          .65 

.59 

.49 

.22 

2.26 

.51 

9.87 

11.18 

Per  cent. 

64.87 

23.83 

.83 

.50 

1.39 

8.36 


100.29 


99.78 


RATIONAL  ANALYSES. 


Clay  substance 

Quartz 

Feldspar 

Total  ... 


74.09 

17.21 

8.70 


78.51 

20.90 

.59 


63.77 

35.50 

.73 


100.00 


100.00 


100.00 


COMPOSITION  OF  CLAY  SUBSTANCE  IN  THE  ABOVE. 


SiOj.. 
A1/):j. 

Fe.O, 
MgO  . 
K,0 . . 
H.O.. 


45. 63 

38.08 

.88 

.66 

1.84 

13.32 


Total 100.41 


4.5.00    I 
39. 32     j 

.75     I 

.28 

.53 
14. 20 

100.08 


45.30 
37. 15 

1.29 
.78 

2.02 
13.11 

99.65 


>Froin  Seger'8  Notizblatt,  1H76.    Beitrag  zur  beHseren  Kenntniss  der  KaoliDe. 
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As  a  farther  illustration  of  the  character  of  these  kaolins  we  may 
quote  again  from  the  experiments  which  the  late  Dr.  Seger  made  on  a 
series  of  washed  kaolins  from  Sennewitz:^ 


Experiments  on  washed  kaolin  from  Sennewitz, 


Composition. 

1 

Behavior  when 
9600-1,0000  C. 

heated  to 

Behavior 

in  hard  porcelain 

fire  to  cone  \%. 

Color  after  huming. 

1 

• 

i 

ee 

1 

• 

1 

BO 

1 

1 

Linear  shrink- 
age. 

1 

o 

• 

1 

Linear  shrink- 
age. 

1 

Per  et. 

Ptret. 

Per  et. 

Per  et. 

r 

1.60 

83.86 

64.55 

0.75 

.3 

31.7 

(a) 

10.2 

9.0 

Light  yellow. 

3.24 

32.38 

64.38 

.92 

.5 

30.0 

(a) 

11.7 

2.6 

Grayish  white. 

2.42 

31.13 

65.50 

.03 

.5 

30.4 

(a) 

12.2 

2.2 

Do. 

5.55 

20.36 

65.09 

.78 

.3 

31.5 

(a) 

14.2 

0 

Bluish  white. 

18.20 

32.25 

49.55 

.95 

.2 

28.1 

ib) 

12.0 

0 

Bluish  white,  vitreous. 

1.21 

33.39 

65.40 

.73 

.7 

31.6 

(a) 

10.1 

10.0 

Yellowish ;  earthy  fhicture. 

.54 

34.25 

05.11 

.73 

.4 

30.2 

(a) 

8.3 

12.2 

Light  yellow. 

5.01 

36.28 

58.73 

1.33 

.4 

28.8 

(a) 

11.8 

2.1 

Grayish  white. 

8.64 

31.69 

59.68 

.79 

.3 

28.8 

(o) 

12.9 

0 

Do. 

8.25 

35.15 

56.60 

.83 

.3 

28.1 

(a) 

12.0 

0 

Do. 

.98 

33.49 

65.58 

.69 

1.0 

34.0 

(a) 

6.0 

20.9 

Yellowish  white,  earthy. 

1.30 

31.61 

67.09 

Lll 

.8 

30.4 

(a) 

9.9 

10.3 

Light  yellow. 

.53 

37.44 

62.03 

.59 

.5 

31.8 

(c) 

4.3 

22.0 

Nearly  white,  earthy. 

2.14 

3G.12 

61.74 

.63 

.4 

31.4 

ia) 

11.6 

4.1 

Yellowish  gray. 

1.21 

38. 22 

60.57 

.51 

.3 

29.1 

(a) 

11.4 

3.3 

Do. 

a  Yellowish  white. 


b  Reddish  white. 


c  White. 


An  examination  of  the  preceding  table  is  rather  interesting,  as  it 
shows  quite  a  variation  in  the  amount  of  feldspar  contained  in  the  differ- 
ent samples.  The  quartz  shows  less  variation,  and  the  high  amount  of 
it  indicates  that  it  must  have  been  in  a  very  flue  state  of  subdivision 
to  have  remained  in  the  washed  kaolin. 


Seg.  Ges.  Schrift,  p.  631. 
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Another  lot  of  kaolins,  from  Halle,  gave  the  following  results  on 
analysis : 

Analytes  of  kaolins  from  near  Hallcj  Germany. 


ULTIMATE  ANALYSIS. 


9 

Per  cent. 

53.29 

32.80 

1.13 

.31 

.20 

.72 

11.54 

99. 99 

Percent. 

46.94 

37.31 

1.29 

.35 

.23 

.65 

13.20 


RATIONAL  ANALYSIS. 


Clay  substance 

Quart/. 

Feldspar 


92.24 

87.40 

7.6 

11.65 

.10 

.95 

1 

1  and  2.  Washed  kaolin  from  Lettin. 
3.  Clay  substance  of  No.  2. 

The  rational  analysis  of  two  specimens  from  Dolaa  gave  the  follow 
ing  result: 

Rational  analyses  of  clays  from  Dolau. 


Per  cent. 


Clay  substance j      85. 67 

Quartz '      11.90 


Feldspar 


2.43 


Total 100.00 


The  kaolins  around  Halle  are  generally  worked  by  means  of  oi)en 
pits,  and  the  material,  which  is  soft,  is  easily  excavated  by  means  of 
picks  and  shovels.  The  pits  vary  in  depth  from  10  feet  to  30  or  40, 
the  depth  being  limited  to  the  distance  to  which  the  rock  is  decomposed. 

Overlying  the  kaolin  in  places  is  a  plastic  Tertiary  clay  of  high 
refractory  quality.  This  is  frequently  used  to  mix  with  the  kaolin  in 
order  to  give  the  potter's  mixture  more  plasticity.  It  is  known  in  the 
trade  as  <<  plastic  kaolin.'' 
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The  kaolins  in  the  region  of  Meissen,  Saxony,  have  likewise  originated 
from  the  decomposition  of  igneous  rocks,  and  their  uses  are  the  same 
as  those  mined  around  Halle.  Much  of  the  material  is  used  by  the 
Royal  Porcelain  Factory  at  Meissen,  near  Dresden. 

The  Ibllowing  analyses  are  taken  from  various  sources: 

Analifftes  of  kaolins  from  near  MeisaeHj  Germany, 


1 

Per  cent. 
38.89 
54.11 
7.00 

3 

Per  cent. 
57. 46 
41.11 
1.43 

3 

4 

1 

Clay  substance . . . 

Quartz 

Feldspar 

Total 

1 

Per  cent. 
80.99 
16.66 
2.35 

Per  cent. 
81.44 
14.99     , 
3.57 

100.00 

100.00 

100.00 

100.00 

1.  Raw  kaolin,  Seilitz.' 

2.  Raw  kaolin,  Lothain.^ 

3  and  4.  Washed  kaolin,  Seilitz.^^ 

The  ultimate  analysis  of  No.  3  and  the  composition  of  the  clay  sub- 
stance are  also  given  herewith. 

Analyses  of  kaolins  from  Seilitz,  near  Meissen. 


SiO->  . 
Al>03. 
Ffr.Oa 
CaO  . 
MgO. 
K.O . . 
H,0 . . 


1 

i    « 

a 

3 

Per  eeiU. 

Per  cent. 

Per  cent. 

1       56.  15 

46.00 

56.30 

32.00 

38.82 

31.25 

.64 

.78 

.49 

.33 

.40 

.42 

Trace. 

Trace. 

Trace. 

.47 

.06 

1.10 

10.81 

13.30 

10.61 

100.40 

99.36 

100.17 

1.  Washed  kaolin. 

2.  Clay  substance  of  same. 

3.  Washed  kaolin. 


PLASTIC   CLAYS. 


Of  far  more  importance  are  the  sedimentary  plastic  clays  which 
occur  in  this  region,  those  near  Lothain  especially  being  very  exten- 
sively worked.  As  the  beds  are  frequently  of  limited  extent  or  covered 
by  a  considerable  amount  of  overburden,  the  clay  is  usually  mined  by 
means  of  shafts  and  drifts. 

One  shaft  may  pass  through  several  beds,  each  of  which  has  differ- 
ent qualities  and  is  used  for  a  different  purpose;  or  the  same  bed  may 


'  Seg.  Ges.  SchriJt,  p.  892. 


'Seger,  Sprecbsaal,  1887,  p.  374. 
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be  more  sandy  in  one  portion  than  another,  thus  necessitating  the 
separation  of  the  two  grades,  a  different  use  being  tband  for  each. 

The  Meissen  region  thus  supplies  clays  for  stoneware,  white  earthen- 
ware, firebricks,  glass  pots,  sewer  pipe,  and  slip  decoration. 

Many  of  the  clays  mined  at  Lothain  are  very  plastic  and  of  fair 
tensile  strength.  A  sample  of  clay  used  at  the  Royal  porcelain  fac- 
tory in  Berlin  for  the  body  of  white  earthenware  showed  when  air  dried 
a  tensile  strength  of  80  to  110  pounds  per  square  inch.  According  to 
a  mechanical  analysis  made  by  the  writer  this  is  composed  as  follows: 

Mechanical  analytis  of  clay  from  Lothain,  Germany. 

[H.  Riea,  analyst.] 


Per  cent. 


Clay  substance 

Dust  san^ 

Fine  sand 

Total  ... 


34.00 

60,00 

6.71 


100.71 


In  mixing  it  to  form  a  workable  mass,  38.40  per  cent  water  was 
required,  and  the  plasticity  was  greater  than  the  tensile  strength  would 
seem  to  indicate. 

In  addition  to  these  tests  there  are  given  below  a  series  of  analyses 
taken  from  various  sources : 

Analyses  of  plastic  clays  from  vicinity  of  Lothain, 


aTiO„  0.10:  SO,,  0.08. 

1  and  2.  White  earthenware  clay.     H.  Seger,  analyst. 

3.  GlasH-pot  clay,  Rittergnt  shaft,  Lothain.     H.  Seger,  analyst,  1886. 

4.  Average  of  10  white-burning  samples  from  Romer  Hhaft.     H.  Seger,  analyst, 
1887. 

5.  Clay  from  Erich  «fe  Gertrude  shaft.     H.  Seger,  analyst,  1888. 

6.  Clay  from  Romer  shaft.     H.  Seger,  analyst,  1891. 

All  of  the  above  six  are  plastic  with  the  exception  of  No.  6,  which,  however,  is 
plastic  enough  for  the  manufacture  of  stoneware.     At  cone  10  the  clays  burn  white, 

19  QEOL,   PT  6,  VOL  2 27 
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bnt  at  oone  18  Nos.  1,  2,  and  4  bum  slightly  yellow,  while  3  and  5  become  quite 
dense,  with  a  grayish  fraotare,  bat  brown  color  superficially.  1,  2,  and  4  are  well 
adapted  to  furnish  the  plastic  element  in  porcelain  and  white  earthenware;  6  is 
adaptable  for  white  earthenware  and  3  and  5  for  refractory  goods.  The  fusion  point 
of  No.  5  is  between  that  of  Soger's  cones  31  and  32,  while  that  of  No.  6  is  the  same 
as  cone  27. 

7.  Meissen  clay,  containing  much  fine  quartz.  A  very  plastic  clay,  showing  strong 
shrinkage. — E.  Adams,  Sprechsaal,  1887,  p.  496. 

8.  Colored  day  from  Meissen.  Bums  red  at  cones  2  and  3,  but  fuses  to  a  black 
mass  at  cone  10.  Good  for  slipcoating  of  stoneware ;  also  for  making  red  brick  and 
terra  cotta.     On  earthenware  it  burns  bright  red  under  the  gJaze. 

9.  Clay  from  Luthain.    C.  Bischof,  Sprechsaal,  1885,  p.  323. 

10.  Kaolin  from  Lothain-Kaschkan,  near  Meissen. 

11.  Kaolin  from  Kemmlltz,  near  Meissen. 

Both  10  and  11  from  H.  Seger,  Thonindustrie  Zeit.,  1885,  p.  153.  In  the  hardest 
porcelaiu  fire  these  two  clays  remained  white  and  still  absorbent.  No.  10  was  free 
from  cracks,  but  No.  11  showed  great  quantities  of  hair-like  ones.  No.  10  stood 
the  higher  heat  of  the  two. 

GROSS- ALMERODR. 

• 

The  section  of  Tertiary  clays  involved  at  this  locality  is: 

1.  Upper,  or  pipe  clay. 

2.  Oriicible  clay. 

3.  Glass- pot  clay, 

Noa.  2  and  3  are  less  fat,  and  form  the  main  deposit.  The  former  is 
the  most  important  and  the  most  refractory,  its  properties  being  sach 
that  it  will  stand  great  additions  of  grog  and  sand  to  diminish  its 
shrinkage  without  loss  of  plasticity.  On  a  fractare  it  shows  a  yellow 
and  bluish- white  color,  waxy  look,  and  fatty  feel.  It  is  used  for  cru- 
cibles, and  some  of  the  very  fat  varieties  for  tailors'  colored  pencils. 

The  upper  pipe  clay  is  divisible  into  several  grades,  viz : 

1.  Jug  or  pipe  clay;  fat,  fairly  refractory,  and  takes  a  salt  g^laze. 

2.  Brick  clay;  impure,  brown  or  yellow,  lean,  and  fusible.  Makes 
an  excellent  roofing  tile. 

3.  Common  pot  clay;  yellow- white,  fat,  not  very  fusible.  Used  for 
common  cooking  utensils. 

The  composition  of  the  glasspot  clay  is  as  follows: 

Analysis  of  glass-pot  clay  from  Gross- Almerodey  Germany, 
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The  best  grade  of  glass-pot  clay  now  being  mined  is  not  purified 
before  shipment.  It  is  a  clay  of  great  density,  plasticity,  and  fair 
refractoriness. 

An  important  property  is  that  it  burns  dense  at  a  comparatively  low 
temperature.  This  is  no  doubt  due  in  part  to  the  amount  of  fine  sand 
and  silt  which  it  contains,  as  indicated  by  the  following  mechanical 
analysis  made  by  the  writer  of  a  sample  from  the  Yereiuigte  Thonwerke 
at  Gross- Almerode : 


Mechanical  analysis  of  clay  from  Oross-Almerode, 

[H.  Ries,  analjflt.] 


Clay  Babstance 

Silt 

Fine  sand 

Sand 

Total.... 


Per  cent. 


34.00 
28.60 
12.40 
25.66 


100.66 


An  air-dried  sample,  when  mixed  with  25.80  per  cent  of  water,  gave 
an  extremely  plastic,  tough  paste.  The  bricklets  made  from  it  had  an 
air  shrinkage  of  5.95  per  cent.  At  cone  0.09  the  shrinkage  was  11  per 
cent.  It  is  practically  impossible  to  burn  the  clay  without  grog  and 
prevent  its  cracking. 

The  glass-i)ot  clay  is  not  a  highly  refractory  one,  though,  for  the 
writer  is  informed  by  Prof.  0.  Bischof  that  its  fusibility  is  very  little 
above  that  of  cone  27. 

The  deposits  of  Tertiary  clays  occurring  at  several  localities  in  the 
Bhine  district  are  of  enormous  importance  to  the  clay-working  indus- 
try. The  beds  are  sometimes  as  much  as  30  meters  thick,  but  not  of 
the  same  grade  from  top  to  bottom.  Those  around  Westerwald  have 
supplied  large  quantities  of  clays  for  the  manufacture  of  stoAeware, 
white  earthenware,  fire  brick,  encaustic  tiles,  etc.  The  towns  at  which 
important  pits  occur  are  Bendorf^  Bossbach,  and  Bansbach,  all  in  the 
Westerwald  region. 
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Analyses  are  given  in  the  following  tables :  ^ 

Analyses  of  Westerwald  clays. 


SiO:  coiubinml. 
SiOifree 

Al.O:, 

FftiOn 

CaO 

MgO 

Alk 

H2O 


12.29 

33.75 

.78 

.13 

.32 

2.45 

9.11    ia3.58 


76    ;  59.51 


Per  cent.    Per  cent.    Per  cent.  1  Per  cent. 
14.17       26.98 

53.96 

12. 35       27. 17       28. 45 
2. 60         1. 61 


ft 


jeo. 


K        ! 


.45 

.18      \  1.19    I    3.65 
1.42 

2. 28         1. 57 


Per  cent. 

64.70 

23.28 
1.35 

3.47 

7.20 


a  IfpiitioD. 

1.  Best  clay  in  the  pits  of  Neitzert  &  Co.  at  Bendorf. 

2.  Another  clay  from  same  pits. 

3.  Used  as  a  binder  for  refractory  goods,  and  also  calcined  before  use. 

4.  Same  use  as  preceding,  and  in  addition  is  used  in  the  manufactare  of  glass  pots 
and  zinc  ovens. 

5.  Used  in  the  manufacture  of  stoneware,  and  also  for  tiles. 

Another  locality  at  which  plastic  clays,  also  of  Tertiary  age,  are 
mined  is  at  Oobern-Gondorf,  near  Goblenz.  The  clay  is  4  to  6  meters 
thick,  overlain  by  loam,  sand,  and  volcanic  toif  to  a  thickness  of  15  to 
20  feet. 

The  following  tests  of  the  clay  have  been  made  by  Prof.  C.  Bischof^ 
the  well-known  German  ceramic  chemist: 

Analysis  of  clay  No.  Ifrom  Cobet-n-Condorf  dried  at  12(f*  C. 


'  Per  cent. 

SiOa 69.60 

AliOa 19.41 

Fe:0, .74 

CaO .65 

MgO '  .51 

K,0 3.37 

Ignition \  5. 82 

Total I  100.10 


Clay  No.  1  is  plastic  and  smooth.  At  l,000o  C.  it  burns  white,  with 
a  linear  shrinkage  of  4.2  per  cent,  without  warping  or  tearing.  It  is 
used  in  the  manufacture  of  white  earthenware  and  faience. 


1  Thonindua.  Zeit.,  1892,  No.  12,  p.  245. 
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Following  is  an  analysis  of  another  clay  from  the  same  locality: 

Analysts  of  clay  No.  S  from  Cobem-Candorf 


SiO, 

A1,0:, 

FeaOa 

CaO 

Magnesia  .. 
Alkalies  ... 
Ignition  ... 

Total 


Per  cent. 


Olay  No.  3  when  heated  to  l^lOOo  C.  barns  grayish  white,  with  occa- 
sional black  speoks,  and  was  still  absorbent.  The  fire  shrinkage  was 
4.5  per  cent 

The  60.40  per  cent  of  sand  contained  29.70  per  cent  SiOt,  0.06  per 
cent  AljOa,  and  0.09  per  cent  K^O,  from  which  the  rational  composition 
figures  are: 

Rational  analytU  of  olay  No,  S  from  Cohem-Condorf, 


Per  cent. 


Clay  sabstance 

Quartz 

Feldspar 

Total  ... 
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Hecht  ^  gives  the  following  analyses  of  clays  of  the  Bhine  province: 

Chemical  composition  of  Bhine  province  days. 


SiOo  .... 

Al,03.... 

Fft,On  ... 

CaO  .... 
MgO..., 
Alkalies 
Ignition, 


Total 


Clay  sabBtance 

Quartz 

P^eldspar 


1.  Miihlheim  clay.    Dark  Rlate  color.    Makea  very  fat  paste. 

2.  Yellow  Rhinisb  clay.    Very  plastic  and  dense. 

3.  Vallendar,  gray-yellow  clay.    Dense  and  highly  plastic.    High  binding  proper- 
ties.   Qnartz  grains  so  fine  as  not  to  be  noticeable. 

Shrinkage  and  porosity  of  the  above  clays  when  burned. 


Temperature. 


Air  dried 

At  cone  0. 09 

At  cones  2  and  3. 
At  cones  7  and  8 . 

At  cone  12 

At  cone  18 


Porosity. 


33.49 
4.26 
2.51 
2.40 

(a) 


Shrink- 
age. 


10.58 
13.92 
21.25 
21.75 
21.25 

(ft) 


Porosity. 


Shrink- 
age. 


Porosity. 


33.05 
7.19 
5.21 
4.39 

(a) 


9.75 
14.25 
21.92 
22.00 
21.75 

w 


32.24 

1.30 

.88 
.67 


Shrink- 
age. 

5.34 
10.75 
8.75 
9.17 
8.75 
15.08 


a  Vitrified. 


b  Unchanged. 


The  lower  shrinkage  of  the  Vallendar  clay  No.  3,  is  due  probably  to 
the  5  per  cent  of  qnartz  which  it  contains.  It  bnrns  very  dense  at 
cone  23,  but  does  not  melt  until  cone  33.  These  properties,  together 
with  its  low  percentage  of  iron  and  high  plasticity,  make  it  an  excel- 
lent binding  material  in  the  manufacture  of  refractory  wares. 

White  plastic  clays  occur  in  the  vicinity  of  Strehlen,  in  Silesia.* 


*  Thonindus  Zeit.,  1801,  p.  203,  et  seq. 

*  Kosmann,  Thonindus  Zeit.,  1887,  p.  62. 
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The  raw  kaolin    from  Troggendorf  showed  the  following  physical 
composition : 

Physical  compoaiiion  of  clay  from  Troggendorf, 


TemiH  used  bv  KoHinaiiu. 


Per  cent. 


Organic  matter 0. 04 

Clay  substance 27. 86 

Fine  silt .' 5.26 

Coarse  silt .* 6.72 

Fine  mica  sand i  7. 91 

Fine  qnartz  sand 11.63 

I 

Coarse  quartz  sand 40, 27 

Total 99.69 


The  clay  contained  63.48  x>er  cent  of  insoluble  matter  and  36.36  per 
cent  of  clay  substance,  the  composition  of  which  was  as  follows; 

Composition  of  clay  substance  in  Troggendorf  kaolin. 


The  two  kinds  of  clay  from  Schonbrunn,  near  Prieborn,  were  also 
analyzed,  and  gave  the  following  results: 

Analyses  of  clay  from  Schimbrunn, 


SiOj  (combined) 

SiO,  (free) , 

TiO, 

A1,0, 

FeO 

MnO 


White  clay.    Gra^  clay. 


Per  cent. 
25.61 
38.69 


CaO 


MgO 
NaaO. 

H;0. 

C... 


23.80 

1.54 

.27 

.16 

.54 

1.27 

8.09 


Total 


99.97 


Prr  cent. 

27.27 

35.84 

.28 

24.52 

1.07 

.19 

.15 

.51 

1.24 

8.12 

.81 

100.00 
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A  sample  of  Kiible's  pits  at  Obeijahna,  which  was  tested  by  the 
Thonindustrie  Zeitung,  showed  considerable  fine  sand.  It  slaked 
quickly  to  a  formable  paste,  and  burned  white.  The  analysis  gave 
the  following: 

Jnaly$i8  of  day  from  Oberjahna, 


SiO...... 

A1,0.... 

Fe,0.  .. 
MgO... 
Alkalies 
Ignition 


83.78 

10.75 

.55 

.64 

.54 

3.94 


Total ;    100.20 


Clay  Hiil»8tance 

Quartz 

Feldspar 


Total 


30.55 

66.61 

2.84 


100.00 


The  refractoriness  is  considered  to  be  low,  viz,  the  samd  as  cone  29, 
owing  to  the  quartz  being  very  fine  and  intimately  mixed  with  the 
clay  substance.  Owing  to  undecomposed  firagments  of  mineral  matter, 
it  is  not  applicable  in  its  raw  state  to  the  manufacture  of  stoneware 
and  porcelain.  In  its  washed  condition  it  is  available  for  stoneware, 
as  it  is  plastic  and  burns  white. 

The  washing  test  showed  15  per  cent  of  coarse  sand,  some  of  the 
grains  being  as  large  as  hazelnuts,  and  the  rational  analysis  of  the 
washed  material  gave  as  follows : 

,  Baiianal  analyHa  of  wtuh^  elayfirom  Ob^fjahna, 


Clay  substance 37. 48 

Quartz • 59.61 

Feldspar ;  2.91 

Total '  100.00 


The  washed  material  fuses  a  trifle  easier  than  the  unwashed.  It  is 
a  good  slip  or  stoneware  clay,  but  owing  to  its  high  quartz  percentage 
is  not  suited  for  making  hard  porcelain. 
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ADOLF'S  HCTTK   AND  SILESIA. 

In  addition  to  the  refractory  clay  mined  in  the  Khine  province  and 
around  Gross- Almerode,  much  is  also  obtained  at  Adolfs  Hutte,  near 
Bautzen,  and  in  the  neighborhood  of  Saarau,  in  Silesia. 

The  mines  at  the  former  locality  are  about  9  miles  north  of  Bautzen, 
where,  underlying  lignite,  there  is  a  bed  of  plastic  clay  and  sand  2  to  8 
meters  thick.     Under  this  latter  is  a  stratum  of  kaolin.' 

Analyses  of  kaolin  and  clayey  sand  from  Adolf*  s  Hutte. 


SiO,  .... 
AJaOa  ... 
Fe^O:,  . . . 
CaO  .... 
MgO.... 
Alkalies. 


Total '    100.00 


Raw  kaolin. 

Clayey 
sand. 

Per  cent. 

Pereent. 

74.80 

82.90 

20.70 

15.20 

2.20 

1.00 

1.10 

.70 

.50 

,70 

.20 

100.00 

100.00 

The  very  plastic  clay  has  coarse  sand  grains  which  have  to  be  washed 
out  before  it  can  be  used  for  refractory  washes.  When  washed,  the 
fusibility  of  the  clay  is  between  cones  35  and  36. 

Overlying  the  lignitic  coal  is  a  clay  with  the  following  composition : 

Analysis  of  clay  from  Adolf's  HUttt. 


SiOi  

Al^O:: 

Ffr^O; 

CaO 

K,0 

Ignition 

Total 

Clay  sabstanoe 

Qaartz 

Feldspar 

Total 

>  Thonindas.  Zeit.,  1894,  p.  842. 


Percent. 


46.61 
36.47 

2.81 
.14 

1.44 
12.80 


100.27 


96.08 
1.93 
1.99 


100.00 
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The  kaolin  is  washed  in  cylindrical  machines,  with  an  excess  of 
water,  aud  ran  out  into  troughs.  The  coarser  material,  which  settles 
near  the  top  of  the  troughs,  has  the  following  composition: 

Analysis  of  coarser  materials  from  clay  from  Adolf's  HiiiU. 


Per  cent. 


SiOa  . 
AI2O3 


Fe,0:,  ... 
CaO  .... 
Alkalies . 


57.70 

40.80 

.50 

.40 

.60 


Total 


100.00 


The  fusibility  is  at  cone  34. 

REFRACTORY  CLAY. 

Saarau. — The  Saarau  material  is  a  siliceous  shale  of  great  refractory 
properties.  It  is  burned  before  use,  and  possesses  no  plasticity.  Its 
chief  use  is  as  grog  to  mix  with  plastic  fire  clays.  The  analysis  of  fire 
clay  from  Altwasser,  in  the  Saarau  district,  is  given  in  the  table  of 
analyses  of  German  clays. 

Neurode, — The  refractory  shales  at  Neurode  are  interbedded  with 
coal  seams  and  red  sandstones,  and  rest  on  a  mass  of  gabbro,  from 
whose  decomposition  the  clay  is  supposed  to  have  been  derived.  The 
beds  are  much  disturbed,  and  the  fire  clay  varies  in  thickness  from  0.2 
to  20  meters.  In  appearance  this  shale  is  hard,  dark  blue,  and  possesses 
a  conchoidal  fracture.  Nodules  of  calcite  and  siderite  are  common. 
Certain  portions  of  the  beds  are,  however,  quite  free  from  these  impuri- 
ties.   Pholerite  is  very  abundant  in  the  main  bed. 

These  Neurode  shales  have  been  studied  and  described  at  some  length 
by  Dr.  Fleimann,^  who  quotes  the  following  analyses: 

Analyses  of  refractory  shale  from  Neurode, 


8iO>  .... 
Al.O,... 
Fe.Oj  ... 
CaO  ... 
MkC... 

K,0 

Ignition 


Total 


1 

Per  cent. 

Per  cent. 

49.85 

55.73 

45.60 

42.69 

.47 

.37 

1.19 

.28 

.77 

.23 

.74 

.50 

L87 

.43 

100.49 

100.23 

Per  cent  \  Per  cent.      Per  eenU 


51. 79 
46.53 
.78 
.10 
.15 
.22 
.57 


51.09 

46.24 

1.08 

.66 

.21 

.64 


52.02 
45.77 
.98 
.36 
.30 
.24 
.83 


100.14  I    99.92       100.50 


t  Beitrage  znr  Kenntnisn  des  Gabbroeagefl  bei  Neurode  init  spesieller  Berttcksicbtignog  der  darmaa 
entstandenen  feuerfesten  SohleferthoQe.    Berlin,  1897. 
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The  product  is  first  calcined  iu  furnaces  and  then  sent  to  the  fire- 
brick works  at  Saaran. 

Hettenlcidelheim. — Still  another  locality  of  importance  as  a  producer . 
of  refractory  clay  is  Hettenleidelheim,  near  Grilnstadt.  The  clay  is 
associated  with  Tertiary  limestone  and  has  probably  been  derived  from 
the  neighboring  porphyry  area  of  the  Donnersberg.  The  thickness  of 
the  refractory  clay  layer  varies  from  5  to  10  feet  in  thickness,  and  owing 
to  the  large  amount  of  overburden  and  the  variable  thickness  of  the 
clay  it  is  worked  by  means  of  a  shaft  and  drifts. 

Its  use  is  chiefly  tor  glass  pots,  but  also  to  a  lesser  extent  for  fire 
brick  and  crucibles  for  casting  steel. 

This  clay  is  used  by  Prof.  G.  Bischof  as  No.  5  of  his  series  of  normal 
clays,'  and  the  following  analysis  is  given  by  him: 

AnalyM  of  clay  from  Heiienleidelheim. 


SiO, 

ALOn 

FeAi 

CaO 

MgO 

K:0 

Iguitiou 

Total 


Per  cent. 

49.66 

35.60 

1.84 

.51 

.76 

1.33 

10.04 


99.74 


The  clay  becomes  dense  at  980^  C,  and  at  l,500o  0.  begins  to  show 
viscosity. 

C0MPABI80N   BETWEEN  GERMAN   AND   BELGIAN  GLA88-POT  CLAYS. 

There  has  been  much  competition  in  Europe  between  the  Belgian 
and  German  producers  of  glasspot  clay,  and  with  a  view  to  showing 
that  the  German  clays  are  equal  if  not  superior  to  those  of  Belgium, 
Mr.  E.  Oramer  made  a  somewhat  lengthy  series  of  experiments.  The 
results  have  been  recently  published  in  the  Thonindustrie  Zeitung, 
1897,  page  47. 

In  examining  a  clay  to  determine  its  applicability  to  the  manufac- 
ture of  glass  pots  or  blocks  for  tank  furnaces,  the  important  points  to 
know  are:  Is  the  clay  refractory  enough,  and  how  well  does  it  resist 
the  action  of  molten  glass  f  European  clays  suitable  for  this  purpose 
have  been  found  chiefly  in  Oretaceous  and  Tertiary  strata.  They  must 
be  plastic  and  burn  dense.    The  requirements,  therefore,  are: 

(1)  Sufficient  refractoriness  to  withstand  the  highest  heat  used  with- 
out changing  form. 


1  C.  Bisohof.    Die  fenerfeste  Thone,  1895,  p.  175. 
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(2)  Great  plasticity,  such  that  50  to '60  per  cent  of  grog  will  uot 
produce  any  appreciable  effect. 

(3)  The  clay  must  barn  dense,  at  as  low  a  temperature  as  possible. 
A  clay  is  refractory  enough  if  its  fusion  point  is  the  same  as  cone  30. 
In  judging  of  the  tensile  strength  the  size  of  the  grog  grains  must 

be  considered,  and  the  relation  in  which  the  different  sized  grains  are 
mixed,  but  no  fixed  rules  can  be  laid  down  for  this  last  point.  Formerly 
the  powder  resulting  from  grinding  of  grog  was  thrown  away,  but  now 
it  is  added  in  as  it  has  been  found  that  the  binding  clay  shrinks  too 
much  without  this,  and,  as  a  result,  cracks  occur  between  the  grains. 

A  mixture  examined  showed  100  parts  by  weight  of  clay  and  120 
parts  grog.  The  latter  gave  no  residue  with  sieve  of  10  mesh  per 
square  centimeter,  20  per  cent  remained  on  60  mesh,  12  per  cent  on  120 
mesh,  24  per  cent  on  900  mesh,  30  per  cent  on  5,000  mesh,  and  14  per 
cent  went  through. 

Clay  for  glass^wts  should  bum  dense  at  a  low  temperature,  so  that 
when  grog  is  added  the  temperature  will  not  have  to  be  raised  too  much 
to  get  the  required  density,  for  the  addition  of  grog  will  raise  the 
temperature  of  this  point,  and  to  an  extent  depending  on  the  amount 
added.  Thus  the  temperature  of  densification  of  the  above-mentioned 
mixture  is  5,  but  that  of  the  clay  is  1.  If  now  a  clay  is  used  as  bind- 
ing material  which  sinters  at  a  high  temperature,  the  temperature  at 
which  the  mixture  becomes  dense  w  ill  be  so  high  as  to  make  its  burning 
difficult. 

A  clay  that  burned  dense  at  cone  6  reached  the  same  condition  only 
at  cone  15  when  50  per  cent  of  grog  was  added.  In  using  clays  of  high 
densifying  temperature  it  may  happen  that  the  grog  is  not  burned 
dense  at  a  temperature  at  which  the  glass  i^  to  be  melted. 

The  investigation  of  glass-pot  clays,  therefore,  is  restricted  to  the 
determination  of  plasticity,  shrinkage,  densification  temjierature,  fusion 
point,  and  chemical  composition.  Clays  fulfilling  all  these  conditions 
satisfactorily  are  rai*e.  They  occur  on  the  Rhine,  near  Yallendar 
and  Miihlheim;  in  Hessen,  near  Gross- Almerode  and  Montabaur;  in 
Bavaria,  near  Griinstadt,  and  in  the  vioinity  of^  Passau  and  Deggen- 
dorf;  in  Saxony,  near  Klingenberg;  in  Silesia,  near  Saarau. 

In  Bohemia  available  clays  occur  near  Pilsen  and  Melnik ;  in  Austria, 
near  Goltivech  and  Leoben;  in  Russia,  near  Gluchow;  in  Sweden,  at 
Hoganas,  near  Hels'ingborg;  in  England,  at  Stourbridge,  and  at  Garn- 
kirk,  in  Scotland;  in  France,  at  Forges  les  Eaux,  and  in  Belgium,  at 
Andennes. 

The  following  are  comparisons  of  the  Belgian  and  German  clays,  the 
latter  from  the  pits  of  Mr.  Carl  Borgsmiiller  in  Coblenz.  The  German 
(Girode)  clays  are  highly  plastic.  Numbers  I  to  VI  represent  different 
layers  in  the  same  pit.  Of  the  Belgian  clays,  Nos.  1  and  2  (Matagne) 
are  lean.  They  are,  however,  sufficiently  plastic,  and  showed  no 
tendency  to  warp  in  drying.    The  fat  clay  from  Belforge  Noire  acted 
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like  the  Girode  clay,  and  in  drying  gave  off  its  water  very  slowly.    The 
analyses  of  the  clays  from  the  two  countries  are  as  follows : 


Analyses  of  Girode  and  Belgian  clays. 
GiKODE  Clay. 

RAW. 


SiOi 

AI2O3 35.10 

Fe.O, 

CaO 

MgO 

Alkalies 

Ignitiou 13.06 


I. 

II. 
Per  cmt. 

III. 
Per  cent. 

IV. 
Per  cent. 

V. 
Per  cetit. 

VI. 

Per  cent. 

Per  cent. 

48.50 

46.90 

45.65 

45.82 

44.90 

46.90 

35.10 

35.90 

38.27 

38.38 

38.10 

36.32 

1.80 

1.10 

1.03 

1.02 

1.30 

1.18 

Undet. 

13.06 

14.64 

14.83 

14.92 

.... .... 

14.70 

13.80 

BURXEI). 


SiO,  . 
A1,0,. 
Fe.O, 


55.89 

55.06 

40.44 

42.14 

2.07 

1.29 

53.53 

44.85 

1.17 


'  53.77 

52. 72 

54.71 

'  45.04 

44.74 

42.37 

1.09 

1.54 

1.37 

Belgian  Clays. 

RAW. 


Matagne, 
No.l. 


Matagne, 
N0.2. 


Percent. 

SiO, 73.26 

Al.O:  18.30 

Fe.O; 1.04 

CaO .75 

MgO '  Tra  ce. 

Alkalies I  .49 

Ignition |  6.57 

Total  i  100.41 


Per  cent. 

72.50 

18.54 

.84 

.55 

.88 

.62 

6.22 

100.15 


Croix  de 
Pierre. 


Percent. 

66.60 

21.80 

1.16 

1.00 

'l>ace. 

.80 

9.00 


Beltbrge 
Noire. 


Percent. 

42.97 

34.55 

1  20 

1.50 

.72 

.68 

18.50 


100.36 


100.12 


BURNED. 


8iO:  . 
I     Al.Oa 
;      Fe:(>:, 


78.10 

19.50 

1.10 


77.29 

19.76 

.iK) 


73.18 

23. 95 

1.27 


52. 72 

42.39 

1.40 
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A  comparison  of  the  above  numbers  shows  that  only  the  fat  Belforge 
bears  any  resemblance  to  the  Girode  clays.  The  German  clays  ran 
lower  in  iron  than  the  Bel^an  ones.  The  other  Belgian  clays  are  said 
to  be  very  sandy. 

In  the  fusion  tests  I,  II,  III,  and  YI  failed  at  cone  34,  and  IV  and  V 
a  little  below  cone  35. 

Of  the  Belgian  clays  Matagne  1  and  2  fused  at  cone  28.  The  Groix 
de  Pierre  failed  at  cone  29;  the  Belforge  Noire  at  cone  34. 

Bricklets  were  made  from  the  different  clays  to  determine  the  tem- 
perature at  which  they  burned  dense.  The  shrinkage  and  porosity 
were  then  determined.  The  former  is  looked  upon  as  a  gauge  of  the 
plasticity.  In  determining  the  porosity  the  bricklets  were  heated  for 
one  hour  in  water.    The  following  are  the  tabulated  tests: 

Phyncal  tesU  of  Girode  and  Belgian  clays. 
GiRODB  Clays. 


AFTER  BURNING 

r  AT  CON 

E  0.010. 

IV. 

Percent 
10.70 
20.20 

18.70 
1.72 

V. 

Per  cent. 
14.90 
19.00 

20.30 
3.61 

VI. 

I. 

PereenL 

13.00 

15.40 

n. 

ni. 

Percent, 

12.70 

21.70 

E  0.06. 

19.40 
2.10 

Shrinkage 

Absorption 

Per  cent. 
14.70 
1.5. 40 

AT  CON 

18.20 
1.53 

Per  emt. 
12.70 

21.70 

1 

Shrinkage 

Absorption 

18.80 
1.03 

19.40 
2.10 

1 

Shrinkage 

Absorption 

19.20 
1.03 

AT  CONE  1. 

18.20 
1.63 

20.30 
2.10 

19.10 
1.72 

20.80 
1.72 

20.30 
2.10 

The  color  of  the  clay  when  burned  to  cone  0.05  is  yellowish  gray. 
The  first  four  burned  dense  at  cone  0.05,  while  No.  Y  became  dense  a 
little  above  cone  I. 
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Phy$ical  tests  of  Girode  and  Belgian  clays — Continued. 

Belgian  Clays. 


AFTER  BURNING  TO  CONE  0.010. 

Matafrne, 
No.  I. 

Matague, 
No.  2. 

Crtiix  de 
Pierre. 

Belforge 
Noire. 

Shrinkage . . 
Absorption. 



•  a  •  •  «    • 

Per  cent. 
5 
13.07 

Per  cent. 
4.2 
12.30 

Per  cent. 
5.6 
11.07 

Per  cent. 
14.6 
6.1 

AFTER  BURNING  TO  CONE  0.05. 

Shrinkage . . 

6.90    1          4.4             6.9 

H.2 
2.9 

Absorption . 

11.40             11.5 

1 

9.07 
rE  J. 

Shrinkage . . 
Absorption. 

AFTER  BURN  1  SQ  TO  COl 

7 
8.3 

5.5 
9.4 

7.3 
5.3 

17.3 
1.2 

The  only  one  of  these  which  had  barned  dense  at  cone  1  was  the 
Belforge  Noire.  The  others  are  said  not  to  reach  this  condition  nntil 
burned  to  a  mach  Uigher  temperatare. 

The  Belforge  Noire  is  one  of  the  best  Belgian  clays,  and  approaches 
closely  to  the  celebrated  clay  of  Andennes,  whose  composition  is  as 
follows  : 

Analysis  of  Andennes  clay. 


Glass-pot  clay  also  occurs  at  Wiesaa.  It  has  been  investigated  in  a 
most  thorough  manner  by  Dr.  H.  Mackler,^  and  his  study  of  the  mate- 
rial is  so  interesting  that  the  results  are  quoted  here  in  consid^  rable 
detail. 


>  Thonindaa.  Zeit..  IQM,  p.  748. 
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The  clay  was  a  very  plastic  one,  and  when  put  through  a  sieve  of  75 
meshes  per  linear  inch  gave  a  residue  of  80  per  cent.  This  when 
burned  at  cone  12  of  Seger's  series  was  only  partly  baked. 

The  composition  of  the  raw  clay  was: 

CampoBition  of  rate  glass-pot  clay  from  WiesuH, 


SiOi 

A1,0:, 

Fe,0, 

CaO 

MgO 

K'O 

Loss  on  i^ition* 


Per  cent. 


Total 


51.33 

33.69 

1.76 

.90 

.52 

2.20 

9.67 


100.07 


national  analysis  of  raw  glass-pot  clay. 


Clay  substance 

Qnartz 

Feldspar 


Per  cent. 

85.  20 

12.56 

2.24 


The  clay  substance  calculated  is  as  follows: 

Clay  substance  of  glass-pot  clay  from  fViesau, 


Per  cent. 

43.77 

39. 0:J 

2.07 

l.a5 

.61 

2.13 

Loss  on  ignition . . ' ,       11. 34 


SiO.. 
Al.Oa. 
Fe,0:, 
CaO  . 
MgO. 
K.O . . 


Total ■     100.00 


This  shows  the  clay  substance  to  have  less  silica  than  is  requii  ed 
theoretically. 
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The  size  of  the  clay  substance  and  quartz  grains  is  of  special  inii)or- 
tance.  Some  of  the  clay  was  put  through  a  Schoue's  separator,  and 
this  shows  that  most  of  the  grains  are  not  over  0.01  millimeter  in  diame- 
ter, thus: 

Ferccniafje  of  different  sized  grains  found  in  clay  substance  and  quarts  after  going  through 

a  Schone's  separator. 


Sizo  of  graiDS. 


Per  cent. 


0. 2  mui.  and  over 0. 74 

0.05  to  0.2 1.53 

0.05 \  1.16 

0.04 1.6(5 

0.03 1  1.81 

0.02 1  3.74 

0.01 '  89.36 

I 

Total '  100.00 

i 


A  rational  analysis  of  the  clay  substance  in  the  Wiesau  clay  gave 
results  as  follows : 

national  analysis  of  clay  substance  in  Wiesau  clay. 


Claj'  substance 91. 61 

Quartz 5.65 

Feldspar 2.74 

Total '  100.00 


The  plasticity  was  not  tested,  as  Dr.  Miickler  considered  none  of  the 
methods  any  good;  but  it  can  be  stated  that  to  the  touch  the  clay  was 
very  fat. 

A  good  indication  of  the  workability  of  the  clay  is  given  by  the 
shrinkage  in  drying  and  burning.  The  test  bricks  were  60  by  30  by  9 
millimeters.  In  drying  the  clay  shrank  strongly,  warped  and  tore, 
and  in  burning  this  was  still  more  noticeable.  The  amount  of  water 
required  to  give  a  workable  mass  was  37.2  per  cent  by  volume. 

As  the  pure  clay  was  diflBcult  to  work,  grog  was  added  in  the  form 
of  the  same  clay,  burned  at  cone  0.05.  The  grog  was  ground  to  i)ass 
through  a  sieve  of  12  meshes  to  the  inch,  and  a  mixture  of  two-thirds 
raw  clay  and  one-third  grog  was  used.  The  mass  with  grog  flour  was 
more  plastic  than  that  with  coarse  grog;  the  former  required  35.6  per 
cent  water  and  the  latter  30.2  per  cent  to  make  a  plastic  mass. 
19  GEOL,  PT  6,  VOL  2 28 
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The  fire  tests  of  the  three  were  as  follows : 

Fire  tests  of  clay  and  clay  and  grog  mixture  from  Wiesau. 


Shrinkage  temperature. 


Two  parts 

Raw  clay.    ^^Jf^r^,^ 
part  grog 

floor. 


I  Per  cent. 

In  air 6.33 

To  cone  0.09 9.17 

To  cone  0.05 12.83 

To  cone  1 14.33 

ToconeS 14.66 

Tocone5 16.16 

To  cone  7 16.16 

To  cone  9 15.17 


Per  cent. 

4.33 

5.33 

8.53 

14.00 

15.17 

16.17 

16.17 

16.00 


1 


Two  parts 

clay  and  1 

part  grog 

sand. 


Per  cent. 

3.00 

4.17 

6.00 

9.67 

14.00 

14.67 

13.50 

13.50 


At  cone  .09  the  raw  clay  barns  white ;  at  .05,  light  yellow ;  at  1,  gray ; 
it  then  darkens  continually  until  at  9  it  is  brown. 

The  shrinkage  is  less  in  the  case  of  the  mixture,  and  the  bricklets 
made  with  fine  grog  shrank  more  than  those  with  coarse  gi^og.  This 
was  to  be  expected,  partly  from  the  fact  that  more  water  was  added. 
The  shrinkage  up  to  0.09  is  already  large,  while  the  shrinkage  of  the 
mixture  up  to  this  point  was  very  low.  At  cone  5  all  three  have 
reached  the  maximum  shrinkage.  At  a  higher  temperature  still,  the 
bricks  begin  to  grow,  due  to  the  expansion  of  the  quartz. 

Dr.  Mackler  has  also  determined  the  porosity  of  the  three  series  of 
bricklets  when  burned  to  different  temperatures.  This  is  seen  in  the 
following  table: 

Porosity  of  brivklrts  made  from  the  mixtures  mentioned  in  the  foregoing  table,  burned  at 

different  temperatures. 


'lVui|M>nitiirt\ 


Brioklet 

from  raw 

clay. 


.Virdriwl 

Hurnml  to  cono  0. 09 

Hurntnl  to  oono  0. 05 t . 

Hill  iuhI  to  cone  1 

MiiiiumI  to  cone  3 

Miiruod  to  ooiio  5 

HuriMMl  to  couo  7 

Mill  noil  to  i'ono  ?> 


Per  cent. 
18.13 

21.21 
8.74 
0 


Bricklet 


Bricklet 


from  2  parts  from  2  parts 


clay  and  1 

part  grog 

Hour. 


Per  cent. 

26.29 

27.85 

21.41 

9.66 

6.31 

1.61 

1.31 

.09 


clay  and  I 

part  grog 

sand. 


Percent. 

26.22 

28.41 

23.22 

14.35 

4.76 

4.12 

4.49 

4.50 
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The  porosity  is  larger  at  0.09  than  when  the  clay  is  only  air  dried, 
because  new  cavities  have  formed,  due  to  the  exit  of  the  combined 
water.  The  effect  of  the  grog  on  the  porosity  is  especially  noticeable. 
The  natural  clay  at  cone  1  is  thoroughly  dense,  while  the  one  with 
grog  flour  shows  19.28  per  cent  absorption,  and  with  grog  sand  27.25 
per  cent.  Going  higher  in  the  temperature  it  is  found  that  the  porosity 
has  decreased  more  rapidly  with  fine  than  coarse  grog.  At  cone  5 
the  flour  mixture  had  3.45  per  cent,  while  the  other  had  8.94  per  cent. 
The  fusibility  as  determined  in  the  Deville  furnace  lay  between  cones 
32  and  33.  The  clay  is,  therefore,  considered  to  be  of  a  high  grade  of 
refractoriness,  but  one  which  sinters  easily.  It  can  be  used  for  all 
purposes  where  a  dense  but  not  white-burning  clay  is  needed.  On 
account  of  its  dense  character  it  is  specially  suited  for  objects  which 
come  in  contact  with  alkaline  fusions  or  vapor^. 

The  dense  nature  is  understood  when  we  see  the  high  percentage  of 
fine  particles  shown  by  the  mechanical  analysis. 

AUSTRIA. 
BOHEMIA. 

KAOLIN. 

Kaolin  has  been  mined  for  a  number  of  years  at  Zettlitz,  near  Carls- 
bad, in  Bohemia.  The  material  has  resulted  from  the  alteration  of 
granite,  and  extends  to  a  considerable  depth,  some  of  the  workings 
having  gone  down  nearly  400  feet.  As  the  authorities  have  recently 
passed  a  law  forbidding  the  mining  of  kaolin  to  continue  below  this 
depth  %r  fear  of  interfering  with  the  mineral  springs,  it  is  highly 
probable  that  some  of  the  mines  will  have  to  close  down. 

The  kaolin,  as  it  comes  from  the  mine,  is  coarsely  granular,  contain- 
ing grains  of  undecomposed  feldspar  and  quartz,  but  subsequent 
washing  eliminates  these  to  such  an  extent  that  the  washed  material 
usually  shows  98  to  99  x>er  cent  of  clay  substance. 

The  Zettlitz  kaolin  has  a  most  extended  use  in  Austria  and  Germany 
for  the  manufacture  of  porcelain  and  white  earthenware.  Having  a 
very  low  percentage  of  iron,  it  burns  to  a  very  white  color. 
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Tlie  \p*r^t  ulf^  of  it^  cbemieal  and  physical  characters  may  be  gained 
from  the  test^  tabalace«l  below: 


.**«*.>**»«  >/  «-44Ayrf  i«o/<a/r'>M  Zttilitz  and  Sodau,  Bohemia. 


F^renTtt.    Per  fent.    Percent.    Percent.     Percent.  , 

--•\ 4«>.53  ' 

'^uiti- 5.1-5 

a: '^ 3S.  54 

F'-J>: iJ^> 

«  4i> r»< 

Mr' oS 

^kili'^ •>«> 

rjrii:»-i 13.  •» 


46.87 

46.82 

45.  SI 

45.72 

3s. «» 

.  38.49 

38.77 

39.10 

.8i> 

1.09 

.61 

.42 

Trace. 

.... 

.74 

.49 

.35 

Trace. 

.10 

.20 

1.22 

1.40 

.62 

.50 

12.70 

12.86 

13.62 

13.57 

9i*.24      UX>.«13     100.66     100.00       100.00 


Ratuymal  analyst*. 


v^*'ijir^x 


t>"-0.sr»Ar 


S^.3l 

i.«:6 

.64 


96.55 
2.30 
1.15 


100. 00     100. 00 


I,  Vn>m  Zecirtz:  Itvf.  C.  Bischof,  Die  feuerfea ten  Thone,  e<i.  1895. 

i.  Krv»ui  A  rt'iu:  Pr.  H.  Hecht,  Thoninduetrie-Zeit.,  1891, p.  293. 

:S.  Ktv'm  Z-exiVAx :  St*gt»rs  Ges.  Schrift.,  p.  49. 

4.  VrvHii  S.HIAU :  Mr.  F.  Llnke,  analyst. 

X  Vrvuu  S^hUu  :  l*n>t*.  C.  Bischof,  analyst. 

TUe^^  live  analysies  will  serve  well  to  show  the  high  purity  of  the 

uii^toriuU 

A:^  r\^^iriis  the  fineness  of  grain,  a  mechanical  analysis  of  the 
wiishiHl  msuerial  made  by  the  writer  yielded  the  following  results: 

^leK'huHical  analysis  of  washed  kaolin  from  Zetilitz. 

[H.  Ries,  analyst.] 


Per  cent. 


i'UiY  Hubstanoe. 


Silt 

Total  .., 


95.00 
3.50 
1.25 

99.75 
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A  rational  analysis  of  this  same  sample  gave — 

Rational  analysis  of  the  foregoing  kaolin. 


Per  cent. 


Clay  substance 98. 50 

Quartz  and  feldspar 1. 50 

Total 


100.00 


Bricks  were  then  molded  from  the  same  material  and  burned  to 
varioas  degrees  of  temperatare.  The  shrinkage  at  these  points  was 
as  follows. 

Shrinkage  ai  different  temperatures  of  bricks  burned  of  Zettlitz  kaolin. 


Temperature. 


In  ail 

Up  to  1770-  F 
Up  to  2390-  F 
Up  to  2714^  F 


Shrinkage. 

PtT  cent. 
3.49 
11.14 
14. 91     j 
17.70    ' 


Up  to  2,3900  F.  the  clay  held  its  form  well,  but  at  2,714^  F.  it  had 
warped  somewhat  and  burned  very  dense,  but  the  fracture  was  not 
glassy. 

Another  set  of  tests  made  by  Hecht  of  Zettlitz  kaolin  gave  some- 
what greater  shrinkage  in  air  and  at  higher  temx)eratures. 

Shrinkages  of  Zettlitz  kaolin  determined  by  Dr.  H.  Hecht. 


Teiui>erature. 


In  air 

Up  to  1,770^  F, 
2,170^  F 
2,3500  F, 
2,7140F 


Per  cent. 


6.42 

8.17 

3.67 

14.25 

20.17 
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The  porcMity  of  the  cluy  at  these  temperatores  was: 
Paromtf  tf  Zrtlliu  kaotim  ml  ^fen*l  temperature*. 


l.—-'^  F :  46.2S  I 

2.170^  F 39.0S  i 

2^50^  F '  36.07  I 

2.714-  F 3.02 

This  indieates  a  5ad>i«D  shrinkage  and  densification  between  2,300<^  P. 
andnn^:  F. 

Proi'e?<ior  S*^r  litewUe  experimented  with  this,  the  standard  of 
Eoro^esxt  kit-Ln^' 

The  ^^ui^ie  «h:>.-h  he  naed  e»DtaiDed  the  following  materials: 

£j.-wa.<f  aa^.'ftu  »/ Zeltlitz  kaolin. 

'   Perm 


96. 5S 
2.30 


T.^ti: i     100.00 


Ir$  Va.tv-A>r  wh'ea  molded  into  pyramids  and  heated  to  different 
l*tt:t'*n*:urifi!.  w;»s  at?  tVvlow*: 

At  KT7*^"  t",:  F'.'fm  im>.*hjinj:¥d:  fraotare  earthy  and  pulveralent; 

At  i.-U*-"-:;.5T>.*-~  F.:  Form aaaliered :  fracture  earthy, bot  somewhat 
h,*!r\:<T;  *vipw  OE.\Jk;iiA 

At  i.r-rv*--:;.*.-*.*-'  F.;  Fi^na  niK-hauged;  fracture  conchoidal  and 
d;i''::v  viirvi'u*:  wlj:**  bt»r*Iy  traii«la«"ent. 

AS-w  i.A^v'-'  F-:  CocK'.-.:iv'tts  same  as  preceding. 

Al  .*vA'^»-'  F.:  FtTia  v»retf*rN-ed;  fractiir*  glassy;  body  translacent 

Til-*  sJjows  thJt;  til*  k*.-;:!!  {'retferA-es  its  form  at  very  high  tempera- 

A'tte  ivvas  i-.t  t^n*  vx-i-^iyr  v^'  l^tlsen.  also  in  Bohemia,  are  similar  to 
ibo  '"..■i'.'.-'i  w-twrAl,  bus  oewc  <imte  approach  it  in  purity,  having 
BUv'iV  «;■■»•*;  ta  v-'.^t  tv^ist-or.     lite  the  Zettlitz  kaolin,  they  have  resulted 


«■,!♦  V;via-.;vaot  if^a:: 


c  rvvks. 
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The  composition  of  kaolins  from  tbe  vicinity  of  Pilsen  is  given  in 
the  following  table: 

Analyses  of  kaolins  from  Pilsen, 


1 

3                  3 

4 

5 

SiOi 

Per  cent. 

59.42 

27.15 

1.77 

Percent. 

66.76 

20.94 

1.92 

Per  cent. 

49.16 

36.73 

.81 

Trace. 

.18 

1.18 

12.41 

Per  cent. 

49.91 

35.99 

.63 

Per  cent. 

49.48 

36.64 

.66 

AI2O3 

Fe^Os 

CaO 

MirO 

.52 
1.50 
9.85 

.81 
4.64 
4.43 

.30 

.76 

12.34 

.41 

1.60 

11.99 

0          ••■•-• 
K,0 

H2O 

Total  .. 

100.21 

99.50 

100.47 

99.93 

100.78 

Bational  analyses. 

Claysabstance 
Oaartz 

86.27 
5.08 
8.65 

87.41 
6.40 
6.19 

90.29 
4.08 
5.63 

Feldspar 

Total  .. 

100.00 

100.00 

100.00 

1.  Kottiken,  near  Pilsen,  H.  Seger. — Notizbl.  des  Deutsch.  Ver.  f.  Fabr.  u.  Ziegeln, 
etc.,  1876,  pt.  3. 

2.  Ledez,  near  Pilsen :  Ibid. 

3.  Washed  kaolin,  Ledez,  near  Pilsen,  Seger's  Ges.  Schr.,  p.  44. 

4.  Wasbed  kaolin,  Kottiken,  Pilsen,  Seger^s  Ges.  Scbr.,  p.  44. 

5.  Washed  kaolin,  Tremosna,  near  Pilsen,  Seger's  Ges.  Schr.,  p.  50. 
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The  pyrometric  properties  of  Nos.  3, 4,  and  5  are  shown  below,  being 
Seger's^  experiments  on  these  samples. 

Pyrometric  2yropertie8  of  th^  last  three  clays  mentioned  in  the  preceding  table. 


Temperature. 


At  1,770°  F. 


At  2,210-2,5700  F. 


At  2.570-2,9300  F. 


Above  2,9300  F. 


Above  3,3000  F. 


Form  uiicbangetl ; 
fracture  earthy 
and  powdery ; 
edgeH  opaque. 

Form  unchanged ; 
fracture  dull; 
surface  some- 
what  harder; 
edges  opaque. 

Form  unchanged ; 
fracture  con- 
choidal ;  some- 
what  glassy; 
edges  nearly 
opaque. 

Form  unaltered ; 
fracture  glassy : 
edges  slightly 
translucent. 

Fracture  shining; 
edges  sharp,  but 
translucent. 


Form  nnchange<l ; 
fracture  dull ; 
edges  opaque. 

Form  unchanged ; 
fracture  dull, 
hard;  edges 
opaque. 

Form  unaltered ; 
fracture  con- 
choidal ;  edges 
begin  to  be 
translucent. 

Form    the   same; 

fracture  glassy; 

slightly    trans 

lucent. 
Slightly      bent; 

fracture  glassy ; 

edges     slightly 

rounded. 


.  I 


Form  unaltered; 
fracture  dullj 
edges  opaque. 

Fcrm  the  same: 
fracture  doll , 
edges  opaqxie. 


Form  unaltered ; 
fracture  con- 
choidal ;  edges 
begin  to  show 
translucency. 

Form  unchanged ; 
fracture  glassy ; 
slightly  trans- 
lucent. 

Strongly  bent; 
fracture  glassy ; 
e<lges  roxinded. 


REFRACTORY   CLAYS. 

Eefractory  clays,  and  especially  shales,  occur  at  several  localities  in 
Austria  and  Bohemia,  and  some  of  them  have  been  the  subject  of 
detailed  chemical  and  physical  investigations. 

In  the  vicinity  of  Brieseu,in  northern  Austria,  is  an  extensive  series 
of  clay  beds  interbedded  with  sandstoues  of  Cretaceous  age.  The  areas 
are  those  of  Briesen  proper,  Johnsdorf,  KorbelLhotta,  Gross-Oppato- 
witz,  and  Pamietitz.  The  clays  are  found  to  be  specially  adapted  to 
the  manufacture  of  goods  of  great  resistance  to  high  temperature,  such 
as  basic  refractory  bricks,  zinc  muffles,  gas  retorts,  glass  pots,  etc.  As 
the  tests  made  by  Dr.  H.  Hecht  ^  are  of  considerable  value,  but  some- 
what detailed,  it  is  thought  best  to  give  them  in  tabulated  form. 

The  Briesen  clays, — These  come  from  the  Ferdinand  shaft  and  Anton 
shaft,  2  kilometers  northwest  of  Briesen.  They  are  shaly  in  texture, 
but  slake  slowly  in  water. 

Of  the  clays  whose  analyses  appear  in  the  table  given  later,  prepared 
by  Professor  Bischof,  Nos.  1,  3,  4,  5,  and  6  burned  ivory  yellow  at  the 
melting  point  of  Seger's  cone  9,  and  Nos.  2,  7,  8  showed  light  gray 
specks.  At  the  fusion  of  cgne  20,  all  the  clays  burned  light  yellow 
with  gray  specks,  but  vitrification  had  not  taken  place. 


>  Loc.  cit. 


'  Thonindustrie  Zeit ,  1 391,  p.  461. 
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Their  fusion  points  or  temperatures  at  which  they  become  viscous 
range  from  cone  33  to  cone  35. 

Analyses  of  refractory  clays  from  Briescn. 


Ferdinand  shaft. 

Anton  shaft. 

1 
Back  bed.     Front  bed. 

Shale  hang 
wall. 

■ 

Front  bed. 

Outcrop.    1 

1 

SiOj 

1 
Percent.    '    Percent. 

44.37             4.=^.  01 

Per  cent, 

46.13 

.16 

36.24 

1.28 

.60 

.12 

.83 

Trace. 

14.68 

Per  cent. 

47.46 

Trace. 

37.58 

.98 

.33 

.17 

.90 

Ti'ace. 

13.07 

1 
1 

Per  cent. 

45.57 

Trace. 

39.02 

1.61 

.54 

.26 

.54 

.11 

12.  a5 

TiO. 

Trace. 

39.71 

.81 

.12 

Trace. 
.99 

AI.O3 

Fe.Oa 

CaO 

39.76 

1.14 

.76 

Trace. 

.67 

Trace. 

12.95 

MeO 

K2O 

SO3 

Ignition 

Total  .. 

13.30 

99.65     !      99.94 

100.04 

100. 49 

100.50 

national  analyses. 

Clay      sub- 
stance   

Quartz 

Feldspar 

f»9.07 
.32 
.61 

99.20    j      93.72 
.  41             2. 82 

99.36 
.05 
.59 

98.91 

.39 

3.46 

1.09 

The  Briesen  clays  were  furthermore  tested  by  Dr.  Hecht  with  regard 
to  their  shrinkage  and  density  at  different  temperatures,  with  the  follow- 
ing results: 

Shrinkage  and  density  of  Briesen  clays  at  different  temperatures. 


Temperature. 

1 

Anton  shaft, 
Itrieseu. 

Ferdinand  shaft, 
Briesen. 

1 

Black  shale,  Ferdi- 
nand shaft,  Briesen. 

Porosity. 

Shrink- 
age. 

Per  cent. 

Porosity. 
Per  cent. 

Shrink- 
age. 

Porosity. 
'  Per  cent. 

1 
Shrinkage. 

Per  cent. 

Per  cent. 

Per  cent. 

In  air 

5.25 
8.41 

ai.8i 

3.67 
6.41 

45.69 

3.75 
8.50 

.  To  cone 0.09.. 

37.04 

To  cone  2  to  3. 

30.66 

11.92 

22.19 

12.65 

33.70 

13.58 

To  cone 7  to 8. 

24.87 

14.00 

22. 19 

12.84 

34.62 

14.50 

To  cone  12  ... 

19.31 

15.92 

15.17 

15.16 

24.81 

17.41 

To  cone  18  ... 

1.39 

19.75 

.75 

18.25 

1       1.32 

1 

19.75 
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The  Johnsdorfer  clays. — ^These  are  found  3.5  kilometers  northwest  of 
Briesen  in  the  Gharlotten  and  Anna  pits.  The  formation  is  similar  to 
that  at  Briesen,  but  brown  coal  is  also  associated  with  the  clay.  The 
latter  is  dense,  shaly,  and  has  a  conchoidal  fracture.  When  broken  to 
pea  size,  both  the  clays  soften  quickly  in  water  to  a  plastic  mass.  At 
the  fusion  point  of  cone  0.09  they  burn  light  yellow.  Their  fusion  point 
is  about  the  same  as  cone  35. 

The  following  table  gives  analyses  of  shale  and  clay  from  Johns- 
dorfer: 

Analyae9  of  Johnsdorfer  shale  and  clay. 


SiOa 

AliOa.-.. 
Fft^Oa  ... 

CaO 

MgO.... 

KiO 

Ignition 


Per  cent. 

47.40 

37.06 

1.12 

.40 

.28 

.87 

13.40 


Total  ;     100.53 


Per  cent. 

47.06 

37.11 

.93 

.18 

.22 

.11 

14.48 


Rational  analyses. 


Clay  substance 

Quartz 

Feldspar 


Total 


99.42 
.34 
.24 


100.00 


99.15 
.83 
.02 


100.00 


Korbel'Lhoita,  etc. — ^The  Korbel-Lhotta,  Gross  Oppatowitz,  and  Pa- 
mietitz  area  lies  4  kilometers  south  of  Briesen.  All  the  days  from 
here  slake  rapidly  in  water.  Those  from  Korbel-Lhotta  are  fat  and 
plastic. 


CLAY. 
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Analyses  of  clay  from  KorheULhotUif  Gross  Oppatowitsf,  and  Pamietitz, 


SiOi 

TiOa  .... 
AI2O3.... 
FfriOa  .. 

CaO 

MgO.... 

KaO 

Ignition 


Total 


EorbAl- 
Lhotta. 


GroBS  Op- 
patowitz. 


Per  cent. 
46.82 


37.54 

1.17 

.57 

.21 

.50 

13.79 


100.60 


Per  cent. 

47.60 

.59 

35.84 

1.67 

.10 

.39 

1.14 

13.06 


Pamietits. 


100.89 


Per  cent. 
50.86 

33.25 

.72 

.21 

.72 

1.86 

12.44 

100.06 


Bational  analyses. 


Clay  Bnbstanoe 

Quartz 

Feldspar 


Total 


99.33 


-67 


100.00 


92.82 

.68 

6.50 


87.38 

11.88 

.74 


100.00 


100.00 


At  cone  0.09  these  clays  burn  light  yellow.  Their  points  of  viscosity 
Ue  between  cones  33  and  35  of  Seger's  series. 

Pilserij  KladnOj  BakanitZy  and  Liebau. — Of  considerable  interest  and 
importance  are  certain  clay  slates  which  occur  at  several  localities  in 
the  Carboniferoas  of  Bohemia  and  certain  parts  of  Germany.  In 
appearance  they  are  black,  siliceous,  slaty  shales,  occurring  in  beds 
several  inches  to  several  fieet  thick  and  full  of  organic  matter. 

Before  shipment  the  organic  matter  is  burned  out  in  specially  con- 
structed furnaces.  The  product  is  a  porous,  brittle,  white  mass,  of 
which  the  purest  grades  are  snow  white.  This  so-called  *'  thonschiefer'' 
of  the  Germans  is  very  refractory  and  of  low  shrinkage,  consequently 
it  is  much  used  by  many  manufacturers  of  refractory  wares  to  mix 
with  plastic  fire  clays,  serving  the  same  purpose  as  the  American  flint 
clays. 

The  chief  occurrences  are  in  the  vicinity  of  Pilsen,  Kladno,  Bakonitz, 
and  Liebau.  The  material  is  generally  hard,  dense,  homogeneous,  and 
of  various  shades  of  gray  to  blue  or  black.  With  water  it  forms  when 
ground  a  pasty  but  not  very  plastic  mass.  Pieces  of  the  weathered 
material,  when 'thrown  into  water,  break  or  spring  apart  (especially 
the  fine-grained  homogeneous  varieties)  and  then  soften  and  slake  to 
I)owder.  At  a  low  red  heat  it  burns  white,  but  impure  samples  burn 
yellow. 
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Samples  of  tbe  best  grade  wlien  tested  by  Professor  Bischof  yielded 
the  following  results: 

At  980^  C:  Color  of  shale,  white;  body  still  absorbent;  shrinkage, 
6  per  cent. 

At  1,5000  C:  Color,  white;  sarface,  oily;  body  absorbent;  shrink- 
age after  one  heating,  12  per  cent;  after  second,  16.5  per  cent.  This 
increased  shrinkage  on  heating  twice  to  1,500^  C.  is  due  to  the  organic 
matter  not  having  burned  off  entirely  the  first  time. 

The  following  are  analyses  of  these  shales  given  by  Professor  Bischof:* 

Analysee  of  Bohemian  shales. 


i 

9 

3 

4 

5 

6 

7 

8 

O 

to 

11 

SiOg 

P.ct. 
53.42 
44.23 
.56 
.23 
.23 
.51 

P.et. 

49.22 

33.14 
.46 
.25 
.14 
.56 

15.95 

P.et. 

49.55 

35.10 

.31 

.45 

.31 

1.13 

P.et. 

58.60 

25.13 

2.17 

.50 

1.49 

1  7n 

P.et. 

55.50 

41.32 

.49 

.34 

.18 

1.93 

.46 

P.et. 

54.47 

40.89 

1.18 

.41 

.27 

1.82 

.95 

P.et. 

52.50 

45.21 

.81 

.54 

.51 
.78 

P.  et.     P.  ct. 
57.02     43.15 

P.et. 

47.85 

34.25 

.85 

.70 

.25 

1,26 

14.10 

P.et. 

53.33 

33.07 

1.43 

.62 

.23 

11.18 

A1»0. 

Fe,0, 

CftO 

MrO 

K,0 

40.26 

1.17 

.12 

.02 

1.36 

34.63 

1.52 

.95 

.25 

19.21 

IgnitioQ 

13.  70       10. 90 

Total.. 
Sand 

99.18 

99.72 
8.20 

100.64 
11.60 

100.49 
29.25 

100.22 

99.99 

100.35 

99.95 

09.71 

99.26 
23.95 

09.86 

1.  Calcined  sbale  (high  grade).   Altwasseri  Walenburger  basin.     Given  for  com- 

parison, as  it  is  a  German  occurrence. 

2.  Average  sample  same  locality. 

3.  Welles weiler.    GootL  quality  shale. 

4.  Dnttweiler.    Poorer  quality  shale. 

5.  Clay  slate  (calcined),  first  quality.     Engertshaft,  Kladuo. 

6.  Clay  slate  (calcined),  second  quality.     Engertshaft,  Kladno. 

7.  Calcined  shale.     Rakonitz. 

8.  Calcined  shale.     Blattnitz,  near  Niirschan. 

9.  Sulkow. 

10.  Thinfeld,  near  Kladno. 

11.  Treiiiosua. 

Tiefenfttcha. — Fire  clay  occurs  at  Thallern,  near  Tiefenfucha,  inter- 
bedded  with  lignites  of  Tertiary  age.  After  mining  the  clay  is  band 
picked,  to  eliminate  any  pyrite  nodules  or  gypsum  concretions,  and  is 
then  laid  out  to  weather. 


'  OestcrroichiHcbeu  Zeitschrif't  f.  Berg  u.  Huttenweseu,  XXXYII,  1889. 
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An  analysis  of  this  clay  dried  at  120°  C.  gave  the  following  results:* 

Analysis  of  Tie/en/uoha  clay  dried  at  1^(P  C, 


SiO, 48.23 

AI.O3 [  33.64 

Fe,>03 1  1.89 

CaO ;  .05 

MgO .28 

K2O 1.30 

SO. I  .158 

Ignition 14. 63 

Total i  100.178 


At  1,0000  C.  the  clay  was  found  to  have  a  linear  shrinkage  of  3  per 
cent,  and  at  1,500^  C,  of  9  per  cent.  At  the  latter  temperature  it  was 
still  porous. 

The  clay  is  very  sandy  and  only  of  moderate  plasticity.  Neither  are 
its  binding  qualities  very  high,  for  the  average  tensile  strength  of  air- 
dried  briquets,  as  determined  by  the  writer,  was  80  pounds  per  square 
inch  on  the  average,  with  a  maximum  of  105  pounds. 


DENMARK. 


KAOLIN, 


Seventy-five  miles  southeast  of  Copenhagen  lies  the  little  island  of 
Bornholm,  containing  the  most  important  clay  deposits  which  Den- 
mark possesses.  This  small  island  has  an  area  of  not  over  11  square 
miles,  but  contains  a  wealth  of  clay  materials  which  is  surprising. 
The  main  mass  of  the  island  is  granite,  which  is  well  exposed  in  the 
northern  half,  but  on  the  southern  side  is  covered  by  extensive  beds  of 
Cretaceous  and  Tertiary  clays,  sandstones,  and  marls.  On  the  north- 
ern side  of  Bornholm  the  granite  is  extensively  quarried  for  building 
and  paviog  purposes,  but  in  the  southern  part,  near  Roinie,  it  has  been 
deeply  altered  to  kaolin,  and  supports  an  active  kaolin  and  fire-brick 
industry.  There  are  two  large  kiiolin-washing  plants  and  about  ten 
tire- brick  works. 

The  largest  kaolin  mines  are  those  belonging  to  the  Diinemark 
Chamotten  Fabrik,  whose  oflSces  are  in  Copenhagen.  In  their  pit  the 
kaolin  has  been  excavated  to  a  depth  of  70  feet,  and  it  is  claimed  that 
borings  have  proven  it  to  reach  a  depth  of  240  feet.  Overlying  the 
kaolin  is  4  to  8  feet  of  glacial  drift.  The  mined  material  contains  an 
abundance  of  quartz  fragments  and  unweathered  feldspar,  and  as  it 


*  From  circular  of  C.  v.  Popp's  tire-brick  works ;  analysin  by  Prof.  C.  Biscbof. 
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comes  from  the  pit  is  discharged  into  a  cylindrical  washing  machine 
with  a  horizontal  revolving  framework,  which  breaks  up  the  material 
thoroughly.  The  coarse  grains  and  fragments  of  undecomposed  min- 
eral matter  remain  in  the  machine,  while  the  finer  particles,  consisting 
of  kaolinite,  feldspar,  quartz,  and  mica,  pass  off  in  suspension  with  the 
water  which  is  continually  flowing  from  the  machine.  This  water  and 
suspended  material  pass  along  a  trough  about  50  feet  in  length,  where 
most  of  the  fine  sand  is  dropped.  From  this  it  goes  through  a  stone- 
lined  trough,  where  still  more  sand  and  some  mica,  of  very  fine  grain, 
are  eliminated. 

The  material  still  remaining  in  suspension  is  conducted  into  a  circular 
pit  with  stone  lining.  As  soon  as  this  pit  is  full  the  overflow  passes 
into  a  second,  and  so  on  through  six  pits.  When  all  six  are  filled  the 
water  is  turned  into  another  series  of  six.  By  this  method  of  washing 
the  settlings  in  the  last  pit  are  the  very  finest  and  should  be  of  high 
purity.  A  rational  analysis  made  by  the  writer  of  this  finest-washed 
kaolin  showed  98  per  cent  of  clay  substance. 

There  is,  in  addition  to  the  overflow  pipe,  one  leading  from  the  bottom 
of  each  pit  to  the  slip  pumps. 

After  the  kaolin  has  settled  the  clear  water  is  drawn  off  and  the  wet 
kaolin  pumped  into  the  filter  presses.  These  have  wooden  frames  and 
eighteen  compartments  each.  Instead  of  having  an  iron  supply  pipe 
running  along  the  top  of  the  press  with  a  branch  into  each  compart- 
ment there  is  a  hole  bored  through  the  upper  side  of  each  frame,  so 
that  when  the  press  is  put  together  these  holes  form  a  continuous  tube. 
Three  holes  also  lead  from  each  of  these  main  ones  to  the  interior  part 
of  the  frame,  thus  permitting  the  slip  to  reach  the  compartments  and 
fill  the  canvas  press  bags.  It  requires  one  and  one-half  to  two  hours  to 
fill  each  press.  The  washed  kaolin  is  used  only  for  paper  manufacture 
and  occasionally  for  ultramarine.  The  more  sandy  quality  is  sometimes 
sold  to  pasteboard  makers. 

The  shrinkage  in  drying  and  burning  was  as  determined  by  the 
writer  as  follows : 


Shrinkage  of  Denmark  k<iolin  at  different  temperatures 


Air  shrinkage 

Shrinkage  to  cone  5  . 
Shrinkage  to  cone  9  . 
Shrinkage  to  coue  12 
Shrinkage  to  oone  15 


Per  cent. 


5  50 
14.00 
16.00 
20.00 
23.80 


Up  to  cone  9  the  kaolin  burned  to  a  pure  white  color,  but  above  this 
it  turned  grayish,  owing  to  the  reduction  of  the  iron  to  a  ferrous  con- 
dition. 
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REFBAOTOBY  CLAY. 

The  more  impure  portions  of  the  kaolin  deposit  are  used  in  the  manu- 
facture of  fire  brick.  When  brought  from  the  mine  this  second-grade 
material  is  first  laid  out  in  the  sun  to  dry  and  then  put  through  rolls 
to  crush  the  large  grains.  It  is  then  mixed  with  ground  fire  brick  and 
a  certain  amount  of  plastic  Tertiary  fire  clay  from  the  company's  pits 
at  Hasle,  on  the  island. 

This  mixture  is  tempered  first  in  a  horizontal  and  then  in  a  vertical 
pug  mill,  after  which  it  is  carried  to  the  molding  floor.  The  molding  is 
done  entirely  by  hand,  two  bricks  being  formed  at  a  time.  They  are 
then  re-pressed  in  a  hand-power  machine  and  dried  on  shelving  in  the 
second  story  of  the  kiln  shed.    The  burning  is  done  in  a  continuous  kiln. 

At  the  Hasle  works  of  this  same  company  only  vitrified,  or  <^  clinker^ 
bricks,  as  they  are  called  abroad,  are  made. 

The  Hasle  pit  presents  a  variety  of  clays,  and  the  section  given 
below  serves  well  as  an  illustration  of  the  sedimentary  clay  section  on 
Bornholm.    Beginning  at  the  top,  the  beds  exposed  are  as  follows: 

Section  of  clay  deposit  at  the  Hasle  pit,  Denmark, 


Cross-bedded  sand 

Impare  clay 

Semi-fire  clay 

Black  clay  (refractory) 

Clinker  clay 

Fire  clay 


All  of  the  layers  are  quite  sandy  and  plastic. 

GLII9KEB  (VITRIFIED)  BBIOK. 

The  clinker  bricks  are  a  vitrified  product,  very  much  resembling 
those  made  at  Syracuse,  New  York.  They  are  largely  used  for  canal 
work  and  for  pavements.    Much  care  is  taken  in  their  manufacture. 

The  clay  is  first  allowed  to  soak  in  a  pit  for  about  eight  days.  It  is 
then  put  into  a  vertical  pug  mill  0  feet  long,  and  as  it  issues  from  here 
it  goes  to  a  second  one  attached  to  the  stiff-mud  machine.  Three 
bricks  are  cut  from  the  issuing  bar  of  clay  at  a  time  and  removed  to  a 
car  on  which,  when  a  sufficient  number  have  been  collected,  they  are 
taken  to  the  pallet  racks  for  drying.  Burning  is  done  in  a  continuous 
kiln.  The  burned  brick  are  not  over  2  inches  thick.  The  first  grade, 
viz,  those  used  for  canal  work  and  pavements,  are  re-pressed  after 
molding,  while  those  for  building  purposes  are  not;  neither  does  the 
clay  for  the  latter  go  through  more  than  one  pugging. 


448  MINERAL   RESOURCES. 

TERRA   COTTA. 

Another  branch  of  the  clay-working  industry  on  Bornholm  is  the 
niannfacture  of  terra  cotta.  Delicate  little  vases  of  antique  Greek  pat- 
tern and  statuettes,  copies  of  the  works  of  the  Danish  sculptor  Thor- 
waldseu,  have  found  their  way  to  many  markets  and  are  frequently 
known  as  Ipsen's  terra  cotta.  At  the  present  day  Ipsen's  factory  is 
perhaps  the  largest,  but  not  the  only  one,  turniug  out  this  ware. 

The  materials  used  are  plastic,  micaceous,  sandy,  and  at  times 
liguitic  clays,  which  are  found  on  the  southern  shore  of  Bornholm 
Island.  By  a  simple  process  of  washing,  the  sand  and  mica  are 
removed,  leaving  a  smooth,  plastic  material  emiuently  suited  for  the 
potter's  use.  Some  of  the  clays  used  burn  a  deep  red,  others  a  light 
buff,  and  varying  shades  are  often  obtained  by  using  a  mixture  of 
clays. 

The  clays  are  pugged  in  vertical  pug  mills  and  then  stored  in  bins  and 
kept  damp  until  ready  for  use.  Quartz  is  added  to  some  of  the  very 
plastic  ones. 

Vases  and  similar  hollow  forms  are  generally  turned  in  a  plaster 
mold  on  the  potter's  wheel.  Tablets,  medallions,  handles,  and  similar 
flat  pieces  are  pressed  in  plaster  molds. 

The  ware  shrinks  about  one-twelfth  in  burning,  and  this  operation  is 
conducted  in  a  muffle  kiln  at  a  comparatively  low  temperature. 

^o  glaze  is  put  on  the  ware;  and  as  it  usually  receives  little  or  no 
firing  whatever  after  decorating,  it  permits  the  use  of  many  delicate 
shades  of  color.  Many  of  the  (7 reek  vases  are  decorated  with  figures, 
the  outlines  of  which  are  put  on  with  a  stencil  or  free-hand,  and  then 
filled  in  with  color.  The  latter  work  requires  little  skill  and  is  done 
by  boys  or  girls. 

The  products  are  mostly  decorated  in  a  very  tasteful  manner  and 
have  a  pleasing  form,  and  the  ease  with  which  the  ware  is  manufac- 
tured permits  it  to  be  sold  at  a  very  low  figure.  Recently  much  of  the 
statuette  work  has  been  done  in  a  white  clay  in  imitation  of  white  bisque 
ware. 

SWEDEN. 

The  center  of  Sweden's  clay-working  industry  is  the  province  of 
Sk^ne,  several  mines  and  factories  being  located  at  Hoganas,  north  of 
Malmo. 

The  fire-brick  industry  of  Sweden  has  become  most  active  in  recent 
years,  and  exportation  is  extensively  carried  on,  the  product  going  to 
German  ports  along  the  ^orth  Sea,  as  well  as  to  Kussia  and  Finland. 
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A  number  of  analyses  of  burned  Swedish  fire  clays  are  given  by 
Gronquist'  as  follows: 

Analytea  of  Stcedish  fire  clays  (humed). 


4.  Hoganas,  common  . 
6.  Bjnf,mark"F"  ... 
4.  Bjuf,mark"K"... 
6.  LJungsgard,  prima . 

6.  Stobbarp 

3.  Billesholm,  clay  . . . 
6.  Billesholm,  shale 


SIO,. 

A1,0,. 

Fe,0,. 
Per  cent. 

CaO. 

MgO. 

Alkalies. 

Per  cent. 

l*er  cent. 

Per  cent. 

Per  cent. 

Per  cent. 

68.70 

26.40 

1.60 

.40 

.50 

2.40 

54.20 

42.00 

1.60 

.5 

.5 

1.2 

65.60 

28.10 

2.30 

1.1 

1.3 

1.6 

63.90 

41.1 

1.7 

.8 

1.6 

1.5 

60.80 

36.1 

1.7 

• 

.5 

.2 

.7 

67.6 

25.9 

2.6 

.8 

3.1 

51.5 

42.9 

2.2 

1.3 

1.2 

.5 

Refractory  clays  occur  in  Sweden,  especially  in  the  coal  formation  of 
the  northwest  corner  of  Skane.  They  have  been  worked  in  this 
region  since  1827,  the  localities  being  Hoganas,  Bjuf,  Billesholm,  Stob- 
barp, and  Ljangsgard — Hoganas  being  the  most  important 

According  to  Dr.  Cronqnist,  there  occurs  at  Bjuf  and  Ljungsgard  a 
clay  slate  which  is  very  refractory  and  possesses  good  plasticity  and 
which  is  not  equaled  by  that  at  Billesholm.  Oood  fire  bricks  are  made 
at  Yallakra  with  fire  clay,  and  are  stamped  with  the  mark  '^  Billesholm ;" 
the  common  ones  are  marked  "Svaneholm."  At  Bjuf,  "F^  and  "F*'* 
are  the  best  bricks  and  those  marked  ^^K"  are  the  common  ones. 

Two  smaller  areas  of  refractory  clay  occur  at  Stobbarp  and  Eram- 
berga.  The  material  at  the  former  locality  is  very  plastic  and  refract- 
ory. The  other  is  less  so,  but  gives  a  brick  of  great  density  and 
strength.  The  Examberga  clay  is  used  for  clinkers,  face  brick,  and 
pipes,  especially.  Many  of  the  Swedish  fire  clays  have  Ti02;  the 
Billesholm  shale  having  0.8  per  cent. 

In  northeast  Sktoe  kaolin  of  good  quality  is  found,  firee  from  car- 
bonaceous materials  and  quite  plastic. 

The  gray  shales  of  Bjuf  and  Ljungsgard,  with  16  to  18  per  cent  of 
bitumen,  require  sharp  working  to  develop  enough  plasticity.  The 
equally  refractory  shales  and  clays  of  Billesholm,  with  a  coal  and 
bitumen  percentage  of  45  to  60,  are  not  to  be  made  plastic. 

Attempts  to  work  the  kaolins  at  Skinnskatteberg  and  Westmanland 
have  not  been  successfnL 

Many  of  the  Swedish  fire  bricks  are  said  to  lack  density. 


>  Teknisk  Tldakrif 1. 1896,  pt.  1. 
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NORWAY. 
FELDSPAR. 

Most  of  the  feldspar  used  by  European  potters  is  brought  from  Nor- 
way.   It  is  of  a  bright  red  color,  but  burns  perfectly  white. 

The  feldspar  occurs  as  veins  in  gneiss  and  gabbro.  It  is  best  known 
around  Tvedestrand  and  Arendal,  on  the  southern  coast.  About  5 
kilometers  south  of  the  former  locality  is  the  Holt  pit.  This  is  2  to  7 
meters  wide,  and  the  vein  runs  east  and  west.  It  has  been  dug  to  a 
depth  of  25  meters,  but  in  most  of  the  mines  the  spar  rarely  holds  out 
below  24  meters.    The  feldspar  is  quite  clear. 

The  Lambi)  quarry  contains  a  vein  5  meters  wide.  It  is  long,  but  the 
material  is  impure.  At  the  Fjelds  quarry  the  vein  is  60  to  70  meters 
long,  15  to  16  meters  wide,  and  9  meters  deep.  It  contains  plates  of 
mica  2  and  3  meters  square,  but  they  are,  unfortunately,  much  cracked. 

Other  important  quarries  are  in  the  region  of  Narresto  and  Garta, 
but  the  largest  and  most  important  is  at  Kalstad,  near  Kragero.  This 
latter  vein  is  17  meters  wide,  40  meters  long,  and  has  only  quartz  and 
feldspar,  which  are  well  separated. 

At  Lango  there  are  6  large  dikes.  All  of  these  veins  thin  out  with 
depth,  and  the  middle  x>ortion  only  of  each  is  of  any  use.  The  largest 
pit  is  40  to  50  meters  deep,  but  20  meters  is  the  average.  Veins  under 
4  to  5  meters  thick  are  not  usually  worth  working.  The  feldspar  ia 
generally  blasted  out  with  dynamite.' 

SCANDINAVIAN   CLAY   PRODUCTS. 

The  exposition  held  at  Stockholm,  Sweden,  during  the  past  year  was, 
no  doubt,  an  agreeable  surprise  to  those  interested  in  clays  and  clay 
products,  for  it  demonstrated  the  activity  and  progressiveness  of  the 
Scandinavian  potters  and  clay  workers  in  general. 

Sweden  was  represented  by  two  large  pott-eries,  viz,  the  Gustafsberg 
Porcelliu  Fabrik  and  Rorstrands  Aktiebolag  Oesellschaft. 

The  Borstrand  factory  showed  a  number  of  porcelain  articles  with 
underglaze  decoration,  resembling  somewhat  the  Boyal  Copenhagen 
ware;  but  those  of  special  interest  were  vases  with  metalliclustered 
surfaces,  chiefly  produced  by  copper. 

The  Oustafsberg  factory  had,  among  others,  two  interesting  typeis  of 
ware — one  made  in  imitation  of  blue  and  white  wedgwood,  the  other 
after  the  royal  blue  of  Sevres.  They  also  produce  considerable  white 
bisque  ware  and  granite  ware. 

Eefractory  wares,  including  fire  brick  and  retorts,  manufactured  at 
Ifo,  in  southern  Sweden,  from  the  kaolins  at  that  locality,  were  also 
shown.  Analyses  of  the  kaolins  are  given  in  tables  following.  The 
important   center  of  the    Swedish  refractory-brick   industry  is    at 


1  Aba.  in  ThonlniL  Zelt.,  1894,  p.  803,  from  Norgea  geoiogiske  undendgeUe. 
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H5ganas,  where  the  fire  clays  previously  mentioned  are  found.  The 
wares  include  fire  bricks  of  various  shapes,  salt-glazed  sewer  pipe,  and 
stoneware  with  a  lead  glaze. 

At  Iddingen,  east  of  Malmo,  a  surface  clay  is  used  for  making  red 
bricks  and  terra  cotta.  Both  glazed  and  unglazed  examples  of  the 
latter  were  exhibited. 

Buff  brick  and  terra  cotta  are  also  manufactured  in  the  vicinity  of 
Stockholm. 

Of  Danish  pottery  there  was  an  abundant  representation  at  the 
Stockholm  exposition.  The  Eoyal  Copenhagen  Porcelain  Factory  had 
a  fine  series  of  wares,  decorated  under  the  glaze  with  pale  blue  and 
gray  colors,  the  designs  being  generally  figures  of  animals  or  plants. 

The  wares  of  Messrs.  Bing  and  Grondal,  also  of  Copenhagen,  bear 
some  resemblance  to  the  preceding,  but  the  colors  are  darker. 

There  were  several  exhibits  of  terra-cotta  statuettes  and  reliefs  from 
Bornholm  and  Copenhagen,  but  their  characters  have  been  mentioned 
in  another  place. 

The  only  objects  from  !N"orway  were  earthenware  plates  and  vases 
decorated  with  raised  designs  of  slip  clay  or  coated  with  a  lead  glaze. 

Eussia  was  represented  by  a  suite  of  vases  from  the  royal  factory  in 
St.  Petersburg.  They  were  decorated  under  the  glaze  with  birds  and 
flowers  on  a  colored  ground.  Most  of  them  were  of  large  size,  and  for 
richness  and  depth  of  color  they  are  fully  equal  to  any  other  Eurox)ean 
wares. 

RUSSIA. 

In  no  European  country,  probably,  has  there  been  such  a  rapid 
development  of  its  clay  resources  as  in  Eussia,  and  with  this  develop- 
ment there  has  been  a  corresponding  increase  in  clay -working  plants. 

The  most  extensive  beds  of  clay  have  been  found  in  southern  Eussia, 
but  until  recently  their  value  was  not  known  or  appreciated. 

The  porcelain  clays  are  found  chiefly  in  the  governments  of  Eijew, 
Kherson,  and  Yekaterinoslav,  and  in  lesser  amounts  in  TschemigoWy 
Poltava,  Charkow,  Tanrien,  and  the  Don  region. 

There  are  79  localities  in  Yekaterinoslav,  32  in  Kherson,  and  54  in 
Kijew. 

All  of  these  clays  have  been  derived  from  the  granitic  and  gneissic 
rocks  underlying  this  region. 

Semjatschenko  makes  four  classes,  viz,  nest  deposits,  layer-like  beds, 
beds,  and  veins.^ 

The  nests  are  found  on  the  surface  of  the  crystalline  rocks  in  the 
governments  of  Kherson  and  Yekaterinoslav. 

The  layer-like  beds  are  refractory  stoneware  clays  underlying  sandy 
layers.  Most  of  the  South  Eussian  clays  fall  in  this  class.  Beds  of 
refractory  clay  occur  in  departments  of  Isjum. 

South  RuMUn  olAys.    Abstracted  in  Thonindos.  Zelt.,  1897,  ^  190. 
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The  veins  have  the  purest  grades  of  kaolin,  and  occur  partly  in  sand 
or  resting  directly  on  the  feldspathic  rocks. 

Semjatschenko  has  thus  far  made  analyses  of  days  from  40  of  the 
deposits.  The  chemical  composition  of  the  best  South  Hassian  kaolins 
stands  very  close  to  that  of  ideal  kaolin.  In  the  following  table  is 
given  a  list  of  the  alumina  and  silica  percentage  in  a  namber  of  the 
samples,  and  for  the  sake  of  comparison  a  namber  of  the  best  other 
European  occurrences  are  placed  side  by  side  with  them: 

Silioa  and  alumtTia  content  of  clayg  from  Busaian  and  other  European  localities. 


RoMian  looalitiee. 


BlagodatL  

Wladimirowka 

Waldheim 

Labimovka 

Mobcharino  

Property  of  Mme.  Sche- 

lepko 

Bjelowodsk  

Jeliasawetgrad 

Kreano-I  wanovka 

Miir«injl 

Gossadarew-Bi^erak  ... 
Pure  kaolin 


SiO,. 

A1,0». 

SiO,. 

Perct. 

Perct. 

Peret. 

45.62 

38.96 

46.58 

46.83 

40.04 

45.82 

44.02 

38.58 

46.61 

40.32 

46.86 

47.65 

47.02 

43.80 

39.20 

45.68 

88.20 

45.96 

48.35 

37.32 

45.68 

48.41 

37.60 

46.17 

37.95 

47.50 

30.30 

46.00 

46.50 

89.56 

AlaC. 


Perct, 
38.93 
89.42 

89.97 


Other  Euroi>ean  localitieB. 


Angleeea. 

Ronadorf  (Zwlokan),  Germany. 

SeUits  (Meiaaen),  Germany. 


37.97 
86.9:) 


37.97 


Zettlita,  Bohemia. 
St.  Irieix,  France. 


Ane  (Sohneeberg),  Germany. 


The  English  china  clay  has  a  composition  very  similar  to  the  kaolins 
of  Blagodath,  Wladimirowka,  and  Lubimowka.    It  is  as  follows: 

Analyeis  of  Englieh  china  clay. 


SiO,.... 
AI2O3... 
MgO... 
CaO.... 
Fe.:03  .. 
Ignition 


Per  cent. 


46.32 

39.74 

.44 

.36 

.27 

14.76 


This  English  clay  has  hitherto  been  used  in  St.  Petersburg. 

The  work  of  Semjatschenko  indicates  that  kaolinite  does  not  always 
have  the  usually  accepted  formula,  and  he  questions  whether  plasticity 
and  argillaceous  odor  really  ai-e  properties  of  the  hydrated  silicate  of 
alumina,  and  if  every  hydrated  silicate  of  alumina  is  a  clay.  He  is 
tempted  to  answer  in  the  negative. 

The  kaolins  of  Gliichow  and  Wladimirowka  are  especially  instructive 
examples. 
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Analyses  of  kaolins  from  GlUchaw  and  Wladimirowka. 


GlUchow. 


Wladimir- 
owka. 


PereenL 

8iO« 44.48 

AlgOa '      38.24 

FeaOa '    Trace. 

CaO I 


MgO 

Alkalies  and  loss 

H3O  (moist) 

HsOCchem.) 


.15 


Total 


3.80 
13.14 


99.81 


Per  eenL 

45.83 

40.04 

Trace. 

.27 

.22 

.02 

.88 

13.62 


100.88 


Even  the  external  appearance  of  these  two  kaolins  is  said  to  point 
to  a  difference.  While  the  Oliichow  kaolin  makes  a  dense  mass,  which 
can  be  rubbed  apart  with  difficulty  in  an  agate  mortar,  the  other  has  a 
chalk-like  look  and  rubs  off  on  the  finger.  The  former  has  conchoidal 
fracture,  while  the  latter  is  powdery.  The  GlUchow  clay  permits  the 
formation  of  cylinders  of  5  centimeters  diameter,  and  cylinders  of  3 
centimeters  can  be  bent  into  an  arc  of  180^.  With  the  latter  clay, 
cylinders  of  12  centimeters  can  only  be  bent  in  an  arc  of  459. 

The  results  obtained  agree  with  the  amount  of  water  absorbed. 

Absorption  of  water  by  GlUchow  and  Wladimirowka  clays. 


Maximam  hygroscopic  water . 
Yolametric  increase 


Gliichow. 


Wladimir- 
owka. 


I 


Per  cent. 
14.60 
.2.90 


Per  cent. 
8.25 
1.30 


The  Gliichow  clay  is  made  up  almost  entirely  of  clay  particles;  the 
other  clay  has  only  one-third  as  many. 

Some  of  the  refractory  clays  from  the  Carboniferous  in  the  vicinity 
of  Borowitschi  have  been  rationally  analyzed  by  Mr.  P.  Bykow*  and 
Mr.  Olasenapp,  with  the  following  results: 

Rational  analyses  of  Russian  clays. 


Shdany. 


I    Per  cent. 

Clay  substance  after  ignition       73. 11 


Qnartz 
Flaxes 


14.52 
12.37 


WelKeia. 


Mote. 


Per  cent. 

80.34 

5.97 

13.69 


Total 


100.00 


100.00 


Per  cent. 

74.78 

8.85 

16.37 


>  Thonind.  Zeit.,  1894,  p.  266. 
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The  materials  are  used  in  the  manufacture  of  refiractory  wares,  and 
occur  in  beds  from  7  to  3  meters  thick.    Sandy  layers  are  not  uncommon. 

The  clays  were  heated  up  to  cone  30  without  fusing. 

In  the  coal  basin  which  extends  from  Tula  past  Borowitschii  and 
Tichwin  to  the  Onega- See  are  a  number  of  large  and  small  deposits  of 
fire  clay.  They  are  divided  into  two  kinds,  known  as  Suchar  and  Luin 
day.  The  former  is  not  adaptable  to  potters'  uses,  as  it  always  crazes 
in  burning,  but  it  is  of  excellent  quality  for  the  manufacture  of  refrac- 
tory wares. 

There  are  four  factories  at  Borowitschii  which  utilize  this  material. 
The  first  deposit  is  4  versts  ^  firom  Borowitschii  up  the  river  Msta. 

The  following  tests  have  been  recently  made  on  clay  from  this  region  :* 

AnalynB  of  Borowitschii  (Bu9sia)  clay. 


Per  cent- 


SiOs 

AUO3 

FejOa 

CaO 

MgO 

K3O 

Ignition 

Total 


43.63 

40.43 

1.03 

.05 

.35 

.79 

14.00 


100.28 


Another  deposit  occurs  on  the  left  shore  of  the  Msta  1  verst  from  the 
flEictory  and  shows,  on  analysis,  the  following  composition : 

Analysis  of  Russian  clay. 


SiO, 

AI.O3 

Fe,Oa 

CaO 

MgO 

K2O 

Ignition 

Total 

0.13  Al  and  Fe. 
Sand  0.33=^  0.05  K2O, 
0.15  SiOa. 


Per  cent. 


38.01 

41.10 

1.81 

.24 

.09 

4.73 

13.97 


99.95 


1 1  verst  =  3,500  feet,  practically  two-thirds  of  a  mile. 
>  Thonindas.Zeit.,  1897,  p.  236. 
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A  third  deposit  5  versts  from  factory  on  the  right  side  of  the  Msta, 
on  a  branch  of  the  Welgeia,  gave  the  following  results : 

AnalysiB  of  Russian  clay. 


SiOi 

AlaOa-... 
FejOr,  . . . 

CaO 

MgO.... 
Alkalies, 
Ignition . 


Total 


Per  cent. 

43.97 

39.14 

1.56 

.18 

.11 

.78 

14.22 


99.96 


This  is  a  white  clay  which  does  not  fall  apart  in  water. 
Another  bed,  8  versts  from  the  factory  and  2  versts  from  the  river, 
showed  a  composition  as  follows: 

Analysis  of  Russian  clay. 


Per  cent. 


SiOa  . 
AlsOa. 
F^Os 
CaO  . 
MgO. 


48.21 

41.86 

2.38 

.73 

.13 


There  is  also  used  a  kaolin  from  the  Donetz  coal  basin  with  composi- 
tion as  follows : 

Analysis  of  k<iolin  from  the  Donetz  coal  hasiUf  Russia. 


Per  cent. 


SiOa  .... 
AI.3O3.... 
MgO.... 
CaO  .... 
FeaOa  .  - . 

K2O 

Ignition . 


Total 


«     ^  «  «o     f^^l'l  Fe^Oa  and  AI2O3. 
Sand2.23=J    ^^.^ 
I2.O2  SiOj. 


46.12 

38.01 

.41 

.23 

1.20 

.71 

13.55 


100.23 


ANAIiYSES. 

A  number  of  analyses  have  been  given  in  the  preceding  pages  in  con- 
nection with  the  descriptions  of  dififerent  deposits,  but  there  are  a  num- 
ber of  others  worthy  of  record  which  are  given  below  in  tabulated  form. 
The  greater  number  from  Germany  at  once  indicates  the  enormous 
development  of  the  clay  resources  of  that  country. 


456 


MINERAL   RESOURCES. 


Table  of  analyseB. 
GERMAN  CLAYS. 


3 


Locality. 


Pachan 


SiOa. 


Peret. 
eQ.25 


Wickendorf     near  52.99 
Schwerin. 


Helmstedt 


4  !  Schlis,  near  Borsdorf . . . 


5  '  Altwasaer,  Pmssla 


6  I  Relchenau,  province  of 
Silesia. 
Bendorf,  Namau 


8  Witterschliclc,      near 

Bonn. 

9  Eilcnbnrg,  province  of 

Saxony. 

10  Tschime,    province   of 
I      Silesia. 

11  Tellendorf,  province  of 

Sileaia. 

12  !  Grenziiaasen,  province 
of  Naftsau. 

13  Greppin,    province    of 
Saxony. 

14  Strie^u,  province  of  Si- 
lesia. 


73.20 


15 

16 
17 

18 
19 


2U 
21 

22 

23 


46.38+ 

38.94+ 

50.46 

52.74 

52.46 

34.87+ 

56.63 

55.94 

54.44 

54.  99 

58.29 


Ponoschaa,  province  of  57. 35 

Silesia. 

do 

Qnerfnrt,    province   of 

Saxony. 

Tschirne,  Silesia 61. 35 

Hainstadt,  near  Frank 

furt  am-Main. 


Heloostedt,  Brunswick. . 

Nenwicd,  Rhine  prov- 
ince. 
Siegersdorf,  Silesia 


Ponoscliau,  Silesia 


55.85 
59.63 


60.60 


50.57 
5&05 

60.20 

57.32 


AlfO,. 


Peret. 
15.56 


13.65 


18.89 


41.86 
36.30 
33.93 
33.41 
32.56 
32.51 
31.50 
30.99 
28.85 
27.91 
28.12 

28.19 

27.53 
27.58 

26.27 
28.15 


25.46 
25.05 

23.87 

23.84 


FetOg. 


Peret. 
5.62 


4.60 


1.52 
.46 
3.44 
2.20 
1.78 
2.86 
1.56 
2.05 
2.57 
2.54 
1.71 

1.87 


CaO. 


Peret. 
0.46 


10.30 


2.87 


.16 
.19 
.24 
.94 


.70 
Trace, 
Trace 
.87 
.05 
.61 

.50 


2.42         .50 
2. 68       1. 12 


1.12 
6.02 


12.31 
4.68 

1.80 

8.36 


.10 


.97 


.36 


.42 


MgO. 


Peret. 


2.32 


1.40 


.19 
.38 
.61 


Alka- 
lies. 


Peret. 
4.16 


8.60 


1.05 


Mois- 
ture. 


Igni- 
tion. 


.49 
.14 
.61 
.75 
.83 
.61 

1.15 

1.19 
.21 

.52 


.06 

.42 

1.02 

1.02 

2.38 

Trace. 

.34 

.97 

8.39 

3.67 

1.85 

2.40 

2.60 
1.86 


3.15 


5.23 


1.36 
L23 

1.14 

.69 


1.25 
2.46 

2.85 

1.40 


Peret. 
4.97 


10.52 


6.83 


Miscella. 
neons. 


Peret. 


7.23 

17.78 

11.00 

0.08 

10,61 

10.22 

9.98 

9.51 

0.13 

9.87 

8.87 

8.57 

9.97 
7.04 

7.53 


COt   .13 


9.00 
9.10 

9.83 

7.73 


/  Mn,Ot  \ 

\  Trace.  / 


CO,  .25 
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Table  of  analyses. 
GERMAN  CLAYS. 


Clay 
SUM. 


Ptret. 


Qnartz. 


Pvrct 


Feld- 
spar. 


PtcI. 


2.a 
4.90 


18.54 


Reference. 


79.42 


14.30 


6.28 


Seger,  Gee.  Schrlft.,  p. 
868. 

Ibid.,  p.  869 


do 


Diimmler,  Zieg.>Fabr*n, 

p.  80  (G.  Heppe,  anal.). 
C.  Bisohof,  Die  feaer- 

featen  Thone,  1895. 
Dentscher   Zieg.-Ka- 

lender,  1896. 
Diimmler,  Zleg.-Fabr'n, 

p.  80. 
C.Bischof , 


Diimmler,  Zieg.-Fabr'n, 

p.  80. 
Deutscber    Zieg.*Ka- 

lender,  1896. 
....do 


Dttmmler,  Zieg.-Fabr'n. 

p.  82. 
Seger,  Gee.  Schrift.,  p. 

46. 
Diimmler,  Zieg.-Fabr'n, 

p.    82    (H.    Liedkte, 

anal.). 
do 


do 
.do 


CarlBischof , 

Diimmler,  Zieg.-Fabr'n, 
p.  82  (Dr.  Petersen, 
anal.). 


Ibid.,  p.  82 

Seger,  Gee.  Schrift.,  p.  89 

Diimmler,  Zieg.-Fabr'n, 

p.  82 
do 


nees. 


Remarks. 


Used  for  bricks; 

takes  a   brown 

glaae. 
Brick      clay; 

washed  day. 

Brick  clay ;  takes 
glaze;  made  of 
clay,  with  mix- 
ture of  ferric 
oxide  and  lead 
oxide. 

Front  brick 


Fire  clay. 


Fireclay;  refrac- 
tory wares. 
Fireclay 


.do 


.do 


.do 

do 


do 


Front  brick. 


Front  brick. 


.do 


Front  brick. 


Loamy  clay. 


With  redacing  flame 
bnms  yellow  at  cone 
0.05. 

Boms  dark  red  at  cone 
0.05. 


Bams  yellow 


Fusibility  at  cone  36—. 

Boms  yellow 

do 


Boms  gray 


Bums  white. 


4 

5 

6 

7 

8 

9 

10 

11 

12 

13 

14 

15 
16 

! 

Bums  light  yellow 17 


do 


Bums  yellow. 


Bnms  light  yellow 


Fusibility  at  cone  26— 
Bums  yellow;  ferric 
oxide  occurs  as 
grains  in  clay  and 
not  in  a  fine  state  of 
division. 
Bums  red 

Bums  yellowish  brown . 
Bnms  yellow 


2 


18 
19 


Bums  red. 


20 
21 

22 

23 
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TdbU  of  analyses — Continued. 
GERMAN  CLAYS— Continued. 


24 
25 
26 

27 

28 
29 

30 

81 

32 
33 

84 

85 

86 
37 

88 
30 


41 
42 
48 


Locality. 


Gerdaaen,  Eaat  Pmasia. 

Ulleradorf,  near  Naam- 

burg,  am  Qnalns. 
Ulm,  Wnrtemburg 


Escbweiler,  Rbenlah 
PmsMia. 

Tbansau,  Bavaria 

Senftenberg,  province 
of  Brandenburg. 

Neuwied,  Rhine  prov- 
ince. 

Bielefeld,  Westphalia . . . 


Otters  weiler,  Baden. 
Tschime,  Silesia.... 


SiO,. 

AlA. 

FeA 

PereL 

Peret. 

Per  et. 

65.41 

23.11 

7.00 

24.Q6a 

22.50  1    1.75 

56.33 

22.37 

1 
7.64 

Siegersdorf,  Silesia 


Witterschlick,  near 

Bonn. 
Warzburg,  Bavaria ,64. 43 


54.83 

5&53 
62.70 

64.87 

44.78 

59.01 
68.83 

66.13 

69.20 


21.  SI 


General   Blumenthal 

Mines,  Westph^ia. 
Rathenow 


Lindenerberg,  Hannover 


57.58 

61.80 
69.01 


40     Gerdanen,  East  Prussia.  64. 62 


Uellnits,  Saxony 50. 21 

Haidegeradorf,  Silesia  . .  10. 21  a 


64.88 


Bayrenth,  Bavaria 

44  .  Birkeuweder,    Graflich   57.03 
Magnische  Mines. 
Nearode , 


45 
46 
47 


48 


49 

60 
51 
52 
53 
54 
55 


55.73 
Eisenberg 56.40 


Wiesau 


Gr5den 


47.60 


49.90 


Saarbriicken 42.01 


.do 51.10 

.do '48.99 

.do 47.41 

.do 45.14 

.do 45.72 

.do ,74.62 


9.21 


CaO. 


PereL 
1.28 


66 


1.46 


.73 


MgO. 


Perct. 
2.37 


.67 


1.86 


2.17 


21.90 

6.26 

1.38 

2.24 

21.30 

8.06 

.58 

.53 

21.91 

8.04 

.70 

1.37 

19.69 

5.81 

10.80 

1.47 

20.70 

S.61 

.52 

1.20 

21.30 

1.18 

.85 

.40 

21.06 

2.40 

.17 

.82 

20.70 

1.06 

.27 

.20 

21.08 

4.23 

2.98 

19.76 

8.99 

.79 

2.08 

18.87 

6.66 

.86 

1.20 

17.96 

1.09 

8.21 

.40 

18.74 

4.76 

1.82 

1.77 

17.15 

7.58 

5.13 

6.94 

17.87 

2.96 

.58 

.65 

17.27 

6.06 

.91 

2.19 

8.57 

3.70 

14.95 

1.55 

42.69 

.37 

.28 

.23 

32.80 

34.00 

1.30 

Trace. 

.50 

34.99 

1.20 

.60 

.38 

38.03 

Trace. 

.07 

35.42 

.47 

.05 

37.45 

Trace. 

.06 

38.60 

.23 

.02 

38.55 

1.50 

36.52 

Trace. 
Trace. 

1.82 

17.58 

.37 

Alka- 
lies. 


Pertt. 
8.10 

1.84 

2.22 

1.69 

3.85 
2.99 

2.99 

2.11 

3.15 
.75 

3.10 

2.80 

2.71 
1.39 

8.20 
.41 

8.00 

1.87 
2.47 
2.15 


60 
2.13 
3.00 


2  02 


.1.43 

.  56 
.73 
.49 
.95 
1.92 
1.28 


Mois- 
ture. 


Ifl^i- 
tion. 


Peret, 
7.62 

7.44 

8.10 

9.86 

6.44 

8.57 

4.71 

6.86 

9.89 
7.27 

6.34 

6.27 

4.64 
9.51 

8.28 
6.64 

6.82 

5.76 

6.18 

6.59 

12.78 

.43 

9.10 

13.60 


11.28 


13.50 

12.63 
12.75 
13.50 
13.79 
14.08 
6. 26 


MisceUa- 
neous. 


Per  ct. 


COs8.60 


{ 


MntQi  \ 
Trace.  ; 


CO,  6. 021 
S0|   .46/ 


{ 


f   Mn,Q.l 
\  Trace.; 


/CQ|5.52 
\S0,  .37 


} 


{ 


MntO,\ 
Trace.; 

C0t22.50 


a  Combined  silica. 
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Table  of  analyset — Continuea. 
GERMAN  CLAYS— Continued. 


CUy 
sabs. 


Peret. 


Qaartz. 


Per  et 


Feld- 
spar. 

Peret. 


Reference. 


40.96 


50.39 


25. 13 


49.41 


2.96 


88.34 


8.94 


2.73 


Diimniler,  Zieg.-Fabr'n, 

p.  82. 
do 


Usee. 


Front  brick. 


Diimmler,  Zieg.-Fabr'n, 

p.  84. 
do 


do 


Seger,  Ges.  Schrift.,  p.  89 

Diimmler,  Zieg.-Fabr'n, 

p.  84. 
do 


.do 
.do 

.do 

.do 


Front  brick . 


Front  brick. 


Front  brick,  semi 
dry  process. 


Zieg.  Kalendar,  1896. . . . 
Diimmler,  Zieg.-Fabr'n, 

p.  84. 
Seger,  Ges.  Schrift.,  p.  89 

Diimmler,  Zieg.-Fabr'n, 

p.  84. 
do 


Fireclay 

Front  brick 

Front  -brick  clay . 


Semidry    pressed 

clay. 
Vitrified  brick... 


.do 

do 

.do 


Front  brick  day.. 


Thonind.Zeit.,  1891.  p. 
776. 

Ibid.,  p.  703 

Ibid.,  1894,  p.  S39 

Ibid.,  p.  358 


5  04 


Tbonindus.'Zeit.,  1894 


Remarks. 


Bams  red. 


Bams  light  yelloii» . . 


Bams  dark  red 


Semidry  process ;  bums 
red ;  fuses  at  cone  1. 

Burns  red 

Burns  light  yellow 

Bums  yellowish  brown . 

Burns  yellow;  fases  at 
cone  1-2. 

Bums  red 

Bums  whitish 


Bums  yellow 
Bums  white . 


Bums  red , 

Bums  red ;    fuses   at 

cone  1. 
Bums  dark  red 


Bums  yellow 


Bums  red 


....do 

Bums  light  red. 

« 
Bums  red 


24 

25 

26 

27 

28 
29 

30 

31 

32 
33 

34 

36 

36 
37 

38 
39 

40 

41 
42 
43 
44 


Shale  fire  clay  ....  f \  45 

Washed  Are  clay 46 

White  earthen-     Bums  white,  but  yel-     47 

ware   clay    of 

Weiss  &  Co. 


50.61 


GlasB-pot  clay  of 
Rlchter  &,  Wei- 
chelt. 
Refractory   shale 
clays. 

do 

....do 

do 

...do 

...do 

do 


Bums  white,  but  yel- 
lows at  h  igh  tempera- 
tures; fuses  at  cone 
32. 

Fusible  at  oone  34 


Konig,  Kohlwald,  and 
Wellesweiler  pits. 


48 


49 

50 
51 
52 
53 
54 
55 
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Table  of  UMalyBes — Continued. 
GERMAN  CLAYS— Contlnaed. 


24 


25 


Locality. 


Gerdaaen,  East  Prussia. 


Ullersdorf.  near  Naam- 
barg,  am  Quaiss. 
28     Ulm,  Wartemburg 


27  Esohweller,  Rhenish 
Prussia. 

28  I  Thansan.  Bavaria 

29  Sen  ften  berg,    provinoe 

of  Brandenburg. 

30  Neawied,  Rhine   prov- 
ince. 

81     Bielefeld,  Westphalia . . . 


32 
33 

84 

35 

86 
37 

38 
30 

40 

41 
42 
48 
44 

45 
46 
47 


48 


40 

50 
51 
52 
53 
54 
55 


Otters  weiler,  Baden 

Tschime,  Silesia 

Siegersdorf,  Silesia 

Witterschlick,  near 

Bonn. 

Wurzborg,  Bavaria 

General  Blomenthal 

Mines,  Westphalia. 
Rathenow 


SlOt. 


Lindenerberg,  Hannover 


Grerdaaen,  East  Prussia. 


PereL 
55.41 

24.66a 

56.83 

54.83 

5&53 
62.70 

64.37 

44.78 

50.01 
68.83 

66.13 

60.20 

64.43 
57.58 

61.80 
59.01 

64.62 


AlA. 


Uellnits,  Saxony 50. 21 

Haidegersdorf,  Silesia  . .  10. 21  a 

Bayreath,  Bavaria . .  64. 88 

Birkeuweder,    Graflich   57.03 
Magnische  Mines. 


Nearode . . 
Elsenberg 
Wiesau . . . 


GrSden 


55.73 
56.40 
47.60 


40.00 


Saarbriicken 42.01 


.do |51.10 

.do '48.00 

.do ,47.41 

.do I45.I4 

.do 45.72 

.do ,74.62 


P0ret. 
23.11 

22.50 

22.37 

21.51 

21.00 
21.30 

21.01 

10.50 

20.70 
21.30 

21.05 

20.70 

21.08 
10.76 

18.87 
17.06 

18.74 

17.15 

17.87 

17.27 

8.57 

42.60 
32.80 
34.00 


FeA 


34.09 


38.03 

35.42 
37.45 
38.60 
38.55 
36.52 
17.  ."W 


Per  et. 
7.00 

1.75 

7.64 

0.21 

6.26 
3.06 

3.04 

5.81 

S.51 
1.13 

2.40 

1.06 

4.23 
8.00 

6.66 
1.00 

4.76 

7.58 
2.06 
6.06 


CaO. 


PereL 
1.28 

.66 

1.46 

.73 

1.38 

.58 

.70 

10.80 

.52 
.85 

.17 

.27 


.70 

.85 
8.21 

1.32 

5.13 

.58 
.01 


3.70  !  14.05 


.37 


1.30 


1.20 


Trace. 


Trace. 


Trace. 
Trace. 


.28 


MgO. 

Peret 
2.37 

.67 

1.86 

2.17 

2.24 
.53 

1.37 

1.47 

1.20 
.40 

.82 

.20 

2.08 
2.08 

1.20 
.40 

1.77 

6.04 

.65 

2.10 

1.55 

.23 


Trace. 


.50 


.47 


.23 


.50 


38 


.07 

.05 
.06 
.02 
1.5U 
1.82 
.37 


Alka- 
lies. 

Mois- 
ture. 

Igni- 
tion. 

Peret. 

Peret. 

3.10 

7.62 

1.34 

7.44 

2.22 

8.10 

1.60 

0.86 

3.85 

6.44 

2.00 

« 

8.57 

2.00 

4.71 

2.11 

6.86 

3.15 

0.80 

.75 

7.27 

3.10 

6.34 

2.30 

6.27 

2.71 

4.64 

1.30 

0.51 

3.20 

8.28 

.41 

6.64 

3.00 

5.82 

1.37 

5.76 

2.47 

6.18 

2.15 

6.50 
12.78 

.43 

60 

2.13 

0.10 

3.00 

13.60 

2  02 

11.28 

.1.43 

13.50 

.56 

12.53 

.73 

12.75 

.40 

13.50 

.05 

13.70 

1.02 

14.08 

1.28 

6.26 

Miscella- 
neous. 


Per  ct. 


COs8.50 


/MnaOt 
\  Trace. 


} 


fCO,6.02\ 
iSOg  .48/ 


{ 


Mn,Q,l 
Trace./ 

rC0i5. 521 
ISO,  .37/ 


\   Trace./ 
00,22.50 


a  Combined  silica. 
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Table  of  analyses — Continued. 
GERMAN  CLAYS— Continaed. 


24 


25 


Locality. 


Gerdanen,  East  Prassia. 


miersdorf.  near  Kanm- 
burg,  am  Qnaiss. 
28     XJlm,  Wortemburg 


Peret 
55.41 

24.a6a 


27 

28 
29 

30 

31 

82 
33 

34 

35 

86 
37 

38 
30 

40 

41 
42 
48 
44 

45 
46 
47 


Eaohweller,  Rheniah 
PmsMia. 

Thansaa,  Bavaria 

Senftenberg,  province 
of  Brandenburg. 

Neawied,  Rhine  prov- 
ince. 

Bielefeld,  Westphalia . . . 


Otters  weiler,  Baden. 
Tschime,  Silesia.... 


SiO,. 


AlsOg. 


P§ret. 
23.11 

22.50 


FeA. 


56. 33       22. 37 


Siegersdorf,  Silesia 

Witterschlick,  near 

Bonn. 

Wiirzbnrg,  Bavaria 

General   Blnmenthai 

Mines,  Westphalia. 
Rathenow 


Lindenerberg,  Hannover 


Gerdanen,  East  Pmssia. 


Uellnitc,  Saxony 50. 21 


54.83 

5&53 
62.70 

64.37 

44.78 

59.01 
68.83 

66.13 

69.20 

64.43 
57.58 

6L30 
59.91 

64.62 


48 


49 

50 
51 
62 
53 
54 
55 


Haldegertdorf,  Silesia . . 

Bayreoth,  Bavaria . . 

Birkeuweder,    Graflicb 
Magnische  Mines. 

Nearode 

Elsenberg 

Wiesau 


GrSden 


19. 21  a 

64.88 

57.93 

55.73 
56.40 
47.60 


49.90 


Saarbriicken 42.01 


.do 51.10 

.do '48.99 

■do |47.41 

.do ;45.14 

.do 45.72 

.do 174.62 


21.51 

21.90 
21.30 

2L91 

19.59 

20.70 
21.30 

2L05 

20.70 

21.08 
19.76 

18.87 
17.96 

18.74 

17.16 

17.87 

17.27 

8.57 

42.60 
32.80 
34.00 


Per  et. 
7.00 

1.75 

7.64 


34.99 


38.03 

35.42 
37.45 
38.60 
38.55 
36.52 
17.58 


CaO. 


Peret. 
1.28 

.66 

L46 


9.21         .73 


6.26 
3.06 

3.04 

5.81 

6.51 
L13 

2.40 

1.06 

4.23 
8.99 

6.66 
LOO 


L38 

.58 

.70 

10.80 

.52 
.85 

.17 

.27 


.79 


.85 
8.21 


4. 76       1. 32 


MgO. 

Peret. 
2.37 

.67 

L86 

2.17 

2.24 
.53 

L37 

L47 

L20 
.40 

.82 

.20 

2.98 
2.08 

L20 
.40 

L77 
6.94 


Alka- 
lies. 


7. 58      5. 13 

2.96         .58  I      .65 

6.06         .01  !    2.19 

1 

3.70  !  14.95  !    L55 


Peret. 
3.10 

L84 

2.22 

Leo 

3.35 
2.99 

2.99 

2.U 

3.15 
.75 

3.10 

2.30 

2.71 
L39 

3.20 
.41 

3.00 

L37 
2.47 
2.15 


.37 


.28 


.23 


I 


1.30    Trace. 


L20 


Trace. 


Trace. 


Trace. 
Trace. 


.50 


.47 


.23 


.50 


.38 


.07 

.05 
.06 
.02 
L5U 
L82 
.37 


50 
2.13 
3.00 


2  02 


L43 

■  56 
.73 
.49 
.95 
L92 
L28 


Mois- 
ture. 


Igni- 
tion. 


Peret. 
7.62 

7.44 

8.10 

9.86 

6.44 
8.57 

4.71 

6.86 

9.89 
7.27 

6.34 

6.27 

4.64 
9.51 

8.28 
6.64 

5.82 

5.76 

6.18 

6.59 

12.78 

.48 

9.10 

13.60 


1L28 


13.50 


Miscella- 
neous. 


Per  ct. 


00.8.50 


f  Mn,0,  \ 
\  Trace.  / 


/C0,e.02\ 
\SOs  .46/ 

f   Mn,0,1 
\  Trace./ 

/C0i5. 52\ 
VSO,  .37/ 


00,22.50 


12.53 

12.75 

13.50 

13.79 

14.08 

6.26 

a  Combined  silica. 
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Table  of  analy$es — Contmnea. 
OERMAN  CLAYS— ContiDaed. 


CUy 
subs. 


Peret. 


Qaartz. 


Peret. 


Feld. 
spar. 

Per  et. 


Reference. 


Usea. 


40.96 


Diimmler,  Zieg.'Fabr'n, 

p.  82. 
do Front  brick. 


Diimmler.  Zieg.-Fabr'n, 

p.  84. 
do 


do 


Segei,  Gea.  Schrift.,  p.  89 

Diimmler,  Zieg.-Fabr'n, 

p.  84. 
do 


.do 
.do 

do 

do 


Front  brick . 


Front  brick. 


Front  brick,  aemi 
dry  process. 


Fireclay 

Front  brick 

Front  4irick  clay . 


Zieg.  Kalendar,  1896. . . . 
Diimmler,  Zieg.-Fabr'n, 

p.  84. 
Soger,  Ges.  Schrift.,  p.  89 

Diimmler,  Zieg.-Fabr'n, 

p.  84. 
do 


Semidry    pressed 

clay. 
Vitrified  brick... 


50.39 


.do 
.do 
.do 


Front  brick  day.. 


Remarks. 


Bums  red 24 


Bums  light  yellow 25 


Bams  dark  red 


Semidry  process ;  bams 
red ;  fuses  at  cone  1. 

Barns  red i  28 

Burns  light  yellow- :  29 


26 


27 


Bams  yellowish  brown . 

Burns  yellow ;  fuses  at 
cone  1-2. 

Bum 8  red 

Bums  whitish 


Bums  yellow 
Burns  white . 


Bums  red 

Bums  red;    fuses  at 

cone  1. 
Burns  dark  red 


Bums  yellow 


Bums  red 


25  13 


49.41 


2.96 


88.34  !      8.94 


2.73 


Thonind.-Zeit.,  1891.  p. 
776. 

Ibid.,  p.  703 

Ibid.,  1894,  p.  539 

Ibid.,  p.  358 


5  04 


Thonindus.'Zeit.,  1894 


50.61 


Shale  Are  clay 

Washed  Are  clay  . 
White  earthen- 
ware  clay    of 
Weiss  &.  Co. 

Glaas-pot  clay  of 
Richter  &  Wei- 
chelt. 

Refractory  shale 
clays. 

do 

...do 

do 

do 

do 

do 


do 

Bums  light  red. 
Bums  red 


Bums  white,  but  yel- 
lowsathigh  tempera- 
tures; fuses  at  cone 
32. 

Fusible  at  cone  34 


30 

81 

32 
33 

34 

35 

36 
87 

38 
39 

40 

41 
42 
43 
44 

45 
46 

47 


^Konig,  Kohlwald,  and 
Wellesweiler  pits. 


48 


49 

50 
51 
52 
53 
54 
55 
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Table  of  analyses — Continued. 
GERMAN  CLAYS-<>>iitinned. 


Locality. 


SiOt. 


56 

67 
58 

59 

60 
61 

62 
63 

64 
65 

66 
67 

68 
60 

70 
71 

72 
73 

74 

76 

76 

77 
78 

79 
80 
81 
82 

83 

84 

85 
86 


Perot. 
Saarbracken, Welles-  49.56 
waller  pit. 

Saarbriicken 45.52 

Wiesau 51.33 


Groden 


KUngenberg  am  Main  . . 

Forderstedt  bei  Schone- 

beok. 

Querfnrt,  Saxony 

Ottweiler,      Khenish 

Pmsiiia. 
Siegendorf,  Silesia 

Hannover,  province  of 

Hannover. 
Liibstorf,  Mecklenburg. 
WitterAohlick,      near 

Bonn. 

Sohonebeck,  Saxony 

Weisseufels,  Saxony 

Liegnitz,  Silesia 

Witterschlick ,       near 

Bonn. 

Constanz,  Baden 

Segenbarg,     Rhenish 

Prussia. 
Danzig,  West  Prussia  . . 

Bookhom,  Oldenburg. . . 

Birkenweder,  Brandon- 
borg. 

Siegersdorf,  Silesia 

Hannover,  Hannover  . . . 

Ottersweiler,  Baden 

Yeiteu,  Brandenburg  . . . 
Rathenow,  Brandenburg 
Osterode,  Harz 


G^dauen,  East  Prussia. 


66.05 

49.90 
52.55 

75.35 
68.34 

69.22 
65.77 

51.22 

frr.oo 

75.38 
78.66 

76.12 
71.38 

42.16 
21.474- 

• 

71.02 

70.22 

48.34 

78.20 
70.12 

73.26 
48.68 
74.17 
76.70 

64.42 


Liidinghausen,   West-     52.02 

pbalia. 
Schwarzehiitte,  Harz  . . 


Meilentin,  West  Prussia 


79.43 
74.03 


Al^,. 


Perct. 
35.10 

30.22 
33.60 

26.42 


33.68 
28.26 

16.60 
16.25 

16.16 
15.58 

14.40 
14.30 

15.01 
14.75 

14.51 
13.80 

12.42 
14.10 

14.10 

13.67 

11.63 

12.93 
12.74 

12.89 
10.48 
11.84 
11.08 

10.17 

8.42 

10.07 
8.59 


Fe,0,. 


Perct. 
.31 

.30 
1.76 

.82 

1.90 
3.46 

1.60 
5.63 


CaO. 


Peret. 
.45 

.39 
.90 


MgO. 


Peret. 
.31 

.11 
.52 


.48 
Trace. 

.22 


6.08 

Trace. 

5.40 

1.54 

5.21 

7.92 

4.20 

.70 

2.39 

.80 

.76 

.22 

1.83 

1.95 

.80 

4.56 

16.86 

2.25 

Trace. 

.45 

.46 

6.80 

4.59 

15.87 

2.68 

.20 

5.41 

1.44 

5.44 

.92 

4.11 

17.23 

5.32 

•  ••>■-    . 

3.57 

.62 

3.58 

8.02 

3.05 

17.30 

5.35 

4.30 

4.40 

.44 

1.49 

.24 
1.49 

1.26 
1.64 


Alka- 
lies. 


MoU- 
ture. 


2.53 

.58 

.61 

.  66 

.60 

2.59 

.56 

.87 

1.30 

1.79 

.63 

1.19 

1.13 

1.86 

1.28 

.80 

2.10 

.75 

1.40 

.84 

Per  et. 
1.13 

.27 
2.20 

.58 


1.81 
4.12 

1.44 
3.79 

2.84 
2.98 

3.80 
2.37 

2.38 
.65 

1.83 
1.88 

3.78 
1.73 

2.05 

3.87 

2.78 

.65 
2.95 

1.74 
1.50 
3.30 
4.12 

1.65 

.60 

3.08 
2.00 


Igni- 
tion. 


PercL 
13.70 

15.00 
0.67 

6.60 


11.63 
0.40 

4.57 
4.32 

4.56 


Miscella- 
neoos. 


Peret. 


SO,  .36 

rTiO,.37\ 
IS0»  .27r 


..81{«-.^J 


5.16    CO,  7. 70 


S0»  1. 72 


CO,  .  15 


SO,  2. 22 

00,12. 12 
CO,  Tr. 


8.65 

4.84 
4.35 

4.04 
6.85 

5.60 
4.87 

5.20 

5.30 


5.28    00,11.71 


4.65 
5.82 

4.24 
2.08 
4.57 
2.25 


2.36 


4.36 


2.40 


Mn,0,.35 

Mn,0,.  37 
00,13.07 


CO,    1 
7.50l 

00,12.70 

\  '!^} 

CO,  3. 45 


CLAY. 


461 


Table  of  analjfses — Continaed. 
GERMAN  CLAYS— Continued. 


Cl»y 
BabB. 


Feret. 


Quartz. 


Peret. 
11.50 


Feld- 
Bpar. 


Peret. 


Reference. 


XJsea. 


Remarks. 


56 

57 

58 

59 

fiO 
61 

62 
63 

64 
65 

66 
67 

68 


85.20 


12.56 


2.24 


ThoninduB.-Zeit.,  1804, 

p.  748. 
Ibid.,  1802,  p.  212 


GIasB-i>ot  clay 


Richter  &,  Wei- 
cheit,  ghwB-pot 
clay. 


Bums  yellowiah  gray ; 
vitrifies  at  cone  10; 
viscous  at  cone  30. 


88.88 


10  46 


.66 


M.16 


Seger,  Ges.  Schrift.,  p. 

870. 
Zieg.-Kalendar,  1896  . . . 
Soger,  Gee.  Schrift 


Front  brick  and 
sewer  pipe. 


Bums  yellow 


Bums  light  yellow  . . . 
Bums  dark  red 


Zieg.-Kalondar,  1896  ... 

Dnmmler,  Zieg.-Fabr'n, 
p.  86. 

do 

do 


Front  brick. 


do.... 

Burns  red 


Front  brick. 


Seger,  Ges.  Schrift 

Dnmmler,  Zieg.*Fabr'n, 

p.  86. 

Seger 

Dnmmler,  Zleg'-Fabr'n, 

p.  86. 
Zieg..Kalendar,  1806  . . . . 
Dnmmler,  Zieg.-Fabr*n, 

p.  86. 
Diimmler.  Zieg.-Fabr'n, 

p.  86. 
Seg.  Ges.  Schr.,  p.  88 


Anal,  of  mixture 
used,  front  brick 


Ibid.,  p.  86 


Vitrified    paving 

brick. 
Vitrified  brick..-. 


Zieg.-Kalender,  1896  . . . 
Diimmler.  Zieg.  Fabr'n, 

p.  86. 

do 

...do 

Zieg.  Kalender,  1S96 

Diimmler.  Zieg.  Fabr'n, 

p.  88. 
do 


Porous  stove  brick 
Vitrified  brick.... 
Bricks 


do 


Semidry     press 
brick. 


Seg.  Ges. Schr 

Diimmler,  Zieg.*Fabr'n, 
p.  86. 


Bums  yellow 
Burns  red  . . . 


Bums  yellow 
do 


.do 
.do 

.do 
.do 


Bums  red 


Bums  dark  red. 


Bums  yellow 


do.... 

Bums  red 


....do 

Bums  yellow 

Bums  red 

....do 


Bums  yellow. 


Bums  yellow;    fuses 

cone  1-2. 
Bums  dark  red 


Bums  yellow 


70 
71 

72 
73 

74 

75 

76 

77 
78 

79 
80 
81 
82 

83 

84 

85 
86 
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Table  of  analyses — Continued. 
GERMAN  CLAYS— Con  tinned. 


Locality. 


87 

88 
89 
90 

91 
92 
93 


94 


Eberswalde,    Branden 

burg. 
Hainstadt , 

Xaiindorf,    near   Ross 
wein. 

do 

Milkel 

Muskau 


Granan  (washed  clay)  . . 


95 


96 
97 
98 

99 

100 

101 

102 
103 

104 

105 

106 
107 

108 


109 
110 
111 


Rnpperado  r  f  -  S  a  a  e  r ' 
man's  Pits. 


do 

do 

Goeppendorf  v.  Thiol- 
mann's  Pits. 

Kemnitz  Saxony 

Muldenstein,    Meisel's 

brickyard. 
Lentzen    a.   Haff,  £. 

Schmidt. 
Neahof,  Hecht's  Pit 

Bemedsbof,  Pomm,Ind. 

Verein. 
Heicbenan  near  Zittan, 

Preibisch  works. 
Senftenberg,    Tertiary 

Clay. 

do 

Nanmberg  on  the  Qaaiss 

Camenz  i.  Saxony 

Dommitzsch  am  Elbe... 

Hohr 

Colin  near  Meissen 


SiO,. 

Al,0,. 

P^ret, 

Per  et 

71.69 

2.72 

83.30 

10.33 

67. 45 

23.22 

71.73 

18.64 

68.27 

20.63 

46.61 

36.47 

61.34 

26.17 

71.44 

18.83 

47.43 

38.86 

48.54 

39.12 

46.21 

39.34 

49.42 

36.60 

59.53 

29.71 

a22.32 

23.99 

56.56 

13.72 

53.55 

12.14 

53.25 

11.55 

50.46 

33.93 

62.70 

21.30 

68.36 

18.03 

58.99 

11.73 

64.49 

14.35 

62  40 

15.51 

70.12 

21.43 

62.52 

25.67 

Fe,0,. 


Per  et. 
3.25 

.89 

1.19 

.74 

L45 
2.81 
1.77 


1.22 


CaO. 


MgO. 


2.09 


1.73 

1.14 

.73 

.33 

.87 

4.70 

4.50 
6.68 

3.44 

3.06 

2.79 
4.16 

4.38 


5.68 
.77 
.92 


Per  et 
5.88 


Trace. 
.70 


Alka- 
lies. 


Per  et.  Per  et. 


1.23 


Trace. 

.41 

.50 


LOS 


.43 


.77 


LBS 

Trace. 

.09 

.12 

.33 

9.43 

1L13 
10.85 

.24 

.58 

.72 
7.47 

4.13 

4.36 


.58 


.03 


.65 


Trace. 

Trace. 

.48 

L78 

2.75 
1.92 

.38 

.53 

.72 
L83 

L53 


L13 
.39 
.10 


3.24 

.46 

.51 

2.H9 

L71 
L44 
2.48 


2.67 


.20 


Trace. 


.69 


.43 


.61 


.62 


3.23 


1.02 

2.99 

2.74 
4.89 

3.69 


3.62 
2.62 
1.04 


Mois- 
ture. 


Igni- 
tion. 


Miscella- 
neous. 


Per  et. 
2.41 


PercL 
CO,  4. 39 


5.79 


10.72 


9.53 


12.49 


12.70 


10.06 

8.48 

3.36 

CO,  7. 33 

3.00 

CO,  8. 60 

6.86 

.32i 
lCO,8.  76) 

11.50 

8.57 

7.54 

4.80 

CO,  6. 19 

1 

4.31 

CO,  3. 12 

4.41 

CO,  2. 88 

4.92 

9.27 

1 

a  Combined  sUica. 
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Table  of  analyses — Continued. 
GERMAN  CLAYS— Continued. 


Clay 
Babe. 

Quartz. 

Feld- 
spar. 

Peret. 

Peret. 

Peret. 

32.52 
63.92 

67.03 
35.56 

.45 
.52 

Reference. 


Zieg.-K&lender.  189C 


Bums  yellow 


■kSegers  Gee.  Schrift,  p. 
/    871. 


I  Bums  light  yellow. 


Ibid.,  p.  881 1  >For  atouoware , 


[Plastic  clay  a  fusing  be- 
tween conea  32  and  sa 


do '  Fusibility  cone  33. 


77.64       21.58 


42.32 


.78 


Stoneware '  Burns  light  yellow  at 

I      cone  .05;    gray  at 
higher  temperature. 
White  earthen-     Plasticity  fair;  much 
ware  and    low-        fine  sand ;  fusible  at 
grade  r  e  f  r  a  c  -        cone  27. 
tory  ware.  ' 

Washed  kaolin  ...    Fairly  plastic ;  greenish 

white;  bums  gray 
white ;  fusible  be- 
tween 35  and  36. 

.do Bums  light  gray ;  fusi- 

I      ble  at  cone  35. 
Unwashed  kaolin.,  Bums  light  yellow;  fu- 

:      ses  at  cone  35. 

do Moderately  plastic; 

I                                  :      bums  white;  fusible 
I                                         at  cone  34. 
Ibid.,  p.  893 Used  for  porcelain  |  Burns  white 


87 

88 
89 
90 

91 
92 
93 


94 


95 


96 
97 
98 

99 


29. 25       38. 89 


44.85 


48.21 
54.73 


34.34 


29.27 
41.77 


17.79 


13.72 


Ibid.,  p.  862 1 1  Bums  ash  gray 100 

Used  for  brick Bums  brown  to  red 101 


Seger,  Ges.  Schrift,  p. 

862. 
....do 


do I  Burns  yellow  to  green.    102 

Brick ,  Burns  kmI  to  yellow  ...    103 


Ibid.,  p.  378 


do 

Ibid.,  p.  352 


.do 


15.98    do 


3.50 


Ibid.,  p.  348. 
Ibid.,  p.  343. 


.do '  Burns  yeUow;  plastic     104 

clay.  I 

Fatclay '  105 


Refractory  wares 


do 

Slip    clay   for 
brown  glazes. 

Glaze  for  brown 
earthenware. 


Glazing 

Stoneware  clay. 
Slip  clay 


Rawclay ,  106 

14.07  per  cent  of  CaCOi    107 

not   included   in    rar 

tional  analysis. 
7.09percentCaCO|not  j  108 

included  in  rational 

analysis. 

109 


Very    plastic;     bums 
nearlv  white. 


110 
111 
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Locality. 


87 

88 
89 
90 

91 
92 
93 


94 


Eberswalde,  Branden- 
burg. 

Hainatadt 

do 

Xaundorf,  near  Ross- 
wein. 

do 

Milkel 

Muskau 


Granaa  (washed  clay) 


95 


96 


97 


98 


100 

101 

102 
103 

104 

105 

106 
107 

108 


100 
110 
111 


Rnppersdo  r  f  •  S  a  a  e  r  • 
man's  Pits. 


do 

do 

Goeppersdorf  v.  Thiel- 
mann's  Pita. 

Kemnitz  Saxony 

Muldenstein,    Meisel's 

brickyard. 
Lentzen   a .   H  a  ff ,  E  . 

Schmidt. 
Neuhof,  Hecht's  Pit  ... . 

Bernedshof,  Pomra,Ind. 

Verein. 
Reicbenan  near  Zittau, 

Preibisch  works. 
Senftenberg,    Tertiary 

Ulay. 

do 

Naamberg  on  the  Qaaiss 

Camenz  i.  Saxony 

Dommitzsch  am  Elbe... 

Hohr 

Colin  near  Meissen 


SiO,. 

Per  et. 

71.69 

83.30 

67. 45 

71.73 

68.27 

46.61 

61.34 

71.44 

47.43 

48.54 

46.21 

49.42 

59.53 

a22.32 

56.56 

53.55 

53.25 

50.46 

62.70 

68.36 

58.99 

64.49 

62  40 

70.12 

62.52 

AlfO,. 


Fe,0,. 


CaO. 


Per  el.  Per  et.  Per  et 


5.88 


2.72 

3.25 

10.33 

.89 

23.22 

1.19 

18.64 

.74 

20.63 

1.45 

36.47 

2.81 

26.17 

1.77 

18.83 

1.22 

38.86 

2.09 

39.12 

1.73 

39.34 

1.14 

36.69 

.73 

29.71 

.33 

23.99 

.87 

13.72 

4.70 

12.14 

4.50 

11.55 

6.68 

33.93 

3.44 

21.30 

3.06 

18.03 

2.79 

11.73 

4.16 

14.85 

4.38 

15.51 

5.68 

21.43 

.77 

25.67 

.92 

Trace. 


MgO. 


Alka- 
lies. 


Per  et. 
1.23 


.77 


.43 


.58 


1.85         .03 


Trace. 


.09   Trace. 


.12 

.38 

9.43 

11.13 
10.85 

.24 

.58 

.72 
7.47 

4.13 

4.86 


.65 


a  Cbmbined  silica. 


Trace. 

.48 

1.78 

2.76 
1.92 

.38 

.53 

.72 
1.83 

1.53 


1.13 
.39 
.10 


Per  et. 
3.24 

.46 

.51 

2?49 

1.71 
1.44 
2.48 


2.67 


Mois- 
ture. 


.20 


Trace. 


.69 


.43 


.61 


.62 


3.23 


1.02 

Jt.  99 

2.74 
4.89 

3.69 


3.62 
2.92 

1.04 


Igni- 
tion. 


Peret. 
2.41 


Miscella- 
neous. 


Peret. 
COs  4. 39 


10.72 


12.49 
12.70 

10.06 

8.48 

3.35 

3.00 
6.86 

11.50 

8.57 

7.54 
4.80 

4.31 


4.41 
4.92 
9.27 


I 


CO,  7. 33 


CO,  8. 60 

(SO, 
\  .32 

lCO,8. 76 


t 


CO,  6. 19 


CO,  3. 12 


CO,  2.88 


CLAY. 
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Clmy 
Bubt. 


Peret. 


32.52 
63.92 


Quartz. 


Feld- 
spar. 


Per  et. 


67.03 
35.56 


Per  ct. 


.45 
.52 


Reference. 


Zieg.-Kalender,  189C 


^Segers  Ges.  Schrift,  p 
/    871. 


96.08 
69.96 


37.03 


1.93 
29.27 


54.85 


1.99 

.77 


8.12 


94.32 


3.68 


98.79 
97.99 
89.52 


.36 

.26 

3.73 


2.00 


I 
77.64       21.68 


42.32 


.85 
1.84 
6.75 

.78 


^Ibid.,p.881 


►For  stoneware 


Remarks. 

Burns  yellow 

87 

1  Bums  light  yellow 

88 
89 

Plastic  clays  fusing  be- 

90 

tween  cones  32  and  33. 

91 

.do I Fusibility  con©  33 

do 


Stoneware Burns  liglit  yellow  at 

I      ooue  .05;    gray  at 
I      higher  temperature. 


92 
93 


White  earthen- 
ware and  low- 
grade  refrac- 
tory ware. 

Washed  kaolin  . . . 


Plasticity  fair;  much     94 
fine  sand ;  fusible  at 
cone  27. 


Fairly  plastic ;  greenish 
white;  bums  gray 
white;  fusible  be- 
tween 35  and  36. 
do Bums  light  gray ;  fusi- 
ble at  cone  35. 

do I  Unwashed  kaolin. I  Burnslightyellow;  fu- 

I  ses  at  cone  35. 

do Moderately  plastic; 

j      bums  white ;  fusible 
I                                         at  cone  34. 
Ibid.,  p.  893 Used  for  porcelain  1  Burns  white 


95 


,  96 
97 


98 


Ibid.,  p.  862 1  Bums  ash  gray. 


99 


100 


Used  for  brick '  Bums  brown  to  red 101 


Seger,  Ges.  Schrift,  p. 

862. 
do 


29. 25       38. 89 


44.85 


48.21 
54.73 


34.34 


29.27 
41.77 


Ibid.,  p.  378 


17.79 


13.72 


do 

Ibid.,  p.  352 


.do 


15.98  I do 


3.50 


Ibid.,  p.  348. 
Ibid.,  p.  343. 


do '  Bums  yellow  to  green.    102 

Brick I  Bums  red  to  yellow  . . .    103 


do Burns  yellow ;  plastic     104 

clay.  i 

Refractory  wares  . ;  Fatclay 105 


.do 


brown  glazes. 

Glaze  for  brown 
earthenware. 


Raw  clay 106 

Slip    clay    for     14.07per  cent  of  CaCOi    107 

not   included   in    ra- 
tional analysis. 

7.09percentCaCO|not     108 
included  in  rational  I 
analysis. 

'  109 

110 

Very    plastic;     bums     111 
nearlv  white. 


Glazing 

Stoneware  clay. 
Slip  clay 
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112 

113 

114 
115 

116 

117 
118 

119 


Locality. 


Kaschkan,     E.     Teig- 

hert's  Pits. 
MUbleobeck,  Holshiiter 

Pits. 


.do 


Velten 


do 


SiO,. 


Per  et 
63.17 

42.31 


41.03 


47.86 


43.48 


AI3O,. 


Per  et. 
25.09 

9.91 


10.09 


11.90 


Fe,0,. 


Peret 
0.64. 

4.88 


4.20 


5.18 


CaO. 


10.46       5.10 


Neabof  near  Stralaund . .    55. 02 
Oberjahna 83.78 


Frankenthal  on  Rhine..    41.90 


13.90 
10.75 


31.69 


4.53 
.55 


2.54 


Per  et. 
0.35 

19.95 


20.99 


14.96 


MffO 


Peret. 
0.26 

1.86 


2.14 


1.71 


10.95 


1.76 
.64 


Alka- 
lies. 

Mois- 
ture. 

Per  et. 

Peret, 

0.80 

L66 

1.64 

3.66 

4.00 

1.48 

.54 

2.22 

3.20 

Igni- 
tion. 


Miscella- 
neous. 


Per  et.     Per  ct. 
9.70  ' 

3.52    C0|ld.71 


8.10 


4.64 

Ign. 

and 

CO, 

[16.98J 

3.31 

3.94 


9.45 


COsl6.81 


CO,  10. 44 


COs  8. 64 


TiO,  .90 


ENGLJSH  CLAYS. 


3 

4 

5 
6 
7 


Stannington  near  Shef- 
field. 

BrierleyHill 

Gartshiie 

yorth  Yorkshire 


8  i  Coatbridge, Scotland.. 


9     Hexham 


10 


Halifax,  Yorkshire  Co 


51.80 
59.48 
72.25 

65.41 

59.05 
39.45 


30.40 
28.95 
18.08 


4.14 
1.05 


30. 55   1. 70 


25. 61 


32.19 


a2.20 


2.65 


Tr. 
.39 


50  

02    .61 


11.15  


.88 


.64 


.75 


.65 


2.25 


.51 


1.60 


13.11 
11.05 


7.44 


n.80 


/  TIO,  \ 
\       1.33/ 


/  TiO,  \ 
\       1.53/ 


a  Iron  determined  as  FeO. 
FRENCH  AND  BELGIAN  CLAYS. 


1 

2 
3 

4 

Limoges,  France 

do 

66.71 

58.39 
50.60 

38.00 

21.58 

27.52 
35.20 

24.00 

0.47 

.36 
.40 

4.50 

0.61 
1.52 

0.87 
.41 

4.55 
4.29 

5.54 

7.19 
13.80 

IS 

I2I.  7*0 

1 

Abondant,  near  Dreuz, 

France. 
Marseilles,  France 

11.00 

.80 

• 

CLAY. 
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GERMAN  CLAYS— Cuntinaed. 


^^  \<i^- 


Veld- 
spar. 


Reference. 


Per  et. 
67.82 


Pwet. 
30.99 


Peret. 
1.25 


Snger,Qe».Sohrlft,p.844. 


Ibid.,  p.  340. 


do 


Uses. 


Slip  clay. 


Ufted  for  stoves. 


.do 


do 


90.55 


83  04 


60.61 


8.10 


do 


2.84 


Ibid.,  p.  91 

Thonindns.  Zeit.,  1800, 
p.  592. 

Mon.XXVII.U.  S.  G.  8., 
p.  388. 


do 


.do 


Used  for  brick 

For  white  earth- 
enware     when 
washed. 
Refractory  wares , 


Remarks. 


Total  shrinkage  4 .4  per     1 12 

cent  washed  clay. 
Yellow     day;      total  I  113 

shrinkage  4  6  up   to, 

1,700©  F. 
Under  gray  clay ;  total 

shrinkage     3.4    per 

cent  up  to  1,7040  F. 
Total  shrinkage  6  per 

oentaptol.700oF. 


114 


115 


This  and  three  preced- 
ing all  very  plastic. 

Bums  yellow 

Boms  white 


116 

117 
118 


119 


ENGLISH  CLAYS. 


6L32 


33.65 


83.44  I     11.80 


Kerl.  Handb.  d.  Thon- 
waaren-indnstrie.  1879. 

Jour.  Soc.  Chem.  Ind. 
1892,  p.  17. 

Mon.,  XXVII.U.  S.  G.  S. 

Kerl,  Handb.  d.  Then- 
waaren-industrie,  1879. 

do 

do 

British  Clay  worker, 
July,  1896. 


Jour.  Soc.  Chem.  Ind. 

1892,  p.  17. 
do 


Refractory  goods 


Crucibles 


Glass  poto 

Refractory  goods 


do 

do 

Paving  brick 


Refractory  wares 


Crucibles 


Crucible  Are  clay ; 
also  cupola  lin- 
ings. 


Bums  white . 


A  very  strong  day 8 

4 

Henry,  analyst 5 

Sch wars,  analyst 6 

Bnmsred !    7 


Glenboig  Fnion   Fire  '    8 
Clay  Co.;  E.  Riley, 
analyst. 

9 


10 


FRENCH  AND  BELGIAN  CLAYS. 


43.04  I    26.46       30.50 


55. 88        5. 95       38. 17 


Seger  Ges.  Schrift.,  p. 
553. 

Ibid.,  p.  552 

D&mmler,  Zieg.-Fabr'n, 

p.  80. 
do 


Porcelain  mixture 


Porcelain 

Refractory  wares. 


.do 


Kaolin i    2 

3 


19  aEOL,  PT  6,  VOL  2- 


■30 
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6 

7 


Locality. 


LlToroon,  Fmncse 


SiO,. 

P§ret. 
49.00 


Al,Os. 


Salavas,  Franoe 58.76 

I 

Montereaa,  France I  64. 40 


8     Boulogne,  France. 


0 
10 


Grand  Pr6,  France 


Boll^ne,  Dept.  deVau- 
olaae,  France. 

11  I  ForgCA lea Eaux, France. 

12  Andennes,  Belgium 


13 


Stoad   Maiseroul,    Bel- 
gium. 


60.42 


Peret. 
24.00 

25.10 


Fe,Os. 


P§ret, 
6.26 

a.  50 


CaO. 


24. 60  !  Trace. 


P0rct. 
2.00 

Trace. 


MgO. 


Perct. 


2.51 


18.00 


58.50  I  13.50 
32. 80  I  28. 19 


76uQ9 
49.64 


49.64 


.95  i    2.00 


19. 67  " 
34.78 


34.78 


8.33 
2.76 

.84 
1.80 


1.80 


5.19 


3.27 


1.35 


1.50  I 
1.68 


.40 
.41 


.68  I      .41 


Alka 
lies. 


P§rct. 


,40 


41 


.41 


Mois. 
lure. 


tion. 


MiscelU- 
neoos. 


P§ret. 


Peref.l    Peret. 
18.00  ! 


12.60 

10.00 

6.28 


3.60 


18.13    

10.50   TIO,  0.15 


60 
12.00 


12.00 


SWEDISH  CLAYS. 


Scnnia , 


2     Helsingborg . 


4 
5 


Ifd 


.do 
.do 


50.86 


60.70 


30.02 


20.45 


46.83     37.22 


47.53 
53.00 


35.51 
42.00 


2.03 
7.93 

0.10 

.55 

.21 

1.03 
.12 

• 

0.67 
.47 

.18 

0.99 

14.93 

9.27 

14.12 

TiO,  .46 

1.31 

.40 

.42 
.80 

2.48 

j  13.15 

.45 

2.80 

DANISH  CLAYS. 


1 
2 


Bomholm. 
do.... 


72.50 
41.53 


19.50       1.00 


39.17 


.58 


18 
07 


i 
.50  

18.86 

.02  1 

•^ 

- 

t 

RUSSIAN  CLAYS. 


Boro  witachii.  No  wgorod 


Shdany 


3  Gluchow,  Gout.  Tacher* 
'      nigow. 

4  Blagodatnoje,  S.  Rnaaia. 

5  Sbdany 

6  I  Blagodatnoje 

7  Sawldowa^GTt.Yekate- 
rinoslaw. 


8 
9 


GachelJ,  near  Moscow  . . 
Borowitschii 


38.10 

4&03 
50.37 

55.83 
53.93 
59.66 
62.73 

65.13 
73.46 


41.10 

36.56 
32.30 

26.04 
25.76 
22.11 
22.64 

22.52 
15.79 


1.81 

1.68 
.61 

Trace. 
4.88 
1.12 
.80 

2.20 
.27 


0.24 


0.09 


66  I       .56 


.41 


.62 


.66 

.82 

.77 

.62 

.80 

47 

.43 

.28 

.27 

.44 

.71 

1.25 

4.73 

.19 
.49 

.87 

.26 

L20 

1.11 


1.00 


C0^87 


2.67 


GO|.43 
C0i.l7 


CO,. 67 


13.50 

14.31 

1L02 

9.70 


iOrg.  a  ao 
Org.  1.80 


CLAY. 
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Clay 

8Ub«. 

Qiiarte. 

Fold, 
spar. 

Reference. 

Uaee. 

1 

'    5 

6 

7 

8 

9 
10 

11 
12 

18 

PercL 

P«rot 

PercL 

J.  Foy,  L«  G^ramiqne 

dee  Conetractionn,  1888. 
S.  LciJime,  Guide  dn 

Hriq.  et  da  Ch»af. 
0.  fiiaohof.  Die  feoer- 

feeten  ThoDe,  1886. 
&  Lcjane,  Gaide   da 

Brlq.etdaChaofl 
do 

RooflniF  tilea ...... 

Bams  red  ............. 

Refractory  warea. 
Crooiblen 

Fusible  at  cone  38 

Stoneware 

do 

do 

Roofing  tiles 

76.89 

14.96 

Men.  XXVII,n.  S.  Geol. 
Sarv.,  p.  888. 

Thonind.-Zeit.,  1808,  p. 
087. 

For  tayerea  and 
ateel  farnaoe 
hearths. 

Porcelain  olav.... 

Used  one-third  bnmt 
and  one-third  erode, 
with  one-third  quartz. 

SWEDISH  CLAYS. 

Thonind..Zelt.,     1889, 

No.  49 
Diimmler,  Zieg.-Fabr'n. 

p.  84. 
From  apeoimen  at  Stock- 

holm  ezpoaition. 
do .••.. 

Refractory  wares . 

H.Hecht,  analyst 

1  1 

2 

8 

4 
5 

Refractory  wares . 
.....do 

Washed  kaoUn 

Bums  red 

do 

do 

Red  kaolin,  probably 
burned. 

DANISH  CLAYS. 

Dflmmtar.  Zieg.-Fabr'n, 

p.  84. 
CBiflohof 

Refractory  wares . 

1 
2 

4, 

ru 

Kaolin 

1 

RUSSIAN 

CLAYS. 

Dflnunler,  Zieg.-Fabr'n, 

p.  80. 
do 

Refractory  wares. 
Faience 

Boms  white 

1 

2 
3 

4 
6 
6 
7 

8 
9 

• 

do 

Refractory  wares. 
do 

Buma  whitish 

Ibid.,  n.  82 

TT^llfl                     

do 

For  saggars 

Bums  reddish 

do 

Kaolin 

do 

do 

Ibid..  D.  84 

FnlsBoe 

i 

C  Biachof,  Deat  T5p.  a. 
Zieg.Zeit.,1891,No.221. 

Sewer  pipe 

• 

Bams  white... 

THE  CUY-WORKING  INDUSTRY  OF  THE 

UiNITED  STATES  IN  1897. 


By  Heinbioh  Ribs. 


INTRODUCTION. 

The  greatest  signs  of  ac*.tivity  during  the  jmst  year  have  come  irom 
the  potters,  who  claim  great  improvement  in  their  basiness.  Several 
of  the  works  at  East  Liverpool,  Ohio,  have  enlarged  their  plants,  and 
new  works  have  been  erected  at  Ghittenango,  Kew  York;  Ford  Gity, 
Pennsylvania;  Fort  Negley,  Tennessee,  and  Toronto,  Indiana. 

Two  potteries,  the  Rookwodd  Pottery  and  the  Wheeling  Pottery 
Company,  are  using  thermo-electric  pyrometers  for  determining  the 
temperatores  of  their  kilns  during  burning. 

The  use  of  Soger's  cones  for  controlling  the  burning  of  the  wares  is 
slowly  extending  among  American  clay  workers. 

Happily  the  National  Brick  Manufacturers'  Association  has  voted  to 
continue  the  experiments  for  determining  the  efi'ect  of  structure  on  the 
wearing  power  of  a  brick. 

THE  CliAY- WORKING  INDUSTRY  IN  THE  VARIOUS  STATES. 

ALABAMA. 

In  last  year's  rex>ort  ^  there  was  given  an  abstract  of  a  number  of 
chemical  and  physical  tests  which  had  been  made  on  clays  from  Ala- 
bama. Since  then  a  number  of  additional  samples  have  been  examined 
with  very  satisfactory  results.  These  tests,  which  are  still  being  car- 
ried on,  will  serve  as  the  preliminary  work  on  a  bulletin  on  the  Glays 
of  Alabama. 

Of  special  interest  are  the  fire  tests  which  have  been  made  on  a 
series  of  bauxite  samples.  All  of  these,  with  but  one  exception,  were 
unaffected  by  exposure  to  a  temi)erature  of  3,00(P  F.  in  the  Deville 
furnace. 

1  The  Clay- Working  Industry  in  ih«  United  SUtes  for  1896,  by  H.  Sieii :  Bightfeenth  Ann.  Bept.  U.  & 
GeoL  Survey,  Part  IV.  pp.  I12a-1129. 
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Eecent  railroad  excavations  for  the  Mobile  and  Ohio  Railroad  have 
developed  thick  beds  of  clay  10  miles  west  of  Tuscaloosa.  Excellent 
bnfi'-burning  clays  occur  in  the  vicinity  of  Oxford,  and  terra-cotta  clays 
near  Ghoccolocco. 

The  kaolins,  7  miles  north  of  Valley  Head,  on  the  Alabama  Great 
Southern  Railroad,  are  once  more  being  mined  for  the  manufacture  of 
white  earthenware. 

ARKANSAS. 

In  a  paper  on  the  ^^  Cement  materials  of  southwest  Arkansas" '  Prof. 
J.  G.  Branner  discusses  the  distribution  of  the  clays  in  the  south- 
western part  of  the  State.  The  Tertiary  rocks  contain  an  abundance 
of  good  clays,  which  are  being  utilized  for  the  manufacture  of  pottery 
at  Benton  and  Malvern.  Unworked  deposits  occur  at  Arkadelphia; 
also  between  Benton  and  Bryant,  and  at  Mabelvale.  The  beds  of  clay 
and  clay  shales  are  very  extensive  around  Little  Rock  and  along  the 
Little  Rock  and  Fort  Smith  Railroad.  At  Little  Rock  both  Tertiary 
clays  and  Carboniferous  shales  are  found. 

The  following  analyses  of  clays,  shales,  and  fuller's  earths  are  quoted 
from  Professor  Branner's  paper : 

Analyset  of  typical  Carboniferous  clay  BhaleBfrom  Arkansas, 


SiO,. 

A1,0,. 

re,0,. 

CaO. 

MgO. 

NM). 

K,0. 

H,0. 

Sand. 

PereenL 

PwreenL 

PereenL 

Percent 

Percent. 

Per  cent. 

Percent. 

Percent. 

Per  cent. 

1 

53.30 

23.29 

9.52 

0.36 

1.49 

2.76 

1.36 

5.16 

2 

62.36 

25.52 

2.16 

.51 

.29 

.  66 

1.90 

5.32 

8 

65.12 

19.05 

7.66 

.:]4 

.31 

.85 

1.23 

6.12 

21.88 

4 
5 
6 

7 

67.12 
55.36 
51.90 
69.34 

24.32 
26.96 
24.69 
22.56 

8.21 

5.12 

10.57 

1.41 

.72 

.30 

.32 

Trace. 

1.74 

1.16 

.63 

Trace. 

.53 
1.03 

.72 
2.31 

2.07 

2.69 

2.18 

.04 

7.58 
7.90 
9.11 
5.12 

1.  Railroad  cat  at  south  end  of  upper  bridge,  Little  Rock. 

2.  Decayed  shale.  Iron  Mountain  Railroad  cut,  at  crossing  of  Mount  Ida  road, 
Little  Rock. 

8.  Harding  &,  Boucher's  quarry,  Fort  Smith. 

4.  Round  Mountain,  White  County,  sec.  6, 5  N.,  10  W. 

5.  Clarksville,  east  of  college. 

6.  SE.  quarter  of  SW.  i  sec.  31, 10  N.,  23  W. 

7.  NW.  i  sec.  23, 1  N.,  13  W.  ^ 


1  Trans.  Amer.  Inst.  Min.  Eng.,  Feb.,  1897. 
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Analyses  of  typical  Tertiary  clays  from  Arkansas. 


SIO,. 

Al,Os.        Fe^O,. 

CaO. 

MrO. 

Na,0. 

K,0. 

H,0. 

Misoel. 

1 

Per  e4!nt. 
63.07 
72.44 
69.95 
71.09 
65.27 
64.38 
63.19 
64.49 
67.90 
48.34 
62.34 
68.03 
63.29 
76.33 
75.99 
73.24 
45.28 

Per  cent. 
23.92 
18.97 
22.34 
19.86 
18.75 
17.29 
18.76 
23.86 
22.07 
34.58 
20.63 
17.19 
18.19 
16.04 
16.12 
19.61 
37.39 

Per  cent. 
1.94 
1.59 
1.44 
1.81 
7.34 
8.25 
7.05 
2.11 
1.33 
1.65 
8.34 
3.00 
6.45 
1.24 
1.35 
1.04 
1.71 

Percetit. 
0.23 
.18 

Trace. 
.11 
.81 
1.11 
.78 
.31 
.05 
.81 
.17 
.81 
.31 

Percent. 

Trace. 

Trace. 

.08 

1.26 

.80 

1.68 

Trace. 

.59 

Trace. 

.67 

1.00 

2.44 

Per  eent. 

1.08 
.91 

1.18 
.81 
.81 
.42 

1.50 

1.82 
.38 

1.26 

.33 

.54 

Trace. 

Per  eent. 

1.15 

1.35 

1.28 

1.45 

1.10 

1.41 

.21 

.11 

1.15 

.44 

.73 

1.00 

.56 

Per  cent. 
7.07 
6.39 
5.98 
5.67 
6.88 
6.i» 
7.57 
8.11 
6.86 
12.94 
9.34 
6.31 

Per  eent. 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 
11 
12 

TiO«  1. 56 
TiOal.49 

13 

f.  0.99 

5.40 

14 

Bvdi 

15 

By  dif.  1. 45 
Bydif.    .78 

16 

13.49 

17 

1.83 

.29 

1.  Bepton,  Hick's  bed,  2  S.,  15  W.,  sec.  12. 

2.  Benton,  Rodenbaugh,  2  S.,  15  W.,  sec.  12 

3.  Benton,  Herrick  &  Davis's  bank. 

4.  Benton,  Henderson's  pit,  apper  bed. 

5.  Mabelvale,  from  Mr.  A.  W.  Norris's  well. 

6.  Olsen's  switch,  fuller's  earth. 

7.  Fuller's  earth,  Alexander,  1  S.,  13  W.,  sec.  8,  S  W.  of  SE. 

8.  Benton,  Woolsey's  clay. 

9.  Ridgwood,  1  N.,  12  W.,  sec.  25,  SW.  i  of  NE.  i. 

10.  Benton,  Howe's  pottery. 

11.  Clay  from  8  S.,  15  W.,  sec.  4. 

12.  Clay  from  8  8.,  15  W.,  sec.  5. 

13.  Clay  from  2  S.,  18  W.,  sec.  13,  S.  i 

14.  John  Foley's,  13  S.,  24  W.,  sec.  18,  NE.  of  SE. 

15.  Climax  pottery,  15  S.,  28  W.,  sec.  5,  W.  i  SE.  i. 

16.  Atchison's,  4  S.,  17  W..  seo.  24,  NE.  i  of  NE  i. 

17.  Kaolin,  1  N.,  12  W.,  seo.  36,  Tarpleys. 
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INDIANA. 


The  work  on  the  clays  of  Indiana,  which  was  actively  pushed  in  1895 
and  1896,  has  been  continued  in  1897.  During  this  last  season  the 
State  geologist  has  carried  on  field  work  on  the  clays  of  northwestern 
Indiana.'  The  paper  cited  deals  with  the  more  important  clay  deposits 
of  Benton,  Newton,  Jasper,  Starke,  Lake,  Porter,  Laporte,  and  St. 
Joseph  counties. 

The  clay  deposits  of  Benton  County  are  of  glacial  origin,  and  are 
said  to  vary  in  thickness  from  5  to  130  feet,  and  an  important  deposit 
occurs  at  Earl  Park.  Hollow  brick  are  manufactured  there,  and  drain 
tile  at  Fowler,  Newton  County  contains  both  glacial  and  marly  clays, 
which  are  worked  at  Morocco,  Mount  Ayr,  and  Brook.  At  the  latter 
locality  terracotta  lumber  is  manufactured.  Unworked  beds  of  marly 
clay  occur  along  the  Iroquois  Eiver,  east  and  west  of  Brook.  The 
clays  of  Jasper  County  are  of  a  similar  nature.  In  Starke  County  a 
fine-grained,  blue  bowlder  clay  occurs  everywhere  beneath  the  prairie 
sod  and  marsh  bottoms. 

In  Lake  County  the  drift  clays  are  utilized  at  Lowell  and  Crown 
Point  for  making  brick  and  drain  tile,  and  at  Hobart  the  silty  clays  are 
much  used  for  terra  cotta  lumber,  fine  lining,  fire  proofing,  and  ordinary 
and  pressed  front  brick. 

The  Porter  County  clays  are  also  both  glacial  and  marly  clays.  The 
drift  clays  are  used  for  common  brick  and  drain  tile  at  Hebron  and 
Valparaiso;  the  marly  clays  are  made  into  pressed  brick  at  Porter, 
and  common  brick  at  Garden  City  and  Chesterton.  The  hydraulic- 
press  brick  plant  at  Porter  is  very  extensive. 

At  Chesterton  brick  and  tili*  are  made  from  a  calcareous  buff- burning^ 
clay  similar  to  that  used  at  Hobart.  Similar  clays  also  occur  around 
Michigan  City  in  Laporte  County. 

Around  South  Bend,  in  St.  Joseph  County,  are  thick  deposits  of 
pearl  gray  marly  clay  of  a  very  fine-grained  plastic  nature.  They 
burn  to  alight  yellow  building  brick  or  a  greenish  yellow  paving  brick. 

In  Jackson  County  the  Knobstone  shale  is  of  considerable  impor- 
tance, especially  near  Surprise  and  south  of  Freetown,  This  shale,  it 
is  considered  by  Professor  Blatchley,  will  probably  make  good  pavings 
brick. 


1  The  Clays  and  Clay  Industries  of  North  western  Indiana,  by  W.  S.  Blatchley:  Twenty>8econci 
JKept.  Dept.  of  Geol.  and  Natural  Kesources,  p.  105. 
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The  following  are  analyses  of  several  of  the  more  important  clays  in 
the  counties  which  have  been  mentioned  above: 

A  nalyaes  'of  Indiana  clays. 


From 

Hobart,  T.ake 

County. 

From  Garden 

City, 
Porter  County. 

From  ChAAter- 
ton.  Porter    I 
County. 

1 

From  Michigan 

Citv,  Laporte 

County. 

Fror 

Lick, . 

Coi 

Total. 

> 

Per  et. 

a  Blue 

lackMon 

anty. 

. 

Total. 

Insol- 
ul)le. 

Total. 

Insol- 
uble. 

Peret. 

Total. 

Insol- 
uble. 

Total. 

Insol- 
uble. 

Per  et. 

Insol- 
uble.    1 

Per  et. 

Per  et. 

Peret. 

Peret. 

1 

Peret.    Peret. 

1 

Peret 

SiO> 

50.56  34.35 
1.00 

50.37 

.65 

9.93 

35.62 
l.Qri 

53.02 
1.30 

35.21  50.47 
1.45 

30. 20,  59. 64! 

1     1.05 

2.51    19.14 
i    4.36 

30.  L2 

TiOi 

1 

A1,0, 

13.11 
2.76 

3.06 

10.72     2.94'  12.77 

1.61  1 

H<,0 

1.50, 

2.10 

2.21 

3.14 

>••«    «•••! 

Fe>0:, 

2.98 

2.54 

2.44 

3.39 



FeO 

2.32 

2.05' 

2.22 2.52' 

1                         ' 

4.20 

CaO 

7. 871 

( 10. 26; 

f  8.38 

1 

(  8.17 

■ 

.26 

MgO 

KG 

5.06 

1 

3.74 

! 

.70 
9.62 

2.14 

1  6.26 

3.04 

.79 

2.35 

5.28 

3.25 

.86 

1.65 

5.  22 

3.70 

.73 

9.80 

1.38 

r 
1 

2.31 

3.53 

.80 

.35 

99.03 

.60 

NaO 

1 

CO. 

'           1  \     -      i/ 
12.50 1  10. 4« 

Total  . . . 
Quartz 

99.45 

1 

1 

39.80 

99. 72i 

1 

39.55 

39. 92 

100.26 

100.41 

34.09 

32.43 

Rational 

analyses  of  a 

,bore  clays. 

23.61, '  28.78 

1            1 

24.89 

1 
21.39 1  25.57 

Fe  Id  spat  hie 

1 

1 

1                        1 

detritus 

15.94 '  11.14 

1 

14.91 

12.70 

j    6.86 

Calcium   car- 

1 

1 

bonate 

Magnesium 

14.05 1  18.32 

1 

14.86 

14.59 

■ 

1 

1                        1 

1            1 

carbouate . . . 

6.54 1    8.48 

7.60 

6.42 

1      .67 

Clay  Bubstauce 

39.86   33.28 

i 

37.74 

44.90 

66.90 

IOWA. 

In  the  report  of  the  Iowa  Geological  Survey/  recently  issued,  Mr. 
Bain  makes  detailed  mention  of  the  important  clay  resources  of  Polk 
County.  The  formations  yielding  clays  suitable  for  the  manufacture 
of  clay  products  are  those  of  the  coal  measures  and  Pleistocene.  The 
alluvium  is  extensively  developed  along  the  streams,  and  is  an  easily 
worked  material.  The  loess  is  used  chiefly  for  common  brick.  It  is 
highly  siliceous  and  contains  much  lime,  but  works  well  with  the  dry- 
press  process,  and  if  carefully  treated  can  be  molded  even  in  stiff-mud 
machines.    It  will  not  stand  rapid  drying. 


*  Geology  of  Polk  County,  H.  F.  Bain,  Iowa  Geol.  Survey,  Vol.  VII,  p. 366. 
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The  Goal  Measures  sapply  the  greater  portion  of  the  clay  ased  in  the 
conuty,  and  a  namber  of  varieties,  serving  different  purposes,  are 
obtained.  The  products  at  present  made  are  building  and  paving 
brick,  sewer  pipe,  drain  tile,  and  common  pottery.  Mr.  Bain  reports 
that  some  of  the  Goal  Measure  clays  are  eminently  adapted  to  serve  as 
ball  clays  in  the  manufacture  of  white  earthenware. 

Paving  bricks  are  extensively  manufactured  in  the  vicinity  of  Dea 
Moines,  and  a  number  of  tests  have  recently  been  made  on  the  raw 
and  manufactured  materials  of  the  Des  Moines  paving  brick  plants. 
The  data  are  so  complete  they  are  reproduced  here  in  detail.  In  the 
first  table  is  given  a  general  summary  of  the  brick  tests.  The  tests 
made  were  abrasion  in  rattler,  absorption,  and  transverse  strength. 
The  latter  is  expressed  in  terms  of  the  modulus  of  rupture.  The  rattler 
used  was  polygonal  in  form,  29  inches  in  diameter,  and  48  inches  long. 
It  was  charged  with  eleven  bricks  and  a  standard  charge  made  up  of 
300  pounds  of  2- pound  cubes,  340  pounds  of  cast-iron  spheres,  and  120 
X)Ounds  of  smooth  cast-iron  foundry  shot,  one-fourth  to  one-half  pound 
each  in  weight.  The  test  consisted  of  800  revolutions  at  a  rate  of  33 
revolutions  per  minute. 

The  absorption  test  was  made  upon  brick  which  had  been  subjected 
to  the  rattler  treatment.  They  were  dried  at  174°  to  178o  F.  for 
seventy-two  hours,  and  cooled  one  hour  at  60°  F. 

Testt  of  paring  bricks  from  Des  Moines,  lofoa. 


Name  of  mAnofaottirer. 


Des  Molnee  Briok  Man- 

ufaotoring  Co.,  Dee 

Moines. 
Capital  City  Briok  and 

Pipe  Co.,  Dee  Moines 
Iowa  Briok  Co.,  Des 

Moines. 


Method 

of  manu- 

flMtare. 


Do. 


Flint   Brick  Co.,  Des 

Moines. 
Davenport  Paving 

Brick  and  Tile  Co., 

Davenport. 
Ottumw-a    Paving 

Brick  Co.,  Ottamwa. 


IBndcnt.. 
Common . 

rEndcut.. 
ICommon . 
rBnd  cat. . 
^Common . 
rSide  cat . 
tl 


rEndcut.. 
^Common . 


lEndcnt. 
I  Common . 


rEudcnt., 
\Conunon. 


Abrasion  and  impact, 
rattle:  test. 


Poros- 
ity ab- 
sorp- 
tion. 


Transverse-strength 
mptore. 


Averagt's. 


Per  cent  of  loss. 


I 


I 


11.07     11.07 
12. 80     12. 13 


17.78 
12.40 
12.28 
18.80 
12.23 
U.8D 


17.61 
12.40 
11.45 
16.66 
1L81 
18.63 


12.40     12.40 


15.03 


14.67 


12.05 


12.05 


11.07 
12.40 

17.70 
12.40 
11.87 
16.23 
12.02 
14.22 


a 


Modulns  of  mptnre. 
Pounds. 


I 


0.03 
1.17 

.54 
.60 
.80 
.86 
.55 
.06 


12.40 


14.85 


12.05 


03 


2,584 
2,681 

o,  806 
8,420 


2,183 
3,348 


2.740 


.03 


2.066 


2. 10     2, 343 


§ 
I 


2,584 
2,681 

4,080 
3,420 


2.103 


2,664 
2,681 

3,088 
8,420 


Com- 
para- 
tive 
rating 
by  for- 
mula. 


2,103 


3,714 


2,740 


2.066 


8.5S1 


80.36 
80.30 

62.80 
80.82 
80.61 
54.21 
02.12 
77.28 


2,740 


82.25 


2,056  I  61.88 


2,343 


2,348 


71.20 
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The  chemical  composition  of  the  different  beds  at  the  mines  of  the 
companies  mentioned  in  the  preceding  table  is  as  follows: 

Analysen  of  olay$  from  various  beds  of  the  Des  Moines  Brick  Manufacturing  Company, 


Bed. 

1 

SIO,. 

A1,0,. 

Fe^. 

CaO. 
Percent. 

MgO. 
Percent 

Alk. 

H«0. 

Moiat. 

Per  etnt. 

Per  cent. 

Per  cent. 

Percent. 

Per  cent. 

Per  cent. 

1 

70.29 

15.18 

7.32 

0.80 

1.72 

1.49 

2.18 

1.02 

2 

59.18 

21.63 

9.00 

1.06 

1.85 

1.52 

3.80 

1.95 

3 

64.60 

19.20 

7.68 

U02 

1.37 

1.25 

3.95. 

.92 

4 

64.41 

20.43 

5.88 

.34 

1.71 

1.90 

3.93 

1.27 

5 

63.23 

24.52 

5.28 

.32 

.99 

1.16 

2.55 

1.75 

:   6 

76.01 

11.94 

5.40 

1.57 

1.04 

1.80 

1.41 

.65 

7 

67. 76  , 

14.46 

8.52 

1.16 

2.36 

1.24 

3.53 

.67 

8 

5.5. 56 

21.33 

10.56 

1.69 

2.94 

2.38 

4.65 

.97 

1.  Top  olay,  worked;  variegated,  highly  refractory,  burning  to  a  brick  of  medlam 
toughness,  high  porosity,  and  low  breaking  strength ;  thickness,  3  to  8  feet ;  average, 
5  feet. 

2.  Shale,  streaked  in  color,  medinm  fusibility,  high  in  iron  and  fluxes;  bums  to 
a  brick  of  medium  tonghness,  medinm  porosity,  and  low  resistance  to  rupture; 
thickness,  8  to  8  feet;  average,  4  feet. 

3.  Shale,  solid  chocolate  brown  color;  clear  definition;  brick  shows  medinm 
toughness,  low  porosity,  and  high  modulus  of  rupture;  thickness, 5  feet. 

4.  Shale,  solid  color;  an  average  clay  with  medium  iron,  and  fluxes  lower  than 
the  clays  above ;  bricks  show  low  toughness,  low  porosity,  high  modnlns  of  rupture ; 
thickness,  5  feet. 

5.  Shale,  variegated;  low  iron  and  fluxes,  high  alumina;  bricks  show  medium 
toughness,  low  absorption,  high  modulus  of  inpture ;  3  feet  thick. 

6.  Shale,  sandy ;  bricks  show  low  toughness,  low  absorption,  medium  modulus  of 
rupture;  thickness,  10  feet. 

7.  Shale,  sandy,  granular ;  pulverizes  in  the  hand. 

8.  Bottom  shale,  gray,  easily  fused.  This  is  worked.  Qives  bricks  of  good 
toughness,  high  porosity,  low  modulus  of  rupture. 

Analyses  of  shales  from  various  beds  of  the  Flint  Briok  Company,  Des  Moines 


Bed. 

SiO,. 

A1,0,. 

re,o,. 

CaO. 

MgO. 

Alk. 
Percent. 

H,0. 

Moistnre. 

Percent. 

Per  cent. 

Percent. 

Percent. 

Per  cent 

Percent. 

Per  cent. 

1 

70.23 

15.68 

7.44 

.47 

1.50 

1.26 

1.82 

1.50 

2 

69.89 

17.68 

5.68 

1.06 

1.68 

1.15 

1.97 

.85 

8 

58.92 

21.45 

8.40 

.  90 

2.90 

2.49 

4.13 

.67 

4 

50.38 

27.25 

11.54 

.  96 

2.93 

1.65 

3.62 

1.45 

5 

62.70 

21.32 

5.88 

.16 

1.77 

1.16 

4.90 

2.12 

6 

64.31 

17.64 

7.68 

1.12 

2.40 

1.15 

5.47 

.42 

64.03 

20.73 

6.72 

.36 

2.57 

1.30 

3.50 

.42 
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The  above  are  all  shales,  No.  1  beiug  at  the  top. 

Analyses  of  shales  from  various  beds  of  the  latoa  Brick  Company ^  Des  Moines. 


Bed. 


1 
2 
3 
4 
5 
6 
7 
8 
9 


SiO,. 

▲LO-. 
Per  cent. 

Fe,0.. 

CaO. 

Per  cent. 

Per  cent. 

Percent. 

55.98 

25.65 

5.88 

.74 

81.79 

10.25 

3.24 

.52 

68.50 

18.45 

5.28 

1.19 

52.88 

• 

24.27 

11.28 

.52 

66.73 

20.28 

3.24 

.70 

64.60 

20.25 

6.72 

1.20 

64.82 

21.00 

5.76 

42 

57.25 

22.50 

7.92 

.90 

53.05 

25.92 

8.76 

1.00 

MgO. 

Percent 
1.88 

.57 
1.42 
2.03 

.90 
1.02 
2.48 
2.28 
2.73 


Alk. 


KfO.      Moiatore. 


Per  cent. 
1.95 
1.75 
1.27 
1.92 
1.46 
1.33 
2.11 
1.41 
1.29 


Per  cent. 
3.73 
1  27 
2.82 
3.28 
4.92 
3.74 
3.10 
3.62 
4.40 


Percent, 

3.72 

.58 

.88 

3.46 

1.70 

1.14 

.33 

3.88 

2.70 


1.  Shale,  Tariegated,  reddish  brown,  mahogany  reds,  yellowish,  bluish  drab,  dark 
gray,  almost  blaok;  the  colors  mottled  parallel  to  bed;  thickness,  6  feet. 

2.  Sandy,  light  yellowish  white;  thickness,  6  feet. 

3.  Slightly  sandy  ut  top  to  clear  shale  below ;  thickness,  5  feet. 

4.  Shale,  clear  chocolate  brown ;  thickness,  4  feet. 

5.  Shale,  granular,  dark  solid  drab  with  purplish  nodules ;  thickness,  3  feet. 

6.  Shale,  bluish  drab;  thickness,  6  feet. 

7.  Same  as  No.  6. 

8    Shale,  drab,  green,  and  chocolate  brown ;  thickness,  6  feet. 
9.  Clear  dark  drab  with  olive- green  tinge;  thickness,  2  feet. 

Analyses  of  clay  from  various  beds  of  the  Capitol  City  Brick  and  Tile  Works  y  Des  Moines. 


Bed. 

SiO,. 

MO,. 

re,o,. 

OaO. 

Percent. 

Per  cent. 

Per  cent. 

Pereent 

1 

55  25 

25.60 

5.52 

1.75 

2 

53  08 

24.93 

9.00 

.94 

3 

61.18 

21.69 

5.88 

.51 

4 

68  60 

18.93 

6.12 

.25 

5 

65.62 

16.83 

8.64 

.42 

6 

51.35 

27.38 

6.60 

1.45 

7 

58.42 

20.04 

7.80 

1.60 

1.  Clear,  medium  light  drab  shale,  very  slightly  gritty;  thickness,  7  feet. 
<    2.  Shale,  mottled  coloring ;  thickness,  4^  feet. 
3    Shale,  bluish  drab ;  thickness,  7  feet. 

4.  Bastard  lire  clay,  purplish  blue  and  dark  gray;  thickness,  4  feet. 

5.  Shale,  soapy,  with  some  grit;  greenish  gray;  thickness,  15  feet. 

6.  Shale,  dark  greenish  gray;  thickness,  1^  feet. 
7   Shale,  clear  blue  sandy. 

The  varioas  brick,  tile,  and  pottery  works  located  in  the  coanty  are 
described  in  detail  by  Mr.  Bain. 
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NEW   YORK. 

A  number  of  experiments  have  been  made  by  Mr.  H  H.  GriflFen  *  to 
ietermine  in  what  manner  it  is  possible  to  lower  the  fusibility  of  slip 
clay  and  make  it  run  more  easily  without  destroying  its  richness  of 
color.  The  addition  of  lead  alone  gave  a  transparent  and  greenisli 
colored  glaze  which  showed  a  tendency  to  blister;  alkali  added  alone 
gave  the  same  result.  It  is,  therefore,  necessary  to  add  other  mate- 
rials with  the  lead. 

In  the  following  table  is  given  an  analysis  of  slip  clay  from  Albany, 
New  York : 

Analytia  of  Albany  slip  clay. 


Silica , 

Alaininii 

Ferric  oxide 

Manganic  oxide ^ 

Lime , 

Magnesia , 

Potash 

Soda 

Phosphoric  acid 

Water 

Moistnre  and  carbonic  :icid 

Sand 

Total 


17.02 
14.80 

5.85 
.14 
5.70 
2.48 
3.23 
1.07 
.15 
5.18 
4.94 
38.58 


As  this  clay  approaches  closely  to  the  formul 

1  EO,  .TRaOa,  4  SiO,, 

which  is  similar  to  that  of  an  alkaline  glaze,  but  with  an  excess  of 
B2O3,  the  addition  of  lead  increases  this  excess  of  bases,  and  it  is 
necessary  to  add  silica  also.  We  must  in  addition,  however,  add  some 
coloring  matter,  to  counteract  the  bleaching  action  of  the  lead.  GtK)d 
results  were  obtained  by  adding  iron  alone,  but  the  combination  of 
chromium,  manganese,  and  iron  produced  the  best  effect.  The  chro- 
mium, Mr.  Griffen  finds,  takes  from  the  iron'  its  tendency  to  run  into 
greenish  and  yellowish  tints.  The  best  form  in  which  to  introduce  the 
chromium  is  as  chromate  of  lead,  this  giving  the  best  color  effect;  but 
as  an  excess  of  this  salt  also  has  a  tendency  to  cause  blistering,  it  is 
best  to  add  some  of  the  chromium  in  the  form  of  chromate  of  iron. 


1  The  Clay  Worker,  Vol.  XXVIII.  No.  3.  September,  1897.  p.  178. 
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The  following  receipt  is  for  a  moderately  low  heat  glaze,  the  variations 
being  for  different  conditions: 

Rtoeipifor  moderately  lew  heat  glaze. 


Albany  slip  clay .... 

White  lead 

FUnt 

Oxide  of  iron 

Oxide. of  manganese 
Chromate  of  lead . . . 
Chromate  of  iron. . . 
Oxide  of  zinc 

Total 


Per  oent. 


63.3    to  70.0 
25.3    to  17.  4 
6.3    to    7.0 
.72  to      .79 
.  56  to      .61 
1.27  to    1.40 
.  67  to      .73 
1.88  to    2.07 


100.00    100.00 


NORTH   CAROLINA. 

According  to  a  recently  published  buUetin  of  the  North  Carolina 
Geological  Survey^  the  clay  deposits  of  the  State  may  be  divided 
into — 

Residual:  Kaolins,  fire  clays,  and  impure  clays. 

Sedimentary:  Ooastal  plain  clays  of  Oretaceous  or  Tertiary  age. 
Sedimentary  surface  clays  (for  brick  and  pottery),  are  found  mainly 
along  the  streams  and  lowlands  in  the  Piedmont  plateau  and  mountain 
<}ounties. 

RSSIDUAL   CLAYS. 

Th^  residual  clays  occur  in  the  western  half  of  the  State,  west  of  a 
line  paasiug  through  Weldon,  Raleigh,  and  Rockingham.  They  form  an 
almost  universal  mantle  over  the  surface  and  vary  in  thickness  ^m  3 
to  20  feet.  The  analyses  given  in  the  table  of  the  clays  at  Dean's  yard 
and  that  of  the  Gnensboro  Brick  and  Tile  Company,  both  at  Greens- 
boro, indicate  their  compositicHi.  These  impure  residual  clays  were 
generally  found  to  be  sandy,  and  very  porooa  With  proper  machinery 
and  treatment  they  yield  a  good  grade  of  brick. 

The  residual  fire  clays  found  at  Pomona  and  Grover  are  coarse- 
grained clays,  with  much  intermix^  quartz  and  mica. 

The  kaolins  are  of  special  imj>ortance  and  of  superior  quality.  The 
most  important  mincH  are  at  Webster  and  west  of  Sylva. 


>  The  Clays  and  Clay  Industry  of  North  Carolina,  by  H.  Riea,  Bull.  No.  13,  N.  C.  0«ol.  Survey. 
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The  following  tables  will  indicate  the  composition  of  the  North  Oaro 
lina  kaolins : 

Fariaiion  in  eompoiition  ofwaahed  kaolin$frum  North  Carolina. 


Silica 

Alnmina 

Ferric  oxide 

Lime 

Magnesia 

Alkalies 

Water  (loss  on  ignition) 


44. 08  to  86. 03 
6. 46  to  41. 70 
.28  to  2.97 
.15  to  .50 
.  09  to  .20 
.25  to  2.48 
2. 90  to  18. 56 


Fer  eent  of  ferric  oxide  in  iMolin  and  color  when  humed. 


Locality. 


'    G.  Springer,  Webster  (a) 
I     West's  Mill 


Harris  Clay  Co.,  Webster. 

Sylva 

Bostiok's  Mills 


Dark  kaolin,  Troy . 
White  kaolin,  Troy 


Color  of  bamed 
kaolin. 


White. 

Do. 

Do. 

Do. 
White,     faint 
yellow  tinge. 
Light  half. 
Bed  butr. 


a  Alao  contains  1.08  per  cent  FeO. 
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SEDIMENTABY  CLAYS. 

The  coastal  plain  deposits  of  North  Carolina  furnish  the  most  exten- 
sive beds  of  clay  to  be  found  within  the  State.  They  have  been 
classed  as  belonging  to  Cretaceous,  Eocene,  and  Pleistocene  formations. 
The  Potomac  clays  (Cretaceous)  are  exposed  at  Prospect  Hall,  on  the 
Cape  Fear  River,  and  the  Eocene  beds  are  well  shown  in  railroad  cuts 
between  Spout  Springs  and  Fayett^ville. 

Many  clays  suitable  for  the  manufacture  of  brick  and  pottery  are 
found  underlying  the  river  terraces  farther  inland.  Such  terraces  are 
abundant  along  the  Catawba  Biver  near  Morgantown  and  Mount 
Holly;  along  the  Yadkin  Eiver,  especially  at  Wilkesboro  and  Elkin, 
and  along  the  Clarke  Eiver  at  Lincolntou,  where  much  stoneware 
clay  is  dug. 

Sedimentary  clays  are  also  especially  well  developed  around  Wilson, 
Goldsboro,  and  Fayetteville.  With  proper  treatment  these  clays  yield 
excellent  results,  but  careless  methods  develop  a  very  inferior  product. 

CLAY  PRODUCTS  MANUFACTUEED  IN  NORTH  CAROLINA. 

These  include  stoneware,  earthenware,  fire  brick,  sewer  pipe,  fine 
linings,  draintile,  and  building  brick. 

Stoneware  is  manufactured  at  a  number  of  small  potteries,  but  the 
grade  is  not  nearly  as  high  as  could  be  produced  from  the  clay. 

Sewer  pipe  and  flue  linings  are  produced  in  considerable  quantities 
at  Pomona,  and  the  clays  mined  at  Grover  make  an  excellent  grade  of 
white  face-brick,  and  one  which  has  been  found  to  be  free  Irom  subse- 
quent discoloration. 

Common  brick  are  made  at  many  localities  throughout  the  State,  but 
pressed  brick  have  not  passed  beyond  the  experimental  stage,  although 
the  clays  are  often  admirably  adapted  to  it. 

19  GEOL,  PT  6,  VOL  2 31 
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CEMENT. 


PORTLAND  CEMENT. 

By  Spencer  B.  Newberry. 
PRODUCTION. 

The  product  of  Portland  cement  in  the  United  States  in  1897 
amounted  to  2,677,775  barrels,  an  increase  of  1,134,752  barrels,  or 
nearly  74  per  cent,  over  the  product  of  1896.  This  remarkable  growth 
is  distributed  fairly  evenly  over  all  producing  districts,  but  is  most 
marked  in  the  Lehigh  Valley  region,  in  Pennsylvania.  In  this  section, 
which  produces  most  of  the  Portland  cement  made  in  this  country,  the 
product  in  1897  was  nearly  double  that  of  the  precedftig  year. 

The  following  table  shows  the  product  of  Portland  cement  in  the 
United  States  in  1896  and  1897,  by  States: 

Product  of  Portland  cement  in  the  United  States  in  1896  and  1897, 


1896. 


1897. 


&>tate. 


Arkansafi 

California 

South  Dakota 

Illinois 

Indiana 

Michigan 

New  York 

New  Jersey  .. 

Ohio 

Pennsylvania 

Texas  

Utah 


Number 

of 
works. 


Product. 


Value,  not  in- 1  Number' 

eluding  of      , 

packages,     i  works,  i 


Product. 


Barrels. 


1 
1 
1 
1 
1 
7 
2 
4 
7 
1 


9,000 

24,000 

3,000 

9,000 

4,000 

260, 787 

247, 100 

153, 082 

825, 054 

8,000 


$18, 000 

48,000 

5,250 

15, 750 

7,000 

443, 175 

370, 650 

267, 892 

1, 224, 294 

24,000 


Value,  not  in- 
cluding 
packages. 


2 
7 
2 
4 
7 
1 
1 


Barrels. 

15,000 

$26, 250 

15,000 

30,000 

39,890 

79,780 

15,000 

26, 250 

2,823 

2,117 

15,000 

26,250 

394, 398 

690, 197 

430,335 

753, 086 

146,  452 

256, 291 

1, 579, 724 

2, 369, 586 

7,778 

23,3at 

16, 375 

!          32, 750 

29       2,677,775  ;     4,315,891 
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This  table  shows  that  three  new  factories,  one  in  Arkansas,  Utah, 
and  Michigan,  respectively,  have  contribated  slightly  to  the  increased 
production.  Ohio  shows  a  moderate  decrease,  owing  to  the  destruc- 
tion by  fire  of  the  works  at  Middle  Branch.  The  production  of  the  one 
small  factory  in  Indiana  is  also  much  reduced.  Other  sections,  espe- 
cially Kew  York,  New  Jersey,  and  southeastern  Pennsylvania,  show  an 
immense  gain.  As  noted  in  last  year's  report,  the  chief  seat  of  the 
Portland  cement  industry  remains  in  the  eastern  part  of  the  country, 
and  the  Central,  Western,  and  Southern  States  make,  as  yet,  but  a 
meager  showing. 

The  relative  development  of  the  industry  in  different  sections  of  the 
United  States  since  1890  is  shown  in  the  following  table: 

Table  Bhomng  development  of  Portland  cement  industry  in  the  United  States  itinoe  1890, 


SectioQ. 


18iX). 


o 

u  « 


New  York h  4 

Lehigh  County, 
Pa.,andPhil- 
lipsburg,  N.  J.     5 

Ohio 2 

All  other  sec- 
tions   


Total 


16 


Prodact. 


Barrtla. 
65,000 


19.4 


BarrtU.   | 
4  ;  117,275  I  14.*^ 


Barrel*. 
394,398 


201,000  60.0   7  485,329 


60.8 


22, 000   6.  5   4  !  80, 653  I  10. 1 


47,500 
335,500 


8 


2, 002, 059 
146, 452 


14.7 


74.8 
5.5 


14.1   9  ;  115,500  I  14.4  10 


100.0 


24  !  798,757  100.0  i  29 


134,866    5.0 


2, 677, 775  100. 0 


This  table  shows  that  the  production  in  the  neighborhood  of  Lehigh 
County,  Pennsylvania,  has  increased  in  seven  years  to  neariy  ten  times 
what  it  was  in  1890,  and  that  nearly  three-fourths  of  the  Portland 
cement  made  in  the  United  States  is  now  produced  in  that  section. 
The  increase  in  other  parts  of  the  country  has  been  very  slow,  and  has 
by  no  means  kept  pace  with  the  increased  consumption  of  cement  in 
the  same  sections.  Apart  from  the  great  producing  region  of  Lehigh 
County,  Pennsylvania,  the  Portland-cement  industry  of  the  United 
States  is  still  insignificant. 

IMPORTS. 


The  imports  of  Portland  cement  in  1897  were  2,090,924  barrels  of  400 
pounds  each,  a  decrease  of  898,673  barrels  from  those  of  the  preceding 
year.  The  cause  of  this  decrease  is  to  be  found  in  the  gradual  replace- 
ment of  foreign  by  domestic  Portland  cement,  and  also  in  the  marked 
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stagnation  in  building  industries  which  prevailed  during  the  first  half 
of  the  year.  Foreign, manufacturers  find  also  a  ready  and  constantly 
increasing  demand  for  their  product  in  their  home  market,  and  are 
much  less  active  than  in  former  years  in  attempting  to  extend  their 
trade  in  this  country.  The  magnitude  of  the  Portland-cement  industry 
in  Germany  is  shown  by  the  reports  of  the  Association  of  German  Port- 
land Oement  Manufacturers.  This  association  included,  in  February, 
1898,  representatives  of  66  German  factories,  the  total  production  of 
which  amounts  to  15,000,000  barrels  per  year.  In  1893  the  production 
amounted  to  only  11,500,000  barrels.  An  increase  of  3,500,000  barrels 
has  therefore  taken  place  in  the  last  five  years.  By  far  the  larger  part 
of  this  increased  product  is  consumed  in  Germany  itself.  Reports  made 
by  leading  German  engineers  show  that  other  hydraulic  materials  are 
but  little  used  in  that  country,  Portland  cement  having  proved  cheaper 
in  use,  even  for  the  commonest  purposes. 
The  following  table  shows  the  imports,  by  countries,  in  1896  and  1897 : 

Imports  of  cement  into  the  United  States  in  1896  and  1897 ^  by  countries. 

[BurreU.  ] 


Country. 


1896. 


1897. 


Uuited  Kingdom '  742,169 

Belgium '  742,237 

France '  26,714 

Germany ;  1,366,909 

Other  Europe 99,184 

British  North  America 11, 334 

Other  countries ^  1, 050 

i_  

Total !  2,989,597 


344,336 

529,686 

19, 319 

1, 109, 280 

46, 916 

4,907 

36,480 


2, 090, 924 


This  table  shows  that  the  imports  from  Germany  have  decreased 
much  less  than  those  from  other  countries.  While  in  1896  the  imports 
from  Germany  were  45  per  cent  of  the  total,  in  1897  this  proportion  had 
risen  to  53  per  cent.  The  imports  from  Great  Britain  in  1897  were  less 
than  one-half  those  of  189G,  and  are  now  comparatively  insignificant. 
English  Portland  cement  is,  in  fact,  seldom  met  with  in  our  principal 
cities  at  the  present  time. 

Trade  reports  toward  the  close  of  the  year  showed  that  the  demand 
for  Portland  cement  in  Europe  was  far  beyond  the  supply.  Manufac- 
turers were  far  behind  on  orders  and  prices  had  advanced  considerably. 
This  condition  of  affairs  was  still  more  marked  early  in  1898.  At  present 
American  importers  of  European  cement  find  great  difficulty  in  secur- 
ing an  adequate  supply  to  complete  their  contracts,  and  are  making  but 
little  effort  to  meet  the  competition  of  domestic  Portland.  The  preju- 
dice which  once  existed  against  the  American  product  may  be  said  to 
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have  entirely  di.«^ppeared,  and  foreign  and  domestic  cements  compete 
on  nearly  even  terms  on  the  basis  of  price  and  quality.  These  condi- 
tions make  it  appear  probable  that  the  year  1898  will  witness  a  still 
further  falling  off  in  imports,  and  that  the  complete  replacement  of 
foreign  by  domestic  Portland  cement  is  not  far  distant. 

The  above  table  shows  that  Belgium  comes  next  after  Germany  in 
amount  of  cement  exported  to  the  United  States.  The  imports  from 
Belgium  in  1897  show  a  considerable  decrease  from  those  of  the  pre- 
ceding year,  but  have  advanced  rapidly  during  the  last  few  years. 
Most  of  the  Belgian  produc£  is  of  distinctly  inferior  grade,  and  is  not, 
properly  speaking,  a  true  Portland  cement,  since  it  is  produced  by 
burning  a  natural  cement  rock  in  its  raw  state.  At  the  last  meeting 
of  the  Association  of  German  Portland  Cement  Manufacturers  Dr. 
Prussing  reported  on  the  unfair  competition  of  the  "  natural  Portland 
cements "  of  Belgium  against  the  true  artificial  Portland  cement  of 
Germany.  These  Belgian  cements  are  chiefly  made  by  the  direct  burn- 
ing of  a  limestone  of  approximately  the  composition  of  a  correct  cement 
mixture.  The  variations  in  the  proportions  of  lime  and  clay  present 
in  the  rock,  however,  cause  great  fluctua'ions  in  the  quality  of  the 
product,  and  many  of  the  Belgian  manufacturers  sell  their  product 
under  foreign  labels  as  Portland  cement  of  highest  quality,  and  in 
many  cases  well-known  German  labels  are  purposely  counterfeited. 

At  a  meeting  of  English  and  German  cement  manufacturers  held  in 
Cologne  in  July,  1897,  it  was  resolved  to  take  the  following  steps  to 
meet  this  fraudulent  competition : 

1.  Samples  of  Belgian  natural  cement  are  to  be  purchased  in  open 
market  and  tested  at  the  royal  testing  station  at  Charlottenburg,  and 
by  competent  experts  in  England. 

2.  An  attempt  is  to  be  made  to  secure  from  the  Belgian  Government 
an  official  definition  of  Portland  cement. 

3.  A  pamphlet  is  to  be  published  showing  the  uutrustworthiness  of 
the  so-called  Belgian  ^^  natural  Portland  cements,"  and  stating  the 
names  of  the  Belgian  factories  which  produce  a  genuine  and  reliable 
article.  This  pamphlet  is  to  appear  in  German,  English,  French,  and 
other  languages,  and  is  to  be  circulated  as  widely  as  possible  in  all 
countries. 

BETjATIOIS^  of  DOMESTIC  PRODUCTIONS^  TO  IMPORTATION. 

The  total  consumption  of  Portland  cement  in  the  United  States 
increased  in  the  five  years  ending  with  1896  by  about  1,000,000  barrels. 
The  increased  consumption  in  1897  over  that  of  1896  was  268,099  bar- 
rels. The  comparatively  small  amount  of  this  increase  is  due  to  the 
great  inactivity  in  building  operations  which  prevailed  during  the  first 
half  of  the  year.  Owing  to  the  great  increase  in  domestic  production 
and  the  marked  decrease  of  imports,  the  proportion  of  domestic  to 
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imported  cement  consumed  evinces  a  remarkable  advance,  as  the  follow- 
ing table  shows: 

ComparxHon  of  the  domestic  production  of  Portland  cement  with  the  imports. 

[Barrela.J 


I 

Production    in    the 

United  States 

Imports - 

Total 

1891. 

1895. 

990, 324 
2,997,395 

1896. 

1897. 

454, 813 
2, 988, 313 

1, 543, 023 
2, 989, 597 

2, 677, 775 
2, 090, 924 

3, 443, 126 

3, 987, 719 
83,682 

4, 532, 620 
85,486 

4,  768, 699 
53,466 

4, 715, 233 
56.8 

Exports 

Total  consumption 
Percentage  of  total  con- 
sumption produced  in 
the  United  States 

3, 443, 126 
13.2 

3, 904, 037 
25.4 

4, 447, 134 
34.7 

in  the  above  table  the  exports  shown  under  the  years  1895  and  1896 
consisted  of  both  cement  and  lime.  These  items  are  now  separately 
classified  by  the  Treasury  Department,  and  the  figures  for  1897  repre- 
sent cement  only. 

The  above  table  shows  that  during  the  last  year  the  increase  in  the 
domestic  production  of  Portland  cement  has,  for  the  first  time  in  the 
history  of  the  industry  in  this  country,  greatly  exceeded  the  increase 
in  consumption.  Considerably  more  than  half  the  Portland  cement 
consumed  in  1897  was  of  American  manufacture.  This  important  step 
toward  the  replacement  of  imported  by  domestic  Portland  has  been 
largely  brought  about  by  the  successful  efforts  of  American  manufac- 
turers to  produce  a  high-grade  product.  Engineers  in  all  parts  of  the 
country  are  finding,  to  their  surprise,  that  the  product  of  the  leading 
American  factories  shows  decidedly  higher  tests  than  the  imported 
brands  which  have  long  been  regarded  as  a  standard.  This  is  strik- 
ingly shown  in  the  reports  of  Mr.  Richard  L.  Humphrey,  inspector  of 
cements  for  the  city  of  Philadelphia.  These  reports  are  included  in 
the  annual  messages  of  the  mayor  of  Philadelphia.  The  average  of  all 
American  Portlands  tested  in  1896  and  1897  is  decidedly  higher,  both 
neat  and  with  sand,  than  that  of  all  the  English  or  German  Portlands 
tested.  In  fineness  of  grinding  also  the  American  cements  were 
found  superior  to  the  imported.  It  is  gratifying  to  find  that  an  indus- 
try so  new  to  this  country,  and  one  requiring  so  high  a  degree  of  tech- 
nical knowledge,  has  already  been  developed  to  a  point  beyond  that 
which  it  has  reached  in  England  and  Oermany. 

The  conditions  which  have  iufiuenced  the  American  Portland-cement 
industry  in  1897  appear  likely  to  prevail  in  a  still  more  marked  degree 
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in  1898.  The  war  with  Spain  has  led  to  an  immense  amount  of  work 
on  seacoast  fortifications,  and  has  brought  the  United  States  Govern- 
ment into  the  market  as  a  purchaser  to  the  extent  of  thousands  of 
barrels  of  Portland  cement  per  day.  Building  enterprises  have  also 
been  very  active  during  the  early  months  of  the  year.  Imports  during 
the  same  period  show  a  considerable  increase  over  1897.  The  present 
year  will  undoubtedly  show  a  further  increase  in  production.  The  two 
largest  factories  in  the  country,  situated  at  Goplay,  Pennsylvania,  and 
Phillipsburg,  New  Jersey,  respectively,  are  increasing  their  capacity  by 
nearly  50  per  cent,  and  at  many  other  works  extensive  enlargements 
are  in  progress.  Many  new  enterprises  are  projected,  but  those  in  all 
sections,  except  the  East,  seem  to  be  slow  in  materializing.  From 
present  indications  it  appears  probable  that  the  American  production 
in  1898  will  reach  3,500,000  barrels,  and  that  the  Lehigh  Valley  region 
will  produce  a  still  larger  proportion  of  the  total  than  in  1897. 

THE  POBTIiAND-CEMENT  INDUSTRY  IN  THE  VARIOUS 

STATES. 

California. — Works  are  to  be  built  at  Arroyo  Grande. 

Connecticut. — ^A  factory  has  been  established  at  Stamford  by  the 
Berkshire  Portland  Cement  Company.  Marl  from  the  Berkshire  hills 
and  clay  from  Long  Island  are  the  raw  materials.  As  the  deposits  from 
which  these  are  obtained  are  nearly  200  miles  apart,  and 'both  must  be 
transported  to  Stamford,  the  enterprise  will  certainly  labor  under  con- 
siderable disadvantage. 

Illinois. — The  factory  of  the  Chicago  Portland  Cement  Company  was 
destroyed  by  fire  February  3, 1898.  The  work  of  rebuilding  was  at 
once  begun,  and  it  is  stated  that  the  new  works  will  be  on  a  nmch  more 
extensive  scale  than  the  former  ones.  Limestone  from  Bedford, 
Indiana,  is  the  principal  raw  material. 

Indiana. — The  works  of  the  St.  Joe  Portland  Cement  Company,  at 
South  Bend,  have  been  purchased  by  the  C.  H.  Eose  Company,  of 
Chicago,  and  are  to  be  greatly  enlarged. 

A  large  deposit  of  marl  at  Syracuse,  Kosciusko  County,  has  been 
purchased  by  the  Sandusky  Portland  Cement  Company,  of  Sandusky, 
Ohio.  The  deposit  covers  an  area  of  over  400  acres,  and  is  from  20  to 
40  feet  in  depth.  It  is  estimated  by  the  purchasers  that  the  amount  of 
material  available  is  sufficient  to  produce  2,000  barrels  of  cement  per 
day  for  seventy-five  years.  Clay  of  suitable  quality  is  found  in  close 
proximity  to  the  mai'l. 
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Analysis  of  this  marl  resulted  as  follows: 

Analysis  of  marl  from  Syracuse,  Kosciusko  County ,  Indiana. 


Calcium  carbonate 

Magnesiam  carbonate 

Insoluble 

Iron  oxide  and  alumina 

Calcium  sulphate 

Organic  matter,  etc.,  by  difference 

Total 


This  marl  shows  a  much  lower  proportion  of  magnesia  than  has  been 
generally  found  in  the  marls  of  Indiana  and  southern  Michigan.  It  is 
the  intention  of  the  Sandusky  company  to  begin  at  once  the  erection  of 
large  works  at  this  point. 

Michigan, — ^The  works  of  the  Monarch  Portland  Cement  Company,  at 
Bronson,  were  started  late  in  the  year.  Extensive  additions  are  already 
projected.  A  deposit  of  marl  has  been  found  near  Coldwater,  and  works 
at  tl^at  point  are  in  process  of  erection. 

Ohio, — The  plant  at  Middle  Branch,  destroyed  by  fire  early  in  1897, 
is  being  rebuilt  on  a  more  extensive  scale. 

The  works  of  the  Sandusky  Portland  Cement  Company,  at  Bay  Bridge, 
near  Sandusky,  have  been  enlarged  to  a  regular  production  of  500  bar- 
rels of  cement  per  day. 

The  Castalia  Portland  Cement  Company  began  the  construction  of 
works  near  Sandusky  in  the  fall  of  1897,  and  expect  to  produce  cement 
in  the  summer  of  1898.  The  material  used  is  a  white  marl,  which  cov- 
ers a  part  of  the  Castalia  prairie,  and  appears  to  have  been  deposited 
from  the  water  of  the  Castalia  springs.  The  rotary  process  of  burn- 
ing will  be  used. 

Pennsylvania. — New  works  are  in  process  of  construction  by  the 
Lehigh  Portland  Cement  Company  and  the  Nazareth  Portland  Cement 
Company,  near  Allentown,  and  also  at  Maidencreek,  Berks  County. 
These  will  all  use  argillaceous  limestone  from  the  same  formation  as 
that  employed  at  Coplay.  The  Atlas  Cement  Company  is  again  largely 
increasing  its  works.  The  Clinton  Cement  Company,  of  Pittsburg,  is 
building  works,  and  will  make  Portland  cement  by  bui-ning  a  mixture 
of  limestone  and  blast-furnace  slag. 
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MATEBIAIiS. 

By  far  the  larger  part  of  the  Portland  cement  product  of  the  country 
is  still  made  from  limestone,  as  the  following  table  shows. 

Comparatire  product  of  Portland  cement  from  limestone  and  marl. 


1 

1 

1806. 

3897. 

N  amber. 

18 
8 

26 

Product. 

Xamber . 

Product, 

• 

Factories  using  limestoue 

Factories  usine:  marl 

Barrels. 
1, 208,  234 
334, 789 

18 
11 

Barrels. 
2, 282, 126 
395,649 

Total 

1, 543, 023 

29 

2, 677, 775 

PROCESSES. 

The  use  of  the  rotary  kiln  continues  to  increase,  as  the  following  table 
shows. 

Amount  of  Portland  cement  m€ide  in  kilna  of  various  kinds. 

[Barrels.] 


I         1H93. 


1895. 


1896. 


1891 


Rotary  kilns 140, 000 

Vertical    kilus    (continuous   and 
intermittent) : 441, 653 


400,821  632,370     1,311,319 

589,503  910,653     1,366,456 


Total 590,653       990,324  ,     1,543,023 

Per  cent  of  total  product  burned 


in  rotary  kilns 


25.2 


40.5 


41.0 


2, 677,  775 
49.0 


AMERICAN  ROCK  CEMENT. 


By  Uriah  Cummings. 


PRODUCTION  AND  PRICE. 

The  production  of  rock  cement  in  the  United  States  durin^f  the  year 
1897  was  the  largest  ever  known  in  the  history  of  the  industry.  There 
were  8,311,688  barrels  placed  upon  the  market,  being  an  increase  of 
341,238  barrels  over  the  output  for  1896,  or  4.28  per  cent. 

Active  competition  among  the  manufacturers,  due  mostly  to  the  fact 
that  the  capacity  exceeds  the  demand  by  about  25  per  cent,  has  had  a 
tendency  to  depress  the  prices  somewhat. 

The  following  table  gives  the  amount  and  value  of  the  rock  cement 
produced  in  the  United  States  during  1896  and  1897.  The  values  are 
based  on  the  selling  prices  in  bulk  at  mills. 

Product  of  rock  cement  in  1896  and  1897. 


State. 


Num- 
ber of 
works 


Proiiuct. 


Value. 


Georgia 

IlliDois 

Indiana  and 

Kentucky 

Kansas , 

Maryland    and  i 

West  Virginia 

Minnesota 

New  York 

Ohio 

Pennsylvania  .. 

Texas 

Virginia 

Wisconsin | 

Total  ...J 


2 


I 


Barrels. 
12,  700 
544,  326 


15       1,636,000 
2  '        125,567 


5 
2 
29 
3 
6 
1 
3 
1 

70 


271,500 

83,098 

4, 181, 918 

28,565 

608,000 
12,000 
16,  776 

450, 000 

7, 970, 450 


Num- 
ber of 
works. 


Product. 


Value. 


$9,525 

217,731 

I 

654,400 
50,226  ' 

125, 175  I 

38,  549  ' 

2,423,891  I 

17, 139  i 

304,000  I 
18,000 
10,566 

180,000 


1 
3 


Barrels. 

18,  165  ' 
510,000 


15      1,731,287 
2  ;       160,000 


o 
2 
29 
3 
7 
1 
3 
1 


296,000  i 

111,731 

4, 259, 186 

23, 697 

775,000 
11,390 
15,  232 

400,000 


4,049,202  I   72  I  8,311,688 


$10, 899 
209,000 

692, 515 
64,000 

118, 400 

55,865 

2, 123,  771 

14, 218 

387,500 

17,085 

9,139 

160,000 

3, 862, 392 
495 
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:n^ew  beveijOpments. 

The  two  cement  works  at  Howes  Cave,  New  York,  have  passed  into 
the  hands  of  a  single  company,  and  the  works  are  being  enlarged  and 
improved  with  new  buildings  and  machinery. 

In  the  Louisville,  Kentucky,  district,  two  new  plants  of  large  capacity 
are  being  erected,  with  the  expectation  of  getting  their  products  upon 
the  market  during  the  season  of  1898. 


PRECIOUS   STONES. 


By  Geobge  F.  Kunz. 


PRINCIPAIi  BETEIiOPMENTS  OF  THE  YEAR. 

The  principal  items  of  interest  in  the  gem  line  daring  1897  were  (1) 
the  investment  of  English  capital  and  the  increased  ontput  of  the 
sapphire  deposits  in  Yogo  Gulch,  Fergus  County,  Montana;  (2)  the 
farther  development  of  the  turquoise  ia  Santa  Fe  and  Grant  counties, 
New  Mexico,  and  the  discovery  of  new  localities  in  Arizona,  Califor- 
nia, and  Nevada,  and  the  increased  development  of  tourmaline  deposits 
at  Mount  Mica,  Paris,  Maine,  and  at  Haddam  Neck,  Connecticut;  (3) 
the  finding  and  sale  of  the  pale  almandine  garnets  from  the  Cowee 
Valley,  North  Carolina;  (4)  the  finding  of  large  quantities  of  gigantic 
quartz  crystals  (rock  crystal)  at  Mokelumne  Hill,  Calaveras  County, 
California;  (5)  the  sale  of  the  rondelle  and  ovoid  form  of  gems,  and  ron- 
delle  and  ovoid  gems  combined ;  (6)  the  greater  importation  of  diamonds 
immediately  upon  the  change  of  import  tariff  from  25  to  10  per  cent; 
and  (7)  the  continued  increase  of  popularity  of  Australian  opals. 

DIAMOND. 

SOUTH  AFRICAN  FIELDS. 

The  development  of  the  South  African  diamond  fields  is  the  most 
important  feiiture  of  the  rough  diamond  trade  of  the  world;  therefore 
the  details  of  the  operations  of  the  great  company  which  practically 
controls  these  mines  are  of  general  interest.  From  the  admirable 
annual  report  for  1897  ot  Mr.  Gardner  F.  Williams,  manager  of  the 
De  Beers  Consolidated  Mines,  Limited,  the  following  statement  is 
taken : 

Statement  of  the  operationB  of  the  De  Been  ConBolidated  Iftnea,  Limited. 

Balance  carried  forward  on  the  30th  of  June,  1897,  after  providing  £        s.   d. 

^   for  the  payment  of  dividends  of  20  per  cent  each 683, 047  17  11 
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Daring  the  twelve  months,  a8  will  be  seen  from  the  accompanying  &        g.  d. 

statements,  the  diamonds  produced  realized 3,722,099    3    3 

Total  expenditure,  including  amount  written  off  for         £        e.    d. 
machinery  aud  plant  account,  etc ^..   175,523  14    7 

And  payment  of  interest  on  the  company's  deben- 
tures and  obligations 183,415    3    6 

1,689,537  17    3 

Leaving  a  profit  of ■ 2,032,561    6    0 


The  profit  and  loss  account  stands  as  follows : 

Balance  as  above 2, 032, 561    6    0 

Dividends  on  investments  and  rents 18,992    3    8 

Revenue  from  various  sources 2, 085    6  11 

Balance  from  last  year '. 329, 356  10    2 

Less  life  governors'  remuneration  paid 120, 365    8  10 

208,991    1    4 


2,262,629  17  11 


Dividends  paid  and  provided  for 1,579,582    0    0 

Balance  carried  forward  to  next  year 683, 047  17  11 

2, 262, 629  17  11 


The  average  yield  per  load  for  De  Beers  and  Kimberley  was 0. 92  carat. 

The  average  value  per  carat  for  De  Beers  and  Kimberley  was 26s.  10. 6d. 

The  average  value  per  load  for  De  Beers  and  Kimberley  was 246.    8. 6d. 

The  reserve  fund  invested  in  English  consols,  which  on  June  20,  1896,  stood  at 
£1,118,172,  has  been  increased  during  the  year  by  the  addition  of  accrued  interest, 
and  now  stands  at  £1,148,133,  nominal  value  £1,150,000;  present  market  value 
(at  £112)  £1,288,000. 

Work  has  been  done  in  the  De  Beers  on  a  level  as  low  as  1,520  feet,  5,131  loads 
being  taken  from  the  1,200-foot  level  in  twelve  hours. 

In  the  following  table  is  given  a  statement  of  the  output  from  the 
De  Beers  and  Kimberley  mines  in  1896  and  1897 : 

Output  from  the  De  Beers  and  Kimberley  mines  during  the  years  ending  June  30  ^  1896  and 

1897, 


1896. 

1897. 

Blue  earth  hoisted  (loads  of  16  cubic  feet) 

Blue  earth  washed  (loads  of  16  cubic  feet) 

Average  vield,  in  carats,  per  load 

2, 698, 109 

2, 597, 026 

0.91 

78.  Id. 

2, 515, 889 

3,  Oil,  288 

0.92 

78.  4.3d. 

Cost  of  washincT  and  winninir 

The  comparative  areas  in  acres  of  the  open  works  of  the  mines  for 
the  years  1890, 1894,  and  1897  are  as  follows : 

Surface  areas  of  the  open  works  of  the  mines. 


Year. 

De  Beers. 

Kimberley. 

Premier. 

Datoitspan. 

Bulfontein. 

1890 

18.68 
21.50 
30.00 

31 
33 

38 

•  - '  'f 

14 

24.5 

35.05 
44.25 

47 

27 

1894 

36 
40.5 

1897 
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In  the  followiug  table  is  given  a  statement  showinGr  the  average 
nauiber  of  persons  daily  employed  in  the  South  African  diamond 
mines : 

Number  of  employee*  in  the  South  African  diamond  mines. 


De  Beers 

Kiinljerley 

Premier 

Workshops 

On  estates  and  elsewhere 

Total 


Above  groand 


Whiles. 


Blacks 


Underground. 


Total,  including 
salaried  staff. 


Whites.     Blacks. 


Whites.  '     Blacks. 


Nationalitiee  of  white  employeea. 


English 

Scotch 

Irish 

South  Africans 

Europeans 

Other  nations  . 

TotaL . . . 


In  and  about  the 
mines  and  floora. 


January, 
1894. 


January, 
1897. 


At  the  workshops. 


January, 
1894. 


Per  cent.  \  Per  cent. 
52.2     I     46.5 


6.2 
4.8 
33.1 
1.8 
1.9 


7.2 
5.6 
36.8 
1.5 
2.4 


Per  cent. 

41.5 

23.3 

2.4 

27.1 

4.2 

1.5 


January, 
1897. 


Per  cent. 

37.1 

20.6 

2.8 

33.3 

4.7 

*  1.5 


100 


100 


100 


100 


AUTOMATIC   SORTER. 

While  experimenting  to  find  some  mechanical  means  of  separating 
diamonds  from  the  heavy  deposit,  Messrs.  Labram  and  Kirsten, 
employees  of  the  De  Beers  Company,  discovered  that  a  shaking  table 
with  a  rapid  side  motion,  when  covered  with  grease  of  a  certain  con- 
sistency, holds  the  diamonds,  while  all  other  minerals  of  which  the 
deposit  is  composed  flow  over  the  grease  to  the  end  of  the  table.  So 
far  experiments  have  been  made  with  a  small  machine  only,  but  the 
results  are  so  favorable  that  a  number  of  large  machines  are  being 
constructed  with  the  view  of  doing  all  the  sorting  mechanically. 

Prof.  L.  De  Lannay,  in  a  recent  work,^  gives  an  excellent  re^um^  of 
the  occurrence  and  production  of  diamonds  in  South  Africa,  bringing 
the  subject  up  to  date. 


1  Lm  diamanta  do  Cap,  Paria,  1897,  226  pp.,  8»,  illoatrated. 
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NEW  DIAMOND  POLISHING  TOOL. 

There  has  been  recently  patented  by  Messrs.  Stern  Bros.,  of  New 
York,  a  new  diamond  polishing  tool.  It  consists  of  a  stationary  section 
with  a  segmental  recess,  fitted  in  which  is  a  segmental  plate  with  an 
eccentric  slot  adjustable  to  any  angle.  Integral  to  this  segmental  plate 
is  a  specially  constructed  chuck,  which  consists  of  three  metallic  grip- 
ping fingers  and  a  rotary  base  upon  which  rests  the  diamond.  The 
gripping  fingers  are  independently  adjustable,  and  fit  themselves  to  a 
stone  of  any  size  or  shape,  holding  it  securely  in  the  adjusted  position, 
and  permitting  the  polisher  to  have  full  view  of  the  stone  at  all  times. 

The  advantages  possessed  by  this  tool  over  those  of  the  former 
primitive  method,  in  which  the  diamond  is  held  in  a  mass  of  lead  or  a 
brass  cup  or  dop,  are  apparent.  By  its  use  there  is  less  danger  of  injur- 
ing the  diamond  through  an  error  in  setting  or  miscalculation  as  to  the 
extent  of  surface  polished,  and  through  flawing  from  the  repeated  dip- 
pings in  cold  water  when  it  is  soldered  in  the  metal  and  from  the  repeated 
heatings  by  the  old  process,  often  twenty  or  more  times.  It  also  does 
away  with  the  necessity  of  the  services  of  the  setter  or  workman  who 
sets  the  stones  in  the  leaden  dop. 

GENESIS   OF   THE  DIAMOND. 

Dr.  George  F.  Becker,  of  the  United  States  Geological  Sdrvey,  has 
published  in  Science '  a  criticism^  in  which  he  maintains  that  the  origin 
of  the  South  African  diamonds  is  not  due  to  the  distillation  of  the 
shale,  but  that  they  are  as  much  a  part  of  the  original  rock  as  are  the 
biotite,  garnet,  titanic  and  chromic  iron,  and  perovskite,  and  have 
come  up  from  below.  • 

Bearing  on  the  genesis  of  the  diamond,  an  article  from  the  pen  of 
Prof.  T.  G.  Bonney  has  appeared  in  the  Geological  Magazine,^  describ- 
ing some  rock  specimeiis  from  Kimberley,  South  Africa,  in  which  he 
presents  his  conclusions  in  regard  to  the  origin  of  the  diamonds  and  the 
volcanic  phenomena  of  the  region.  He  concludes  that,  as  he  formerly 
stilted,  the  diamonds  were  not  produced  where  they  are  now  discovered, 
but,  like  the  conspicuous  olivine,  pyroxenes,  mica,  garnets,  and  iron 
oxides,  had  their  origin  at  a  much  greater  depth  in  the  earth's  crust, 
and  that  it  is  improbable  that  the  carbon  was  obtained  from  the  Karoo 
shales.  In  other  words,  he  considers  the  diamonds,  whatever  may 
have  been  their  previous  history,  to  have  come  from  the  crystalline 
floor  on  which  these  shales  were  deposited,  or  to  be,  at  any  rate,  pre- 
Triassicin  age,  and  sees  no  reason  why  carbon  should  not  be  present 
in  the  earth's  magma,  whether  it  afterwards  crystallized  in  a  peridotite 
or  in  native  iron. 


1  October  29, 1897,  new  aeries,  Vol.  VI,  No.  148,  pp.  664-667. 

'Precions  Btonen,  "Genesis  of  the  diamond":  Eighteenth  Ann.  Rept.  U.  S.  Geol.  Snrrey,  Part  V 
(coDtinaed),  Mineral  Resources,  1896,  pp.  1191-1196. 

*0d  some  rock  specimens  from  Kimberley,  South  Africa :  Geol.  Mag.,  London,  October  and  November, 
1897,  new  series,  Decade  IV,  Vol.  IV,  pp.  448-453, 497-502. 
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Yolcanic  action  probably  began  before  the  end  of  the  Karoo  epoch, 
as  the  great  sheet  of  so-called  melaphyre  seems  to  be  intercalated  with 
its  higher  deposits,  and  some  of  the  dikes  may  be  approximately  coeval 
with  it.  Afterwards  (was  it  because  of  this  impenetrable  cover  of 
lavaf)  the  pipes  were  formed,  probably  in  a  short  time,  by  a  series  of 
great  explosions,  caused  by  gases  accumulated  at  considerable  depth. 
These  sent  the  outer  part  of  the  crystalline  floor,  including  diamonds 
as  well  as  the  overlying  Karoo  shales,  flying  shattered  into  the  air. 
Cones  and  craters  may  have  been  built  above  these  pipes,  but  he 
believes  that,  like  some  of  those  in  the  Eifel,  they  were  never  high,  and 
that  most  of  the  shattered  material,  after  a  few  explosions,  fell  back 
into  the  pipes  and  iilled  them,  like  the  <^ necks"  in  Scotland.  Then  the 
volcano,  after  more  lava  had  struggled  to  reach  the  surface  (forming, 
at  any  rate,  the  dikes  in  the  necks),  passed  into  a  solfatara  stage,  dur- 
ing which  the  numerous  secondary  changes  mentioned  above  were  pro- 
duced, the  carbonates  were  deposited,  and  the  minor  structure  of  the 
mass  was  obscured.  Afterwards  ordinary  meteoric  agencies  began  to 
work;  water  percolating  from  above  still  further  affected  the  mass, 
more  especially  in  its  upper  parts,  producing  the  "  yellow  ground"  and 
the  ^^soft  blue,"  and  depositing  tufa. 

The  result  of  this  examination  is  to  confirm  Professor  Bonney  in  his 
opinion  that  the  diamantiferous  rock — the  so-called  kimberlite — is  a 
volcanic  breccia  rather  than  a  peculiar  form  of  peridotite.  While  it  is 
difficult,  owing  to  secondary  changes,  to  demonstrate  the  fragmental 
character  of  the  matrix,  he  had  failed  to  identify  it  with  any  form  of 
peridotite  (or  serpentine)  known  to  him,  and  he  did  not  understand 
how  masses  of  that  rock,  the  smallest  of  which  is  about  370  yards  in 
diameter,  and  one  of  which  has  been  traced  to  a  depth  of  500  yards, 
could  remain  throughout  in  a  practically  uniform  glassy  condition. 

In  June  last,  in  connection  with  the  '^Diamond  Jubilee"  of  Queen 
Victoria,  a  lecture  on  diamonds  was  delivered  at  the  Boyal  Institute, 
London,  by  the  eminent  physicist  Dr.  William  Grookes,  F.  R.  S.  This 
lecture'  has  sufficient  importance  to  be  referred  to  here,  inasmuch  as 
it  gives  the  latest  views  regarding  the  origin  of  diamonds  of  one  who 
stands  in  the  front  rank  of  living  physicists,  and  who  has  himself 
lately  visited  and  examined  the  diamond  mines  at  Kimberley.  Dr. 
Grookes  treated  of  the  dififerent  forms  of  graphite,  and  their  relations 
to  diamond-carbon  and  of  the  combustion  of  diamonds  and  graphites 
and  of  their  specific  gravities.  The  fact  is  emphasized  that  while, 
being  isometric,  diamonds  should  have  no  action  on  polarized  light, 
they  frequently  do  affect  it,  thereby  indicating  a  condition  of  high 
internal  strain.  Indeed,  of  the  hundreds  of  crystals  which  he  has 
examined  under  polarized  light  Dr.  Grookes  has  found  this  to  be  true 
with  few  exceptions.    In  this  connection  also  the  frequent  breaking, 


1  Published  in  the  Journal  of  the  Institute,  Vol.  V,  1897 ;  also  in  Nature  for  Auguat  6, 1897.  Vol. 
LVI,  pp.  325-331. 
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or  even  "explosion,"  of  crystals  after  being  brought  to  the  surface  is 
noted.    This  is  not  noted  as  being  the  case  after  cutting. 

The  optical  properties  of  the  diamond  were  nextdealt  with — its  refract- 
ing and  reflecting  brilliancy  and  its  phosphorescence  and  fluorescence; 
its  extreme  transparency  to  Rontgen  rays ;  and  its  partial  conversion  into 
graphite  by  the  heat  of  a  bombardment  by  radiant  matter  in  a  vacuum 
tube  under  a  very  powerful  current. 

As  to  the  genesis  of  diamond,  Dr.  Grookes  fully  believes  that  Mois- 
sau's  artificial  method  is  a  reproduction  of  the  process  in  nature. 
Carbon  volatilizes  at  about  3,600°  0.,  or  3,8740  absolute,  without  fusing; 
but  by  analogy  with  other  volatilizing  solids,  under  sufficient  pressure 
at  that  temperature,  it  would  liquefy.  Calculating  the  pressure  neces- 
sary for  carbon,  he  fixes  it  at  about  2,300  atmospheres,  or  15  tons  on 
the  square  inch — an  amount  not  difficult  to  obtain,  as  temperatures  of 
4,000^  C.  and  pressures  of  95  tons  have  been  reached  in  steel  cylinders. 
Dr.  Crookes  here  repeated  Moissan's  process  before  the  audience, 
explaining  it  in  detail,  and  then  went  on  to  say  that,  in  his  view,  the 
African  diamonds  were  not  formed  in  situ  in  the  "  pipes,"  but  were 
brought  up  from  great  depths,  where  the  heat  and  pressure  had  been 
adequate  to  their  production  in  some  closely  similar  manner.  He 
recalled  the  optical  evidences  of  strain  in  the  crystals  and  their  fre- 
quent bursting  apart,  and  emphasized  the  occurrence  of  many  broken 
crystals  and  fragments  in  the  "  blue  ground  "  as  favoring  this  view. 

It  is  clear,  he  claims,  that  the  '*  pipes  "  are  not  ordinary  igneous  out- 
bursts. The  inclosing  walls  show  no  indications  of  such  action.  The 
pipes,  after  they  were  pierced,  were  filled  from  below,  and  the  diamonds 
formed  at  some  previous  epoch  were  erupted  with  a  mud  volcano, 
together  with  all  kinds  of  debris  eroded  from  the  adjacent  rocks,  form- 
ing "  a  geological  x>lum  pudding  of  heterogeneous  character,"  which 
"has  suflFered  no  great  heat  in  its  present  condition."  He  conceives 
each  pipe  as  a  conduit  leading  to  a  deep-seated  mass  of  iron,  at  enqr- 
mous  pressure  and  temperature,  in  which  carbon  was  liquid  in  the  form 
of  drops  that,  alone  or  coalescing,  formed  large  and  small,  single  or  twin, 
crystals  or  rounded  masses  of  bort  and  carbonado.  Water,  on  reaching 
the  depths  through  fissures,  developed  vast  volumes  of  steam,  and 
hydrogen  by  contact  with  the  heated  iron.  These  gases  then  forced 
their  way  to  the  surface,  opening  the  conduits  or  pipes;  as  in  certain 
experiments  with  gunpowder  and  cordite  in  closed  steel  cylinders,  if 
there  be  a  small  orifice  the  escaping  gases  will  erode  an  open  channel 
almost  instantaneously  through  plugs  of  steel  or  of  granite.  The  open- 
ing thus  made  would  then  be  filled  by  an  outflow  of  mixed  materials — 
"rocks,  minerals,  iron  oxide,  shale,  petroleum,  and  diamonds,  in  a  ver- 
itable witch's  cauldron  " — borne  upward  by  a  rush  of  steam  and  later 
of  hot  water.  Each  outbreak  would  form  a  rounded  hill,  subsequently 
removed  by  erosion. 

Such  is  Dr.  Crookes's  theory, a  very  ingenious  and  brilliant  one,  from 
a  man  of  great  eminence  in  physics.     It  will  be  seen  that  it  difi'ers  very 
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widely  from  the  yiews  of  the  late  Prof.  Garvill  Lewis,  as  summarized  in 
Mineral  Resources  last  year  ^  and  is  more  in  accord  with  those  of  Profes- 
sor Bonney  preWously  referred  to.  Professor  Lewis  dealt  more  with 
the  geological  and  miueralogical  aspects,  as  Dr.  Crookes  naturally  does 
with  the  chemical  and  physical.  To  discuss  the  points  of  difference 
between  them  would  be  out  of  place  here.  In  concluding,  the  occur- 
rence of  diamonds  in  meteorites  was  treated  of,  the  '^  meteoric  theory" 
of  their  origin  being  yery  fairly  estimated  as  only  an  occasional  and 
interesting  incident,  one  of  many  facts  indicating  similarity  of  condi- 
tions and  combinations  in  the  earth  and  other  bodies  in  space. 

BLEACHING  OF  SPOTTED  DIAMONDS. 

The  value  of  diamonds  is  frequently  affected  by  their  containing 
specks  of  various  form  and  color,  termed  **  flaws.''  When  a  diamond 
is  filled  with  them  it  iK)sse8ses  value  only  for  industrial  puriK)ses. 
Oohen  pronounced  these  inclusions  oxide  of  iron.  Maillard,  a  jeweler 
of  Paris,  is  said  to  have  succeeded  two  hundred  years  ago  in  destroy- 
ing black  spots  within  a  diamond  by  heating  the  stone  to  red  heat, 
excluding  the  air  during  the  heating. 

Mr.  Henri  Moissan  states  that  the  spots  are  a  carbon  product,  and 
he  succeeded  in  eradicating  them,  but  by  a  process  not  available  for 
commercial  purposes,  for  in  removing  the  spot  the  diamond  was  also 
destroyed.  A  black  diamond  with  transparent  spaces  was  resolved 
into  a  fine  dark- gray  powder,  the  particles  of  which  still  contained  a 
number  of  specks  as  seen  under  the  microscope.  This  powder  he 
placed  in  a  tube  heated  to  a  little  less  than  red  heat,  and  oxygen  was 
then  allowed  to  pass  through  it  for  half  an  hour.  It  was  evident,  by 
the  examination  of  the  oxygen  issuing  from  the  tube,  that  carbonic 
acid  was  formed  and  absorbed  by  the  oxygen.  After  cooling  oft',  the 
diamond  powder  in  the  tube  was  found  to  be  absolutely  white,  and  no 
more  flaws  were  visible  even  under  the  microscope.  The  chemical 
process  appears  to  be  a  dissolution  of  the  black  substance  contained 
in  the  diamond  by  the  oxygen,  forming  carbonic  acid.  Small  diamonds 
were  not  affected  bj^  this  treatment,  but  Moissan  believes  that  the 
bleaching  of  spots  within  diamonds  will  also  be  possible  by  employing 
oxygen  under  great  pressure,  which  would  penetrate  into  the  diamond. 
If  this  is  successful,  it  will  be  the  means  of  enhancing  in  value  many 
stones  now  cheap  on  account  of  flaws,  although  the  success  is  prob- 
lematical except  in  minute  stones. 

CORUNDUM. 

Mr.  Elfric  Drew  Ingall,  M.  E.,  says*  that  corundum  is  known  to  occur 
in  Canada,  but  so  far  the  deposits  have  not  been  worked,  and  there  is 
therefore  nothing  to  report  in  the  way  of  either  that  material  or  the 
granular  form  known  as  emery.     Recently  extensive  discoveries  of 


>  EighteeDth  Ann.  Kept.  U.  S.  Geol.  Survey,  Part  V  (continued),  1896,  pp.  1191-1196. 
>Geol.  Nat.  Hist.  Survey  Canada,  Ann.  Kept.,  Vol.  IX,  Part  S,  p.  16. 
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corandum  have  been  made  in  Hastings  aud  Eenfrew  counties  in  east- 
tern  Ontario,  along  a  belt  of  country  varying  from  1^  to  3  miles  in 
width,  extending  from  tbe  German  settlement  south  of  the  village  of 
Bockingham,  in  the  township  of  Brudonell,  for  about  16  miles  west- 
southwest  into  the  township  of  Oarlow.  The  mineral  occurs  as  a  very 
important  and,  at  times,  abundant  constituent  in  pegmatite,  cutting 
biotite-granite-gneiss;  in  a  very  felspathic  granite  or  syenite-gneiss,  and 
in  a  light-gray  or  whitish  albite-gneiss  aud  nepheline-syenite.  It  is 
also  sparingly  present  in  small  crystals  disseminated  through  the  more 
felspathic  bands  of  the  ordinary  biotite-gneiss,  but  seems  to  be  rarely, 
if  ever,  present  in  the  dark-colored  basic  portions  iuterbanded  with 
thesiB  rocks.  Over  certain  limited  areas  the  mineral  is  more  concen- 
trated, in  many  instances  constituting  from  30  to  60  x)er  cent  of  the 
rock  mass.  Some  of  the  deposits  at  present  known,  especially,  those  in 
the  northwestern  part  of  Raglan,  are  easy  of  access.  Later  reports 
state  that  large  crystals  have  been  found  and  that  corundum  exists  as 
plentifully  as  in  the  Korth  Oarolina  and  Georgia  regions. 

TURQUOISE. 

Turquoise  has  long  been  known  to  exist  in  Nevada,  but  not  of  gem 
quality.  However,  announcement  has  recently  been  made  of  the  dis- 
covery of  material  of  good  quality  in  Lincoln  County,  at  the  base  of 
Sugar  Loaf  Peak.  The  turquoise  occurs  principally  in  a  large  dike  of 
igneous  rock  (its  particular  character  is  not  stated),  which  cuts  through 
a  gneiss  that  forms  the  country  rock.  This  dike  is  about  250  feet  wide, 
and  is  plainly  traceable  for  nearly  a  mile.  As  in  Kew  Mexico,  stone  imple- 
ments and  old  workings  are  lound,  the  latter  filled  up  and  observable 
only  by  the  sinking  in  of  the  loose  filling  and  the  fragments  of  turquoise 
contained  in  it.  Work  has  been  begun  here,  several  openings  having 
been  made,  with  two  crosscuts,  and  a  shaft  25  feet  deep.  Stones  from 
this  locality  have  been  sold  in  Denver,  Los  Angeles,  and  New  York. 
The  largest  one  reported  weighed  64  carats,  others  10  to  22  carats,  aJl 
having  too  light  a  shade  of  color. 

A  discovery  of  turquoise  in  Oalifornia  has  attracted  some  attention 
very  lately.  At  Manvel,  near  Death  Valley,  California,  Mr.  T.  0.  Bas- 
sett  observed,  on  a  small  hillock,  that  the  <^  float '^  rock  was  full  of  bine 
streaks  aud  stains.  Upon  digging  to  a  depth  of  6  feet  he  struck  the 
true  turquoise  vein^-a  white  talcose  material  inclosing  nodules  and 
small  masses  of  turquoise.  At  20  feet  the  turquoise  showed  finegem 
color.  From  the  discovery  of  two  stone  hammers  there  the  locality 
has  been  named  the  Stone  Hammer  mine. 

Mr.  Henry  Durden,  curator  of  the  State  Mining  Bureau,  reports  that 
turquoise  has  been  discovered  in  the  desert  between  Death  Valley  and 
Goffs  Mining  District,  nearer  the  former,  in  California.  Fair  examples 
are  in  the  cabinet  of  the  State  Mining  Bureau. 
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AliMANDITE  GARNET. 

During  the  last  year  large  qnantities  of  a  pale  almandite  garnet, 
often  almost  pink,  have  been  found  in  the  Cowee  Valley,  in  western 
North  Carolina.  These  have  been  cut,  and  extensively  sold  as  Ameri- 
can gems. 

Mr.  Walter  Harvey  Weed,  of  the  United  States  Geological  Survey, 
reports  the  abundant  occurrence  of  almandite  garnet  at  the  placers 
in  Post  Greek,  Montana. 

Almandite  garnet  is  reported  as  plentiful  between  North  and  Middle 
Tule  rivers,  in  Tulare  County,  California,  by  Mr.  L.  B.  Hawkins. 

Essonite  cinnamon  garnet  at  Three  Elvers,  Tulare  County,  California, 
and  pyrope  at  Eattlesnake  Creek,  Tulare  County,  California,  have  been 
reported  by  Mr.  M.  Braverman. 

TOURMAIilNE. 

Mr.  D wight  Whiting  reports  that  six  large,  perfect  crystals  of  achrolte 
tourmaline  were  found  at  San  Jacinto  Mountains,  Riverside  Oounty, 
California. 

Tourmaline  caVs-eye, — Among  the  tourmalines  found  at  Haddam  Neck, 
Connecticut,  were  a  number  that  had  marked  internal  striations.  These 
striations  were  quite  often  minute  and  abundant,  and  when  the  gems 
were  cut  across  them,  generally  a  good  cat's-eye  resulted,  which  showed 
the  line  of  light  quite  as  well  as  many  Ceylouese  chrysoberyl  cat'seyes. 

QUARTZ. 

Rock  crystal. — Mr.  W.  8.  Yeates,  State  geologist  of  Georgia,  men- 
tions flawless  rock  crystal  from  Upson  County,  Georgia. 

Mr.  J.  A.  Udden  mentions  the  occurrence  of  transparent  rock  crys- 
tal, in  the  form  of  rolled  x)ebbles  the  size  of  a  hen's  egg^  near  Marquette, 
Kansas. 

Rock  crystals  in  masses  of  several  pounds  each  were  found  8  miles 
east  of  Yisalia,  Tulare  County,  California,  by  Mr.  L.  B.  Hawkins,  and 
at  Yokohl  and  Three  Rivers  in  the  same  county,  Mr.  M.  Braverman 
also  found  rock  crystal. 

Mr.  John  E.  Burton,  of  Wisconsin,  rex)orts  a  discovery  of  quartz  rock 
crystal  of  large  size  in  the  Green  Mountains  mine  near  Mokeluinne  Hill, 
Calaveras  County,  California,  found  in  drifting  over  900  feet  in  the 
gravel  and  sand  in  an  old  river  bed  about  700  feet  from  the  channel. 

Mr.  M.  Braverman,  of  Yisalia,  reports  rose  quartz  of  good  quality  at 
Yokohl  and  Three  Rivers,  Tulare  County,  California. 

Mr.  T.  F.  Lamb,  of  Portland,  Maine,  states  that  3  tons  of  smoky 
quartz  crystals  were  mined  on  the  Joshua  Littlefield  farm  in  Auburn, 
Maine.  This  locality  is  only  a  few  rods  from  the  well-known  G.  C. 
Hatch  tourmaline  locality. 
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Quartz  pebbles, — Plum  Island — one  of  the  broken  line  of  morainal 
islets  reaching  from  the  northeastern  point  of  Long  Island  across  the 
Sound  to  Watch  Hill,  Bhode  Island — abounds  in  pebbles  of  variously 
colored  quartz,  derived  from  the  disintegrated  rocks  of  the  Connecti- 
cut shore  and  carried  southward  to  the  upper  or  second  moraine  by  the 
ice  sheet.  Many  of  these  pebbles  are  very  richly  colored — red,  yellow, 
purple,  etc. — and  have  been  locally  called  agates,  and  collecte<l,  both 
here  and  on  the  neighboring  Goose  Island,  by  parties  from  Connecticut. 
Tlie  pebbles  are  used  for  the  same  purposes  as  stained  glass — that  is, 
leaded  together — the  iron  staining  showing  beautifully  by  transmitted 
light.  This  form  of  window  eft'ect  was  introduced  by  Mr.  Louis  C. 
Tiffany.  The  pebbles  are  very  abundant  and  are  continually  rolled, 
washed,  and  polished  by  the  surf,  and  sometimes  piled  on  the  beach  in 
windrows.  One  or  two  persons  make  a  business  of  visiting  the  islands 
in  a  sloop  and  gathering  the  best  colored  and  most  attractive  stones. 

Amethyst. — Mr.  J.  Terry  Dillard,  of  Livingston,  Nelson  County,  Vir- 
ginia, reports  finding  amethyst  crystals  from  1  to  2  inches  in  diameter 
of  fair  quality  for  gems. 

Mr.  W.  8.  Yeates,  State  geologist  of  Georgia,  mentions  an  amethyst, 
a  fine  cut  gem,  in  the  State  Geological  Cabinet,  from  Hall  County, 
Georgia. 

Tourmaline  in  quartz, — Messrs.  George  N.  Tower,  jr.,  and  George 
Otis  Smith,  of  the  United  States  Geological  Survey,  while  on  a  recon- 
noissance  in  southern  Utah  last  season,  found  some  small  crystals  of 
quartz,  including  long  needles  of  tourmaline,  at  the  Cactus  mine,  Frisco 
Mountains.  The  quartz  crystals  are  remarkably  beautiful,  and  they 
strikingly  resemble  rutilated  quartz  and  the  hornblende  in  quartz  used 
in  Japan  to  work  into  quaint  art  objects. 

Hornblende  in  quartz, — Hornblende  in  quartz  is  reported  as  occurring 
on  Deer  Creek,  Tulare  County,  California,  by  Mr.  L.  B.  Hawkins. 

AGATE. 

Mr.  J.  A.  Udden,  of  Eock  Island,  Illinois,  mentions  the  occurrence 
of  beautiful  agate  and  carnelian  pebbles  in  the  terrace  gravels  along 
the  Mississippi  River  in  that  vicinity,  although  they  have  not  been  col- 
lected for  commercial  purposes,  but  simply  by  local  collectors. 

CHAIjCEDOXY. 

At  Haystack,  Crook  County,  Oregon,  Messrs.  P.  C.  Hale  and  Edmund 
Healy  have  found  peculiar  polished  pebbles  of  white  or  gray  chalced- 
ony, small  and  translucent,  in  a  hot  spring  some  40  to  50  feet  wide 
and  10  feet  deep,  which  discharges  into  u  neighboring  stream.  The 
pebbles  are  polished  by  attrition  in  the  boiling  up  of  the  spring,  and 
are  found  both  in  the  basin  and  in  the  ground  around  to  some  depth. 

Blue  (saphirine)  chalcedony  has  been  found  at  Kane  Springs,  Kern 


PRECI0U8    STONES.  507 

County,  California,  in  botryoidal  inaRses,  of  a  deep  sky-blue  color,  with 
rhombohe^lral  crystalline  surfaces,  quite  equal  to  that  found  in  the 
Ural  Mountains  and  in  Persia. 

CHRY80PRA8E. 

Mr.  M.  Braverman  records  a  new  locality  for  chrysoprase  (pale  green 
in  color)  at  Deer  Creek,  Tulare  County,  California,  and  one  for  chal- 
cedony at  Drum  Valley,  in  the  same  county. 

The  same  locality  for  agate  and  chrysoprase  is  also  announced  by 
Mr.  L.  B.  Hawkins. 

OPAIi. 

Prof.  John  B.  Wolft*,  of  Harvard  University,  describes  the  occurrence 
of  noble  (precious)  opal,  lechosos  (milky  opal),  and  hyalite  in  nodules 
and  lenses  in  a  trachytic  tuff  associated  with  beds  of  basalt  at  Dnrkee, 
Oregon,  where  active  development  is  being  carried  on  at  the  present 
time. 

Mr.  Henry  S.  Durden,  curator  of  the  California  Mining  Bureau, 
reports  fire  opal,  small  iu  size  but  good  in  quality,  and  larger  stones, 
but  poor,  from  Dunsmuir,  Siskiyou  County,  California. 

Beautiful  yellow  opals  without  fire  are  reported  by  Mr.  M.  Braver- 
man  as  occurring  at  the  chrysoprase  locality  at  Yokohl,  Tulare  County, 
California. 

Milky  opal  has  been  found  by  Mr.  D wight  Whiting  in  a  narrow  seam 
of  sandstone  one-half  mile  east  of  the  NE.  J,  sec.  24,  T.  1  S.,  E.  13  W., 
San  Bernardino  B.  and  M.. 

One  of  the  most  interesting  discoveries  of  opalized  wood  in  the  United 
States  was  ijoted  by  Mr.  Warren  M.  Foote,  of  Philadelphia,  as  having 
been  made  ^t  Clover  Creek,  Lincoln  County,  Idaho.  Tons  of  this 
material  were  collected  last  year,  and  it  is  one  of  the  most  beautiful  of 
all  the  opalized  woods.  The  wood  itself,  in  tree  form,  occurred  in  a 
hard  volcanic  ash  that  could  be  removed  only  by  blasting.  This  dis- 
covery is  interesting  from  the  remarkable  preservation  of  the  cellular 
tissue  and  apparent  woody  structure,  so  that  when  the  mineral  is 
polished  it  has  tlie  color  and  luster  of  a  highly  polished  wood,  the  color 
being  almost  that  of  quartered  oak.  The  largest  sections  were  12  inches 
in  diameter. 

About  3  tons  of  silicified  wood  was  found  in  the  Triassic  rocks  and 
on  the  surface  at  various  points  in  Chesterfield  County,  Virginia,  by 
Mr.  J.  B.  Woodworth,  of  the  United  States  Geological  Survey. 

Neic  South  Wales, — The  opal  mines  at  White  Cliffs,  near  Wilcannia, 
New  South  Wales,  described  in  the  last  report,'  have  been  actively 
and  successfully  worked  during  the  last  year.    Leading  European  gem 


>  Mineral  Resourced  of  the  United  States,  1^6 ;  Preoioua  Stones,  by  Oeorge  F.  Kunz :  Eigliteenth 
Ann.  R«pt.  U.  S.  Oeol.  Sarvey,  Part  V  (oontinaed),  1807,  pp.  1206-1200. 
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dealers  now  bave  agents  on  the  groand,  thus  greatly  facilitating  pur- 
chase. Many  claims  are  in  operation,  and  there  are  some  400  miners 
at  work.  The  difficulty  of  obtaining  accurate^  data  as  to  sales,  etc, 
before  referred  to,  still  exists.  The  best  estimates  assign  to  the  oatpat 
for  1896  a  value  of  $125,000,  surpassing  that  of  the  previous  year 
several  fold. 

Queensland. — The  Queensland  opal  industry  ^  does  not  seem  to  be 
very  systematically  carried  on,  most  of  the  work  being  done  in  an  irreg- 
ular way  by  men  who  follow  it  in  the  intervals  of  other  occupation. 
The  localities  are  in  the  western  and  southwestern  parts  of  the  colony, 
and,  like  those  of  New  South  Wales,^  are  in  Cretaceous  rocks,  with  the 
opal  occurring  in  irregularpatches,  forming  layers  or  ''bands''  down  to 
the  depth  of  40  feet. 

Turkey. — Announcement  has  been  made  by  one  of  the  technical 
journals  of  the  discovery  of  an  opal  mine  at  Ak-dagh,  near  Kavandji, 
in  the  district  of  Kutahuja  and  vilayet  of  Hndavendighiar,  Turkey. 
The  ministry  of  mining  and  agriculture  has  granted  a  concession  to 
parties,  whose  nationality  is  not  reported,  to  operate  this  mine  for 
ninety-nine  years. 

CYANITE. 

Mr.  J.  n.  Pratt  has  described^  a  very  interesting  form  of  crystallized 
cyanite  found  on  the  farm  of  Mr.  Tiel  Young,  near  North  Toe  River, 
Yancey  County,  North  Carolina,  a  few  miles  from  Spruce  Pine,  Mitchell 
County.  Many  of  the  crystals  are  of  rich  mossy  green  color,  trans- 
parent in  part.  Occasionally,  however,  the  crystals  have  grass-green 
margins  with  deep  blue  centers.  As  many  of  the  crystals  are  ter- 
minated, this  is  probably  the  best  locality  of  this  interesting  mineral- 
ogical  gem  discovered  in  recent  years. 

RHODONITE. 

Rhodonite  in  small  pieces,  of  fair  color,  is  in  the  Georgia  State 
geological  cabinet,  as  coming  from  Dekalb  County,  brought  by  Mr. 
W.  S.  Yeates,  State  geologist. 

GEM  COIiliECTIONS  AND  L.ITERATURE. 

At  the  Tennessee  Centennial  Exposition,  at  Nashville,  much  atten- 
tion was  attracted  by  the  fine  collection  of  minerals,  especially  gems 
and  gemstones,  belonging  to  Gen.  George  P.  Thruston,  of  Nashville. 
It  was  displayed  in  the  Historical  Building,  and  was  described  as  a 
collection  of  "  the  minerals  of  jewelry."    A  great  variety  of  choice 

> See  Mineral  Resoarves  of  the  United  States,  1805:  Seventeenth  Ann.  Kept.  U.  S.  Geol.  Surrey, 
Fart  III  (contlnned),  1896,  p.  915. 

'Mineral  KeaoorceA  of  the  United  States,  1896;  Precious  Stones,  by  George  F.  Kunz:  Eighteenth 
Ann.  Rept.,  U.  S.  Geol.  Survey,  Part  V  (continued),  1897,  pp.  1208-1209. 

*Am.  Joar.  Sci.  for  Febraary,  1898,  4th  series,  Vol.  V,  pp.  126-127. 
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QTystals  and  cut  stones  from  all  parts  of  the  world  was  here  represented, 
though  the  gems  from  America,  and  especially  southern  localities, 
attracted  particular  notice  because  of  their  local  interest.  The  finest 
cut  amethyst  was  from  North  Carolina.  A  series  of  amethyst  speci- 
mens, ranging  from  the  faintest  tint  to  the  deepest  purple,  was  shown. 
North  Carolina  emeralds  were  also  represented,  and  much  besides. 

Mr.  E.  E.  Chadwick,  of  Lewiston,  Maine,  placed  a  fine  collection 
of  gem  and  other  minerals  in  the  granite  building  erected  by  the  State 
of  Maine  at  the  Chicago  World's  Fair.  The  collection  has  been  trans- 
ferred to  Poland,  Maine,  where  it  has  been  opened  as  a  museum  with  a 
library  added  to  it. 

Bibliography  of  X-Ray  Literature  and  Eesearch,  1896-97,  by  Charles 
E.  S.  Phillips,  New  York,  1897,  is  a  ready-reference  index  to  the  litera- 
ture on  the  subject  of  Eontgen  rays,  or  x-rays.  It  is  a  carefully  pre- 
pared bibliography  of  great  value  to  those  interested  in  studying  the 
properties  of  gems  and  other  substances  by  this  new  agency.  The 
volume  includes  references  to  all  important  papers  that  have  appeared 
up  to  March,  1897,  a  brief  summary  or  retrospect  of  the  historical 
development  of  the  subject,  and  a  chapter  ('^Practical  hints")  by  the 
editor,  giving  suggestions  as  to  the  best  methods  of  overcoming  some 
of  the  mechanical  difficulties  involved. 

The  year  1897  witnessed  the  decease  of  two  persons  whose  names  are 
closely  connected  with  both  the  discovery  and  the  development  of  the 
mineral  wealth  of  North  Carolina,  Mr.  J.  Adlai  X>.  Stevenson,  of  States- 
ville,  who  died  in  May,  at  the  age  of  74,  and  ex- Senator  Thomas  L.  Cling- 
man,  who  died  in  October,  aged  85. 

Mr.  Stevenson  was  a  self  made  man,  of  great  practical  judgment  and 
ability,  and  of  high  integrity  and  generous  disposition.  He  was  all  his 
life  a  North  Carolinian,  rarely  leaving  his  own  State,  but  knowing  its 
people  and  its  resources  as  did  few  others.  Most  of  his  life  and  activity 
was  spent  in  Alexander  and  Iredell  counties.  The  fields,  the  forests, 
the  mountains,  and  the  mineral  resources  of  that  region  were  all  familiar 
to  him,  and  he  was  universally  looked  up  to  as  an  authority  in  all  local 
matters. 

Among  the  many  results  of  Mr.  Stevenson's  keen  and  active  interest 
in  mineralogy,  probably  the  most  important  was  the  discovery  of  the 
celebrated  locality  at  Stony  Point,  Alexander  County,  where  were  found 
the  emerald  crystals  and  subsequently  the  ^Uithia  emeralds," hiddenite, 
or  transparent  green  spodumene,  that  for  a  time  attracted  so  much 
attention.  Mr.  Stevenson  had  engaged  the  farmers  and  country  people, 
especially  children,  to  look  for  and  preserve  the  beryl  crystals  and  other 
peculiar  minerals  that  were  at  times  seen  in  the  soil  formed  of  the  rock 
decomposed  in  place.  He  had  told  them  that  dark-green  beryls  would 
be  of  important  value,  and  had  given  them  much  stimulating  informa- 
tion. He  soon  began  to  receive  specimens  of  these  ^^  green  bolts,"  as 
the  people  called  them,  and  in  the  years  1875  to  1880  he  gathered  a 
fine  collection.    In  1879  hiddenite  crystals  were  found  in  the  soil,  and 
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were  sent  by  him  to  the  late  Mr.  NormaD  Spaug,  of  Pittsburg,  under 
the  impression  that  they  were  remarkably  fine  diopsides.  Later  he 
showed  them  to  Mr.  W.  E.  Hidden,  who  sent  specimens  to  Prof.  J.  Law- 
rence Smith,  of  Louisville,  by  whom  they  were  identified  as  spodumene, 
and  named  after  Mr.  Hidden.  The  Stevenson  collection  of  quartz, 
beryls  and  other  North  Carolina  minerals  has  been  purchased  by  the 
State  of  North  Carolina  and  placed  in  the  State  collection  at  Ealeigh. 

The  late  Gen.  T.  L.  Clingman  was  a  graduate  of  the  University  of 
North  Carolina,  and  became  a  lawyer  at  Asheville.  After  serving  in 
the  legislature  for  a  time,  he  was  sent  to  Congress  for  repeated  terms; 
first  toktbe  House  and  then  to  the  Senate,  whence  he  withdrew  in  1861, 
to  follow  his  State.  He  became  first  a  colonel,  and  then  a  brigadier- 
general,  in  the  Southern  army,  and  served  to  the  end  of  the  war.  Sub- 
sequently he  devoted  his  attention  to  literary  and  scientific  pursuits, 
in  which  he  had  always  been  interested.  Years  before,  in  1855,  he  had 
measured  the  altitude  of  the  highest  point  of  the  Black  Mountains, 
since  named  Clingmans  Peak;  tbishe  published  through  the  Smith- 
sonian Institution;  and  in  1858  he  determined  the  height  of  the  loftiest 
point  of  Smoky  Mountain,  now  known  as  Clingmans  Dome. 

General  Clingman  ^as  greatly  interested  in  developing  the  mineral 
wealth  of  his  State,  and  first  opened  the  mica  mines  in  Mitchell  and 
Yancey  counties.  As  far  back  as  1845  he  became  the  possessor  of  a 
diamond  irom  the  gold  washings  of  Twitty's  mine  in  Eutherford 
county — the  third  stone  obtained  in  the  State,  but  the  first  to  attract 
much  attention.  This  diamond,  a  distorted  octahedron,  over  4  grains 
in  weight,  clear  but  slightly  yellowish,  was  described  by  Prof.  C.  IT, 
Shepard.^  A  few  years  later  he  sent  Professor  Shepard  several  pounds 
of  coarse  blue  sapphire,  broken  from  a  large  crystal  picked  up  at  the 
base  of  a  mountain,  on  the  French  Broad  Eiver,  in  Madison  County. 
This  was  among  the  earliest  notices  of  the  occurrence  of  corunduman 
North  Carolina,  which  has  since  become  so  important.  General  Cling- 
man also  worked  the  zircon  deposits  a  decade  before  the  new  incan- 
descent gas  lights  were  introduced;  and  he  conducted  various  other 
investigations  relating  to  rare  and  valuable  minerals,  and  greatly 
aided  in  making  known  the  resources  of  the  State. 

RONDELLE  AND  OVOID  GEMS. 

During  the  year  1897  the  rondelle  form  of  gem  was  cut  more  exten- 
sively and  in  greater  variety  than  ever  before.  The  rondelle,  or  flat 
circular  bead  with  faceted  edge,  from  5  to  20  mm.  in  diameter,  is  made 
not  only  of  diamond,  but  also  of  ruby,  sapphire,  emerald,  amethyst, 
topaz,  yellow  beryl,  and  white  topaz,  as  well  as  transparent  quartz. 
These  were  strung  among  various  gems,  as  were  the  diamonds  between 
pearls.    They  were  also  placed  in  the  center  of  some  ovoid  gems — that 

>  Sue  Am.  Joar.  Sci.,  for  September,, 1U6,  2d  series,  Vol.  II,  pp.  253-254. 
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is,  gems  cat  in  an  ovoid  or  egg  shape — both  ends  being  alike  and 
brought  together  in  the  center  and  the  rondelle  gem  placed  between. 
In  all  white  gems — either  diamond,  white  topaz,  or  white  crystal — 
or  placed  between  opal  or  amethyst,  or  even  jade,  the  effect  is  to 
light  up  the  gem  in  a  remarkably  pleasing  manner,  adding  much  to  its 
beauty.  In  this  form  it  was  much  used  for  necklaces  or  bracelets, 
especially  in  the  new  long  form  of  necklace,  frequently  from  50  to  60 
inches  in  length,  called  by  the  French  sautoii-.  These  rondelles  were 
also  used  between  topaz,  agate,  onyx,  chrysoprase,  and  the  endless 
series  of  natural  and  artificially  colored  chalcedony,  tiger-eye,  etc. 

« 

HARDNESS    OF   MI]S:ERAL.S   AND   PRECIOUS    STONES. 

An  important  article,  by  Mr.  T.  A.  Jaggar,  jr.,  of  Cambridge,  Massa- 
chusetts, upon  the  hardness  of  minerals  and  precious  stones,  and  the 
methods  of  testing  and  determining  it,  has  recently  appeared.^ 

The  article,  which  is  entitled  A  Microsclerometer  for  determining  the 
Hardness  of  Minerals,  embodies  the  results  of  a  research  carried  on  in 
the  petrographical  laboratory  of  Harvard  University,  and  contains 
much  valuable  matter  in  addition  to  the  detailed  description  of  a  new 
and  exceedingly  delicate  and  complicated  instrument. 

Mr.  Jaggar  begins  with  a  summary  of  the  various  methods  employed 
or  suggested  by  different  writers — mineralogists,  metallurgists,  and 
physicists —for  determination  of  hardness.  These  are  grouped  under 
the  four  heads  of  (1)  abrasion,  (2)  penetration,  (3)  friction,  and  (4)  frac- 
ture. A  discussion  then  follows  as  to  the  conditions  requisite  to  really 
accurate  hardness  tests.  Here  some  very  careful  discriminations  are 
made  as  to  the  relation  of  results  to  the  hardness  of  the  abrader,  to 
the  interaction  between  it  and  the  substance  tested,  to  the  atomic, 
molecular,  and  mechanical  structure  of  the  latter,  jointly  or  severally, 
and  the  like,  many  of  which  are  of  much  physical  interest.  Then, 
after  stating  the  objects  sought  to  be  attained  in  its  construction  and 
the  principles  accepted  as  its  basis,  the  instrument  is  described  at 
length. 

The  penetration  method  is  selected  as  best  capable  of  accurate  meas- 
urement. The  abrader  chosen  is  diamond,  a  perfectly  regular  cleavage 
tetrahedron,  easily  obtained  among  diamond  chips,  being  employed, 
and  microscopically  examined  for  an  exactly  equal  solid  angle,  which 
is  then  fixed  with  perfect  accuracy  of  centering  on  the  point  of  a  small 
rotating  "mount."  This  last  projects  vertically  downward  from  the 
end  of  a  delicate  horizontal  beam  provided  with  all  manner  of  refined 
devices  for  adjusting,  weighting,  locking  and  releasing,  etc.;  and  the 
rotary  motion  is  given  from  a  wheel  at  the  other  end,  operated  by  hand, 
or,  in  Mr.  Jaggar's  later  studies,  by  clockwork.     The  whole  apparatus 

1  Am.  Joar.  Sci.  for  Dec,  1887,  4th  series,  Vol.  IV,  pp.  398-412;  also  Zeitschr.  flir  Krystsllographto, 
etc.,  Lelpsic,  Vol.  XXIX,  Part  IH,  1808,  pp.  2e^-275. 
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is  arranged  to  be  clamped  to  the  base  of  a  Fuess  No.  1  microscoi>e  in 
such  wise  that  the  placing  and  orienting  of  the  crystal  or  other  section 
to  be  tested,  the  adjustment  of  the  point  to  its  surface,  and  the  progress 
of  the  operation  can  all  be  either  observed  under  high  powers,  meas- 
ured by  delicate  micrometers,  or  accurately  and  automatically  recorded. 
The  known  rate  of  rotation  with  a  given  weight,  the  number  of  revolu- 
tions being  read  off  from  a  register,  then  gives  the  amount  of  resistance 
in  boring  to  a  depth  of  10  microns  (0.01  mm.) — the  usual  limit — as  care- 
lully  watched  during  the  process  on  the  micrometer  focused  under  the 
objective.  It  is  impossible  without  illustrations  to  describe  the  com- 
plicated adjustments  of  this  remarkable  instrument. 

Some  of  the  results  obtained  by  Mr.  Jaggar  are  given  at  the  close  of 
the  paper.  In  these  there  is  brought  out  very  strikingly  the  fact, 
already  known,  but  not  very  familiar,  that  the  differences  in  hardness 
between  the  minerals  of  the  ordinary  Mohs  scale  increase  enormously 
in  passing  from  the  lower  to  the  higher  numbers.  With  a  uniform 
weight  of  10  gm.,  and  all  other  conditions  alike,  the  hardness,  as  given 
in  revolutions  of  the  diamond  i>oint  necessary  to  bore  to  a  depth  of  10 
microns,  appears  as  follows  (from  2  to  9  Mohs) :  Gypsum,  8.3 ;  calcite 
(cleavage),  50;  fluorspar  (octahedral  cleavage),  143;  apatite  (basal),  233; 
orthoclase  (cleavage  P),  4,665;  quartz  (basal),  7,648;  topaz  (basal), 
28,867;  corundum  (rhombohedral),  188,808.  Reduced  to  the  standard 
(corundum,  1,000)  adopted  by  Eosiwal,  and  arranged  for  comparison 
with  the  results  published  by  Plaff  in  1884  and  Eosiwal  in  1892,  this 
increase  of  the  hardness  ratio  becomes  far  more  marked  in  these  latest 
tests,  as  shown  by  the  following  table: 

Belative  hardness  of  gems. 


Corundum 

Topaz 

Quartz 

Orthoclase 
Apatite  . . . 
Fluorite  .. 

Calcite 

Gypnum . . . 


Plaff. 


1,000 

459 

264 

191* 
53.5 
37.3 
15.3 
12.03 


Rosiwal. 


1,000 
138 
149 
28.7 
6.20 
4.70 
2.68 
.34 


Jaggar. 


1,000 
152 
40 
25 
1.23 
.75 
.26 
.04 


The  instrument  is  also  capable  of  other  applications  in  physical  min- 
eralogy, which  can  not  be  dwelt  upon  here. 
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PRODUCTION. 


In  the  following  table  is  given  a  statement  of  the  production  of 
precious  stones  in  the  United  States  in  1896  and  1897 : 

Production  of  precious  Btonea  in  the  United  States  in  1896  and  1897, 


Diamond . . . . 

Sapphire 

Ruby 

Topaz 

Beryl  (aqnamariue,  etc.) 

Emerald 

Phenaoite T 

Tourmaliiie ^ 

Peridot 

Qaartz,  crystal 

Smoky  qnartz 

Rose  qnartz 

Amethyst 

Prase 

Gk>ld  qnartz 

Rntllated  quartz 

Dumortierite  in  qnartz 

Agate 

Moss  agate 

Chrysoprase 

Silioified  wood  (silicified  and  opalized) 

Opal 

Garnet  (almandite) 

Garnet  (pyrope) 

Topazolite 

Amazon  stone 

Oligoclase 

Moonstone 

Turquoise 

Utahlite  (compact  yariscite) 

Chlorastrolite 

Thomsonite 

Prehnite 

Diopside 

Epidote 

Pyrite 

Rntile 

Anthracite 

Catlinite  (pipestone) 

Fossil  coral 

Arrow  points 

Total '. 


laoe. 


97,850 


1897. 


None. 

None. 

$10,000 

$25,000 

1,000 

None. 

200 

None. 

700 

1,600 

None. 

26 

None. 

None. 

3,000 

9,126 

600 

600 

7,000 

12,000 

2,600 

1,000 

600 

None. 

600 

200 

100 

None. 

10,000 

5,000 

600 

None. 

60 

None. 

1,000 

1,000 

1,000 

1,000 

600 

None. 

4,000 

2,000 

200 

200 

600 

7,000 

2,000 

2,000 

100 

None. 

1,000 

600 

600 

26 

250 

None. 

40,000 

65,000 

600 

100 

600 

600 

600 

600 

100 

100 

200 

100 

260 

None. 

1,000 

1,000 

100 

800 

2,000 

1,000 

3,000 

2,000 

1,000 

600 

1,000 

1,000 

130, 676 
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IMPORTS. 

The  following  table  shows  the  diamond^  ^d  other  ])reGions  stones 
imported  into  the  United  States  from  1867  to  1897 : 

Diamonds  and  other  precioua  atones  imported  and  entered  for  connumption  in  the  United 

States,  1867  to  1807,  inclusive. 


DiamoDds. 


Yeare  ending- 


June  30,1867... 
18fi8... 
1869  .. 
1870... 
1871... 
1872... 
1873... 
1874... 
1875... 
1876. . . 
1877... 


I  Glaziers'. 


^"**-      uncut.      ^** 


Unset. 


$906 
4^ 
445  I      |140 


9. 372 

976 

2.  38(5 


71 
17 
89,707 
40, 424 
68,621 
32. 518 
20.  678 
45,  264 


1878. ...i •  36,4(»9 


1879. 
1880. 
1881. 
1882. 


I  18,889 

.'  49,360 

I  51,409 

i  92,853 


1883 82,628 


1884.... 

1885.... 

Dec.  31,1886.... 

1887.... 

IcHIo*  •  •  • 
XOoV* • • • 

1891.... 
1892.... 
1893.... 
1894.... 
189u. • . . 
1896. . . . 
1897... 


22. 208  1  37. 121 

11,526  I  30,426 

8,949  I  83.316 

9,027     33.498 

10,025     29,127 

8,156     68,746 

147,227   179,154 

a 565, 023  !l25,688 

532,246  144,487 

357. 939     74. 255 


82,081 


53,691 


107,463   135,558 


78,990 
{»29,576 


65,600 
167, 118 


$176,426 
144.629 
211,920 
186,404 
78, 033 
63,270 
104, 158 
129,207 
233,596 
449, 513 
443,996 
367,816 
371,679 
302.822 
262.357 
2U,876 
196,204 
349,915 
(c) 


1.386,726     $330  ,  $2,789,924 


Diamonds 

and  other 

stones  not 

set. 


Set  in  , 

gold  or , 

other  I 

metal. ' 


Total, 


$1,317,420 
1,060,544 
1,  997, 282 

1,  768, 324 

2.  :i49. 482 
2.939.155 
2,917,216 
2, 158, 172 
3,234,319 
2,400,510 
2, 110,  215 
2, 970, 469 
3, 841, 335 
6, 690. 912 
8, 320, 315 
8, 377, 200 
7,598.176 
8. 712. 315 
5,628,916 
7,915,660 

10. 526, 998 

10,223,630 

11, 704, 808 

(212,420.305 

«12,065.277 

el3, 845, 118 

e9,  765, 311 

e7, 291, 342 

06,330.834 

64,474.311 

1,003,055 


$291 

1.465 

23 

1,504 

256 

2, 400 

326 

114 

45 

1,734 

1,025 

538 

765 

1,307 

3,205 

/2,081 


$1,318,617 

1,062,493 

1.997.890 

1,779,271 

2.:i50.731 

3,033,648 

I  3,134,392 

1  2,371,536 

!  3, 478,  757 

I  2,616.643 

I  2, 235.  246 

;  3,071,173 

j  3.964,920 

!  6,870,244 

j  8, 606,  627 

8.922.771 

8,  120,  881 

9, 139.  460 

6.042,547 

8,259.747 

10,831.880 

10,507,658 

111,978,004 

13,105,601 

12,756,688 

14,521,851 

10. 107, 505 

7, 427. 214 

6, 573. 855 

4,618.901 

6, 276, 720 


a  tuoludiug  nlHO  enKnivers*,  not  set,  and  Jewels  to  be  used  in  the  manufacture  of  watches,  from  1891 
to  |H94|  tVtuu  1894  to  1890  miners'  diamonds  are  also  included. 
h  luvUuUun  also  minors'  and  engravers',  not  set. 
e  liioludod  with  diamouds  and  other  stones  from  1391  to  1896. 
(/  Im^ltidoM  Mt(»ui«H  set  aud  not  specially  provided  for  since  1890. 
0  liioiudliiK  nxitfli  *>(*  uuout  diamonds. 
/  Nut  ■tiecllleil  winoo  1883. 


ABRASIVE    MATERIALS 


By  Edward  W.  Parkeb. 


BUHR8T01STES. 

PRODUCTION. 

Biihr8tx)nes  or  millstones  of  domestic  production  are  made  from  a 
quartz-conglomerate  rock  occurring  in  several  localities  along  the  east- 
ern slope  of  the  Allegheny  Mountains.  The  production  at  the  present 
time  is  limited  to  three  places:  One  is  in  New  York,  in  the  vicinity  of 
the  towns  of  Accord,  Kerhonkson,  and  Kyserike,  in  Ulster  County;  the 
second  is  in  Lancaster  County,  Pennsylvania;  and  the  third  is  in. 
Montgomery  County,  Virginia.  Local  designations  are  applied  to  the 
stone  in  these  several  districts.  The  New  York  product  is  given  the 
name  "Esopus  stone;"  the  Pennsylvania  product  is  termed  "Cocalico 
stone;"  while  the  Virginia  stone  is  known  as  "  Brush  Mountain  stone." 
Though  this  conglomerate  rock  is  used  in  the  manufacture  of  mill- 
stones, and  is  classed  as  buhrstone,  it  is  entirely  distinct  from  the  im- 
ported French,  Belgian,  and  German  buhr.  Of  the  imported  buhrs  the 
French  and  Belgian  are  hard,  porous  stone  composed  of  small  particles 
of  silica  cemented  by  calcareous  material,  while  the  German  is  said  to 
be  of  basaltic  lava. 

The  buhrstones  of  commerce  made  from  imported  material  are  com- 
posed of  comparatively  small  pieces  fitted  to  one  another  and  bound 
into  solid  wheels.  The  domestic  millstones  are  cut  out  of  the  solid  rock 
in  one  piece.  They  are  used  in  pairs  for  the  grinding  of  paint  ore, 
cement  rock,  phosphate  rock,  bone,  and  the  coarser  cereals.  Their  use 
in  flouring  mills,  except  in  isolated  cases,  has  been  supplanted  by  the 
modern  roller  process.  The  result  of  the  introduction  of  the  roller 
process  in  flouring  mills  is  exhibited  in  the  statistics  of  the  production 
of  millstones  from  domestic  rock  and  the  value  of  buhr  and  buhrstones 
imported  into  this  country.  In  1880  the  value  of  the  millstones  made 
in  the  United  States  was  placed  at  $200,000,  while  imported  buhr  and 
buhrstones  were  valued  at  $125,072.     In  1889  the  value  of  the  product 

of  domesti(*  millstones  had  fallen  to  $35,155,  and  the  value  of  the  imports 
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to  $40,884,  tlie  total  being  less  than  one-fourth  of  what  it  was  in  1880. 
In  1894  the  domestic  product  had  fallen  to  a  value  of  only  $13,887, 
while  the  imxx>rts  were  worth  only  $18,087,  the  aggregate  being  about 
42  per  cent  of  what  it  was  in  1889  and  only  10  per  cent  of  what  it  was 
in  1880.  Since  1894  there  has  been  a  slight  increase  in  production. 
The  value  of  the  millstones  made  in  the  United  States  during  1897  was 
$25,932,  an  increase  over  1896  of  $3,365.  The  value  of  the  imports  in 
1897  was  $22,956,  a  decrease  as  compared  with  the  preceding  year  of 
$4,009.  Oompared  with  the  production  in  1880,  that  for  the  last  nine 
years  seems  hardly  worth  recording,  for,  while  the  value  in  1897  was  less 
than  $26,000,  it  is  the  largest  figure  reported  since  1889. 

In  the  following  table  is  exhibited  the  value  of  the  millstones  pro- 
duced in  the  United  States  since  1880: 


Value  of  huhraton€9  produced  in  the  United  States  from  1880  to  1897, 


Year. 

Value. 

Tear. 

Value. 

1880 

$200,000 
150,000 
200,000 
150,000 
150,000 
100,000 
140,000 
100,000 
81,000 

1889 

$35,155 
23,720 
16,587 
23,417 
16,639 
13,887 
22,542 
22,567 
25,932 

1881 

1890 

1882 

1891 

1883 

1892 

1884 

1885 

1893 

1894 

1886 

1895 

1887 

1896 

1888 

1897 

IMPORTS. 


The  following  table  gives  the 'value  of  buhrstones  and  millstones 
imported  into  the  United  States  each  year  since  1868: 

Value  of  huhretonee  and  milUtonee  imported  into  the  United  States  from  1868  to  1897, 


Year  ended— 

Rough. 

Made 

into  mill- 

atones. 

Total. 

June  30.1868 

$74,224 
57,942 
58,601 
35,406 
69,062 
60,463 
36,540 
48,068 
37, 759 

$74,224 
60,361 
60,898 
39,104 
75,029 
68,578 
79, 710 

115,059 
84,087 

1869 

1870 

1871 

$2,419 

2,297 

3,698 

5,967 

8,115 

43, 170 

66,991 

46,328 

1872 

1873 

1874 

1875 

1876 1 
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Value  of  huhr9tone9  and  milUionei  imported  into  the  United  Stateafrom  1868  to  ISdJ^- 

Continued. 


Year  ended— 

Rough. 

Made 

into  mill- 

Btonee. 

Total. 

June  30,1877 

$60,857 

87,679 

101, 484 

120, 441 

100, 417 

103,287 

73, 413 

45,837 

35,032 

29,273 

23,816 

36,523 

40, 432 

32,892 

23,997 

33,657 

29,532 

$23,068 

1,928 

5,088 

4,631 

3,495 

747 

272 

263 

455 

662 

191 

706 

452 

1,103 

42 

529 

729 

$83,925 

89,607 

106, 572 

125,072 

103. 912 

104,034 

73,685 

46,100 

35, 477 

29,935 

24,007 

37,228 

40,884 

33,995 

24,039 

34,186 

30,261 

a  18. 087 

20, 316 

26,965 

22,956 

1878 

1879 

1880 

1881... 

1882 

1883 

1884 

1885 

Dec.    31.1886 

1887 

1888 

1889 

1890 

1891 

1892 

1893 

1894 

1895 

1896 

1897 ' 

i 

1 

a  Not  separately  olaoalfled  after  1893. 


GBII^BSTGirES. 


OCCURRENCE. 

GrindstoDeis  of  domestic  manufacture  are  obtained  from  the  sand- 
stone deposits  which  extend  along  the  shores  of  Lake  Erie  for  some 
distance  east  and  west  of  Cleveland,  Ohio,  and  as  far  inland  as  Ma- 
rietta, and  on  Lake  Huron  above  Detroit,  Michigan.  In  Mineral 
Resources  for  1886  the  methods  of  manufacture  and  use  are  given  in 
detail,  together  with  a  tabular  statement  of  the  several  varieties,  for- 
eign or  domestic,  that  occur,  with  their  special  uses.  Five  varieties 
are  produced  in  the  United  States — four  in  Ohio  and  one  in  Michigan. 
The  four  in  Ohio  are:  (1)  Berea,  fine  sharp  grit,  used  specially  for 
sharpening  e^ge^  tools;  (2)  Amherst,  soft  loose  grit,  for  edge  tools  and 
saws;  (3)  Indepeudence,  coarse  sharp  grit,  for  grinding  springs  and 
files  and  for  dry  grinding  of  castings;  (4)  Massillon,  also  coarse  sharp 
grit,  for  large  edge  tools,  springs,  files,  and  dry  castings.  The  Huron 
(Michigan)  stone  has  a  fine  sharp  grit,  and  is  used  for  sharpening  edge 
tools  when  a  very  fine  edge  is  required. 
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PRODUCTION. 

In  the  report  for  1896  comment  was  made  on  the  wholesome  recovery 
in  the  grindstone  industry  from  the  depression  which  marked  the  trade 
conditions  in  1894  and  181)5,  the  value  of  the  product  in  1896  being  a 
little  more  than  75  per  cent  of  the  value  of  the  output  in  the  two  pre- 
vious years  combined.  The  returns  for  1897  show  that  the  improved 
conditions  continued,  the  value  of  the  grindstones  made  in  the  year  Just 
past  exceeding  that  of  any  year  since  1891.  The  value  of  the  product 
during  1897  was  $368,058,  against  j?326,826  in  1896  and  $205,768  in 
1895. 

In  reporting  their  production  some  manufacturers  use  the  ton  as  a 
unit  of  quantity;  others  report  the  number  of  grindstones  made  and 
sold,  while  still  others  state  siuiply  the  total  value  of  their  output. 
Under  such  conditions  the  only  means  for  obtaining  a  total  statement 
and  for  making  comparisons  is  in  using  the  value  of  the  product.  In 
reporting  the  imports  of  grindstones  the  Bureau  of  Statistics  of  the 
Treasury  Department  also  limits  the  statements  to  the  value,  no  figures 
relating  to  quantities  having  been  published  since  1883.  The  value  of 
the  grindstones  imported  during  the  decade  ending  December  31, 1897, 
has  averaged  15.3  x>er  cent  of  the  domestic  product.  During  this  period 
the  greatest  value  for  the  domestic  product  was  in  1891,  when  a  total 
of  $476,113  was  reported.  The  value  of  the  imports  reached  the  highest 
figure  ($66,195)  in  1896,  The  smallest  domestic  product  was  in  1895, 
the  value  in  that  year  amounting  to  only  $205,768,  and  the  year  of  least 
value  of  the  imports  was  in  1891,  when  it  amounted  to  $21,028. 

In  the  following  table  is  shown  the  value  of  grindstones  produced  in 
the  United  States  since  1880: 

Value  of  {irindstones  produced  in  the  Untied  StateSj  ISSO  1o  ISf'C 


Yi'ar. 


Valiu* 


1880 ;  $500,000 

1881 500,  000 

1S82 700,000 

1SS3 600,000 

1884 , I  570,000 

1SS5 '  500,  mo 

18H6 250,000 

1887 '  221,. 100 

18S8 f 281.800 


Year. 


Valu 


188J» $^.S9,587 

1890 450,000 

1891 470.113 

1892 272.  244 

1893 338,787 

1894 223.214 

1895 205,708 

1896 326,826 

1897 368.058 
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IMPORTS. 

The  amount  and  value  of  ^grindstones  imported  into  tlie  United  States 
since  1868  are  as  follows: 

Grindstones  imported  and  entered  for  conaumption  in  the   United  States,   IS'iS  to  JMC, 

inchtaire. 


FinishiMl. 

T'utiiiisbejl 

or  rough. 

J 

1                        1 
1 

Yt'ar  eiuliMl  — 

, — 

1  Total  vahu'. 

1 

Quantity. 
Lomi  toHM. 

Value. 

Quantity. 
Lonrj  tons. 

Value. 

1 

1              1 

June^O,  18(» 

....- 

$25,  640 

$35,  215 

$60,  855 

inm 

1 

15, 878 

99,  715 

115,593 

1870 

1871 

385 

20, 161 
43,  781 

96,  444 
60,  935 

125,  605 
104,716 

3,  957. 15 

1872 

1,202 

13, 453 

10,  774. 80 

100,494 

113,  947 

1873 

1,  437 

17,  033 

8,  376. 84 

94,  900 

111,033 

187 1 

1,  143 

18, 485 

7,721.44 

'     87,525 

106, 010 

1875 . 

1,,S73 

17, 642 

7,  (i56. 17 

90,  172 

107,814 

187() 

1,681 

20,  262 

6. 079.  34 

69,  927 

90, 180 

,                     1877 

1,  245 

18,546 

4, 979. 75 

58,  57.5 

77,  121 

1878 

1.463 

21,688 

3.669.41 

46,441 

68, 129 

1870 

1.603 

24,  904 

1     4,584.16 

,52,  343 

1        77, 247 

,                     1S8() 

1,573 

24,  375 

4,  578. 50 

51,  890 

76,  274 

1881 

2,064 

30.  288 

5,  044.  71 

56,  840 

S7, 128 

1882 

1.705 

30,  286 , 

5,045.61 

(>(>,  930 

'         97, 225 

1H83 

1,  /;>;) 

28,  055 

6,  045. 63 

77.  707 

105,  852 

1881 

• 

r/S6.  2S6 

1                        ..-^        . .     . 

is8:j 



.5<».  570     1 

lU'c.  :n.  1880 

30.  140    ; 

1.S87 

,50,312     ' 

1SS8 

1 

•51  755 

1889 

'        57.  720     1 

1                       LSSK) 

15  115 

1801 

1 

21.  ()2S     ! 

'                       1S02 

' 

(51   05"'     ' 

im\ 

.5!)  500 

1S!U 

« 

5**  6S8 

1S05 

54  27ri 

m-c> 

♦  ;6.  105     ' 

1S07 

■ 

i!>,  io«; 

(iSJnre  l.-^S-t  rlassfd  jis  liiiisln'«l  or  tnitini.>*luMl. 
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CANADIAN  PRODUCTION. 


The  Geological  Survey  of  Canada  gives  the  following  statement  of 
the  production  of  grindstones  in  the  Dominion  since  1886: 

ProduQtion  of  grindstones  in  Canada  since  1886, 


Calendar  year. 


1886. 
1887. 
1888. 
1889. 
1890. 
1891. 
1892. 
1893. 
1894. 
1895. 
1896. 
1897. 


Tons. 


4,000 
5,292 
5,764 
3,404 
4,884 
4,479 
5,283 
4,600 
3,757 
3,475 
3,663 


V  Value. 


$46,545 
64,008 
51,129 
30,863 
42,340 
42,587 
51, 187 
38,379 
32, 717 
31,932 
32,810 
40,000 


OIIiSTONES  AISD  WHETSTOXES. 

PRODUCTION. 

The  production  of  this  class  of  abrasives  in  1897  consisted  of  846,000 
pounds  of  oilstones  and  water  whetstones,  200,000  pounds  of  shoe- 
maker's rubstones,  40,000  pounds  of  kitchen  rubstones,  150,000  pounds 
of  coarser  sandstones,  and  18,000  gross  of  scythestones.  These  repre- 
sented in  value  a  total  of  $149,970,  against  $127,098  in  1896.  While 
this  shows  an  increase  in  1897  of  about  18  per  cent  over  1896,  it  was 
nearly  $6,000  less  than  the  valae  of  the  product  in  1895. 

The  rough  material  from  which  our  oilstones,  etc.,  are  made  is 
obtained  from  various  localities  in  the  United  States.  The  finer  grades 
of  oilstones  are  made  from  two  grades  of  novaculite  quarried  in  the 
vicinity  of  Hot  Springs,  Arkansas,  and  known,  respectively,  as  "Arkan- 
sas" and  '<  Washita"  stone.  Fine-grained  sandstone,  called  ^^EUndo- 
Stan"  or  "Orange"  stone,  from  Orange  County,  Indiana;  Lake 
Superior  stone,  quarried  in  Cuyahoga  County,  Ohio,  and  a  similar 
material,  known  as  Labrador  stone,  from  Cortland  County,  New  York, 
and  chocolate  stone,  from  Lisbon,  Kew  Hampshire,  are  used  for  whet- 
stones. Scythestones  and  rubstones  are  made  from  Indian  Pond  and 
Lamoille  stone,  quarried  in  Grafton  County,  New  Hampshire,  and 
Orleans  County,  Vermont;  from  Berea,  Ohio,  grit  (which  also  furnishes 
grindstones),  and  from  some  of  the  Indiana  sandstone. 

The  principal  manufacturer  of  oilstones,  whetstones,  etc.,  in  the 
United  States  is  the  Pike  Manufacturing  Company,  of  Pike  Station, 
New  Hampshire,  the  output  of  this  company  in  1897  being  valued  at 
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nearly  $141,000,  oat  of  a  total  of  $149,970.  This  company  owns  quar- 
ries at  French  Lick,  Georgia,  Orangeville  and  Paoli,  Indiana;  Haver- 
hill, Piermont,  Orford,  and  Lisbon,  New  Hampshire;  Truxton,  New 
York,  and  Westmore  and  Brownington,  Vermont;  and  besides  having 
its  own  quarries  and  1,000  acres  of  quarry  land  in  Oarland  County, 
Arkansas,  the  company  has  contracted  with  all  the  individual  quarry- 
men  for  their  entire  output  for  a  number  of  years.  During  1896  the 
Pike  Company  erected  a  mill  at  Hot  Springs,  Arkansas,  for  cutting  and 
Unishing  the  novaculite  quarried  in  that  vicinity,  and  discontinued  the 
manufacture  of  Labrador  stone  from  Cortland  County,  New  York. 

Under  existing  circumstances  the  first  uniform  selling  value  that  can 
be  placed  upon  the  product  is  for  the  finished  articles,  which  for  the 
last  six  years  has  been  as  follows : 

Value  of  oilstaneB,  whetsUmea,  etc.,  produced  in  the  United  States  einee  1891. 


Year. 


1891 
1892 
1893 
1894 
1895 
1896 
1897 


Valne. 


$150,000 
146,730 
135, 173 
136,873 
155,881 
127,098 
149, 970 


From  1880  to  1890,  inclusive,  the  product  and  value  of  the  rough 
stone  has  been  published  in  these  reports,  exception  being  made  in  the 
case  of  the  output  for  1890,  when  the  value  for  the  unfinished  product 
was  given  for  the  novaculite  of  Arkansas,  and  in  all  other  cases  the 
value  of  the  finished  stones  is  quoted.  The  annual  production  from 
1880  to  1890  was  as  follows : 

Product  of  oilatonea  and  wheteiones  from  1880  to  1890, 


Year. 


1880. 
1881, 
1882. 
I883! 
1884. 
1885. 
1886. 
1887. 


Pounds. 


420,000 

500,000 

600,000 

600,000 

800,000 

1,000,000 

1, 160, 000 

1, 200, 000 

1888 [    1,500,000 

1889 5,982,000 

1890 i 


Value. 


$8,000 
8,580 
10,000 
10,000 
12,000 
15,000 
15,000 
16,000 
18,000 
32,980 
69,909 
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The  reports  of  production  by  the  Pike  Manufacturing  Company  have 
been  furnished  this  office  annually  since  1892,  with  permission  to  i)ub- 
lish.  They  may  be  taken  as  indicative  of  the  condition  of  the  industry, 
and  are  shown  in  the  following  table.  These  figures  are  not  claimed 
to  be  exact,  but  are  estimated,  though  sufficiently  approximate  for  all 
|)ractical  purposes. 

Production  of  oUstonen,  etc.,  hy  the  Pike  M an itfact tiring  Company  ninoe  LS!fJ. 


1802. 


1893. 


mu. 


Kind. 


Output.    ]    Value,     i    Output.        Value.    •    Output. 


A'ahu' 


Wasliitu  Htono. pounds. . 

400,000 

$60,  000 

300.  000 

$45,  000 

300, 000 

$45.  (M)0 

Arkausas  stoiiw . .  .do 

20, 000 

12,000 

12,000 

12,000 

15,  000 

15.rKX3 

Labrador  stouo ...  do 

500 

50 

200 

20 

100 

10 

Hiiidost an  stone,  .do 

300,  000 

:  15,(H)0 

250.  0(X) 

13,  000 

3(K).  000 

15,0<{0 

Sandstone do 

100,000 

'     2, 000 

IW.  (KM) 

2,000 

100,  000 

2,  200 

Cliofolate  stone .  .do 

20, 000 

2,  000 

20,  0(X) 

2,000 

25,  0(X) 

2. 500 

Sc,v  thestones ^ross . . 

16,000 

50,000 
141,050 

13,000 

40,  (XX) 

15, 000 

45,000 

Total  value 

114.020 

124,710 

Kiud. 


1895. 


18i»6. 


18!»7. 


Output.        Value.    '    Oulput.        VhIu©.        Output.  Viili 


u- 


Washita  stone . pounds . .    250,  000  sWO,  000  i  i 


Arkansas  stone. .  .do . . . 
Hindoatan  stone.. do... 

Sandstone do... 

Chocolati*  stout' . .  do . . . 
Scy  the.stones ^ross . 


15,  OCO 

300,  000 

1(X),  000 

10,  000 

15,  (MX) 


20,  000 

12.  000 

2,  000 

1,000 

47,  750 


240,000   $50,  (H)0     500.000  ,  .f75,(KX) 


275.  0(X) 

1(X).  000 

10, 000 

15,  000 


10.  0(X) 
2,  (XX) 
1,  000 

35,  000 


320,  (X  K) 

150,000 

5,000 

16,  0(M) 


Total  value 122,  750    \)H,  (K)0 


12,  8(X) 
3.0(X) 
100 
5(»,000     ' 

140.  IXX)     I 
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IMPORTS. 

The  following  table  shows  the  total  value  of  all  kinds  of  liones  and 
whetstones  imported  since  1880: 

Imports  of  honc8  and  wheWoiics  ninre  JtS'SO. 
Year  «nile«l —  Value.  Yfar  einl«Ml—  Value. 

.hinemi880 $14,185  Dee.  31,  1889 $27,400 

1881 16,(i31  1890 37.4,')4     '■ 

1882 27,882  1891 3.5,344     ; 

i  1883 30,178     '  1892 33,420     \ 

1884 2^.513      I  1893. 25,301 

1885 21,434      i  1894 2(1,671 

Dec.  31, 188(1 21,141      ,  1895 32. 43!* 

1887 24,093  1896 50,588 

1888 .30. 670  1897 34, 485 
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PRODUCTION. 

During  the  last  three  years  the  total  amount  of  corundum  and  emery 
mined  and  marketed  has  been  without  material  change.  The  prodin^t 
in  181)7  aggregated  2,l(>r)  short  tons,  against  2,1-0  tons  in  1890  and 
2,102  tons  in  1895.  The  princii)al  feature  of  the  industry  in  1897  was 
the  increase  in  the  shipments  of  emery  from  Westchester  County,  ^ew 
York.  In  189(J  the  shipments  from  this  region  amounted  to  G33  short 
tons;  in  1897  the  siiipments  were  949  tons,  indicating  an  increase  of 
exactly  50  i)er  cent.  During  1895  the  shipments  were  about  the  same 
as  in  1897.  The  production  in  Massachusetts  increased  about  10  j>er 
cent  over  1890.  Xorth  Carolina  corundum  shipments  were  less  in  1897 
than  in  the  preceding  year,  but  indications  point  to  a  considerable 
increase  in  the  business  for  1898.  A  recent  discovery  is  reported  of 
the  occurrence  of  corundum  deposits  differing  from  those  wiiich  have  so 
far  been  worked.  This  new  discovery  is  said  to  consist  of  a  lode  fornm- 
tion  traceable  for  3  miles,  having  a  width  of  from  8  to  12  feet  and  con 
taining  three  ''pay  streaks"  from  2  to  4  feet  each  in  width. ^  This  lode 
is  said  to  yield  ore  giving  45  per  cent(;lean  corundum  crystals,  ranging 
in  size  from  one-twentieth  of  an  inch  to  the  size  of  a  hickory  nut. 

The  corundum  and  emery  mining  industry  has  suffered  considerably 
during  the  last  few  years  from  the  general  depression  in  values.  Tliis 
has  resulted  in  the  closing  down  of  a  number  of  small  operations  in 
North  Carolina,  leaving  at  the  present  time  only  two  (companies  in  that 
field.     One  of  these,  the  Hampden   Kmery  and  Corundum  Company, 


'Lev«  n'tt  S.  Riiprs,  in  MuniifactnieiM  llecunl,  Juiiiiary  28,  is'.W. 
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also  ooDtrols  the  Massachusetts  mines  and  formerly  operated  a  mine  in 
Georgia.  The  Georgia  mine  has  been  abandoned  for  several  years,  the 
company  now  confining  its  business  to  Massachusetts  and  North  Caro- 
lina. The  National  Abrasive  Manufacturing  Oompany,  formerly  the 
Savannah  Mining  Company  of  Dillsboro,  was  the  only  other  company 
producing  corundum  in  North  Carolina  during  1897.  Two  new  organi- 
zations said  to  xK>8sess  ample  capital  expect  to  enter  the  field  in  1898. 
These  are  the  Turkey  Knob  Corundum  Company  of  Baltimore,  Mary- 
land, and  the  Isbell  Corundum  Company  of  Asheville,  North  Carolina. 
The  producers  of  both  emery  and  corundum  are  averse  to  giving 
publicity  to  their  business^^and  in  order  to  maintain  the  confidential 
nature  of  the  statistics  the  production  of  the  two  minerals  is  stated 
together  in  the  following  table: 

Annual  product  of  corundum  and  emery  since  1881. 


Tear. 

Qaantity. 

1 

Valae. 

Year. 

Quantity. 

Valae. 

1881 

Short  torn. 
500 
500 
550 
600 
600 
645 
600 
589 
2,245 

$80,000 

80,000 

100,000 

108,000 

108,000       ; 

116, 190 
108,000 
91,620    ; 
105, 567 

1890 

Short  ton». 
1,970 
2,247 
1,771 
1,713 
1,495 
2,102 
2,120 
2,165 

$89,395 
90,230 
181,300 
142, 325 
95,936 
106,256 
113, 246 
106, 574 

1882 

1883 

1891 

1892 

1884 

1893 

1885 

1894 

1886 

1895 

1887 

1896 

1888 

1897 

1889 

IMPORTS. 

The  corundum  used  in  the  United  States  is  exclusively  of  domestic 
production.  Emery  is  imported  from  Turkey  and  the  island  of  Naxos, 
one  of  the  Cyclades  group  in  the  Grecian  Archipelago. 

The  following  table  shows  the  imports  of  emery  from  1867  to  1897 : 

Emery  imported  into  the  United  States  from  1867  to  1897,  inclusive. 


Year 
ended— 


June  30- 
1867. 
1868. 
1869. 
1870. 


GrainB. 


Quantity.  ;    Value. 


Ore  or  rock.        jPnlverized  or  ground. 


Pounds. 


Quantity.'    Value. 


Long 
tons. 


428  $14,373 

85  4, 531 

964  35,205 

742  25, 335 


Quantity. 

Pounds. 
924, 431 
834,286 
924, 161 
644, 080 


Value. 


$38,131 
33,549 
42,  711 
29,531 


Other 
manufac- 
tures. 


Value. 


Total 
value. 


$52,504 
38,080 
77,916 
54,866 
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Emery  imported  into  the  United  States  from  1867  to  1897,  inclttHve — Continued. 


Year 
ended — 


June  30— 

1871.. 

1872.. 

1873.. 

1874.. 

1875.. 

1876.. 

1877.. 

1878.. 

1879.. 

1880.. 

1881.. 

1882.. 

1883.. 

1884.. 

1885.. 
Dec.  31— 

1886.. 

1887.. 

1888.. 

1889.. 

1890.. 

1891.. 

1892.. 

1893.. 

1894.. 

1895.. 

1896.. 

1897.. 


Orains. 


QoADtity.  I    Valae. 


Pound*. 


610, 117 
331,580 
487, 725 
385,246 
343,697 
334,291 
496,633 
411, 340 
454,790 
520, 214 
474, 105 
143,267 
228,329 

161,297 
367,239 
430,397  i 
503, 347  ' 
534,968 
90,658 
566,448 
516, 953 
597, 713 
678, 761 
755,693 
539,176 


$29,706 
16, 216 
23,345 
18,999 
16, 615 
16,359 
24,456 
20,066 
22,101 
25,314 
22, 767 
5,802 
9,886 

6,910 
14,290 
16, 216 
18, 937 
20,382 

3,729 
22,586 
20, 073 
18,645 
25,066 
28, 493 
20,665 


Ore  or  rock. 


Quantity.     Valae. 


Long 
tont. 

615 
1,641 

755 
1,281 

961 
1,395 

852 
1,475 
2,478 
3,400 
2,884 
2,765 
2,447 
4,145 
2,445 

3,782 
2,078 
5.175 
5,234 
3,867 
2,530 
5,280 
5,066 
2,804 
6,803 
6,389 
5,213 


$15, 870 
41, 321 
26,065 
43,886 
31,972 
40,027 
21,964 
38,454 
58,065 
76, 481 
67,781 
69, 432 
59,282 

121, 719 
55,368 

88,925 

45,033 

93,287 

88,727 

97,939 

67, 573 

95,625 

103, 875 

51,487 

80,386 

119, 738 

107,655 


Other 


Pulverised  or  ground. I  mannfac- , 

I    turea.    |      Total 

;     valae. 


Quantity. 


Value. 


Pound*. 

613, 624 

804, 977 

343,828 

69,890 

85,853 

77,382 

96,351 

65,068 

133,556 

223,855 

177, 174 

117,008 

93,  010 

513, 161 

194, 314 

365,947 
al44,380 


$28,941 

36,103 

15,041 

2,167 

2,990 

2,533 

3,603 

1,754 

4,985 

9,202 

7,497 

3,708 

3,172 

21, 181 

8,789 

24,952 
6,796 


Value. 


I  - 


$107 
97 
20 
94 

34 

145 
53 
241 
269 
188 
757 

!  851 
'  2,090 
'  8,743 
111,  302 
5,046 


2,412 

3,819 

1,841 

27,586 


2,211 


$44,811 
77,424 
70, 919 
62,366 
58,327 
61,653 
42,182 
56,601 
87,506 

105,894 
97,432 
98,695 
85,490 

148,890 
74,800 

121,638 

68,209 

118, 246 

218,966 

123,367 

71,302 

120,623 

127,767 

71,973 

133,038 

148, 231 

130,531 


a  To  June  30,  only ;  since  olaaaed  with  grains. 


CORUNDUM  IN  ONTARIO,  CANADA. 

Prof.  Courtenay  DeKalb,  of  the  Kingston  School  of  Mining,  Kings- 
ton, Ontario,  has  been  making  some  interesting  tests  upon  comndnm 
rock  from  a  deposit  in  Hastings  County,  discovered  about  a  year  ago  by 
a  member  of  the  geological  survey.  The  tests  were  to  ascertain  the 
composition  of  the  rock,  and  the  best  mode  of  concentrating  the  corun- 
dum from  it  and  also  to  find  if  grades  of  sufficient  purity  to  serve  as 
an  ore  of  aluminum  could  be  economically  produced.    As  an  ore  of 
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aluminum  the  crude  corundum  is  said  to  be  richer  than  bauxite  and  cryo- 
lite, from  which  the  metal  aluminum  is  now  obtained.  The  experiments 
are  not  yet  completed,  and  the  full  results  will  not  be  made  known 
until  the  next  report  of  the  bureau  of  mines  is  issued.  A  preliminary 
announcement  covering  a  part  of  the  investigations  has,  however, 
appeared.  According  to  this,  Professor  De  Kalb  has  found  that  the 
quantity  of  corundum  is  greater  in  the  coarser  than  in  the  medium  or 
finer  sizes.  This  knowledge  is  valuable  as  an  aid  to  the  separation  of 
the  purer  grades  of  corundum  in  concentration.  The  ore  examined  was 
found  to  contain  15.5  per  cent  of  corundum  and  4J  per  cent  of  magnetite. 
Further  tests  show  that  concentrates  may  be  produced  giving  85  to 
99  per  cent  of  corundum,  and  as  the  commercial  standard  of  purity 
requires  only  80  per  cent,  it  appears  that  this  limit  can  be  easily  passed 
in  treating  these  rocks.  The  most  important  object  of  the  tests  was  to 
find  the  best  means  of  sei)arating  the  corundum  from  its  gangue.  Of 
this  the  preliminary  report  does  not  say  much,  as  the  experiments  were 
incomplete,  but  enough  has  been  done  to  show  that  the  rock  can  be 
treated  economically.  As  to  whether  it  can  be  turned  to  account  profit- 
ably or  practically  as  a  base  of  aluminum  Professor  De  Kalb  is  not  yet 
l^repared  to  say.  But  for  the  material  of  abrasive  wheels  corundum  is 
pronounced  by  the  bureau  of  mines  to  be  superior  to  emery. 

After  the  discovery  of  the  Hastings  deposit,  a  considerable  tract  in 
the  vicinity,  being  in  the  public  domain,  was  withdrawn  from  sale  by 
the  Ontario  crown  lands  department.  W.  G.  Miller,  professor  of  geol- 
ogy in  the  Kingston  School  of  Mining,  was  employed  to  examine  the 
district,  and  determine  the  areas  in  which  the  mineral  was  to  be  found. 
He  spent  ten  weeks  in  the  northern  part  of  Hastings  and  the  southern 
part  of  Renfrew,  and  defined  a  corundum  belt,  in  which  outcrops  of  the 
mineral  occur  at  intervals,  30  miles  long  and  on  the  average  3  miles 
broad,  the  extreme  points  being  Oarlow  in  the  west  and  Sebastopol  in 
the  east.  Mr.  Miller  found  the  corundum  to  occur  in  dikes  and  masses 
of  syenite  and,  sometimes,  nepheline-syenite  which  cut  a  dark  gneiss. 
The  gneiss  has  the  acidity  of  a  gabbro  or  diorite.  All  these  rocks  are 
of  Laurentian  age.  There  are  indications  of  another  belt  farther  north. 
It  is  also  suspected  that  a  third,  possibly  parallel,  belt  exists  to  the 
south  of  the  one  examined,  as  corundum  has  been  found  occurring 
under  the  same  conditions  in  the  township  of  Methuen,  Peterborough 
County,  situated  about  40  miles  to  the  southwest  of  Carlow.  The  dis- 
trict is  easy  of  access,  has  good  shipping  facilities,  and  is  well  supplied 
with  water  power.  A  report  on  the  corundum  district,  accompanied 
by  maps,  is  being  published  by  the  Ontario  Bureau  of  Mines,  Ontario. 
The  government  is  framing  regulations  to  govern  the  granting  and 
holding  of  the  corundum  lands,  which  will  be  put  on  the  market  again 
in  a  short  time. 
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INFIJSORIAIi  EARTH  AXD  TRIPOIjT. 

The  production  of  infusorial  earth  in  1897  amounted  to  3,833  short 
tons,  valued  at  $22,835.  This  includes  the  product  of  the  Virginia 
mines  heretofore  classed  as  tripoli.  Including  this  factor,  the  product 
in  1896  amounted  to  3,846  short  tons,  with  a  total  value  of  $26,792  at 
the  point  of  production  and  in  the  first  marketable  condition.  The 
production  of  infusorial  earth  is  an  irregular  industry,  and,  owing  to 
the  fact  that  the  value  is  in  some  cases  givdn  for  the  raw  material  and 
in  other  cases  at  various  stages  of  refinement  or  manufacture,  according 
to  the  condition  in  which  it  is  first  marketed,  it  is  not  practicable  to 
make  any  reliable  comparisons  without  betraying  the  confidential 
character  of  individual  statements.  In  the  following  table  it  will  be 
observed  that  a  product  of  3,466  tons  in  1889  was  worth  $23,372,  an 
average  of  $6.74  per  ton.  In  the  following  year  2,532  tons  of  output 
was  v«alued  at  $50,240,  an  average  of  nearly  $20  per  ton.  In  1894  the 
average  value  per  ton  had  dropped  to  about  $4.50,  and  to  $4.14  in  1895. 
It  advanced  to  $6.97  in  1896  and  dropped  again  to  $5.96  in  1897.  And 
yet  there  has  not  been  any  decided  change  in  the  values.  These  figures 
indicate  the  variations  in  value  caused  by  marketiug  the  product  in 
diti'erent  conditions. 

The  amount  and  value  of  the  product  of  infusorial  e^vrth  for  the 
years  they  have  been  obtained  since  1880  are  shown  in  the  following 
table : 

Production  of  infusorial  earth  from  1880  to  1897. 


Year. 

1880 

1881 

1882 

1883 

1884 

1885 

1886 

1887 

1888 


Short  tons. 

1,833 
1,000 
1,000 
1,000 
1,000 
1,000 
1,200 
3,000 
1,500 


Value. 


Year 


Short  tons. 


Value. 


$45,660 
10,000 
8,000 
5,000 
5,000 
5,000 
6,000 
15,1)00 
7,500 


i  1889 3,466 

I  1890 2,532 

1891 

;  1892 

'  1893 

I  1894 2,584 

I  1895 4,954 

I  1896 3,846 

,  1897 3,833 


$23, 
50, 

21, 
43, 
22, 

n, 

20, 
26, 
22, 


372 
240 
988 
655 
582 
718 
514 
792 
835 


The  porous  siliceous  rock  occurring  near  Carthage,  in  Newton 
County,  Missouri,  has  been  classed  by  the  operators  as  "tripoli." 
While  it  answers  all  the  purposes  of  tripoli  so  far  as  polishing  quali 
ties  are  concerned,  the  name  is  an  erroneous  one.  It  is  not  infusorial 
in  its  origin,  but  is  evidently  residual  silica,  left  from  an  impure  sili- 
ceous limestone  by  the  leeching  out  of  lime  constituents.  Its  exceeding 
l)orosity,  and  yet  compact  nature,  makes  the  stone  an  excellent  mate- 
rial for  water  filters,  it  being  readily  cut  into  any  desired  shape.    It 
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disintegrates  easily  into  a  fine  powder,  the  grains  of  which  present 
sharp  cutting  edges  and  form  a  base  for  a  variety  of  polishing  prepara- 
tions. The  amount  of  crude  rock  produced  in  Newton  Oounty  in  1897 
was  780  tons.  Oeorgia  produced  50  tons  of  tripoli  in  1897  against  15 
tons  in  1896.  A  small  amount  (2  tons)  was  mined  in  Alabama  in  the 
course  of  development  and  experimental  work. 

gar]s:bt. 

The  production  of  garnet  considered  in  this  chapter  refers  only  to 
the  variety  used  for  abrasive  purposes.  Ornamental  or  gem  varieties 
are  included  in  the  chapter  on  precious  stones  and  are  not  considered 
here.  The  localities  from  which  the  commercial  product  of  abrasive 
garnet  is  obtained  are  Litchfield  Oounty,  Oonnecticut;  Essex  and  War- 
ren counties,  New  York,  and  Delaware  Oounty,  Pennsylvania.  The 
production  in  1897  was  2,554  short  tons,  valued  at  $80,853,  against 
2,686  short  tons  in  1896,  worth  $68,877,  a  decrease  of  132  tons  in  quan- 
tity and  an  increa-se  of  $11,976  in  value.  The  increase  in  value  in  1897 
indicates  a  slight  reaction  from  the  decline  shown  in  the  two  preceding 
years.  In  1894  the  average  price  per  ton  for  abrasive  garnet  was 
$37.76 ;  in  1895  it  fell  off  to  $28.59,  and  again  to  $25.64  in  1896,  recov- 
ering somewhat,  to  $31.66,  in  1897.  The  statistics  of  abrasive-garnet 
production  were  not  collected  prior  to  1894,  since  when  the  output  has 
been  as  follows : 

Production  of  abrasive  garnet  for  four  years. 


Year. 


1894 
1895 
1896 
1897 


Short  tons. 


2,401 
3,325 
2,686 
2,554 


Value. 


$90,660 
95,050 
68,877 
80,853 


QUARTZ  CRYSTAL. 

Connecticut  is  credited  with  the  entire  product  of  quartz  used  for 
wood  finishing.  In  1894  this  amounted  to  6,024  short  tons,  valued  at 
$  18,054.  The  following  year  the  product  was  9,000  tons,  worth  $27,000 ; 
in  1896  it  was  6,000  tons,  worth  $18,000,  increasing  to  7,500  short  tons, 
worth  $22,500,  in  1897.  The  price  has  remained  the  same  each  year. 
Quartz  for  this  purpose  must  be  very  pure  and  white.  It  is  reduced  to 
an  impalpable  powder,  mixed  with  oil  as  in  ordinary  pigments,  and 
applied  to  the  smooth  fresh  surface  of  the  wood.  The  oil  penetrates  the 
pores,  carrying  the  fine  grains  of  quartz  with  it.  The  quartz  fills  up 
the  pores  of  the  wood,  which  is  then  susceptible  of  taking  a  high  polish. 
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Production  of  quartz  crystal  eince  1894. 


Year.  Short  ton.s.  .         Value. 

I 


!  1894. 
I  1895. 
I  1896. 
I  1897 . 

L 


6, 024     $18,  054 


1 


I 


9,000 
6,000 
7,500 


27,000 
18,000 
22,500 


PUMICE  STOXE. 

The  development  duriug  1897  of  three  deposits  of  pumice  stone,  or 
volcanic  ash,  in  the  western  part  of  Nebraska,  and  another  in  Millard 
County,  Utah,  by  the  Chicago  Pumice  Company,  announces  the  first 
production  of  this  mineral  in  the  United  States.  The  amount  of 
pumice  shipped  from  the  four  deposits  aggregated  158  tons  during  the 
year,  and  up  to  the  1st  of  May,  1898,  the  shipments  had  reached  a  total 
of  nearly  600  tons.  Heretofore  almost  the  entire  demand  for  pumice 
has  been  supplied  from  Lipari,  a  small  island  just  north  of  the  island 
of  Sicily,  in  the  Tyrrhenian  Sea.  There  are  no  records  from  which  even 
an  approximate  idea  of  the  amount  of  this  material  consumed  in  the 
United  States  can  be  obtained.  The  reports  to  the  Bureau  of  Statis- 
tics of  the  Treasury  Department  state  only  the  value  of  the  pumice 
stone  imported,  no  statement  of  amount  being  given.  During  the  fiscal 
year  ending  June  30, 1897,  the  value  of  pumice  stone  imported  into  the 
United  States  was  $65,930.  No  imports  were  reported  for  1896.  In 
the  fiscal  year  ending  June  30,  1895,  the  pumice  stone  imported  was 
valued  at  $47,853;  in  1894,  $43,788;  in  1893,  $61,164.  About  80  per 
cent  of  tliis  comes  to  this  country  directly  from  Lipari.  The  price,  in 
barrels,  of  ground  and  bolted  pumice  stone  at  New  York  is  quoted  at 
from  2  to  2J  cents  per  pound,  according  to  quantity. 

During  the  summer  of  1897  one  of  the  United  States  Geological 
Survey  parties,  in  making  an  exploration  of  the  western  portion  of 
Nebraska  west  of  the  one  hundred  and  third  meridian,  discovered 
several  very  extensive  deposits  of  volcanic  ash.  They  were  found  to 
occur  at  five  horizons  in  the  Tertiary  formation.  Their  thickness 
varies  from  a  few  inches  to  20  feet,  and  there  is  much  variability  in  the 
degree  of  purity.  The  most  extensive  exposures  are  in  Sioux,  Dawes, 
Scotts  Bluff,  Banner,  and  Cheyenne  counties.  A  valuable  deposit  of 
ash  was  also  discovered  in  South  Dakota  3  miles  east  of  Pine  Ridge 
Agency.  The  ash  in  the  Tertiary  formations  varies  considerably  in 
texture  and  size  of  grain.  Some  beds  consist  of  round  vesicular  grains, 
with  abundant  cutting  surfaces,  but  in  other  beds  the  ash  is  in  thin 
flakes,  with  cutting  surface  only  at  the  angular  edges.  The  rough,  round 
grains  are,  of  course,  much  more  effective  for  abrasives  than  the  flaky 
variety.  The  character  of  the  material  can  easily  be  ascertained  by 
examination  under  a  moderately  i)owerful  microscope.    The  volcanic 
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ash  deposits  in  the  Tertiary  formations  of  the  western  Nebraska  regions 
were  brought  by  the  wind  from  volcanoes  x>robably  in  Colorado  and 
New  Mexico  and  deposited  in  the  lakes  and  wide  channels  which  then 
covered  the  region.  When  the  winds  were  strong  they  carried  large 
amounts  of  coarser  materials,  and  daring  times  in  which  the  Tertiary 
beds  were  not  being  laid  down  rapidly  there  were  deposited  large 
volumes  of  the  ash  with  relatively  little  admixture  of  sands  and  clays. 

DEVELOPED  DEPOSITS  IN  NEBRASKA  AND  UTAH. 

In  a  pamphlet  issaed  by  the  Ghicago  Pumice  Company  the  following 
summary  of  a  report  on  its  properties  by  Prof.  B.  D.  Salisbury,  of  the 
University  of  Chicago  is  given : 

NEBRASKA. 

There  are  three  distinct  localities  in  which  the  deposits  are  located. 
Within  each  of  these  three  areas  there  are  several  more  or  less  closely 
associated  exposures  of  the  pumice.  In  all  places  the  exposures  seem 
to  have  much  in  common.  In  each  instance  the  pumice  appears  in  the 
side  or  at  the  head  of  a  canyon.  In  each  instance  the  slope  where  the 
pumice  is  exposed  is  vertical,  or  nearly  so,  though  the  pumice  or  vol- 
canic dust  does  not  appear  at  all  points  where  the  slopes  are  vertical. 
In  all  cases  the  volcanic  dust  is  covered  thickly  or  thinly  by  a  bed  of 
loose  material  (loess).  Thus  superficial  earth  has  in  many  places 
slipped  down  the  sides  of  the  canyons  so  as  to  completely  cover  their 
slopes.  Where  this  is  true  any  pumice  which  may  exist  in  the  bluff 
facing  the  canyon  is  concealed. 

For  the  purpose  of  specification  the  deposits  in  Nebraska  will  be  con- 
sidered by  three  districts  numerically  distinguished. 

First  district. — Elevation,  2,683  feet.  The  pumice  is  exposed  at  four 
or  five  points.  The  most  widely  separated  of  these  are  less  than  a  mile 
afpart.  From  the  proximity  of  these  exposures  the  first  suggestion  is 
that  the  pumice  constitutes  a  layer  beneath  the  loess  throughout  the 
whole  area  in  which  the  exposures  are  found,  and  that  it  fails  of  contin- 
uous exposure  along  the  canyons  only  because  the  loess  has  slipped 
down  so  as  to  cover  it.  Further  examination  shows,  however,  that  this 
is  probably  not  the  fact. 

The  pumice  at  several  points  in  the  first  district  is  somewhat  variable 
in  texture  and  color.  It  is  sometimes  nearly  white,  sometimes  cream 
color,  and  sometimes  slightly  grayish.  In  grain  it  varies  much ;  some 
of  it  is  as  coarse  as  fine  sand,  and  some  of  it  is  nearly  as  fine  as  flour. 

The  range  of  grain  is  probably  not  greater  than  is  advantageous, 
since  various  grades  of  coarseness  and  fineness  are  desirable  for  differ- 
ent purposes.  These  grades  of  coarseness  do  not  appear  to  be  the 
result  of  impurity.  Bo  far  as  can  be  seen  in  the  field  the  pumice  is 
essentially  pure. 

In  all  places  where  the  pumice  is  exposed  about  the  first  district  it 
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can  be  easily  worked.  The  only  preparatory  labor  that  would  be  neces- 
sary would  be  stripping  the  upper  surface  of  the  loess.  Since  the 
loess  is  incoherent,  this  would  be  a  simple  matter,  even  though  its 
thickness  be  considerable. 

Second  district, — Elevation,  2,127  feet  at  the  railway;  at  the  deposits 
probably  500  or  600  feet  more.  This  district  is  about  45  or  50  miles 
from  the  first  district  in  a  southeasterly  direction.  The  exposures  of 
pumice  here  are  only  two  in  number,  but  they  are  much  more  extensive 
than  those  in  the  first  district.  The  general  relations  of  the  exposed 
deposits  at  this  point  are  the  same  as  those  of  the  deposits  of  the 
first  district.  They  occur  along  the  sides  of  canyons  where  the  slopes 
are  vertical.  Where  the  slopes  have  been  made  gentle  by  the  sliding 
down  of  the  loess  above,  no  pumice  appears.  Both  exposures  in  this 
district  occur  on  the  east  sides  of  the  canyons. 

The  pumice  in  the  deposits  of  this  district  is  more  uniform  in  tex- 
ture than  that  in  the  first  district.  There  is  none  so  coarse  as  the 
coarsest  in  the  first  district,  though  there  is  much  which  is  as  fine  as 
any  at  that  locality. 

The  deposits  in  this  district,  while  4  or  5  miles  farther  from  the  rail- 
road than  those  in  the  first  district,  are  still  so  situated  that  a  railway 
track  could  be  run  almost  to  them  with  a  little  grading.^ 

All  that  was  said  concerning  the  ease  of  working  the  deposits  in  the 
first  district  applies  equally  well  to  the  deposits  of  this  district. 

Third  district, — Elevation  at  railroad,  2,085  feet;  at  deposits,  about 
500  feet  higher.  About  15  miles  east-southeast  of  the  second  district 
occurs  the  exposures  in  this  district,  or  rather  series  of  exposures,  of 
])umice.  The  best  of  these  is  near  the  head  of  a  small  canyon  tributary 
to  the  valley  leading  to  the  river.  Its  general  relationships  are  identi- 
cal with  the  relationships  of  the  pumice  at  the  other  two  localities.  As 
there,  it  is  covered  by  loess,  and,  as  there,  it  appears  only  where  the 
slopes  are  steep,  and  where  the  loess  has  not  slumped  down  from  above. 
The  deposit  here  is  not  thick,  varying  from  5  to  12  feet,  so  far  as  can 
be  seen.  The  quality  of  the  pumice  here  is  excellent.  It  is  very  fine 
and  very  white — the  whitest  seen.  It  is  exposed  at  a  number  of  closely 
associated  points,  and  in  such  wise  as  to  indicate  that  it  forms  a  con- 
tinuous layer  throughout  the  whole  of  the  limited  area  in  which  the 
several  exposures  occur. 

As  in  other  places,  the  pumice  here  could  be  gotten  to  the  railway 
very  easily. 

The  exposures  at  all  other  places  are  probably  not  more  extensive 
than  the  largest  exposure  in  the  second  district. 

UTAH. 

The  lump  pumice  stone  deposits  owned  by  the  Chicago  Pumice  Com- 
pany are  situated  in  Utah,  and  are  the  only  deposits  of  lump  pumice 
stone  known  in  this  country. 

1  Since  above  report  was  made  a  road  haa  been  bailt  directly  up  the  canyon,  bringing  the  railroad 
within  3  miles  of  the  deposits. 
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The  property  consists  of  120  acres,  which  covers  the  entire  deposits, 
and  is  secured  by  laud  patent  from  the  Federal  Goyernment,  thus  secur- 
ing absolute  title. 

The  Utah  deposit  is  virtually  a  mountain  of  lump  pumice  stone,  of 
all  degrees  of  quality,  entirely  free  from  intruding  crystals  or  other 
hard  substances.  1 1  is  light,  friable,  and  scoriaceous,  and  easily  obtained. 
The  location  of  the  deposits  is  within  3  miles  of  railroad,  with  gentle 
down  grade  from  deposits  to  the  road.  The  quality  is  excellent  and  the 
quantity  is  inexhaustible.  The  elevation  is  about  4,500  feet  above 
the  sea  level.  The  surrounding  country  is  barren,  with  scarcely  any 
population  within  25  or  30  miles.  Very  little  vegetation  except  sage 
brush,  though  the  valley  land  is  fertile  if  sufficient  moisture  were 
obtainable.  In  the  mountains,  some  30  miles  to  the  east,  timber  is 
abundant. 

As  before  stated,  the  pumice  is  easily  secured;  in  fact,  quarrying  is 
the  proper  method  to  be  employed,  as  one  leg  of  the  mountain  is  a  con- 
tinuous deposit  of  lump  pumice  stone.  Pieces  from  the  size  of  a  fist 
to  the  size  of  a  large  cask  are  obtained,  and  the  many  pieces  subjected 
to  test  show  the  same  purity.  They  are  friable,  free  from  any  hard 
substances,  and  contain  nothing  but  the  true  substance — pumice. 

The  following  analyses  of  the  Nebraska  and  Utah  pumice  have  been 
made: 

Analyses  of  Nebraska  and  Utah  pumice. 

[Analysts:  WilllAm  Koehler,  Cleveland,  Ohio;  Frank E.  Mariner,  Chicago,  111.;  Mr.  Jackson,  Waah> 

Ington.  D.  C] 


First  district. 

Second  district. 

Third  district. 

Water 

Silica 

Per  cent. 
4.45 

71.25 

n.75 

2.00 

2.25 

7.32 

Per  cent. 
5.22 

70.10 

12.13 

2.06 

1.62 

8.51 

Per  cent. 

4.09 

74.32 

12.47 

1.75 

.89 

8.44 

Aluinina 

Oxide  of  iron 

Lime 

Potash  and  Boda ^ . . . 

[Analyst:  W.  H.  An 

drews,  Ann  Ai 

rbor,  Mich.] 

Second  district^ 
Nebr. 

Utah  pumice. 

Silica 

Per  cent. 

71.97 

14.86 

.88 

.77 

8.28 

3.64 

Per  cent. 

72.58 

15.66 

.96 

.73 

8.28 

3.64 

Alumina - 

Ferric  oxide 

Lime 

Soda  and  potash 

Loss  by  lernition 

ABRASIVE    MATERIALS.  533 

C  ARBORUIf  DUM.  1 

The  production  of  carborundum  during  1897  amounted  to  621  short 
tons  of  crystalline  production,  having  a  value  of  $153,812.  There  were 
also  produced  47  tons  of  amorphous  carborundum,  having  a  value  of 
t940. 

The  consumption  of  carborundum  in  the  manufacture  of  grinding 
wheels  increased  rapidly  during  the  year,  as  the  direct  result  of 
improvement  in  their  manufacture,  decrease  in  selling  price,  and  more 
extended  knowledge  of  the  merits  of  the  material,  resulting  in  more 
than  doubling  the  value  of  the  sales. 

Carborundum  was  introduced  very  extensively  into  the  steel-baU 
grinding  industry  during  the  year.  Experiments  made  with  carbo- 
rundum mounted  on  belts,  as  emery  is  mounted,  were  not  very  encour- 
aging, as  the  great  hardness  and  sharpness  of  the  material  caused  the 
grains  to  be  pulled  from  their  mounting  before  accomplishing  much 
work.  The  attempts  to  make  carborundum  cloth  and  paper  in  the 
emery,  garnet,  and  flint  paper  manufactories  were  more  successful. 

The  most  important  development  of  the  year,  however,  has  been  the 
advance  made  in  the  use  of  carborundum  (carbide  of  silicon)  in  steel 
making.  As  early  as  1893,  metallurgists,  not  only  in  this  country  but 
also  in  England  and  Germany,  saw  the  great  advantage  of  substituting 
carbide  of  silicon  for  ferrosilicon  in  steel  making.  The  carbide  of 
silicon  is  absolutely  free  from  sulphur,  phosphorous,  and  other  dele- 
terious elements  which  have  to  be  so  carefully  controlled  or  guarded 
against  by  the  steel  makers.  It  carries,  moreover,  from  60  to  65  per 
cent  of  silicon,  the  remainder  being  principally  free  from  carbon,  with 
a  trace  of  lime  and  alumina.  Ferrosilicon  contains  but  from  10  to  15 
per  cent  of  silicon,  and  is  never  free  from  phosphorous  or  sulphur. 

The  experiments  thus  early  begun  were  carried  to  a  successful  finish, 
so  that,  as  the  year  closed,  several  large  steel  manufactories  introduced 
the  new  material  into  their  works,  and  the  indications  were  that 
another  year  would  witness  a  very  general  change  from  ferrosilicon  to 
carbide  of  silicon  in  the  larger  steel  plants  of  the  country. 

The  development  of  the  use  of  carborundum  in  steel  making  brought 
to  light  a  point  of  more  than  ordinary  interest,  and  particularly  so 
from  a  scientific  view.  It  was  discovered  that  the  amorphous  variety 
of  carborundum  was  insoluble  in  melted  steel  or  iron,  whereas  the 
crystalline  form  was  known  to  dissolve  with  great  ease  under  similar 
conditions.  This  would  seem  to  indicate  that  the  solubility  of  the 
caiborundum  in  melted  steel  is  closely  associated  with  its  physical 
form,  as  both  varieties  are  of  identically  the  same  chemical  composition. 

^By  £.  6.  AchesoD,  president,  Carborundum  Company. 
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PRODUCTION. 

The  total  quantity  of  phosphate  rock  produced  in  the  United  States 
has  been  without  considerable  variation  since  1893.  In  that  year  the 
total  product  was  941,368  long  tons,  and  was  divided  in  nearly  equal 
amounts  between  Florida  and  South  Garolina.  In  1897  the  total  prod- 
uct was  1,039,345  long  tons,  and  divided  between  Florida,  South  Caro- 
lina, and  Tennessee.  The  proportion  from  Florida  had  gained  about 
one-fourth— from  438,804  long  tons  in  1893  to  552,342  long  tons  in  1897. 
Tennessee  and  South  Garolina  produced  together  about  as  much  as  was 
furnished  by  South  Carolina  alone  in  previous  years.  Thus  in  1897  the 
total  from  South  Garolina  was  358,280  long  tons,  and  from  Tennessee 
128,723  long  tons.  The  most  significant  change  in  the  industry  aside 
from  this  extension  of  the  productive  field  to  include  the  important 
deposits  of  Maury  County,  Tennessee,  has  been  the  great  decrease  in 
price.  Thus,  while  the  total  quantity  was  a  few  tons  larger  than  in 
any  previous  year,  its  total  value  was  less  than  in  any  other  recent 
year.    The  statistics  are  summarized  in  the  table  which  follows: 

Product  of  phosphate  rock  from  1891  to  1897. 


State. 


Florida: 

Hard  rock... 
Soft  rock  .... 
Land  pebble. 
River  pebble. 


Total .... 

Sonth  Carolina : 
Land  rock  . 
River  rock. 


Total 


Grand  total. 


1891. 


Quantity. 


112,482 


344,078 
130,528 


475,506 


587,088 


Valae. 


$703,013 


a,  187, 160 
760, 978 


2, 048, 138 


3, 651, 151 


1892. 


Quantity. 


Long  torn. 

al55,908 

0,710 

21,005 

6103,820 


287,843 


243,653 
150, 575 


304,228 


681,571 


Value. 


$859,276 

32,418 

111,271 

415, 453 


1, 418. 418 


1,  236, 447 
641.262 


1,877,700 


3,  206, 127 


a  Includes  52,708  tone  of  hard  rock  carried  over  in  stock  from  1891. 
h  Includes  12, 120  tons  of  river  pebble  carried  over  in  stock  from  1891. 
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Product  of  phosphate  rook  from  1891  to  1897 — Continued. 


SUta 

. 

1893. 

1884. 

Quantity. 

Value. 

1 
Quantity. 

Value. 

Florida: 

Hard  rock 

Long  Um9. 

215,685 
13, 675 
86,624 

122, 820 

$1, 117, 732 

64,626 

359, 127 

437, 571 

Long  Uma. 
326, 461 

$979,383 

Soft  rock  • 

Land  nebble. 

98,885 
102,307 

296,655 
390, 775 

1.666,813 

Itlver  Debbie 

Total 

4:{8, 804 

1,979,056  1 

527.653 

South  Carolina: 

Land  rock  ....................... 

308, 435 
194, 129 

1,408,785 
748,229 

307,305 
142, 803 

1,252,708 
492,808 

River  rock 

Total 

502,564 

2. 157. 014 

450.108 

1,745,576 

• 

TennefiBC^  ......... 

19,188 

67,158 

G-rand  total . . 

941,368 

4,136,070 

996,949 

3, 479, 547 

State. 

1895.                                      1896. 

1897. 

Quantity. 

Value. 

1 
Quantity.        Value. 

1 

Quantity. 

Value. 

Florida: 

Hard  rock 

Soft  rock 

Land  pebble  . . . 
River  pebble... 

Long  torn. 

307,098 

6,916 

181,011 

73,  036 

$1,8( 

1 

5! 
11 

[)2,096 
32,000 
93,  716 
»5,090 

12,902 

LongUm*. 

296, 811 

400 

97,936 

100, 052 

$1,067,525 

2,300 

176,972 

300,556 

Long  tons. 

360, 147 

2,300 

92,132 

97,763 

$1,063,713 

4,600 

180,794 

244,408 

Total 

568,061 

2,1 

495, 199 

1,547,863 

552,342 

1,493,515 

South  Carolina: 

Land  rock 

River  rock 

270, 560 
161,415 

898, 787 
512,245 

267,072 
135,  351 

792,457 
389,192 

267,360 
90,900 

748,050 
238,522 

Total 

431,975 

1,411,032 

402, 423 

1, 181, 649 

358,280 

986,572 

TenneiMiee ......... 

38,515 

82,160 

26,157  1          57,370 
7,000  :          17.000 

128,723 

193, 115 

North  Carolina  .... 

Grand  total.. 

1, 038, 551 

3,606,094 

930, 779 

2, 803, 372 

1,039,345 

2,673,202 
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FLORIDA. 

By  the  enterprise  of  Messrs.  Auchiucloss  Brothers,  New  York,  the 
following  statistics  in  regard  to  the  shipments  of  hard-rock  phosphate 
from  Florida  are  presented : 

Total  ahipmenU  of  Florida  hard-rock  jthoaphate,  by  monthaj  since  1894. 

[Long  tons.]    ' 


Month. 


January  . . 
February  . 

March 

April 

May 

June 

July 

August  ... 
September 
October... 
November . 
December . 


1897. 
12, 924 

1806. 

1895. 

1894. 

16,996 

15, 780 

16,520 

20,668 

16,853 

17,252 

4,111 

37,243 

37,155 

31,283 

34,126 

32,608 

36,559 

41,445 

36,533 

45, 715 

45,846 

45,053 

30,780 

32,837 

16, 511 

31,027 

29,818 

22,639 

15,296 

21,284 

46,855 

19,292 

19, 914 

14,588 

37,823 

59,966 

25, 116 

25.388 

34,032 

27,664 

30,605 

27,783 

19, 732 

20,184 

38,402 

18,160 

7,683 

18, 537 

23,618 

17,003 

6,060 

350,277 

322, 871 

306,046 

304,079 

ShipmenUi  of  hard-rock  phosphate,  by  countriee. 

[Long  tons.] 


Country. 


England 
Scotland 
Ireland  . 


1897. 


24,163 
5,957 
2,953 

Germany 181,355 

Belgium 22,954 

Holland 53,039 

Denmark 11,019 

Norway  and  Sweden 7, 442 

France 13,931 

Italy 16,931 

Russia 3,613 

Austria 4,505 

United  States,  West  Indies,  etc . .         2, 415 


Total  shipments. 


350,277 


1896. 


20,533 

1,038 

513 

151, 461 

27,214 

47,235 
9,594 

12,534 
6|  986 

32,999 
1,607 
2.494 
8.663 


1895. 


322, 871 


27,007 

3,054 

3,867 

145,377 

7,033 

52, 724 
6,735 
9,304 

23,534 

21,615 


3,871 
1,925 


306,046 


1894. 


45,455 

8,144 

6,737 

153, 526 


47,465 

7,726 

7,940 

12, 101 

13, 810 


700 
475 


304,079 


The  shipments  to  Holland  in  the  above  statement  might  properly  be 
assigned  to  Germany,  as  a  large  proportion  of  the  receipts  at  Botterdam 
are  forwarded  to  the  interior  of  Germany. 
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The  following  are  the  details  of  all  shipments  to  each  port: 

Destination  of  Bhipmenta  of  kard-roek  phosphate,  hy  ports, 

.    [Long  tons.] 


Port. 


UNITED  KINQDOM. 


London  

Liverpool .  - 
Birkenhead 

Garston 

Hull 

Newcastle . . 

Bonnes 

Glasgow  ... 
Aberdeen . . . 

Dublin 

Cork 

Belfast 

Leith 

Ipswich 

Felixstowe  . 
Silloth 


Total 


BALTIC. 

Aarhuus 

Kastrup 

Landskrona 

Gothenburg 

Stockholm 

Stettin 

Dunzig 

Momel 

Friederiohstadt  ... 

Uiga 

Libau 


Total 


CONTINENTAL. 

Rotterdam 

Antwerp 

Ghent 

Hamburg 

Marburg 

Mromen 

HvjuUMuninle 


1897. 


9,068 
11,295 


2,316 


2,174 
1,495 
1,476 
1,477 


2,288 
1,494 


33,073 


4,917 
6,102 
3,110 
1,285 
3,047 
63,437 


10,136 


3,613 


95,646 


50,548 
8,716 

14,238 

82,765 
5,378 

19,640 


1896. 


6,382 
8,423 
2,442 


1,130 
2,166 


1,038 
513 


22,084 


3,217 
6,377 
8,441 
2,771 
1,322 
60,977 
2,215 
2,981 


1,607 


89,908 


42,204 
14,(S32 
12,582 
58,772 
10,789 
13,700 
2,027 


1895. 


7,071 
6,475 
2,446 
4,706 


4,363 


2,209 
845 
1,548 
1,218 
1,101 


850 
1,096 


33,928 


773 
5,962 
2,952 
3,927 
2,425 
65,016 
1,842 
4,200 
3,819 


80,916 


52,724 
2,805 
1,818 
62,975 
12,894 
1,653 
2,978 


1894. 


13,970 
3,053 
5,724 

16,987 


5,721 
2,838 
2,070 
836 
3,689 
1,076 
1,972 
2,400 


60,336 


2,118 
5,608 
2,680 
2,630 
2,630 
46,380 
4,331 
2,184 


68,561 


47,465 


61, 712 
24,297 


14,622 
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Destination  of  ahiptMntd  of  hard-rook  phosphate,  by  ports — Continued. 

[Long  tons.] 


Port. 


CONTINENTAL — Continued. 

La  Pallice 

Delfzyl 

Dordrecht 

Ostend 

Bordeaux 

Tonnay  Charente 

Z  wyndrecht 


Total 


MEDITBRRANBAN. 

Cette 

St.  Louis  du  Rhone 

Marseilles 

Venice 

Genoa 

Galatz 

Fiume 

Port  de  Bone 

Leghorn 

Trieste 

Bone 


Total 


DOlfBSTIC,  ETC. 

Cartaret 

Baltimore 

Elizabethport 

Philadelphia 

New  York 

Barbados,  West  Indies. 


1887. 


2,740 


2,491 


186, 516 


7,746 
2,354 
1,091 
5,310 
11, 621 


2,705 


1,800 


32,627 


2,415 


2,415 


RECAPITULATION. 

United  Kingdom 33,073 

Baltic  ports... 95,646 

Continental  ports 186, 516 

Mediterranean  ports I  32, 627 

Total  foreign  shipments  . .  347, 862 

Domestic  shipments 2, 415 


Total  shipments 350, 277 


1890. 


1,738 
3,293 


159, 737 


3,207 


10,272 

21,632 

2,494 


1,458 
3,416 


42, 479 

2,950 

292 

1,920 

3,001 


500 


8, 663 


22,084 

89,908 

159, 737 

42, 479 


314,208 
8,663 


322, 871 


1885. 


75,692 


2,410 


145,949 


6,055 
9,159 
2,030 
7,888 
18,227 


3,871 


1,098 


43,328 


1,920 


1,925 


33,928 

80,916 

145, 949 

43, 328 


304,121 
1,925 


306,046 


1884. 


2,953 
1,025 


152,074 


1,132 
6,991 


2,181 
11,629 


700 


22,633 


475 


475 


60,336 

68,561 

152, 074 

22,633 


303,604 
475 


304,079 
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These  statistics  show  a  well  distribated  and  sabstantial  increase  of 
shipments  over  those  of  1896,  notwithstanding  decreased  production, 
and  there  is  reasonable  prospect  of  an  increased  use  during  1898. 

During  1897  the  continued  and  severe  depression  m  prices  has  been 
most  disastrous  to  the  Florida  high-grade  rock  industry.  Of  the  com- 
panies in  existence  on  January  1, 1897,  a  considerable  number  disap- 
peared during  the  year,  having  completely  abandoned  all  operations, 
owing  either  to  exhaustion  of  deposits  or  exhaustion  of  funds,  through 
losses  incurred  in  operation.  Over  one-half  of  the  mines  or  pits  that 
had  been  opened  since  the  beginning  of  the  industry  in  1890  are  now 
exhausted  and  abandoned,  and  the  process  of  abandonment  has  been 
accentuated  during  the  past  year.  Of  the  252  corporations  or  individ- 
uals who  organized  to  engage  in  high-grade  rock  mining  in  Florida 
since  the  commencement  of  the  industry  in  1890  to  December  31, 1897, 
28  corporations  or  individuals  are  at  present  actively  operating  high- 
grade  rock  mines  in  Florida;  41  companies  were  organized  for  mining 
purposes,  but  failed  before  mining  operations  were  commenced ;  and  183 
commenced  mining  but  became  financially  unsuccessful  and  abandoned 
operations.  Of  these  183  companies,  135  have  abandoned  operations 
in  consequence  of  the  exhaustion  of  their  mines  or  pits. 

The  stock  of  phosphate  above  ground,  ready  for  shipment,  steadily 
decreased  during  the  year,  and  on  January  1, 1898,  it  was  equal  only 
to  50  per  cent  of  the  stock  on  hand  and  ready  for  shipment  January  1, 
1897.  The  average  monthly  production  of  high-grade  rock  in  Florida 
during  1897  was  less  than  80  per  cent  of  the  average  monthly  ship- 
ments. 

During  1897  the  Florida  high-grade  rock  industry  has,  under  the  pres- 
sure of  extremely  low  prices,  been  steadily  adjusting  itself  to  the  demand, 
and  the  restriction  of  available,  easily  worked  deposits,  the  decreased 
stock  on  hand,  the  decreased  rate  of  production,  and  the  increased  rate 
of  shipments  indicate  that  the  business  is  emerging  from  the  unhealthy 
conditions  so  long  prevalent. 

Messrs.  Auchincloss  Brothers  point  out  that  a  large  number  of  the 
mining  plants  in  Florida  have  been  and  are  now  closed  in  consequence 
of  low  prices.  It  is  argued  by  some  that  should  any  decided  improve- 
ment in  price  occur  these  closed  companies  would  again  resume  mining 
and  another  period  of  overproduction  ensue.  But  it  should  be  noted 
that  a  majority  of  the  plants  in  question  have  been  closed  for  a  period 
of  at  least  two  years.  A  considerable  number  have  closed  owing  to 
exhaustion  of  their  deposits,  and  can  not,  therefore,  start  again  in  the 
same  locations,  but  must  be  moved  to  new  deposits.  Many  others  are 
closed  owing  to  financial  difficulties,  but  in  every  instance,  in  conse- 
quence of  the  semitropical  climatic  conditions  of  Florida,  so  destruc- 
tive to  wooden  structures,  a  majority  of  the  plants  at  present  closed 
are  so  rotted  that  they  would  require  complete  rebuilding  before  they 
could  be  put  into  condition  for  operation.  It  will  require  a  considera- 
ble advance  in  price  before  attempts  will  be  made  to  operate  many  of 
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the  mining  plants  at  present  idle,  and  the  mining  must  also  be  shown 
to  be  reasonably  profitable  and  permanent  before  new  capital  can  be 
induced  to  undertake  to  resuscitate  what  are  at  present  acknowledged 
failures. 

The  following  statistics  in  regard  to  the  shipments  of  pebble  phos- 
phate are  also  furnished  by  Messrs.  Auchincloss  Brothers : 

Shipments  of  Florida  pehhle  phosphate  from  1894  to  1897. 

[Long  tons.] 


Porta. 


UNITED  KINGDOM. 


London  

Liverpool . . 
Birkenhead 

Garston 

Newcastle.. 

Bonnes 

Glasgow  ... 
Aberdeen  .. 

Dublin 

Belfast 

Leith 

Plymouth  . . 
Kingslynn  . 
Falmouth  .. 
Swansea  ... 

Bristol 

Ipswich 

Drogheda  .. 
Newport  ... 
Felixstowe  . 
£xmoutli... 
Padstow  ... 
Monmouth  . 
Harwich  . . . 


Total 


BALTIC. 

Gothenburg 

Stettin 

Memel 

Riga 

Helsingborg 

MUhlgraben 


Total 


1897. 


6,576 
2,739 


2,377 
1,000 


3,158 


7,408 
13,046 
1,830 
1,250 
6,000 


3,000 


48,384 


1886. 


1,138 
3,972 


1,582 
1,021 
2,576 


4,623 
9,019 
1,200 
819 
1,813 
4,529 
2,694 


2,045 


5,309 


14,834 
2,500 

22,643 


2,220 
2,760 
1,500 
5,511 
6,634 


18,625 


1805. 


7,860 


2,261 


3,360 
2,186 
2,061 
3,873 


8,921 
12,003 


2,724 
3,956 


18M. 


12,200 
2,500 
1,016 
4,200 
2,525 
4,736 
1,813 


9,476 

»  •  •  A  «  «  « 

2,550 
8,430 
5,491 
900 
1,817 
4,619 
3,644 


710 

436 

2,574 


2,250 


37, 031    52, 925 


9,503 
7,704 


68,167 


24, 818 


2,613 
5,795 


8,412 


26,615 


33,230 
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.skipmenlt »/  Ftoridn  peMI«  jiftovpJUfe  /n 
ILamsUmt] 


■  1894  to  I397~CoatiDaeA. 


Pg™. 

'      «m. 

laat. 

UM. 

im. 

<  05TIXK.VTAI.                                                   j 

5,743 

' 

2,700 
17,757 
4,374 

Hambarg 

Hsrbarg 

4.001 
6.1(6 

<,876 
5,*61 
2,466 
2,180 

18,877 
6,532 

1,600 

SMtcm 

2.062 

2.282 
5,0t0 

i,aoi 

2,015 
1,611 

2,289 

\ 

2,803 

K^nJabont 

2,175 

1 

34,998 

28,720 

Totil 

...        17,126 

26,310 

V  KsmE  KSA--(KXX. 

258 
5,298 
1,006 

*"**"   '■" 

.«.      ,    « 

2,950 
6,200 

6,661 

9,159 

15,278 
38,737 

18,890 
26,804 

12,412 
30,479 

" 

...       Ii,5l'6 

(■^  ■..av::-i.* 

5,3i» 
V.3 

12,962 
3,230 

7,322 
3,274 
1,573 
1,150 

Nv-iv-i -.>«». 

618 
1.752 

8,473 

969 

6,629 

1,725 

^ "''*'""  ■* 

1,930 
1,220 

W    ...   -^»va    -- 

1,«5 

1,876 

^"*"'*^ 

4,«6 
6,235 
1,966 
4,713 

^  ■^■■"•'•^         

11.918 

918 

2,060 
2,160 
2,154 

,\. ->*.«.«      

\,«    v..^,«M      

...      122,736 

IV*.*1      

93,563 

64,680 

K,724 
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Porto. 

1807. 

1896. 

1896. 

1894. 

BBCAPITULATION. 

United  Klnfirdom 

48,384 

22,643 

17,426 

1,160 

37,031 
18,625 
26, 310 

52, 925 

25,615 

34,808 

6,561 

68,167 

33,230 

28,720 

9,159 

Baltic  ports 

Continental  ports 

Mediterranean  Dorts 

Total  foreign  shipments  . . 
Domestic  shipments 

89, 613 
122,  736 

81,966 
93,563 

119,909 
64,680 

139,  276 
65,724 

Total  shipments 

River  pebble. 
Foreifirn  shinments - 

212, 349 

175, 529 

184,589 

205,000 

51, 140 
50,259 

.46, 712 
27,708 

56,552 
5,945 

90,054 
15, 770 

Domestic  shipments 

Total  shipments 

101,399 

73,420 

62,497 

105, 824 

Land  pebble. 
Foreign  shipments 

38,473 

72, 477 

• 

36,254 
65,855 

63,357 
58,735 

49,222 
49,954 

Domestic  shipments 

Total  shipments 

110,950 

102,109 

122,092 

99,176 

The  conditions  of  phosphate  mining  in  the  i)ebble  region  are  well 
shown  by  the  following  report  of  Mr.  0.  G.  Memminger : 

BEVIEW  OF  THE  LAND  AND  BIYEB  PEBBLE  PHOSPHATE  MINING 

INDUSTBY  FOB  THE  YEAB  1897. 

Land  pebble  mining. — While  no  radical  change  has  been  made  in  the 
system  of  mining  and  milling,  there  has  been  a  marked  improvement 
in 'general  methods,  the  miners  having  been  forced  by  low  prices  of 
phosphate  to  a  more  perfect  system  of  raising  and  preparing  their 
product.  Considerable  improvements  have  been  made  in  the  construc- 
tion of  centrifugal  pumps,  and  a  pump  has  been  evolved  that  answers 
every  requirement  of  the  work.  A  combination  of  a  rotary  and  flat 
screen  for  the  first  separation  of  the  pebble  has  proved  excellently 
adapted  for  this  purpose.  A  decided  improvement  is  also  shown  in  the 
rubber  hydraulic  and  suction  hose.  The  former  hydraulic  hose  was 
wrapped  outside  with  flat  spiral  steel  bands.  This  wrapping  soon 
became  displaced  and  quickly  rusted  out.  A  10-ply  8-inch  hose  is  now 
made  with  the  steel  spiral  in  the  center,  5  plies  on  either  side.  This 
hose  wears  well  and  readily  stands  hydraulic  pressure  of  150  to  175 
pounds.  The  adoption  of  compound  condensing  pumps  will  be  another 
step  in  the  direction  of  economy,  and  probably  the  coming  year  will  see 
some  advance  along  this  line,  as  the  question  of  fuel  economy  is  daily 
becoming  more  urgent. 
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The  adoption  of  a  furnace  in  connection  with  the  rotary  drier,  in 
which  the  pebble  passes  down  an  inclined  plane  in  direct  contact  with 
the  flame,  is  a  notable  improvement.  The  rotary  cylinder  drier  is 
raised  to  a  height  of  12  to  15  feet;  a  furnace  is  constructed  at  the  end 
of  the  cylinder  and  so  arranged  that  the  material,  after  passing  through 
the  cylinder,  runs  down  a  slope  14  feet  in  length,  backed  with  a  special 
fire  tile;  and  the  furnace  is  so  constructed  that  the  full  force  of  the 
flame  passes  up  the  incline,  and  as  the  pebble  drops  down  it  is  subjected 
to  intense  heat.  These  driers  have  also  greater  capacity  and  are  much 
more  economical  than  the  original  cylinder  drier  without  improved 
furnace.  There  were  in  all  twenty  two  plants  constructed  for  land 
pebble  mining.  Of  these  a  number  were  built  prior  to  the  introduction 
of  the  hydraulic  mining  system,  and  their  methods  of  mining  proved  a 
failure.  In  other  cases  plants  were  erected  on  deposits  that  were  not 
workable,  either  from  lack  of  quantity  or  inferior  quality,  and  others 
were  simply  wild-cat  speculations.  At  present  there  are  but  four  land 
pebble  mining  companies  in  operation. 

The  production  of  laud  pebble  for  the  year  1897  was  a  little  over 
92,000  tons. 

River  pebble  mining. — The  Peace  Kiver  mining  territory  is  now  con- 
trolled by  the  Peace  Eiver  Consolidated  Phosphate  Company.  This 
company  has  its  own  railroad,  25  miles  in  length,  terminals,  lighters, 
tugs,  etc.,  for  transportation  from  its  mines  to  vessels  at  Boca  Grande. 

The  same  general  system  of  mining  is  pursued  as  formerly,  except 
that  the  mining  is  carried  on  in  the  swamp  adjoining  the  river  course, 
the  pebble  in  the  river  bed  proper  being  exhausted.  The  cost  of  river 
pebble  has  been  reduced  to  a  minimum,  first,  by  the  company  con- 
trolling its  own  transportation,  and,  secondly,  by  the  perfect  system  of 
handling  the  pebble.  Stations  known  as  ^< hoists"  are  located  at  points 
along  the  river  convenient  to  the  place  where  mining  is  being  carried 
on.  The  pebble  is  pumped  up  by  the  dredges  and  loaded  on  lighters, 
and  these  lighters  are  unloaded  at  the  hoists  by  elevators,  the  pebble 
transferred  to  cars,  and  transported  in  these  cars  to  the  central  drying 
plant.  The  plant  is  so  arranged  that  cars  dump  directly  into  the  wet  bin, 
from  this  bin  it  passes  on  to  the  driers,  and  thence  into  the  dry  storage 
bins.  The  dry  bins  are  elevated  to  a  convenient  height  for  specially 
coiiHtructed  cars  to  run  under  the  bins,  and  the  pebble  is  loaded  into 
the  cars  and  transported  to  the  lighters  and  thence  to  the  vessels. 

The  labor  item  is  reduced  to  a  minimum,  as  the  pebble  is  handled 
throughout  by  machinery.  The  improved  furnace  in  connection  with 
the  rotary  drier  before  described  was  first  used  by  the  river  miners, 
and  they  have  continued  its  use  in  the  most  improved  form. 

Itlver  mining  on  the  Alafia  Eiver  has  entirely  ceased. 

The  output  of  river  pebble  for  1897  was  not  quite  100,000  tons. 

Market. — Low  prices  for  phosphate  still  continue,  and  the  close  of 
IM07  Hhowed  a  weak  market,  with  prices  lower  than  those  of  the  pre- 
i'vilUi^  year.     It  is,  however,  unquestionably  a  fact  that  prices  have 
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reached  the  lowest  limit  possible.  The  cost  of  production  can  not  be 
materially  redaced,  aud  pebble  is  now  being  sold  at  actaal  cost.  This 
abnormal  condition  can  not  be  maintained,  and  if  prices  do  not  advance 
the  mines  mast  eventaally  close. 

SOUTH  CAROLINA. 

The  total  production  of  phosphate  rock  in  South  Carolina  since  1867 
and  the  distribution  of  the  shipments  are  shown  in  the  following  table: 

Phosphate  rock  mined  by  the  land  and  river  mining  companies  of  South  Carolina. 


Y«ar  ending- 


May  31— 

1867 

1868 

1869 

1870 ^.. 

1871 

1872 

1873 

1874 

1875 

1876 

1877 

1878 

1879 

1880 

1881 

1882 

1883 

1884 

1885 

December  31 — 

1885(a) 

1886 

1887 

1888 

1889 

1890 

1891 

1892 

1893 

1894 

1895 

1896 

1897 


Land  com- 
panies. 


Limgtons. 

6 

12,262 

31,958 

63,252 

56,533 

36,258 

33,426 

51,624 

54,821 

50,566 

36,431 

112,622 

100,779 

125,601 

142, 193 

191,305 

219,202 

250,297 

225,913 

149,400 
253,484 
261,658 
290,689 
329,543 
353, 757 
344,978 
243, 652 
308,435 
307,305 
270,560 
267,072 
267,380 


Rirer  com* 
panies. 


Total 5,442,962 


Long  tont. 


1,989 

17,655 

22,502 

45,777 

57, 716 

67,969 

81,912 

126,569 

97,700 

98,586 

65,162 

124,541 

140, 772 

159, 178 

181,482 

169,490 


3,469,286 


Total. 


Longtcna, 

6 

12,262 

31,958 

65,241 

74,188 

58,760 

79,203 

109,340 

122,790 

132, 478 

163,000 

210, 322 

199,365 

190,763 

266,734 

332,077 

878,380 

431, 779 

395,403 


128,389 

277,789 

177,065 

430,549 

218,900 

480,558 

157,878 

448,567 

212, 102 

541,645 

110, 241 

463,998 

130,538 

475, 516 

150, 575 

394,227 

194,129 

502,564 

.142, 803 

450,108 

161, 415 

431, 975 

135,351 

402,423 

90,900 

358,280 

8, 912, 248 


a  Seven  months. 
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Id  the  following  tables  will  be  found  Rtatements  of  the  shipments  of 
South  Carolina  phosphate  rock  since  1874  and  the  product  of  the  State 
from  1867  to  1897 : 

Detailed  statement  of  total  foreign  and  coaetwiee  ehipmente  and  lo^al  ooneumption  of  South 

CaroUna  rook  einoe  June  1, 1S74. 

[Longtona.] 


Piiiod* 

Sblfunenta  and 
oonsiunptlon. 

Beaufort. 

CbarlM- 
ton. 

Total. 

Total  for 
eaohyear. 

r  Foreign  porta... 

44,617 

25,929 

70,546 

1 

Jane  1,1874, to  Ka781,1876.. 

<  Domeetio  porta  . 

7,000 

25.560 

82,560 

)    122,790 

I  Oonaonied  •■.■■. 

19,684 

19,684 

1 

Foreign  porta... 

50,884 

25,481 

75,815 

/ 

June  1, 1875,  to  May  81, 1876. . 

Domeetio  porta  . 

9,400 

28,881 

88,231 

182,896 

Conanmed  ...... 

18,850 

18,850 

r  Foreign  porta... 

78,928 

28.844 

102,767 

June  1,  U70,  to  Kaj  81, 1877. . 

*  Domeatio  porta  . 

6,285 

40.768 

47,068 

•    168,220 

1 

Conanmed ...... 

13,400 

18,400 

r  Foreign  porta... 

100,619 

21,128 

121,742 

Jane  1, 1877,  to  liay  81, 1878. . 

Domeatio  porta  . 

8,217 

60,729 

68,946 

206,388 

nnnanniAd 

17.685 

17,686 

I  Foreign  porta... 

97.799 

21.767 

119,666 

Jane  1,1878,  to  liay  81,1879.. 

I  Domeatio  porta  . 

8,618 

62,281 

60,899 

190,866 

1  Conanmed  ...... 

18,900 

18,900 

: 

1       X^^y  aao  ^MMmm^^^m    •••■■■ 

Foreign  porta... 

47, 157 

14,218 

61,875 

1    June  1,1870,  to  May  81, 1880.. 

'   Domeatio  porta  . 

18,846 

94,002 

107,348 

>    190,768 

rVmanmjwl 

22.040 

22,040 

1 

r  Foreign  porta... 

62,200 

8,568 

70,768 

Jane  1, 1880,  to  May  81, 1881 . . 

\  Domeatio  porta  . 

65.806 

91.929 

157,824 

>    266,784 

1  Conanmed  ...... 

88,142 

88,142 

1 
1 

1     ^^^/aav  viaaav^^vA   •••■■■ 

[  Foreign  porta... 

89,581 

22,905 

112,486 

Jane  1, 1881.  to  May  81, 1888. . 

<  Domeatio  porta  . 

66,840 

111,814 

176,654 

>    882,077 

i  Ckinsamed  ...... 

42,987 

42,937 

[  Foreign  porta... 

94,789 

28,251 

123,040 

Jane  1, 1882, to  May  81, 1888. . 

'   Domeatio  porta  . 

63,175 

150,545 

212,720 

>    878,880 

Conanmed  ...... 

42,620 

42,620 

Foreign  porta. . . 

132, 114 

20,539 

152,663 

Jane  1, 1888,  to  May  81. 1884. . 

'   Domeatio  porta  . 

41,040 

181,868 

222,403 

481,779 

Consumed 

5,800 

50,923 

56,728 

Foreign  porta... 

111,075 

11,496 

122,570 

Jane  1, 1884,  to  May  81, 1885. . 

<   Domeatio  porta  . 

U.130 

161, 7G0 

206,833 

.    396.408 

Consumed 

12.000 

55,000 

67,000 

(  Foreign  ports... 

106,761 

8,581 

114,342 

Jane  1, 1885,  to  Dec.  81, 1885. . 

<  Domestic  ports  . 

16,321 

U2,126 

128,447 

•    277,780 

[  Consamed 

5,000 

80,000 

85,000 

I  Foreign  ports... 

153,443 

5,926 

159,869 

1 

Jan.  1.  1886,  to  Deo.  81, 1880.. 

<   Domestic  porta  . 

14,622 

187,558 

202,180 

\    410,54a 

Consumed 

9,000 

60,000 

09,000 

1 

r  Foreign  porta. . . 

180,905 

9,740 

199,735 

1 

Jan.  1,  1887,  to  Dea  81,1887.. 

<  Domestic  porta  . 

15,005 

181, 918 

197,823 

}    480,KB 

I  Consumed 

13,000 

70,000 

83,000 

Foreign  porta... 

124.474 

8,611 

128,085 

• 

Jan.  1, 1888,  to  Dea  81,1888.. 

Domestic  porta  . 

20,404 

212,078 

232,482 

}    448.««T 

,  Consamed  ...... 

13,000 

75,000 

88,000 

) 

[  Foreign  porta... 

137,102 

5.900 

148,002 

Jan.  1,  1889.  to  Dec.  31.1889.. 

<  Domestic  porta  . 

60,000 

248,643 

806,643 

>    641,645 

I  Consumed 

15.000 

75,000 

90,000 
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Detailed  eiatement  of  total  foreign  and  coastwise  shipments  and  local  consumption  of  South 

Carolina  rock  since  June  1, 1874 — ContiDued. 

[Loii£  tona.] 


Period 

Shipments  and 
oonaumption. 

Beaufort. 

Cbarlea- 
ton. 

Totel. 
127.241 

1 

1  Foreign  porta. . . 

72,241 

55,000 

Jan.  1.  1890.  to  Deo.  31, 1890. . 

<  Domeatio  porta  . 

15.000 

213, 757 

228.757 

Conaamed 

13,000 

86.000 

98.000 

1  Foreign  porta. . . 

94,528 

4,656 

99,183 

Jan.  1, 1891,  to  Deo.  31, 1891.. 

<   Domeatio  porta  . 

22,000 

252,063 

274,083 

,  Conanmed 

Uooo 

88,250 

102,250 

r  Foreign  porta... 

105.150 

5,062 

110,202 

Jan.  1.  1892,  to  Deo.  31, 1892  . 

<   Domeatio  porta  . 

30,425 

148,600 

179,025 

Conanmed 

15,000 

90,000 

106,000 

Foreign  porta... 

156,257 

175 

156.432 

Jan.  1,  1893,  to  Deo.  81, 1888. . 

Domeatic  porta  . 

22,872 

160,942 

183,814 

Conanmed 

15,000 

147,318 

^  162,318 

Foreign  porta. .. 

114, 155 

12,417 

126,572 

Jan.  1,  1894,  to  Dec.  31,1894.. 

Domestifl  porta . 

21,000 

154,853 

175,853 

.  Conanmed 

12,683 

135,000 

147.683 

[  Foreign  porta... 

114,430 

10,090 

124,520 

Jan.  1,  1895,  to  Deo.  31,1896.. 

Domeatic  porta  . 

9,500 

155,855 

165,355 

■ 

Conanmed 

12,100 

130,000 

142, 100 

■ 

Foreign  porta. . . 

118,351 

12,000 

125,351 

Jan.  1,  1896,  to  Deo.  81, 1800.. 

Domeatio  porta . 

12,000 

130,072 

142,072 

,  Consumed 

10,000 

125,000 

135,000 

Foreign  porta... 

75.106 

1,300 

76,408 

Jan.  1,  1897,  to  Deo.  31, 1897.. 

Domeatic  porta . 

10,000 

129,872 

189,872 

Conanmed 

12.000 

130,000 

142,000 

Totel  for 
each  year. 


\    463.996 


>    475.616 


394,227 


502,564 


450.108 


431,976 


402,423 


368,280 


TENNESSEE. 

The  following  rei)ort  by  Mr.  Lncius  P.  Brown  shows  the  development 
of  the  indastry  in  Tennessee,  and  e8X)ecially  of  the  new  Maary  Coanty 
district: 

THE  PHOSPHATE  BOOK  DEPOSITS  OF  TENNESSEE  DUBING  1897. 

MOUNT  PLEASANT  DISTRICT. 

In  considering  this  subject  it  seems  best  to  take  up  the  three  distinct 
and  separate  fields  in  the  order  of  their  relative  importance.  The 
Mount  Pleasant  field,  therefore,  first  engages  oar  attention.  The  exist- 
ence of  valuable  deposits  in  this  district  was  first  discovered  by  S.  Q. 
Weatherly,  of  Palestine,  Lewis  County,  in  January,  1896.  For  busi- 
ness reasons  no  effort  was  at  that  time  made  to  develop  them,  but 
about  July  15  of  that  year  work  was  begun  in  mining,  and  has  since 
that  time  steadily  progressed.  The  first  mining  done  was  in  the  town 
of  Mount  Pleasant,  which  has  given  its  name  to  the  field.  This  place 
is  in  Maury  Coanty,  11  miles  southwest  of  the  county  seat,  Columbia, 
on  the  Nashville,  Florence  and  Sheffield  Railroad,  a  branch  of  the 
Louisville  and  Nashville  system.  Although  it  lies  in  one  edge  of  the 
field  it  is  the  center  of  operations  in  the  district.    The  field  itself  is 
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about  4  by  6  miles  in  extent,  with  the  long  diameter  approximately  per- 
pendicular to  the  line  of  the  railway.  It  probably  does  not  extend 
more  than  a  mile  to  the  west  of  the  railway  and  about  5  miles  to  the 
east  of  it.  Except  where  erosion,  in  the  valleys  of  the  branches  and 
creeks,  has  reduced  the  level  of  the  country  below  the  phosphate  hori- 
zon, practically  all  this  area  is  underlaid  by  phosphate  deposits  of 
varying  thickness  and  degrees  of  richness. 

Geologically,  this  deposit  is  of  Lower  Silurian  age,  belonging  in  the 
Capitol  limestone,  a  member  of  the  Nashville  (Cincinnati)  formation. 
The  Nashville  beds  are  thus  described  by  Dr.  J.  M.  Safibrd,  the  num- 
bering beginning  at  the  bottom: 

(1)  The  Or  this  bed.  about  60  feet  thick,  represents  a  horizon  easily  reoognizad, 
throughout  the  Silurian  Basin  of  middle  Tennessee.  Its  distinctiye  characteristics, 
some  of  its  layers  usually  being  made  up  wholly  of  shells  of  Orihii  testudinaHa^ 
make  it  an  excellent  guide  rook  for  the  next  formation,  which  is — 

(2)  The  Capitol  limestone,  a  granular,  current- formed,  and  hence  laininar  lime- 
stone, showing  cross-stratification.  The  average  thickness  may  be  placed  at  about 
60  feet. 

(3)  The  Dove  limestone,  10  to  12  feet  in  thickness,  mostly  a  compact,  dove-colored 
limestone. 

(4)  Upon  the  Dove  lies  the  Ward  limestone,  28  feet  thick,  parts  of  which  are  much 
like  the  Capitol  lime8t<one,  laminated,  and  showing  current  action. 

All  these  rocks  are  more  or  less  phosphatic,  but  it  is  the  Capitol 
division  which  is  the  great  source  of  the  phosphate^  and  the  thickness 
of  workable  beds  in  this  averages  about  6  feet. 

It  is  hardly  to  be  doubted  that  the  origin  of  all  the  phosphate  of  the 
Mount  Pleasant  district,  with  an  exception  to  be  noticed  later,  lies  in 
the  leaching  of  certain  highly  phosphatic  limestone.  This  leaching  has 
come  from  the  long-continued  action  of  atmospheric  waters  sinking 
through  the  soil,  dissolving  and  carrying  away  the  comparatively  solu- 
ble calcium  carbonate,  and  leaving  behind  the  less  soluble  phosphate. 
This,  however,  does  not  account  for  the  origin  of  what  is  known  as 
^^  hard  rock."  This  has  been  found,  so  far  as  is  known,  only  at  one 
point,  in  very  small  amount,  and  is  interesting  in  the  main  only  from  a 
geologic  standpoint.  It  is  of  as  close  a  texture  as  the  oolitic  Devonian 
phosphate,  light  cream  in  color,  showing  in  the  mass  rose-colored  streaks 
and  concentric  rose-colored  circles  several  inches  apart,  at  the  center  of 
which  is  a  mass  of  blue  rock  of  varying  size,  but  usually  comparatively 
small.  The  structure  clearly  indicates  that  the  whole  rock  was  origi- 
nally blue,  of  exactly  the  character  of  the  central  mass,  and  that  the 
buff  or  cream  color  and  concentric  rosy  rings  are  the  result  of  weather- 
ing. The  origin  of  this  hard  rock  is  probably  the  same  as  that  of  the 
phosphatic  limestone  from  which  the  main  body  of  the  deposit  was 
derived,  modified  in  chemical  character  by  local  conditions  as  yet  unex- 
plained. 

The  phosphatic  limestone  is  usually  slaty-blue  in  color  and  granular 
and  firm  in  texture,  containing  nearly  50  per  cent  of  phosphate  of  lime.* 

1  See  table  of  aimlyBes,  p.  551. 
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The  color  is  probably  due  to  organic  matter,  and  on  weathering  changes 
first  to  a  light  pearl-gray  and  then  to  a  dirty  light  brown  or  gray.  Its 
origin  is  difficult  to  account  for,  as  it  seems  to  be  essentially  a  local 
change  in  the  character  of  the  phosphate  stratum,  which  is  found 
wherever  the  Capitol  limestone  occurs  throughout  middle  Tennessee,  but 
is  usually  of  very  different  character.  Information  on  this  subject  is 
needed,  and  there  is  an  opportunity  for  some  good  work  in  ascertaining 
the  cause  of  the  changes  in  this  stratum  as  well  as  in  that  of  the  De- 
vonian pliosphate.  It  is  probable  that  the  same  causes  operated  in  each 
case.  Although  of  such  wide  distribution,  only  at  a  very  few  points 
outside  the  Mount  Pleasant  district  is  the  phosphate  stratum  of  suffi- 
ciently high  grade  to  justify  mining.  This  means  that  the  rock  must  con- 
tain not  less  than  70  per  cent  phosphate  of  lime;  of  lower  grade  material, 
particularly  of  rock  less  than  60  per  cent,  there  is  an  enormous  amount 
throughout  this  region.  The  rock  loses  value  in  phosphoric  acid  by  an 
admixture  of  sand  or  clay,  and  at  some  points,  as  in  the  southern  edge 
of  Maury  County,  where  the  deposit  is  very  thick,  it  becomes  a  sand- 
stone carrying  only  4  or  5  per  cent  of  phosphate  of  lime.  In  the  Lower 
Silurian  regions  of  central  Kentucky  very  much  the  same  rock  has 
been  observed,  but  in  small  amount.^  The  presence  of  this  and  similar 
materials  accounts  for  the  lasting  qualities  of  the  agricultural-  lands 
where  it  is  found  both  in  Kentucky  and  Tennessee. 

For  all  practical  purposes,  as  mentioned  above,  it  may  be  considered 
that  there  is  only  one  variety  of  Mount  Pleasant  rock.  This  rock  is  in 
color  grayish  or  reddish  brown  to  creamy  white,  very  porous,  soft,  and 
light,  and  occurs  in  plates  of  varying  thickness  and  size,  but  rarely 
more  than  a  few  hundred  pounds  in  weight.  These  plates  are  packed 
closely  together  into  stratum  resembling  a  loosely  built  wall  of  dry 
masonry.  This  follows  more  or  less  closely  the  contour  of  the  surface, 
but  is  not  always  of  the  same  thickness,  changes  in  the  limestone  bot- 
tom, or  rather  differences  of  weathering  in  the  original  limestone,  modi- 
fying this  characteristic.  A  cubic  yard  of  rock  in  the  bank  yields  about 
1,400  i)ounds  of  merchantable  rock.  The  overburden  consists  only  of 
loose  earth  and  fully  disintegrated  phosphates,  and  varies  from  an  inch 
or  two  to  3  or  4  feet  in  thickness,  except  in  the  eastern  portion  of  the 
field,  where  it  becomes  so  great  as  to  preclude  its  profitable  removal, 
and  its  nature  apparently  renders  underground  mining  impracticable. 
Toward  the  eastern  limits  the  field  also  rises  much  higher  above  the 
hydraulic  level  than  is  the  case  near  Mount  Pleasant. 

Methods  of  mining. — All  mining  is  done  by  hand,  machinery  being 
impracticable,  and  is  all  open-cut  work.  The  procedure  may  be  said  to  be 
about  as  follows:  The  ground  having  first  been  thoroughly  prospected, 
and  after  a  mill  (if  one  is  built),  dry  sheds,  tram  tracks,  etc.,  are  com- 
pleted, actual  mining  operations  are  begun  by  stripping  the  overbur- 
den for,  say,  100  feet  back  from  the  outcrop,  or  from  the  main  tram  track, 
as  the  case  may  be.    This  may  be  done  by  hand,  but  scrapers  are 

1  Report  of  Geol.  Survey  of  Kentaoky,  chemical  analyses  A,  part  3, 1890,  p.  38  et  seq. 
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preferable.  The  mining  force  then  works  with  only  picks,  shovels,  and 
crowbars,  until  a  long  working  face  is  established.  This  gives  room  for 
the  economical  employment  of  a  large  force  if  so  desired.  The  mining 
practice  and  the  preparation  of  the  rock  for  market  vary  somewhat  in 
the  different  mines,  and  are  as  yet  in  a  measure  tentative,  bat  the 
methods  of  one  of  the  best-eqaipped  plants  in  the  field  are  as  follows: 
As  the  fiEMse  is  advanced  spars  from  the  main  tram  tracks  keep  pace 
with  it,  the  car  being  pushed  right  against  the  face,  leaving  room  only 
for  the  miner  to  work.  No  blasting  is  necessary,  except  occasionally 
to  remove  a  limestone  <<  chimney  "  in  extending  the  track,  the  rock  yield- 
ing easily  to  assaults  upon  it  with  pick  and  crowbar.  The  rock  as 
mined  is  divided  into  two  classes,  ^Mump"  and  '^muck."  The  former 
goes  directly  to  the  dry  kilns,  and  the  latter,  consisting  of  the  smaller 
pieces  of  rock,  ^^  spalls,"  etc.,  is  trammed  to  a  washer,  where  a  powerful 
stream  of  water  from  an  hydraulic  is  turned  on  it,  washing  out  through 
a  screen  the  earth  and  finest  material.  What  fails  to  pass  this  screen 
is  then  elevated  and  passed  over  a  screen  with  2^-inch  mesh.  The 
screenings  from  this  are  carried  (in  trams)  to  a  special  kiln  and  dried ; 
the  rock  larger  than  2^  inches  goes  to  the  same  kilns  as  ''lump."  These 
kilns  are  built  under  a  shed  and  are  on  a  lower  level  than  the  mine 
tracks.  The  latter,  being  extended  to  the  to|>  of  the  sheds,  serve  to 
allow  the  cars  loaded  with  mine  rock  to  be  run  in  above  the  kilns  and 
dumped,  obviating  one  handling.  The  kilns  themselves  are  essentially 
the  same  as  are  used  in  Florida  for  drying  '^hard  rock,"  being  simply 
a  pile  of  cord  wood  constructed  in  the  desired  shape,  upon  which  the 
rock  is  dumped.  No  machine  dryers  have  thus  far  been  used.  The 
dry  sheds  are  built  large  enough  to  accommodate  several  kilns,  so  that 
mining  operations  may  not  be  interrupted.  The  kilns,  of  course,  may 
be  of  any  desired  size,  but  the  average  contains  about  300  tons.  The 
complete  burning  of  the  wood  takes  about  twenty-four  hours,  and  about 
sixty  hours  after  firing  the  rock  is  ready  to  draw.  It  is  then  conveyed 
to  the  crusher,  the  top  of  which  is  on  a  level  with  the  floor  of  the  kilns. 
Here  it  is  reduced  to  about  a  4-inch  size,  and  goes  next  to  a  series  of 
screens  into  which  also  the  ^'muck"  less  than  2^  inches  is  passed.  By 
a  system  of  sizing  and  recrushing  a  portion  of  the  material  the  rock  is 
divided  into  three  grades.  The  3-lnch  and  above  is  the  highest  grade, 
containing  least  iron  and  aluminum  and  most  bone  phosphate.  Between 
3  inches  and  f  inch  is  the  next  grade,  and  all  below  f  inch  is  ground 
and  sacked,  being  sold  to  small  fertilizer  companies  or  to  the  farmer 
for  direct  application.  This  system  of  preparation  is  based  on  the 
higher  quality  of  the  "lump"  mentioned  below  (see  "Chemistry").  It 
saves  the  small  material,  "  spalls,"  etc.,  which  might  otherwise  be  lost, 
and  making  use  of  all  the  rock,  is  economical.  No  cleaning  with  log 
washers,  etc.,  is  now  done  in  the  field,  although  an  experimental  plant 
for  this  purpose  is  now  in  course  of  erection  by  Messrs.  Cajot  et  Oie. 
Those  mines  not  equipped  with  a  mill  simply  dry  the  rock  in  kilns, 
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break  it  to  the  required  size  with  faammers,  and  either  screen  it  or 
depend  on  the  handling  once  or  twice  vith  ballast  forbs  to  cleanse  it. 

Chemistry. — The  Mount  Pleasant  phosphate  contains  no  nnosual 
ingredients,  nor  does  it  differ  essentially  in  chemical  composition  firom 
other  high-grade  rock  phosphates  of  the  world.  It  is,  however,  dis- 
ttngaished  from  the  blue  rock  of  Tennessee  (the  Devonian  of  the  Swan 
Creek  region)  by  its  higher  content  of  bone  phosphate  and  iron  and 
alamina  and  by  containing  no  pyrite.  The  iron  and  alatnina  are  pres- 
ent  in  about  equal  proportions,  and  seem  to  exist  not  as  phosphates 
but  as  oxides  or  silicates.  The  fact  that  the  larger  pieces  of  rock, 
which  show  a  comparatively  small  surface  in  comparison  with  their 
cubic  contents,  contain  comparatively  little  iron  and  alumina,  would 
seem  to  point  to  a  derivation  of  these  materials  from  the  surface  soil 
through  suspension  in  the  circulating  waters. 

The  following  analyses,  made  by  the  writer,  were  chiefly  for  com- 
mercial purposes,  but  they  show  distinctly  the  character  of  the  rock: 

JttoIyNt  nf  photpluttt  rook  from  Ttumtai, 


CmalitUBDU. 

MoDDt 

fro.ii 

Limip 
rock 

»r.tn- 

from  gne 
ment 

dlffrront 

eick   1 

Pit  omL 
1.06 
31.69 
2.39 
3.36 
1.40 
3.18 
1.68 

Prremt. 
0.33 
37.61 

2.52 

fir  eml. 
0.63 
36.89 

3.53 

Fir  ami. 
0.90 
37.11 

3.97 

PttMHl.     Piranil. 
0.69         0.27 
37.22      22. 6» 

2.84  ;      1.46 

Phosphoric  acid 

'.     ..                 1                ,                i    ,«.»     1 

3.3» 

1    41.16 

Sand  and  inaolnblemat- 

1.78 

.59 

2.64 

1.39 
46.7ti 

76.42 

Organio  matter  and  wa- 
ter of  com  binalioo 

Flnorioe  and  nudeter 

1               1 

Tribaalo    phosphate   of 
lime   (ot  bona  phos- 
phate) on  dr?  bfsis. .. 

82.26  1    80.42 

79.  so 

87.14       49.38 
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Companies. — The  mining  companies  in  the  field,  with  their  improve- 
ments, etc.,  are  as  follows: 

Tennessee  Phosphate  Company  mines  at  Ridley,  1  mile  north  of  Monnt  Pleasant. 
Principal  office,  Loalsrilley  Kentacky.  Capacity,  60,000  tons  per  annom.  Improve- 
ments consist  of  full  mine  equipment  of  tram  tracks,  oars,  etc.,  hydranlic  washer 
and  screens,  with  elevating  machinery,  storage  hina  for  3,000  tons  of  rock,  three 
large  dry  sheds,  Gates  crasher,  engines  to  ran  machinery,  ^levatoiSy  eto.^in  shorty 
a  fnlly  equipped  mill  plant.  The  automatic  oar-loading  device  of  this  oompainyy  by 
means  of  which  forty  cars  daily  can  be  loaded  by  the  labor  of  two  men,  isespedaUy 
worth  notice. 

La  Compagnie  G^n^rale  des  Phosphates  de  la  Floride.  Capital,  6,000,000  francs. 
Principal  office,  88  Rue  de  Richelieu,  Paris.  Mines  abont  2  miles  nortJieast  of  Mount 
Pleasant,  at  Solita,  where  work  has  Just  been  begun,  and  where  they  have  only 
tram  tracks,  etc.,  by  way  of  improvements.    Capacity  will  be  about  80,000  tons. 

J.  H.  Carpenter  &  Co.  Mines  about  2  miles  northeast  of  Mount  Pleasant,  at 
Solita.  Improvements  consist  of  8,000  feet  of  broad-gauge  railway  track  from  mines 
to  main-line  railway,  dry  sheds,  shops,  track  scales,  and  trams  to  fhlly  eqoip  mine. 
Capacity,  about  80,000  tons. 

J.  R.  Bryan  &  Co.  Principal  offices  at  Monnt  Pleasant.  Mines  abont  1  mile  north- 
east of  Mount  Pleasant.  Improvements  consist  of  several  hundred  feet  of  railway 
track,  dry  sheds,  etc. 

Alphonse  C%|ot  &.  Co.  Principal  offices  at  42  Rue  des  Chanss^es  d'Antin,  Paris. 
American  offices  at  Mount  Pleasant.  Capital  stock  (paid  up),  1,800,000  francs. 
Mines  about  2  miles  east  of  Mount  Pleasant,  and  elsewhere.  Improvements  are  in 
course  of  erection,  and  consist  of  washer,  Delplace  dryer,  etc  This  plant  is  in  a 
measure  experimental.    Capacity  is  expected  to  be  40,000  to  50,000  tons  per  annnm. 

Elk  Mineral  Company  are  not  miners,  bnt  handle  gronnd  rook.  Output  during 
1896  probably  about  10,000  tons. 

Bine  Grass  Phosphate  Company.  Principal  office,  Nashville,  Tennessee.  Improve- 
ments consist  of  dry  sheds,  tram  tracks,  etc.  Mines  on  eastern  edge  of  town  of 
Mount  Pleasant. 

J.  W.  Harder  &  Co.  Offices  at  Monnt  Pleasant.  Mines  about  1  mile  sontheast  of 
the  village. 

These  are  the  principal  prodnoers.  There  are  a  few  minera  on  a  small 
scale  who  sell  rock  to  buyers  for  factories  or  to  larger  operators.  Farm- 
ers also  occasionally  mine  a  few  tons  when  there  is  little  work.  As 
their  rock  is  all  sold  ^^  green,"  and  mast  be  dried,  crashed,  and  screened, 
it  can  hardly  be  said  to  be  very  cheap,  in  spite  of  the  low  prices  iMud. 
The  amoaut  so  prodaced  is  not  large. 

THE  BLUE  ROCK  DI8TBICT. 

This  has  been  well  described  by  Dr.  0.  W.  Hayes  m  this  report  finr 
1894,  pages  610  et  seq.  It  will  therefore  not  be  necessary  to  go  over  the 
gronnd  again. 

The  effect  of  the  discovery  of  the  Monnt  Pleasant  phosphates  npon 
the  indnstry  in  the  Blue  Eock  district  was  most  disastroas.  Mount 
Pleasant  fdrnished  a  higher  grade  of  rock  at  less  cost,  and,  above  all, 
was  snpplied  with  transportation,  so  that  it  was  not  sorprising  that  the 
district  took  the  greater  share  of  the  bnsiness.  The  only  wonder  is 
that  any  bine  rock  eontinaed  to  be  sold;  bat  it  has  sach  excellent 
qnality  for  the  manafacturer  that  miners  so  situated  as  to  be  able  to 
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compete  with  Mount  Pleasant  in  cost  tree  on  board  cars  are  still  ship- 
ping rocky  and  the  total  shipments  firom  the  district  daring  1897  were 
by  no  means  insignificant.  Not  all  the  shipments,  however,  were  of 
bine  rock  (Devonian),  as  several  hundred  tons  of  rock  from  the  geologi- 
cal horizon  of  the  Mount  Pleasant  fields  have  been  shipped  from  Oen- 
terville.  It  is  hardly  probable  that  the  production  of  this  field  will  *be 
lessened  for  several  years  to  come. 
The  producers  operating  are  as  follows  : 

Soathwestem  Phosphate  Compaoy.  Principal  office  at  Nashville.  Mines  on 
Bwan  Creek  and  Falls  Branch,  in  Hickman  County. 

Robin  Jones,  receiver  for  the  Swan  Creek  Phosphate  Company.  Office  at  Monnt 
Pleasant,  Tennessee.    Mines  on  Haw  Branch,  etc.,  in  Hickman  County. 

Dnok  River  Phosphate  Mining  Company.  Operating  under  lease  from  the  receiver 
of  the  Duck  River  Phosphate  Company.  The  mines  are  in  Tottys  Bend  of  Duck 
River,  and  are  fully  equipped  with  air  drills,  mine  tracks,  mill  plant,  ete. 

J.  H.  Daniel  A  Co.  Office  at  Twomey,  Hickman  County.  Mines  at  Twomey  and 
Centerville. 

Tennessee  Phosphate  Company.    Offices,  etc.,  as  given  above. 

PERRY  COUNTY  DISTRICT. 

The  geologic  relations  of  this  field  have  been  clearly  set  forth  by  Dr. 
0.  W.  Hayes,  in  this  report  for  1894.  Since  that  paper  was  written, 
farther  exploration  of  the  breccia  deposits  has  shown  the  existence  of 
a  considerable  amount  of  high-grade  rock,  hardly  to  be  distinguished 
in  appearance,  mode  of  occurrence,  and  composition  from  the  hard  rock 
of  Florida.  Such  a  result  of  prospecting  was  suggested  by  Dr.  Hayes. 
While  a  good  deal  of  prospecting  has  been  done  in  this  section,  the 
ground  has  not  yet  been  thoroughly  explored  with  a  view  to  ascertain- 
ing the  exact  extent  of  the  deposits,  and  no  shipments  have  been  made, 
so  that  it  is  impossible  to  say  anything  about  the  cost  of  production. 
The  rock  is  apparently  of  high  grade,  and  could  enter  the  foreign  mar- 
ket with  New  Orleans  as  point  of  shipment  provided  sufficiently  good 
rates  were  obtained  for  shipment  down  the  Tennessee  Biver,  from  which 
the  deposits  are  distant  about  4  miles.  The  Perry  Phosphate  Company, 
^th  offices  at  ^tna,  Hickman  County,  controls  the  deposits.  An  aver- 
age of  six  analyses  made  by  the  writer  showed  1.67  per  cent  iron  and 
alumina,  80.93  per  cent  bone  phosphate,  and  4.52  per  cent  lime  carbonate. 

OXTTLOOK. 

The  outlook  for  miners  in  Tennessee  during  1898  appears  to  be  only 
fair.  Only  estimates  of  cost  are  obtainable,  but  the  most  reliable  infor- 
mation puts  cost,  free  on  board  at  the  mines,  at  $1.25  to  $1.35.  As  the 
highest  figures  at  which  rock  is  now  being  sold  in  the  field  are  $1.75 
and  the  average  probably  $1.50,  the  margin  of  profit  is  very  slight 
Of  late  demand  has  increased  and  operators  seem  more  hopeful,  but 
whether  this  improvement  is  permanent  remains  to  be  seen.  The  rock 
has  been  well  received  abroad,  and  if  freight  rates  continue  to  permit 
it  this  business  may  increase  to  considerable  proportions.    The  fact 
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that  the  manufacturers'  mills  will  grind  three  times  as  much  of  this 
rock  in  a  given  time  as  of  Florida  hard  rock  of  the  same  grade,  should 
offset  in  good  measure  the  slightly  greater  iron  and  alumina  of  the 
Tenqessee  product.  The  working  qualities  of  the  Tennessee  rock  are 
goody  and  it  produces  a  high-grade  acid  phosphate  when  properly 
handled. 

Production  ofphoaphate  rock  in  TenwsMefor  1897, 

[LfOng  tons.] 


Month. 


Centervllle 
district. 


Janaary  . . 
February  . 
March  . . . . 

April 

May 

June 

July 

August 

September 
October . . . 
November. 
December . 

Year 


1,509 
1,429 
1,888 
1,771 
1,571 
1,564 
1,861 
2,729 
2,450 
2,376 
2,121 
1,760 


23,019 


Mount 
Pleasant 
district. 


6,905 
6,845 
6^537 
8,242 
9,299 
5,013 
8,833 
7,123 
9,729 

1(),488 
8,964 

10,232 


98, 210 


Total. 


8,414 

8,274 

8,425 

10, 013 

10,870 

6,577 

10,694 

9,852 

12,179 

12,864 

11,085 

11,982 


121,229 


Phosphate  Bhipments  from  Maury  County,  Tennwaee,  in  1896, 


August 

September 
October . . . 
November . 
December  . 


350 

2,582 

2,566 

2,240 

4,809 

6,831 

Total 19,378 
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Shipments  of  phosphate  rook  from  Tennessee  during  1897. 


Month. 


Janaary.. 
February 

March 

April 

May 


Jane , 

July 

August 

September 

October 

November.. 
December  a. 


Total 


Mount 
Pleasant 
diatrict. 

Blue  Rock 
district.  • 

Long  tons. 

Litngiont. 

7,185 

1,110 

7,583 

1, 031 

6,059 

1,491 

8,527 

1,373 

7,835 

1,173 

7,352 

1,112 

7,869 

1,463 

7,197 

2,331 

9,858 

2,052 

10, 512 

1,978 

10,516 

1,753 

9,330 

1,500 

99,823 

18,367 

Total. 


Long  tont. 

8,295 

8,614 

7,550 

9,900 

9,008 

8,464 

9,332 

9,528 

11, 910 

12,490 

12,269 

10,830 

118, 190 


a  Estimated. 

The  valae  of  the  99,823  tons  shipped  from  Mount  Pleasant  district 
was  $149,234,  and  the  Bine  Bock  district  shipments  of  18,367  tons 
amounted  to  $33,979,  making  a  total  value  of  $183,213  for  the  118,190 
long  tons  shipped  from  Maury  County  during  1897. 

The  following  table  shows  the  distribution  of  the  shipments  for 
consumption : 

Shipmente  of  phosphate  rock  from  Tennessee  during  1897  to  domestic  or  foreign  points. 


Shipped  to- 


Domestic  poiuts 
Foreign  porta  . . 

Total  .... 


Mount  Pleaa* 
ant  district. 


Long  tont. 
73,841 
25,982 


99,823 


BloeRock 
district. 


Long  tons. 
18,367 


18,367 


Total. 


Long  tons. 
92,208 
25,982 


118, 190 
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IMPORTS. 

The  following  table  shows  the  imports  of  fertilizers  of  all  kinds  into 
the  United  States  from  1868  to  1897 : 

Feriilizera  imparted  and  entered  for  ooneumptian  in  the  United  States,  1868  to  1897, 


Year  ending- 


June  30— 

1868.. 

1869.. 

1870.. 

1871.. 

1872.. 

1873.. 

1874.. 

1875.. 

1876.. 

1877.. 

1878.. 

1879.. 

1880.. 

1881  . 

1882.. 

1883.. 

1884.. 

1885.. 
Dec.  31— 

1886.. 

1887.. 

1888.. 

1889.. 

1890- . 

1891 . . 

1892.. 

1893.. 

1894.. 

1895.. 

1890.. 

1897.. 


Goano. 


Qnantity. 


Long  ion*. 
99,668 
13,480 
47, 747 
94,344 
15,279 
6,755 
10,767 
23,925 
19,384 
25,580 
23,122 
17,704 
8,619 
23,452 
46,699 
25, 187 
28,090 
20,934 

13, 520 

10,195 
7,381 

15,991 
4,642 

11, 937 
3,073 
5,856 
5,757 
4,270 
6,532 
4,930 


Value. 


$1, 336, 761 
217,004 
1, 414, 872 
3, 313, 914 
423, 322 
167, 711 
261,085 
539, 808 
710, 135 
873,459 
849,607 
634,546 
108,733 
399,552 
854,463 
537,080 
588,033 
393, 039 

306,584 

252,265 

125, 112 

313, 956 

59,580 

199,  OU 

46,014 

97,889 

105,991 

51,642 

79, 815 

55,715 


Cmde  phosphates  and  other 
eabstances  used  for  fer- 
tilizing purpoaes. 


Qnantity. 


Long  torn. 


133,956 
96,586 
35,119 
40,068 

82,608 

53,100 

36,405 

35,661 

31, 191 

29,743 

92, 476 

106,549 

126, 820 

80,088 

113,955 

200,598 


Value. 


$88,864 

61, 529 

90,817 

105, 703 

83,342 

218, 110 

243, 467 

212, 118 

164,849 

195, 875 

285,089 

223,283 

317,068 

918,835 

1, 437, 442 

798, 116 

406,233 

611,284 

1, 179, 724 
644,301 
329, 013 
403,205 
252, 787 
214,671 
666,061 
718, 871 
904,247 
450, 379 
639,858 
970, 836 


Total  valne. 


$1,425,625 

278,533 

1,505,689 

3, 419, 617 

506,664 

385,821 

504,552 

751, 926 

874,984 

1,069,334 

1,134,696 

857,829 

425,801 

1, 318, 387 

2, 291, 905 

1, 335, 196 

994,266 

1,004,323 

1, 486, 308 
896,566 
454,125 
717, 161 
312,367 
413, 715 
712, 075 
816, 760 

1, 010, 238 
502,021 
719, 673 

1, 026, 551 


SULPHUR  AND   PYRITES 


By  Edwabd  W.  Pabkeb. 


SUIiPHUR. 

PRODUCTION. 


Oompared  with  the  domestic  consumption  of  salphor,  the  production 
in  this  coantry  continues  to  be  of  small  proportions.  The  United  States 
consumes  annually  about  135,000  short  tons  of  sulphur,  in  addition  to 
the  iron  pyrites,  domestic  and  imported,  used  in  the  manufacture  of 
sulphuric  acid.  The  largest  production  of  sulphur  in  this  country,  so 
far  as  records  are  obtainable,  was  in  1896,  when  the  output  amounted 
to  5,260  short  tons,  valued  at  $87,200.  The  average  yearly  production 
for  the  sixteen  years  previous  to  1896  was  1,372  tons.  The  largest  pro- 
duction in  this  period  was  in  1887,  when  3,000  tons  were  mined  in  Utah 
by  the  Bickert  and  Myers  Sulphur  Company,  now  out  of  existence. 
In  two  years,  1888  and  1890,  no  production  was  reported.  During  1897 
the  production  was  2,275  short  tons,  only  43  per  cent  of  the  amount 
produced  in  1896,  but  an  increase  of  68  per  cent  over  the  average  yearly 
production  in  the  sixteen  years  preceding  1896.  The  increased  output 
in  1896  was  due  to  the  operations  of  the  Frasch  process  in  Louisiana. 
This  process  consists  in  melting  the  sulphur  by  superheated  water,  and 
pumping  or  forcing  it  to  the  surface.  The  principles  of  the  *^  air  lift" 
pump  have  recently  been  applied  to  this  enterprise.  About  80  per  cent 
of  the  product  in  1896  was  from  the  Louisiana  deposit.  These  works 
were  shut  down  the  greater  part  of  1897,  and  the  production  there 
was  only  about  one-fourth  of  what  it  was  the  preceding  year.  The 
mines  of  Black  Eock,  Utah,  produced  about  the  same  amotint  as  in 
1896,  and  a  little  more  than  one-half  the  total  product  in  1897.  The 
Utah  deposits  are  extensive,  and  yield  an  excellent  quality  of  sulphur, 
but  owing  to  the  expense  attaching  to  railroad  transportation -the 
product  has  been  restricted  to  a  comparatively  local  market.  At  the 
time  of  writing  this  report  (May,  1898)  the  prices  of  sulphur  have 
advanced  to  unusually  high  figures — more  than  one  and  one-half  times . 
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the  average  for  1897,  The  advance  has  been  due  to  the  existence  of 
hostilities  between  the  United  States  and  Spain,  sulphur  being  classed 
as  contraband  of  war,  and  the  United  States  being  dependent  chiefly 
upon  foreign  sources  for  her  supply.  It  is  possible  that  this  condition 
of  affairs,  particularly  the  incentive  of  remunerative  returns  conse- 
quent ui)on  the  advance  in  prices,  will  not  only  stimulate  production 
in  the  two  regions  mentioned,  but  attract  attention  to  and  cause  the 
early  development  of  other  properties. 

Owners  of  the  sulphur  deposits  in  western  Texas  have  been  actively 
pushing  the  work  of  thoroughly  prosi)ecting  the  locality,  but  the 
information  furnished  to  the  Survey  as  to  the  extent  and  economic 
value  of  the  sulphur  has  been  given  with  the  understanding  that  it 
would  not  be  published  until  all  formalities  necessary  to  perfection  of 
title,  etc,  have  been  complied  with. 

Sulphur  deposits  in  eastern  Texas,  in  the  vicinity  of  the  city  of 
Beaumont,  have  attracted  attention,  and  preparations  are  being  made 
to  develop  them.  A  plant  for  mining  the  sulphur  and  for  making  sul- 
phuric acid  is  to  be  constructed  about  4  miles  from  Beaumont,  on  the 
Sabine  and  East  Texas  railroad.  With  the  United  States  at  present 
depending  upon  the  island  of  Sicily  for  five-sixths  of  her  sulphur  sup- 
ply, and  upon  foreign  sources  generally  for  98  per  cent  of  her  total 
consumption,  and  with  this  article  declared  contraband  of  war,  it 
would  seem  that  the  present  is  the  golden  opportunity  for  the  develop- 
ment of  American  sulphur  deposits. 

The  following  table  shows  the  product  of  sulphur  in  the  United 
States  since  1880: 


Sulphur  product  of  the  United  States  Hnee  1S80, 


Year. 

Quantity. 

Value. 

Year. 

Quantity. 

Value. 

1880 

Short  torn. 

600 

600 

600 

1,000 

500 

715 

2,500 

3,000 

$21,000 
21,000 
21,000 
27,000 
12,000 
17,875 
75,000 

100,000    1 

1889 

Short  tofu. 
450 

$7,850 

1881 

1890.... 

1882 

1891 

1,200 
2,688 
1,200 
500 
1,800 
5,260 
2,276 

39,600 

80,640 

42,000 

20,000     . 

42,000 

87,200 

45,590 

1883 

1892 

1884 

1893 

1885 

1894 

1886 

1895 

1887 

1896 

1888 

1897 

1 
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In  discassing  the  prodaction,  importations,  and  consumption  of  sul- 
phur, the  use  of  iron  pyrites  in  the  manufacture  of  sulphuric  acid  must 
be  considered.  During  the  past  decade  iron  pyrites  has  become  a  for- 
midable rival  to  sulphur,  but  it  is  for  the  past  seven  years  only  that  reli- 
able statistics  are  available.  Previous  to  1884  pyrites  was  included  with 
other  sulphur  ores  in  the  reports  of  imports  published  by  the  Treasury 
Department.  From  1887  to  1891  iron  pyrites  was  included  with  other 
iron  ores.  From  1884  to  1887  and  since  1891  iron  pjrrites  containing 
not  more  than  3.5  x>er  cent  of  copper  has  been  reported  separately.  In 
1887  the  pyrites  imi)orted  into  the  United  States  amounted  to  only 
16,578  long  tons,  and  the  domestic  product  was  only  52,000  long  tons. 
Four  years  later  (1891),  when  the  imports  were  next  rei)orted,  they 
amounted  to  100,648  long  tons  and  the  domestic  product  more  than 
doubled.  Assuming  that  the  pyrites,  imported  and  domestic,  contained 
an  average  of  45  per  cent  of  sulphur,  it  is  seen  that  in  1891  93,233  long 
tons  of  sulphur  was  displaced  by  pyrites,  of  which  45,292  long  tons  was 
from  imported  ores.  In  the  same  year  it  is  shown  that  the  imi)orts  of 
crude  sulphur  amounted  to  116,971  long  tons,  against  162,674  long  tons 
in  1890,  a  decrease  of  45,703  long  tons,  substantially  the  same  as  the 
amount  of  sulphur  contained  in  imported  pyrites.  The  imports  of 
sulphur  decreased  again  about  16,000  long  tons  in  1892,  while  the  sul- 
phur contents  of  imported  pyrites  increased  about  23,000  long  tons. 
In  1893  there  was  an  increase  of  4,600  long  tons  in  the  imi)ort8  of  sul- 
phur, an  increase  of  over  19,000  long  tons  in  the  sulphur  contents  of 
imported  pyrites,  and  a  decrease  of  over  15,000  long  tons  in  the  sulphur 
contents  of  domestic  pjrrites.  Previous  to  this,  since  1887,  there  had 
been  a  constant  increase  in  the  production  of  iron  pyrites.  In  1894  is 
seen  an  increase  of  nearly  20,000  long  tons  in  the  imports  of  sulphur, 
and  of  13,573  long  tons  of  sulphur  in  domestic  pyrites,  and  a  decrease 
of  13,119  long  tons  in  sulphur  contained  in  foreign  pyrites.    During 

1895  the  imports  of  sulphur  showed  a  decrease  of  4,000  tons.  The  pro- 
duction of  domestic  pyrites  also  decreased,  the  sulphur  contents  being 
3,000  tons  less  than  in  1894,  while  the  sulphur  contents  of  imported 
pyrites  in  1895  were  11,000  tons  in  excess  of  the  preceding  year.    In 

1896  there  was  an  increase  all  along  the  line,  the  total  sulphur  con- 
sumption showing  a  gain  of  32,500  tons  over  the  preceding  year. 
Another  large  increase  in  the  total  consumption  is  indicated  in  the 
returns  for  1897.  The  aggregate  was  35,000  tons  more  than  in  1896. 
This  increase  was  entirely  in  the  use  of  iron  pyrites.  The  production 
of  domestic  pyrites  increased  nearly  28,000  long  tons,  the  sulphur  con- 
tents showing  an  increase  of  about  12,500  tons.  The  sulphur  contents 
of  imported  pyrites,  as  estimated,  increased  26,700  tons,  while  sulphur, 
imported  and  domestic,  shows  a  decrease  of  about  4,200  tons.  In  the 
six  years  from  1891  to  1897  the  consumption  of  sulphur  in  the  United 
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States  has  grown  from  211,275  to  319,830  long  tons,  an  increase  of 
108,555  tons,  or  a  little  more  than  50  per  cent.    Comparatively,  the 
domestic  product  of  snlphnr  has  been  so  small  that  it  has  been  disre 
garded  in  the  discassion,  bat  is  shown  in  the  following  table: 

Estimated  con8umpti4m  of  sulphur  in  the  Unit&d  States  from  1891  to  1897. 


1801. 

1892. 

1898. 

1894. 

1896. 

1896. 

1897. 

Sulphur: 

Lang 
Unu. 

Long 
tona. 

Long 
tona. 

Long 
tona. 

Long 
tona. 

Long 
tona. 

Long 
tona. 

Domestic 

1,071 

2,4M 

1.071 

446 

1,607 

4,606 

2,031 

Imported  (a) — 

118,971 

100,938 

106,689 

126,241 

121,286 

138,168 

186,663 

Snlphnr  contents  of 

pyrites:  (b) 

Domestic 

47,  Ml 

49,406 

84,100 

47,678 

44,607 

61,968 

64.440 

Imported 

Total  domes- 

4ft, 292 

68,661 

87.715 

74,606 

86,796 

90,076 

116,796 

* 

tic  oonsnmp- 

tion 

211,276 

221,804 

228,426 

247,956 

268,886 

284,.908 

819,830 

a  Crnde  snlphnr  only ;  does  not  inclnde  flowers  of  snlphnr,  reflned  snlphnr,  or  snlphnr  Iac 
6  Based  on  ftverage  snlphnr  contents  of  45  per  cent. 

In  the  foregoing  table  the  domestic  prodaction  of  snlphnr  has  been 
rednced  from  short  tons  to  long  tons  for  the  sake  of  uniformity. 


REVIEW  OF  THE  INDUSTRY. 

The  balk  of  the  sulphur  product  of  the  world  is  obtained  from  the 
island  of  Sicily,  off  the  southern  coast  of  Italy.  Conditions,  therefore, 
which  affect  the  sulphur  industry  of  Sicily  influence  the  sulphur  indus- 
try of  the  world.  In  1896  the  combination  or  <<  trust"  known  as  the 
Anglo-Sicilian  Sulphur  Gompauy,  Limited,  of  London,  England,  began 
its  operations.  Under  its  contracts  it  secures  control  of  70  per  cent  of 
the  entire  output  of  Sicily,  guaranteeing  the  producers  a  fixed  price  of 
$15.94  per  ton,  with  an  advance  of  1  cent  per  ton  on  every  3  per  cent 
reduction  of  output  ordered,  this  rate  being  based  on  an  annual  pro- 
duction of  340,000  tons.  The  export  duty  previously  imposed  was 
practically  abolished  by  the  Italian  Government,  an  exaction  of  only 
1  lire  i>er  ton  being  made.  Prices  for  Sicilian  sulphur  had  been  greatly 
demoralized  for  two  or  three  years  prior  to  the  syndicate  taking  hold. 
In  1895  and  the  early  part  of  1896  they  were  the  lowest  ever  known. 
Best  unmixed  seconds  sold  in  New  York  in  March,  1896,  at  $15  per 
ton.  After  this  they  advanced  steadily,  under  the  manipulations  of 
the  syndicate,  until  $25  per  ton  was  reached  in  October.  This  high 
figure,  however,  could  not  be  maintained,  notwithstanding  the  strength 
of  the  syndicate  and  the  increased  consumption  in  the  United  States. 
The  price  declined  until  a  point  about  midway  between  the  above 
extremes  was  reached  in  the  earlier  months  of  1897. 
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The  ADglo-Sicilian  Sulphur  Gompany  controls  not  only  the  greater 
part  of  the  sulphur  product  of  Sicily,  but  also  the  sulphur  recovered  in 
England  from  alkali  waste.  The  first  annual  statement  issued  by  the 
company  ends  with  July  31, 1897.  It  shows  that  the  company  received 
from  the  producers  267,795  tons  of  sulphur  during  the  year.  This 
would  have  been  increased  to  about  300,000  tons  were  it  not  for  the 
fact  that  some  sulphur  (about  50,000  tons)  remained  to  be  delivered  by 
the  producers  upon  contracts  made  prior  to  the  one  entered  into  with 
the  Anglo- Sicilian  Gompany.  The  financial  statement  of  the  company 
shows  that  the  gross  profits  for  the  year  amounted  to  about  $340,000. 
From  this  were  deducted  the  expenses  incurred  in  Sicily  and  London, 
about  $95,000,  making  net  profits  amounting  to  about  $245,000.  From 
this  $32,000  was  written  off  for  good  will  and  preliminary  expenses,  and 
the  balance,  after  placing  about  $45,000  to  the  capital  guaranty  fund 
and  the  general  reserve,  was  distributed  as  dividends  to  the  share- 
holders. 

That  the  operations  of  the  syndicate  have  encouraged  the  use  of 
pyrites  in  acid  making  is  evinced  by  the  increased  production  and 
importation  of  this  sulphur  ore.  The  production  of  iron  pyrites  has 
increased  from  99,549  long  tons  m  1895  to  143,201  tons  in  1897.  Im- 
X>orted  pyrites  increased  from  190,435  tons  in  1895  to  259,546  tons  in 
1897.  The  two  show  a  total  increase  of  about  113,000  long  tons,  or 
nearly  40  per  cent.  There  was  a  slight  decrease  in  the  imports  of  sul- 
phur in  1897.  It  is  the  opinion  of  many  familiar  with  the  sulphur 
industry  that  the  minimum  limit  set  by  the  company  as  the  basis  of  its 
contracts  is  in  excess  of  the  consumptive  demand,  and  that  accumula- 
tions of  sulphur  at  shipping  points  are  bound  to  occur.  Increasing 
consumption  of  pyrites  for  acid  making  will  without  doubt  cause  a  still 
wider  gulf  between  the  supply  of  and  the  demand  for  Sicilian  sulphur. 
Indications  at  present  are  that  under  ordinary  circumstances  the  syn- 
dicate will  have  to  order  a  restricted  production,  involving  an  increased 
cost  to  it,  or  obtain  concessions  from  its  original  contracts  with  the 
producers.  Aside  from  the  error  in  making  the  minimum  limit  and  the 
increasing  consumption  of  pyrites,  the  syndicate  is  somewhat  at  the 
mercy  of  independent  miners,  who  are  able  to  sell  sulphur  at  prices 
below  those  at  which  the  syndicate  can  afford  to  sell  under  its  contracts. 

PRICES  OF  SICILIAN   SULPHUR. 

Mr.  Alfred  S.  Malcomson  has  furnished  the  Survey  with  the  following 

statement  of  the  prices  of  Silician  sulphur,  best  unmixed  seconds,  ex 

steamer  New  York,  for  each  month  during  1896  and  1897  and  up  to 

June,  1898.    The  wide  variation  between  the  extremes  of  prices  in  April 

and  May,  1898,  was  due  to  the  war  with  Spain.    In  each  case  the  lower 

figure  was  for  sulphur  sold  previously  for  April  and  May  delivery. 

The  higher  prices  were  for  spot  sulphur  after  hostilities  began  and 

before  the  syndicate  could  make  arrangements  for  shipping. 
19  GEOL,  PT  6,  VOL  2 36 
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Spot  pricea  for  Sicilian  sulphur ,  per  long  ton,  ex  ateamer  at  New  York. 


Date. 


Jauaary. 


1896. 


1897, 


$15.50       $20.00  roj  $20.50 


February 15. 

March 15. 

April '  15. 

May I  $15.50  <&)  16. 

J  line ;  19. 

July 19. 


August 

September 
October  . . . 
November . 
December  . 


20.00  ro)  21. 
22.50  'S  23. 
24.00  ^w  25. 

22. 

21. 


50 
00 
50 
00 
00 
60 
00 
00 
00 
00 
00 


19.75 
20.00 
19.25  ^  19.50 
19.25  ^w  19.50 
19.25 
19.75 
20.00 
21.00 
21.00 
21.00 
20. 75 


1898. 


$20.50 

20.50 

21.50 

$21.50  '®  35.00 

21.75  ^  32.00 

24.00 


IMPORTS. 

Sniphur  imported  and  entered  for  consumption  in  the  United  States,  1867  to  1S97, 


Crude. 


Year  emle<l — 


'Quantity.      Value. 


Long 

• 

tonu. 

J  uue 

30.1867... 

24,  544 

1868... 

18, 151 

1869... 

23,590 

1870... 

27,380 

1871... 

36, 131 

1872... 

25,380 

1873... 

45,533 

1874... 

40,990 

1875... 

39,683 

1876... 

46,435 

1877... 

42,963 

1878... 

48, 102 

1879. . . 

70, 370 

1880... 

87,837 

1881... 

105, 097 

1882... 

97,504 

1883... 

94.540 

1884... 

105, 112 

1886... 

96. 839 

1886... 

117, 5a8 

1887... 

96.882 

Dec. 

31,1888... 

9H,  252 

1889... 

135, 933 

1890... 

162, 674 

1891 . . . 

116,971 

18:i2... 

100,  938 

1893... 

105,539 

1894... 

125,241 

1895.. 

121,286 

1896... 

138, 168 

1897... 

136,  563 

$620, 373 
446,547 
678,  642 
819, 408 
1, 212,  448 
764, 798 
1, 301, 000 
1, 2G0, 491 
1, 259, 472 
1, 475, 250 
1, 242,  888 
1, 179,  769 
1, 575, 533 
2, 024, 121 
2, 713.  485 
2,  627, 402 
2, 288, 946 
2, 242, 697 
1, 941,  943 
2,  237,  989 
1,  088,  360 

1,  581,  583 

2,  068.  208 
2,  762,  95.-1 
2,675,192 
2,189.481 
1, 903, 198 
1, 703, 265 
1,546,481 

1,  967, 454 

2,  305, 436 


yiowera  of  sul- 
phur. 


Quan- 
tity. 


Long 
tons. 

110 

16 

97 

76 

66 

36 

55 

51 

18 

41 

116 

159 

138 

124 

98 

159 

79 

178 

121 

213 

279 

128 

15 

12 

20C 

158 

241 

173 

581 

6«5 


Value. 


$5,500 
948 
576 
927 


5 
7 
6 
5 
4 
6, 
3 
7 
5 
8 
9 
4 
1 
1 
0 
5 
5 
4 

12 
13 


514 
822 
924 
694 
891 
114 
873 
628 
500 
516 
226 
926 
262 
869 
351 
739 
980 
202 
954 
718 
782 
439 
746 
145 
888 
260 


Retined. 


Quan-    y  , 
titv.    I  ^*"^*'- 


Long 
tonx. 


251   $10,915 
65  I     2,721 
27, 149 
6,528 


645 
157 
92 
57 
36 
57 


All  other. (a) 


Quan- 
tity. 


Long 
torn. 


4,328 
2,492 
1,497 
2,403 


4^ 

1,171 

150 

69 

158 

71 

59 

115 

126 

114 

116 

84 

27 

10 

103 

10 

26 

43 

45 

229 

447 


1,927 
36,962 
5.935 
2.392 
5,262 
2,555 
2,196 
4.487 
4,786 
4,060 
3,877 
2,383 
734 
299 
3.060 
1,997 
4,106 
1,017 
1,  207 
4,379 
8,  220 


Value. 


$1,269 
754 


5,  342 

50,006 

183,683 

58,637 

Total 
value. 


$636,797 

450, 210 

710.  367 

831.  132 

1,221,044 

789, 112 

1,305,421 

1,265,588 

1,260,363 

1,470,201 

1,  285, 723 

1, 193,  332 

1.  584, 434 
2,034.809 
2,720,266 
2, 636, 524 
2. 296, 605 

2,  255, 331 
1,951,354 
2, 250, 605 
1.  700,  723 

1,  560, 510 
2, 070,  461 

2,  767, 731 
2.  683,  071 
2, 190, 026 
1, 909, 961 
1, 708,  617 
1. 613,  754 
2. 172,  560 
2, 454, 073 


a  Included  sulphur  lac  and  other  grades  not  otherwise  provide«l  for,  but  not  pyrites. 
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Statement,  hy  countries  and  by  cuetams  dUtrictSf  showing  the  imports  into  the  United  States 
of  crude  sulphur  or  brimstone  each  fiscal  year  from  1876  to  1897. 


ConDtriea  whence  ex- 
porteil  and  cuMtoniH  dis- 
tricts through  which     I  n««« 


1876. 


1877. 


imported. 


Value. 


COUNTRIES. 


Long 
tons. 


1.615 
30 
24 


$15,427 

1.211 

910 


Dutch  West  Indies  and 
Guiana 

England 

Scotland 

Gibraltar 

Quebec,  Ontario.  Mani- 
toba, et-c I 

Italy '  46,941  |l, 439,839 

Japan !        456         16,291 

Portugal ' ' 


Quan- 
tity. 


Long 
tons. 


425 
472 
290 


Value. 


♦14,631 

13,231 

7,789 


Total I  48.966  [l,  473, 678 

DISTRICTS.  ! 


41,819 
437 


1,191,000 
13,137 


1878. 


Quan- 
tity. 


Long 
tons. 


(f) 
160 


12 

47,494 

256 


43.443  11,242,788 


Baltimore,  Md 5,157 

Barnstable,  MaHs 

Boston    and    Charles- 


157,828  i    3,882 


5,031 


450 


town.  Mass 

Charleston.  S.  C 

Delaware,  Del 

Huron,  Mich i 

Newark,  X.  J , 

New  Orleans,  La 172 

New  York,  N.  Y !  24,  .W4 

Philadelphia,  Pa '  12,549 

Providence,  R.  I '        600 

San  Francisco,  Cul I        483 

Savannab,  Ga 


154,883  i    3,931 
13,500 


105, 175 


101,215 


5,705 

721,092 

385,671 

18,232 

17, 367 


1,071 

150 

21,867 

9,216 

1,739 

862 

725 


Total 48,966    1,473,678     43,443 


31,802 

4,750 

654,997 

256,224 

45,487 

27;  768 

15, 370 


1.242,788 


47.922 


6.455 


6,796 
628 


12 
462 


28,240 

6,667 

519 

266 


47,022 


Value. 


1879. 


$16 
8,961 


264 

1,161,367 

7,548 


Quan- 
tity. 


Long 
ton*. 


Value. 


2 
806 


$335 
19.287 


64,420  ^1.453,138 
224  ;  4,528 
467         10.410 


1, 173, 156 


138,202 


131,045 
12,267 


264 
13, 240 


090,989 

167,222 

11.479 

7.648 


1, 173, 156 


65,919  1,4^7,698 


I 


6,969 
600 

7,841 
605 
890 


443 

100 

36.543 

11,704 


224 


157. 243 
13.780 

173, 506 
13, 812 
21.907 


10. 175 

2,087 

827, 193 

263,467 


4,528 


65,919  1,487,698 
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Statement^  by  countries  and  by  ousioma  diatrieU,  ahotoing  the  im/iorto  into  the  United  States 
of  crude  aulphur  or  brimatone  eachfiaodl  year  from  1876  to  1897 — Continued. 


Countriee  whence  ex- 
ported and  customs  dis- 
tricts through  which 
imported. 


coxTirrBiBS. 


England 

Scotland 

France 

French  West  Indies . . . 

Greece 

Italy 

Japan 

Santo  Domingo 

Spain 

Spanish  possessions  in 
Africa  and  a4JMent 
islands 


Total 


DLSTRICTB. 

Baltimore,  Md 

Beaafort,S.C 

Boston  and   Charles- 
town,  Mass  

Charleston,  S.  C 

Middletown,  Conn 

New  Orleans,  La 

NewTork,N.Y 

Philadelphia.  Pa 

Providence,  R.  I 

Richmond,  Va 

San  Francisco,  Cal 

Savannah,  Ga 


Total 


1880. 


QUMI- 

tity. 


Long 
tonM, 

1 

1,064 

968 


80,801 
282 


83,236 


13,827 


8,207 
1,061 


280 

46,667 

10,679 

1,255 


1,270 


83.236 


Yalne. 


$22 
36,444 
23,580 


1,862,712 
4,744 


1,927.602 


318,842 


188,486 
25,396 


7,121 

1,083,784 

254,892 

81.156 


28,324 


1,927,502 


1881. 


Quan- 
tity. 


Long 
tons. 


1. 


102.771 
601 


806 


105.488 


16,477 


8.860 
8,065 


100 
57,606 
17,967 

660 


691 


Value. 


1882. 


1883. 


Quan- 
tity. 


Value. 


$43,311 


2,645,29S 
16,253 


8,637 


2,713.404 


430,917 


226,801 
78,741 


2,646 

1,463,082 

477,547 

17,507 


16.253 


105,438  2.713.404 


Long 
toru. 


755 

526 

2 

500 

92.944 

2,960 

240 


$20,294 

13.770 

8 

13,927 

2.504,862 

66,356 

7.875 


Quan- 
tity. 


Long 
tont. 

13 

3 

34 


Value. 


$379 

88 

858 


92.861   2.248,870 


1,038 


23,7i4 


500        12,856 


9 


310 


97.956  2.627.402 


13, 781 
540 

7.467 

6.025 

9 

220 

46,531 

14,830 

1,244 

660 

6.054 

S86 


97.056 


364.384 
13,889 

194, 317 

161,281 

310 

6,516 

1,260,222 

408,611 

33,030 

17,760 

151,234 

15,842 


2, 627, 402 


87 


2,030 


94.536 


2.288,795 


11.977  i    286,438 


7,766 
4.051 


428 
45,385 
22.772 

635 


173,569 
106,235 


1,072 
560 


10.878 

1.110.813 

549,005 

13,830 


24,572 
14,365 


94.536 


2,288,705 
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Statement f  hy  countries  and  hy  ouitoms  diatricta,  Mkowing  the impt^s into  the  United  Statee 
of  crude  eulphur  or  brimstone  each  fiscal  year  from  1876  to  75^— CoDtinued. 


Countriea  whence  ex* 

ported  and  cnntoms  dls- 

tricta  through  which 

import. 

1884.  (a) 

1885. 

1886. 

1887. 

Quan- 
tity. 

Long 
tons. 

Value. 

Quan- 
tity. 

Value. 

Quan- 
tity. 

Value. 

%T  ^•»'"- 

COL'NTBIKS. 

Belflrium 

Long 
tons. 

190 

K768 

Long 
tons. 

60 

$1,718 

Long 
tont. 

« 

Daniah  Weat  Indiea . . . 

861 
162 
290 

$5,250 
4,4^ 
6,051 

England 

606 

15.084 

81 

2,535 

France 

Quebec,  Ontario,  Mani- 
toba, and  the  North- 
west Territory 

0 

2,166,566 

66,506 

Italy 

04,870 

1.541 

1S4 

1.804,858 

25,683 

1,552 

112,283 
4,072 

88.024 
6,146 

1. 588. 146 
83,576 

Japan  

Spain 

Total 

105. 143 

$2,242,678 

06,841 

1,941,048 

117,806 

2,237,832 

97  383 

1  Afifl  aan 

DISTBICT8. 

Baltimore,  Md 

15,037 
650 
600 

5,294 

303,226 
16,163 
13.250 

112, 152 

14,605 
480 
610 

5,125 

285,006 
11,040 
12,847 

99,712 

19,307 
1,617 

304,068 
86,386 

12,547 
1, 152 

225,660 
22,816 

Barnstable,  Mass 

Beaufort,  S.  C 

Boston   and    Charles- 
town.  Mass 

3.681 

60,898 

9 

265, 'i66 

5,102 

1,115.510 

300,740 

25,030 

54,517 

4,850 

85,575 

Chomplain,  N.  Y 

Charleston,  S.  C 

New  Orleans.  La 

6,125 

132, 570 

8,525 

102 

45,537 

18,086 

1,840 

1,421 

160,564 

2,282 

000,128 

381,010 

87,422 

33,037 

13,850 

250 

58,758 

15.568 

1,265 

8,600 

12,420 

220,508 

NewTork,N.Y 

Philadelphia,  Pa 

Providence,  R.  I 

San  Francisco,  Cal 

All  other  customs  dis- 
tricts   

52. 478 

18,786 

651 

5,522 

1, 135, 725 

401,568 

15,517 

112,508 

46,711 

15,267 

600 

3,176 

660 

792, 114 

260.216 

11,201 

50,521 

10,560 

Total 

105. 143 

2, 242, 678 

96,841 

1,041,943 

117,306 

2,237,332  07,883 

1,688,360 

a  Sources  not  reported. 
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Statement,  hy  countrie%  and  by  ctutoms  districts,  showing  the  imports  into  the  United  States 
of  crude  sulphur  or  hrimsione  each  fiscal  year  from  1876  to  1897 — Continued. 


Countries  whence  ex* 
ported  and  customs  dis- 
tricts through  which 
imported. 


COUNTBIIS. 


Belgium 

Danish  West  Indies 

England 

Scotland 

Italy 

Japan  

Other  countries 


Total 


DISTRICTS. 


Baltimore,  Md 

Beaufort,  S.C 

Boston  and  Charles- 
town,  Mass  

Charleston,  S.  C 

Mobile,  Ala 

Kew  Orleans,  La 

New  York,  N.Y 

Pensacola,  Fla 

Philadelphh^Pa 

Providence,  R.  I 

San  Francisco,  Cal 

Savannah,  Ga 

Willamette,  Oreg 

Wilmington,  N.  C 

All  other  customs  dis- 
tricts  


Total 


1888. 


Qnan- 
tity. 


Long 
tons. 


810 


92,628 
8,332 


99,253 


11,989 
500 

3,780 
12,005 


200 
50,488 


10,519 
1,310 
6,362 


1,632 


600 


99,253 


Value. 


$1,993 
7,200 


1880. 


1890. 


Quan- 

lity. 


Long 
ions, 

180 


Value. 


Quan- 
tity. 


Value. 


305 


$4,086 
8,337 


1,499,720 
72,729 


1,581,582 


123,260   1,935,368 
6,441         77,853 


130,191    2,025,644 


182,769 
9,000 

62,298 
199,048 


3,845 
816.286 


173,099 
21,012 
78,732 


25,893 


9,000 


1,581,582 


15,791 
600 

6,446 
23,877 


60,922 


Long 
tons. 

182 

550 

4,898 

20 

115, 240 

21,031 


141, 021 


234,093 
9,213 

104, 257 
364,859 


21,198 


7,410 
15,752 


959, 872 


13,288 

570 

4,539 

2,345 


202, 357 

8,581 

57,925 

44,244 


200 
66,359 


1,753 


560 


28,443 


11,2U0 


13,919 
1,240 
8,223 
5,560 


2,040 


20 


130,191  2.025,644  141,921 


$3,995 
9,076 
101, 100 
4*7 
1, 800, 585 
221, 316 


2, 136,  559 


322, 018 


135,044 
255,106 


3,397 
983,754 


210, 576 
19,160 
87,391 
86,826 


32,800 


287 


2, 136,  559 


1891. 


Qnan-  I     -ir^i.,^ 
lity.         ^»*"«- 


Long 
tons. 

267 


$6,576 


6,613 


127,976 


101, 660  2, 140, 516 

12,763  '    168,073 

501  8,372 


120,804   2,451,513 


9,339 

247, 324 

1,300 

26,951 

6,381 

136,402 

28,281 

557.384 

750 

14,863 

1,300 

30,474 

44,027 

910,  075 

1,390 

23,206 

10,842 

216,763 

8,819  I  115,637 
5, 246  99, 717 
288        11, 853 


2,832 


60,843 


22 


120,804   2.451,513 
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Siatementy  by  countries  and  by  custofM  dUiriotSy  showing  the  imports  into  the  United  States 
of  crude  sulphur  or  brimstone  each  fiscal  year  from  1876  to  1897 — Continued. 


,       ,  1892.  1893. 

Conn  tries  whence  exported  and 

cuatoms     diAtrictn    through  , , 

vrhicb  imported.  Quantity.      Value.      Quantity.l     Value. 


1804. 


Quantity.      Value. 


COUNTWES. 


England 

Scotland 

France 

Quebec,  Ontario,  etc. 

Italy 

Spain 

Japan 


Long 
tons. 

6,522 


j     Long 
tons. 


$162, 616 


1 

1 

90,668 


Total 


UISTBICT8. 


Baltimore,  Md 

Beaufort,  S.C 

Boston  and  Charlestown,  Mass. 

Charleston,  S.  C 

Mobile,  Ala 

New  Orleans,  La 

New  York.  N.Y 

Korfolk  and  Portsmouth,  Va  . . 

Pbiladelpbia,  Pa 

Portland,  Me 

Providence,  R.  I 

San  Francisco,  Cal 

Savannah,  Ga 

Willamette,  Oreg 

Wilmington,  N.  C 

Vermont 

AH  other  customs  districts  — 


23 

49 

2, 147, 942 


8,777 
1,452 


8 
103, 146 


12, 227  213, 776 


8.307 


109, 419       2, 524, 406       121, 600 


9,981 


263,  293  I      13, 759 


9,086  I        221.033  <      11,001 
14,651  ,        364,593  !      10,685 


2,118 


47, 165  I        2, 441 


Long     ' 
tons. 

$196,914  i      12,435  '    $228,300 

27,288  , 


269 


958,303  I   68,854  1,031,690 

899  i    15,343 

133,455  I    4,777  ;    62,r»67 


2,305,464  I   86,965  I  1.337,900 


271,949 


9, 854    132, 272 


224,624  ^  12,649  {  227,976 

209.246  .  10,560  163,368 

774  j  12,740 

43,970  I  2,407  '  34.184 


52,647   1,101,169    57,474  I  1,085,289  I   35,319    548,742 


9,380 
2,000 


211, 570  I   12, 025    241, 293 
42,4C0  , 


5, 149  !    73, 980 


7,256 


127,797 


398 
1,900 


6,860 
48,388 


72 


7,766 

4.650 

541 

540 

8 


125,507 

86,562 

7,948 

8,807 

269 


700 
4,424 
2,712 

559 


I 


9,063 
50,790 
42, 439 

6,647 


1,858  I    26,709 


I 


Total 109,419;  2,524,406   121,690   2,305,464'   86,905  1.337,000 
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Statement,  hy  oountriee  and  by  cu$tom$  dietricU,  showing  ike  imports  into  the  United  StaUi 
of  crude  sulphur  or  brimstone  each  fiscal  year  from  1876  to  1897 — Continued. 


Coantries  whence  exported  and 
caatoma  districta  thruugh 
which  imported. 


1805. 


1898. 


COUNTRIES. 

England 

Italy 

Japan 

Other  countriea 

Total 


DISTBICT8. 

Baltimore,  Md 

Beaufort,  S.C 

Boston  and  CharleRtown,  MaaH 

Charleston,  S.  C 

Mobile,  Ala 

New  Orleans,  La 

New  York,  N.Y 

Norfolk  and  Portsmouth,  Va. . . 

Philadelphia,  Pa 

Portland,  Me   » 

Providence,  R.I , 

Paget  Sonnd,  Wash 

San  Francisco,  Cal 

Savannah,  Ga 

Willamette.  Oreg 

Wilmington,  N.C 

Total 


Quantity. 

Long 
ton*. 

17,332 

96,162 

14,241 


127,735 


Value. 


1272,807 

1.296,989 

130,988 


1,700,784 


10,706 

800 

19,683 

11, 676 

880 

1,260 

55,484 

700 

8,216 


150,129 
11,669 

301, 749 

143, 915 
13,027 
17, 179 

702.998 
8.368 

110.841 


1,604 


21,770 


6,356 

64,758 

8.965 

135,816 

885 

0,423 

620 

9,133 

127,735 

1, 700, 784 

Quantity. 


Long 
ton*. 

15,640 

125.850 

8,997 


150.487 


13,750 

660 

19,564 

9,730 


2,139 

74,281 

2,400 

9,085 

1,600 

580 

458 

6,370 

7,764 

47 

2,050 

150, 487 


Value. 


$248,408 

1,586,551 

05,244 


1, 930. 293 


1897. 


Quantity 


Value. 


Long 
ton*. 

10,298 

108.008 

0,446 

1,481 

130, 133 


$104,002 

1, 821, 056 

140,426 

27,133 


2,183.607 


160,666 

8,250 

804, 374 

118,885 


28,711 

914,504 

31,970 

122,195 

21,435 

7,276 

5,710 

66,034 

102,005 

720 

26,758 


1. 030, 203 


10,130 


14.088 
6.870 


3,050 
61. 151 
1.153 
6.726 
5,400 


82 
0,073 
7,205 
2,606 
2,060 


130, 133 


161, 524 


250,550 

100,186 


53,041 

1, 035, 786 

17,060 

111,725 

04,270 


1,275 

134,566 

120, 747 

42,020 

33.250 


2, 183. 607 


EXPORTS  OF  SICILIAN  SULPHUR. 

The  figures  in  the  following  tables,  showing  exports  of  snlphnr  from 
Sicily,  the  countries  to  which  exported,  and  the  ports  through  which 
the  imports  into  the  United  States  were  received,  have  been  furnished 
by  Mr.  A.  S.  Malcomson,  of  New  York. 

Total  exports  of  sulphur  from  Sicily  since  188S. 


Country. 


United  States — 

France  

Italy 

United  Kingdom 

Greece 

Portugal 

Russia 

Germany 

Austria 

Turkey 

Spain 

Belgium 

Holland 

Sweden 

South  America  . . 

Australia 

Denmark 


Total 


1883. 


1884. 


Tom. 

06.620 

63,602 

66,810 

41,788 

10,494 

15,298 

10,413 

7,232 

4,915 

3,043 

5,242 

7,660 

1,256 

1,010 


Ton*. 

94,929 

65,098 

56,292 

40,760 

7.033 

11,018 

12,831 

6,622 

6,037 

1,285 

3,920 

6,703 

696 

744 


1885. 


Ton*. 

00,378 

58,264 

40,416 

83,402 

13,664 

17,760 

13,420 

6,103 

5,065 

8,077 

2.243 

0,516 

1,237 

328 


1886. 


Ton*. 

08,500 

54,280 

48,658 

30,236 

10,607 

30,043 

10, 570 

8,680 

5,800 

4,508 

6,800 

6,680 

2,999 

1,916 


1887. 


810 


335, 392  ;     314, 058       314, 582  :     329, 446 


Ton*. 

89, 419 

66,222 

48,997 

30,007 

18,370 

16,587 

13,441 

9,700 

6,702 

6,238 

6,873 

6,318 

1,747 

1,160 

710 

600 

202 


1888. 

Ton*. 

128,265 

52,083 

47,664 

35,634 

6,800 

15,851 

22,043 

12,402 

8,042 

1,457 

3,438 

6,051 

2,703 

3,004 

05 

885 

404 


1880. 


Ton*. 

100,008 

67,340 

43.523 

39,203 

10,158 

16,700. 

17,  678 

16,401 

8,084 

2,231 

6.586 

7.752 

2,424 

3.800 

23 


311,302 


347, 775 


443 
351.451 
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Totai  exports  of  sulphur  from  Sicily  since  188S — Continued. 


Country. 


United  States 

France  

Italy 

United  Kingdom  . . . 
Qreece  and  Turkey. 

Portngal 

Russia 

Germany 

Austria 

Turkey 

Spain 

Belgium 

Holland 

Sweden 

Australia 

Denmark 

Other  countries 


1890. 


1891. 


Total 


Tons. 

100,656 

71,790 

40,231 

26.213 

18,103 

16,695 

17,158 

15, 703 

8,746 

4,231 

5,679 

7,279 


3,314 


400 
2,565 


T<mt. 

97,520 

56,168 

42,212 

23,408 

11,414 

11,439 

11,930 

10,629 

10,575 

3,000 

S,845 

5,089 


189?. 


1893. 


2.252 


300 
3,542 


344.763   293,323 


Ton$.- 

84,450 

73, 176 

38.711 

24,853 

al4,845 

13,490 

14, 178 

14,326 

9,096 

(a) 

7.382 

5.133 

2,183 

4,561 

1,200 

ib) 

3,152 


309,536 


Ton: 
83,901 
89. 736 
54,486 
27,453 
al3,840 
14,545 
19,730 
16,259 
10.169 

(o) 
3,499 

4,358 
2,957 
6,579 


1894. 


Tom. 

105, 773 

56,932 

49.895 

22.165 

al6,870 

8.670 

17, 97V 

16, 437 

11,494 

(a) 

3,445 

5,644 

2,365 

7,887 


(ft) 
1,680 


349,192 


1885. 


(ft) 
8,876 


328,930 


Ton: 

99.227 

69,006 

49,349 

24,043 

al6,195 

14,562 

17.962 

15.472 

12,170 

(a) 

5,753 

6,410 

3,835 

5.730 


(ft) 
7,732 


347,636 


1896. 


1897. 


Ton$. 

124,923 

76,739 

54,009 

21,913 

al8.556 

12,001 

18, 752 

15,680 

13,790 

(a) 

5,910 

7,627 

3,834 

14,540 


(ft) 
8,562 


TonM. 

118. 137 

84.895 

73, 052 

24.520 

13,860 

7,054 

17.532 

19,721 

15,993 

(a) 

4,039 

9,258 

3,599 

11,226 


(ft) 
7,651 


396, 745     410. 538 


a  Exports  to  Greece  and  Turkey  combined  after  1892. 


h  Included  in  exports  to  Sweden. 


POETS  IN  THE  UNITED  STATES  RECEIVING  SICILIAN  SULPHUK. 

The  ports  in  the  United  States  to  which  sach  shipments  were  made^ 
together  with  the  amount  shipped  to  each  since  1883,  and  the  quality 
of  the  shipments  since  1880,  are  shown  in  the  following  tables : 

Ports  in  the  United  States  receiving  Sicilian  sulphur,  and  the  amount  received  by  each. 


Fort. 


New  York 

Charleston 

Philadelphia 

Baltimore 

Boston 

Wilmington,  N.C. 

Savannah 

Port  Royal 

Providence 

Sundries 

San  Francisco  . . . . 

New  Orleans 

Woods  Hole 


Total 


1883. 


Tons. 
41,238 

5,425 
23, 123 
16, 175 

5,864 


1884. 


1885. 


1886. 


Tons. 
46,460 

7,706 
19,234 
13,966 

4,723 


600 
650 
670 
1,884 
350 
650 


610 
1.140 


Tons. 
50,814 
12. 416 
12, 153 
16.435 
4.200 


680 
1,370 


Torn. 
49,952 
10,556 
15,662 
15,680 
3,800 


660 
1,180 


500 
100 
470 


96,620 


94,929 


250 
1,060 


1,100 


99,378  I      98,590 


1887. 


1888. 


Tons. 
45,979 
14,324 
11,764 
10,306  ' 
3,300  I 
1,020  i 


1,000 
630 
600 
296 
200 


Tons. 

60,706 

22,496 

11,793 

17,330 

6,300 

2,355 

3.545 

600 

1.250 

480 


1889. 


TonM. 

55.939 

12,390 

14,334 

15, 316 

4,950 

2.040 

3,210 


250 
1,160  [ 


200 


89, 419       128. 265 


109,008 
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Porta  in  the  United  States  receiving  Sicilian  sulphur,  etc. — Continued. 


Port. 


1890. 


New  York 

Charleston 

Philadelphia 

Baltimore 

Boston 

Wilmington,  N.  C 

Savannah 

Pensacola 

Port  Royal 

Providence  

San  Francisco 

New  Orleans 

Mobile 

Delaware  Breakwater. 

Portland,  Me 

Norfolk 


Ton*. 

37,390 

27,563 

11,094 

16,700 

2,500 

1.309 

5,920 

1,390 

600 

650 


800 
740 


1891. 


1892.        1893 


1894. 


1895. 


1896. 


1807. 


T(m$. 

49,023 

21,646 
0,856 

11,365 
1,950 
2,600 
1,550 


700 


Tom. 
49,090 

4,510 
10,400 
12.355 

3,325 


1,170 


1,200 
630 


Tout. 

Tons. 

Ton*. 

43.896 

46,875 

55,863 

13.525  15,296 

9,150 

8,160 

5,400 

8,350 

0,960 

15,300 

9,720 

500 

4,317 

4,950 

1,140 

1,890 

650 

5,330 

9,796 

4,584 

Ton*. 

68,353 
7,700 
6,000 

14.150 
5,300 
2, 660 
9,395 


800 
1, 500   1, 380 


660 


Tons. 

70, 474 
5,130 
5,409 

13,831 
8.220 
1,550 
4,700 


2, 000   1, 900  j  2. 400   1, 700 
'  i    800     880 


Total 106,656  97,520 

I 


2,000 


1,400 


1,300 
700 


2,550 
2,930 


84,850  ,  83,901  ,105,773 


99,227 


124. 923 


4,343 
1,140 


118, 137 


3,125  I 

2,100   3,340 


Quality  of  Sicilian  sulphur  received  at  the  different  ports  of  the  United  States  since  1886. 


1886. 


1887. 


Port. 


Ton*. 
New  York 36,352 

Charleston 7,506 

Philadelphia I    4,660 

Baltimore ■    7j^325 


Boston , 

Savannah , 

Wilmington,  N.  C 
Other  pbrts , 


600 


Total 


Ton*. 
13,600 

3,050 

11,002 

8,355 

3,200 


1,180 


57,623 


1,760 


40,967 


"g 


■0 

t 


« 


Ton*. 
29,919 
8,875 
2,127 
4,463 
200 


1,020 
106 


46,710 


Ton*. 
16,060 

5,449 

9,637 

5,843 

3,100 


1888. 


1889. 


§8 

6 


2,620 


42,709 


Tons. 

35,573 

15,485 

3,050 

11,380 

.     700 

2,130 

2,355 

1,50C 


m 


§8 
1SS 


Ton*. 
25,133 

7,011 

8,743 

5,950 

5,600 

1,415 

2,240 


Ton*. 
32,983 

6,325 

2,000 

7,a56 

750 
2,790 
2,040 

200 


Tons. 

22,956 
6.074 

12,334 
7,660 
4,200 
1,450 


590 


72,173    56,092 


53,744  55,264 
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Quality  of  Sicilian  tulpkyr  received  at  the  different  porta,  etc. — ContiDucd. 


1890. 


Port. 


•s 


New  York 

Charleston 

Ph  iladelphia 

Baltimore 

Boston 

Savannah  

Wilmington,  N.  C . . 

New  Orleans ] 

Other  ports |    1,540 


1891. 


1892. 


1893. 


Tom.    I    Ton*.    '    Tons. 

14,700    29,146  14,250 

500  I  11,665  I  1,860 

6,800  j    1,900    6,260 


11,455 

1,500 

570 


2,050    7,900 

500   

3,450  ,  1,880 

i  1,140 

1,900  I 


2,640      1,200  ;    1,330,    4,000 


Total 54,403  ^  52,253 


56,764    40,756    49,325    35,525    50,611  33,290 


1894. 


Port. 


_ 

s 

M  « 

« 

5  a 

5  S 

M 

0    U 

■*i 

*>  S 

'tJ 

•  * 

a 

& 

& 

New  York 

Charleston , 

Philadelphia 

Baltimore 

Boston , 

Savannah 

Wilmington,  N.  C. 

New  Orleans 

Other  ports 

Total 


2,400 
800 


Tons. 

13,725 

12,023 

5,050 

14,700 

3,300 

4,100 

1,890 

3,700 


1895. 


1896. 


91 


pq 


47,285  '  58,488 


1,700 
1,880 

48,602 


Tonn. 

19,975 

8,450 

7,150 

8,620 

2,600 

800 

650 

2,380 
50,625 


1897 


1,290 


81,342    43,381 


3,340 
4,883 


I  Tons. 
13,300 
'  3,630 
I  5,210 
10,033 

1,000 

i 

I  1,550 
!      600 


82,814  a5,323 


NEW  FOREIGN  SOURCES. 

During  1897  considerable  exploitation  work  was  carried  on  ui)on  some 
deposits  in  Lower  California  (Mexico),  about  1 ,000  tons  of  ore  being  pro- 
duced, and  which  was  ready  for  shipment  on  the  ]8t  of  January,  1898. 
The  operations  are  being  conducted  by  American  capitalists,  who  have 
formed  a  corporation  under  the  title  of  the  American  Sulphur  Com- 
pany, with  main  office  in  Pittsburg,  Pennsylvania,  and  branch  Qffice  in 
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Yuma,  Arizona.  The  deposit  is  said  to  be  only  7  miles  from  the  Colo- 
rado Elver,  near  where  it  empties  into  the  Gulf  of  California,  to  which 
the  building  of  a  railroad  is  contemplated.  Shipments  to  western 
United  States  markets  can  be  made  via  river  barges  to  Yuma  and  dis- 
tributed from  there  by  rail.  Eastern  shipments  can  be  made  by  sailing 
vessels  through  the  Gulf.  The  method  of  mining  the  ore  is  said  to  be 
simple.  Wagons  are  driven  into  the  deep,  vertical  cuts,  the  walls  of 
which  are  of  sulphur,  and  the  ore  is  simply  broken  down  and  loaded  in 
the  wagons  below  by  means  of  chutes.  Very  little  time  is  required  to 
load  a  2-ton  wagon,  and  another  immediately  takes  its  place. 

Interest  has  also  been  aroused  in  the  contemplated  development  of 
sulphur  localities  in  the  crater  of  Orizaba  Peak,  between  the  City  of 
Mexico  and  Vera  Cruz.  This  peak  is  said  to  be  the  highest  on  the 
American  continent,  having  an  altitude  of  17,372  feet  European  cap- 
italists are  rex)orted  to  be  considering  the  purchase  of  some  of  the  sul- 
phur beds  convenient  to  railways. 

According  to  reports  in  the  technical  papers,  sulphur  beds  in  the 
island  of  New  Zealand  are  being  actively  exploited.  The  beds  are 
located  at  Tikitere,  about  10  miles  from  Rotorua.  The  development  of 
this  industry  has  been  dae  to  the  high  prices  of  Sicilian  sulphur. 
About  200  persons  are  employed  in  mining  the  sulphur  and  preparing 
it  for  export.  The  product  is  shipped  in  bags  to  acid  makers  in 
Auckland  and  Sydney. 

PYRITES. 

PRODUCTION. 

The  substitution  of  iron  pyrites  for  sulphur  in  the  manufacture  of 
sulphuric  acid  continues  to  increase.  This  is  abundantly  shown  by  the 
growth  of  the  pyrites- mining  industry  in  this  country  and  the  increased 
use  of  imported  pyrites.  The  production  of  pyrites  in  1897  amounted 
to  143,201  long  tons  of  2,240  pounds,  against  115,483  tons  in  1896,  a 
gain  of  27,718  tons,  or  24  per  cent.  The  output  in  1896  was  the  largest 
up  to  that  time,  being  nearly  16,000  tons  more  than  in  1895  and  nearly 
6,000  in  excess  of  the  product  in  1892,  in  which  year  the  largest  previous 
production  was  reported.  In  sixteen  years  the  production  of  pyrites 
for  acid  making  has  grown  from  12,000  to  143,201  tons,  and  this  has 
been  in  the  face  of  steadily  growing  importations.  It  is  not  possible  to 
trace  the  import  statistics  further  back  than  1884,  as  pyrites  previous  to 
that  year  was  classed  as  and  included  with  sulphur  ores.  In  1888, 1889, 
and  1890  under  a  new  classification  pyrites  was  included  among  other 
iron  ores.  In  the  four  jears  from  1884  to  1887,  inclusive,  the  imports 
of  iron  pyrites  were  insignificant,  averaging  a  little  over  10,000  tons 
per  year.  In  1891,  two  years  later,  the  imports  had  jumi)ed  to  100,648 
tons,  and  during  the  four  years  ISOO  to  1893  they  averaged  about  153,000 
tons  per  year.  In  the  last  three  years  the  average  annual  imports 
amounted  to  216,716  tons.    Dividing  the  period  of  sixteen  years  of 
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which  there  is  any  record  of  domestic  prodaction  (1882  to  1897)  into 
four  equal  parts,  we  find  that  from  1882  to  1885,  inclusive,  the  total 
production  was  121,000  long  tons,  an  average  of  30,250  tons  per  year. 
In  the  next  four  years  the  total  output  was  255,036  tons,  a  yearly  aver- 
age of  63,759  tons.  From  1890  to  1893,  inclusive,  the  total  production 
was  391,955  tons,  or  an  average  of  97,989  tons  per  year.  In  the  last 
four  years  the  total  production  has  been  464,173  and  the  average  pro- 
duction per  year  116,043  tons.  This  steady  and  rapid  growth  in  the 
domestic  production  of  pyrites,  and  the  coincident  increase  in  the  im- 
ports, are  clearly  indicative  of  the  growing  sentiment  in  favor  of  iron 
pyrites  as  a  source  of  acid  making  by  American  manufacturers  and 
the  tendency  to  make  themselves  independent  of  the  Anglo-Sicilian 
syndicate. 

The  increasing  use  of  pyrites  is  not  confined  to  the  United  States. 
England,  Germany,  and  France  are  now  large  consumers.  Spain  is  one 
of  the  most  important  sources  of  supply  for  the  European  market,  and 
furnishes  a  large  percentage  of  the  pyrites  imported  into  the  United 
States.  France  produced  in  1896  295,325  long  tons  of  pyrites,  valued 
at  $687,273,  and  averaged  about  245,000  tons  in  the  five  years  from 
1891  to  1895,  inclusive. 

The  Be  vista  Minera  de  Espana  reports  the  amount  of  pyrites  exported 
from  Spain  (the  principal  source  of  this  ore)  in  1895  to  have  been 
480,255  long  tons.  Four  years  before,  in  1891,  the  exports  were  279,161 
long  tons.  In  1892  they  were  435,906  long  tons;  in  1893,  393,453  long 
tons;  in  1894,  511,769  long  tons,  and  480,255  long  tons  in  1895.  These 
are  the  latest  figures  available.  The  figures  of  production  which  have 
been  published  (100,000  metric  tons  in  1896)  are  evidently  erroneous. 

The  reports  of  production  in  and  exports  of  pyrites  from  Spain  show 
unreconcilable  figures.  As  the  export  statistics  are  probably  obtained 
from  the  customs  house,  they  are  considered  more  reliable,  and  are  pre- 
sented in  the  following  table,  together  with  the  amount  produced  in 
the  United  States,  Canada,  and  France.  These  cover  practically  all  of 
the  pyrites  output  of  the  world.  In  connection  with  this  table  is  given 
an  estimate  of  the  amount  of  sulphur  disjilaced  in  the  markets  of  the 
world  by  the  use  of  iron  pyrites. 

World's  product  of  iron  pyrites  and  amount  of  sulphur  displaced,  (a) 


Coantrles. 

1891. 

1892.               1893. 

1894. 

1895.             1896. 

1 
Long  tons.    Long  tons. 

480,255    

Soain  (h) 

Long  tons. 

279, 161 

243, 030 

106,536 

60,474 

Long  ^ons. 

435,906 

226,304 

109, 788 

fiSi  .S72 

Long  tons. 

393,453 

227, 288 

75,777 

fi9  270 

Long  tons. 

511,  769 

278, 452 

106,940 

S6  1»> 

France 

248, 934     295, 325 
99,549     115,483 

United  States 

Canada 

Total 

w,  -v.-v     I             J _      ,        ._               J       ,         ~^j^ J 1 

689,211   1.005.370     748,788     ft32.JUfi 

859,272    

Sulphur  displaced  .. . 

1 

310, 145       452. 416     .^S6. 955 

419,556 

386,672  • 

«^Av,   M.-M%r 

a  BaHed  on  estimated  45  per  ceut  of  sulphor  contents. 


b  Exports  only. 
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The  amount  and  valae  of  pyrites  mined  for  salphiir  content8  in  the 
United  States  since  1882  have  been  as  follows: 

Production  of  pyrites  in  the  United  States  from  1SS2  to  1S97, 


Year. 


Quantity 


Lmuf  toM. 

1882 12,000 

1883 25,000 

1884 35,000 

1885 49,000 

1886 55,000  ! 

1887 52,000 

1888 54,331 

1889 93,705  i 


Value. 


$72, 000 
137,500 
175,000 
220,500 
220,000 
210,000 
167, 658 
202, 119 


Year. 


,  Long  tong. 

1890 ;  99,&>4 

1891 106,536 

1892 *  109,788 

1893 75,777 

1894 i  105,940 

1895 '  99,549 

1896 115, 48:^ 

1897 143,201 


Quantity.    |       Value. 


$273,745 
338,880 
305, 191 
256, 552 
363,134 
322, 845 
320, 163 
391,541 


IMPORTS. 


The  following  table  shows  the  imports  of  i)yrite8  containing  not  more 
than  3.5  per  cent  of  coi)per  from  1884  to  1897 : 

Impm'ts  of  pyrites  containing  not  more  than  S.5  per  cent  of  copper  from  1884  ^^  1897.  (a) 


Year. 


Quantity. 


Value. 


Year. 


Quantity. 


Value. 


Long  tona. 
16,  710 
6,078 
1,605 
16, 578 
100,648 
1892 152,359 


1884 

1885 

1886, 

1887 

1891 


$50, 632 

18. 577 

9,771 

49,661 

392,141  |l 

587,980   I 


1893 
1894 
1895 
1896 
1897 


Long  tons. 
194, 934 
163, 546 
190, 4a5 
200,168 
259, 546 


$721, 699 
590,905 
673, 812 
648,396 
747, 419 


a  Previous  to  1884  clansed  among  sulphur  ores;  1887  to  1891  classed  among  other  iron  ores:  since 
1891  includes  iron  pyrit4)a  containing  25  ^ler  cent  and  more  of  sulphur. 


CONSUMPTION. 

As  the  imports  of  iron  pyrites  for  use  in  the  manufacture  of  sulphuric 
acid  were  not  stated  separately  by  the  Bureau  of  Statistics  of  the 
Treasury  Department  prior  to  1891,  a  comparison  with  the  i)recedingf 
years  can  not  be  made.  The  following  table  shows  the  amount  of 
pyrites  mined  and  imported  for  the  past  five  years,  and  as  no  exports 
are  rei)orted  by  the  Treasury  Department,  these  figures  maybe  accepted 
as  representing  the  domestic  consumption.  The  table  also  shows  the 
estimated  amount  of  sulphur  displaced  each  year  on  a  basis  of  45  per 
cent  of  sulx)hur  contents. 
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Amount  of  pyrites  consumed  in  the  United  States ^  and  estimated  sulphur  displaced^  from 

^891  to  1897, 


Soarce. 


1891. 


1892. 


1893. 


1894. 


1895. 


]896. 


1897. 


Long  ton*.  Long  torn. 
Domestic  product..       106,536  I      109,788 


Imports 


Long  tons)  Ijong  tons.  Long  tons. 
75,777  I      105,940  '        99,549 


100,648  i       152,359         194,934  I       163,546         190,435 


Domestic  con*  i 
sumption...!      207,184  i      262,147 
Sulphur  displaced 


estimated  on  ba- 
sis of  45  per  cent 
contents ._, . 


93, 


117,966 


270, 711 


121.  815 


269, 486 


289,984 


121,269         130,493 


Long  tons.'  Long  tons. 
115,483  !     143,201 
200,168  I    259,546 

315,651       402.747 


142,097 


181,  236 


INCREASED  CONSUMPTION  OF  PYRITES  '^  FINES." 

In  the  earlier  days  of  pyrites  mining  the  impression  prevailed  that 
only  the  larger  pieces  of  ore  could  be  utilized  in  the  roasting  furnaces 
for  making  sulphuric  acid,  and  the  small  stuff  or  <<  fines"  was  considered 
a  waste  product.  Hence  it  was  that  although  millions  of  tons  of  granu- 
lar or  ** fines"  pyrites  have  been  mined  during  the  last  thirty-five  years, 
no  practical  process  for  the  burning  or  roasting  of  the  same  (to  utilize 
the  contained  sulphur)  was  introduced  until  about  the  year  18d0,  when 
Peter  Spence,  in  England,  succeeded  in  mechanically  producing  a  result 
which  up  to  that  time  had  been  produced  only  in  a  moderately  successful 
manner  by  shelf  furnaces,  of  which  there  were  several  types.  Since 
that  date  (1880)  the  opening  of  the  American  mines  has  made  it  neces- 
sary to  have  some  mechanical  furnace  that  would  consume  the  <<fines," 
and  that  would  enable  the  producers  to  market  the  larger  portion  of 
their  mine  products,  as  it  is  well  known  that  an  average  of  at  least  60 
per  cent  of  all  American  pyrites  ores  is  in  granular  form  when  mined. 

In  the  year  1883  the  Spence  mechanical  furnace  was  introduced  in  the 
United  States  by  Mr.  William  H.  Adams,  and  in  that  year  3,000  tons  of 
granular  pyrites  were  burned.  During  the  years  which  have  succeeded 
this  introduction  the  American  mines  have  produced  probably  400,000 
tons  of  this  class  of  ore,  and  there  has  been  imported  over  one-half  as 
much  more,  showing  that  constantly  improved  processes  have  been 
devised  for  the  purpose  of  working  "  fines,"  and  have  been  the  means 
of  marketing  a  mine  product  once  supposed  to  be  worthless. 

For  the  year  1897  the  consumption  of  granular  ores  in  the  United 
States  was  not  less  than  100,000  tons,  and  the  changes  now  being  made 
in  nearly  all  of  the  chemical  plants  of  this  country  are  intended  to 
utilize  granular  pyrites  in  place  of  brimstone,  and  in  several  places  in 
place  of  lump  pyrites  ores. 

It  is  now  possible  to  construct  a  mechanical  furnace  at  a  cost  of 
$1,500,  which  will  perfectly  roast  7,000  pounds  of  granular  ore  in 
twenty-four  hours.  Such  a  furnace  requires  but  little  attention  and  no 
extra  cost  for  labor,  thus  meeting  the  many  objections  i)ut  forward  by 
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chemical  manafacturers  for  the  last  twenty  years.  Larger  furnaces, 
which  will  roast  25,000  pounds  of  American  ores  daily,  are  constructed 
at  a  cost  of  $3,000.  This  mechanical  operation  solves  many  of  the  dis- 
agreeable problems  which  faced  the  owners  of  chemical  works,  and  it 
is  not  impossible  that  we  shall  see  granular  ores,  or  ^^  fines,"  and 
mechanical  fnrnaces  supplanting  lump-ore  and  other  forms  of  furnaces 
for  the  production  of  sulphurous  acid  gas  made  from  pyrites  ores. 

OCCURRENCES  IN  THE  UNITED  STATES. 

Iron  pyrites  is  fonnd  in  nearly  every  one  of  the  United  States,  bnt  it 
has  not  been  mined  on  a  commercial  scale  in  more  than  six.  The  larger 
portion  of  the  output  comes  from  Louisa  County,  Virginia.  Next  in 
importance  are  the  Davis  mines  in  Franklin  County,  Massachnsetts. 
Prince  William  Connty  is  another  producing  locality  in  Virginia. 
Ninety  per  cent  of  the  production  is  obtained  from  these  three  local- 
ities. Some  pyrites  ore  was  produced  in  Tennessee  in  1897,  and  about 
10,000  tons  used  in  the  manufacture  of  sulphite  pulp  were  mined  in  New 
York.  Ohio  is  credited  with  a  small  product  obtained  in  a  ^<  sulphur 
band  ^occurring  in  a  coal  seam.  It  is  separated  from  the  coal  and 
shipped  to  acid  makers  in  Cleveland.  Deposits  in  the  vicinity  of  Hot 
Springs,  Arkansas,  mention  of  which  has  been  made  in  previous  reports, 
are  being  exploited. 

CANADIAN   PRODUCTION. 

While  the  production  and  consumption  of  pyrites  in  the  United 
States  have  t.c:i  steadily  increasing,  production  in  Canada  has  been 
steadily  declining  for  several  years,  the  production  in  1896  being  less 
than  half  of  what  it  was  in  1891,  and  about  45  per  cent  of  the  product 
in  1889.  Since  1886  the  production  of  pyrites  in  Canada  has  been  as 
follows: 

Annual  production  of  pyrites  in  Canada  since  1886, 


Tons  of 
2,0U0  Ibi*. 


Value. 


42,906 

$193, 077 

38,043 

171, 194 

63, 479 

285,656 

72, 225 

307,292 

49,227 

123,067 

67, 731 

203, 193 

59, 770 

179, 310 

58,542 

175,626 

40,527 

121, 581 

34.198 

102,594 

33, 715 

101, 155 

38, 910 

116, 730 

GYPSUM. 


By  Edwabd  W.  Pabkbb. 


OCCURRENCE. 

Large  deposits  of  gypsnm  are  fonnd  in  many  of  the  United  States. 
East  of  the  Mississippi  River  the  principal  localities  are  in  New  Tork^ 
where  it  occurs  in  beds  of  great  thickness  and  extent  in  a  line  of  coun- 
ties extending  westward  from  Oneida  to  Niagara;  in  Ohio,  near  the 
city  of  Sandusky;  in  Michigan,  on  the  Grand  River,  near  Grand  Rap- 
ids, and  at  Alabaster  Point,  Iosco  County,  and  in  Bay  County;  in 
Virginia,  along  the  north  fork  of  the  Holston  River,  and  in  Smyth  and 
Washington  counties.  Gypsum  is  also  reported  in  Alabama  and  Lou- 
isiana, but  the  deposits  are  not  worked  at  the  present  time.  West  of 
the  Mississippi  River  and  east  of  the  Rocky  Mountains  extensive  gyp- 
sum deposits  are  found  in  Iowa,  Kansas,  Arkansas,  Texas,  Oklahoma, 
and  the  Indian  Territory.  Operations  are  carried  on  in  Webster 
County,  Iowa ;  Barber,  Saline,  Marion,  Marshall,  and  Dickinson  coun- 
ties, Kansas;  at  Quanah,  Texas,  and  at  Okarche,  Oklahoma. 

The  Rocky  Mountain  States  producing  gypsum  are  Colorado,  Mon- 
tana, Utah,  South  Dakota,  and  Wyoming,  and  deposits  are  reported 
in  Idaho  and  New  Mexico.  Extensive  stratified  deposits  of  gypsum 
occur  in  the  Santa  Bita  range  of  mountains  in  Pima  County,  southern 
Arizona.  These  deposits  have  not  been  worked,  as  they  are  remote 
from  transportation  facilities  and  the  country  is  not  sufficiently  settled 
to  furnish  a  profitable  market. 

Some  work  has  been  done  on  another  deposit  of  gypsum  in  the 
Sierritas,  about  18  miles  south  of  Tucson,  Arizona.  The  material  was 
shipped  to  Tucson  and  calcined  into  plaster  of  paris.  About  30  tons 
of  crude  gypsum  were  produced  in  1897. 

California  contributes  the  entire  product  of  the  Pacific  States. 
Deposits  exist  in  several  parts  of  the  State,  notably  in  Fresno,  Monte- 
rey, and  San  Benito  counties.  Gypsum  deposits  of  considerable  extent 
exist  on  both  sides  of  Snake  River,  in  eastern  Oregon.  A  mill  erected 
in  1896  at  Huntington  for  calcining  the  product  was  destroyed  by  fire 
before  any  commercial  output  had  been  obtained.  Rebuilding  was  in 
progress  at  the  opening  of  1898. 
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PRODUCTION. 

The  amount  of  gypsum  produced  in  the  United  States  in  1897  exceeded 
that  of  any  previous  year,  reaching  a  total  of  288,982  short  tons,  against 
224,254  short  tons  in  1896.  Previous  to  1897  the  largest  production 
obtained  was  in  1895,  when  the  output  aggregated  265,503  short  tons. 
The  product  in  1897  was  64,728  short  tons,  or  29  per  cent,  more  than 
that  of  1896,  and  23,479  short  tons,  or  9  per  cent,  more  than  the  output 
in  1895. 

Beckoning  the  value  of  the  product  according  to  the  condition  in 
which  it  was  first  placed  upon  the  market,  the  gypsum  output  in  1897 
was  worth  $755,864,  an  average  price  per  ton  of  $2.62,  against  $2.55  in 
1896  and  $3  in  1895.  There  were  three  years  (1889,  1894,  and  1895)  in 
which  the  value  of  the  output  exceeded  that  of  1897. 

The  increased  production  in  1897  was  participated  in  by  all  but  one 
of  the  principal  producing  States.  Iowa  and  Kansas  each  had  an 
increased  .production.  The  statistics  of  the  production  in  these  two 
States  for  1897  are  combined.  Their  aggregate  output  in  1897  was 
83,783  short  tons,  against  68,066  tons  in  1896;  Michigan's  production 
increased  from  67,634  short  tons  to  94,874  tons;  the  product  of  New 
York  increased  from  23,325  to  33,440  tons;  Texas  from  16,022  to  24,454 
tons,  and  Virginia  from  5,955  to  6,374  tons.  Ohio's  output  decreased 
slightly. 

The  details  of  production,  by  States,  for  the  last  two  years  are  shown 
in  the  following  tables: 

Product  of  gypsum  in  the  United  States  in  1896 f  hy  States. 


state. 


California 

Colorado 

Iowa 

Kansas 

Michigan 

New  York 

Virginia 

Other  SUten  (a) . . 

Total 


Total 
prod- 
uct. 


Short 
ton*. 

1,452 

1,600 

18,631 

49,435 

67,634 

23, 325 

5,955 

56,222 


224,264 


Sold  crude. 


Quan- 
tity. 


Short 
ton*. 

100 


15 

42 

700 

10,256 

115 

6,074 


17,302 


Value. 


Ground  into 
land  plaster. 


Quan- 
I    tity. 


$463 


15 

63 

875 

6,177 

195 

11,346 


19,134 


Sh&rt 
tons. 


637 

250 

6,582 

13,069 

4,640 

1,670 


27,354 


Value. 


506     $4,220 


650 

500 

9,133 

26. 635 

13, 710 

4,901 


59,740 


Calcined  into  plaster  of ' 
parts. 


Before  i  After 
cal-    I     cal- 
cining,  cining. 


Short 
tons. 

846 

1,600 

17,979 

49,143 

60,352 


Short 
tona. 

706 

1,287 

14,285 

87, 214 

46, 921 


Value. 


1,200 
48, 478 


179. 598 


966 
36,126 


137, 505 


$7,055 

10,547 

33,  355 

147,808 

136. 416 


3,359 
155,921 


494, 461 


Total 
value. 


$11,738 
10,547 
34,020 

148,371 

146, 424 
32, 812 
17.264 

172.168 

573, 344 


a  Includes  the  product  of  Indian  Territory,  8,000  tons;  Montana,  385  tons;  Ohio,  22,634  tons;  South 
Dakota,  6, 115  tons ;  Teza8,'16,022  tons ;  Utah,  2,866  tons ;  and  Wyoming,  200  tons.  The  distribution  of 
the  output  in  these  States  and  the  value  are  combined  in  order  to  maintain  the  confidential  nature  of 
individual  reports,  there  being  only  one  or  two  operators  in  each  State. 
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Product  ofgypaum  in  the  United  Stales  in  1897 f  by  States, 


Sold  crude. 


SUte. 


ToUl 
prod- 
act. 


Ground  into 
land  plaster. 


Calcined  into  pUtster 
of  pans. 


Colorado  and  In- 

Short 
tons. 

dian  Territory . 

12, 309 

Iowa ^ 

Kansas / 

83,783 

• 

Michigan 

94,874 

New  York 

33, 440 

South  Dakota 

8.350 

Texas 

24,454 

Virginia 

6,374 

Other  States  (a)  . 
Total 

25, 398 

288,982 

Quan- 
tity. 

^''"•-  X'.' 

Value. 

« 

Short 
tons. 

Short 
tons. 

1 

$5 

589 

16,001 
5,394 

$1,151  !        500 

20, 004       7, 193 
3.516  I  15,826 

400 

9,662 
34,368 

1 

160 
1,020 

257  '     5,504  1  14,804 
2,092  1    2,538       7,844 

23, 164 

27,020  '  31,562 

1 

67,083 

Before  i  After 
cal-         cal- 
cining, i  oining. 


Short 
tons. 

12, 308 

82,684 

71,680 
12,220 

8,350 


Short 
ions. 

9,300 
62,657 
59,340 


Total 
value. 


Value. 


$50,350 
253,  M8 
163, 010 


9,200  i  40,800 
6.280  {  19,240 

24,454  I  16,412  65,651 
710  I        502  ;     1,838 

21,840  I  17,154     06,944 


$50,355 

254,579 

193, 576 
78,684 
19,240 
65,651 
16, 899 
76.880 


234.256  180,935   661,761 


a  Includes  the  product  of  Arizona,  30  tons ;  California,  351  t<on» :  Montana.  425  tons ;  Ohio, 
Utah,  2,700  tons,  and  Wyoming,  3,300  tons. 


755,864 
18,592  t«ns; 


An  interestiug  featare  of  the  gypsum  industry  during  the  last  few 
years  has  been  the  increase  in  the  production  of  calcined  plaster,  or 
plaster  of  paris.  The  total  amount  of  gypsum  produced  in  1897  was 
only  21,213  short  tons,  or  about  8  per  cent  more  than  the  product  in 
1889,  eight  years  before.  The  amount  of  calcined  plaster  made  in  1897, 
however,  was  nearly  three  times  that  of  1889.  The  production  of  gyp- 
sum in  1889  was  unusually  large,  an  increased  demand  for  land  plaster 
having  been  created  by  an  exceptionally  dry  summer  season.  The 
amount  of  gypsum  sold  in  the  crude  in  1889  was  73,243  short  tons.  A 
large  part  of  this  was  afterwards  converted,  by  grinding,  into  land 
plaster.  The  amount  converted  into  land  plaster  before  marketing 
during  that  year  was  108,771  short  tons,  so  that  the  total  amount  of 
gypsum  sold  crude  and  as  land  plaster  in  1889  was  about  180,000  short 
tons.  The  amount  of  calcined  plaster  made  in  1889  was  04,711  short 
tons,  in  order  to  produce  which  85,755  tons  of  crude  gypsum  were 
consumed.  In  1890  the  amount  of  gypsum  sold  crude  and  as  laud 
plaster  fell  oflf  to  about  75,000  short  tons,  and  decreased  about  5,000 
tons  more  in  1891.  The  next  year,  1892,  the  crude  gypsum  and  land 
plaster  amounted  to  over  105,000  short  tons,  and  decreased  to  *.«3,500 
tons  in  1893.  The  next  three  years  these  items  showed  regular 
decreases,  until  in  1896  the  amount  of  crude  gypsum  sold  was  17,302 
short  tons,  and  the  amount  of  land  plaster  27,354,  each  being  about 
25  per  cent  of  the  quantities  so  sold  in  1889. 

The  production  of  gypsum  in  all  lines  increased  during  1897,  the  sales 
of  crude  amounting  to  23,164  short  tons  and  the  sales  of  land  plaster  to 
31,562  short  tons.  It  will  be  observed  in  the  next  table  that  the  average 
price  per  ton  for  crude  gypsum  shows  considerable  variation,  ranging 
firom  $1.02  in  1890  to  $1.67  in  1893.     In  cases  where  the  average  price 
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appears  an  usually  high,  a  considerable  portion  of  the  omde  gypsum  has 
been  sold  for  subsequent  calcination  and  is  of  a  grade  superior  to  that 
used  only  for  land  plaster.  The  consumption  of  land  plaster  depends 
very  much  upon  the  weather  conditions.  A  summer  season  of  drought 
will  increase  the  demand,  while  a  wet  season  will  have  the  opposite 
effect.  The  average  price  varies  considerably,  according  to  the  States 
affected,  the  product  in  some  States  being  of  better  quality  than  that 
of  others  and  commanding  higher  prices. 

In  the  production  of  gypsum  for  calcined  plaster  there  has  been  but 
one  exception  to  a  steadily  increasing  annual  output  since  1889,  though 
there  have  been  two  years  in  which  the  amount  of  calcined  plaster 
made  was  less  than  in  the  preceding  years.  In  1891  the  anjount  of 
gypsum  calcined  was  136,727  short  tons,  yielding  110,006  short  tons 
of  plaster  of  paris,  while  in  1892  150,511  tons  of  crude  gypsum  pro- 
duced only  106,141  short  tons  of  plaster.  In  1896  the  amount  of  plas- 
ter of  paris  produced  from  native  gypsum  was  137,505  short  tons, 
about  13,000  tons  less  than  the  product  in  1895.  With  the  two  excep- 
tions mentioned,  the  output  of  plaster  of  pans  from  mills  using  native 
gypsum  rock  has  increased  steadily.  The  average  annual  increase  has 
been  at  the  rate  of  about  14,000  short  tons.  But  while  the  production 
has  shown  such  a  notable  increase,  the  value  of  the  product  has  by  no 
means  kept  pace  with  it.  The  increase  in  output  has  been  attended 
by  a  falling  off  in  the  price  nearly  as  regular.  While  the  production 
in  1897  was  nearly  three  times  that  of  1889,  the  average  price  per  ton 
has  been  almost  cut  in  half.  The  180,935  tons  of  calcined  plaster  pro- 
duced in  1897  yielded  to  the  manufacturers  a  little  less  than  50  per  cent 
more  than  the  64,711  tons  produced  in  1889.  The  average  price  per 
ton  for  calcined  plaster  has  declined  in  eight  years  from  $6.92  to  $3.60. 

The  history  of  gypsum  production,  the  manufacture  of  calcined  pias- 
ter, etc.,  in  the  last  nine  years  is  shown  in  the  following  table: 

IHstHbution  of  the  gypsum  product  of  the  United  Stai^  Huoe  1889. 


Tear. 

Total 

amount 

prodnoed. 

Sold  omde. 

Ground  into  land  plaster. 

Quantity. 

Valae. 

Aver- 

pnce 
per  ton. 

Quantity. 

Value. 

Average 

price  per 

ton. 

Short  tone. 

Short  Urns, 

Short  tone. 

1889 

267, 769 

73,243 

$82,704 

$1.13 

108, 771 

$233,307 

$2.14 

1890 

182,995 

18, 742 

19,148 

1.02 

56,525 

143, 014 

2.52 

1891 

208,126 

18, 574  1  28, 690 

1.54 

51,700 

117,356 

2.26 

1892 

256,259 

58, 080     80, 797 

1.39 

47,668 

106,247 

2.23 

1893 

253, 615 

43, 108     72, 010 

1.67 

50,408 

106,365 

2.11 

1894 

239,312 

34,702 

56,149 

1.62 

41, 996 

95,944 

2.29 

1895 

265,503 

26, 624     37, 837 

1.42 

35,079 

'  85,355 

2.43 

1896 

224,254 

17, 302     19, 134 

1.11 

27,354 

59,749 

2.18 

1897 

288,982 

23, 164     27, 020 

1.17 

31,562 

67,083 

2.18 
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DiHrVmtioH  of  ihe  gyp$umproduot  of  the  United  States  since  1889 — Continued. 


Year. 

Calcined  into  plaster  of  paria. 

m 

Total  value. 

1 

Welffht  before 
calcining. 

Short  tons. 
85,755 
105,676 
136,727 
150,511 
160,399 
162,-614 
203,800 
179,598 
234,256 

Calcined  plas- 
ter prodnoed. 

Value. 

Average 

price  per 

ton. 

1889 

1890 

1891 

Short  tons. 
64,711 
79,257 
110,006 
106,141 
122,937 
127,158 
150,801 
137.505 

$448,107 
412,361 
482,005 
508,448 
518,390 
600,626 
674,255 
liU.4^1 

$6.92 
5.20 
4.38 
4.79 
4.21 
4.79 
4.47 
3.60 
3.60 

$764, 118 
574, 523 
628,051 
695, 492 
696,615 
761,  719 
797, 447 
573, 344 
755,864 

1892 

1893 

1894 

1895 

1896 

1897 

180,936  i        6fi2.311 

The  total  production  and  value,  by  States,  for  the  same  period  were 
as  follows: 

Comparative  statistics  of  gypsum  production  for  nine  years. 


State. 


Colorado 

Iowa 

Kansas 

Michigan 

New  York... 
South  Dakoto 

Virginia 

other  States . 

Total.. 


1889. 

1890. 

Product 

Value. 

Product. 

Value. 

Short 

Short 

ton§. 

tons. 

7,700 

$28,940 

4,580 

$22,050 

21,789 

65,250 

20,900 

47,350 

17,332 

94,335 

20,250 

72,457 

181, 767 

878,740 

74,877 

192.089 

52,808 

79,476 

82,903 

73,093 

820 

2,660 

2,900 

7,750 

6,838 

20,886 

6,350 

30,782 

29.420 

109,491 

20.236 

188.942 

267,769 

764. 118 

182,996 

574,523 

1891 
Product. 


Short 
ton*. 


Value. 


31,386 
40,217 
79,700 
80,186 
8,615 
5,959 
17, 115 


208,126 


$68,096 

161,822 

223,725 

58,671 

9,618 

22,574 

94,143 


628, 051 


1893. 


State. 


Iowa 

Kansas 

Michigan 

New  York  . . . . 

Ohio 

South  Dakota. 

Texas 

Virginia 

other  States . . 


Total 


Product.  (    Value. 


Short 
tont. 

(«) 
46, 016 

139,657 

32,394 

(a) 


6,991 
81,801 


266,269 


(a) 

$195, 197 

806,527 

61,100 

(a) 


38,307 
104.461 


696,492 


1893. 


Product.     Value. 


Short 
tons. 

21,447 

48,631 

124,680 

86,126 

(«) 
5,160 


7,014 
16,467 


253,615 


$56,538 

181.599 

308,921 

66,892 

(«) 
12,560 


34,859 
63,256 


696,615 


1894. 


Product.     Value 


Short 
tons. 

17.906 

64,889 

79,968 

81,798 

30.827 

4,396 

6,925 

8,106 

4,606 


239.312 


$44,700 
801,884 
189,620 
60,262 
69,607 
16.060 
27,300 
24,431 
27,875 


761.719 


a  Included  in  other  Stal4 
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Comparative  8tati9tio$  of  gypsum  production  for  nine  years — Continned. 


State. 


1895. 


CallforniA  ... 

Colorado 

Iowa 

Kansas 

Micfaigaii.... 
New  York... 

Ohio 

Sontb  Dakota 

Texas 

Virginia 

Other  States . 

Total.. 


Product. 


Short 
tona. 

5,158 

1.371 
25,700 
72,  M7 
06,519 
83,587 
21,682 

6,400 
10,750 

5,800 
15,009 


265,503 


Value. 


$51,014 

8,281 

86,600 

272,531 

174,007 

50.321 

71,204 

20,600 

36,611 

17,860 

50,009 


797,447 


1896. 


Produot. 


Short 
torn. 

1.482 

1,600 
18,631 
49,435 
67,634 
23,825 

(a) 

(«) 

(a) 

5,965 
56,222 


224,264 


Value. 


$11,788 
10,547 
84,020] 
148,371) 
146,424 
82,812 
(«) 
(«) 
(a) 

17,264 
172,168 


578,844 


1897. 


Pxodnot. 


Short 
tons, 

(a) 
612,800 

88,788 

04,874 
88,440 

(a) 

8,850 
24,454 

6,874 
26,898 


288,982 


Value. 


(a) 
$60,856 

266,120 

108,576 
78,684 

(a) 
19,240 
65,651 
16,899 
76.880 


756,864 


a  Included  in  other  States. 


6  Including  Indian  Territory. 


The  following  table  shows  the  annual  prodnction  of  gypsum  in  the 
United  States  since  1880.  It  will  be  noticed  that  the  largest  produc- 
tion prior  to  1897  was  in  1889,  though  the  value  of  the  product  in  both 
these  years  was  less  than  that  of  1895: 

Production  of  gypsum  in  the  United  States  since  1880, 


Year. 


1880 

1881 

1882 

1883 

1884 ^ 

1885 

1886 

1887 

1888 


Product. 


Short  toM. 
90,000 
85,000 

100,000 
90,000 
90,000 
90,405 
95,250 
95,000 

110,000 


Value. 


$400,000 
350,000 
450,000 
420,000 
390,000 
405,000 
428,625 
425,000 
550,000 


Year. 


Product. 


Value. 


1889. 
1890. 
1891. 
1892. 
1893. 
1894. 
1895. 


Short  tona. 
267,769 
182,995 
208,126 
256,259 
253, 615 
239,312 
265,503 
1896 224,254 


1897, 


288,982 


$764, 118 
574, 523 
628,051 
695,492 
696,615 
761, 719 
797,447 
573, 344 
755,864 
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mPOBTS. 

The  imports  of  gypsam  are  chiefly  from  Oanada,  the  product  from  the 
Dominion  being  very  pore  and  well  adapted  for  the  manufacture  of 
plaster  of  paris.  The  following  table  exhibits  the  total  amount  and 
value  of  gypsum  imported  into  the  United  States  since  1867 : 

(ijfpsum  imported  into  the  United  States  from  18$?  to  1897, 


Year  ended— 


Jiine90,1867.... 
1868.... 
1869.... 
1870.... 
1871.... 
1872.... 
1873.... 
1874.... 
1875.... 
1876.... 
1877.... 
1878.... 
1879.... 
1880.... 
1881.... 
1882.... 

XoOo . . • • 
1884.... 
1885.... 
1886 .... 
1887.... 
Dec.  81, 1888.... 

loo«7.  .  .  . 

loSfU.  .  • . 

1891.... 
1892.... 
1893.... 
1894.... 
1895 .... 

Xo«^  .... 

1897.... 


Ground  or  calcined. 


Ungroond. 


Qnantity. 


Long  tons. 


5,737 
4,291 
4,996 
6,418 
5,911 
4,814 
3,340 
5,466 
7,568 
9,560 
6,882 
3,363 
2,027 
3,295 
3,292 
2,664 


Valne. 


$29,895 
33,988 
52,238 
46, 872 
64,465 
66,418 
35,628 
36,410 
52,155 
47,588 
49, 445 
33,496 
18,339 
17,074 
24,915 
53,478 
44,118 
42,904 
54,208 
37,642 
37,736 
20,764 
40,291 
55,250 
97,316 
75,608 
31, 670 
16,828 
21,526 
21,982 
17,028 


Qcuuitity.       Value 


LongUma. 

97,951 
87,694 
137,039 
107,237 
100,400 
95,339 
118, 926 
123,717 
93, 772 
139,  713 
97,656 
89,239 
96,963 
120,327 
128,607 
128,382 
157, 851 
166, 310 
117, 161 
122, 270 
146,708 
156,697 
170,965 
171, 289 
110,257 
181, 104 
164,300 
162,500 
192,549 
180,269 
163,201 


$95,386 
80,362 
133,430 
100, 416 
88,256 
99, 902 
122,495 
130, 172 
115,664 
127,084 
105,629 
100,102 
99,027 
120,642 
128,107 
127,067 
152, 982 
168,000 
119, 544 
115,696 
162,154 
170,023 
179, 849 
174,600 
129,003 
232,403 
180,254 
179,237 
215, 706 
193,544 
178,686 


Valae  of 
manufac- 
tured 
plaster  of 
paria. 


$844 

1,432 

1,292 

2,553 

7,336 

4,319 

3,277 

4,398 

7.843 

6,989 

8,176 

12, 693 

18,702 

20,377 

a  21, 869 


10,352 
11, 722 
16, 715 


Total  value. 


$125,281 
114,350 
186, 512 
148,720 
154, 013 
168. 873 
165, 459 
170, 901 
171,096 
179, 070 
162, 917 
140,587 
125,542 
150,409 
171,  724 
200,922 
218,969 
210,904 
173, 752 
153,338 
199,890 
190, 787 
220,140 
229,859 
226,319 
308,011 
21  i,  924 
196,060 
247,583 
227,248 
212,429 


a  Not  apeoUied  ftom  1883  to  18M. 
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CANAjyiAJil  PRODUCTION  AND  EXPORTS, 

As  the  imports  of  gypsain  into  the  United  States  are  principally 
firom  the  Provinces  of  Ontario,  New  Bmnswick,  and  Nova  Scotia,  in 
the  Dominion  of  Canada,  the  following  table,  showing  the  prodaction 
in  and  the  exports  firom  the  Dominion,  will  be  found  interesting: 

ProdaoiioH  and  exports  of  Canadian  gyptum  Hnije  1886. 


Year. 


18S6 
1887 
1888 
1889 
1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 


Prodnotion. 


Quantity. 


Short  tonM. 
162,000 
154,008 
175, 887 
213, 273 
226,509 
203,545 
226,568 
192,568 
223,631 
226,178 
207,032 
239,691 


Value. 


$178, 742 
157, 277 
179, 393 
205,108 
194,033 
192,096 
225,260 
196, 150 
202,031 
202,608 
178, 061 
244,531 


Exports. 


Quantity. 


Short  ton*. 
142,833 
132,724 
125,508 
178, 182 
175, 691 
172, 496 
175, 518 

a  176, 489 
162,412 

al60,898 


Value. 


$155, 213 
146,543 
121,389 
194,404 
192,254 
184,977 
194,304 
178, 979 
160,082 
156, 897 


a  Entire  exports  went  to  the  United  States. 


CEMENT  PULSTER. 

Under  the  general  head  of  calcined  plaster,  or  plaster  of  paris,  in 
these  reports  is  included  the  product  of  cement  plaster  made  from 
g3rpsnm  dirt,  or  ''  gypsite."  A  greater  portion  of  the  gypsum  product 
of  Kansas  and  Texas  is  of  this  variety.  Mr.  G.  P.  Grimsley,  of  the 
Geological  Survey  of  Kansas,  has  devoted  considerable  attention  to 
the  study  of  the  deposits  in  that  State.  He  describes  them  as  second- 
ary deposits  of  gypsum.  The  material  is  a  granular  dirt  found  in  low 
swampy  ground,  and  is  dark  colored  in  place,  but  on  drying  assumes  a 
light  ash-gray  hue.  It  is  soft  and  incoherent,  readily  shoveled  into 
cars  or  wagons,  and  is  ready  for  calcining  with  less  labor  and  expense 
than  is  required  for  working  the  solid  rock.  Four  deposits  of  this 
material  have  been  opened  in  Dickinson  County,  in  the  central  portion 
of  the  State;  one  is  worked  in  Olay  County  to  the  north,  and  extensive 
operations  are  carried  on  at  Quanah,  Texas,  where  similar  deposits  occor. 

Mr.  Grimsley  states  that  these  dirt  deposits  undoubtedly  belong  to 
the  earthy  variety  of  gypsum  called  by  the  Germans  "gyps-erde"  or 
^^  Himmel's  mehl ; "  <'  Himmel's  nyoel,'^ by  the  Swedish ;  and  ^<  gipsowaya 
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maka"  by  the  Busaians.    These  varieties  are  described  as  loose,  slightly 
cohering,  dust-like  particles,  of  yellow  or  gray  color. 

Under  the  microscope  the  gypsite  of  Kansas  is  seen  to  consist  of  a 
mass  of  small,  angular  gypsum  crystals  of  varying  size.  Perfect  crys- 
tals are  found,  but  most  of  them  have  their  terminations  somewhat 
rounded  by  solution.  They  are  not  transported  crystals,  but  have 
clearly  crystallized  in  place.  Mingled  with  the  gypsum  crystals,  small 
crystals  of  quartz  are  usually  found.  There  is  also  a  considerable 
amount  of  lime  carbonate,  poorly  crystallized,  and  traces  of  organic 
matter. 

WORIiD'S  PRODUCTION. 

The  United  States  is  the  second  country  in  the  world  as  a  producer 
of  gypsum.  France  leads  with  more  than  one-half  the  entire  world's 
production.  Canada  follows  the  United  States  in  importance,  though 
in  one  year  (1896)  the  output  of  Great  Britain  exceeded  that  of  Canada. 

The  following  table  exhibits,  in  short  tons,  the  amount  of  gypsum 
produced  by  the  principal  countries  of  the  world  in  each  year,  for 
which  statistics  are  available,  since  1893: 

The  worUPs  production  of  gyptwm  tinoe  189S, 


Year. 


1S93. 

1894 

1885. 

1896 

1897 


United  States. 


Short  tons. 


253, 615 
239,312 
265,503 

288,982 


Value. 


$696,615 
761, 719 
797,447 
573,344 
766, 414 


Great  Britain. 
Short  tona.       Value. 


158,122 
169,102 
196,087 
213,028 


$287,940 
321,822 
348,400 
361,509 


Canada. 


Short  tons.        Value. 


192,568 
223,631 
226, 178 
207,032 
239.691 


$196,150 
202,031 
202,608 
178, 061 
244,531 


Year. 


1893 
1894 
1895 
1896 
1897 


Franoe. 


Short  toss. 


1, 693, 881 
2, 175, 448 
1,866,498 


Value. 


German  Bmpire. 


Short 
tons. 


$2,891,365  ! 

3,392,768  23,994 
2,661,200  31,736 


Value. 


$11,040 
14,598 


India. 


Short 
tons. 


3,548 
7,511 
8,248 


Value. 


Cyprus. 


$1,566 
2,987 
3,130 


Short 
tons. 


2,357 
3,104 
2,093 


Value. 


$6,625 
9,006 
5,252 


S  A^LT. 


By  Edwabd  W.  Pabkeb. 


PRODUCTION. 

lu  the  prodaotion  of  salt  the  year  1897  was  phenomenal,  exceeding 
by  more  than  2,000,000  barrels  the  record  for  1896,  which  was  the  year 
of  largest  previous  production.  In  fact,  the  domestic  production  of 
this  indispensable  article  has  shown  an  increase  every  year  since  1883, 
with  the  exception  of  1889,  when  the  product  was  about  0.6  per  cent 
leiss  than  in  1888.  The  growth  of  the  salt  industry  in  this  country 
during  the  last  few  years  has  been  remarkable.  The  total  product 
in  1897  was  nearly  double  that  of  1889,  and  was  nearly  three  times 
that  of  1883.  This  increase  has  been  in  the  face  of  and  is  no 
doubt  responsible  for  very  low  prices.  Taking  into  consideration  all 
of  the  various  grades  of  salt  produced,  from  the  fancy  table  and 
dairy  grades  to  the  cheap  '^  coarse  solar,"  the  average  price  received 
by  producers  in  1896  and  1897  was  30  cents  per  barrel  of  280  pounds, 
only  a  fraction  over  10  cents  per  100  pounds.  In  1895  the  average  price 
obtained  was  32  cents,  and  in  1894  36^  cents  per  barrel.  From  15  to 
16  per  cent  of  the  total  product  is  table  and  dairy  salt,  the  manufac- 
turers in  the  United  States  for  the  last  few  years  having  given  si)ecial 
attention  to  the  preparation  of  these  fine  grades.  Their  efforts  have 
been  crowned  with  marked  success  so  far  as  the  high  quality  of  their 
product  is  concerned.  Whether  or  not  their  remuneration  has  been  in 
keeping  with  their  enterprise  is  another  question.  One  important 
object,  however,  has  been  accomplished.  It  has  not  been  many  years 
since  large  consumers  of  salt,  who  were  particularly  discriminating  as 
to  the  quality  they  used,  would  have  only  the  English  product.  To-day 
the  successful  competitors  in  dairy  contests  at  expositions,  etc.,  are 
those  whose  products  are  made  with  American  salt.  Manufacturers 
are  not  obliged  to  pack  their  salt  in  packages  imitating  the  English 
wrappers  in  order  to  establish  its  quality.  Salt  of  domestic  production 
is  sold  on  its  merits.  The  use  of  foreign  salt  in  the  United  States  is 
confined  almost  exclusively  to  cities  along  the  Atlantic  seaboard.  The 
producing  localities  in  the  United  States  are  300  or  400  miles  from  the 
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ooasty  and  the  higher  cost  of  rail  transportation  acts  as  a  protective 
tariff  in  favor  of  foreign  salt  brought  by  ocean  freight.  The  effect  that 
the  improvements  in  salt  making  in  the  United  States  have  had  on  the 
sale  of  foreign  salt  is  shown  in  the  tables  of  imports.  In  1881  the 
amount  of  salt  imported  into  the  United  States  amounted  to  over 
1,000,000,000  pounds,  or  nearly  4,000,000  barrels,  worth  over  $2,000,000. 
The  domestic  product  was  about  6,200,000  barrels,  worth,  exclusive  of 
the  cost  of  packages,  etc.,  about  $3,000,000.  In  1887  the  imports  had 
fallen  off  to  about  2,800,000  barrels,  worth  $1,285,359.  A  few  years 
before  this,  in  1883,  the  now  fiEonous  Warsaw  district  in  New  York  was 
developed,  and  in  1897  was  producing  over  a  million  barrels  a  year. 
The  domestic  production  of  salt  in  that  year  was  a  little  over  8,000,000 
barrels.  In  1897  the  domestic  product  was  nearly  double  that  of  ten 
years  before,  while  the  imports  were  only  a  little  more  than  half  in 
quantity  and  about  44  per  cent  in  value. 
The  following  tables  exhibit  the  details  of  the  production  of  salt  in 

the  United  States  during  1896  and  1897  by  States  and  grades: 

* 

PtodnoUan  ofnUt  in  2896,  by  SUitee  and  grade; 


State. 


California 

ELansas 

Miohigan 

New  York : 

Onondttga  district . 

Warsaw  district. . . 

Bonthem  New  York 
and  Oenesee  dist. 

Rook  salt 

Ohio 

Pennsylvania 

Utah 

West  Virginia 

Illinois^  Nevada,  Texas, 
Louisiana,  and  Vir- 
ginia  

Total 


Table  and 
dairy. 


BarrtiM, 
41, 714 
93,174 

152,888 


961,721 


d81,2T! 


400,268 

716 

70,886 

5,000 


117, 271 


2, 280, 409 


Gommoiii 
flue. 


BarreU. 
1,429 
922,628 
2,954,606 

64,847 
800,065 

166,826 


1, 178, 295 
177,312 
15,657 
171, 921 


Common 


BamiU. 
30,371 
4,810 
2,400 


97,786 


12,626 


88,766 
19,714 
49,398 


160,660 


6,598,783       300,365 


Paoker'a. 


Bamit. 
22,500 
42,250 
31,565 


60,473 


5^085 
855 
857 


168,086 


Coaneacdar. 


Barr^. 
306,250 


13,622 


2, 164, 071 


30,000 


7,143 


10,000 


2,531,086 
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Production  of  »alt  in  1896,  by  SUkUb  and  grades — Continned. 


State. 


California 

Kansas ,.. 

Michigan 

New  York : 

Onondaga  district . 

Warsaw  district. . . 

Sontliem  New  York 
and  Gtonesee  dist. 

Rock  salt 

Ohio 

Pennsylvania 

Utah 

West  Virginia 

Illinois,  Nevada,  Texas, 
Lonisiana,  and  Vir- 
ginia  


Total 


Kook. 


BarrtU. 

25,714 
344,608 


MlUiBg. 


Barrda, 


1,240,460 


173, 114 


1, 783, 886 


133,271 


133,271 


Other 


Borrslf. 
2,148 
1,642 
9,665 


82,729 
10,679 


3,093 


109,941 


Total  product. 


BarrelM. 

430,121 
1,408,607 
3, 164, 238 

2,228,418 
1,942,291 

667,881 
1,240,450 
1, 662, 358 
198,596 
279,800 
176, 921 


Total  Talae. 


$198,963 
397,296 
718,408 

575,432 
729,324 

270,612 

321, 313 

432,877 

56,717 

96,550 

50,717 


461, 045  I      192, 630 


13,850,726  I  4,040,839 


Production  of  stUt  in  1897,  by  States  and  grades. 


State. 


California 

Kansas 

Michigan 

New  York : 

Brine  salt 

Rock  salt 

Ohio 

Pennsylvania 

Utah 

West  Virginia 

Illinois,  Louisiana,  Ok- 
lahoma, Texas,  and 
Virginia 


Number  of 
works. 


27 

9 
58 

41 
2 

11 
3 
6 
4 


Total 


161 


TahleaDd 
daily. 


BarrtU. 
69,313 
64,266 
173, 441 

1,358,298 


401,494 

471 

162, 214 

303,400 


Oommon  fine. 


Barrtlt. 
5,000 
796,340 
3,298,350 

994, 949 


Common 
ooane. 


BarrsU. 
45,000 


22,381 


2, 555, 278 


1, 081, 983 

144,863 

65,143 

137,693 


344,477 


6,868,798 


190,794 


143,796 


87,616 

18,953 

11,286 

800 


17,898 


516,143 


Packer's. 


Barrela. 

12,921 

533,135 

6,660 

40,233 


16,429 


609,378 
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Production  of  salt  in  1897,  by  States  and  ^a<i0»— Oontinaed. 


StAte. 


California 

Kansas 

Michigan 

New  York : 

Brine  salt 

Rook  salt 

Ohio 

Pennsylvania 

Utah 

West  Virginia 

Illinois,  Lonisiana,  Ok- 
lahoma, Texas,  and 
Virginia 


Total 


Coarse 
solar. 


Barrels. 
315, 014 


320,986 


2, 839, 777 


Rook. 


Barralt. 
15,716 
111,  814 


131, 571 


7,143 
3, 614, 491 


1, 333, 179 


2,679 


186,071 


1, 649, 459 


Other 
grades. 


Barreli. 
7,929 
32,772 
2,994 

95,622 


4,321 
15,857 


160 


159,655 


Total 
product. 


Barrels. 

470, 893 
1, 538, 327 
3,993,225 

5, 472, 675 

1, 333, 179 

1, 576, 414 

164,287 

405,179 

441,893 


578,130 


Total  ralne. 


$162, 654 

488,022 

1,253,408 

il,  948, 759 

421, 757 

46,107 

196,056 

160,129 


244,133 


16,973,202     4,920,020 


ESTABIilSHMENTS  AND  PROCESSES. 

Inclnding  the  6  rock-salt  mines,  of  which  there  are  2  in  New  York, 
in  Kansas,  and  1  each  in  Oalifbmia  and  Louisiana,  there  were  161 
establishments  in  the  United  States  producing  salt  during  1897,  an 
increase  of  1  over  1896.  There  were  38  works  idle  in  1897,  against 
36  idle  plants  the  preceding  year.  By  ^^dle"  works  is  meant  those 
which  have  not  been  abandoned  or  dismantled,  but  which  are  only 
temporarily  shut  down  and  are  likely  to  resume  operations  under 
more  favorable  conditions.  There  were  8  establishments  producing 
salt  in  1896  that  were  permanently  abandoned  and  put  out  of  exist- 
ence before  the  1st  of  January,  1898.  Against  this  are  placed  11 
new  works  which  started  producing  during  1897.  Five  establish- 
ments changed  hands  and  1  new  plant  was  in  course  of  construc- 
tion on  the  first  of  the  year.  What  changes  have  taken  place  dur- 
ing the  last  two  years  are  all  in  evaporating  plants.  The  same  rock- 
salt  mines  were  in  operation  both  years.  In  the  number  of  evaporat- 
ing plants  Michigan  ranks  first  and  New  York  second,  while  in  amount 
and  value  of  the  product  their  positions  are  reversed.  California 
stands  third  in  number  of  works  and  fifth  in  production;  Ohio  is 
fourth  in  number  of  works  and  third  in  production,  and  Kansas  holds 
the  fifth  and  fourth  ranks,  respectively.  While  the  total  number  of 
establishments  in  1897  was  only  1  more  than  in  1896,  there  were  a 
number  of  changes  among  the  different  States.  Oalifornia  had  3 
more  plants  in  operation  during  1897  than  in  1896,  and  Kansas  lost  3. 
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Michigan,  Ohio,  and  Nevada  each  lost  1;  New  York  gained  2;  Utah 
gained  1,  and  a  new  plant  at  Bockford,  Okla.,  brings  that  Territory 
into  the  list  of  salt  producers.  All  the  works  in  Nevada  were  idle  in 
1897^  and  that  State  is  dropped  from  the  list. 

Oonsidering  the  processes  employed,  it  is  found  that  there  were  51 
solar  plants  in  1897  and  49  in  1896.  California  gained  3  and  Utah  1. 
Kansas  and  Nevada  each  lost  1.  There  were  26  establishments  using 
open  pans  in  1897,  against  25  in  1896;  works  using  vacuum  pans 
decreased  from  18  to  15,  and  the  works  using  grainers  in  1897  were  74, 
against  82  in  1896.  A  number  of  establishments  use  more  than  one 
process,  and  the  foregoing  figures  lead  to  the  belief  that  some  are  dis- 
carding one  or  another  process  and  depending  upon  one  system.  Direct 
applicatiou'of  artificial  heat  would  appear  to  be  growing  in  favor,  from 
the  fact  that  plants  using  direct  heat  increased  from  31  to  36,  while 
steam  heating  works  fell  from  91  to  86. 

The  total  number  of  salt  establishments  in  each  State,  the  processes 
employed,  and  the  methods  of  using  heat  during  1896  and  1897  are 
shown  in  the  following  tables: 

Ptooe99es  employed  in  evaporating  salt  from  brind  in  1896. 


state. 

Solar. 
21 

Open 
pan. 

Vacaom 
pan. 

"  f — 

Kettle. 

Grain- 
er. 

Heat  applied. 

Numbei 
of  works 
report- 
ing. 

Direct. 

By  steam. 

California .... ...... 

1 

1 

1 

6 

46 

1 

6 
4 

1 

1 

7 

61 

23 

1 
10 
64 

1 

25 
14 

12 
3 
1 
6 
1 
4 

Illinois ............. 

Kansas ...... . ...... 

1 

1 
1 

20 

'  "  •  •  ■  • 

6 
6 

1 

8 

•••••• 

Michifiran  .......... 

Nevada  

New-  York : 

Onondaga 

Warsaw 

Genesee 

Southern   New 

York 

Ohio 

5 
1 

16 

8 
2 
1 

6 

7 

6 
1 
1 

13 

9 
2 

8 

3 
1 
1 
1 
1 

4 
6 

Pennsvlvaui a. ...... 

Texas  

1 

4 

Utah 

Virginia. ........... 

1 

West  Viririnia ...... 

4 

1 

Total 

49 

26 

18 

'    6 

82 

31 

91 

154 

592 
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Praoes8e§  employed  in  ecaporaiing  soli  from  hrine  in  1897, 


State. 

Solar. 

Open 
pan. 

Yacanm 
pan. 

Kettle. 

Grain, 
er. 

Heat  applied. 

Knmber 
ofworka. 

Direct. 

By  steam. 

California 

24 

2 

1 
1 
2 

43 

14 

6 

2 
I 
5 
6 
13 
4 
1 
1 
1 

4 

2 
49 
14 

8 

2 

1 
2 

4 

26 

1 

7 

53 

41 

11 

1 

3 

1 

6 
1 

4 

Illinois 

KauBas 

4 
5 

8 

1 
9 
3 
2 

5 
1 

Michigan 

1 
20 

New  York 

Ohio 

Oklahoma 

PennBylvania 

2 
1 

Texas 

1 
6 

Utah 

Virginia  ..^ 

1 
1 

West  Virginia 

,,.,,,  _   

4 
74 

Total 

51 

25 

15 

6 

36 

86 

155 

KoTB.— Rock-salt  mines  are  not  inolnded  in  the  above  tables.    Of  these  there  were  one  in  CalifomJa 
two  in  "Kanftss.  one  in  Louisiana,  and  two  in  New  York. 


PRODUCTION  IN  PREVIOUS  TEARS. 

Prior  to  the  taking  of  the  tenth  United  States  census,  in  1880,  there 
was  no  attempt  made  to  ascertain  the  total  amoant  of  salt  produced  in 
this  country.  The  salt-inspection  laws  of  Michigan  and  New  York  have 
enabled  the  authorities  of  those  States  to  preserve  a  record  of  the  salt 
production,  the  history  of  the  former  dating  from  1860  and  of  the  latter 
since  1797.  Dr.  J.  P.  Hale,  of  Charleston,  West  Virginia,  compiled 
for  the  Centennial  Exposition  in  1876  a  statement  of  the  history  of  salt 
making  in  that  State  since  1797,  but  there  were  several  years  for  which 
no  records  of  production  existed.  There  are  no  statistics  of  the  salt 
production  in  other  States  earlier  than  the  Tenth  Census.  The  census 
report  showed  a  production  during  1880  of  29,805,298  bushels,  equiva- 
lent to  5,961,060  barrels  of  280  pounds,  valued  at  $4,829,566.  The  first 
volume  of  Mineral  Resources,  covering  the  calendar  year  1882,  gave  the 
total  production  in  that  year  at  6,412,373  barrels,  valued  at  94,320,140. 
The  changes  which  have  taken  place  in  the  seventeen  years  since  1880 
are  noteworthy.  There  has  been  an  almost  steady  increase  in  the  pro 
duction  and  an  equally  regular  decrease  in  values,  until  in  1897  the 
product  was  nearly  2.9  times  what  it  was  in  1880,  while  the  total  value 
shows  an  increase  of  only  2  per  cent.  In  1880  the  average  price  per 
barrel  was  81  cents;  in  1897  the  average  price  per  barrel  was  30  cents. 

The  production  of  salt,  by  States,  in  1880  and  since  1882  is  shown  in 
the  following  statement.    There  are  no  records  of  the  production  in 
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1881,  bat  it  is  safe  to  assume  that  the  total  output  was  about  6,200,000 
barrels.  In  reporting  production  some  operators  use  the  bushel  as  a 
unit  of  measurement,  some  adopt  the  short  ton,  some  the  barrel,  and 
others  state  their  production  in  pounds.  For  the  sake  of  convenience, 
as  well  as  on  account  of  the  necessity  for  a  uniform  unit  in  tabulation, 
the  product  of  each  State  has  been  reduced  to  barrels.  A  barrel  of 
salt  contains  280  pounds,  and  is  equal  to  5  bushels  of  56  pounds.  A 
short  ton  contains  7  j  barrels. 

Comparative  table  of  production  of  salt  in  States  and  Territories  from  1880  to  1897. 


State  or  Territory. 


Michigan 

New  York 

Ohio 

"West  Virginia 

Louisiana 

California 

Utah 

Other  States  and  Territories. 

Total 


1880. 


Qaantity. 


Barrtls. 

2, 485, 177 

1, 749, 641 

530,060 

535,888 

62,400 

176, 949 

96,760 

324,185 


5, 961, 060 


Value. 


$2, 271,  913 

1, 107, 760 

363, 791 

380,369 

56,160 

120, 650 

60,280 

467,  643 


1882. 


Quantity. 


Barrel*. 

3, 037, 317 

1, 668, 036 

400,000 

400,000 


Value. 


$2, 126, 122 
834,018 
280,000 
300,000 


4, 829, 566 


214, 200 

92,820 

600,000 


6, 412, 373 


150,000 
130,000 
500,000 


4, 320, 140 


State  or  Ten-itory. 


Michigan 

New  York 

Ohio 

West  Virginia 

Louisiana 

California 

Utah 

Nevada  

Illinois,  Indiana,  Virginia, 
Tennessee;  Kentucky,  and 
other  States  and  Territo- 
ries (a) 


Total 


1883. 


Quantity. 


Barrels. 

2,  Sai,  672 

1, 619, 486 

350,000 

320,000 

265, 215 

214,286 

107, 143 

21,429 


400,000 


6, 192, 231 


Value. 


$2, 344, 684 
680,638 
231,000 
211,000 
141, 125 
150,000 
100,000 
15,000 


1884. 


Quantity. 


377,595 


4, 251, 042 


BarreU. 

3, 161,  806 

1, 788, 454 

320,000 

310,000 

223,964 

178, 571 

114, 285 

17,857 


400,000 


6, 514, 937 


Value. 


$2,  392, 536 
705, 978 
201,600 
195,000 
125, 677 
120,000 
80,000 
12,500 


364,443 


4, 197, 734 


aEatimated. 
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Comparative  table  of  production  of  salt  in  States  and  Territories  from  1880  to  1897 — Cont'd. 


State  or  Territory. 


Michigan 

New  York 

Ohio 

West  Virginia 

Louisiana 

California 

Utah 

Nevada  

Illinois,  Indiana,  Virginia, 
Tennessee,  -Kentucky,  and 
other  States  and  Territo- 
ries (a) 

Total 


1885. 


Quantity. 


Yalae. 


1886. 


Quantity. 


Value. 


Barrels. 

3, 297,  403 

2, 304, 787 

306,847 

223, 18  i 

299,271 

221, 428 

107, 140 

28, 593 


250,000 


7, 038,  653 


$2, 967, 663 
874,258 
199,450 
145, 070 
139, 911 
160,000 
75,000 
20,000 


243, 993 


4, 825, 345 


Barrel*. 

3, 677, 257 

2, 431, 563 

400,000 

250,000 

299,691 

214,285 

164,285 

30,000 


240,000 


7, 707, 081 


$2, 426, 989 
1, 243, 721 
260,000 
162,500 
108, 372 
150,000 
100,000 
21,000 


352,763 


4, 825, 345 


State  or  Territory. 


Michigan 

New  York 

Ohio 

West  Virginia 

Louisiana 

California 

Utah 

Kansas 

Other  States  and  Territories . 


1887. 


Quantity. 


Total 


Barrels. 
3, 944, 309 
2, 353, 560 
365,000 
225,000 
341,093 
200,000 
325, 000 


Value. 


$2, 291, 842 
936, 894 
219,000 
135,000 
118, 735 
140,000 
102, 375 


250,000 


8, 003, 962 


1886. 


Quantity. 


Value. 


150,000 


4, 093,  846 


Barrels. 
3, 866, 228 
2, 318, 483 
380,000 
220,000 
394,385 
220,000 
151, 785 
155.000 
350,000 


8, 055, 881 


$2, 261, 743 

1, 130, 409 

247,000 

143,000 

134,652 

92,400 

32,000 

189,000 

143,999 


4, 374, 203 


a  Estimated. 
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Comparative  table  of  production  of  salt  in  States  and  Territories  from  1880  to  7597— Cont'd. 


State  or  Territory, 


Michigan 

New  York i 

Ohio 

West  Virginia .'. 

Louisiana 

California 

Utah 

Kansas 

Other  States  and  Territories. 

Total 


State  or  Territory. 


Michigan 

New  York 

Ohio 

West  Virginia 

Louisiana 

California 

Utah 

Nevada  

Kansas 

Illinois 

Virginia 

Pennsylvania 

.Texas 

Other  States  and  Territories . 


Total 


1889. 


Qaantity. 


Barrels. 
3, 856, 929 
2, 273, 007 
250,000 
200,000 
325, 629 
150,000 
200,000 
450,000 
300,000 


8, 005, 565 


Value. 


$2,088,909 

1, 136, 503 

162,500 

130, 000 

152, 000 

63,000 

60,000 

202,500 

200,000 


4, 195, 412 


1891. 


Quantity. 


Barrels. 
3, 966,  784 
2, 839, 544 
(a) 
(a) 
173, 714 
200, 949 
969,000 
60,799 
855, 536 
39, 670 
70, 442 


811,507 


9, 987, 945 


Value. 


$2, 037, 289 
1, 340, 036 

(a) 

(a) 
102, 375 

90,303 
265,350 

39,898 
304, 775 

34,009 

70,425 


430, 761 


4, 571, 121 


1890. 


Quantity. 


Barrels. 
3, 837, 632 
2, 532, 036 
231, 303 
229,938 
273, 553 
162,363 
427, 500 
882,666 
300,000 


8, 876, 991 


Value. 


$2, 302, 579 
1, 266, 018 
136, 617 
134,688 
132,000 
57,085 
126, 100 
397,199 
200,000 


4, 752, 286 


1892. 


Quantity. 


Barrels. 
3, 829, 478 
3, 472, 073 

899,244 

200,000 

235,  774 

1, 292, 471 

22,929 

1, 480, 100 

60,000 

60,000 

25, 571 

121. 250 


Value. 


11,698,890 


$2, 046, 963 
1, 662,  816 

394,  720 

100,000 

104,938 

340, 442 

22,806 

773, 989 

48,000 

50,000 

10, 741 

99,500 


5, 654, 915 


a  Included  in  "Other  States." 
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Comparative  table  ofproducHon  of  salt  in  States  and  Territories  from  1880  to  1897 — Cont'd. 


State  or  Territory. 


Michigan 

New  York 

Ohio 

West  Virginia. 

LoniBiana 

California 

Utah 

Nevada  

Kansas 

Illinois 

Virginia 

Pennsylvania. 
Texas 


Total 


1893. 


Qaantity. 


JSarreb. 

3;  057, 898 

5, 662, 074 

543,963 

210. 736 

191, 430 

292,858 

189,006 

6,559 

1, 277, 180 

59, 161 


280,343 
126,000 


11,897,208 


Value. 


$888,837 

1,870,084 

209,393 

68,222 

97,200 

137,962 

130,075 

4,481 

471,543 

30,168 


136,436 
110,267 


1894. 


Qaantity. 


BarreU, 

3, 341, 425 

6, 270, 588 

528,996 

194,532 

186,050 

332,246 

268,186 

3,670 

1,382,409 

50,000 

64,222 

203,236 

142,857 


4, 154, 668 


12,967,417 


Yalae. 


$1, 243, 619 

1, 999, 146 

187, 432 

51,947 

86,134 

172, 678 

209,077 

4,030 

529,392 

27,500 

43,580 

83,750 

101,000 


4,739,285 


state  or  Territory. 


Michigan  

New  York 

Ohio 

West  Virginia 

Louisiana 

California 

Utah 

Nevada  

Kansas 

Illinois 

Virginia 

Pennsylvania  . 

Texas 

Other  States . . 


Total 


1895. 


Quantity. 


BarreU, 

3, 343, 395 

6, 832, 331 

781,033 

176, 720 

159, 771 

318,935 

29^1,485 

7,000 

1, 341, 617 

67,119 

65,000 

157,243 

125,000 


13, 669, 649 


Value. 


1890. 


Qaantity. 


$1, 048, 251 

1, 943, 398 

326,520 

63,041 

78,169 

158,683 

121,762 

5,600 

483,701 

31,548 

40,000 

67,411 

55,000 


4,423,084 


Value. 


BarreU. 
S,  164, 238 
6,069,040 
1,662,358 

176, 921 

430,121 
279,800 

(a) 
1,408,607 

(fl) 

(«) 
198,596 

(a) 
461,045 


13, 850, 726 


$718,408 

1, 896, 681 

432,877 

50,717 

(«) 

198,963 
96,560 

(«) 
397,296 

(«) 
(a) 

56,717 

(«) 
192,630 


4,040,839 


aincluded  in  **  Other  States." 


SALT. 


597 


Comparative  table  of  production  of  salt  in  States  and  Territories  from  1880  to  /^d7 —Cont'd. 


State  or  Territory. 


Michigan 

New  York 

Ohio 

West  Virginia 

California 

Utah 

Kansas 

Penusylvaaia 

Louisiana,  Illinois,  Virginia,  and  Texas 

Total 


1897. 


Qaantity. 


Barreli. 

3, 993, 225 

6,805,854 

1, 575, 414 

441, 893 

470, 893 

406, 179 

1, 538, 327 

164,287 

578, 130 


15, 973, 202 


Value. 


$1, 253, 403 
1, 948, 759 
421, 757 
160, 129 
162,654 
196,056 
488,022 
45,107 
244, 133 


4, 920, 020 


REVIEW  OF  THE  INDUSTRY. 

As  previously  noted,  the  above  tables  show  that  the  production  of 
salt  in  the  United  States  has  increased  so  rapidly  that  in  the  last  seven- 
teen years  the  output  has  nearly  trebled,  while  the  value  of  16,000,000 
barrels  of  salt  in  1897  was  less  than  9100,000  more  than  the  value  of  the 
6,000,000  barrels  produced  in  1883.  Improved  methods  have  enabled 
producers  in  this  country  to  place  upon  the  market  the  best  quality  of 
dairy  and  table  salts,  and  have  also  lessened  materially  the  cost  to  the 
consumer.  The  development  of  the  improved  methods,  and  particularly 
the  increased  production,  have,  however,  been  in  excess  of  the  market 
requirements,  and  the  low  prices  which  have  prevailed  during  the  last 
few  years  have  been  rather  the  result  of  oversupply  than  the  voluntary 
cheapening  of  the  product  by  producers.  In  fact,  efforts  have  been 
made,  and  are  still  being  made,  to  secure  an  agreement  among  the 
producers  in  the  several  important  districts  whereby  more  remunerative 
prices  may  be  obtained,  or  at  least  to  effect  a  means  of  protecting  them- 
selves against  actual  loss.  Such  an  agreement  is  said  to  have  been 
reached  among  the  producers  in  Michigan  during  1897,  and  a  comparison 
of  the  statistics  of  that  year  with  the  preceding  one  indicates  that  the 
agreement  was  effective.  There  was  no  restriction  of  production.  On 
the  other  hand,  the  production  in  that  State  shows  an  increase  from 
3,164,238  barrels  in  1896  to  3,993,225  barrels  in  1897,  a  gain  of  about 
830,000  barrels,  or  more  than  26  per  cent.  The  value  of  the  product 
increased  75  per  cent,  from  $718,408  to  $1,253,403.  The  average  price 
per  barrel  obtained  for  all  grades  of  salt  in  Michigan  during  1896  was 
22.7  cents.  In  1897  the  price  per  barrel  averaged  31.4  cents,  an  advance 
of  8.7  cents,  or  38  per  cent. 
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There  were  only  two  salt-produciug  States  in  which  the  salt  product 
in  1897  was  less  than  in  1896.  These  exceptions  were  Ohio  and  Penn- 
sylvania. The  largest  percentage  of  increase  was  in  West  Virginia, 
whose  output  in  1897  was  2.5  times  that  of  1896.  In  the  amount  of 
increase  Michigan  showed  the  largest  gain,  with  a  production  of  830,000 
barrels  over  that  of  1806.  New  York  increased  its  product  by  over 
735,000  barrels,  coming  second  in  the  amount  of  increase.  West  Vir- 
ginia was  third  in  the  amount  of  increased  production,  and  Kansas  and 
Utah  were  nearly  tied  for  fourth  place,  the  latter  leading  by  about 
6,000  barrels. 

Eeferring  again  to  a  comparison  of  the  production  in  1897  with  that 
of  1880,  as  shown  by  the  Tenth  Census,  a  striking  example  of  the 
modern  tendency  to  concentration  is  shown.  By  couceutratiou  is  meant 
the  development  of  large  industries  under  one  management  and  the 
retirement  from  business  of  smaller  producers.  According  to  the  Tenth 
Census  there  were  268  establishments  producing  salt  in  the  United 
States  during  1880.  As  the  production  in  that  year  was  5,961,000  bar- 
rels, this  meant  an  average  output  by  each  establishmentof  a  little  over 
22,000  barrels  per  year.  In  1897,  with  a  total  production  of  practically 
16,000,000  barrels,  the  number  of  establishments  has  fallen  to  161, 
indicating  an  average  output  for  each  of  nearly  100,000  barrels.  In  other 
words,  while  the  number  of  establishments  has  fallen  off  40  per  cent, 
the  total  production  has  increased  nearly  200  per  cent,  and  the  average 
output  of  each  establishment  in  1897  was  nearly  five  times  what  it  was 
in  1880. 

Another  interesting  comparison  of  the  industry  in  1880  and  1897  may 
be  made.  In  the  former  year  the  amount  of  salt  imported  into  this 
country  was  about  3,430,000  barrels,  equivalent  to  58  per  cent  of  the 
domestic  production.  The  imports  in  1897  were  only  about  1,500,000 
barrels,  about  9  per  cent  of  the  domestic  production.  Adding  the 
imports  to  the  home  product  and  deducting  the  exports  (the  exports  in 
1880  being  about  4,400  barrels  and  in  1897, 54,195  barrels),  the  domestic 
consumption  in  1880  amounted  to  about  7,457,000  barrels,  which,  with  a 
population  of  50,156,000,  was  equivalent  to  a  consumption  per  capita  of 
0.15  barrel,  or  42  pounds;  in  1897  the  total  consumption  was  17,412,040 
barrels,  which,  estimating  the  population  at  72,000,000,  would  be  equiva- 
lent to  a  per  capita  consumption  of  0.242  barrel,  or  68  pounds.  This 
increase  of  about  62  per  cent  in  the  per  capita  consumption  may  be 
accounted  for  by  the  development  in  the  last  two  decades  of  our  enor- 
mous packing  industries  in  the  Western  States,  the  increased  dairy 
products,  and  the  natural  larger  consumption  which  always  attends 
lower  prices. 

The  exports  of  domestic  salt  have  not  much  influence  on  the  trade, 
amounting  to  but  10,853,759  pounds,  or  38,763  barrels,  in  1894;  7,203,024 
pounds,  or  25,725  barrels,  in  1895;  10,711,314  pounds,  or  38,255  barrels, 
in  1896,  and  10,100,712  pounds,  or  36,070  barrels^  in  1897.    To  these 
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should  be  added  the  exports  of  foreign  salt,  imported  and  reexported. 
This  factor  is  included  in  the  exports  in  the  following  table.  The 
imports  added  to  the  domestic  product  and  the  exports  deducted  from 
the  total  in  the  last  five  years  show  that  the  salt  consumed  or  placed 
upon  the  market  in  the  United  States  increased  from  13,121,233  barrels 
in  1893  to  14,479,209  barrels  in  1894,  to  15,629,764  barrels  in  1895,  to 
15,645,949  barrels  in  1896,  and  to  17,412,040  barrels  in  1897.  This  is 
illustrated  in  the  following  table: 

Supply  of  aalifor  domestic  coTMumpiion  from  189S  to  1897, 


Sources. 

1893. 

1894. 

1895.  ' 

1896. 

1897. 

Donieatio  nroduct 

Barrels. 
11,897,208 
1/244,711 

Barrels. 
12,967,417 
1, 550, 555 

Barrels. 
13,669,649 
1,996,970 

Barrels. 
13,850,726 
1,858,614 

Barrels. 

16,973.202 

1,493,033 

Im'Dorts .................... 

Total 

13,141,919 
20,686 

14, 617, 972 
38,768 

15,666,619 
36,855 

15,709.340 
63,891 

17,466,235 
54,195 

Bxports 

Domestic  consnmp- 
tion 

13,121,233 

14,479,209 
1.367,970 

15,629,764 
1,150,655 

15,645,949 
16,185 

17, 412. 040 
1,766,091 

Increase    over    preceding 
year - 

J  v"» ...................... 

IMPORTS  AND  EXPORTS. 

The  imports  of  salt  into  the  United  States  exhit^it  an  almost  con- 
stant decrease  from  1881  to  1893.  The  decrease  was  particularly 
noticeable  in  the  imports  of  refined  salt,  due  in  great  measure  to  the 
improvements  inaugurated  in  the  manufacture  of  table  and  dairy  salt 
by  American  producers,  which  has  made  the  domestic  product  equal  if 
not  superior  to  salt  of  foreign  make.  The  tariff  act  of  1894  placed  salt 
upon  the  free  list,  and  importations  have  since  been  larger,  increasing 
from  348,619,173  pounds  in  1893  to  434,155,708  pounds  in  1894,  and  to 
nearly  560,000,000  pounds  in  1895.  In  1896  the  imports  of  foreign  salt 
amounted  to  520,411,822  pounds.  The  tariff  act  of  1897  returns  salt  to 
the  dutiable  list.  Salt  in  bags,  barrels  or  other  packages  is  subjected 
to  a  duty  of  12  cents  per  100  pounds  (33.6  cents  per  barrel),  and  salt  in 
bulk  is  taxed  at  the  rate  of  8  cents  per  100  pounds,  or  22.4  cents  per 
barrel.  The  duty  on  imported  salt  in  bond  used  in  curing  fish  taken 
by  vessels  licensed  to  engage  in  the  fisheries  and  in  curing  fish  on  the 
navigable  waters  of  the  United  States,  or  on  salt  used  in  curing  meats 
for  export,  may  be  remitted.  The  quantity  of  salt  imported  in  1897  was 
nearly  20  per  cent  less  than  in  1896,  the  total  amounting  to  418,049,214 
pounds.    Since  1867  the  imports  have  been  as  follows: 
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Salt  imported  and  entered  for  consumption  in  the  United  Statee,  1867  to  1897  ^  inc^uHve. 


In  bags,  barrelfl,  and  other 
packages. 

In  bulk. 

Year  ended^ 

« 

Qaantity. 

Value. 

Quantity. 

Value. 

Poundt, 

Poundt. 

June30,1867 

254, 470, 862 

$696, 570 

229, 304, 323 

$336,302 

1868 

308, 446, 080 

915, 546 

219, 975, 096 

365, 458 

1869 

297, 382, 750 

895,272 

256, 765, 240 

351,168 

1870 

288, 479, 187 

797,194 

349, 776, 433 

507,874 

1871 

283, 993, 799 

800,454 

274, 730, 573 

355,318 

1872 

258, 232, 807 

788, 893 

257, 637, 230 

312, 569 

1873 

239, 494, 117 

1, 254, 818 

388, 012, 132 

525,585 

1874 

358, 375, 496 

1, 452, 161 

427, 294, 209 

649,838 

1875 

318, 673, 091 

1, 200, 541 

401, 270,  315 

549,  111 

1876 

331, 266, 140 

1, 153, 480 

379, 478, 218 

462, 106 

1877 

359, 005, 742 

1, 059, 941 

444, 044, 370 

532, 831 

1878 

352, 109, 963 

1, 062, 995 

414, 813, 516 

483,909 

1879 

375, 286, 472 

1, 150, 018 

434, 760, 132 

532,  706 

1880 

400, 970, 531 

1, 180, 082 

449, 743, 872 

548,425 

1881 

412, 442, 291 

1, 242, 543 

529, 361, 041 

658,068 

1882 

329,969,300 

1, 086, 932 

399, 100, 228 

474,200 

1883 

312, 911, 360 

1, 035, 946 

412, 938, 686 

451,001 

1884 

340, 759, 010 

1, 093, 628 

Ul,  613, 517 

433, 827 

1885 

351, 276, 969 

1, 030, 029 

412, 322, 341 

386,858 

Dec.  81.1886 

319, 232, 750 

966,993 

366, 621, 223 

371,000 

1887 

275, 774, 571 

&50,069 

343, 216, 331 

328, 201 

1888 

238, 921, 421 

620,425 

272, 650, 231 

246, 022 

1889 

180, 906, 293 

627,134 

234, 499, 635 

249, 232 

1890 

172,611,041 

575, 260 

243, 756, 044 

252, 848 

1891 

150, 033, 182 

492, 144  • 

220, 309, 985 

224, 569 

1892 

150,  799, 014 

488,108 

201, 366, 103 

196, 371 

1893 

98, 037, 648 

358,575 

146, 945, 390 

63,404 

1894 

60, 793, 685 

206,229 

101, 525, 281 

86,718 

1895 

601,086 

1,723 

1, 874, 644 

1.874 

1896 

350,620 

814 

1, 627, 030 

1,640 

1897 

36,801,048 

114,072 

50, 775, 105 

46,  412 

8ALT. 
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Salt  imported  and  entered  for  consumption  in  the  United  States,  etc, — Continued. 


Year  ended — 


June  30^1867. 
1868 


1869.. 
1870.. 
1871.. 
1872.. 
1873.. 
1874.. 
1875.. 
1876.. 
1877.. 
1878.. 
1879.. 
1880.. 
1881.. 
1882.. 
1883.. 
1884.. 
1885.. 
Dec.  31,1886.. 
1887.. 
1888.. 
1889.. 
1890.. 
1891.. 
1892.. 
1893.. 
1894.. 
1895.. 
1896.. 
1897.. 


For  the  purpose  of  caring 
fish. 


Quantity. 


Pounds. 


Yalae. 


68, 597, 023 

64,671,139 

57, 830, 929 

86, 756, 628 

105, 613, 913 

110, 294, 440 

118, 760, 638 

132, 433, 972 

100, 794, 611 

94, 060, 114 

109, 024, 446 

;  133,395,065 

134,777,569 

I  142,065,557 

!  126,605,276 

i  140,067,018 

•  103, 360, 362 

I  105,577,947 

j  113,459,083 

97, 960, 624 

98,  279,  719 

103, 990, 324 

105, 192, 086 

103, 536, 135 

.  93,  723, 885 

8, 668, 490 

8, 351, 913 

32, 961, 953 


$87,048 

66,008 

60,155 

86,193 

126, 896 

119,607 

126, 276 

140,  787 

96,898 

95,841 

119, 667 

144,347 

147, 058 

154, 671 

122,463 

121,  429 

94,721 

107, 089 

111,  120 

100,123 

96,648 

89, 196 

90,327 

87, 749 

79, 482 

12, 195 

11,814 

33, 962 


Not  elsewhere  Bpecifled. 


Quantity. 


PoundJi. 


Value. 


178, 112, 857 
548, 007, 449 
510, 082, 259 
297, 511, 108 


$263, 707 
739, 122 
687,890 
370, 592 


Total  value. 


$1, 032, 872 
1, 281, 004 
1, 246, 440 
1, 392, 116 
1, 221,  780 

1. 161. 617 
1, 866, 596 
2, 228, 895 
1, 869, 259 
1, 741, 862 
1, 733, 559 
1,  643,  802 
1, 778, 565 
1, 848, 174 
2, 044, 958 
1, 708, 190 

1. 641. 618 
1,649,918 
1, 538, 316 
1, 432, 714 
1, 285, 359 

977, 577 
976, 489 
924, 756 
805, 909 
774,806 
509, 728 
636,136 
754, 914 
702,158 
565,038 
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Salt  of  domestic  produetian  exported  from  the  United  States  from  1790  to  1897 j  inclusive 


Year  ended — 

Qnantity. 

Value. 

Year  ended — 

Quantity. 

Value. 

Buihela. 

Biuhelt. 

Sept.  30,1790.. 

31,935 

$8,236 

June  30,1863.. 

5»1,  901 

$277,838 

1791.. 

4,208 

1,052 

1864.. 

635,519 

296,088 

1830.. 

47,488 

22,978 

1865.. 

589, 537 

358,109 

1831.. 

45,  &47 

26,848 

1866.- 

70,644 

300,980 

1832.. 

45,072 

27,914 

1867.. 

605,825 

304,030 

1833.. 

25,069 

18, 211 

1868.. 

624,970 

289,036 

1834.. 

89,064 

54,007 

1869.. 

442,947 

190, 076 

1835.. 

126,230 

46,483 

1870.. 

298,142 

119,582 

1836.. 

49, 917 

31,943 

1871.. 

120,156 

47,115 

1837.. 

99,133 

58, 472 

1872.. 

42,603 

19, 978 

1838.. 

114, 155 

67,  707 

1873.. 

73,323 

43, 777 

1839.. 

264,337 

64,272 

1874.. 

31,657 

15, 701 

1840.. 

92, 145 

42, 246 

1875.. 

47,094 

16,273 

1841.. 

215,084 

62,  765 

1876.. 

51, 014 

18, 378 

1842.. 

110, 400 

39,064  ! 

1877.. 

65,771 

20,133 

June  30,1843a. 

40,  678 

10, 262 

1878.. 

72,427 

24,968 

18U.. 

157, 529 

47,  755 

1879.. 

43, 710 

13, 612 

1845.. 

131, 500 

45, 151 

1880.. 

22, 179 

6,613 

1846.. 

117, 627 

30, 520 

1881.. 

45,455 

14, 752 

1847.. 

202, 244 

42,333 

1882.. 

42,085 

18,265 

1848.. 

219, 145 

73, 274 

1883.. 

54,147 

17,321 

1849.. 

312,063 

82, 972 

1884.. 

70, 014 

26,007 

1850.. 

319, 175 

75, 103 

1885.. 

M,  101, 587 

26,488 

1851.. 

344, 061 

61,424 

Dec.   31,1886.. 

4, 828, 863 

29,580 

1852.. 

1, 467, 676 

89, 316 

1887.. 

4,685,080 

27, 177 

1853.. 

515, 857 

119,  729 

1888.. 

5, 359, 237 

32,986 

1854.. 

548,185 

159, 026 

1889.. 

5, 378, 450 

31,405 

1855.. 

536,073 

156, 879 

1890.. 

4, 927, 022 

30,079 

1856.. 

698, 458 

311, 495 

1891.. 

4, 448, 846 

23,  771 

1»)7.. 

576, 151 

190,699 

1892.. 

5, 208, 935 

28,399 

1858.. 

533,100 

162,650 

1893.. 

5, 792, 207 

38,375 

1859.. 

717, 257 

212, 710 

1894.. 

10, 853, 759 

46,780 

I860.. 

475, 445 

129,717 

1895..    7,203,024 

30,939 

1861.. 

537, 401 

144,046 

1896..  10,711,314 

43,202 

1862.. 

397,506 

228, 109 

18970. 

10, 100, 712 

41,832 

a  Nine  months. 


b  Ponnda  from  1885. 


e  FiAcal  year  ended  June  80,  1897. 


In  connection  with  the  above  tables  it  is  interesting  to  note  the  sources 
from  which  our  imported  salt  is  obtained  and  the  markets  supplied  by 
our  exports  of  domestic  salt.  For  this  purpose  the  following  tables, 
showing  the  countries  from  which  we  import,  the  amount  and  value  of 
the  salt  received  from  each,  and  also  the  amount  and  value  of  the  salt 
exported  to  each  country,  are  given  for  the  four  fiscal  years  ending 


SALT. 


603 


June  30, 1894, 1895, 1896,  and  1897.  It  will  be  observed  tbat  the  prin- 
cipal source  of  supply  is  the  United  Kingdom,  from  which  we  imported 
136,550,196  pounds  out  of  a  total  of  345,479,066  in  1894,  266,090,597 
pounds  out  of  a  total  of  496,8H),501  in  1895,  329,381,633  pounds  out  of 
a  total  of  553,279,500  pounds  in  1896,  and  314,095,950  pounds  out  of  a 
total  of  598,358,356  pounds  in  1897.  The  imports  from  Great  Britain 
were  about  40  per  cent  of  the  total  in  1894,  more  than  50  per  cent  in 
1895,  nearly  60  per  cent  in  1896,  and  62  per  cent  in  1897.  Italy  exported 
over  93,000,000  pounds  to  this  country  in  1894,  and  the  West  Indies 
nearly  100,000,000  pounds,  so  that  the  amount  received  from  these  three 
sources  was  329,016,443  pounds,  or  95  per  cent  of  the  total.  In  1895 
the  imports  from  Italy  fell  off  to  81,725,686  pounds,  while  those  from  the 
West  Indies  increased  to  137,325,128  pounds.  In  1896  the  imports 
from  Italy  were  78,768,053  pounds,  and  from  the  West  Indies  136,396,990 
X>ounds.  The  imports  from  Italy  in  1897  increased  to  82,373,539  pounds, 
and  from  the  West  Indies  to  187,323,130  pounds.  The  total  from  the 
above  three  sources  was  485,141,411  pounds  in  1895, 644,546,676  pounds 
in  1896,  and  583,792,619  pounds  in  1897,  or  about  98  per  cent. 

The  principal  exports  are  through  the  port  of  San  Francisco,  and  to 
the  Central  American  States,  Mexico,  the  Hawaiian  Islands,  Japan, 
and  Asiatic  Eussia.  About  25  per  cent,  or  a  little  more,  goes  across 
the  Great  Lakes  to  the  Dominion  of  Canada. 

The  imports  and  exports  for  the  past  four  fiscal  years,  with  the  coun- 
tries from  which  imported  and  to  which  exported,  have  been  as  follows: 

Imparts  of  salt  during  the  fiscal  years  ending  June  SO,  1894, 1895, 1896,  and  1897,  %oiih  the 

countries  from  which  exported. 


Coantry  from  which 
exported. 

Year  ending  June  30, 

Year  ending  June  30, 1895. 

1894. 

Free. 

Dutiable,  (a) 

Poonds. 

Value. 

Pounds. 

Value. 

Pounds. 

Value. 

Selflrinm ............. 

10,286 

4,783,980 

672,903 

93.205.163 

2,572,735 

2, 349, 078 

136,538.796 
11,400 

4,415.581 
1,141,360 

$11 
3,636 
1,748 
67,148 
1,833 
1,596 

422,007 

r,e 

9,549 
6,183 

2,020 

$30 

KrMIC<> r» wrt 

1,400 

186, 413 

16,264.572 

8, 618, 272 

3, 680, 272 

21,523,644 

2,297,300 
327,284 

$46 

871 

11,388 

3,259 

3,376 

46, 025 

6,528 
1,413 

(rftrmanv  ........... 

Italy 

65,461,114 
419. 844 

42,761 
348 

Portnffal  .,..,t,^..tt- 

Spain 

United  Kingdom  : 
Kngland ......... 

1  244,566,953 

275,400 
840 

431,642 

425 

7 

Scotland > . 

Canada: 

Nova  Scotia,  New 

Bnin8wick,eto. 

Quebec,  Ontario. . 

a  The  tariff  act  of  1894  provided  that  salt  should  be  free  of  duty,  but  when  in  bags  or  other  packages 
the  coverings  should  pay  duty  as  if  imported  separately,  and  salt  imported  from  countries  imposing 
a  duty  on  salt  exported  from  the  United  States  should  pay  the  rate  of  duty  imposed  prior  to  the  act 
of  1894. 
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Imparfa  of  salt  during  the  fiscal  years  ending  JuneSOi  1894,  etc, — Continued. 


1 _^__^__^^^_____ 

Year  ending  June  30, 

Year  ending  June  30,  1895. 

Country  from  which 
exported. 

1894. 

Free. 

Dutiable,  (a) 

Pounds. 

Value. 

Pounds. 

Value. 

Pounds. 

Value. 

Central  America: 

Nicaragua 

Mexico 

7.600 
226,413 

98,549,034 

4,726.544 

984,506 

160 
387 

72,023 

5,201 

993 

230,580 

50,978,337 

1.851.386 

1,466,650 

233.861 

1,200,000 

$440 

40,101 

2,075 

1,578 

243 

1,613 

West  Indies : 

British 

56,993,688 

21, 726, 311 

2, 847, 905 

27,000 

$55,788 

26,073 

4.028 

45 

Dutch 

French  .......... 

Danish 

Puerto  Rico 

Bra*il 

99,853 

284 

183,600 

80 

2 

216 

.............. 

Hongkong 

Portuguese  Africa. . . 
TTftwaii^n  Twlandt  .  -.  t 

527,275 

861 

100.000 
2,100 

330 
13 

Eirvi>t 

, 

Total 

SB2.722 

345. 479. 066 

892,423.176 

561,490 

104, 387, 326 

119,312 

i 

Country  from  ^ 

irbich  exported. 

Year  ending  June  30,  1896. 

Free 

. 

Dutiable,  (a) 

Pounds. 

Value. 

Pounds. 

Value. 

Germany 

2,010.505 
78,768,053 

$7,506 
50.511 

356, 110 

$2,201 

Italy 

PortuGTal ......-- -  

784,992 

184 

4, 083. 414 

194,546 

58,300 

717,903 

581 

3 

9,354 
912 
218 
456 

United  Kingdom : 

England 

Scotland 

Canada : 

Nova  Scotia,  Ne^ 
Quebec,  Ontario.. 
British  Columbia 

Mexico 

r  Brunswick,  etc 

329,381,449 
186,667 

552, 794 
254 

4,000 
30 

116, 477, 302 

19, 309, 198 

1.610,490 

28 

2 

110, 092 

22,357 

2,140 

We8t  Indies : 

Britihil 

Dutch 

;::::::::::;:::::::::::] 

French  

1    PortuiTueae  Africa.  . 

330,870 

228 

HftiTHiiAn  Islands. . . , 

• 

4,000 
1,397 

40 
19 

Eevpt 

Total 

546, 753, 181 

745, 743 

6, 526, 319 

13,953 

a  The  tariff. act  of  1894  provided  that  salt  should  be  free  of  duty,  but  when  in  bags  or  other  packages 
the  coverings  should  ]>ay  duty  as  if  imported  separately,  and  salt  imported  from  countries  imposing 
a  duty  on  salt  exported  from  the  United  States  should  pay  the  rate  of  duty  imposed  prior  to  the  act 
of  1894.  Under  the  tariff  act  of  1897  salt  in  bulk  is  subject  to  a  duty  of  8  cents  per  100  pounds ;  salt 
in  packages,  12  cents  per  100  pounds,  with  duty  remitted  on  salt  used  in  caring  meats  for  export,  or  in 
curing  fish  on  the  navigable  waters  of  the  United  States. 
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Imports  of  salt  during  the  fiscal  years  ending  June  SO,  1894,  etc. — Continued. 


Country  fh>in  which 
exported. 


} 


France , 

Germany 

Italy 

Portugal 

Belginm 

Spain 

United  Kingdom : 

England 

Scotland 

Canada: 

Nova  Scotia,  New 
Bronswickfeto. 

Quebec,  Ontario. . 

British  Columbia 

Mexico 

Weat  Indies: 

British 

Dutch 

Portuguese  AMca. . . 


Total 


Year  ending  June  30, 1887. 


Free. 


Pounds. 


82,373,539 


460 


312,075,950 


448,000 
13,440 


170,629,494 
16,603,686 


583,134,510 


Value. 


$53,806 


507,972 


1,127 
67 


156,703 
15,530 


734,710 


Dutiable,  (a) 


Pounds. 


6,614 
2, 928, 815 


2, 692, 635 


1,800,000 


1,120,000 


3,200,697 

227,070 

25,680 

2,020,576 


301,750 


15.228,837 


Value. 


$19 
4,333 


2,287 


1,470 


1,217 


6,991 

1,047 

126 

1,451 


238 


19, 179 


a  The  tariff  act  of  1804  provided  that  salt  should  be  free  of  duty,  but  when  in  bags  or  other  packages 
the  coverings  should  pay  duty  as  if  imported  sepamtely,  and  salt  imported  from  countries  imposing 
a  duty  on  salt  exported  firom  the  United  States  should  pay  the  rate  of  duty  imposed  prior  to  the  act 
of  1804.  Under  the  tariff  act  of  1807  salt  in  bulk  is  sutjeot  to  a  duty  of  8  cents  per  100  pounds; 
salt  in  iMMskages,  12  cents  per  100  pounds,  with  duty  remitted  on  salt  used  in  euring  meats  for  export, 
or  in  curing  flsh  on  the  navigable  waters  of  the  United  States. 
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Exports  of  salt  during  the  fiscal  years  ending  June  SO,  1S94,  1895,  1896,  and  1897,  and 

countries  to  which  exported. 


Country  to  which  exported. 


United  Kingdom 

Bermuda , 

British  Hondnras 

Dominion  of  Canada: 

Nova  Scotia,  New  Branswick^ 
etc 

Qnebec,  Ontario,  etc 

British  Columbia 

Newfonhdland  and  Labrador 
Central  American  States : 

Costa  Rica / 

Guatemala , 

Honduras , 

Nicaragua , 

Salvador , 

Mexico 

West  Indies : 

British 

Dutch  and  French 

Haiti 

Santo  Domingo 

Spanish — Cuba 

Colombia 

Japan 

China 

Russia,  Asiatic 

French  Oceanica 

British  Australasia 

Hawaiian  Islands 

British  Africa 

Other  countries , 


Total 


Year  ending  June  30, 1894. 


Pounds. 


4,600 


663,150 

3, 743, 978 

748, 952 


99,320 
328,277 

23, 370 

208, 482 

1, 791, 200 

590,640 

2,000 


11, 910 
146,000 


2, 954, 000 
79,450 


495, 450 


11, 890, 779 


Value. 


$47 


5,635 

10, 245 

3,574 


735 
1,761 

422 
1,749 
8,818 
6,329 

15 


94 

438 


Year  ending  June  30, 1895. 


Pounds. 


112,000 


2,462 


195, 900 

2, 344, 683 

224,100 


41,057 
475, 040 

30,897 

238,955 

1, 405, 000 

810, 575 

1,500 


7,300 
20,000 


8, 959  I    2, 180, 000 


439 


2,811 


69,000 


541,300 


52,071 


8, 699, 768 


Value. 


$350 


33 


1.753 
5,457 
L618 


535 
2,279 

412 
2,134 
7,241 
6,652 

12 


70 

78 


7,340 
374 


2,721 


39,059 
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Exports  of  salt  during  the  fiscal  yeari  ending  June  SO,  1894  f  etc. — Con  tinned. 


Couotry  to  which  exported. 


United  Kingdom 

Bermnda 

British  Hondnras 

Dominibn  of  Canada: 

Nova  Scotia,  New  Brunswick, 
etc 

Qnebeo,  Ontario,  etc 

British  Columbia , 

Newfoundland  and  Labrador 
Central  American  States: 

Costa  Rica 

Guatemala 

Honduras 

Nicaragua 

Salvador 

Mexico 

West  Indies : 

British 

Dutch  and  French 

Haiti 

Santo  Domingo 

Spanish — Cuba 

Colombia 

Japan 

China 

Russia,  Asiatic 

French  Oceanica 

British  Australasia 

Hawaiian  Islands 

British  Africa 

Other  countries 


Year  ending  Jane  30, 1896. 


Pounds. 


20,375 
21, 615 


20,093 

1, 393, 105 

373, 874 

18,150 

33,635 
129,102 
859,190 
183,105 

66,100 
1, 064, 276 

20, 467 


1,200 

18, 325 

300 


Total 


125,600 

8,500 

4, 608, 640 

143, 400 

24,500 

632,000 


9, 765, 552 


Value. 


$205 
97 


211 
3,042 
2,690 

151 

427 
1,152 
4,490 
1,603 

341 
8,871 

210 


13 

190 

4 


409 

25 

12,134 

728 

245 

3,304 


Year  ending  June  30, 1897. 


40,542 


Pounds. 


95,000 

118, 989 

7,330 


20,070 

1, 667, 317 

425, 257 

51, 870 

45,466 
476, 194 

41, 330 
180,451 

99,000 
480, 559 

124, 104 

2,295 

7,560 

75,274 

52,000 

33,749 

250,000 


5, 206, 180 

102,600 

52, 927 

462, 700 

14,000 

5,990 


10, 100, 712 


Value. 


$1, 945 

1,136 

89 


366 
4,349 
3,529 

497 

370 
2,967 

540 
1,715 

468 
4,529 

649 

26 

96 

868 

560 

275 

1,181 


12,444 

517 

272 

2,223 

125 

60 


41,832 
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SAiiT  maki:n^g  in  oki^homa. 

In  Mineral  Eesources  for  1896  a  historical  sketch  of  the  salt  industry 
in  the  United  States  was  published.  Another  paragraph  may  now  be 
added  which  will  record  the  beginning  of  salt  production  in  the  new 
Territory  of  Oklahoma.  Mr.  E.  C.  Chapman,  editor  of  the  Okeene 
Eagle,  reports  to  the  Survey  that  the  salt  formation  in  the  Territory  is 
a  continuation  of  the  Kansas  beds.  Seven  miles  south  and  west  of 
Okeene  are  great  gypsum  hills  deeply  cut  by  canyons.  The  bed  of 
one  of  these  canyons  is  traversed  by  a  creek  strongly  impregnated  with 
salt.  It  is  practically  a  brine  creek,  flowing  eastwardly  into  thcGimar- 
ron  Eiver.  Salt  making  was  begun  in  1896  by  a  few  farmers  who  took 
claims  bordering  on  the  creek.  One  of  the  first  attempts  made  was  by 
Mr.  J.  M.  White,  who  began  evax>orating  the  brine  with  an  ordinary 
stove  kettle  and  then  with  a  galvanized  wash  tub.  As  these  were  soon 
destroyed  by  the  action  of  the  salt,  he  experimented  with  a  sorghum 
pan,  meeting  with  more  success.  Others  adopted  the  same  method, 
and  at  the  close  of  1897  there  were  four  of  these  priniitive  plants  in 
operation,  with  from  two  to  four  pans  each.  Some  difficulty  was  expe- 
rienced at  first  in  selling  the  salt,  a.i  consumers  in  the  neighborhood 
were  prejudiced  against  it.  Mr.  Chapman  had  analyses  made  of  it  at 
the  Agricultural  and  Mechanical  College  at  Stillwater  and  at  the  uni- 
versity at  Norman.  The  quality  of  the  product  was  attested  by  these 
analyses  and  it  was  then  readily  sold.  The  amount  of  salt  reported  as 
made  in  the  Territory  in  1897  was  1,152  barrels,  or  a  little  over  320,000 
pounds. 

THE  SAIjT  rNDUSTRY  IN  UTAH. 

The  following  history  of  the  salt-making  industry  in  Utah  was  pre- 
pared by  Mr.  D.  C.  Adams,  of  Salt  Lake  City,  for  Mineral  Besources, 
1896,  but  was  received  too  late  for  publication  in  that  report. 

The  advent  of  the  Mormons  into  the  Territory  of  Utah  was  in  1847. 
The  first  salt  was  harvested  by  them  from  the  shores  of  the  Great  Salt 
Lake  in  1848.  This  salt  was  a  natural  product,  the  brine  from  the 
water  being  thrown  back  upon  the  shore  by  the  westerly  winds  pre- 
vailing in  the  spring,  forming  small  pools  in  low  places. '  The  warm, 
dry  weather  of  July  and  August  evaporated  the  water  from  the 
pools  and  deposited  the  salt,  w^hich  was  scraped  up  and  used  for 
domestic  purposes  and  for  curing  meats.  The  early  settlers  were  sup- 
plied with  salt  in  this  way  until  about  1860,  when  the  idea  was 
conceived  of  making  dams  which  would  hold  large  quantities  of  water 
in  low  places  for  evaporation.  These  dams  were  flooded  in  the  spring, 
and  the  salt  deposited  during  the  summer  by  solar  evaporation  was 
gathered  into  piles  along  the  banks  and  carried  over  from  one  year  to 
another.  About  this  time  the  chlorination  process  was  discovered  in 
the  reduction  of  silver  ores.    About  the  first  use  of  salt  for  this  pur- 
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pose  was  at  tlie  Alice  mine,  located  at  Butte,  Montana.  It  was  before 
the  days  of  railroads,  and  tlie  salt  was  packed  on  the  backs  of  males  at 
a  cost  of  about  $200  per  ton.  As  the  chlorination  process  became  better 
known  other  mills  put  in  the  system,  including  the  Ontario,  located  at 
Park  City,  Utah.  The  salt  for  these  works  was  hauled  in  wagons  from 
the  shores  of  the  lake  to  Park  City  at  a  cost  of  $15  per  ton.  The 
rapidly  increasing  demand  for  salt  caused  further  outlays  in'  its  pro- 
duction, and  salt  fields  were  made  on  high  gi*ound  and  the  brine  was 
pumped  to  them,  the  average  height  above  the  lake  being  about  20 
feet.  This  was  found  to  be  greatly  preferable  to  the  plan  of  depending 
on  the  spring  overflow  into  the  low  places,  as  the  overflow  was  uncer- 
tain, while  with  pumps  as  much  water  could  be  raised  as  was  desired. 
The  increase  in  the  demand  was  very  rapid,  especially  for  milling  salt, 
and  the  output  for  all  purposes  reached  a  total  of  50,000  tons  in  1890, 
whereas  in  1848  there  was  not  over  500  to  1,000  pounds  gathered. 
Several  large  companies  have  in  the  meanwhile  been  formed,  to  wit: 
The  Intermountain  Salt  Company,  the  Inland  Crystal  Salt  Company, 
the  Deseret  Salt  Company,  the  People's  Forwarding  Company,  and 
the  Adams  &  Keisel  Salt  Company.  Very  little  progress  was  made, 
however,  in  refining  salt  until  some  years  later,  when  a  new  process 
was  discovered,  which  is  mentioned  in  connection  with  the  methods  of 
making  salt. 

Method  of  salt  production, — ^About  the  month  of  March  the  pumps 
are  started,  the  brine  being  pumped  into  large  reservoirs.  A  reservoir 
contains  from  10  to  20  acres.  As  the  brine  becomes  stronger  it  is 
drawn  off  into  other  reservoirs  or  sloughs  containing  3,  5,  8, 10,  or  15 
acres,  as  the  case  may  be.  These  sloughs  are  made  with  a  hard  clay 
bottom  and  with  a  levee  thrown  up  3  or  4  feet  high  around  the  sides  to 
retain  the  brine  and  which  at  the  same' time  furnish  a  ditch  on  the 
outside  to  carry  off  fresh  water.  These  sloughs  are  supplied  from  time 
to  time  during  the  summer,  the  reservoirs  being  kept  stocked  with 
brine  until  September  or  October,  by  which  time  anywhere  from  3  to  6 
inches  of  salt  has  been  deposited.  Harvesting  then  begins  with 
wheelbarrows  and  tramway,  the  salt  being  stacked  on  the  banks  in 
large  piles,  shaped  something  like  a  hay  stack,  but  not  so  high.  A 
crust  which  answers  every  purpose  of  a  shingle  roof  forms  on  each 
pile.  This  is  the  crude  salt  ready  for  market  and  is  hauled  to  the  mills 
for  refining  purposes  or  is  shipped  in  this  crude  state  to  silver  mills 
working  under  the  chlorination  process. 

The  latest  improved  machinery  in  the  mills  consists  of  revolving 
cylinders,  roller  buhrs,  and  a  series  of  sieves.  The  salt  is  hauled  from 
the  piles  to  a  crusher,  whence  it  is  carried  by  hoppers  to  the  heated 
cylinders,  which  deliver  the  perfectly  dried  salt  to  the  roller  buhrs; 
thence  it  goes  to  the  sieves.  The  salt  is  purified  by  means  of  a  suction 
blower  as  it  passes  over  the  sieves.  The  impurities  are  lighter  than 
the  salt,  and  as  it  passes  over  the  sieves  the  suction  is  set  with  just 
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enough  strength  to  take  off  the  imparities  and  allow  the  salt  to  pass 
on  to  the  bins,  the  different  grains  being  carried  to  the  proper  bins  by 
a  series  of  hoppers.  It  is  packed  in  2,  3,  5,  10,  25,  50, 100,  and  150 
pound  sacks.  Utah  salt  is  shipped  east  to  Colorado,  northwest  to 
Puget  Sound  and  Portland,  and  west  to  San  Francisco.  Of  coarse  the 
greatest  profit  is  in  salt  sent  to  the  intermediate  points.  Mr.  Adams 
claims  that,  prices  being  equal  at  competitive  points,  Utah  salt  will  take 
the  preference.  He  attributes  this  mostly  to  the  fact  that  the  refined 
salt  does  not  cake. 


THE  WORIiD'S  PRODUCTION  OF  SAIiT.* 

The  United  States  has  for  several  years  held  second  place  in  the  list 
of  salt-producing  countries.  Up  to  liS96  Great  Britain  held  first  place. 
The  statistics  of  salt  production  in  Great  Britain  in  18!)7  are  not  availa- 
ble at  the  time  of  writing  this  report.  Her  production  in  1890  was 
2,265,040  short  tons,  while  that  of  the  United  States  was  1,939,102 
short  tons.  In  1897  the  production  in  the  United  States  increased  to 
2,236,248  short  tons,  about  30,000  tons  less  than  the  output  of  Great 
Britain  in  1896,  and  197,000  tons  less  than  Great  Britain's  product  in 
1895.  The  salt  production  of  the  United  States  in  1896  was  not  quite 
17  per  cent  of  the  total  output  of  the  principal  producing  countries. 
Our  product  in  1897  was  nearly  20  per  cent  of  the  total  in  1896. 

Among  the  other  producing  countries  Russia  comes  next  to  the  United 
States,  then  Germany,  India,  and  France,  in  order.  None  of  the  other 
countries  averages  as  much  as  5  per  cent  of  the  total.  Austria- Hun- 
gary, whose  product  is  less  than  5  per  cent  of  the  world's  total,  fur- 
nishes nearly  50  per  cent  of  the  value.  In  this  case  the  salt-producing 
industry  is  a  government  monopoly  and  one  of  its  principal  sources  of 
revenue.  The  production  of  Austria-Hungary  amounts  to  a  little  more 
than  one- fourth  of  that  of  the  United  States,  but  the  value  of  the  product 
in  that  country  is  about  four  times  that  of  the  United  States  and  was 
about  five  times  that  of  Great  Britain  in  181)4  and  1895.  The  first  cost 
of  salt  to  the  consumer  in  the  United  States  is  about  $2  per  ton;  in 
Austria- Hungary  it  is  over  $30  per  ton.  Under  such  conditions  the 
small  production  is  readily  accounted  for.  Cheapness  has  increased 
the  consumption  of  salt  in  the  United  States  and  developed  many 
industries  dependent  upon  it.  The  high  prices  charged  for  it  by  the 
Government  of  Austria-Hungary  have  restricted  its  production  and 
consumption,  and  it  is  safe  to  assume  that  little  salt  is  wasted  by  the 
people  of  that  country. 

The  production  of  salt  in  Turkey  is  also  a  government  monopoly  and 
no  statistics  are  published.    The  following  table  shows  the  production, 


>  For  sake  of  convenience  the  prodaction  of  salt  in  all  countries  has  been  redaced  in  this  paragraph 
to  short  tons. 
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in  short  tons,  of  salt  by  the  principal  countries  of  the  worid  for  such 
years  as  the  fig^ures  are  obtainable  since  1890: 

The  warld^a  salt  production. 


Year. 

United  States. 

Great  Britain. 

France,  (a) 

Short  tons. 

Value. 

Short  tons. 

Value. 

1 
Short  tons. 

1 

Value. 

1890 

1, 242,  778 

$4, 752, 286 

2,  403, 462 

$5,  354, 400 

955, 434 

$3,  458, 174 

1891 

1, 398, 312 

4, 040, 839 

2, 288, 800 

4, 737, 596 

932, 292 

2, 868, 945 

1892 

1, 637, 845 

5, 654, 915 

2, 191, 307 

4, 177,  795 

1, 100, 898 

3, 318,  366 

1893. 

1,665,609 

4, 154, 668 

2, 154, 912 

3, 565, 827 

1, 248, 566 

3, 291, 422 

1894 

1, 815, 438 

4, 739, 285 

2, 504, 221 

3, 703, 601 

1, 001, 498 

2, 762, 216 

1895 

1, 913, 751 

4, 423, 084 

2, 434, 043 

3, 442, 292 

988,273 

2, 421, 378 

1896 

1, 939, 102 

4, 040, 839 

2, 265, 040 

3, 233, 073 

1, 178, 038 

2, 492, 402 

1897 

2, 236, 248 

4, 920, 020 

German  Empire. 

Italy. 

Austria-Hungary,  (b) 

lear. 

Short  tons. 

Value. 

Short  tons. 

Value. 

Short  tons. 

Value. 

1890 

1,156,769  $3,750,642 

524, 552 

$999,933 

515,736  $17,863,887 

1891 

1, 289, 560 

3, 903, 438 

492, 144 

927,  812 

508,022 

17, 436, 392 

1892 

1, 286, 365 

3, 968, 650 

461,733 

857,692 

490,390 

16, 069, 952 

1893 

1, 293, 748 

4, 016, 909 

466, 146 

990,283 

524,552 

16, 475, 059 

1894 

1, 386, 316 

4, 143,  710 

477, 166 

912, 118 

565, 326 

17, 256, 516 

1895 

1, 347, 014 

4, 131, 945 

526, 370 

1, 030, 350 

530,062 

17, 075, 675 

1896 

1, 436,  258 

4, 204, 910 

497, 915 

935,466 

(0) 

Kc) 

1897 

Vaao 

Russia. 

• 

Spain. 

India. 

1  ear. 

Short  tons. 

Value. 

Short  tons. 

Value. 

Short  tons. 

Value.    . 

1890 

1, 531,  736 

$2,613,611 

678, 531 

$1,  750, 444 

1, 159, 395  $1, 948, 104 

1891 

1, 489, 008 

4, 978, 589 

642,292 

1, 687, 300 

1, 139,  468 

1, 690. 294 

1892 

1, 608, 595 

4, 627, 700 

750,059 

2, 505, 855 

1, 008, 330 

1, 750, 317 

1893 

1, 489, 687 

4, 281, 970 

166, 913 

82,076 

940,547 

1, 546, 597 

1894 

1, 493, 572 

3, 317, 160 

227,645 

85,786 

1, 452, 654 

2, 538, 121 

1895 

1, 705, 896 

3, 887, 090  '      359, 604 

918. 775 

1, 282, 522 

2,  058, 678 

1896 

(c) 

(c)              574, 970 

1, 113, 494 

1, 131, 472 

1, 753, 371 

1897 

! 

a  Includes  product  of  Algeria. 

b Government  monopoly. 

e  Latest  flgores  availahle  are  used  in  making  up  the  total. 
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Year. 


1890. 

1891, 

1892 

1893 

1894. 

1895 

1896. 

1897. 


The  tDorld*8  salt  2)roduction — Continued. 


Canada. 


Other  countries. 


Short  tons. 

43,754 
45,021 
45, 486 
62,324 
57,199 
52, 376 
43,960 


Value.       I  Short  tons. 


Value. 


The  world. 


Short  tons. 


$198, 857 
161, 179 
162, 041 
195, 926 
170, 687 
160, 455 
169,693 

d 190, 000 


o  2,  772 
h  159, 129 
0128,959 


110,212,147 

;i0,224,919 

10,581,013 

10,013,004 

$9,515  !l0,983,807 


Value. 


1. 155, 738 
408,111 


11, 299, 040 
11,  291, 672 


$42, 690, 338 
42, 432, 384 
43, 093, 283 
38, 600, 737 
39, 638, 715 
40, 605, 460 
39, 214, 124 


a  Cape  Colony  and  Ceylon. 

b  Capo  Colony,  l/Oylon,  Greece,  Bosnia,  and  Herzegovina. 

e  Cape  Colony,  Greece,  Bosnia,  and  Herzegovina. 

d  Partly  estimated. 


FLUORSPAR. 


By  Edward  W.  Pabkeb. 


PRODUCTION. 

• 

The  production  of  flaorspar  in  the  United  States  during  1897 
amounted  to  5,062  abort  tons,  valued  at  $37^59,  compared  with  an 
output  of  6,500  tons  in  1896,  worth  $52,000,  indicating  a  decrease  in 
amount  of  1,438  tons  and  a  falling  off  of  $14,841  in  the  value.  Of  the 
product  in  1897,  about  2,500  tons  were  from  Hardin  County,  Illinois, 
the  remainder  being  obtained  from  Crittenden  County,  Kentucky.  In 
addition  to  the  Kentucky  deposits,  from  which  the  product  in  1896 
and  1897  was  obtaiued,  another  vein  in  the  same  county  was  being 
developed  at  the  close  of  the  year  and  during  the  early  part  of  1898. 
This  vein  is  said  to  yield  a  clear  white  variety  of  fluorspar.  The  com- 
pany owning  the  deposit  has  signified  its  intention  to  erect  one  or  two 
mills  for  grinding  the  spar  and  preparing  it  for  market.  This  equipment 
will,  it  is  stated,  enable  the  company  to  largely  increase  its  production. 

It  will  be  observed  that  the  value  of  the  product  in  1897  shows  a 
decline  in  the  price.  This  was  rather  to  be  expected,  for  the  price  in 
1896  ($8  per  ton)  was  unusually  high — ^higher,  in  fact,  than  at  any  pre- 
vious time  in  the  history  of  fluorspar  mining.  Prior  to  1896  the  high- 
est price  reported  was  in  1891,  when  it  was  $7.80.  The  average  price 
in  1897  was  $7.34  per  ton,  which  was  higher  than  in  any  previous 
year,  with  the  two  exceptions  of  1891  and  1896. 

The  fluorspar  produced  in  the  United  States  is  used  in  the  manufac- 
ture of  hydrofluoric  acid  and  opalescent  glass.  It  is  also  valuable  as  a 
flux  in  iron  smelting.  Fluorspar  or  fluoride  of  calcium  is  one  of  the 
rare  occurrences  of  fluoride  compounds  in  nature.  It  is  found  com- 
mercially in  the  United  States  only  in  the  two  localities  noted.  Cryo- 
lite, a  fluoride  of  sodium  and  aluminum,  is  another  of  these  rare 
compounds.  Its  occurrence  has  been  observed  at  the  base  of  Pikes 
Peak,  in  Colorado,  but  no  attempt  has  been  made  to  mine  it. 
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The  following  table  shows  the  annual  production  of  fluorspar  since 
1882: 

Production  of  fluorspar  in  th^  United  States  from  1882  to  1897, 


Year. 

Quantity. 

Value. 

Tear. 

Quantity. 

Value. 

1882 

Short  tons. 
4,000 
4,000 
4,000 
5,000 
5,000 
5,000 
6,000 
9,500 

$20,000 
20,000 
20,000 
22,500 
22,000 
20,000^ 
30,000 
45,835 

1890 

Short  tons. 

8,250 

10,04i 

12,250 

12,400 

7, 500 

4,000 

6,500 

5,062 

$55,328 
78,330    . 
89,000 
84,000 
47,500 
24,000 
52,000 
37, 159 

1883 

1891 

1884 

1892 

1885 

1893 

1886 

1894 

1887 

1895 

i     1888 

1896 

1889 

1897 

IMPORTS  OF  CRYOIilTE. 

The  records  of  the  Bureau  of  Statistics  of  the  Treasury  Department 
do  not  make  any  separation  of  fluorspar  imported  into  the  United 
States;  it  is  included  among  minerals  and  ores  "not  elsewhere  speci- 
fied." Cryolite,  however,  is  imported  from  Greenland  by  the  Pennsyl- 
vania Salt  Company,  for  use  in  the  manufacture  of  sodium  and  alum 
salts. 

The  imports  of  cryolite  for  a  series  of  years  are  shown  in  the  follow- 
ing table: 

Imports  of  cryolite  from  1871  to  1897. 


Tear  ended — 

Juue  30,1871.. 
1872.. 
1873.. 
1874.. 
1875.. 
1876.. 
1877.. 
1878.. 
1879.. 
1880.. 
1881.. 
1882.. 
1883.. 
1884.. 


Amount. 


Value. 


Long  tons. 


3,758 
6,508 
7,390 


$71,058 

75, 195 

84,226 

28, 118 

70, 472 

103, 530 

126, 692 

105, 884 

66,042 

91,366 

103,529 

51,589 

97,400 

106, 029 


Year  ended — 

Dec.  31,1885.. 
1886.. 
1887.. 
1888.. 
1889.. 
1890.. 
1891.. 
1892.. 
1893.. 
1894.. 
1895.. 
1896.. 
1897.. 


Amount. 


Ziong  tofis. 
8, 275 

8,230 

10,  328 

7,388 

8,603 

7,129 

8,298 

7,241 

9,574 

10,684 

9,425 

3,009 

10, 115 


Value. 


$110,  750 
110, 152 
138,068 

98,830 
115, 158 

95, 405 
'76,350 

96,932 
126,688 
142,494 
125,  368 

40,056 
135, 114 
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THE  CRYOIilTE  OF  GREENIiAIO>.» 

In  1850  the  Danish  Government  held,  in  Copenhagen,  an  exhibition 
of  Eskimo  tools  aud  products  from  their  distaut  colony  in  Greenland. 
Among  the  implements  shown  were  a  number  of  stone  sinkers,  which 
the  natives  had  used  for  their  nets,  some  of  which  sinkers  were  made 
from  a  white,  translucent  mineral.  Dr.  Hartman,  a  scientist,  noticed 
these,  and  having  secured  a  specimen,  analyzed  it  and  found  it  to  be 
the  rare  and  valuable  mineral  cryolite. 

During  the  following  year  the  Danish  Government  made  investiga- 
tions, and  discovered  a  large  deposit  near  Ivigtuk,  on  the  west  coast  of 
Greenland,  in  latitude  61°  13'.  Strangely  enough,  the  Eskimos  had 
chosen  the  ground  above  the  deposit  for  a  fishing  village,  and  the  fact 
that  they  used  blocks  of  cryolite  for  the  foundations  of  their  tents 
probably  led  to  its  discovery.  Fourteen  years  later  Dr.  Julius  Thomp- 
son commenced  mining,  and  the  industry  has  steadily  grown  in  impor- 
tance ever  since. 

In  the  early  days  of  the  cryolite  industry  the  greater  part  of  the 
output  was  used  for  the  production  of  aluminum.  Bauxite  soon  sup- 
planted it  in  that  line,  and  then  it  was  found  that  from  no  other  mate- 
rial could  alum  and  sodium  carbonate  be  made  so  cheaply  and  so  pure. 
The  Pennsylvania  salt  company  accordingly  contracted  for  the  whole 
output  for  that  purpose,  and  mining  on  a  large  scale  began.  About 
this  time  some  experiments  were  made  with  cryolite,  in  the  endeavor 
to  make  from  it  a  transparent  glass.  They  failed,  but  a  beautiful  opaque 
porcelain-like  substance  was  the  result;  far  cheaper  than  and  as  beau- 
tiful as  china.  By  merely  melting  a  mixture  of  cryolite,  sand,  and  zinc 
oxide  this  material  is  formed,  and  ware  of  any  desired  shape  can  be 
stamped  from  it.  It  is  so  tough,  that  cups  and  plates  made  from  it  can 
be  thrown  down  violently  without  breaking. 

Very  lately  cryolite  has  been  used  once  more  in  the  manufacture  of 
aluminum.  By  means  of  a  powerful  current  it  is  melted,  and  the  corun- 
dum, AI2O3,  which  forms  the  source  of  the  metal,  is  dissolved  and  decom- 
posed within  it. 

It  can  be  easily  seen  how  great  an  economic  value  cryolite  possesses 
and  of  what  importance  it  is  in  the  arts;  and  as  the  Greenland  deposit 
is  the  only  one  in  the  world,  at  which  it  occurs  in  workable  quantities, 
the  Ivigtuk  mines  have  naturally  become  of  great  importance. 

Arlssuk  Fiord,  which  leads  from  the  ocean  to  the  mines,  is  a  narrow 
strait  between  snow-covered  granite  mountains.  The  inland  ice  reaches 
almost  to  it,  and  bergs  and  pack  ice  close  it  to  navigation  for  nine 
months  of  the  year.  It  is  so  deep  that  vessels  in  the  harbor  can  fasten 
their  bows  to  the  rocky  walls  and  get  no  soundings  from  the  stern. 

The  cryolite  occurs  in  a  great  vein  of  arey  gneiss,  penetrating  the 
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granite.  The  form  of  the  deposit  is  rather  peculiar.  It  is  neither  a 
dike  nor  a  stratum,  but  seems  to  be  an  immense  bed,  possibly  great 
veins,  penetrating  the  gneiss  at  an  angle  of  about  45^,  and  extending 
far  below  sea  level.  The  deposit  consists  of  two  parts.  First,  an  inner 
bed  or  vein,  about  500  by  1,000  feet  in  section,  containing  nearly  pure 
cryolite.  It  is  from  this  vein  that  most  of  the  cryolite  is  obtained. 
Whole  shiploads  have  been  taken  out  at  a  depth  of  about  100  feet,  aver- 
aging 99J  per  cent  of  the  pure  mineral.  The  cryolite  of  this  vein  was 
reported,  before  the  mine  had  been  much  worked,  to  be  white  only  for 
10  or  15  feet  from  the  surface,  and  many  theories  were  presented  to 
account  for  the  fact,  one  of  which  claimed  that  two  intruding  dikes,  on 
either  side  of  the  vein,  had  by  their  heat  bleached  out  the  cryolite 
between.  The  labor  was  in  vain,  for  the  pit  has  now  been  sunk  more 
than  100  feet,  and  the  cryolite  grows  whiter  and  purer  as  the  mines 
increase  in  depth. 

The  limits  of  this  vein  are  generally  very  sharply  defined.  Surround- 
ing it  is  auother  peripheral  bed,  which  gradually  merges  into  the  gneiss. 
The  cryolite  here  is  not  nearly  so  pure  as  that  of  the  central  portion,  and 
with  it  occur  the  most  important  ores  and  minerals  of  the  mine,  as  well 
as  the  various  compounds  resulting  from  the  alteration  of  the  cryolite. 

Between  these  two  veins  there  is  sometimes  an  intermediate  portion, 
in  which  the  cryolite  seems  to  act  as  a  matrix  to  the  minerals  of  the 
outer  zone,  instead  of  forming  the  mass. 

The  mines  are  all  open  workings  and  have  been  carried  far  below  the 
water  line.  If  the  pits  should  be  left  unprotected  during  the  long 
winters  the  water  and  snow  would  soon  fill  them,  and  by  spring  there 
would  be  thousands  of  tons  of  ice  to  remove.  This  difficulty  is  over- 
come in  a  simple  but  ingenious  manner.  At  the  end  of  the  working 
season  the  mines  are  flooded,  and  the  little  lake  thus  formed  freezes 
over  and  ice  is  formed  of  a  thickness  never  exceeding  5  feet.  When 
warm  weather  comes  again,  it  is  only  necessary  to  pump  out  the  pits, 
clear  away  the  little  ice  which  remains,  and  start  to  work  again. 

The  product  of  the  mines,  amounting  to  many  thousands  of  tons  a 
year,  is  all  shipped  to  the  contractors  by  means  of  a  small  fleet,  which 
plies  between  Philadelphia  and  Ivigtuk.  Even  in  the  middle  of  sum- 
mer the  ocean  near  the  Greenland  shores  is  full  of  icebergs,  and  navi- 
gation is  difficult  and  dangerous.  It  happens  every  few  years  that 
some  unfortunate  vessel,  delayed  by  adverse  winds  at  Ivigtuk,  is  caught 
in  the  pack  ice  and  forced  either  to  return  to  the  mines  or  winter  in 
the  ice. 

As  a  mineral,  cryolite  is  notable  as  being  one  of  the  few  fluorine 
compounds  found  in  nature.  It  is  a  fluoride  of  sodium  and  alminum, 
with  the  formula  AIF3  +  SNaF ;  specific  gravity  of  2.95-96,  and  hardness 
of  2.5  in  Dana's  scale.  It  crystallizes  in  the  monoclinic  system,  the 
crystals  generally  simple,  but  sometimes  very  complicated.  The  i)ure 
mineral  is  subtranslucent  and  has  a  peculiar  property  of  increasing  in 
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transparency  when  wet.  At  Ivigtuk  the  crystals  are  found  in  cavities 
within  the  mass.  They  are  usually  small,  and  well-formed  specimens 
are  very  rare.  Cryolite  has  been  found  at  only  three  places:  Ivigtuk, 
the  Urals,  and  at  the  base  of  Pike's  Peak,  in  Colorado. 

The  inner  bed  of  the  Greenland  mine  contains  several  very  interest- 
ing minerals  which  have  resulted  directly  from  the  alteration  of  the 
cryolite.  Of  these,  the  commonest  and  most  important  is  pachuolite, 
a  fluoride  in  which  some  of  the  sodium  of  cryolite  has  been  replaced  by 
calcium. 


MIC^. 


Bv  Edward  W.  Pabkeb. 


PRODUCTION. 

The  amount  of  sheet  mica  prodaced  in  the  United  States  in  1897 
exceeded  that  of  any  year  since  1885,  aggn^egating  82,676  pounds.  To 
this  should  be  added  740  tons  of  scrap  mica  ground  for  manufacture 
into  lubricants,  wall  papers,  boiler  covering,  etc.  The  value  of  the 
sheet  mica  produced  in  1897  was  $80,774,  and  the  scrap  mica  was  valued 
at  $14,452,  a  total  of  $95,226.  This  was  more  than  in  any  year  since 
1892. 

The  following  table  shows  the  annual  production  of  mica  in  the 
United  States  since  1880: 


Production  of  mica  since  1880, 


Year. 


Quantity. 


1880. 


Pounds. 
81,669 

1881 100,000 

100,000 
114,000 
147,410 
92,000 
40,000 
70,000 
48,000 
49,500 


1882. 
1883. 
1884. 
1885. 
1886. 
1887. 
1888. 
1889, 


Value. 


$127,  825 

250,000 

250,000 

285,000 

368,525 

161,000 

70,000 

142, 250 

70,000 

50,000 


Year. 


Quantity . 


Pounds, 
60,000 
75,000 
75,000 


Value. 


$75,000 

100.000 

100,000 

88,929 

52,388 

55, 831 

65, 441 

1,750 

80,774 

14,452 


a  Tons. 

The  states  from  which  the  product  in  1897  was  obtained  were  Idaho, 
New  Hampshire,  North  Carolina,  South  Dakota,  and  Wyoming,  the 
output  from  the  last  mentioned  amounting,  however,  to  only  12  pounds. 
North  Carolina  contributed  about  80  per  cent  of  the  sheet-mica  product, 
with  an  output  of  65,225  pounds  out  of  a  total  of  82,676  pounds.     In 
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the  production  of  scrap  mica  North  Carolina  is  credited  with  607 
short  tons,  while  New  Hampshire  yielded  the  remainder,  133  short 
tons. 

IMPORTS. 

The  following^  table  shows  the  imports  of  unmanufactured  mica  from 
1869  to  1896: 

Unmanufactured  mica  imported  and  entered  for  consumption  in  the  United  States,  1869  to 

1896,  inclusive. 


Year  ended — 

Value. 

Year  ended— 

Value. 

June  30,  1869 

$1,165 

226 

1,460 

1,002 

498 

1,204 

June  30,  1883 

$9,884 

28,284 

28,685 

a  56, 354 

o  49, 085 

a  57, 541 

fl  97, 3.51 

a  207, 375 

95, 242 

218, 938 

147, 927 

126, 184 

174,  886 

169, 085 

1870 

1884 

1871 

1885 

1872 

Dec.   31,  1886 

1873 

1887 

1888 

1874 

1875 

1889 

1876 

569 

13,085 

7,930 

9,274 

12, 562 

5,839 

1890.. 

1891 

1877 

1878 

1892 

1879., 

1893 

1880 

1894 

1881 

1895 

1882 

5.175 

1896 

a  Including  mica  waste. 

Under  the  new  classification,  made  necessary  by  the  Dingley  tariff 
bill  in  effect  from  and  after  July  24,  1897,  mica  is  designated  as 
"unmanufactured"  and  "cut  or  trimmed."  A  specific  import  duty  of 
6  cents  per  pound  is  imposed  upon  the  former,  and  12  cents  per  pound 
upon  the  latter,  with  an  additional  20  per  cent  ad  valorem  duty  upon 
each.  The  imports  during  1897,  before  and  after  the  new  classification 
took  effect,  were  as  follows : 

Mica  imported  and  entered  for  consumption  in  1897, 


Prior  to  July  24 

rUnmanafaotured  . 
After  July  24-^ 

ICut  or  trimmed. .. 


656, 118 
66, 821 
226, 771 


Total 


$140, 353 
10, 981 
41,068 
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REVIEW  OF  THE    rNI>U8TRY. 


Prior  to  1895  the  reports  of  the  castom-houses  to  the  Bareau  of  Sta- 
tistics of  the  Treasury  Department  made  no  statement  of  the  amounts  of 
mica  imported  into  the  United  States.  Such  duties  as  were  imposed 
were  of  an  ad  valorem  character,  and  the  returns  of  the  custom-houses 
give  only  the  value  of  the  imports.  Comparisons  with  previous  years, 
therefore,  must  be  based  entirely  upon  the  value.  From  this  it  will  be 
seen  that  the  imx)orts  in  1897  exceeded  those  of  any  previous  year,  with 
the  exceptions  of  1890  and  1892.  It  will  be  further  noted  that  73  x>er 
cent  of  the  imports  in  1897  were  made  before  the  new  tariff  law  took 
effect,  in  July. 

Considering  the  value  of  the  domestic  product  with  that  of  the  im- 
ported material  as  a  basis  for  the  domestic  consumption,  the  total  for 
1897  reaches  a  value  of  $287,628.  The  only  year  when  this  was  exceeded 
since  the  importations  of  India  mica  began,  in  1884,  was  in  1892,  when 
the  imports  were  valued  at  $218,938  and  the  domestic  product  at 
$100,000. 

While  the  domestic  product  in  1897  was  larger  than  for  several 
years,  it  was  not  much  more  than  25  per  cent  of  the  value  of  the  mica 
produced  in  the  United  States  in  1884.  The  importation  of  India 
mica  began  in  1884,  and  its  effect  upon  the  domestic  production  was 
immediately  apparent.  Mica  was  on  the  free  list  prior  to  1891,  and 
the  inability  of  our  mines  to  compete  with  it  is  shown  in  the  decrease 
from  $368,525,  the  value  of  the  domestic  product  in  1884,  to  $161,000 
in  1895.  In  the  fifteen  years  preceding  1884  the  value  of  imported 
mica  had  not  exceeded  $14,000  in  any  one  year,  and  the  average  for 
the  period  was  only  $4,658  per  annum.  In  1884  and  1885  the  value  of  the 
importations  was  not  large,  being  something  over  $28,000  in  each  year. 
This  was,  however,  for  rough  mica,  and  no  estimate  can  be  made  as  to 
the  value  of  the  cut  mica  obtained  from  it.  The  same  may  be  said  of 
the  years  succeeding  1885.  The  demoralization  of  the  mica-mining 
industry  in  the  United  States  since  1884  is  the  best  indication  that  the 
value  of  the  imported  mica  has  not  been  overstated.  In  the  five  years 
1880  to  1884,  inclusive,  the  value  of  our  domestic  product  averaged 
$256,000  annually.  In  the  next  twelve  years,  ending  with  1896,  the 
average  annual  value  of  the  product  was  $86,000.  During  the  same 
period  the  imports  averaged  nearly  $120,000,  That  is  to  say,  the  aver- 
age value  of  the  domestic  product  in  the  two  periods  shows  a  decline 
of  66§  per  cent,  while  the  value  of  the  imports  in  the  second  period 
was  more  than  25  times  that  of  the  first.  The  average  value  of  the 
domestic  product  in  the  first  period  was  more  than  60  times  that  of 
the  imported.  In  the  second  period  the  value  of  the  imported  mica 
has  been  nearly  1^  times  that  of  the  domestic,  and,  as  stated  before,  the 
values  given  for  the  imported  product,  particularly  during  the  years 
1891  to  July,  1897,  when  an  ad  valorem  duty  was  imposed,  have  not  been 
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excessive.    The  value  of  the  domestic  product  in  1897  was  about  one- 
half  tbat  of  the  imported. 

The  following  table  is  interesting  as  showing  the  sources  from  which 
the  mica  imported  into  the  United  States  during  the  last  three  years 
has  been  obtained.    The  periods  are  fiscal  years,  ending  June  30. 

Imports  of  mica  into  the  United  States  and  countries  from  which  exported. 


Conntries  from  which 
exported. 

1895. 

1896. 

1897. 

Pounds.          Value. 

Pounds. 

Value. 

Pounds. 

Value. 

United  Kingdom 

Canada  

East  Indies 

Other  countries . 

Total 

110,850 

546,905 

148,056 

15, 171 

$34,181 

39,637 

48,  731 

4,966 

139,  a58 

620,  282 

492, 681 

11, 245 

$57,877 

57,908 

95, 595 

3,617 

205,112 

416, 306 

255, 877 

4,215 

$89,506 

54,  620 

42,  469 

1,250 

820, 982 

127, 515 

1, 264,  066 

214, 997 

881, 510 

187,845 

ca:n^ai>ian  PRonucTioiN^. 

The  geological  survey  of  Canada  gives  the  following  statement  of  the 
value  of  the  mica  produced  in  the  Domiiiion  since  1886.  To  this  the 
value  of  the  imports  from  Canada  into  the  United  States  during  the 
last  three  years  has  been  added,  to  indicate  what  proportion  of  the 
product  finds  its  market  in  this  country : 

Production  of  mica  in  Canada  since  1886, 


Calendar  year. 


1886 
1887 
1888 
1889 
1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 


Value. 


$29,008 
29,816 
30, 207 

28. 718 
68,074 
71, 510 

104, 745 

75. 719 
45,581 
65,000 
60,000 
75,000 


Value  Canada 
mica  imported 

into  the 
United  Sutea. 


FUeal  year*. 


$39,637 
57,908 
54,620 


622 


MINERAL   EES0UKCE8. 


EXPORTS  OF  MICA  FROM  INDIA. 

The  following  table  has  been  compiled  from  the  official  government 
report  on  "The  Review  of  Mineral  Production  in  India."  The  report 
states  that  the  total  prodaction  in  1896  was  309.2  long  tons,  ngainat 
375.9  tons  in  1895,  and  180  tons  in  1894.  In  considering  the  statement 
of  exports  it  is  worth  while  to  note  that  in  the  six  years  given,  the  total 
amount  of  mica  exported  to  the  United  States  was  1,708,672  pounds, 
while  the  exports  to  Great  Britain  were  1,630,496  pounds.  The  total 
exports  during  the  period  were  3,466,004  pounds,  showing  that  practi- 
cally 50  per  cent  of  the  entire  output  was  shipped  to  the  United  States. 
The  CTnited  States,  in  fact,  consumes  much  more  than  50  per  cent  of 
the  mica  product  of  India.  Probably  one-half  of  the  mica  exported 
from  India  to  Great  Britain  finds  its  ultimate  market  in  the  United 
States.  This  is  evinced  by  the  table  on  the  preceding  page,  showing 
that  in  the  last  three  fiscal  years  the  United  States  has  imported  from 
Great  Britain  an  average  of  nearly  150,000  pounds  annually.  As  the 
British  reports  do  not  mention  a  production  of  mica  in  the  United 
Kingdom,  it  is  safe  to  assume  that  the  imports  of  mica  reported  by  the 
Treasury  Department  as  received  from  Great  Britain  consist  of  a  reex- 
])orted  India  i)roduct.  According  to  the  preceding  table  tLe  average 
annual  imports  of  mica  from  India  direct  amounted  to  298,871  pounds. 
The  following  table  shows  that  the  .average  exports  from  India  to  the 
United  States  in  six  years  amounted  to  284;779  pounds,  aiid  in  the  lat- 
ter three  years  of  this  period  to  338,763  pounds.  If  we  add  the  mica 
imported  as  from  Great  Britain  to  that  inxi)orted  directly  from  India, 
the  United  States  has  taken  a  total  of  1,342,434  pounds  of  India  mica 
in  the  three  years  ending  June  30, 1897,  an  average  of  447,478  pounds 
per  year.  Daring  the  same  period  the  amount  of  mica  imported  from 
Canada  has  averaged  about  530,000  pounds  per  year. 

Exports  of  mica  from  India^  1891  to  1896, 


To  United 
Kingdom. 


Pounds. 
363,776 
91, 728 
155,456 
290,976 
340,368 
388,192 


To  United 
States. 


Poundt. 
330,064 
156, 912 
205,408 
230,832 
216,944 
568, 512 


To  other 
countries. 


Total. 


Poundi. 
21,168 
11,760 
11,984 
21,840 
18,592 
41,552 


Pounds, 

715,008 

260,400 

372,848 

543,648 

575,904 

998,256 


ASBESTOS. 


By  Edward  W.  Parker. 


PRODUCTION. 

The  commercial  product  of  asbestos  in  1897  was  limited  to  two  locali- 
ties— Sail  Mountaiu,  Georgia,  and  Elsinore,  California.  In  amount  the 
product  in  1897  was  580  short  tons,  exceeding  that  of  1896  by  15  per 
cent,  while  the  value  increased  from  $6,100  to  $6,450,  a  little  more  than 
5  per  cent.  The  domestic  product  is  entirely  true  asbestos,  which 
usually  occurs  associated  with  soapstone,  and  is  in  fact  a  fibrous 
variety  of  hornblende.  Mineralogically  it  is  entirely  distinct  from  the 
Canadian  product,  which  is  a  fibrous  form  of  serpentine,  and  which 
should  properly  be  classed  as  chrysotile.  Both  minerals,  however,  are 
similar  in  their  heat-resisting  properties,  and  both  are  usually  classed 
commercially  as  asbestos.  Manufacturers  of  asbestos  textiles  in  the 
United  States  obtain  their  supply  of  crude  material  almost  exclusively 
from  the  Canadian  deposits  of  chrysotile  at  Black  Lake  and  Thetford, 
as  is  shown  by  the  reports  of  the  Bureau  of  Statistics  of  the  Treasury 
Department.  The  total  value  of  the  asbestos  imports  for  the  fiscal 
year  ending  June  30, 1897,  was  $191,097,  of  which  the  imports  from 
Canada  were  worth  $190,971,  the  difference  ($126)  being  made  up  by 
two  small  shipments  from  Germany. 

Canadian  asbestos,  or  chrysotile,  possesses  greater  strength  and  elas- 
ticity of  fiber  than  the  domestic  product,  and  is  consequently  much 
preferred  for  the  manufacture  of  woven  fabrics.  Occurrences  of  chry- 
sotile similar  to  that  of  the  Canadian  product  have  been  noted  in  the 
United  States  in  Loudoun  County,  Virginia,  and  near  Casper,  Wyoming, 
but  conditions  have  not  been  favorable  to  their  successful  development, 
and,  except  for  specimens  and  the  necessary  assessment  work  to  maintain 
title,  they  have  not  been  exploited.  Fibrous  hornblende,  or  true  asbes- 
tos, which  is  produced  commercially  in  the  United  States,  is  not  so  well 
adapted  for  the  manufacture  of  textiles  as  the  Canadian  chrysotile, 
owing  to  the  brittleness  of  fiber,  but  for  such  purposes  as  flreprooflng^ 
paints,  boiler  and  safe  packing,  etc.,  where  strength  of  fiber  is  not 
essential,  its  heat-resisting  qualities  make  it  valuable.  The  use  of  the 
domestic  product  is,  therefore,  confined  to  these  lines. 
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Workable  deposits  of  asbestos  have  been  found  in  several  States, 
notably  in  California,  Georgia,  Maryland.  Montana,  Oregon,  South 
Dakota,  and  Washington.  Most  of  these  have  been  worked  at  one 
time  or  another,  but  with  the  exception  of  the  Sail  Mountain,  Georgia, 
mines,  which  began  producing  in  1894,  the  production  has  amounted 
to  very  little  in  the  last  ten  years.  In  Mineral  Resources  for  1882  and 
for  1883-84  the  production  was  reported  at  from  1,000  to  1,200  tons, 
principally  from  California,  but  fell  off  to  300  tons  in  1885,  200  tons  in 
1886,  and  150  tons  in  1887,  after  which  time  it  did  not  exceed  100  tons 
in  any  year  except  1892  (104  tons)  until  1894,  when  the  Sail  Mountain 
mines  were  opened.  The  richness  and  proximity  of  the  Canadian 
chrysotile  deposits,  added  to  the  superior  quality  of  the  fiber,  have  been 
potential  factors  against  the  successful  operations  of  our  eastern 
deposits,  while  the  long  distance  from  the  manufacturing  centers,  and 
the  consequent  expensive  freight  costs,  have  militated  against  the 
development  of  the  western  localities. 

The  following  table  exhibits  the  annual  production  of  asbestos  in  the 
United  States  since  1880,  with  the  value: 

Annual  production  of  asbestos  since  1880, 


Year. 


1880 
1881 
1882 
1883 
1884 
1885 
1886 
1887 
1888 


Quantity. 

Value. 

Short  tons. 

150 

$4,312 

200 

7,000 

1,200 

36,000 

1,000 

30,000 

1,000 

30,000 

300 

9,000 

200 

6,000 

150 

4,500 

100 

3,000 

Year. 


1889 
1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 


Quantity. 


Value. 


Short  ton». 

30 

71 

66 

104 

50 

325 

795 

504 

580 


$1,800 
4,5^' 
3,960 
6,416 
2,500 
4,463 

13,525 
6,100 
6,460 


Comparing  the  above  table  with  that  of  the  table  of  imports,  which 
is  given  below,  it  will  be  seen  that  there  is  a  profitable  market  to  be 
supplied  with  domestic  fiber  if  any  be  found  which  is  equal  in  quality 
to  that  of  the  Canadian  chrysotile,  nearly  all  of  the  imports  into  the 
United  States  being  from  the  Canadian  mines. 
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The  following  table  shows  the  value  of  asbestos  imported  since  1869: 

Value  of  asbestos  imported  since  1869, 


Yt^r  ended— 


June  80, 1869 
1870 
1871 
1872 
1873 
1874 
1875 
1876 
1877 
1878 
1879 
1880 
1881 
1882 
1883 
1884 

Dec.  31,  1885 
1886 
1887 
1888 
1889 
1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 


Unmanafac* 
tured. 


MaDufac- 
tured. 


$18 

152 

4,706 

5,485 

1,671 

3,536 

3,204 

9,736 

27,717 

15,235 

24,369 

48,765 

73,026 

134, 193 

140, 264 

168,584 

254,239 

252, 557 

353,589 

262, 433 

175, 602 

240,029 

226. 147 

229,"  084 

263,640 


$310 

7 

12 


1,077 
396 

1,550 
372 

4,624 


69 

504 

243 

1,185 

617 

932 

581 

8,126 

9,154 

5,342 

4,872 

7,209 

9,403 

15,989 

19,  731 

5,773 

4,624 


ToUl. 


$310 

7 

12 


18 

152 

5,783 

5,881 

3,221 

3,908 

7,828 

9,736 

27,786 

15,739 

24,612 

49, 940 

73,643 

135,125 

140, 845 

176, 710 

263, 393 

257, 899 

358,461 

269,642 

185, 005 

256, 018 

244, 878 

234, 857 

268,264 
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CANADIAN  PRODUCTION. 

As  the  sapply  of  asbestos  for  the  United  States  is  drawn  almost 
entirely  from  Canada,  the  following  table  of  prodaction  for  that  country 
will  be  fonnd  of  Interest: 

Annual  product  of  aahe8to$  in  Canada  since  1879. 


Year. 


1879 
1880 
1881 
1882 
1883 
1884 
1885 
1886 
1887 
1888 


Quantity. 

Tom. 

300 

380 

540 

810 

955 

1,141 

2,440 

3,458 

4,619 

4,404 


Value. 


$19, 500 

24,700 

a5,100 

52,650 

68,750 

75,079 

142, 441 

206,251 

226, 976 

255,007 


Year. 


Quantity. 


Tont. 

1889 6,113 

1890 9,860 

1891 9,279 

1892 !      6,042 

1893 i      6,473 

1894 j      7,630 

1895 8,756 

1896 12,250 

1897 a25,262 


Value. 


$426,554 
1, 260, 240 
999,978 
388,462 
313, 806 
420, 825 
368,175 
429,856 
324, 700 


a  Including  aabestic. 

The  deposits,  prodaction,  and  methods  of  mining  and  manufacture  of 
Canadian  asbestos  or  chrysotile  have  been  liberally  treated  in  preced- 
ing volumes  of  Mineral  Resources,  and  there  is  not  much  to  add  to 
what  has  already  been  written  except  to  record  the  development  of  a 
new  industry  associated  intimately  with  asbestos  mining.  The  new 
industry  is  the  manufacture  of  <^  asbestic,"  a  fireproof  wall  plaster  made 
from  the  serpentine  rock  with  which  the  chrysotile  occurs  in  one  mine 
at  Danville,  Quebec,  and  which  is  itself  almost  entirely  fibrous  in  char- 
acter. The  rock,  when  crushed  and  without  the  mixture  of  any  foreign 
material  except  a  small  percentage  of  lime,  forms  a  cement  or  plaster 
which  is  said  not  only  to  be  perfectly  fireproof,  but  to  effectually  resist 
the  action  of  acids  and  gas  fumes.  For  the  latter  reason  it  is  especially 
adapted  as  a  protective  covering  for  iron  and  steel  structures  subjected 
to  the  action  of  gases  (particularly  sulphur)  contained  in  smoke,  such 
as  bridges  under  which  or  through  which  locomotives  are  continually 
passing.  It  is  claimed  that  asbestic  plaster  is  of  light  weight,  and  can 
be  applied  as  well  to  light  structures  and  thin  partitions  as  to  heavy 
structures  and  thick  walls. 


GRAPHITE. 


PRODUCTION. 

The  prodaction  of  graphite  in  the  United  States  daring  1897  amoanted 
to  1,254,402  poands  of  crystalline  and  refined  plumbago  and  1,108  short 
tons  of  amorphous  graphite  and  graphitic  coal.  The  crystalline  product 
was  obtained  chiefly  from  the  mines  at  Ticonderoga,  Kew  York  (the 
amount  shipped  from  there  in  1897  being  more  than  double  the  ship* 
ments  in  1896),  from  Byers,  Chester  County,  Pennsylvania,  and  from 
near  Providence,  Rhode  Island.  Amorphous  graphite  was  mined  in 
the  two  latter  States  and  in  Baraga  County,  Michigan.  Graphitic  coal 
is  mined  only  at  Valley  Falls^  Rhode  Island.  Compared  with  1896,  the 
production  of  crystalline  graphite  increased  a  little  more  than  130^per 
cent,  while  the  other  grades  increased  about  46  per  cent.  The  aggre- 
gate value  increased  only  12  per  cent. 

The  Rhode  Island  product  is  used  in  the  manufacture  of  crucibles^ 
paints,  roofing  material,  etc.;  the  Michigan  output  is  used  almost 
exclusively  for  making  graphite  paint,  while  the  Ticonderoga  graphite 
goes  into  the  manufacture  of  crayons,  lead  pencils,  crucibles,  lubricants, 
paints,  and  all  other  purposes  for  which  graphite  is  used.  The  follow- 
ing  table  shows  the  annual  production  of  graphite  since  1880: 


Prodnciion  of  graphite  since  1S80. 


Year. 


Quantity.  ;       Value. 


I- 


Year. 


Quantity. 


Value. 


1880.. pounds. 
1881....  do... 
1882....  do... 
1883....  do... 
1884....  do... 
1885....  do... 
1886....  do... 
1887....  do... 
1888....  do... 

1889 

1890 


622,500 
400,000 
425,000 
576,000 
500,000 
327,883 
415, 525 
416,000 
400,000 


$49, 800 
30,000 
34,000 
46,000 
35,000 
26, 281 
33, 242 
34,000 
33,000 
72, 662 
77, 500 


1891..  pounds.. 

1892....  do.... 

1893....  do.... 

1894....  do-... 

.  do 

1  Hhort  tons 
pounds. .. 
short  tons 


1895 


1896| 


1897 


{ 


poands... 
short  tons 


1, 559, 674 

1, 398, 365 

843,103 

918,000 

644.700 

2,793 

635,858 

760 

1, 254, 402 

1,108 


$110. 000 
87,902 
63,232 
64,010 

j  52,582 
1  48,460 
I    64,277 
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NEW  DEVEIiOPMENTS. 

Two  companies  were  formed  in  1897  to  exploit  graphite  deposits  in 
two  Soatheru  States — North  Carolina  and  Texas.  The  North  Carolina 
deposits  are  in  McDowell  County,  along  the  eastern  slope  of  the  Blue 
Bidge  Mountains.  Maj.  George  D.  Miles,  of  Black  Mountain,  and 
others  have  organized  the  American  Gr.iphite  Company  for  the  pur- 
pose of  mining  and  refining  the  graphite,  which  is  said  to  exist  in  large 
quantities  and  to  be  favorably  situated.  The  deposit  is  in  the  south- 
west corner  of  McDowell  County,  and  is  traceable  for  5  miles  in  a 
northwesterly  direction.  It  is  about  5  miles  from  the  western  North 
Carolina  division  of  the  Southern  Bailway,  the  grade  of  the  country 
road  to  the  railroad  being  in  favor  of  the  loa4ed  teams. 

The  Texas  deposits  are  in  Llano  County.  The  Texas  Graphite  and 
Asbestos  Company,  with  headquarters  at  Houston,  was  formed  in  1897 
for  the  purpose  of  developing  the  graphite,  and  also  asbestos  and  soap- 
stone  deposits,  which  occur  in  the  same  locality.  The  graphite  occurs 
in  two  places  about  12  miles  apart  in  a  northeasterly-southwesterly 
direction.  The  one  to  the  north  is  on  the  north  side  of  the  Llano  Eiver 
and  on  the  line  of  the  Austin  and  Northwestern  Bailroad.  This 
deposit  is  said  to  yield  a  flake  graphite  similar  to  the  Ceylon  product. 
The  other  deposit  is  about  8  miles  due  south  from  the  town  of  Llano 
and  is  said  to  contain  granular  graphite  of  excellent  quality.  The 
company  intends  to  establish  its  refining  works  at  Houston,  where 
exceptional  facilities  for  railroad  and  water  shipment  are  afforded. 

IMPORTS. 

As  will  be  seen  in  the  following  table,  when  compared  with  the  imports 
the  value  of  the  domestic  product  is  small,  though  there  was  a  consid- 
erable decline  in  the  imx)orts  in  1894  and  1895.  The  imports  of  1896 
exceeded  those  of  1894  and  1895  combined.  From  1890  to  1893  the 
amount  of  graphite  imported  ranged  from  212,360  hundredweight  in 
1891  to  288,740  hundredweight  in  1893,  the  average  for  four  years 
being  247,649  hundredweight,  or  12,382  tons,  the  average  value  being 
$670,745.  The  average  value  per  pound  for  the  four  years  was  2.7  cents. 
In  1894  the  imports  amounted  to  5,814  long  tons,  equivalent  to  13,023,360 
pounds,  valued  at  $225,720,  or  about  1.7  cents  per  pound.  In  1895  the 
imports  were  8,814  long  tons,  or  19,743,360  pounds,  worth  $260,090,  or 
about  1.3  cents  per  pound.  The  imports  in  1896  were  15,230  long  tons, 
or  34,115,200  pounds,  valued  at  $437,159,  or  about  the  same  per  pound 
as  the  previoas  year.  It  is  to  be  noted  that  while  the  imports  of 
graphite  in  1896  were  the  largest  on  record,  being  nearly  73  per  cent 
more  than  in  1896,  the  domestic  product,  particularly  in  value,  was  the 
smallest  in  a  number  of  years.  Conversely,  the  imports  in  1897  decreased 
to  an  amount  slightly  less  than  in  1895  (although  the  value  was  $10,862 
more),  and  the  domestic  product  of  crystalline  graphite  increased  130 
per  cent. 
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Graphite  imparted  into  the  United  States  since  1867. 


Year  ended— 

dnmanufac  tared . 

Manufac- 
tured. 

Total. 

Quantity. 

Taloe. 

June  30,  1867 

CwL 

27, 113 

68,620 

74,846 

80, 795 

51, 628 

96, 381 

157, 539 

111,992 

46, 492 

50,589 

75, 361 

60,244 

65,662 

109,908 

150, 927 

150, 421 

154,893 

144, 086 

110,462 

83,368 

168,841 

184, 013 

177, 381 

255, 955 

212, 360 

233,540 

288, 740 

a  5, 814 

8,814 

15, 230 

8.533 

$54, 131 
149,083 
351,004 
269, 291 
136,200 
329, 030 
548, 613 
382, 591 
122, 050 
150,709 
204,630 
154,  757 
l&l,  013 
278, 022 
381,966 
363,835 
361, 949 
286,393 
207, 228 
164,111 
331, 621 
353,990 
378, 057 
594,  746 
555,080 
607, 775 
865, 379 
225, 720 
260,090 
437, 159 
270.  9.^2 

$54,131 
149,083 
351,004 
270, 124 
139,  954 
329,030 
548,613 
382, 591 
122,050 
168, 314 
222,721 
171, 066 
188,650 
300,963 
413,  640 
389, 371 
383,670 
288.  256 
207, 228 
164,111 
331. 621 
353, 990 
378,  057 
594,  746 
555, 080 
667,  775 
865,379 
225,  720 
260,090 
437,  159 
270, 952 

1868 

1869 

1870 

$833 
3,754 

1871 

1872 

1873 

1874 

1875 

1876 

17,605 
18.091 
16,909 
24,637 
22,941 
31,674 
25,536 
21, 721 
1,863 

1877 

1878 

1879 

1880 

1881 

1882 

1883 

1884 

1885 

1886 

1887 

Dec.  31.  1888 

1889 

1890 

1801 

1892 

1893 

1894 

1895 

, 

1896 

1897 

1 

al 

LfOng  tons  ainc 

B1894. 

CANADIAN  GRAPHITE. 

The  Geological  Survey  of  Canada  in  its  report  for  1896  gives  the  pro- 
dactions  of  graphite  in  Canada  for  a  series  of  years.  From  the  figures 
of  i)roduction  for  1896  and  past  years,  given  in  the  table  below,  it  will 
be  seen  that  the  graphite  industry  of  Canada  can  hardly  be  said  to  be 
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well  established,  both  the  amoants  and  valae  per  ton  showing  great 
variations. 

Annual  production  of  graphite  in  Canada  since  1SS6. 


Calendar  year. 


a  Exports. 

The  average  value  per  ton  for  the  first  three  years  given  in  the  table 
is  aboat  $8.  After  that  a  considerable  rise  is  evident.  The  reason 
for  this  is  to  be  fonud  in  the  fact  tbat  in  1889  the  Qaebec  mines  began 
to  contribate  to  the  total,  while  previously  the  only  prodaction  had 
been  that  of  low-grade  mineral  in  New  Brunswick.  The  Quebec  prod- 
uct, being  in  general  more  highly  prepared,  brought  an  average  price 
per  ton  varying  from  $60  to  $80,  thus  raising  the  average  value  of  the 
whole  product. 


PRODUCTION  IN  OTHER  COUNTRIES. 

The  principal  foreign  producers  of  graphite  of  which  the  statistics 
are  obtainable  are  Germany,  Italy,  Austria-Hungary,  and  the  island  of 
Ceylon.  The  production  from  these  countries  for  four  years  has  been 
as  follows : 

Production  of  graphite  in  other  countries,  in  metric  tons. 


Countrv. 


1893. 


Germany 

Italy 

Austria-HiiDgary 
Ceylon 


3,465 
23,806 


1894. 


3, 133 

1,575 

24, 121 

10, 718 


1895. 


1896. 


3, 751 

2,657 

28,443 

13, 711 


5,248 
3, 118 


10,463. 
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In  addition  to  the  above  the  followiug  countries  contribate  a  compar- 
atively small  amoant:  Eassia  produced  164  metric  tons  in  1891,  82 
tons  in  1892,  and  311  tons  in  1894;  Japan  reported  a  product  of  4,500 
metric  tons  in  1890,  but  only  46  tons  in  1893,  and  none  since  1893; 
India  produced  1,623  tons  in  1894,  France  13  tons  in  1895,  and  Great 
Britain  41  tons  the  same  year.  The  principal  sources  from  which  our 
imports  are  received  are  given  in  the  reports  of  the  Bureau  of  Statistics 
of  the  Treasury  Department.  During  the  fiscal  year  ending  June  30, 
1897,  we  received  from  British  East  Indies  (including  Ceylon)  10,592 
long  tons,  nearly  90  per  cent  of  the  total  imports.  Germany  exported 
45  long  tons  to  this  country,  Italy  153  long  tons,  and  Canada  270  long 
tons,  while  912  tons  were  received  from  Mexico. 


MINERAL  PAINTS. 


By  Edwabd  W.  Parker. 


MINERAIiS  USED  AS  PIGMENTS. 

The  mineral  substances  incladed  under  this  heading  are  those  which 
are  mined  and  prepared  primarily  as  pigments.  They  consist  of  iron 
ores  (usually  hematites)  which  are  ground  and  used  in  the  manufacture 
of  red  and  brown  pigments,  and  which  are  not  included  in  the  produc- 
tion of  iron  ores  for  iron  making;  clay  and  other  earths  containing 
iron,  used  in  making  yellow  and  brown  pigments,  such  as  ocher,  umber, 
sienna,  etc.;  barytes  (barium  sulphate)  or  <^ heavy  spar,"  used  as  a  sub- 
stitute for  or  an  adulterant  of  white  lead;  slate,  or  shale;  soapstone; 
asbestos;  graphite,  and  a  pure  form  of  gypsum  producing  terra  alba. 
All  of  these  pigments  are  made  directly  from  the  crude  minerals  and 
may  be  considered  natural  pigments.  It  is  not  always  possible,  how- 
ever, to  segregate  the  amount  of  soapstone,  asbestos,  and  graphite 
which  goes  into  paint,  and  reports  of  the  mineral  paint  product  are 
therefore  partially  included  in  the  papers  relating  to  those  materials. 
Venetian  red,  obtained  from  iron  sulphate  by  roasting,  is  also  included 
among  the  mineral  paints,  as  the  amount  of  iron  so  consumed  is  so 
small  when  compared  with  the  iron  product  that  it  would  not  affect  the 
total.  Zinc  white  is  produced  directly  from  the  ores,  and  properly 
belongs  in  the  product  of  pigments. 

To  the  above  should  be  added  the  preparations  made  from  pig  lead, 
namely,  white  lead,  red  lead,  litharge,  and  orange  mineral;  also  ver- 
milion, made  from  quicksilver;  chrome  yellow,  made  from  potassium 
bichromate;  blanc  fixe,  made  by  treating  barium  carbonate  with  sul- 
phuric &cid  and  precipitating  artificial  barytes.  The  bases  from  which 
these  pigments  are  obtained  are  included  in  the  production  of  pig  lead, 
quicksilver,  chromium,  etc.,  and  the  pigments  themselves,  being  the 
results  of  chemical  decomposition  and  combination,  are  not  grouped 
among  the  <<  mineral  paints,"  although  the  statistics  are  treated  in  this 
chapter.  It  has  also  been  customary  to  treat  barytes  separately. 
This  custom  is  adhered  to  in  this  report. 

PRODUCJTION. 

As  shown  in  the  following  table,  the  pigments  classed  among  mineral 
paints,  and  whose  production  is  not  included  elsewhere,  are  ocher, 
umber,  sienna,  metallic  paint  (iron  ore),  slate,  soapstone,  Venetian  red, 
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and  zinc  white.  The  prodaction  in  1897  also  includes  2,000  tons  of 
graphitic  shale  shipped  from  Gartersville,  Georgia,  which  was  used  for 
the  purpose  of  coloring  fertilizers. 

The  amount  of  mineral  pigments  produced  in  the  United  States  in 
1897  exceeded  that  of  any  previous  year  in  our  history,  though  the 
value  of  the  product  in  1897  was  less  than  that  of  1892 — ^the  greater 
value  in  that  year  being  due  principally  to  a  larger  reported  production 
and  value  for  zinc  white.  The  production  of  all  kinds  of  mineral  pig- 
ments increased  from  68,032  tons  in  1896  to  85,913  tons  in  1897,  a  dilfer- 
erence  of  17,881  short  tons,  or  about  26  per  cent.  The  value  increased 
$592,838— from  $1,952,955  to  $2,545,793— a  gain  of  30  per  cent,  the 
comparative  gain  in  value  being  due  to  an  increase  of  5,000  tons  ia  the 
X)roduction  of  zinc  white.  Except  for  this  increase  of  zinc-white  pro- 
duction, there  would  have  been  a  comparative  decline  m  value,  due  to 
the  inclusion  in  the  production  for  1897  of  2,000  tons  of  graphitic  shale, 
used,  as  previously  stated,  for  coloring  fertilizers,  and  which  was  valued 
at  only  $3  per  ton.  This  product  has  not  been  reported  previously. 
Its  low  price,  $3  per  ton,  is  less  than  one-third  that  of  mortar  color, 
which  is  the  lowest-priced  pigment  heretofore  considered. 

The  statistics  of  ocher  production  in  1897  show  a  somewhat  better 
condition  than  existed  in  1896.  The  quantity  of  the  output  in  1897 
(14,006  short  tons)  was  not  materially  different  from  that  of  the  preced- 
ing year,  when  it  was  14,074  short  tons.  The  value,  however,  increased 
from  $136,458  in  1896  to  $162,764  m  1897,  a  gain  of  $26,306,  or  nearly 
20  per  cent.  The  average  price  for  ocher  In  1896  was  unusually  low, 
having  declined  to  $9.70  per  ton  as  compared  with  $11.50  in  1895, 
$9.92  in.  1894,  and  $12.30  in  1893.  In  1897  the  average  price  was 
$11.62  per  ton,  the  highest  since  1893,  and  nearly  $2  per  ton  more 
than  in  1896. 

There  was  an  increased  production  of  metallic  paint  in  1897,  the 
amount  being  1,894  tons  more  than  in  1896,  but  the  steady  decline  in 
values  since  1893,  noted  in  the  preceding  volume,  not  only  continued  in 
1897,  but  was  more  pronounced  than  in  any  year  since  1894.  The 
average  price  per  ton  realized  in  1897  was  $11.24,  93  cents  less  than  in 
1896,  $1.05  less  than  in  1895,  and  $1.23  less  than  in  1894.  The  produc- 
tion of  mortar  colors  decreased  1,423  short  tons — f^om  9,660  tons  in 
1896  to  8,237  tons  in  1897.  The  price  per  ton  declined  from  $9.28  to 
$9.17. 

The  production  of  Venetian  reds  in  1897  more  than  trebled  that  of 
1896,  and  was  nearly  treble  that  of  1895.  In  the  face  of  such  an 
increased  output  the  decrease  in  the  price  per  ton  from  $22.68  in  1896 
to  $21.67  in  1897  is  remarkable  only  for  being  so  slight. 

Zinc-white  production  increased  from  20,000  short  tons  in  1896  to 
25.000  short  tons  in  1897.  with  a  proportionate  increase  in  value. 

The  production  of  umber  and  sienna  both  showed  considerable 
increases  in  1897.    The  output  of  the  former  was  480  tons  against  165 
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tons  in  1896,  while  the  value  per  ton  advanced  from  $16.04  to  $16.89. 
The  production  of  sienna  increased  from  395  to  620  tons,  while  the  value 
per  ton  increased  from  $13.71  to  $17.11.  Slate  ground  for  pigment 
amounted  in  1896  to  4,795  tons,  and  in  1897  4,666  tons,  the  value  per 
ton  increasing  from  $9.35  to  $10. 

The  production  of  mineral  paints  for  the  last  five  years  has  been  as 
follows: 

•  Froduction  of  mineral  paints  since  189S, 


1893. 


Kind. 


Ocher 

Umber 

Sienna 

Metallic  paint.  \ 
Mortar  color  . .  j 
Venetian  red . . . 

Zinc  white 

Mineral  black . . 

SoapRtone 

Slate 

Other  colors 

Total  .... 


Short 
tons. 


10, 517 
480 
150 

19,960 

3,214 

24,059 

70 

100 

3,183 

50 


61,783 


Value. 


$129, 393 
7,560 
4,875 

297,289 

64,400 

1,804,420 

840 

700 

24,727 
600 


2,334,804 


Khid. 


Ocher 

Umber 

Sienna 

Metallic  paint 
Mortar  color.. 
Venetian  red . . 

Zinc  white 

Mineral  black. 

Soapstone 

Slate  

Other  colors  .. 


18M. 


Short 
tons. 


9,768 

265 

160 

[15, 225 

[10, 150 

2,983 

19,987 

650 

75 

2,650 


Value. 


1805. 


Sbort 
tons. 


$96,935 

8,830 

8,250 

189,922 

94,961 

73,300 

1, 399, 090 

14,000 

525 

21, 370 


12,045 
320 
275 

17, 315 

11,544 
4,595 

20,710 

(«) 
270 

4,331 


Vahie. 


$139, 328 

4,350 

6,960 

212, 761 

106,381 

102,900 

1,449,700 

W 
3,200 
45,682 


61, 913       1, 897, 183  |  71, 405 


2,071,252 


Total 


18M. 


Short 
tons 


14,074 

165 

395 

14,805 

9,660 

4,138 

20,000 

(a) 


4,795 


68,032 


Value. 


$136, 458 

2,646 

5,416 

180,134 

89,600 

93,866 

1, 400, 000 

(«) 


1897. 


Short 
tons. 


44,835 


1, 952, 955 


14,006 

M,080 

620 

16,699 

8,237 
13.603 
25,000 

(a) 
2 

4,666 
o2,000 


85,913 


Value. 


$162, 764 

11, 710 

10, 610 

187, 694 

75, 570 

294,744 

1, 750, 000 

(«) 
20 

46,681 

6,000 


2, 545, 793 


a  Included  in  slate. 


6  Includes  600  tons  of  "  Spanish  brown." 


e  Graphitic  shale. 
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OCHEB,  TJMBEB,  AND  SIENNA. 

Ociier  is  an  impure  hy drated  oxide  of  iron  or  silicate  of  alumina  col- 
ored by  iron.  Its  color  ia  usually  yellow,  but  sometimes  red  or  brown. 
The  commoQ  form  ot  ocbernsed  commercially  ait  a  pigment  is  yellow  in 
color,  but  of  a  great  variety  of  shades,  beauty,  and  opacity.  Umber  and 
sienna  dift«r  in  conipositiou  from  oclier  iu  that  manganese  is  present  in 
additJou  to  oxide  of  iron.  Raw  amber  is  nsed  by  painters,  as  a  brown 
color.  Bnrut  nmber  is  of  somewhat  richer  and  redder  tinge  than  the 
raw,  and  ia  very  x>opnlar.  Bienna  may  be  said  to  come  between  the 
other  two.  Used  raw  it  is  of  a  brownish-yellow  hue.  When  bnrnt  a 
redder  tinge  is  developed,  which  makes  a  pigment  of  a  rich  rnsset  brown. 

These  pigments  are  notable  not  only  for  their  stability  of  color,  bat 
because  they  may  be  used  with  either  oil  or  water  as  a  vehicle  for  paint- 
ing, in  frescoing,  and  in  the  manufacture  of  wall  paper  and  other  colored 


PRODUCTION. 

Ocher  was  produced  in  eleven  States  during  1897,  viz:  Alabama, 
Califoi-uia,  (leorgia,  Iowa,  Kansas,  Maryland,  Hissoari,  New  Tork, 
Pennsylvania,  Vermont,  and  Virginia.  In  each  of  these  States,  ex- 
cepting Georgia,  Pennsylvania,  and  Vermont,  there  were  only  one 
or  two  producers,  and  the  output  of  the  other  eight  States  is  cotg- 
btned  in  order  not  to  divulge  individual  statistics.  The  three  States 
mentioned  produced  more  than  two  and  one-half  times  the  output 
of  the  other  eight  States.  Pennsylvania  alone  produced  nearly  one- 
half  the  entire  output. 

Umber  and  sienna  were  produced  in  three  States — ITew  Tork,  Peou- 
sylvania,  and  Missouri,  Pennsylvania  producing  more  than  nine-tenths 
of  the  former  and  more  than  one-half  of  the  latter.  Maryland  is 
credited  with  600  tons  of  Spanish  brown,  a  product  not  reported  from 
any  other  locality. 

The  following  tables  show  the  production  of  ocher,  umber,  and  sienna 
daring  1896  and  1897  by  States: 

Production  of  other  in  1896  anil  7^97,  \>9  Slaltt. 


Stale, 

18»«. 

1 

Short  to-. 

v.... 

Short  to-.. 

V..,.,. 

Geor  ia 

2,981 
2,926 

«28,005 
26,818 

2,608 

6,825 

693 

3,880 

$36,600 
81,325 
7,739 
37,100 

8,167 

81,635 

14,071 

136,458 

U,006 

162,764 
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Year. 


1896 
1897 


Umber. 


Short  tons. 


165 
a  1,080 


Value. 


Sienna. 


Short  tons. 


$2,646 
11, 710 


395 
620 


Valae. 


$5,416 
10, 610 


alnclodea  600  tons  SlMmish  brown  from  Maryland. 

For  the  purposes  of  comparison  tbe  production  for  the  past  nine 
years  is  shown  in  the  following  table.  Prior  to  1880,  when  the  statis- 
tics were  compiled  for  the  Eleventh  Census,  the  production  for  each 
State  was  not  published : 

Prodnoiion  of  oeker,  umher,  and  Henna  from  1889  to  1897,  by  States, 


State. 

1888. 

1890. 

1891. 

Quantity. 

Value. 

Qoantity. 

Value. 

Quantity. 

Value. 

Alnhama 

Short  Umi. 

336 

50 

2, 512 

616 

80 

$3,500 

150 

29,720 

12,000 

750 

Short  tons. 
350 
1,000 
800 

$4,100 
15,000 
12,800 

Short  tons. 
524 

$5,840 

Colorado 

Qeonria 



600 

9,000 

Maryland 

MaBsacbusetts  . . . 
Missouri 

300 
2,200 

2,700 
30,000 

300 

1,850 

600 

2,700 

27,500 

7,200 

New  Jersey 

New  York 

365 
4,173 

4,493 
61,458 

Pennsylvania 

Vermont 

7,922 

1,884 

1,658 

100 

103,797 

7,800 

18,755 

1,000 

4,535 

935 

1,950 

56,588 
11,095 
29,900 

Virginia  

1,367 

22,972 

Wisconsin 

Other  States 

o7,000 

84,000 

a7,000 

84,000 

Total 

15, 158 

177,  472 

17,555 

237, 523 

18,294 

233,823 

a  Includes  all  of  Maryland  and  estimated  product  of  some  firms  in  other  States  not  reporting. 
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Production  of  ocher,  umheTf  and  nenna  from  1889  to  1897,  by  States — Continued. 


State. 

1892. 

1803. 

18M. 

Quantity. 

Value. 

Quantity. 

Value. 

Qnantity. 

Value. 

Alabama 

Georgia 

Maryland 

Massacbnsetts . . 

Missouri 

New  Jersey 

Pennsylvania  .. 

Vermont 

Virginia 

Otber  States  . . . 

Short  tont. 

375 

1,748 

1,000 

46 

1,922 

175 
7,055 

544 
1,500 

$4,050 
26,800 
10,000 
418 
28,220 

3,600 
90,755 

5,731 
23,500 

Short  torn. 
350 
2,600 

$3,000 
39,000 

Short  tons. 

1,690 

$17, 840 

'. 

555 

5,413 

1,800 

23,160 

5,375 
523 

71, 575 
5,280 

4,975 
336 

47,830 
3,384 

a  1,744 

17,560 

51,392 

11,801 

Total  .... 

14, 3a5 

193, 074 

11, 147 

181 

141,828 

10, 193 

104, 015 

Stat«. 

la 

»5. 

m. 

18»7. 

Qnantity. 

Value. 

Quantity. 

Value. 

Quantity. 

Value. 

Georgia 

Pennsylvania  .. 
Vermont 

Short  tons, 
2,105 
c7,395 

$31,080 
85,600 

Short  tons. 
2, 981 
c3,486 

$28,005 
34,880 

Short  tons. 

2,608 

7,595 

693 

4,810 

$36,600 

95,245 

7,739 

45,500 

185,084 

Otber  States d.. 

Total  .... 

1 

3,140 
12,640 

33, 948 

8,167 
14,634 

81,635 

150, 628 

144,520 

15,706 

aIncludeH  Kentucky,  Maryland,  MaMaaclinsetts,  and  Virginia. 

h  Includes  Alabama,  Kentucky,  Maryland,  Maaaachuaetts,  Virginia,  and  Wiaconein. 
e  Includes  Missouri's  and  New  York's  product  of  umber  and  sienna. 

d Includes  Alabama,  California,  Iowa,  Maryland,  Missouri,  New  York,  Vermont,  Virginia,  and 
Wisconsin. 

Annual  xfroductioH  of  ocher,  etc.,  since  1884, 


Year. 

Quantity. 

Value. 

Year. 

Quantity. 

Value. 

1884 

Short  tons. 

7,000 

3,950 

6,300 

8,000 

10,000 

15,158 

17, 555 

1 

$84,000 
43, 575 
91,850 
75,000 

120,000    1 

177, 472 

237, 523 

1 

1891... 

Short  tons. 
18,294 
14,365 
11, 147 
10, 193 
12,640 
14,634 

$233,823 
193, 074 
141,828 
104, 015 
150,628 
144, 520 
185,084 

1885 

1892 

1886 

1893 

1887 

1894 

1888 

1895 

1889 

1896 

1890 

1897 

15,706 
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IMPORTS. 

The  following  tables  show  the  amount  and  valne  of  ochers,  etc.,  from 


1867  to  1897 : 


OcheTf  etc.,  imparted  from  1867  to  18SS. 


Fiscal 
year  end- 
ed June 
30— 

All  j^ronnd  in  oil. 

Indian  red  and  Spanish 
brown. 

Mineral  French, 
and  paris  green. 

Other,  drj-,  not  other- 
wine  Mpecifled. 

Quantity. 

Valne. 

Quantity. 

Value. 

Quantity. 

Value. 

Quantity.  . 

Value. 

Pounds. 

Pounds. 

Pounds. 

Pounds. 

1867..      11.2173 

$385 

$35,374 
11,165 

$2,083 
500 

1. 430, 118 

$9,923 
32, 102 

1868.. 

6,949 
65,344 

333 

3, 670, 093 
5, 379, 478 

18^9.. 

2,496 

2, 582, 335 

31, 624 

8,369 

2,495 

39,546 

1870.. 

149, 240 

6,042 

3, 377, 944 

41,607 

9,618 

3,444 

3, 935, 978 

32, 593 

1871.. 

121,080 

4, 465 

2, 286, 930 

40,663 

33,488 

11,038 

2, 800, 148 

24,  767 

1872.. 

277, 617     9, 225 

2, 810, 282 

38,763 

41,422 

10,341 

5, 645, 343 

56,680 

1873.. 

94,  245     3, 850 

135,360 

2,506 

34,382 

8,078. 

• 

3, 940,  785 

51, 318 

1874..      98,176 

4,623 

263,389 

3,772   102,876 

18, 153 

3, 212,  988 

35,365 

1875..    280,517 

12,352 

646,009 

9,714  1  64,910 

13,506 

8,282,415 

37,929 

1876.. 

63,916 

3,365 

2, 524, 989 

19, 555     21, 222  '  5. 385 

3, 962, 646      47, 405 

1877.. 

41, 718 

2,269 

2, 179, 631 

24,218     27,687  ,  6,724 

3, 427. 208      32, 924 

1878..      25,674 

1,591 

2, 314, 028 

23, 677 

67,655   14,376 

3, 910, 947 

33, 260 

1879.. 

17,649 

1,141 

2, 873, 550 

26,929 

17,598     3,114 

3, 792,  a50      42, 563 

1880.. 

91,293 

4,233 

3,  a55, 920  1  32, 726 

16, 154 

3,269 

4, 602, 546      52, 120 

1881.. 

99.431 

4,676 

3,201,880     30,195 

75,465  1 14, 648 

3,414,704      46,069 

18^%. 

159, 281 

7,915 

3, 789, 586     34, 136 

18,293 

2,821 

5, 530, 204      68, 106 

1883  a 

137, 978 

6,143 

1,549,968  1  1.3,788 

6, 972         885 

7, 022, 615 

90,593 

a  Since 

1883  classifled  as  "  dry  "  and  '* 

ground  in  oil." 

Imports  of  ocher  oj 

r  all  kinds  from  li 

^S4  to  18 
1. 

97. 

\                  Dry. 

1 

Ground  inoi 

Total. 

1  ear  (^nued — 

Quantity.     *     Value. 

j 

Quantity. 

Valne. 

Quantity. 

Value. 

Pound». 

Pound*. 

. 

Pounds. 

June  30, 1884.. 

6, 164, 359 

$63,973 

108,966 

$4,717 

6, 273, 325 

$68,690 

1885..  1  4,983,701 

51, 499 

79, 666       3, 616 

5, 063, 363 

55, 115 

Dec.  31,  1886. .    4, 939, 183       53, 593 

112,784  j     6,574 

5, 051, 967 

60, 167 

1887.- 1  5,957,200       58,162 

54, 104       7, 337 

6,011,304 

65,499 

1888.. 

6,574,608       64,123 

43, 142 

9,690 

0, 617, 750 

73, 813 

1889.. 

5,540,267  !    52,502 

51,063 

9, 072 

5, 591, 330 

61, 574 

1890.. 

1 

6, 471, 863 
6, 299, 096 

71, 953 
68.312 

1891.. i  6,246,890 

63,040 

52,206 

5,272 

1892.. 

8, 044, 836 

97,946 

49, 714 

5,120 

8, 094, 550  ^  103, 066 

1893.. 

6, 225, 789 

55, 074 

52, 468 

3,354 

6, 278, 257       58, 428 

1894.. 

4, 937, 738 

45, 276 

22,387 

2,100 

4, 960, 125       47, 376 

1895.. 

7, 107, 987 

56, 020 

41. 153 

2,239 

7, 149, 140 

58, 259 

1896..'  8,954,252 

68,196 

27, 023 

1,561 

8, 981, 275 

69, 757 

1897- . 

a7, 720, 

075 

59,27 

2 

20 

,123 

1 

,000 

7 

,  740, 198 

60,272 

a  Includes  241,452  pounds  entered  as  crude  and  1,416,587  pounds  powdered. 
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Imports  of  umber  from  1867  to  1897, 


Year  eii<le<l — 

Quantity. 

Value. 

1 

Tear  ended— 

Quantity. 

Value. 

Pound*. 

PoundM. 

June  30,1867.. 

2, 147, 342 

$15, 946 

Jane  30,1883.. 

785,794 

$8,419 

1868.. 

345,173 

2,750 

1884.. 

2, 946, 675 

f     20,654 

1869.. 

570, 771 

6,159 

1885.. 

1, 198, 060 

8,504 

1870.. 

708, 825 

6,313 

Dec.  31,  1886.. 

1,262,930 

9,187 

1871.. 

470, 392 

7,064 

1887.. 

2, 386, 281 

16,536 

1872.. 

1, 409, 822 

18, 203 

1888.. 

1, 423, 800 

14,684 

1873.. 

845,601 

8,414 

1889.. 

1, 555, 070 

20,887 

1874.. 

729,864 

6,200 

1890.. 

1, 556, 823 

19,329 

1875.. 

513, 811 

5,596 

1891.. 

633,291 

6,498 

1876.. 

681,199 

7,527 

1892.. 

1,028,038 

6,256 

1877.. 

1, 101, 422 

10, 213 

1893.. 

1, 488, 849 

16,636 

1878.. 

1, 038, 880 

8,302 

1894.. 

632,995 

6,275 

1879.. 

986, 105 

6,^9 

1895.. 

.  al,  560, 786 

13, 075 

1880.. 

1, 877, 645 

17,271 

1896.. 

&689,075 

8,360 

1881.. 

1, 475, 835 

11, 126 

1897.. 

cl,  447, 889 

14, 479 

1882.. 

1,923,648 

20,494 

! 

a  Includea  6,137  pounds  ground  in  oil  and  1,554,649  pounds  dry. 

b  Includes  5,292  pounds  ground  in  oil  and  683,783  pounds  dry. 

c  Includes  14,471  pounds  ground  in  oil  and  1,483,418  pounds  dry— crude  or  powdered. 


Imports  of  Sienna  since  1S9S. 

Dry. 


Year  ended — 


Dec.  31, 1893 
1894. 
1895. 
1896. 
1897. 


Ground  in  oil. 


Quantity. 


Pounds. 
1, 626, 536 
337,909 
456, 861 


580, 468 


Value.      I    Quantity 


Value. 


$138,889 

9,424 

11,021 


12,340 


Poundt, 
5,857 
18,877 
6,576 


7,058 


$610 
895 
501 
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The  foUowiDg  table  indicates  the  oatpat  of  ocher  in  some  of  the  prin- 
cipal prodacing  countries  for  years  for  which  comparable  statistics  are 
available.  France  leads  in  amount,  with  the  United  States  second,  the 
positions  being  reversed  when  the  valae  is  taken.  The  United  King- 
dom is  third  and  the  Oerman  Empire  fourth  both  in  amount  and  value 
of  the  product: 

Froduoiion  of  ocker  in  principal  producing  countries  from  1893  to  1897, 


Year. 

United  States. 

i 

United  Kingdom. 

France. 

German  Empire. 

Short  tons. 

11, 147 
10, 193 
12,640 
14,634 
15,706 

Value. 

$141, 828 
104, 015 
150,628 
144,520 
185,064 

Short  tons. 

Value. 

Short  tons. 

Value. 

Short  tons. 

Value. 

1893  . 

1894  . 

1895  . 
1896. 
1897. 

11,798 
9,538 
8,540 

11,078 

$67, 318 
68,094 
82,397 
99.737 

36,456 
30,304 

$142, 756 
125,164 

9,911 
9,918 

$25,297 
26,227 

Year. 

Canada. 

Belginm. 

Spain. 

Cyprus. 

Short  tons. 

Valae. 

Short  tons. 

Value. 

Short  tons. 

Value. 

Short  tons. 

Value. 

1893. 
1894  . 
1895. 
1896. 

1,070 

611 

1,339 

2,362 

$17, 710 

8,690 

14,600 

16,045 

1,408 
400 
800 

1,120 

$1,351 

965 

1,930 

2,702 

1,135 
132 
224 
234 

$685 
232 
760 
820 

1,714 
1,500 
3,240 

$3,822 
3,293 
6,955 

METAIililC    PAINT. 

Including  the  portion  of  the  product  used  ^br  mortar  color,  the 
amount  of  hematite  iron  ore  ground  for  pigment  in  1897  was  24,936 
short  tons,  against  24,465  short  tons  in  1896.  Deducting  the  produc- 
tion of  mortar  color,  of  which  tnere  were  9,660  tons  in  1896  and  8,237 
tons  in  1897,  the  output  of  metallic  paint  in  1897  was  16,699  short  tons, 
compared  with  14,805  short  tons  in  1896 — an  increase  of  1,894  short 
tons,  or  about  13  per  cent.  The  total  value  of  the  metallic-paint  prod- 
uct increased  from  (180,134  to  (187,694,  a  gain  of  only  4  per  cent  as 
compared  with  an  increase  of  13  per  cent  in  the  product.  The  note- 
worthy feature  of  the  metaliic-paiut  industry  in  1897  was  the  decline  in 
price.  Prices  have  been  unsatisfactory  'and  steadily  declining  since 
1893,  when  the  average  price  realized  was  914.89  per  short  ton,  and 
this  included  the  amount  and  value  of  the  mortar  colors  produced  that 
year.  The  mortar-color  pigment  is  usually  a  lower  grade  of  material 
than  that  used  for  metallic  paint,  so  that  if  any  separation  had  been 
made  in  1893  the  average  price  for  metallic  paint  would  doubtless  have 
been  more  than  the  figures  stated.  In  1894  the  average  price  for 
19  GEOL,  PT  6,  VOL  2 41 
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metallic  paint  aloue  was  (12.47,  or  (2.42  less  than  tbe  combined  aver- 
age price  in  1893.  In  1895  the  price  Lad  farther  declined  to  $12.29; 
again  to  (12.17  in  1896,  while  in  1897  it  fell  to  J  11.24,  the  lowest  figure 
ever  reached.  The  price  of  mortar  color  also  declined,  but  not  so  much, 
the  average  price  being  (9.28  in  1896  and  (9.17  in  1897. 

The  annual  product  of  metallic  paint  for  the.  past  eight  years  has 
been  as  follows  : 

Production  of  metallic  paint  since  1889,  by  States, 


1889. 


State. 


Colorado 

New  York 

Ohio. 

Pennsylvania  .. 
Tennessee 
Vermont 
Wisconsin 


Product. 

Short  tons. 

90 

3.658 

540 

8,^9 

3,057 


Value. 


1890. 


1891. 


Product. 


Value. 


$2,500 
63,698 
11,123 
128, 036 
24,237 


Product. 


Value. 


'  Short  tom. 

1,  300  !  $22, 100 


Other  States 


Total  a  . . 


21,026     286,294 


5,221 
637 

8,955 

5,386 
500 

2,125 
50 


24,177 


72,952 

16,341 

145, 243 

46,088 

6,000 

31,035 

610 


Short  tons. 


340,369 


7,352 
800 
9,175 
4,000 
400 
2,343 
1,072 


$99,487 
14,500 

134,138 

30,000 

5,000 

ai,  375 

16,955 


25,142 


334,455 


State. 


1892. 


Product. 


New  York 

Ohio 

Pennsylvania 
Tennessee  . . . . 

Vermont 

Wisconsin 

Other  States  . 

Total  a 


Short  tons. 

5,200 

879 

10,  289 

5,000 

400 

2,448 

1,  495 

25,711 


Value. 


$76,500 
17,090 

176, 785 

32,000 

5,000 

33,826 

21,765 


362,966 


1893. 


Product. 


Short  tons. 
3,885 

710 
8,300 
3,000 

338 
2,246 
1,481 


19,960 


Value. 


$57,500 

5,750 

143, 875 

27,500 

4,600 

29,500 

28,564 


297,289 


a  Including  mortar  colors. 
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Produothn  of  metallie paint  since  1889 ^  hy  Slates — Continued. 


State. 


1894. 


1893. 


Prodact. 


Missouri 

New  York 

Ohio 

Pennsylvania 

TeoBessee 

Vermont 

Wisconsin 

Other  States  . 


Short  tons. 


Total 25,375 

Less  mortar  colors. I      10, 150 


Total  metallic  paint 


15,225 


Value. 


Product. 


4,787 

$48,899 

1,006 

13, 516 

8,683 

119, 674 

5,510 

37, 870 

280 

3,500 

3,057 

41,889 

2,052 

19,535 

Short  ton$. 

860 
6,023 


9,098 
5,936 


3,486 
3,456 


284,883 
94,961 


189,922 


28,859 
11, 544 


Value. 


$11, 565 
67, 161 


126,400 
38,602 


44, 476 
30,938 


319, 142 
106,381 


17,  315         212, 761 


State. 


New  York 

Ohio 

Pennsylvania 

Tennessee 

Verniont 

Wisconsin 

Other  States  . 


1896. 


Product. 


Short  tons. 
5,882 
1,346 
4,824 
6,400 


Value. 


$61,800 
11,937 
76, 879 
47,200 


Total 


Less  mortar  colors, 


1,417 
4,596 


18,958 
52,960 


24,465 
9,660 


Total  metallic  paint 14, 805 


269,734 
89,600 


180,134 


1897. 


Product. 


Value. 


Short  totis. 
5,775 
1,626 
7,788 
6,468 


1,627 
1,652 


24,936 
8,237 


16,699 


$59,875 
12,945 

109,030 
43,276 


19,043 
19,095 


263,264 
75, 570 


187,694 


VENETIAN  RED. 

Yeiietiau  red  is  a  bright-red  pigment  obtained  by  roasting  iron  sul- 
phate or  green  vitriol.  The  sulphur  is  driven  off,  leaving  iron  oxide  of 
a  brighter  red  than  that  found  native.  The  amount  of  iron  so  con- 
sumed is  comparatively  small  when  considered  with  the  total  iron 
product,  and  the  venetian-red  product  is  accordingly  included  in  the 
output  of  mineral  paints. 


644 


MINERAL   BE80URCE8. 


The  prodnction  of  Venetian  red  in  1897  shows  a  remarkable  increase 
over  that  of  any  previous  year.  This  increase  was  due  partly  to  an 
increased  output  from  the  manufacturers  who  have  contributed  to  the 
production  in  previous  years  and  partly  to  the  production  of  this  pig- 
ment during  1897  in  two  States,  Illinois  and  Maryland,  from  which  no 
production  had  been  formerly  reported.  The  production  reported  in 
1897  was  nearly  three  times  that  of  1892,  which  year  was  credited  with 
the  largest  previous  production,  and  more  than  three  times  that  of  1896. 
A  slight  decline  from  $22.68  to  $21.67  is  found  in  the  average  price. 

The  annual  production  since  1890  has  been  as  follows: 

Production  of  Venetian  red  since  1890. 


Tear. 

Short  tons. 

Valae. 

Tev. 

Short  tons. 

Value. 

1890 

4,000 
4,191 
4,900 
3,214 

$84,100 
90,000 

106,800 
64,400 

1894 

2,983 

4,595 

4,138 

13,603 

$73,300 

102,900 

93,866 

294,744 

* 

1891 

1895 

1892 

1896 

1893 

1897 

SliATE  GROirNHD  FOR  PIGMENT. 

Including  ^<  mineral  black,^  a  pigment  made  from  the  slate  partings 
and  roofs  in  anthracite  collieries,  the  amount  of  slate  and  shale  ground 
for  paint  in  1897  was  4,666  short  tons,  a  product  less  than  that  of  the 
preceding  year  by  129  tons.  In  the  production  of  this  variety  of  pig- 
ment an  exception  to  the  rule  is  noted,  in  that  the  value  per  ton  in  1897 
was  more  than  that  which  obtained  in  1896.  In  the  former  year  the 
average  price  was  $9.35.  In  1897  it  advanced  to  $10,  but  was  still 
55  cents  less  than  the  price  for  1895. 

The  annual  product  of  pigments  made  from  slate  and  shale  since 
1880  has  been  as  follows: 

Amount  and  value  of  elate  and  ehale  ground  for  pigment  eince  18S0, 


Year. 

Short  toDfl. 

Value. 

Yesr. 

Short  tone.  >      Valae. 

1880 

1,120 
1,120 
2,240 
2,240 
2,240 
2,212 
3,360 
2,240 
2,800 

$10,000 
10,000 
24,000 
24,000 
20,000 
24,687 
30,000 
20,000 
25,100 

1889 

2,240 
2,240 
2,240 
3,787 
3,253 
3,300 
4,331 
4,795 
4,666 

20,000 
20,000 
20,000 
23,523 
25,567 
35,370 
45,682 
44,835 
46,681 

1881 

1890 

1882 

1891 

1883 

1892 

1884 

1893 

1885 

1894 

1886 

1895 

1887 

1896... 

1888 

1897 
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WHITE  liEAD,  ETC. 

The  production  of  white  lead  in  the  United  States  in  1897  was  the 
largest  on  record.  The  same  is  true  in  regard  to  the  production  of  red 
lead.  The  production  of  litharge  in  1897  was  exceeded  by  that  of  only 
one  other  year — ^1895.  The  output  of  orange  mineral  in  1897  was  the 
largest  ever  obtained. 

The  production  of  white  lead,  red  lead,  litharge,  and  orange  mineral, 
dry  and  in  oil,  with  the  value  of  each,  in  1897,  was  as  follows: 

Production  of  white  leadf  etc,  dry  and  in  oil,  in  1897, 


Wbit«  lead. 

Red  lead. 

Ponndii. 

Value. 

Pounds. 

Value. 

1 

Dry 

33, 720, 684 
157, 596,  111 

$1. 376, 932 
8,299,883 

15, 317, 199 

$731, 312 

In  oil  .----. 

Total 

191, 316, 795 

9, 676, 815 

15, 317, 199 

731, 312 

1 

Litharge. 

Oranje  mineral. 

Ponode. 

Valae. 

Pounds. 

Value. 

Dry 

13, 266, 322 

$572,896 

901,560 

$55,468 

*-'»j  ...... ...... .... .... 

The  production  of  white  lead,  red  lead,  litharge,  and  orange  mineral, 
dry  and  in  oil,  with  the  value  of  each,  in  1896,  was  as  follows: 

Production  of  white  lead,  etc,  dry  and  in  oil,  in  1896. 


White  lead. 

Red  lead. 

Pounds. 

Value. 

Pounds. 

Value. 

Dry 

26,638,373 
150, 678, 451 

$1, 058, 555 
7, 313, 033 

11, 432, 166 
30,000 

$530,260 
1,800 

rf  •«-«..  ..■••. ........ 

In  oil 

Total 

177, 216, 824 

8, 371, 588 

11,462,166 

532,060 

1 

Litharge. 

Orange  mineral. 

Founds. 

Value. 

Pounds. 

Value. 

Dry 

12,  980, 221 

$539,700 

539,700 

$33,132 

■*-^*j  ..--.. ...... .... .... 
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As  will  be  seen  by  the  above  tables,  there  was  an  increase  of  aboat 
14,000,000  pounds  in  the  production  of  white  lead  in  1897  over  1896, 
the  increase  being  nearly  equally  divided  between  the  output  of  "  dry'' 
lead  and  lead  "  in  oil.^  The  production  of  red  lead  in  1897  was  3,855,000 
pounds  larger  than  that  of  1896,  but  only  1,800,000  more  than  that  of 
1895.  Litharge  production  in  1897  was  nearly  300,000  x>ounds  more 
than  in  1890,  but  was  more  than  700,000  pounds  short  of  the  product  in 
1895.  The  product  of  orange  mineral  was  901,560  pounds  in  1897,  an 
increase  of  nearly  70  per  cent  over  the  previous  year. 

The  following  table  exhibits,  with  quantities  expressed  in  short  tons, 
the  annual  production  of  white  lead,  red  lead,  etc.,  for  a  series  of  seven 
years.  Previous  to  1894  the  values  were  based  on  white  lead  in  oil. 
The  statistics  for  the  past  four  years  include  the  amount  of  lead  sold, 
dry  and  in  oil,  with  the  value  in  the  condition  in  which  it  was  sold. 

Production  of  white  lead,  etc,  for  aecen  years. 


1891. 


1892. 


1893. 


Short 

tOUB. 


Value. 


White  lead  . . 

Red  lead 

Litharge 

Oraoge    min- 
eral  


78, 018 
4,607 
5,759 

?30 


Short 
tons. 


Valae. 


$10, 454, 029  I  74, 485 
591,730  '    6,122 


720,925 


43,300 


5,764 


395 


$8, 733, 620 
757,  787 
611,726 

60,170 


Short 

tOUH. 


Value. 


72, 172  !  $7, 695, 130 


6.377 
11, 757 

217 


732,968 
1, 154, 819 

32,  893 


1894. 


Short 
tons. 


Value. 


76,  343     16, 623, 071 


6,465 
5,652 

319 


623,021 
495,406 

43, 617 


1895. 


1896. 


1897. 


Short 
tons. 


Value. 


White  lead 90,513 

Red  load |  6,756 

Litharge i  6, 987 

Orange  mineral i  366 


$8,723,632  j 
628, 133  I 
601,267 
44, 740 


Short 
tons. 


88,608 

5.731 

0,490 

270 


Value. 


$8,371,588 

532,060 

539. 700 

33, 132 


Short 
tons. 


95.658 

7,659 

6,633 

451 


Valu<». 


$9, 676, 815 

731, 312 

572,896 

55,468 


The  annual  production  of  white  lead  since  1881  has  been  as  follows: 


Production  of  white  lead  in  the  United  States  since  1S84. 


Short  tons. 

1884 65,000 

188.5 '     (30,000 

1886 60,000 


1887, 
1888, 
1889. 
1890, 


p., 


/0, 000 
84,000 
80,000 
77, 636 


Value. 


$6, 500, 000 

6,  300, 000 
7, 200, 000 

7,  560, 000 
10, 080, 000 

9, 600, 000 
9,  382, 967 


Tear. 


Quantity. 


!  Short  ton*. 


1891 78,018 

1892 74,485 


1893. 
1894. 
1895, 
1896. 
1897. 


72, 172 
76,343 
90,513 
88,608 
95,658 


Value. 


$10, 454,  029 
8, 733, 620 
7, 695, 130 
6, 623, 071 
8,  723, 632 
8,  371, 588 
9, 676, 815 
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The  following  table  shows  the  iiaports  of  white  lead^  red  lead,  litharge 
and  orange  mineral  since  1867: 

Red  lead,  white  lead,  lithargey  and  i}range  mineral  imported  from  1867  to  1897, 


Red  lead. 


White  lead. 


Year  ended- 


Jane  30,  1867. 

1868.^ 

1889.' 

1870. 

1871. 

1872. 

1873. 

1874. 

1875. 

1876. 

1877. 

1878. 

1879. 

1880. 

1881. 

1882. 

1883. 

1884. 

1885. 
Dec.  31,  1886. 

1887. 

1888. 

1889. 

1890. 

1891. 

1892. 

1893. 

1894. 

1895. 

1896. 

1897. 


Quantity. 


Poundt. 

926, 843 

1, 201, 144 

808,686 

1. 042, 813 

1.295.616 

1, 513, 794 

1. 583, 039 

756,644 

1, 048, 713 

749. 918 

387. 260 

170, 608 

143, 237 

217, 03d 

212, 423 

288.946 

249, 145 

265,693 

216, 449 

597,247 

371,299 

529,665 

522,026 

450, 402 

651.577 

812, 703 

854, 982 

947, 873 

1, 764. 274 

1,543.262 

1, 386, 070 


$53,087 
76, 773 
46,481 
54,626 
78,410 
85,644 
99,891 
56,305 
73, 131 
54,884 
28,747 
9,364 
7,237 
10,397 
10.009 
12, 207 
10,503 
10,589 
7,641 
23,038 
16,056 
23,684 
24,400 
20,718 
23,  807 
28,443 
27,349 
29,064 
53, 130 
47,  450 
46,992 


Litharge. 


Orange  mineral. 


Value.  I  Quantity.    Value.  .Quantity.'  Value.  |  Quantity 


Pounda. 

6, 636, 508 

7,533,225 

8, 948, 642 

6,228,285 

8,337,842 

7, 153, 978 

6, 331, 373 

4, 771,  509 

4,354,131 

2, 546, 776 

2, 644, 184 

1,  759, 608 

1,  274, 196 

1,906,931 

1,068,030 

1, 161, 889 

1, 044,  478 

902, 281 

705, 535 

785, 554 

804,320 

627.900 

661,694 

742, 196 

718, 228 

744,838 

686,490 

796,480 

1,897,892 

1, 183, 538 

1,101,829 


$430,805 

455,698 

515, 783 

365. 706 

483,392 

431.477 

408, 986 

323, 926 

295,642 

175, 776 

174, 844 

113, 638 

76,061 

107, 104 

60,132 

64.493 

58,588 

67,918 

40, 437 

57, 340 

58, 602 

49,903 

56,875 

57,659 

40, 773 

40,032 

34. 145 

40,939 

79,887 

52,409 

4o|  crOo 


Poundt. 
230,382 
250.615 
187,333 
97,398 
70.889 
66.544 
40,799 
25,687 
15, 767 
47,054 
40.331 
28,190 
38, 495 
27,389 
63,058 
54,592 
34,850 
54,183 
35,283 
51,409 
35,908 
62,211 
41,230 
48,283 
94,586 
56, 737 
42,582 
38,595 
97,667 
51, 050 
60,984 


Pounds. 


18, 
12, 
7. 
4, 
3, 
3, 
2, 
1, 

2. 
2. 
1, 
1, 
1. 
2, 
2, 
1, 
1, 
1, 
1, 
1, 

Q 

•*, 

1. 

2, 
3, 
1, 
1, 
1, 
2, 
1. 
1. 


941 
225 
767 
442 
870 
396 
379 
450 
950 
562 
347 
499 
667 
222 
568 
191 
312 
797 
091 
831 
302 
248 
412 
146 
108 
811 
310 
064 
812 
615 
931 


Value. 


1,409,601 
1, 385. 828 
1. 386. 464 
1, 689, 367 
1, 359, 651 
1, 486, 042 


$64, 133 
61,360 
58.614 
66,492 
61,027 
67,549 
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PRICES. 

The  following  table  is  of  interest,  as  it  shows  the  average  yearly- 
prices  of  pig  lead  and  white  lead  in  oil  (both  at  l^ew  York)  and  the 
difference  between  the  two  since  1874: 

Average  yearly  neipriceSf  at  Kew  Yorkj  of  pig  lead  and  white  lead  in  oil  since  1874. 

[Per  100  pounds.] 


1874. 
1875. 
1876. 
1877. 
1878. 
1879, 
1880. 
1881. 
1882. 
1883. 
1884. 
1885. 


Pig  lead,  in 
New  York. 

White  lead 

InoiLin 
New  York. 

Differ- 
ence. 

$6.00 

$11. 25 

$5.25 

5. 95 

10.50 

4.55 

6.05 

10.00 

3.95 

5.43 

9.00 

3.57 

3.58 

7.25 

3.67 

4.18 

7.00 

2.82 

5.05 

7.60 

2.55 

4.80 

7.25 

2.45 

4.90 

7.00 

2.10 

4.32 

6.88 

2.56 

3.73 

5.90 

2.17 

3.95 

6.00 

2.05 

1886. 
1887. 
1888. 
1889. 
1890. 
1891. 
1892. 
1893. 
1894. 
1895. 
1896. 
1897. 


Pig  lead,  in 
New  York. 

White  lead 

in  oil,  in 
New  York. 

IHffer- 
ence. 

$4.63 

$6.25 

$1.62 

4.47 

5.75 

1.28 

4.41 

5.75 

1.34 

3.80 

6.00 

2.20 

4.33 

6.25 

1.92 

4.33 

6.37 

2.05 

4.05 

6.39 

2.34 

3.73 

6.03 

2.30 

3.28 

5.26 

1.98 

3.12 

5.05 

1.93 

3.03 

4.90 

1.87 

3.64 

5.00 

1.36 

The  market  for  pig  lead  in  1897  opened  at  3.15  cents  per  pound.  It 
gradually  advanced  until  September,  when  it  reached  4.42^  cents. 
It  then  gradually  declined,  and  at  the  close  of  the  year  was  3.75  cents. 
The  average  for  the  year  was  3.64  cents. 

In  considering  the  variations  between  the  value  of  pig  lead  and  white 
lead  in  oil  allowance  should  be  made  for  the  fluctuations  in  the  value  of 
linseed  oil,  which  enters  largely  into  the  manufacture  of  lead  in  oil. 
The  fluctuations  in  the  price  of  linseed  oil  in  four  years  have  ranged 
from  30  cents  to  59  cents  a  gallon.  The  highest  price  reached  for  lin- 
seed oil  was  in  July,  1895,  and  the  lowest  in  the  early  part  of  1897. 
The  highest  price  for  linseed  oil  in  1897  was  43  cents,  the  closing  figures 
for  the  year.  .  The  fluctuations  in  the  price  of  linseed  oil  in  four  years 
have  been  as  follows,  in  cents  per  gallon : 


1894 
1895 
1896 
1897 


Higheet.  Lowest. 

..         56  50 

59  42 

41  31 

..         43  30 


The  proportions  of  white  lead  and  oil  vary  according  to  trade  require- 
ments, but  on  an  average  100  pounds  of  lead  in  oil  contain  91  pounds 
of  lead  and  9  pounds  of  linseed  oil. 
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ZrN^C  WHITE. 

The  productiou  of  zinc  oxide,  or  zinc  white,  in  the  United  States  for 
the  year  1897  may  be  placed  at  25,000  short  tons,  this  estimate  being 
based  upon  accurate  returns  from  the  leading  producer.  The  estimate 
for  1896  was  20,000  short  tons,  thus  showing  that  an  increase  has  taken 
place.  The  consolidation  in  1896  of  all  the  largest  producers  has  brought 
under  one  progressive  management  practically  the  entire  capacity  of 
the  United  States.  During  the  current  year  plans  are  being  developed 
for  the  ultimate  concentration  in  one  locality  of  the  different  producing 
plants  in  the  East,  the  Passaic,  Lehigh,  and  Kew  Jersey  works,  the 
object  being  to  reduce  coat  by  lower  taxation,  cheaper  fuel,  and  lessened 
expenses  of  management.  The  locality  selected  is  Lehigh  Gap,  Penn- 
sylvania, between  Mauch  Chunk  and  Slatington,  on  the  New  Jersey 
Central  Bailroad.  For  the  present  the  new  works  will  merely  lead  to 
a  gradual  abandonment  of  the  other  plants,  but  the  ultimate  object  is 
the  expansion  of  the  new  plant  in  accordance  with  the  development  of 
the  demand. 

In  the  following  table  is  shown  the  production  of  zinc  white  from 
1880  to  1897  : 

Production  of  zine  white  $inee  1880. 


Year. 


1880. 
1881. 
1882. 
1883. 
1884. 
1885. 
1886. 
1887. 
1888. 
1889. 
1890. 
1891. 
1892. 
1893. 
1894. 
1895. 
1896. 
1897. 


Quantity. 


Short  tons, 
10,107 
10,000 
10,000 
12,000 
13,000 
15,000 
18,000 
18,000 
20,000 
16, 970 


23,700 
27,500 
24,059 
19,987 
.  20,  710 
20,000 
25,000 


Value. 


$763,738 

700,000 

700,000 

840,000 

910,000 

1,050,000 

1,440,000 

1, 440, 000 

1,600,000 

1, 357, 600 

1,600,000 

1,600,000 

2,200,000 

1,804,420 

1,399,090 

1, 449, 700 

1,400,000 

1, 750, 000 
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IMPORTS. 

The  imports  of  zinc  white  in  1897  show  an  increase  of  about  the  same 
proportion  over  1896  as  the  increase  in  production.  The  total  imports 
of  zinc  white,  dry  and  in  oil,  in  1896  amounted  to  4,883,804  pounds, 
and  in  1897  the  imports  amounted  to  6,067,120  pounds,  an  increase  ot 
1,183,316  pounds,  or  practically  25  per  cent.  The  domestic  production 
in  1897  showed  the  same  percentage  of  increase. 

The  following  table  shows  the  amount  of  zinc  white  imported  into 
the  United  States  since  1885 : 


Imports  of  zinc  oxide  from  1885  to  1897 ^  inclusite. 


Year  ended— 


June  30, 1885 
Dec.  31— 

1886.... 

1887.... 

1888.... 

1889.... 

1890.... 


Dry. 

In  oil. 

Pounds. 

Pounds, 

2,  233, 128 

98,566 

3, 526, 289 

79,788  1 

4, 961, 080 

123,216 

1, 401, 342 

51,985 

2, 686, 861 

66,240 

2, 631, 458 

102, 298 

Year  ended— 


Dec.  31, 1891. 
1892 
1893. 
1894. 
1895. 
1896. 
1897. 


Dry. 


Pounds. 
2,  839, 351 
2, 442, 014 
3. 900, 749 
3, 371, 292 
4, 546, 049 
4, 572, 781 
5, 564, 763 


In  oil. 


Total 
value. 


Pounds. 
128, 140 
111,  190 
254,807 

59,291  $122,690 
129,343  !  153,641 
311,023 
502,357 


BARYTES. 


By  Edwaed  W.  Pabeeb. 


PRODUCTION. 

The  amoant  of  crade  barytes  (heavy  spar)  produced  in  the  United 
States  daring  1897  was  26,042  short  tons,  valded  at  $58,295,  an  increase 
of  a  little  more  than  52  per  cent  in  quantity  over  that  of  1896,  but  of 
only  25  per  cent  in  value.  The  average  value  per  ton  realized  in  1897 
was  the  lowest  ever  known.  The  decline  in  price  was  not  entirely  due 
to  a  general  falling  ofif  in  value,  but  was  caused  in  part  by  an  increased 
output  of  low-grade  barytes,  which  sold  for  $1  per  ton  at  the  mines 
and  which  affected  the  general  average.  There  was,  however,  a  mod- 
erate decline  in  all  grades.  Taking  the  total  product  and  value  in 
1897  and  comparing  them  with  those  of  previous  years,  it  is  found  that 
there  has  been  an  uninterrupted  decline  in  price  since  1894.  A  spirit 
of  competition  between  Eastern  and  Western  producers  may  be  held 
responsible  for  any  decline  other  than  that  in  1897  referred  to  above. 
The  general  average  has  declined  from  $3.73  per  ton  in  1894  to  83.17  in 
1895.  $2.72  in  189G,  and  $2.24  in  1897,  the  price  in  1897  being  about  40  per 
cent  less  than  in  1894  and  nearly  18  per  cent  less  than  in  1896.  How 
much  of  the  difference  between  the  prices  in  1896  and  1897  was  due  to 
the  production  of  low-grade  material  and  how  much  to  other  causes  is 
shown  to  some  extent  by  the  fact  that  in  Missouri  the  average  price 
per  ton  in  1897  was  $2.82  against  $2.92  the  previous  year.  About  two- 
fifths  of  the  product  in  1897  was  from  Missouri,  10,440  tons  being  cred- 
ited to  that  State  against  8,768  tons  in  1896.  About  half  of  the  total 
product  in  1896  was  from  the  Eastern  States  of  Virginia  and  North 
and  South  Carolina.  These  States  in  1897  produced  about  15,600  tons, 
nearly  double  their  output  in  1896. 
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The  production  of  crude  barytes  in  the  United  States  since  1882  has 
been  as  follows: 

Production  of  crude  harytes  from  188B  to  1897, 


Year. 


1882 
188^ 
1884 
1885 
1886 
1887 
1888 
1889 


Quantity. 


Short  Uma. 
22,400 
30,240 
28,000 
16,800 
11,200 
16,800 
22,400 
21,460 


Value. 

1 

Average 

price  per 

ton. 

$80,000 

$3.57 

108,000 

3.57 

100,000 

3.57 

75,000 

4.46 

50,000 

4.46 

110,000 

a6.55 

75,000 

3.35 

106, 313 

54.95 

1 

Year. 


1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 


Quantity. 

Value. 

Averaipe 

price  per 

ton. 

Skorttona. 

21, 911 

$86,505 

$3.95 

31,069 

118,363 

3.81 

32,108 

130,025 

4.05 

28,970 

88,506 

3.06 

23,335 

86,983 

3.73 

21,529 

68,321 

3.17 

17,068 

46,513 

2.72 

26,042 

58,295 

2.24 

a  Value  at  St  Louia  and  includes  some  floated  barytea. 

b  Value  includes  floated  barytes  when  sold  first  in  that  form. 


IMPORTS. 

The  following  table  shows  the  imports  of  barytes  into  the  United 
States  from  1867  to  1897 : 

ImporU  of  barytes  from  1867  to  1897. 


Year  ended— 


June  30, 1867 
1868 
1869 
1870 
1871 
1872 
1873 
1874 
1875 
1876 
1877 
1878 
1879 
1880 
1881 
1882 
1883 


Manufactured. 


Quantity. 


Poimdf. 

14, 968, 181 

$141, 273 

2, 755, 547 

26,739 

1, 117, 335 

8,565 

1, 684, 916 

12, 917 

1,385,004 

9,769 

5, 804, 098 

43, 521 

6,939,425. 

53,759 

4, 788, 966 

42,235 

2, 117, 854 

17,995 

2, 655, 349 

25,325 

2, 388, 373 

19,273 

1, 366, 857 

10,340 

453,333 

3,496 

4,924,423 

37, 374 

1, 518, 322 

11, 471 

562,300 

3,856 

411,666 

2,489 

Value. 


Unmanufactured. 


Quantity. 


Pounds. 


Value. 


BARYTE8. 
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Jmparta  of  haryiei  from  1867  to  1897~-Con^uvLed, 


Yeftr  ended — 


Deo.  31, 1884 
1885 
1886 
1887 
1888 
1889 
1890 
1891 
1892 
1893 
1894 
1895 
1896 
1897 


Manniactared. 


Quantity. 


Pouridi. 

Sy  884, 516 

4,095,287 

3, 476, 691 

4, 057, 831 

3, 821, 842 

3, 601, 506 

al,663 

2,149 

1,389 

1,032 

836 

1,629 

2,467 

1,300 


Valae. 


$24, 671 
20,606 
18,338 
19,769 
17,136 
22,458 
16,453 
22,041 
15, 419 
11, 457 
10,556 
17, 112 
23,345 
13,822 


Unmanafactared. 


Qnantity. 


Poundi. 

5, 800, 816 

7, 841, 715 

6, 588, 872 

10, 190, 848 

6, 504, 975 

13, 571, 206 

a  4, 815 

2,900 

2,789 

2,983 

1,884 

2,551 

509 

502 


Value. 


$8,044 

13,567 
8,862 

13,290 
9,037 
7,660 

13,133 
8,816 
7,418 
7,612 
5,270 
7,561 
1,274 
579 


a  Tons  since  1800. 


FULLER'S  EARTH. 


PRODUCTION. 


The  chief  producing  locality  continues  to  be  Quincy,  Florida,  from 
the  mines  already  described  in  previous  reports,  with  a  small  pro- 
duction from  the  localities  indicated  in  the  following  table: 

Production  offuller'a  earth  in  the  United  Statee,  1895  to  1897 ,  inclueive. 


1895.                                     1896.                                      1897. 

Short  tons. 

Value. 

Short  tons. 

1                                        1 
Value.      Short  tons.         Value.        1 

Colorado 

1 

50 

16,863 

200 

$100 

110, 172 

2,000 

Florida 

New  York .... 

6,900 

$41,400 

9,872 

$59,860 

Total  .. 

6,900 

41,400 

9,872 

59,360 

17, 113 

112, 272 

The  total  quantity  was  17,113  tons,  valued  at  $112,272,  in  1897, 
which  was  a  satisfactory  advance  over  the  year  before,  and  gives  rise 
to  the  belief  that  a  few  years  will  see  much  of  the  importation  supplied 
by  domestic  material. 

A  peculiar  chocolate-brown  earth  was  discovered  in  the  neighbor- 
hood of  OcaJa,  Florida,  during  1897,  which  proved  to  have  a  capacity 
for  filtering  lubricating  oils  and  many  other  liquids  superior  to  that  of 
ordinary  American  or  English  fuller's  earth.  The  material  as  exposed 
in  the  sides  of  certain  sinks  was  several  feet  in  thickness,  but  not 
enough  exploratory  work  was  done  to  determine  the  area  of  the 
deposits.  The  material  in  place  resembles  chocolate.  The  following 
chemical  examination  shows  that  it  resembles  fuller's  earth  quite 
markedly,  although  impure  by  containing  sand  and  a  small  amount  of 
organic  matter,  to  which  its  brown  color  is  partly  due,  and  by  carrying 
most  persistently  a  small  percentage  of  phosphate  of  aluminum.  This 
phosphate  of  aluminum  remained  with  the  clay  portion  after  all  the 
sand  and  most  of  the  organic  matter  had  been  removed  by  washing 
with  water.  The  material  has  as  yet  received  no  name.  It  will  proba- 
bly become  an  important  rival  of  fuller's  earth  in  the  future. 
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The  following  analyses  show  the  relation  of  this  material  to  other 
varieties  of  faller's  earth: 

Analyses  of  fuller's  earth  from  England  and  Florida, 


SiOi.. 
AlsOa. 
FeaOa 
CaO.. 
MgO. 
P«06  . 
SO3.. 
NaCl. 
K2O.. 
H«0.. 
H.O.. 


TiOj 
CO,. 


Na,0 


Organic  matter. 


England. 


ISo.  1  (blue 
earth). 


Ptreent. 

52.81 

6.92 

3.78 

7.40 

2.27 

.27 

.05 

.05 

.74 

14.27 


No.  2  (yel- 
low earth). 


Percent, 

59.37 

11.82 

6.27 

6.17 

2.09 

.14 

.07 

.14 

.84 

13.19 


Florida. 


No.  3. 


Percent. 

36.73 

27.78 

3.21 

.81 

.64 

5.54 


.42 

a7.38 

512.14 

1.27 

None. 

None. 

3.61 


a  At  1100. 


b  Above  1100. 


Nebraska. — ^Daring  the  year  samples  of  faller's  earth  from  Valentine, 
Nebraska,  were  examined  and  found  to  compare  quite  favorably  with  the 
faller's  earth  from  Florida  and  from  England.  The  vein  of  it,  however, 
is  reported  as  thin,  and  no  decision  has  been  arrived  at  as  to  whether 
the  material  will  be  put  upon  the  market. 


QUARTZ  AND  FELDSPAR. 


PRODUCTION. 

Although  the  nnmber  of  firms  reporting  for  1897  was  less  than  for 
1896y  still  the  totals  for  the  former  are  larger.  This  is  no  doabt  due  to 
the  increased  activity  in  the  pottery  industry  in  this  country,  l^o  new 
deposits  are  known  to  have  been  opened  up. 

The  following  are  the  figures  of  production  for  1897,  those  for  1896 
being  also  given  for  comparison: 

Produetian  and  value  of  feldspar  in  1896  and  1897 ^  by  States, 


State. 


Conneoticnt 

Maine  and  Pennsylyania 

Massachasetts 

Maryland 

New  York 

Total 


1896. 


Long  tons. 


1,410 
3,360 
1,344 
2,700 
300 


9,114 


Valae. 


$5,050 

12,000 

6,300 

9,300 

2,&50 


35,200 


1897. 


Long  tons. 


6,175 

4,500 

100 


400 


11, 175 


Valne. 


$24,875 

16,575 

450 


1,200 


43,100 


Production  and  value  of  quartz  in  1896  and  1897,  hy  States. 


State. 


Alabama 

Connecticat... 

Maine 

Maryland 

Massachnsetts. 

New  York 

Pennsylyania  . 
WisconBin 


Total 


1896. 


Long  tons.       Valae. 


1,568 
3,136 
5,300 
1,120 


$5,600 
5,376 

10,750 
2,500 


11,124 


24,226 


1897. 


Long  tons. 


1,600 
1,200 

250 
4,300 

500 
1,200 
1,502 
1,500 


Vslne. 


$7,500 
3,000 
525 
4,100 
1,000 
2,100 
1,502 
6,500 


11, 952 


26,227 
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By  A.  O.  Peale. 


PRODUCTION. 

The  list  of  commercial  springs  for  1897  is  the  largest  yet  pablished, 
containing  64  springs  more  than*  the  list  for  1896.  The  namber  of 
springs  actually  added  is  69,  bat  5  springs  were  taken  from  the  list,  as 
they  have  gone  out  of  business  or  have  not  been  heard  from  for  a 
number  of  years.  The  number  of  springs  heard  from  for  1897  is  381, 
just  69  more  than  reported  for  1896.  Many  of  them  were  springs  that 
did  not  report  for  1896,  and  many  of  those  delinquent  for  1897  reported 
for  the  previous  year.  Th^  delinquent  list  contains  60  springs,  and 
they  have  been  estimated,  as  usual,  at  one-half  the  previously  reported 
figures,  except  in  the  cases  where  it  was  reported  that  no  sales  were 
made  in  1897. 

Although  the  list  is  larger  than  for  any  previous  year,  the  production 
falls  below  that  of  1896,  only  two  sections  rejiorting  increased  sales, 
and  in  these  the  increase  is  largely  due  to  the  number  of  new  springs 
added  to  the  list.  The  losses  in  the  remaining  three  sections,  however, 
overbalance  this  gain.  The  total  production  for  1897  is  23,255,911 
gallons,  which  is  2,539,401  gallons  less  than  that  of  1896.  There  is, 
however,  a  gain  in  the  value  of  the  production.  The  total  valuation 
of  the  product  for  1897  is  $4,599,106,  which  is  $462,914  more  than  that 
of  1896.  For  the  last  five  years  the  average  price  per  gallon  has  been 
as  follows:  For  1893, 18  cents;  for  1894, 17  cents;  for  1895,  19  cents; 
for  1896, 16J  cents;  for  1897,  20  cents. 

Considering  only  the  figures  of  the  381  springs  actually  reporting, 
the  decrease  in  production  from  1896  is  1,350,289  gallons,  and  the 
increase  in  valuation  over  that  of  the  previous  year  is  $664,114. 

The  total  number  of  springs  on  our  list  for  the  Korth  Atlantic  States 
for  1897  is  140,  a  net  gain  of  30  springs  over  1896,  as  33  have  been 
added  and  3  dropped.  Eeports  were  received  firom  125  springs,  35 
more  than  in  the  previous  year.  The  increase  in  production,  however, 
is  only  473,376  gallons,  while  its  value  is  $538,021  greater  than  in  1896. 
The  following  springs  are  new  to  the  list  for  1897 : 

Connecticut:  Hartford  Lithia  Spring,  Jndges  Cave  Spring,  Live  Oak  Spring, 
Stillman  Homestead  Springs. 

Maine :  Glenrock  Springs,  Hartford  Cold  Spring,  Seal  Bock  Springs. 

Massachusetts :  Geddes  Mineral  Spring,  Katahdin  Spring,  Linden  Mineral  Spring, 
Myles  Standish  Spring,  Sliawmat  Spring,  Whittier  Spring; 

New  York :  Binghamton  Vichy  Spring,  Crystal  Rock  Spring,  Elixir  Spring,  Hal- 
cyon  Spring,  Kirkland   Springs,  Oliphant's   Mineral   Spring,  Bigney's   Sulphnr 
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Spriogs,  Geyser  Spring  (Saratoga  Springs),  Lincoln  Spring  (Saratoga  Springs), 
Victor  Mineral  Springs. 

Pennsylvania:  Cambridge  Natural  Mineral  Springs,  De  Vita  Mineral  Springs, 
Glen  Sammit  Spring,  J.  W.  Lang  Mineral  Well,  Petticord  Mineral  Springs,  Benny- 
son  Tredyffrin  Springs,  Springboro  Mineral  Springs. 

Rhode  Island :  Holda  Springs. 

Vermont :  Crystal  Spring,  Old  Sweet  Spring. 

Tbe  South  Atlantic  States  gain  6  springs  over  1896.  There  are 
added  7,  and  1  is  dropped,  leaving  the  total  number  for  the  section  at 
80.  Of  these,  68  report  in  1897,  which  is  8  more  than  the  total  num- 
ber reporting  in  1896.  Notwithstanding  this  the  production  is  61,525 
gallons  less,  and  the  total  valuation  $52,691  less  than  in  1896.  The 
following  springs  were  not  on  the  list  for  1896: 

Florida :  Panacea  Mineral  Spring,  Sierra  Madre  Springs. 
Sontli  Carolina :  Bellevne  Mineral  Springs. 

Virginia:  ^tna  Lithia  Springs,  Jefferson  Park  Springs,  Old  Dominion  Lithia 
Springs. 
West  Virginia:  Webster  Springs. 

In  the  Korth  Central  States  the  list  contains  a  total  of  121  springs, 
which  is  a  gain  of  13  from  1896.  Of  these,  7  more  report  in  1897  than 
in  1896.  In  all  104  springs  have  been  heard  from,  but  notwithstanding 
this  increase  in  the  number  of  reports  there  is  a  very  considerable 
decrease  in  the  production,  which  is  1,841,149  gallons  less  than  in  1896. 
The  value  of  this  product  is  $90,125  less.  The  following  springs  are 
new  to  the  list  of  1897: 

Illinois :  Sylvan  Dell  Snlpho-Magnesian  Spring. 

Indiana :  Elliott  or  Willow  Valley  Springs,  Spiceland  Mineral  Springs. 

Michigan :  Bromo-Hygeia  Springs,  Excelsior  Springs,  Moorman  Springs,  Ponce  de 
Leon  Springs,  Sterling  Springs. 

Ohio :  Concord  Crystal  Spring,  Devonian  Mineral  Spring. 

Wisconsin:  Acme  Spring,  Waukesha;*  Minniska  Mineral  Spring,  Waukesha^ 
Sotarian  Spring,  Wankesha. 

The  South  Central  States  are  represented  on  the  list  of  1897  by  43 
spring  localities,  a  net  gain  of  1  over  1896.  Eeports  were  received 
from  36  in  1897,  which  is  2  more  than  were  heard  from  the  previous 
year.  The  production  is  932,310  gallons  less  than  in  1896,  and  its  value 
falls  $126,758  below  that  of  1896.  The  springs  added  to  the  list  are  as 
follows: 

Arkansas :  Baker  Springs. 

Texas :  High  Island  Mineral  Spring,  Farrier  Springs. 

For  the  Western  States  and  Territories  the  gain  to  the  list  is  13 
springs,  and  of  these  48  report,  which  is  17  more  than  were  heard  from 
in  1896.  There  is  also  an  increase  in  production  of  1,117,690  gallons, 
with  an  increased  valuation  of  $302,181.  The  springs  on  the  list  of 
1897  not  in  the  list  of  1896  are  as  follows : 

California:  Adams  Springs,  Bythnia  Springs,  Castle  Rock  Natural  Mineral  Spring, 
Cook's  Springs,  Fonts  Springs,  Highland  Springs,  Madrono  Mineral  Springs,  Mount 
Ida  Mineral  Springs,  Samuel  Soda  Springs. 

Colorado :  Mumford's  Longmont  Medicinal  Well,  Ute  and  Little  Chief  Iron  Springs. 

New  Mexico :  Hudson  Hot  Springs,  Macbeth  Springs. 
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waitn  in  1897,  (y  States  and  TerrUtniea. 


State  or  Territory. 


Alabama 

Arkansas 

California 

Colorado 

Connecticut 

Florida 

Georgia 

Illinois ' 

Indiana 

Iowa 

Kansas 

Kentucky 

Maine 

Maryland 

Massachusetts . . 

Michigan 

Minnesota 

Mississippi 

Missouri 

New  Hampshire 

New  Jersey 

New  Mexico 

New  York 

North  Carolina . 

Ohio 

Oregon 

Pennsylvania. .. 
Rhode  Island... 
South  Carolina . 

Tennessee 

Texas 

Utah 

Vermont 

Virginia 

Washington 

West  Virginia.. 

Wisconsin 

Other  States  (a) 

Total  .... 


Estimated  production  of  springs  not 
reporting  sales 


Grand  total 


Springs 
reporting. 


4 
5 

24 

10 
8 
3 
7 

13 

12 
4 
3 
4 

12 
6 

27 

18 
4 
4 
8 
3 
2 
5 

38 
6 

12 
2 

25 
4 
4 
6 

13 
2 
6 

34 
3 
7 

28 
5 


381 


60 


441 


Product. 


Galloni. 
8,500 

40,010 

1, 216, 057 

1, 179, 820 

92,700 

13,000 

175,500 

228,330 

126,820 

60,150 

20,015 

48,000 

332,917 

171, 100 

3, 176, 140 

579,350 

1,846,600 

194,295 

194, 757 

1, 747, 500 

254,000 

34,400 

2,864,964 

89,015 

347,700 

28,300 

1,007,995 

161,600 

113,100 

81,550 

2,060,292 

8,548 

70,450 

617, 106 

47,750 

40, 742 

2,860,909 

222,300 


22, 362, 282 
893, 629 


23, 255,  911 


Value. 


$17,125 

8,001 

573, 930 

42,950 

6,445 

3,475 

41,300 

17,662 

20,452 

8,025 

1,701 

9,450 

44,298 

22,185 

192,829 

105,907 

36,901 

41,999 

33.183 

1. 281, 260 

188,300 

10,480 

655,707 

24,006 

46,200 

7,160 

215, 463 

9,220 

22,410 

13,865 

38,745 

3,044 

13,845 

216,533 

4,090 

14,058 

444,561 

68,865 


4, 505, 620 
93,486 


4, 599, 106 


aTliese  include  the  States  in  which  only  one  spring  for  each  has  made  a  report.    They  are,  District 
of  Columbia,  Idaho,  Montana,  Nebraska,  and  South  Dakota. 
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Production  of  natural  mineral  water$from  1883  to  189t 


Geographic  division. 


1883. 

North  Atlantic 

Sonth  Atlantic 

North  Central 

Sonth  Central 

Western 

Estimated 

Total 

1884. 

North  Atlantic 

Sonth  Atlantic 

North  Central 

Sonth  Central 

Western 

Estimated 

Total 

1885. 

North  Atlantic 

South  Atlantic 

North  Central 

South  Central 

Western 

Estimated 

Total 

1886. 

North  Atlantic 

Sonth  Atlantic 

North  Central 

South  Central 

Western 

KHtimated 

Total 


Springs 

report* 

ing. 


38 
27 
37 
21 
6 


129 
60 


189 


38 
27 
37 
21 
6 


129 
60 


189 


51 
32 
45 
31 
10 


169 
55 


224 


49 
38 
40 
31 
14 


172 
53 


225 


Oallons  sold. 


2, 470, 670 

312,090 

1,485,809 

1, 441, 042 

169, 812 


5, 829, 423 
1, 700, 000 


7, 529, 423 


3,346,760 

464, 718 

2, 070, 533 

1, 526, 817 

307,500 


7, 715, 328 
2,500,000 


10, 215, 328 


2, 527, 310 
908,692 

2, 925, 288 
540,436 
509,675 


7,411,401 
1, 737, 000 


9, 148, 401 


2, 715, 050 
720, 397 

2, 048, 914 
822,016 
781, 540 


7, 087, 917 
1, 862, 400 


8, 950, 317 


Yslue. 


$282,270 

64,973 

323,600 

139,973 

52, 787 


863,603 
256,000 


1, 119, 603 


328,125 
103. 191 
420, 515 
147,112 
85,200 


1,084,143 
375,000 


1, 459, 143 


192,605 

237,153 

446,211 

74,100 

86,776 


1, 036, 845 
276,000 


1, 312, 845 


177,969 
123, 517 
401,861 
58,222 
137,796 


899,365 
384,705 


1, 284, 070 
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Production  of  natural  mineral  waterBfrom  188S  to  i^P7-— Continued. 


G^gxmphic  dlTiaioii. 


1887. 

North  Atlantic 

South  Atlantic 

North  Central 

South  Central 

Weetem , 

Estimated 

Total 

1888. 

North  Atlantic  . . 

South  Atlantic 

North  Centra] 

South  Central 

Western 

Estimated 

Total 

1889. 

North  Atlantic 

Sonth  Atlantic 

North  Central 

South  Central 

Western 

Total 

1890. 

North  Atlantic 

Sonth  Atlantic , 

North  Central 

South  Central 

Western  '. 

Estimated 

Total 


Sprinsa 
report- 
ing. 


40 
84 
38 
29 
12 


153 
62 


215 


42 
32 
38 
19 
15 


146 
52 


198 


60 
47 
86 
33 
32 


258 


55 
39 
71 
30 
25 


220 
53 


273 


OaUoiM  sold. 


2, 571, 004 
614, 041 

1, 480, 820 
741,080 

1, 236, 324 


6, 643, 269 
1, 616, 340 


8, 259, 609 


2, 856, 799 
1, 689, 387 
2, 002, 373 
426, 410 
1, 853, 679 


8, 828, 648 
750,000 


9, 578, 648 


4, 106. 464 
646,239 

6, 137, 776 
500,000 

1, 389, 992 


12, 780, 471 


5, 043, 074 
647,625 

5, 050, 413 
604,571 
869,504 


12, 215, 187 
1, 692, 231 


13, 907, 418 


Value. 


$213, 210 

147, 149 

208,217 

87,946 

288,737 


945, 259 
316, 204 


1, 261, 463 


247,108 
493,489 
325,839 
71, 216 
421,651 


1, 559, 302 
120,000 


1, 679, 302 


471, 576 
198,032 
604,238 
43,356 
431, 257 


1, 748, 458 


1, 175, 512 

245,  760 

737, 672 

81, 426 

253, 678 


2, 493, 948 
106,802 


2, 600, 750 
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ProduetiOH  of  natural  mineral  waten  firom  188S  to  /^97— Continned. 


Oeogmphlo  diTiiioii. 


1891. 

North  Atlantic 

South  Atlantic 

North  Central 

Soath  Central 

Western 

Estimated 

Total 

1892. 

North  Atlantic 

Sonth  Atlantic 

North  Central 

Sonth  Central 

Western 

Estimated 

Total 

1893. 

North  Atlantic 

Sooth  Atlantic 

North  Central 

Sonth  Central 

Western 

Estimated 

Total 

1894. 

North  Atlantic 

South  Atlantic 

North  Central 

South  Central 

Western 

Estimated 

Total 


Sprfnes 

repoix- 

ing. 


357 


GaUons  sold. 


62 

5, 724, 752 

$1, 591, 746 

41 

796,439 

313,443 

68 

8, 010, 556 

482,082 

29 

629,015 

106,022 

27 

1, 123, 640 

414,564 

227 

16, 284, 402 

2, 907, 857 

61 

2, 108, 330 

88,402 

288 

18, 392, 732 

2,996,269 

65 

6^853,722 

1, 933, 416 

47 

1, 062, 945 

353,193 

74 

11, 566, 440 

1, 834, 732 

32 

693,544 

109,334 

24 

1, 261, 453 

694,469 

242 

21, 438, 104 

4, 825, 144 

41 

438.500 

80,826 

283 

21, 876, 604 

4,905,970 

79 

8, 351, 192 

1,844,846 

49 

1,092,829 

304,736 

78 

8, 833, 712 

1,073,427 

35 

1, 139, 959 

122,331 

29 
270 

675, 041 

307,623 

20, 092, 733 

3, 652, 962 

60 
330 

3, 461, 762 

593, 772 

23, 544, 495 

4, 246, 734 

83 

8, 217, 528 

1, 488, 361 

55 

660,120 

129,143 

82 

6, 914, 900 

1, 115, 322 

37 

2, 319, 813 

273,836 

29 

859,905 

274,235 

286 

18, 972, 266 

3,280,897 

71 

2,597,342 

460,949 

21, 569, 608 


Valne. 


3, 741, 846 


HINERAIi  WATEB8. 


665 


Production  of  natural  mineral  waters  from  188S  to  1897- 


Geograpbio  diyialon. 


1896. 

North  Atlantic 

South  Atlantic 

North  Central 

Sonth  Central 

Weetem 

Estimated 

Total 

1896. 

North  Atlantic 

South  Atlantic 

North  Central 

Sonth  Central 

Weetem 

Estimated 

Total 

1897. 

North  Atlantic 

South  Atlantic 

North  Central 

South  Central 

Western 

Estimated 

Total 


Springs 

poport- 

iug. 


88 
51 
92 
35 
31 


297 
73 


370 


90 
60 
97 
34 
31 


312 
65 


125 
68 

104 
36 

48 


381 
60 


441 


Gallons  sold. 


8,668,907 

953,713 

6, 428, 582 

2, 346, 806 

886,185 


19, 284, 193 
2, 179, 350 


21, 463, 543 


9,234,890 
1,306,088 
8,123,080 
4, 364, 957 
1, 577. 185 


24, 606, 200 
1,189,112 


377    25, 795, 312 


9,708,266 
1, 244, 563 
6, 281, 931 
2, 432, 647 
2, 694, 875 


22, 362, 282 
893,629 


23, 255, 911 


Value. 


$1, 572, 881 

287,623 

1, 577, 118 

161, 073 

292,832 


3, 891, 527 
362, 710 


4,254,237 


2, 069, 336 
400,408 
808,307 
255,943 
400,998 


3,934,992 
201,200 


4, 136, 192 


2, 607, 357 
347, 717 
718, 182 
129,185 
703, 179 


4, 505, 620 
93,486 


4, 599, 106 


lilST  OF  COMMERCIAIi  SPRINGS. 

The  list  given  below  contains  only  the  names  of  springs  actually 
rei>orting  for  the  year  1897. 

ALABAMA. 

There  is  no  change  in  the  list  of  springs  for  Alabama,  and  the  4 
springs  credited  to  the  State  all  report.    They  are  the  following : 

Bailey  Springs,  Bailey  Springs,  Lauderdale  County. 
Healing  Springs,  Healing  Springs,  Washington  County. 
Jackson  White  Sulphur  Springs,  Jackson,  Clarke  County. 
Wilkinson's  Matchless  Mineral  Water,  Greenville,  Butler  County. 
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ARKANSAS. 

Arkansas  gaina  1  new  spring  and  loses  1,  leaving  the  total  the  same 
for  1897  as  for  1896,  viz,  seven.    Of  these,  the  following  5  report: 

Arkansas  Lithia  Springs,  Hope,  Hempstead  County. 
Baker  Springs,  Howard  County. 
Blanco  Springs,  near  Hot  Springs,  Garland  County. 
Eureka  Springs,  Eureka  Springs,  Carroll  County. 
Potash  Sulphur  Spring,  Hot  Springs,  Garland  County. 

CALIFORNIA. 

The  list  for  Oalifornia  is  increased  by  9  new  springs,  bringing  the 
total  up  to  30.  Of  these,  all  but  6  report  for  1897.  The  springs  report- 
ing are  the  following: 

Adams  Springs,  Lake  County. 

uEtna  Springs,  Lidell,  Nupa  County. 

Alhambra  Mineral  Springi  Martinez,  Contra  Costa  County. 

Almaden  Vichy  Springs,  New  Almaden,  Santa  Clara  County. 

Aznle  Natural  Seltzer  Water,  San  Jose,  Santa  Clara  County. 

Bartlett  Springs,  Bartlett  Springs,  Lake  County. 

Bythnia  Springs,  Santa  Barbara,  Santa  Barbara  County. 

Byron  Hot  Springs,  Byron  Hot  Springs,  Contra  Costa  County. 

Castle  Rock  Natural  Mineral  Spring,  Castella,  Shasta  County. 

Cooks  Springs,  Colusa  County. 

Coronado  Mineral  Spring,  Coronado,  San  Diego  County. 

Fonts  Springs,  Colusa  County. 

Highland  Springs,  near  Clear  Lake,  Lake  County. 

Lytton  Seltzer  Spring,  Lytton,  Sonoma  County. 

Lytton  Soda  Spring,  Lytton,  Sonoma  County. 

Madrono  Mineral  Springs,  Santa  Clara  County. 

Matilija  Hot  Springs,  Matilija,  Ventura  County. 

Mount  Ida  Mineral  Spring,  Oroville,  Butte  County. 

Napa  Soda  Springs,  Napa  Soda  Springs,  Napa  County. 

Samuel  Soda  Springs,  Napa  County. 

Shasta  Springs,  Shasta  Springs,  Siskiyou  County. 

Tolenas  Springs,  near  Suisnn,  Solano  County. 

Tuscan  Springs,  Redbluff,  Tehama  County. 

Veronica  Springs,  Santa  Barbara,  Santa  Barbara  County. 

COLORADO. 

Two  springs  are  added  to  the  list  for  Colorado,  making  10  in  all,  and 
reports  have  been  received  from  all  of  them.    They  are : 

Boulder  Springs,  Boulder  Canyon,  Boulder  County. 
Canyon  City  Vichy  Springs,  Canyon  City,  Fremont  County. 
Carlile  Soda-Iron  Springs,  near  Pueblo,  Pueblo  County. 
Colorado  Carlsbad  Springs,  Barr,  Arapahoe  County. 
Clark  Magnetic  Mineral  Springs,  near  Pueblo,  Pueblo  County. 
Glen  wood  Springs,  Glen  wood  Springs,  Garfield  County. 
Hiawatha  and  Ute  Chief  Springs,  Manitou,  £1  Paso  County. 
Navajo  Mineral  Springs,  Manitou,  £1  Paso  County. 
Mumford's  Medicinal  Well,  Longmont,  Boulder  County. 
Ute  and  Little  Chief  Iron  Springs,  Manitou,  £1  Paso  County. 
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CONNECTICUT. 

The  list  for  Oonnecticnt  gains  4  springs.    Of  the  12  now  credited  to 
the  State,  the  following  8  report: 

Althea  Springs,  Waterbnry,  New  Haven  Connty. 

Arethnsa  Springs,  Seymour,  New  Haven  Connty. 

Aspinook  Mineral  Springs,  Putnam  Heights,  Windham  Connty. 

Hartford  Lithia  Spring,  Bloomfield,  Hartford  County. 

Judges'  Cave  Spring,  West  Rock,  New  Haven  County. 

Live  Oak  Spring,  Meriden,  New  Haven  County. 

Stillman  Homestead  Springs,  Bridgeport,  Fairfield  County. 

The  Puritan  Spring,  Norwich,  New  Loudon  County 

DISTRICT  OF  COLUMBIA. 

The  District  of  Oolumbia  is  still  represented  on  the  list  by  1  springy 
as  follows: 

Columbia  Natural  Lithia  Spring,  Washington. 

FLORIDA. 

Two  springs  new  to  the  list  are  added  to  Florida's  representation, 
making  a  total  of  3,  all  of  which  report.    They  are: 

Magnolia  Springs,  Magnolia  Springs,  Clay  County. 

Panacea  Mineral  Springs,  Wakulla  County. 

Sierra  Madre  Springs,  Pensacola,  Escambia  County. 

GEORGIA. 

Of  the  8  springs  credited  to  Oeorgia  all  bat  1  have  been  heard  from. 
They  are  as  follows: 

Austell  Lithia  Springs,  Austell,  Cobb  Connty. 

Bowden  Lithia  Springs,  Lithia  Springs,  Douglas  County. 

Daniels  Spring,  Greene  City,  Greene  Connty. 

Electric  Spring,  Hillman,  Taliaferro  County. 

Hillman's  Antifebrile  Spring,  Hillman,  Taliaferro  County. 

Hughes  Mineral  Spring,  near  Rome,  Floyd  County. 

Ponce  de  Leon  Spring,  near  Atlanta,  Fulton  County. 

IDAHO. 

There  is  no  change  in  the  number  of  springs  rei>orted  for  Idaho.    It 
is  still  represented  by  1  sx)ring,  as  follows : 

Idanha  Spring,  Soda  Springs,  Bannock  County. 

ILLINOIS. 

One  spring  is  added  to  the  list  for  Illinois,  making  the  total  17.    Of 
these  13  report,  as  follows : 

Aurora  Lithia  Spring,  Montgomery,  Kane  Connty. 
Black  Hawk  Springs,  Rock  Island,  Rock  Island  Connty. 
Diamond  Mineral  Spring,  Grantfork,  Madison  County. 
Magnesia  Spring,  Montgomery,  Kane  County. 
Min-ni-ni-yan  Spring,  Bristol,  Kendall  County. 
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Perry  Springs,  Perry  Springs,  Pike  Connty. 

Red  Avon  Mineral  Springs,  Avon,  Fnlton  County. 

Sailor  Springs,  Sailor  Springs,  Clay  County. 

Sanlcula  Springs,  Ottawa,  Lasalle  County. 

Tivoli  Spring,  Chester,  Randolph  County. 

Glen  Flora  Springs,  Waukegan,  Lake  Connty.  , 

Greenup  Mineral  Spring,  near  Greenup,  Cumberland  County. 

Sylvan  Dell  Sulpho-Magnesia  Spring,  Galewood,  Cook  County. 

INDIANA. 

The  total  namber  of  springs  credited  to  Indiana  is  13,  2  springs 
haying  been  added  to  the  list.    Of  these  12  report,  as  follows: 

Elliott  or  WiUow  Valley  Springs,  Prootor,  Martin  County. 
Emerald  Spring,  Indiana  Mineral  Springs,  Warren  Connty. 
French  Lick  Springs,  French  Lick,  Orange  County. 
Greenwood  Sanitarium  Well,  Greenwood,  Johnson  County. 
Indiana  Mineral  Springs,  Indiana  Mineral  Springs,  Warren  County. 
Kiokapoo  Magnetic  Springs,  Kiokapoo,  Warren  County. 
King's  Mineral  Springs,  Muddyfork,  Clark  County. 
Lodi  Artesian  Well,  Silverwood,  Fountain  County. 
Magnetic  Mineral  Springs,  Terre  Haute,  Vigo  County. 
Magnetic  Mineral  Well,  Fort  Wayne,  Allen  County. 
Spiceland  Mineral  Springs,  Spiceland,  Henry  County. 
West  Baden  Springs,  West  Baden,  Orange  County. 

IOWA. 

Of  Iowa's  5  springs  the  following  i  report  for  1897 : 

Colfax  Mineral  Spring,  Colfax,  Jasper  Connty. 
Mynster  Springs,  Council  Bluffis,  Pottawattamie  County. 
Ottumwa  Mineral  Springs,  Ottumwa,  Wajiello  County. 
White  Sulphur  Spring,  White  Sulphur,  Scott  County. 

I 

KANSAS. 

Of  the  6  springs  credited  to  Kansas  the  following  3  report  for  189? : 

Blazing's  Natural  Medical  Spring,  Manhattan »  Riley  County. 
Geuda  Mineral  Springs,  Geuda  Springs,  Cowley  County. 
Jewell  County  Lithium  Spring,  Montrose,  Jewell  County. 

KENTUCKY. 

The  list  for  Kent^ncky  remains  anchanged  from  1896,  and  of  the  5 
springs  the  following  4  report  for  1897 : 

Anita  Springs,  Lagrange,  Oldham  County. 

Bedford  Springs,  Bedford,  Trimble  County. 

Blue  Lick  Springs,  Blue  Lick  Springs,  Nicholas  County. 

Crab  Orchard  Springs,  Crab  Orchard,  Lincoln  County. 

LOUISIANA. 

No  reports  of  sales  have  been  received  from  any  springs  in  the  State 
of  Louisiana. 
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MAINE. 

Three  springs  not  on  the  list  for  1896  are  added  for  1897,  making  the 
total  16.    Of  these  the  following  12  report : 

Bine  HiU  Mineral  Spring,  Blue  Hill,  Hanoook  County. 

Cold  Bowling  Spring,  Steep  Falls,  Limington,  York  County. 

Crystal  Mineral  Springs,  Anbum,  Androscoggin  County. 

Glenrock  Springs,  Greene,  Androscoggin  County. 

Glenwood  Mineral  Spring,  St.  Albans,  Somerset  County. 

Hartford  Cold  Spring,  Hartford,  Oxford  County. 

Keystone  Mineral  Spring,  East  Poland,  Androscoggin  County. 

Paradise  Spring,  Brunswick,  Cumberland  County. 

Pine  Spring,  Topsham,  Sagadahoc  County. 

Pownal  Spring,  West  Pownal,  Cumberland  County. 

Seal  Rock  Springs,  Saco,  York  County. 

Underwood  Spring,  Falmouth  Foreside,  Cumberland  County. 

MARYLAND. 

Maryland's  list  remains  unchanged.    Of  the  7  springs  credited  to  the 
State  6  report  as  follows: 

Algonquin  Springs,  Oxen  Hill,  Prince  George  County. 

Blaokiston  Island  Diuretic  Mineral  Spring,  Blackiston  Island,  St.  Marys  County. 

Carroll  Springs,  Forest  Glen,  Montgomery  County. 

Chattolanee  Springs,  Chattolanee,  Baltimore  County. 

Strontia  Mineral  Spring,  Brooklandville,  Baltimore  County. 

Tacoma  Springs,  Tacoma,  Montgomery  County. 

MASSACHUSETTS. 

Six  springs  are  added  to  the  list  for  Massachusetts  and  2  are  dropped, 
leaving  the  total  at  28.    Of  these  all  but  1  report^  as  follows: 

Ballardrale  Lithia  Spring,  Lowell,  Middlesex  County. 
Belmont  HiU  Spring,  Everett,  Middlesex  County. 
Belmont  Spring,  Belmont,  Middlesex  County. 
Bumham  Spring,  Methuen,  Essex  County. 
Columbia  Lithia  Spring,  Revere,  Suffolk  County. 
Commonwealth  Mineral  Spring,  Waltham,  Middlesex  County. 
Crystal  Mineral  Spring,  Methuen,  Essex  County. 
Chapman's  Crystal  Spring,  Stoneham,  Middlesex  County. 
Diamond  Spring,  Lawrence,  Essex  County. 
Electric  Spring,  Lynn,  Essex  County. 
Everett  Crystal  Spring,  Everett,  Middlesex  County. 
Farrington's  Silver  Spring,  Milton,  Norfolk  County. 
Geddes  Mineral  Spring,  Marlboro,  Middlesex  County. 
Goulding  Spring,  Whitman,  Plymouth  County. 
Katahdin  Spring,  Lexington,  Middlesex  County. 
Linden  Mineral  Spring,  Linden,  Middlesex  County. 
Massasoit  Spring,  Springfield,  Hampden  County. 
.  Middlesex  Mountain  Spring,  Maiden,  Middlesex  County. 
Moose  Hill  Spring,  Swampscott,  Essex  County. 
Myles  Standish  Spring,  South  Duxbury,  Plymouth  County. 
Nobscot  Mountain  Spring,  Framingham,  Middlesex  County. 
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Robbins  Spring,  Ariington,  Middlesex  County. 
Sbawmnt  Spring,  West  Quincy,  Norfolk  Connty. 
Sheep  Rock  Spring,  Lowell,  Middlesex  County. 
Simpson  Spring,  South  Easton,  Bristol  County. 
Undine  Spring,  Brighton,  Suffolk  County. 
Whittier  Spring,  Danvers,  Essex  County. 

MICHIGAN. 

Michigan  gains  5  new  springs,  bringing  the  total  up  to  18,  and  all 
report.    They  are: 

Bromo-Hygei  Springs,  Coldwater,  Branch  County. 

Americanus  Well,  Lansing,  Ingham  County. 

Clarke  Red  Cross  Well,  Big  Rapids,  Mecosta  County. 

Eastman  Springs,  Benton  Harbor,  Berrien  County. 

Excelsior  Springs,  Benton  Harbor,  Berrien  County. 

Magnetic  Mineral  Spring,  Spring  Lake,  Ottawa  County. 

Medea  Spring,  Mount  Clemens,  Macomb  Connty. 

Midland  Mineral  Springs,  Midland  City,  Midland  County. 

Moorman  Springs,  Ypsilanti,  Washtenaw  County. 

Mount  Clemens  Sprudel  Water,  Mount  Clemens,  Macomb  County. 

No-che-mo  Mineral  Spring,  Reed  City,  Osceola  County. 

Pagoda  Springs,  Mount  Clemens,  Macomb  County. 

Plymouth  Rock  WeU,  Plymouth,  Wayne  County. 

Ponce  de  Leon  Springs,  Paris  Township,  Kent  Connty. 

Salntaris  Spring,  St.  Clair  Springs,  St.  Clair  County. 

Sterling  Springs,  Crystal  Falls,  Iron  County. 

Tpsilanti  Mineral  Spring,  Ypsilanti,  Washtenaw  County. 

Zanber  Wasser  Springs,  Hudson,  Lenawee  Connty. 

MINNESOTA. 

No  change  is  noted  for  Minnesota.    Of  the  5  springs  credited  to  the 
State  the  following  4  report: 

Indian  Medical  Spring,  Elk  River,  Sherbum  County. 
Inglewood  and  Glenwood  Springs,  Minneapolis,  Hennepin  County. 
Mankato  Mineral  Spring,  near  Mankato,  Blue  Earth  County. 
Trio  Siloam  Springs,  Austin,  Mower  County. 

MISSISSIPPI. 

The  list  for  Mississippi  remains  the  same  as  for  1896.    Of  her  5 
springs  the  following  4  report  for  1897 : 

Browns  Wells,  Browns  Wells,  Copiah  County. 
Castalian  Springs,  Dnrant,  Holmes  Connty. 
Godbold  Mineral  Well,  Summit,  Pike  County. 
Stafford  Mineral  Springs,  near  Vosburg,  Jasper  County. 

MISSOURI. 

Of  Missouri's  9  springs  8  report  for  1897.    They  are: 

Albaqua  Mineral  Springs,  St.  Joseph,  Buchanan  County. 
B.  B.  Mineral  Springs,  Bowling  Green,  Pike  County. 
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Bine  Lick  Springs,  Bine  Liok,  Saline  Conntj. 

Eldorado  Springs,  Cedar  County. 

Excelsior  Springs,  Excelsior  Springs,  Clay  County. 

Lineville  Mineral  Springs,  Mercer  County,  near  Lineville,  Iowa. 

McAllister  Springs,  McAllister,  Saline  County. 

Sweet  Springs,  Sweet  Springs,  Saline  County. 

MONTANA. 

Only  1  of  MoDtana's  2  springs  reports  sales  for  1897,  viz : 

Lissner's  Mineral  Springs,  Helena,  Lewis  and  Clarke  County. 

NEW   HAMPSHIRE. 

No  change  is  noted  for  New  Hampshire.    The  3  springs  credited  to 
the  State  all  report  in  1897,  as  follows: 

Amherst  Mineral  Spring,  Amherst,  Hillsboro  County. 
Londonderry  Lithia  Spring,  Londonderry,  Rookingham  County. 
Pack  Monadnook  Lithia  Spring,  Temple,  Hillsboro  County. 

NEBRASKA. 


Nebraska,  as  usaal,  reports  1  spring  for  1897,  viz: 

Victoria  Mineral  Springs,  New  Helena,  Caster  County. 


NEW  JERSEY. 

As  in  1896,  so  in  1897,  both  of  the  springs  on  onr  list  for  New  Jersey 
report.    They  are: 

Kalium  Springs,  Collingswood,  Camden  County. 

Pine  Grove  Mineral  Spring,  Woodbury,  Gloucester  County. 

NEW   MEXICO. 

Two  springs  added  to  the  list  for  New  Mexico  bring  the  total  up  to 
5,  and  all  report  for  1897 : 

Coyote  Canyon  Springs,  Coyote  Canyon,  Bernalillo  County. 

Harsch's  Iron  Springs,  Coyote  Canyon,  Bernalillo  County. 

Hudson  Hot  Springs,  Hudson,  Grant  County. 

Macbeth  Springs,  East  Las  Vegas. 

Ojo  CaUente  Spring,  OJo  Caliente,  Taos  County. 

NEW  YORK. 

New  York  gains  10  springs  new  to  the  list.    The  total  for  the  State 
is  41,  and  of  these  38  report,  as  follows: 

Artesian  Lithia  Spring,  Ballston  Spa,  Saratoga  County. 

Avon  Sulphur  Spring,  Avon,  Livingston  County. 

A.  D.  Ayer  Amherst  Mineral  Springs,  near  Williamsville,  Erie  County. 

Binghamton  Vichy  Spring,  Binghamton,  Broome  County. 

Boonville  Mineral  Springs,  Boonville,  Oneida  County. 
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Cayuga  Water,  Cayaga,  Cayuga  County. 

Colonial  Mineral  Springs,  West  Deer  Park,  Suffolk  County. 

Crystal  Rook  Spring,  Fairport,  Monroe  County. 

Deep  Rock  Springs,  Oswego,  Oswego  County. 

Elixer  Spring,  Clintondale,  Ulster  County. 

(Geneva  Lithia  Spring,  GeneVa,  Ontario  County. 

Great  Bear  Spring,  Fulton,  Oswego  County. 

Halcyon  Spring,  South  Millbrook,  Dutchess  County. 

Kirkland  Springs,  Franklin  Iron  Works,  Oneida  County. 

Massena  Springs,  Massena,  St.  Lawrence  County. 

Oliphant's  Mineral  Spring,  Oswego,  Oswego  County. 

Rigney's  Sulphur  Springs,  Rensselaer,  Rensselaer  County. 

Saratoga  Springs,  Saratoga  County : 

Champion  Spring. 

Empire  Spring. 

Excelsior  Spring. 

Geyser  Spring. 

Hathorn  Spring. 

High  Rock  Spring. 

Lincoln  Spring. 

Old  Putnam  Spring. 

Patterson  Mineral  Spring. 

Royal  Spring. 

Saratoga  Carlsbad  Spring. 

Saratoga  Kissingen  Spring. 

Saratoga  Star  Spring. 

Saratoga  Vichy  Spring. 

Saratoga  Victoria  Spring. 

Union  Spring. 
Table  Rock  Mineral  Spring,  Honeoye  Falls,  Monroe  County. 
Verona  Mineral  Springs,  Verona,  Oneida  County. 
Victor  Mineral  Springs,  Darien,  Genesee  County. 
White  Sulphur  Springs,  Richfield  Springs,  Otsego  County. 
White  Sulphur  Spring,  Sharon  Springs,  Schoharie  County. 

NORTH    CAROLINA. 

Of  North  Carolina's  8  springs  6  report  for  1897,  as  follows: 

Ashley  Bromine  and  Arsenic  Spring,  Ashe  County. 

Barium  Springs,  Barium  Springs,  Iredell  County. 

Lemon  Springs,  Lemon  Springs,  Moore  County. 

Park's  Spring,  Caswell  County,  near  Danville,  Va. 

Panacea  Springs,  Warren  County. 

Thompson's  Bromine  Arsenic  Springs,  Crumpler,  Ashe  County. 

OHIO. 

The  total  number  of  springs  for  Ohio  is  increased  by  2,  being  now  14. 
Of  these;  12  report,  as  follows: 

Concord  Crystal  Spring,  Concord,  Lake  County. 
Crum  Mineral  Springs,  Austintown,  Mahoning  County. 
Crystal  Rock  Spring,  Erie  County. 
Devonian  Mineral  Spring,  Lorain,  Lorain  County. 
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La  Fonntaine  Mineral  Springs,  Fountain  Park,  Champaign  County. 

Magnetic  and  Saline  Spring,  Marysville,  Union  County. 

Purltas  Mineral  Springs,  Rockport,  Cuyahoga  County. 

Purt]ebaugh  Mineral  Spring,  Urbana,  Champaign  County. 

Rex  Mineral  Spring,  New  Richmond,  Clermont  County. 

Sulphur  Lick  Springs,  Anderson,  Ross  County. 

Talewanda  Mineral  Springs,  near  College  Comer,  Preble  County. 

OREGON. 

Of  the  3  springs  credited  to  Oregon,  the  following  2  report  for  1897: 

Siskiyou  Mineral  Spring,  near  Ashland,  Jackson  County. 
Wilboit  Springs,  Wilhoit,  Clackamas  County. 

PENNSYLVANIA. 

One  spring  is  dropped  from  Pennsylvania's  list,  bat  7  are  added. 
The  total  for  the  State  is  27.    Of  these^  the  following  25  report  tor  1897 : 

Aquatone  Mineral  Spring,  Aqnetong,  Bucks  County. 

Black  Barren  Mineral  Spring,  Pleasant  Grove,  Lancaster  County. 

Bedford  Springs,  Bedford,  Bedford  County. 

Cambridge  Natural  Mineral  Springs,  Cambridge  Springs,  Crawford  County. 

Charmian  Springs,  Charmian,  Franklin  County. 

Cloverdale  Lithia  Springs,  Newville,  Cumberland  County. 

Cresson  Springy,  Cresson,  Cambria  County. 

De  Vita  Mineral  Springs,  Cambridge  Springs,  Crawford  County. 

East  Mountain  Lithia  Well,  near  Faotoryville,  Wyoming  County. 

Gettysburg  Katalysine  Spring,  Gettysburg,  Adams  County. 

Great  Indian  Spring,  Glen  Summit,  Luzerne  County. 

Glen  Summit  Spring,  Glen  Summit,  Luzerne  County. 

J.  W.  Lang  Mineral  Well,  Venango,  Crawford  County. 

Parker  Mineral  Spring,  Gardean,  McKean  County. 

PaviUion  Spring,  Wemersvilie,  Berks  County. 

Petti  cord  Mineral  Springs,  Cambridge  Springs,  Crawford  County. 

Ponce  de  Leon  Spring,  Meadville,  Crawford  County. 

Pulaski  Natural  Mineral  Springs,  Pulaski,  Lawrence  County. 

Rennyson  Tredyffrin  Springs,  Rennyson,  Chester  County. 

Rosscommon  Springs,  Wind  Gap,  Monroe  County. 

Saegertown  Mineral  Spring,  Crawford  County. 

Sizer  Mineral  Springs,  Sizerville,  Cameron  County. 

Springboro  Mineral  Springs,  Springboro,  Crawford  County. 

Susquehanna  County  Springs,  Rush,  Susquehanna  County. 

Tuscarora  Lithia  Spring,  McClaysville,  Juniata  County. 

RHODE  ISLAND. 

One  spring,  new  to  the  list,  is  put  to  the  credit  of  Bhode  Island.    All 
4  springs  report  for  1897,    They  are: 

Gladstone  Spring,  Narragansett  Pier,  Washington  County. 
Holda  Springs,  Lymansville,  Providence  County. 
Holly  Spring,  Woonsocket,  Providence  County. 
Ochee  Mineral  and  Medical  Springs,  Johnson,  Providence  County. 
19  GEOL,  PT  6,  VOL  2 43 
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SOUTH   CAROLINA. 

The  total  for  South  Oarolina  remains  at  5,  as  for  1896, 1  spring  being 
added  and  1  taken  from  the  list.    Four  rei>ort  as  follows: 

Bellevne  Mineral  Spring,  Colombia,  Richland  County. 
Chicks  Springs,  Chicks  Springs,  Greenville  County. 
Garretts  Spring,  Spartanburg,  Spartanburg  County. 
Harris  Litiiia  Springs,  Waterloo,  Laurens  County. 

SOUTH  DAKOTA. 

The  3  springs  at  South  Dakota's  one  locality  of  oar  list  report  for 
1897,  viz: 

Hot  Springs  of  South  Dakota,  Hot  Springs,  FaU  River  County. 
Kidney  Spring.  ' 
Lakotah  Springs. 
Min-ne-kahta  Spring. 

TENNESSEE. 

Tennessee  shows  no  change  for  1896,  and  the  6  springs  report  for 
1897.    They  are: 

Dixie  Mineral  Spring,  Knozville,  Knox  County. 

Estill  Springs,  Estill  Springs,  Franklin  County. 

Idaho  Springs,  St.  Bethlehem,  Montgomery  County. 

Red  Boiling  Springs,  Red  Boiling  Springs,  Macon  County. 

Rhea  Springs,  Rhea  Springs,  Rhea  County. 

Tate  Epsom  Springs,  Tate  Spring,  Grainger  County. 

TEXAS. 

Texas  gains  2  springs,  and  the  total  for  the  State  is  now  15.    Of 
these,  the  following  13  report  for  1897 : 

Capp's  Mineral  Wells,  Longview,  Gregg  County. 

Dalby  Springs,  Dalby  Springs,  Bowie  County. 

Elkhart  Mineral  Wells,  Elkhart,  Anderson  Cotinty. 

Farrier  Springs,  Dalby  Springs,  Bowie  County. 

High  Ishmd  Mineral  Spring,  near  Galveston. 

Hynson's  Iron  Springs,  Marshall,  Harrison  County. 

Mineral  Wells,  Mineral  Wells,  Palo  Pinto  County. 

Montvale  Springs,  Marshall,  Harrison  County. 

Overall  Mineral  Wells,  Franklin,  Robertson  County.  ^ 

Rosborongh  Springs,  Marshall,  Harrison  County. 

Sour  Mineral  Spring,  near  Luling,  Caldwell  County. 

Tioga  Mineral  Wells,  Grayson  County. 

Wootan  Wells,  Wootan  Wells,  Robertson  County. 

UTAH. 

Of  Utah's  3  springs  on  oar  list,  the  following  2  report: 

Deseret  Lithia  Springs,  Deseret,  Millard  County. 
Wasatka  Springs,  Salt  Lake  City,  Salt  Lake  County. 
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VERMONT. 

Two  springs  are  added  to  the  list  for  Vermont,  making  the  total  7. 
Of  these,  6  report.    They  are: 

Clarendon  Springs,  Clarendon  Springs,  Rutland  Connty. 
Crystal  Spring,  Bamet,  Caledonia  County. 
Equinox  Spring,  Manchester,  Bennington  County. 
Missisquoi  Mineral  Springs,  Sheldon,  Franklin  County. 
Old  Sweet  Spring,  Uinesburg,  Chittenden  County. 
Vermont  Mineral  Spring,  Brookline,  Windham  County. 

VIRGINIA. 

Three  springs  added  to  Virginia's  list  bring  the  total  ap  to  41,  and  of 
these,  the  tbllowing  34  report  for  1897 : 

^tna  Lithia  Springs,  Roanoke,  Roanoke  County. 
Beaufont  Lithia  Springs,  Beaufont,  Chesterfield  County. 
Blue  Ridge  Springs,  Botetourt  County. 

Buffalo  Lithia  Springs,  Buffalo  Lithia  Springs,  Mecklenburg  County. 
Chase  City  Mineral  Springs,  Chase  City,  Mecklenburg  County. 
Colonial  Springs,  near  Claybank  Whaif,  Gloucester  County. 
Crockett  Arsenic  Lithia  Spring,  Shawsville,  Montgomery  County. 
Farmville  Lithia  Springs,  Cumberland  County,  near  Farmyille,  Prince  Edward 
County. 
Harris  Anti-Dyspeptic  and  Tonic  Spring,  Burkeville,  Nottoway  County. 
Healing  Springs,  Healing  Springs,  Bath  County. 
Hunter's  Pulaski  Alum  Springs,  Walkers  Creek,  Pnlaski  County. 
Iron  Lithia  Springs,  Tip  Top,  Tazewell  County. 
Jefferson  Park  Springs,  near  CharlottesviUe,  Albemarle  County. 
Jordan  White  Sulphur  Spring,  Stephenson,  Frederick  County. 
Lake  Como  Lithia  Spring,  Henrico  County. 

Magee's  Chlorinated  Lithia  Spring,  ClarksviUe,  Mecklenburg  County. 
Massanetta  Springs,  Harrisonburg,  Rockingham  County. 
Nye  Lithia  Springs,  WythcTiUe,  Wythe  County. 
Old  Dominion  Lithia  Springs,  Clarksville,  Mecklenburg  County. 
Osceola  Springs,  Pleasant  Valley,  Rockingham  County. 
Otterbum  Lithia  and  Magnesia  Springs,  Amelia,  Amelia  County. 
P»onian  Springs,  Loudoun  County. 

Rawley  Springs,  near  Harrisonburg,  Rockingham  Cbunty. 
Roanoke  Red  Sulphur  Springs,  near  Salem,  Roanoke  County. 
Rockbridge  Alum  Springs,  Alum  Springs,  Rockbridge  County. 
Rockingham  Virginia  Springs,  McGaheysville  Station,  Rockingham  County. 
Seawright  Magnesian  Lithia  Spring,  Staunton,  Augusta  County. 
Seven  Springs,  near  Glade  Spring,  Washington  County. 
Stribling  Springs,  Stribling  Springs,  Augusta  County. 
Swineford's  Arsenic  Lithia  Springs,  Osceola,  Washington  County. 
Virginia  Magnesian  Alkaline  Springs,  near  Staunton,  Augusta  County. 
Virginia  Waukesha  Lithia  Springs,  Staunton,  Augusta  County. 
Walla whatoola  Alum  Springs,  near  Millboro  Spring,  Bath  County. 
Wolf  Trap  Lithia  Springs,  Wolf  Trap,  Halifax  County. 
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WASHINGTON. 

The  3  springs  credited  to  the  State  of  Washington  all  report  for  1897. 
They  are: 

Cascade  Springs,  near  Cascades,  Skamania  County. 

Medical  Lake,  Medical  Lake,  Spokane  County. 

Yakima  Soda  Springs,  near  North  Takima,  Yakima  Connty. 

WEST  VIRGINIA. 

One  new  spring  increases  West  Virginia's  list  to  7,  and  all  report  for 
1897.    They  are: 

Capon  Springs,  Capon  Springs,  Hampshire  County. 

Oreenbrier  White  Sulphur  Springs,  White  Sulphur  Station,  Greenbrier  County. 

Irondale  Spring,  Independence,  Preston  County. 

Red  Sulphur  Springs,  Red  Sulphur  Springs,  Monroe  County. 

Salt  Sulphur  Springs,  Salt  Sulphur  Springs,  Monroe  County. 

Triplet  Well,  Calf  C.eek,  Grant  District,  Pleasants  County. 

Webster  Springs,  Addison,  Webster  County. 

WISCONSIN. 

The  total  for  Wisconsin  is  32  springs,  3  haying  been  added  to  the 
list  of  1896.    Of  these,  the  following  28  report  for  1897 : 

Aurelian  Spring,  Palmyra  Springs,  Jefferson  County. 
Bay  City  Spring,  Ashland,  Ashland  County. 
Bethania  Mineral  Spring,  Osceola,  Polk  County. 
Chippewa  Spring,  Chippewa  Falls,  Chipi>ewa  County. 
Castalia  Springs,  Wauwatosa,  Milwaukee  County. 
Darlington  Mineral  Springs,  Darlington,  Lafayette  County. 
Fort  Crawford  Springs,  Prairie  du  Chien,  Crawford  County. 
Lebens  Wasser,  Green  Bay,  Brown  County. 
Nee-Ska-Ra  Mineral  Spring,  Wanwatosa,  Milwaukee  County. 
Rainbow  Mineral  Spring,  Wautoma,  Waushara  Connty. 
Salvator  Springs,  Green  Bay,  Brown  County. 
Sheboygan  Mineral  Spring,  Sheboygan,  Sheboygan  County. 
Silver  Sand  Spring,  Milwaukee,  Milwaukee  County. 
Solon  Springs,  Upper  St.  Croix  Lake,  Douglas  County. 
Sparkling  Spring,  Wauwatosa,  Milwaukee  County. 
Si.  John  Mineral  Spring,  Green  Bay,  Brown  County. 
Waukesha  Springs,  Wankesha  County : 

Acme  Spring. 

Almanaris  Springs. 

Arcadian  Spring. 

Bethesda  Mineral  Spring. 

Fountain  Spring. 

Henk  Mineral  Spring. 

Horeb  Spring. 

Minuiska  Mineral  Spring. 

Siloam  Spring. 

Silurian  Mineral  Spring. 

Sotarian  Spring. 

White  Rock  Mineral  Spring. 
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Summary  of  reports  of  mineral  ipringafor  1897. 


States  and  Territories. 


NORTH  ATL\NTIC  STATES. 


Maine 

New  Hampshire 

Vermont 

Massachusetts . . 
Rhode  Island... 

Connecticnt 

New  York 

New  Jersey 

Pennsylvania... 


SOUTH   ATLANTIC  STATES. 


Delaware 

Maryland 

District  of  Columbia . 

Virginia 

West  Virginia 

North  Carolina 

South  Carolina 

Georgia 

Florida 


SOUTH  CEIyTRAL  STATES. 


Kentucky 

Tennessee 

Alabama 

Mississippi 

Louisiana 

Texas 

Indian  Territory 

Arkansas 

Oklahoma 


NORTH   CENTRAL  STATES. 


Ohio 

Indiana . . . 

Illinois 

Michigan.. 
Wisconsin. 
Minnesota, 

Iowa 

Missouri  . . 


Springs  re« 
porting. 


12 
3 
6 

27 
4 
8 

38 
2 

25 


0 
6 
1 
34 
7 
6 
4 
7 
3 


4 

6 
4 
4 

0 
13 
0 
5 
0 


12 

12 

13 

18 

28 

4 

4 

8 


Springs  not 
reporting. 


4 
0 
1 
1 
0 
4 
3 
0 
2 


0 
1 
0 
7 
0 
2 
1 
1 
0 


1 
0 
0 
1 
1 
2 
0 
2 
0 


2 
1 
4 
0 
4 
1 
1 
1 


Total  need 

oomnier- 

oially. 


16 
3 
7 

28 
4 

12 

41 
2 

27 


0 
7 
1 
41 
7 
8 
5 
8 
3 


5 
6 
4 
5 
1 
15 
0 
7 
0 


14 
13 
17 
18 
32 
5 


5 


9 
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Summary  of  reparU  of  mineral  Bpring§for  1897 — Continued. 


BtatoB  and  TerritoriM. 

Spriiun  re* 
poiimg. 

Springs  not 
reporting. 

Total  nied 

oommer- 

ciaUy. 

NORTH  CENTRAL  STATES — oontinned. 
North  Dakota 

0 
1 
1. 
3 

0 
0 
1 

10 
5 
0 
2 
0 
1 
3 
2 

24 

0 
0 
0 
3 

0 
0 
1 
0 
0 
0 
1 
0 
0 
0 
1 
6 

0 

1 
1 
6 

0 
0 
2 

10 
5 
0 
3 
0 
1 
3 
3 

30 

Soath  Dakota 

Nebraska 

Kansas 

WESTERN  STATES  AND  TERRITORIES. 

Alaska - 

Wyominir 

Mobtana 

Colorado 

New  Mexico 

Arizona 

Utah 

Nevada 

Idaho 

Washinston 

Oreiron --.. 

California 

Total 

381 

60 

441 

IMPORTS  Aia>  EXPROT8. 

Prior  to  1884  the  Treasury  Department  did  not  distingaish  natural 
mineral  waters  from  those  that  were  artificial;  since  1883  the  distinc- 
tion has  been  made,  bat  the  artificial  waters  have  not  been  classified 
according  to  the  receptacles  in  which  they  have  been  imported.  The 
importation  is  shown  in  the  two  tables  following,  with  a  table  of  exports 
appended. 


MINERi^L   WATERS. 


679 


Mineral  waters  imparted  and  entered  far  oonsumptian  in  the  United  Statee,  1867  ta  188S, 

inclusive. 


Fiaoal  year  ended  June  8(>— 


1867 

1868 

1869 

1870 

1871 

1872 

1873.... 

1874 

1875 

1876 

1877 

1878 

1879 •. 

1880 

1881 

1882 

1883 


In  bottles  of  1  qnart  or  less. 


Quantity. 


BotOet. 
370, 610 
241,702 
344,691 
433,212 
470, 947 
892, 913 

35,508 
7,238 
4,174 

25, 758 

12,965 
8,229 

28,440 
207,554 
150, 326 
152, 277 

88,497 


Value. 


$24, 
18, 
25, 
30, 
34, 
67, 
2. 


1, 
1, 

2, 
19, 

11, 
17, 

7, 


913 
438 
635 
680 
604 
951 
326 
691 
471 
899 
328 
815 
352 
731 
850 
010 
054 


In  bottlea  In  exoeaa  of  1 
qnart. 


Quantity. 


(Quarts. 

3,792 
22,819 

9,739 
18,025 

2,320 


Fiscal  year  «nded  Jnne  80— 


1867. 
1868. 
1869. 
1870. 
1871. 
1872. 
1873. 
1874. 
1875. 
1876. 
1877. 
1878. 
1879. 
1880. 
1881. 
1882. 
1883. 


Mot  in  bottler. 


Quantity. 


GaUons. 


554 

1,042 

2,063 

1,336 

639 

355 

95 

5 


Value. 


$137 

104 

245 

508 

141 

116 

75 

16 

2 


All  not  artificial. 


Quantity. 


OaUonn. 


Value. 


22 


55 


26 


394,423 

$98,151 

199,035 

79,789 

395,956 

101, 640 

447,646 

134,889 

520, 751 

167,458 

883,674 

a50, 912 

798,107 

282,153 

927,759 

286,798 

I,  225, 462 

383,616 

1, 642, 906 

410, 105 

1, 714, 085 

441,439 

Value. 


$360 
2,052 

802 
1,743 

174 


Total  value. 


$25,410 

20,594 

26,682 

32,931 

34,919 

68,067 

100,552 

80,496 

102, 113 

136,788 

168,808 

351,727 

284,509 

3a5, 529 

395,492 

427, 115 

448,493 
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ImjHfrUfor  years  1884  to  1897. 


Year  ended— 


June  30— 

1884.... 

1885.... 
Dec.  31— 

1886.... 

1887.... 

1888.... 

1889.... 

1890.... 

1891...- 

1892.... 

1893.... 

1894.... 

1895.... 

1896.... 

1897.... 


Artifloial  mineral 
waters. 


Gallons. 


29,366 
7,972 

62,464 

13,885 

12, 752 

36,494 

22,328 

26,700 

16,052 

6,086 

7.753 

101, 115 

51,108 


Value. 


$4,591 
2,167 

16,815 
4,851 
4,411 
8,771 
7,133 
8,700 
9,089 
2,992 
3,047 
19, 151 
11,739 


Natural  mineral  waters. 


Gallons. 


1,505,296 
1,660,072 

1, 618, 960 
1, 915, 511 
1, 716, 461 
1,558,968 
2,322,008 
2, 019, 833 
2, 266, 123 
2, 321, 081 
1, 891, 964 
2, 104, 811 
2, 273, 393 
a  2, 942, 200 


Value. 


$862,651 
397,875 

354,242 
885,906 
341,695 
368,661 
433,281 
392,894 
497,660 
506,866 
417,500 
506,384 
551,097 
a  501, 684 


a  Including  artificial. 
Exports  of  natural  mineral  waters  of  domestic  production  fnna  the  United  States, 


Fiscal  year  ended  June  30— 


1875 
1876 
1879 
1880 


Value. 


$162 

80 

1,529 

1,486 


Fiscal  year  ended  June  8<^ 


1881 
1882 
1883 


Value. 


$1,029 

421 

a459 


a  None  reported  since  1883. 
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The  recent  acquisition  of  the  Hawaiian  (also  called  Sandwich) 
Islands,  causing  them  to  become  an  integral  part  of  the  United  States, 
lends  renewed  interest  to  this  remarkable  group,  and  renders  appropri- 
ate a  brief  account  of  their  minerals  and  certain  features  bearing  ui)on 
this  phase  of  their  resources.  As  introductory  to  this  a  few  general 
observations  are  appropriate. 

History. — Although  known  and  visited  by  the  earlier  navigators 
since  their  discovery  in  1549  by  the  Spaniards  under  Gaetano,  the 
Hawaiian  Islands  attracted  little  attention  from  the  outside  world 
until  more  careftiUy  examined  and  reported  upon  by  Captain  Cook  in 
his  memorable  visits  of  1778  and  1779.  This  great  navigator  was  much 
impressed  by  their  importance,  and  his  reports  awakened  attention, 
but  not  until  the  advent  of  the  American  missionaries  in  1820  and  sub- 
sequently did  the  wonderful  fertility  and  possibilities  of  these  islands 
begin  to  be  fully  recognized.  Even  then  there  was  little  development, 
because  there  was  practically  no  outside  market  for  their  products  and 
the  local  requirements  were  so  simple  and  limited,  while  occasional 
visits  of  traders  and  whalers  gave  little  stimulus.  But  with  the  settling 
and  rapid  development  of  the  Pacific  coast  of  the  United  States  an 
outlet  for  the  exi)ortation  of  tropical  fruits,  etc.,  and  later  of  sugar,  was 
opened,  and  from  that  time  on  progress  has  been  marked  and  constant. 

American  influence  has  predominated  during  the  last  seventy  or 
eighty  years,  though  English  and  other  settlers  were  also  present  and 
helped  to  effect  the  change  in  the  habits,  pursuits,  and  condition  of  the 
aboriginal  inhabitants.  When  first  known  to  Europeans  the  islands 
were  under  a  sort  of  feudal  and  hieratic  system  or  systems,  which 
were  consolidated  into  a  single  monarchy  by  the  conquests  of  Kame- 
hameha  I.  Later  the  Government  became  a  liberal,  limited  monarchy, 
with  a  constitution,  and  having  in  part  a  representative  character. 
This  was  overthrown  by  the  revolution  of  1892.  During  the  Adminis- 
tration of  President  Harrison  a  treaty  annexing  the  islands  to  the 
United  States  was  negotiated,  but  it  was  withdrawn  by  President 
Oleveland.  On  June  15, 1898,  the  Newlands  joint  resolution  of  annex- 
ation was  passed  by  the  House  of  Kepresentatives,  and  by  the  Senate 
July  6  following.  The  signature  by  President  McEinley,  July  7,  and 
the  formal  raising  of  the  American  flag  in  August,  completed  the 
annexation. 
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Geography.— The  Hawaiian  Islands  are  in  latitade  ISo  51'  to  22^  50'  N., 
and  longitude  154^  50'  to  161o  40'  W.,  and  are  about  2,700  miles  south- 
west of  San  Francisco.  There  are  twelve  islands  in  the  group,  of 
which  nine  are  inhabited,  and  three  are  barren  rocks.  The  total  area 
is  6,677  square  miles.  Hawaii  proper,  the  largest  island,  contains 
about  4,000  square  miles.  Oahu  is  the  most  important  commercially, 
having  the  fine  harbor  of  Honolulu  and  Pearl  Harbor.  The  other 
principal  islands  are  Maui,  Molokai,  and  Eaui. 

The  interior  of  the  larger  islands  is  mountainous,  with  elevations 
ranging  up  to  the  13,805  feet  of  Mauna  Eea,  on  Hawaii.  There  are 
fertile  valleys  and  plateaus  of  varying  elevation,  rainfall,  and  tempera- 
ture, and  the  lowlands.bordering  the  ocean. 

Population, — ^The  estimate  of  400,000  inhabitants  given  by  Gaptain 
Oook  a  century  ago  was  doubtless  excessive.  In  1820  there  were 
supposed  to  be  about  130,000  natives,  since  which  time  they  have 
been  steadily  diminishing.  Originally  a  fine,  strong,  brave,  but  too 
docile  and  hospitable  a  race,  they  have  succumbed  to  the  mistaken 
efforts  of  their  well-meaning  civilizers,  the  natural  result  of  radical 
and  sudden  changes  of  diet,  clothing,  habits,  etc.,  upon  a  physique 
evolved  during  ages  of  a<^ustment  to  environment;  while  the  diseases 
and  vices  introduced  by  traders  and  sailors  have  had  a  further  deteri- 
orating effect,  so  that  in  1890  only  34,436  of  the  native  stock  remained, 
the  fact  that  the  native  Hawaiians  are  stilf  dying  off  being  indicated 
by  the  decrease  of  5,578  between  1884  and  1890.  In  the  latter  year  the 
total  population  was  89,990;  it  is  now  larger,  immigration  having  more 
than  offset  native  losses.  There  were  15,301  Ohinese  and  12,369  Jap- 
anese on  the  islands  in  1890,  which  numbers  have  been  increased.  No 
fewer  than  15,191  Portuguese  had  arrived  in  the  islands  by  1895, 
nearly  all  of  whom  were  ^^ assisted"  immigrants  from  the  Azores.  At 
present  there  are  some  7,000  Americans,  British,  Germans,  and  Nor- 
wegians there,  of  whom  about  2,200  are  of  island  birth,  and  somewhat 
over  2,000  were  born  in  the  United  States.  It  is  expected  that  the 
number  of  Americans  and  of  desirable  European  settlers  will  be  con- 
siderably increased  by  immigration.  It  is  also  anticipated  that  the 
material  prosperity  of  the  islands  will  still  further  improve  under  the 
new  and  stable  control. 

AgrieuUure  in  relation  to  minerals. — ^The  agricultural  capacity  of  the 
islands  far  overshadows  the  mineral,  strictly  sx)eaking.  Yet  it  is 
owing  to  the  peculiar  mineral  constituents  of  the  soils,  together  with 
the  stored  accumulations  of  organic  matter  and  in  connection  with  a 
favoring  climate  as  regards  temperature,  sunlight,  drjrness  or  humidity, 
and  distribution  of  rainfall,  that  the  adaptability  to  certain  crops, 
especially  the  sugar  cane,  coffee,  tropical  and  semitropical  fruits,  veg- 
etables, and  nuts  must  be  ascribed.  The  mineral  resources  of  first 
importance  are  therefore  the  soils,  as  the  basis  for  agricultural 
prosperity. 
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Since  thus  far  attention  has  mainly  and  natarally  been  directed  toward 
the  development  of  agn^icnltnre,  the  efforts  and  opportunities  to  ntilize 
and  exploit  the  mineral  resources  other  than  the  soils  themselves  have 
been  comparatively  slight.  Nor  is  it  to  be  anticipated  that  the  nseftd 
mineral  products  will  be  of  great  importance  relatively,  being  limited, 
both  in  kind  and  in  quantity.  The  actual  number  of  mineral  species 
identified  is  quite  large^  corresponding  to  those  of  similar  volcanic 
areas,  but  most  of  them  are  mineralogical  specimens  merely,  rather 
than  available  for  commercial  purposes.  Still,  it  must  not  be  under- 
stood that  the  mineral  wealth  of  Hawaii  is  wholly  insignificant.  On 
the  contrary,  there  is  an  apparent  field  for  a  considerable  development. 
The  scientific  study  of  the  group  has  mostly  been  turned  toward  the 
physical  geography,  phenomena  of  vulcanism,  coral  growth,  and  lat- 
terly the  chemical  examination  of  the  soils,  the  mineralogical  interest 
being  subsidiary. 

Geology. — The  core  and  mass  of  the  islands  consists  of  volcanic  rocks 
built  up  from  the  ocean  floor  in  comparatively  recent  geologic  times, 
though  at  long  intervals,  as  measured  by  years  or  centuries.  These 
rocks  range  from  basalt  to  trachyte,  forming  a  complete  series,  from  the 
most  basic  to  the  acidic,  but  consisting  almost  wholly  of  the  more  basic 
members,  acidic  rocks  being  much  less  occurrent.  The  proportion  of  the 
basic  rocks  is  so  large  that  one  authority  says:  <^Our  lavas  are  strictly 
basalts."  The  two  main  classes  of  phonolites  and  graystones  are,  how- 
ever, recognized  with  the  usual  intermediate  species,  varieties,  and 
shades  of  gradation.  Part  of  the  rock  masses  are  quite  fresh,  part  much 
altered  by  chemical  action  and  weatllering.  As  the  volcanoes,  ancient 
and  extinct  to  the  recent  and  active  Eilauea  and  Mauna  Loa,  all  rise  from 
the  deep-sea  bottom  to  in  some  cases  great  elevations  above  the  sea 
surface,  they  are  the  most  notable  examples  in  point  of  magnitude  and 
existing  interest  known.  The  craters  are  of  both  the  primary  and  the 
lateral-cone  types,  and  some  of  the  older  ones  are  not  now  recognizable, 
owing  to  weathering,  denudation,  and  filling.  Parts  of  ancient  empty 
volcano  throats  have  been  exposed  by  caving. 

Besides  the  predominating  basalt  of  the  eruptive  rocks  there  are 
heavy  fringing  and  barrier  coral  reefs,  some  of  which  have  been  ele- 
vated far  above  sea  level,  and  in  disintegrating  and  then  compacting  a 
calcareous  sandstone  has  been  formed,  in  addition  to  the  coral  lime- 
stone of  the  reefs  in  place.  There  are  no  true  fossiliferous  strata,  but 
fossU  shells  and  corals  of  recent  species  are  found  embedded  in  some  of 
the  volcanic  tufas. 

Mineralogy. — According  to  Mr.  S.  B.  Dole  some  of  the  minerals  noticed 
are  sulphur,  pyrite,  common  salt,  sal  ammoniac,  limonite,  quartz,  augite, 
chrysolite,  garnet,  labradorite,  feldspar,  gypsmn,  soda-alum,  copperas, 
glauber  salt  (sodium  sulphate),  niter,  and  calcite.  The  Hawaiian  vol- 
canoes have  been  natural  laboratories,  working  on  an  almost  unprece- 
dented scale,  with  the  strong  decomposing  agency  of  acid  steam,  high 
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temperature,  raiufall,  and  perhaps  sea  infiltration,  so  that  secondary 
decomposition  products  are  numerous  and  common.  Many  of  the  min- 
erals identified  have  no  economic  significance,  while  others  occur  too 
sparsely  to  be  profitably  utilized.  As  at  other  volcanic  localities  and 
island  resorts  much  frequented  by  travelers  and  health  seekers,  there 
is  a  considerable  trade  in  specimens  and  curiosities  of  the  two  extreme 
types  of  products,  the  volcanic  and  the  marine.  These  consist  in  min- 
erals and  fantastic  lava  forms  from  the  craters  and  corals  and  shells 
fh)m  the  shores  and  sea. 

The  geological  conditions  are  against  the  occurrence  of  deposits  of 
ores  of  the  precious  and  other  heavy  metals,  and,  of  course,  preclude 
the  formation  of  coal  beds. 

Sails, — ^These  are  derived  from  the  volcanic  lavas.  According  to 
Prof.  Walter  Maxwell,  director  and  chief  chemist  of  the  Hawaiian 
experiment  station,*  the  lavas  are  (1)  those  which  have  been  discharged 
fh)m  craters,  flowing  and  cooling  into  rocks  having  the  composition  of 
normal  basalts.  Others  (2),  originally  of  the  same  composition,  have 
undergone  such  alteration  that  they  now  compose  masses  having  a  radi- 
cally different  composition  and  color.  Professor  Maxwell's  classification 
is  as  follows: 

1.  Dark-red  soils,  formed  by  the  simple  weathering  of  normal  lavas, 
in  climatic  conditions  of  great  heat  and  dryness. 

2.  Yellow  and  light-red  soils,  derived  from  lavas  which  underwent 
great  alteration,  under  the  action  of  steam  and  sulphurous  vapors,  at  the 
time  of  or  after  emission  from  the  craters. 

3.  Sedimentary  soils,  derived  from  the  decomposition  of  lavas  at 
higher  altitudes,  and  removal  and  deposition  by  rainfall  at  lower  levels. 

The  color  is  an  indication  of  the  amount  and  condition  of  the  iron 
present,  and  is  also  afi'ected  by  carbonaceous  matters.  In  general,  the 
dark -red  and  sedimentary  soils  are  distinguished  by  a  greater  and  more 
permanent  fertility  than  the  yellow  or  light-red  soils. 

Sulphur, — The  craters  and  upper  slopes  of  the  volcanoes  are,  or  have 
been,  vast  solfataras,  of  which  that  of  Kilauea  is  now  the  most  notable. 
Numberless  fumaroles  or  pipes  and  fissures  of  varying  size  extend  from 
the  heated  interior  to  the  surface,  affording  vents  for  sulphurous  vapocs. 
About  them  the  surface  is  white  with  deposits  of  sulphur,  and  upon 
their  sides  and  in  places  below  the  surface  masses  of  the  pure  mineral 
are  crystallized  out.  The  quantity  is  so  marked  that  one  locality  at 
Kilauea  is  known  as  the  ^<  sulphur  banks,"  though  this  is  but  one  of 
many  remarkable  occurrences. 

Pyrite  occurs  as  a  secondary  rock  constituent,  but  not  in  segregated 
masses  or  veins  in  siifScient  quantity  to  form  a  basis  for  acid' making. 

The  water  condensed  irom  the  steam  and  vapors  of  the  fumaroles  is 
charged  with  sulphuric  acid,  samples  running  as  high  as  5  per  cent.  It 
is  not  altogether  inconceivable  that  some  utilization  might  in  future  be 
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discovered  for  the  immense  quantity  of  mineral  acid  constantly  escaping 
in  this  dilute  form. 

Oypsum, — Very  large  deposits  of  this  mineral  occur,  some  of  it  almost 
pure,  as  shown  by  the  following  partial  analysis:  GaO,  43.4  per  cent; 
8O3, 44.73  x)er  cent;  SiOj,  4  per  cent;  Fe203,  0.7  per  cent;  MgO,  0.5  per 
cent.  This  is  another  substance  which  might  be  utilized,  as  land  plas- 
ter if  not  as  plaster  of  paris,  though  the  small  content  of  iron  in  the 
analysis  just  quoted  (from  Professor  Maxwell)  shows  it  to  be  suitable 
for  making  a  very  clean  plaster  of  paris. 

Alum. — The  mineral  of  the  so-called  alum  deposits  is  a  mixture  of  the 
sulphates  of  the  alkalies,  iron,  and  alumina,  with  an  excess  of  sulphuric 
acid.  A  sample  analyzed  as  follows:  A1203,  26.2  per  cent;  Fe203, 12.3 
per  cent;  SO3,  45.6  per  cent,  with  small  quantities  of  GaO,  MgO,  K20, 
Na20,  and  SiOj.  This  occurs  in  large  quantity  and  could  be  purified 
for  commercial  use. 

Copperas  (iron  sulphate)  is  formed  by  the  action  of  sulphurous  vapors 
and  waters  upon  the  ferruginous  basalts.  It  is  only  of  mineralogical 
interest  in  this  connection. 

Olauber  salt  is  similarly  produced,  probably  from  the  soda  liberated 
in  the  decomposition  of  the  soda  feldspars  of  the  rocks;  hardly  from 
the  salt  of  sea  water,  since  free  chlorine  is  not  detected. 

Sal-ammoniac:  (ammonium  chloride)  occurs  as  an  efflorescence. 

Mineral  paints, — Bed  ocher  (hematite  and  laterite)  and  yellow  ocher 
(limonite)  of  vivid  hues  are  abundant,  as  is  also  brown  hematite.  These 
are  decomposition  products  derived  by  oxidation  from  the  iron  of  the 
volcanic  rocks,  and  are  found  in  large  pockets  and  in  layers  covering 
the  surface  of  altered  rock  masses  and  along  the  jointing  planes  of  the 
blocks.  A  sample  of  red  ocher  gave  FcqOs,  44.5  per  cent;  Si02,  32.5 
X>er  cent;  A1203, 18.1  per  cent,  with  moisture  and  small  percentages  of 
GaO,  MgO,  E20,  Na20,  and  S.  The  yellow  ocher  consists  in  large  pro- 
portion of  silica;  when  burned  it  becomes  pink  or  red.  The  quantity 
available  and  the  good  color  of  these  ochers  are  such  that  attempts 
have  been  made  to  establish  an  export  trade  in  them,  but  manufac- 
turers of  mineral  paints  in  the  United  States  are  influenced  by  the 
accessibility  of  similar  ochers  nearer  points  of  consumption.  Their 
excellence  and  the  results  to  be  obtained  by  proper  selection,  grinding, 
burning,  or  mixing  to  produce  different  shades,  should  lead  to  further 
experiment  to  obtain  for  them  something  more  than  a  restricted  local 
utilization. 

Some  of  the  kaolinized  rock,  from  which  the  iron  has  been  leached 
out,  forms  a  white  clay,  which  might  be  used,  as  in  other  localities,  for 
whitewashing,  for  which  purpose  a  natural  free  lime,  also  an  alteration 
product,  is  also  obtainable. 

Building  stoncj  etc. — The  climatic  conditions  and  mode  of  life  of  the 
inhabitants  do  not  call  for  much  construction  in  stone,  though  there  is 
an  abundance  of  available  material,  only  a  little  of  which  is  utilized. 
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The  coral  limestone,  calcareoas  and  siliceous  sandstones,  primary 
emptive  rocks  of  fair  cleavage  and  tufa  afford  a  considerable  variety 
from  which  to  choose,  bat  wooden  construction  is  more  common.  Boad 
material,  stone  for  fences,  jetties,  fillings,  etc.,  are  also  at  hand.  All 
these,  together  with  the  excellent  clays  for  brick  and  tile  making, 
lime  and  building  sand,  have  but  local  application.  The  lime  is  obtain- 
able by  burning  the  coral  limestone  and  shells. 

Kaolin. — Pockets  of  large  size  and  sometimes  very  pure  material 
have  been  found.  This  mineral  results  from  the  decomposition  of  the 
rock-constituent  minerals,  especially  feldspars,  the  silica  and  alumina 
separated  out  being  recombined.  The  scale  upon  which  the  rock  alter- 
ation has  gone  on  warranto  the  assumption  that  workable  deposits  of 
kaolin  may  be  numerous. 

Pumice, — ^The  froth  and  scorise  at  the  surface  of  cooling  lava  flows 
yield  a  sort  of  pumice,  serviceable  either  as  a  powder  after  crushing  or 
when  broken  into  blocks  of  convenient  size.  The  filaments  blown  by 
the  winds  frt>m  the  surface  of  molten  lava,  called  ^<  Pole's  hair,"  are 
interesting  specimens,  corresponding  in  mode  of  formation  to  the  artifi- 
cial mineral  wool  produced  by  steam  jets  acting  upon  iron  slag,  which 
itself  is  analogous  to  lava. 

Obsidian  (volcanic  glass)  is  noted  merely  as  a  curiosity. 

Salt — An  industry  of  some  local  importance  is  the  gathering  of  sea 
salt  from  accumulations  formed  by  the  natural  concentration  and  evap- 
oration of  sea  water,  while  the  configuration  of  the  shores  in  places, 
with  suitable  inlets  and  lagoons,  aided  by  the  strong  solar  evaporation, 
favors  the  artificial  production  of  this  commodity. 

Nacre  J  or  mother-of-pearl,  occurs,  and  with  other  ornamental  shells 
and  corals  tbrms  pretty  specimens. 

Pearls  have  been  found,  but  a  productive  industry  of  commercial 
importance  remains  to  be  established. 

In  conclusion,  it  may  be  said  that  the  most  important  and  promising 
mineral  products  of  the  Hawaiian  Islands  are  the  sulphur,  gypsum, 
alum,  mineral-paint  ochers,  all  of  which  occur  in  large  quantities  and 
of  good  quality,  and  common  salt,  which  latter  is  producible  according 
to  the  demand.  Besides  these,  some  of  the  other  substances  already 
noted  or  yet  to  be  found  may  come  into  commerce  to  an  extent  not  now 
understood.  At  least  there  is  much  encouragement  for  farther  explo- 
ration and  experiment  in  the  finding,  working,  preparing,  and  market- 
ing of  the  useful  minerals  of  Hawaii. 


MEMORANDUM  ON  THE  MINERAL  RESOURCES  OF  THE 

PHILIPPINE  ISLANDS. 


By  Obobgb  F.  Beokeb. 


i:n^tboduction. 

This  brief  memorandam  probably  covers  all  the  main  discoveries  in 
the  geology  of  the  Philippines  which  are  of  economic  interest.  It  is 
drawn  up  from  data  recorded  in  the  Spanish  Mining  Bureaa  (Inspec- 
cion  de  Minas)  but  not  pablished,  manuscript  mine  reports  by  the  late 
William  Ashbnrner,  verbal  information  obtained  in  Manila,  and  various 
technical  publications  of  Semper,  Santos,  Both,  Drasche,  Abella,  and 
others. 

Only  about  a  score  of  the  islands  are  known  to  contain  deposits  of 
valuable  minerals.  These  are  arranged  below  in  the  order  of  their 
latitude,  to  give  an  idea  of  their  geographical  distribution  and  to  facil- 
itate finding  the  islands  on  the  map.  The  latitude  of  the  northern  end 
of  each  is  taken  as  that  of  the  island.  The  character  of  the  valuable 
minerals  stated  in  the  table  will  afford  a  general  notion  of  the  resources 
of  the  islands. 

Mineral-bearing  islands  and  their  reaouroes. 


IftlancL 

Latitude 
(north  end) 

Character  of  mineral  reeouroes. 

Lazon 

c        / 
18    40 

14      8 
13    34 
13    32 
13    21 
13    19 
13    15 
12    37 
12    37 
12    36 

Coal,  gold,  copper,  lead,  iron,  sulpbar, 

marble,  kaolin . 
Gold. 

Lead,  silver. 
Coal,  gold,  copper. 
Coal. 

Do. 

Do. 
Coal,  copper. 
Marble. 
Coal,  gold. 

CataDdaanes 

Marindnqne 

Mindoro 

Carraray 

Batan 

Rapn-Rapu 

Masbatd . 

Romblon 

S^Unar  .......  _... 
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Mineral-bearing  islanda  and  their  resources — Contiuned. 


Island. 


Sibayan 

Semirara 

Panay  

Biliran 

Leyte 

Cebti 

Negros 

Bohol. 

Panaon 

Mindanao  

Solfi  Archipelago 


Latitade 
(north  end). 


o  / 

12  30 

12  7 

11  56 

11  43 

11  35 

11  17 
11 

10  10 

10  10 

9  50 

6  30 


Character  of  mineral  reeoarcea. 


Gold. 
Coal. 

Coal)  oil,  gaAf   gold,  copper,   iron,  mer- 
cury (f). 
Sulphur. 

Coal,  oil,  mercury  (f). 
Coal,  oil,  gas,  gold,  lead,  silver,  iron. 
Coal. 
Gold. 
Do. 
Coal,  gold,  copper,  platinum. 
Pearls. 


The  distribution  of  each  mineral  or  metal  may  now  be  sketched  in 
somewhat  greater  detail.  In  many  cases  the  information  given  in  this 
abstract  is  exhaastive,  so  far  as  the  available  material  is  concerned. 
The  coal  fields  of  0eb6,  however,  have  been  stadied  in  some  detail  by 
Mr.  Abella,  and  in  a  few  other  instances  more  extended  information 
has  been  condensed  for  the  present  purpose. 


COAIj. 

So  far  as  is  definitely  known,  the  coal  of  the  Philippine  Islands  is  all 
of  Tertiary  age,  and  might  better  be  characterized  as  a  highly  car- 
bonized lignite.  It  is  analagous  to  the  Japanese  coal  and  to  that  of 
Washington,  but  not  to  the  Welsh  or  Pennsylvania  coals.  Such  lignites 
usually  contain  considerable  combined  water  (8  to  18  per  cent)  and  bear 
transportation  ill.  They  are  also  apt  to  contain  much  sulphur,  as  iron 
pyrite,  rendering  them  subject  to  spontaneous  combustion  and  injuri- 
ous to  boiler  plates.  Nevertheless,  when  pyritous  seams  are  avoided 
and  the  lignite  is  properly  handled  it  forms  a  valuable  fuel,  especially 
for  local  consumption.  In  these  islands  it  would  appear  that  the  native 
coal  might  supplant  Englisn  or  Australian  coal  for  most  purposes. 
Lignite  is  widely  distributed  in  the  archipelago;  some  of  the  seams  are 
of  excellent  width,  and  the  quality  of  certain  of  them  is  high  for  fue 
in  this  class. 

Coal  exists  in  various  provinces  of  the  island  of  Luzon  (Abra, 
Camariues,  Bataan,  Sorsogon).  The  finest  beds  thus  far  discovered 
appear  to  be  those  in  the  small  island  of  Batan,  lying  to  the  east  of 
the  southern  portion  of  Luzon,  in  latitude  13^  19'.  These  seams  vary 
from  2  feet  6  inches  to  14  feet  8  inches  in  thickness.    Analyses  have 
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been  made  in  the  laboratory  of  the  Inspeccion  de  Minas,  and  the  mean 
of  seven  analyses  gives  the  following  composition: 

Analysis  of  coal  from  liatanj  one  of  the  Philippine  Islands. 


Constituent.  I    Per  rent. 


Water I      13.52 


Volatile  matter 

Fixed  carbon. .: 

Ash I 


37. 46 

44.46 

4.56 


Total I     100 


One  i>ound  of  this  coal  will  convert  6.26  pounds  of  water  at  40^  C. 
into  steam  at  lOO^  O.  The  heating  effect  is  about  three-fourths  that  of 
Cardiff  coal.  The  same  beds  are  known  to  exist  in  other  small  adjacent 
islands,  Garraray  and  Eapu-Bapu.  A  number  of  concessions  for  coal 
mining  have  also  been  granted  on  the  main  island  of  Luzon  just  south 
of  Batan,  at  the  town  Bacon.  No  doubt  the  beds  here  are  either 
identical  or  at  least  closely  associated  with  the  coal  seams  in  the  little 
islands. 

The  coal  Held  of  southern  Luzon  is  said  to  extend  across  the  Strait 
of  San  Bernardino  into  the  northern  portion  of  S^mar.  Here  coal  is 
report!  d  at  half  a  dozen  localities,  but  I  have  been  able  to  ascertain  no 
details  as  to  the  thickness  or  quality. 

In  Mindoro  there  are  large  deposits  of  coal  in  the  extreme  southern 
portion  (Bulacao)  and  on  the  small  adjacent  island  of  Semirara.  This 
fuel  is  said  to  be  similar  to  that  of  Batan. 

The  islands  of  Masbate  and  Panay  contain  coal,  the  deposits  of  which 
thus  far  discovered  do  not  seem  of  much  importance.  Specimens  from 
the  southwestern  portion  of  Leyte,  analyzed  in  the  laboratory  of  the 
Inspeccion  de  Minas,  are  of  remarkably  high  quality,  but  nothing 
definite  about  the  deposit  is  known  to  me. 

The  first  discovery  of  coal  in  the  archipelago  was  made  in  the  island 
of  Cebu  in  1827.  Since  then  lignitic  beds  have  been  found  on  the 
island  at  a  great  variety  of  points.  The  most  important  croppings  are 
on  the  eastern  slope  within  some  15  or  20  miles  of  the  capital,  also 
named  Gebu.  Though  a  considerable  amount  of  coal  has  been  extracted 
here,  the  industry  has  not  been  a  profitable  one  hitherto.  This  is,  at 
least  in  part,  due  to  crude  methods  of  transportation.  It  is  said,  how- 
ever, that  the  seams  are  often  badly  faulted. 

At  Uling,  about  10  miles  west  of  the  capital,  the  seams  reach  a  maxi- 
mum thickness  of  15^  feet.  Ten  analyses  of  Gebti  coal  are  at  my  dis- 
posal. They  indicate  a  fuel  with  about  two-thirds  the  calorific  effect 
of  Gardiff  coal,  and  with  only  about  4  per  cent  ash.  Large  quanti- 
ties of  the  coal  might,  I  suspect,  contain  a  higher  percentage  of  ash. 

The  island  of  Negros  is  nearly  parallel  with  Gebii,  and  appears  to  be 
19  GEOL,  PT  6,  VOL  2 44 
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of  similar  geological  constitution,  but  it  has  been  little  explored  and 
little  of  it  seems  to  have  been  reduced  to  subjection  by  the  Spaniards. 
There  are  known  to  be  deposits  of  coal  at  Calatrava,  on  the  east  coast 
of  Negros,  and  it  is  believed  that  they  are  of  important  extent.  In  the 
great  island  of  Mindanao  coal  is  known  to  occur  at  eight  different 
localities,  but  no  detailed  examinations  of  any  kind  appear  to  have 
been  made.  Seven  of  these  localities  are  on  the  east  coast  of  Min- 
danao and  the  adjacent  small  islands.  They  indicate  the  presence  of 
lignite  from  one  end  of  the  coast  to  the  other.  The  eighth  locality  is 
in  the  western  province  called  Zamboanga,  on  the  Golf  of  Sibuguey. 

PETKOIjEUM. 

In  the  island  of  Gebu  petroleum  has  been  .found  associated  with  coal 
at  Toledo,  on  the  west  coast,  where  a  concession  has  been  granted.  It 
is  also  reported  from  Asturias,  to  the  north  of  Toledo,  on  the  same  coast, 
and  from  Alegria,  to  the  south.  Natural  gas  is  said  to  exist  in  the  Cebti 
coal  fields.  On  Panay,  too,  oil  is  reported  at  Janinay,  in  the  province  of 
Iloilo,  and  gas  is  reported  from  the  same  island.  Petroleum  highly 
charged  with  parafQn  is  also  found  on  Leyte,  at  a  point  about  4  miles 
from  Villaba,  a  town  on  the  west  coast. 

GOIjD. 

Gold  is  found  at  a  vast  number  of  localities  in  the  archipelago,  from 
northern  Luzon  to  central  Mindanao.  In  most  cases  the  gold  is  detri- 
tal,  and  is  found  either  in  existing  water  courses  or  in  stream  deposits 
now  deserted  by  the  current.  These  last  are  called  "  aluviones"  by 
the  Sx)aniards.  It  is  said  that  in  Mindanao  some  of  the  graveis  are  in 
an  elevated  position  and  adapted  to  hydraulic  mining.  There  are  no 
data  at  hand  which  indicate  decisively  the  value  of  any  of  the  placers. 
They  are  washed  by  natives,  largely  with  cocoanut  shells  for  pans, 
though  the  batea  is  also  in  use. 

In  the  province  of  Abra,  at  the  northern  end  of  Luzon,  there  are 
.placers,  and  the  gravel  of  the  river  Abra  is  auriferous.  In  Lepanto 
there  are  gold-quartz  veins  as  well  as  gravels.  Gold  is  obtained  in  this 
province  close  to  the  copper  mines.  In  Benguet  the  gravels  of  the  river 
Agno  carry  gold.  There  is  also  gold  in  the  province  of  Bontoc  and  in 
Nueva  ficija.  The  most  important  of  the  auriferous  provinces  is  Cama- 
riiies  Norte.  Here  the  townships  of  Mambulao,  Paracale,  and  Labo 
are  especially  well  known  as  gold-producing  localities.  Mr.  Drasche, 
a  well-known  German  geologist,  says  that  there  were  700  natives  at 
work  on  the  rich  quartz  veins  of  this  place  at  the  time  of  his  visit 
about  twenty-five  years  ago.  At  Paracale  there  are  parallel  quartz 
veins  in  granite,  one  of  which  is  20  feet  in  width  and  contains  a  chute 
in  whi(5h  the  ore  is  said  to  assay  38  ounces  of  gold  to  the  ton.  One 
may  nuspect  that  this  assay  hardly  represent^ed  an  average  sample. 
BiiHides  the  localities  mentioned,  many  others  in  this  province  have 
been  worked  by  the  natives. 
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The  islands  of  Mindoro,  Gatandnaues,  Sibayan,  Sdmar,  Panay,  Geb6, 
and  Bohol  are  reported  to  contain  gold,  but  no  exact  data  are  acces- 
sible. 

At  the  south  end  of  the  small  island  of  Panaon,  which  is  just  to  the 
south  of  Leyte,  there  are  gold-quartz  veins,  one  of  which  has  been 
worked  to  some  extent.  It  is  6  feet  in  thickness  and  has  yielded  from 
(6  to  $7  per  ton. 

In  the  island  of  Mindanao  there  are  two  known  gold-bearing  dis- 
tricts. One  of  these  is  in  the  province  of  Surigao,  where  Placer  and 
other  townships  show  gravels  and  veins.  The  second  district  is  in  the 
province  of  Misamis.  Near  the  settlement  of  Imponan,  on  the  Gulf 
of  Macajalar,  there  are  said  to  be  many  square  kilometers  of  gravels 
carrying  large  quantities  of  gold  with  which  is  associated  platinum. 
The  product  of  this  district  was  estimated  some  years  since  at  150 
ounces  per  month,  all  extracted  by  natives  with  bateas  or  cocoanut- 
shell  dishes. 

COPPEB. 

Gopper  ores  are  reported  from  a  great  number  of  localities  in  the 
Philippines.  They  are  said  to  occur  in  the  following  islands:  Luzon 
(provinces  of  Lepanto,  Benguet,  and  Gamarines),  Mindoro,  Gapul,^  Mas- 
bate,  Panay  (province  of  Antique),  and  Mindanao  (province  of  Surigao). 
Many  of  these  occurrences  are  probably  unimportant.  The  great  island 
of  Mindanao,  being  practically  unexplored,  is  full  of  possibilities,  but 
as  yet  no  important  copper  deposit  is  known  to  exist  there.  An 
attempt  was  made  to  work  the  deposit  in  Masbate,  but  no  success 
seems  to  have  been  attained.  On  the  other  hand,  northern  Luzon 
contains  a  copper  region  which  is  unquestionably  valuable.  The  best- 
known  portion  of  this  region  lies  about  Mount  Dat^,  a  peak  given  as 
"2,500  meters!''  in  height,  lying  in  latitude  16o  63',  longitude  120©  58' 
east  of  Greenwich,  or  124°  38'  east  of  Madrid.  The  range  of  which 
DatA  forms  one  peak  trends  due  north  to  Gape  Lacay-Lacay,  and  forms 
a  boundary  for  all  the  provinces  infringing  upon  it. 

Datd  itself  lies  in  the  province  of  Lepanto.  In  this  range  copper  ore 
has  been  smelted  by  the  natives  from  time  immemorial  and  before 
Magellan  discovered  the  Philippines.  The  process  is  a  complicated 
one,  based  on  the  same  principles  as  the  method  of  smelting  sulpho- 
salts  of  this  metal  in  Europe  and  America.  It  consists  in  alternate 
partial  roasting  and  reduction  to  "  matte ^'  and  eventually  to  black 
copper.  It  is  generally  believed  that  this  process  must  have  been 
introduced  from  Ghina  or  Japan.  It  is  practiced  only  by  one  peculiar 
tribe  of  natives,  the  Igorrotes,  who  are  remarkable  in  many  ways. 

Vague  reports  and  the  routes  by  which  copper  smelted  by  natives 
comes  to  market  indicate  that  there  are  copper  mines  in  various  por- 
tions of  the  Gordillera  Gentral,  but  the  only  deposits  which  have  been 
examined  with  any  care  are  those  at  Mancayan  (about  5  miles  west  of 

*  I  am  unable  to  find  this  island,  which  probably  is  a  very  aiuall  one. 
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Moant  Data)  and  two  or  three  other  localities  within  a  few  miles  of 
Mancayan.  The  deposits  of  Maucayan  are  described  as  veins  of  rich 
ore,  reaching  7  meters  in  width  and  arranged  in  groups.  Mean  assays 
are  said  to  show  over  16  per  cent  of  copper,  mainly  as  tetrahedrite  and 
allied  ores.  The  gangue  is  quartz.  The  conn  try  rock  is  described  as 
a  large  qaartzite  lens  embedded  in  a  great  mass  of  trachyte.  An 
attempt  has  been  made  by  white  men  to  work  these  deposits,  but  with 
no  considerable  success.  The  failure  does  not  seem  to  have  been  due 
to  the  quality  or  quantity  of  ore  found. 

liEAD  AND  SIIjVER. 

A  lead  mine  has  been  partially  developed  near  the  town  of  Cebu,  on 
the  island  of  the  same  name. 

The  most  important  deposit  of  argentiferous  galena  is  said  to  be  at 
Tfirrijos,  on  the  small  island  of  Marinduque  (latitude  13^  34').  A  metric 
ton,  or  1,000  kilograms,  is  said  to  contain  96  grams  of  silver,  6  grams 
of  gold,  and  565.5  kilograms  of  lead. 

In  Gamarines,  a  province  of  Luzon,  lead  ores  occur,  but  are  worked 
only  for  the  gold  they  contain. 

IRON. 

There  is  iron  ore  in  abundance  in  Luzon,  Garaballo,^  Gebti,  Panay, 
and  doubtless  iu  other  islands.  In  Luzon  it  is  found  m  the  provinces 
of  Laguna,  Pampanga,  and  Gamarines  Norte,  but  principally  in  Bulacan. 
The  finest  deposits  are  in  the  last-named  province,  near  a  small  settle- 
ment named  Gamachin,  which  lies  in  latitude  15^  7'  and  longitude  124^ 
47'  east  of  Madrid.  A  small  industry  exists  here,  wrought  iron  being 
produced  in  a  sort  of  bloomery  and  manufactured  into  plowshares. 
The  process  has  not  been  described  in  detail,  so  far  as  I  know.  *  It 
would  appear  that  charcoal  pig  iron  might  be  produced  to  some  advan- 
tage in  this  region.  The  lignites  of  the  archipelago  are  probably 
unsuitable  for  iron  blast  furnaces. 

QUICKSILVER. 

Rumors  of  the  occurrence  of  this  metal  in  Panay  and  Leyte  have 
failed  of  verification.  Accidental  losses  of  this  metal  by  prospectors  or 
surveyors  sometimes  lead  to  reports  of  the  discovery  of  deposits,  and 
ochers  are  not  seldom  mistaken  for  impure  cinnabar. 

NONMETALLIC  SUBSTANCES. 

Sulphur  deposits  aboun^'  about  active  and  extinct  volcanoes  in.  the 
Philippines.  In  Luzon  the  principal  sulphur  deposits  are  at  Daclan, 
in  the  province  of  Benguet,  and  at  Golasi,  in  Gamarines.    The  finest 

1 1  have  not  found  this  island  on  the  map. 
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deposit  ill  the  archipelago  is  said  to  be  on  the  little  island  of  Biliran, 
which  lies  to  tue  northwest  of  Leyte. 

Marble  of  flue  quality  occurs  on  the  small  island  of  Homblon  (latitude 
12^  37'),  It  is  much  employed  in  churches  in  Manila  for  baptismal 
fonts  and  other  purposes.  Marbles  are  also  quarried  at  Montalban  in 
the  province  of  Manila,  and  at  Binangonau  in  the  province  of  Marong. 

There  are  concessions  for  mining  kaolin  at  Los  Bailos,  in  Laguna 
Province. 

Pearl  fisheries  exist  in  the  Suiii  Archipelago,  and  are  said  to  form  an 
important  source  of  wealth. 
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Hornblende  in  quartz 506 

Hungary,  petroleum 142 

Idaho,  granite 208,215 

limestone 280-28., 288 

marble 238.289,243 

mineral  springs 661,667 

Illinois,  cement 487,495 

day  analysis 486 

products 356 

fluorspar 613 

mnestone 280-283,288 

mineral  paint 644 

mineral  springs 661,667 

natural  gas 168,172,177 

petroleum 5,10,96 

Portland  cement ...  487,492 

salt 588,691,698 

sandstone 264-286,289 

Import  duties  on  petroleum  in  Canada. . .      115 

Imports,  asbestos 625 

asphaltum 195 

barytes 662 

brick  and  tile 876 

buhrstones 516 

cements 488 

clay 375 

cryolite .*. 614 

emery 524 

fertilizers 655 

graphite 628 

grindstones 619 

gyiMium 583 

hones,  whetstones,  etc 623 

litharge 647 

mica 619 

mineral  waters 679 
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Im]x>rts.  natural  gas 183 

ocher,  etc 639 

orange  mineral 647 

ozocerite  into  Austria-Hungary 140-141 

petroleum  into  Austria-Hungary 140 

Canada.... 118 

Great  Britain 166 

Japan 160 

phosphates 555 

lottery 376 

precious  stones 614 

pyrites 674 

red  lead 647 

salt 600 

sienna 640 

soapstone 814 

sulphur 562-568 

from  Sicily  by  ports  and  years.  569-571 

talc 314 

umber '     640 

white  lead,  red  lead,  etc 647 

zinc  white 650 

India,  gsrpsum 585 

mica  exi)orts  from 622 

petroleum 161-163 

salt 611 

Indiana,  cement 487,492,496 

clay  analyses 473,486 

products 367 

clay- working  industry 472-473 

limestone 280-^83, 289-a» 

mineral  springs 661,668 

natural  gas 168,172,176 

oilstones 620 

petroleum 8,86-96 

Portland  cement 487,492 

sandstone 264-266,299 

Indian  Territory,  asphaltum 194 

petroleum 6,10,97 

Infusorial  earth  and  Iripoli 627 

Iowa,  clay,  analyses 475-476 

products 368 

clay -working  industry 473^76 

gypsum 677-579,681 

limestone 280-283,296 

mineral  springs 661,668 

paving-brick  tests 474 

sandstone 204-266,209 

Iron  ores,  Philippine  Islands 692 

Italy,  asphaltum 200 

graphite 630 

petroleum 147-150 

exported  to,  from  United  States..  14-18 
salt 611 

Jaggar,  T.  A.,  quoted  on  methods  of  test- 
ing hardness  of  minerals  and  pre- 
cious stones 511 

Japan,  im]x>rts,  petroleum 160 

I>etroleum 166 

ex]x>rted  to, from  United  States..  14-18 

Java,  petroleum 153 

Johnsdorfer  day,  analyses 442 

Kansas,  cement 496 

gypsite 584 

gypsum 677-579,581 

Umestone 280-IS83,296 
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Kansas,  mineral  springs 661.668 

natural  gas 168,172,178 

I>etroleum 5,10.106 

salt 588-ri81,698 

sandstone 364-386,369 

Kaolin,  analyses,  Bohemia 436-439 

Germany 412-416 

North  Carolina 480 

Russia 455 

Bohemia 435-440 

Denmark 445-446 

Germany 411-416 

Hawaii 686 

Philippine  Islands 693 

value  of,  by  States 351-353 

Kaolins  and   fire   clays  of   Europe,  by 

HeinrichRies 377-467 

Kentucky,  asphaltum IK) 

cement 496 

clay  analysis 486 

products 359 

fluorspar 613 

limestone 380-383,396 

mineral  springs 661,668 

natural  gas 168,173,176 

petroleum  field 9,38,96 

aandfltone 364-386,360 

Khorbel-Lhotta,  Bohemia,  clay  analysis. .      443 
Knight,  W.  C,  quoted  on  petroleum  fields 

of  Wyoming 107 

Labor  employed  in  South  African  dia- 
mond mines 409 

Lander,  Wyoming,  oil  field 108 

Lead,  Philippine  Islands 692 

Leete  Island,  Connecticut,  granite 334 

Lewis  County,  West  Virginia,  petroleum 

district ..       35 

Limestone 380-309 

analyBes.....  284,385,286,387.288,389,390-391, 

397, 398, 399, 300, 301, 303. 306, 306, 30; ,  308, 300 

o«lltic,ln  Indiana, by  C.E.Llebenthal  393-396 

production,  by  States 380-283 

Lima-Indiana  field,  petroleum 3 

pipe-line  runs 71 

prices 76 

shipments 73 

stocks 74 

Lima,  Ohio,  petroleum  district 64 

well  records 66 

Litharge 645 

imjKjrts 647 

LoM  Angeles   County,  California,  petro- 
leum         98 

analysis 100 

LouiMJuna,  mineral  springs 661.668 

Hiilt 588-^00,593-697 

»«inrlstone 264-306,370 

NUJjihur 557 

Mad'Mrii,  Guorge,  quoted  on  marble   of 

Himonm  County,  California 241 

MaiiKf.clay  ijrrxlucts 360 

griiiiito 308.215 

fi}]ilH\nii 657 

ijiiw'Htorii* 280-383.296 

iiilfuTu)  Hpringw 661,669 

q  uuvi'/, 657 
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Maine,  slate 350-354,255 

Malcomson,  A.  S.,  quoted    on   prices  of 

Sicilian  sulphur 661 

quoted  on  sulphur  exports  from  Sicily 
and  imports  of  Sicilian  sulphur  into 

United  States.... 568-571 

Marble 338-348 

analyses 340,342,343,344,345-346 

cond  itions  In  which  marketed 238 

crushing  strength  of 344 

industry  in  various  States 240 

Philippine  Islands 693 

Marion    County,  West  Virginia,  petro- 
leum district  34 

Markets,  foreign,  petroleum 13 

Marshall  County,  West  Virginia,  petro- 
leum district 25 

Maryland,  cements 495 

clay  products 361 

feldspar 657 

granite 308,320 

limestone 380-383,207 

marble 338,330,343 

mineral  paints 636-638 

springs 661,660 

quartz &57 

slate 348-354,355 

Massachusetts,  clay  products 362 

feldspar 667 

granite 338 

limestone 380-383,298 

marble 338,330.243 

mineral  paints... 643 

springs 661,669 

pyrites 576 

quartz 657 

sandstone...- 364-286.270 

slate 348-354,356 

Maury   County,    Tennessee,   phosphate 

rock  deposits 547 

shipments 664 

Mecca- Belden,  Ohio,  petroleum  district .       85 
Memmlnger,  C.  G.,  notes  on  the  land  and 
river  pebble  phosphate  mining  in- 
dustry of  Florida  in  1897 543 

Moriden,  Connecticut,  granite 334 

Merriam,    Prof.    Mansfield,  quoted    on 
strength  and  weathering  qualities 

of  Bangor  slate 257 

Metallic  paint 641 

Mexico,  petroleum 131 

exported  to,  from  United  States. .  13-18 

sulphur 671 

Mica,  by  Edward  W.  Parker 618-622 

Canadian  production 821 

exports  from  India 623 

imports 619 

with  countries  from  which   ex- 
ported       681 

review  of  industry 620 

Middle  ton,  Jefferson,  paper  on  clay  sta- 
tistics   317-^6 

Michigan,  cement 487,493 

clay  products 363 

gypsum 577-579,581 

limestone 280-383,208 
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Michigan,  mineral  springs 661,670 

Portland  cement 487,493 

salt 588-501, 5«J-597. 508 

sandstone 26*-366,273 

Miller,  Thos    D.,  quoted   on   history  of 

Texas  petroleum 100 

Millstone,  Con  nectlcu t  granite 233 

Millstones     (5ee  Bnhrstones  ) 

Mineral  paints,  by  Edward  W.  Parker.  633-653 

Hawaii 685 

production  by  kinds 635 

Mineral  resources,  Hawaii 681-686 

Philippine  Islands 687-603 

springs,  list  of 665-676 

Mineral  waters,  by  A.  C  Peale  650-680 

exports 680 

imports 679 

production,  by   geographic  divi- 
sions   663-665.677 

by  States 661 

Minerals,  methods  of  testing  hardness  of .     511 

nsedas  pigments 633 

Minnesota,  cement... 495 

clay,  analyses 486 

products 364 

granite 208.221 

limestone 280-283,298 

mineral  springs 661.670 

sandstone 26+-aJ6  273 

slate 248-254.256 

Mississippi,  mineral  springs 661.670 

Missouri,  clay,  analysis 486 

products 365 

granite 208,221 

limestone 280-283.299 

mineral  paint 636,637 

springs 661.670 

natural  gas 168,172,179 

petroleum 5,10,96 

sandstone 264-266,274 

Moissan,  Henri,  quoted  on  bleaching  of 

spotted  diamonds 503 

Monongalia  County,  West  Virginia,  pe- 
troleum district •  24 

Monroe  County,  Ohio,  iietroleum  district.       22 

Montana,  limestone 280-283,300 

mineral  springs... 661,671 

Mount  Pleasant,    Tenn^we,  phosphate 

district 547 

Nacre,  Hawaii 686 

Nakashima,  K.,  quoted  on  production  of 

petroleum  in  Japan 156-160 

Natural  gas,  by  F.  H.  Oliphant 167-183 

imports 183 

inCanada 182 

production  by  States 168-171 

uses  to  which  applied 172 

•  value  and  distribution  of 168-171 

value  consumed  by  889  persons,  firms, 

and  corporations 172 

well  records,  by  States 172 

Nebraska,  fuller's  earth 656 

limestone 280-283,300 

mineral  springs 661,671 

pumice  stone 529,530 
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Netherlands,  petroleum  exported  to.  from 

United  States 14-18 

Newberry,  Spencer  B.,  paper  on  Portland 

cement 4«7^94 

New  England,  granite,  notes  on 228 

New  Hampshire,  granite 2«j8.221.237 

mineral  springs 661,671 

oilstones 520 

New  Jersey,  cement 487 

clay  products 366 

granite 208-222 

limestone 280-28:3,300 

mineral  springs 661,671 

sandstone 284-366,274 

slate 248-254.256 

New  Mexico,  mineral  springs 661,671 

New  South  Wales,  opal 507 

New  York,  cement 487,495 

clayindustry 477 

products 367 

feldspar 657 

fuller's  earth 655 

granite 308,222 

graphite 627 

gypsum 577,578,581 

limestone 280-283,300 

marble...; 238.239,243 

mmeral  paints 636,642 

springs 661.671 

natural  gas 168,172,179 

petroleum  district 18-19 

quartz 657 

salt 688.591,593 

slate 248-254,256 

New  Zealand, petroleum 152 

sulphur 571 

Niantic,  Rhode  Island,  granite 234 

Noetling,  Dr.  Fritz,  quoted  on  petroleum 

production  of  Burma 161 

North  Carolina,  clay,  analyses 482-485 

industry 478 

granite 208,222 

kaolin,  analyses 480 

mineral  springs 661,672 

sandstone 264-286,276 

Norway,  feldspar 460 

Norway  and  Sweden,  petroleum  exi)orted 

to,  fromUnited  States 14-18 

Obeyahna,  Germany, clay.analysls 424 

Obsidian,  Hawaii 686 

Ocher,  Hawaii 685 

imports 639 

production,  by  States 636 

world's  production 641 

Ocher,  umber,  and  sienna 636 

Ohio,  cement 487,493.495 

clay,  analyses 306,486 

products 368 

gypsum ..... 577,581 

limestone 280-283,303 

mineral  paints 642 

springs 661,673 

natural  gas 168,172,174 

oilfields 8.50^^ 

Portland  cement 487,498 
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Ohio,8alt 688,591,583 

Bandstone 264^266,276 

Oilstones  and  whetstones 620 

imports 523 

Oklahoma  Territory,  asphaltnin 194 

salt  making 608 

Oliphant,  F.  H.,  pai)er  on  natural  gas  ..  167-183 

petroleum 1-166 

Olszewski,  Dr.  Stanislaus,  quoted  on  pro- 
duction of  petroleum  in  Oalicia  —      137 

Opal 507 

Orange  mineral 645 

imi)orts 647 

Oregon  mineral  springs 661,673 

sandstone 264-286,277 

Ozocerite,   exports   from   Austria-Hun- 
gary       139 

imports  into  Austria-Hungary 140-141 

inOalicia 200 

Pamietitz,  Bohemia,  clay  analysis 443 

Parker,  IZdward  W.,  paper  on  abrasive 

materials 515-633 

asbestos 623-626 

asphaltum 187-204 

barytas 651-^53 

fluorspar 613-617 

gypsum 577-686 

mica 618-622 

mineral  paints 683-663 

salt 587-612 

soapstone 311-315 

sulphur  and  pyrites 567-676 

Pascoag,  Rhode  Island,  granite 236 

Paving  brick,  tests,  Iowa 474 

Peale,  A.  C,  paper  on  mineral  waters..  669-680 

Pearl  fisheries,  Philippine  Islands 093 

Pearls,  Hawaii 686 

Pennsylvania,  cement 487,495 

clay  analysis 486 

products - 369 

feldspar 667 

granite 208,222 

graphite 627 

limestone.... 280-283,304 

marble 238,239,245 

mineral  paints 636,642 

springs 661,673 

naturalgas 168,172,173 

petroleum  production,  by  districts. . .  19-22 

Portland  cement 487,493 

quartz 657 

salt 688.591,583 

sandstone 264-266,277 

slate 248-254,256 

Pennsylvania  and  New  York  oil  field. . .  8,46-63 
Pennsylvania,  New  York,  West  Virginia, 

and  Ohio  oil  fields,  well  records 64 

Perry  County,  Tennessee,  phosphate  rock 

district 663 

Peru,  Indiana,  petroleum  pool 88 

Peru,  South  America,  petroleum 119 

Petroleum,  by  P.  H.  Oliphant 1-166 

Africa 166 

Alaska 110 

Alexander  pool,  Indiana 88 

analyses,  Texas 105 
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Petroleum,  analyses,  Wyoming 100 

Appalachian  field 2 

Argentina 120 

Australia 15S 

Austria-Hungary 136-144 

Baku,  Russia  field 121-136 

Barbados 120 

Borneo 153 

Broad  Ripple,  Indiana,  district 80 

California 6,10,97 

Canada Ill 

Colorado 6,9,101 

Derbyshire,  England 164 

eastern  or  southeastern  Ohio  district       76 

exi)orts 11-12 

Canada 118 

from  Ghilicia ^ 13^ 

foreign  countries 111-166 

Fresno  County,  California 06 

analysis 100 

Oalicia,  Austria 136 

Germany 144-146 

Great  Britain 163 

Hungary 142 

Illinois 6,10,96 

imi>ortant  features  of    industry   in 

1897 1 

import  duties  imposed  in  Canada 115 

imports  into  Canada 118 

Austria-Hungary...! 140 

Great  Britain 165 

Japan 160 

increasesand  decreases  in  production, 

1897 6 

India 161-163 

Indiana  field 8,86-96 

Indian  Territory 6,10,97 

Kentucky 95 

Italy 147-150 

Japan 155 

Java 153 

Kansas 5,10,106 

Lander,  Wyo.,  field 108 

Los  Angeles  County,  California 98 

Lima-Indiana  field,  shipments 73 

Lima,  Ohio,  district 64 

markets,  foreign 18 

Mecca-Belden,  Ohio,  district 85 

Mexico 121 

Missouri 5,10,96 

New  Zealand 152 

Ohio 8,59-86 

Pennsylvania  and  New  York  field. .  8, 46-53 
percentages  of  production  by  fields. .         2 

Peru 110 

Peru  pool,Indiana 88 

Petrolia  field,  Canada,  shipments 113 

Philippine  Islands 600 

pil^e-line  runs,  Appalachian  field 20 

Lima-Indiana  field 71 

Pennsylvania  and  New  York  oil 

field 52 

sou  theastern  Ohio  district 78 

prices,  Appalachian  field 33 

Canada 114 

*  decreasein 4 
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Petroleum,  jirices,  Lima-  Indiana  field 76 

Mecca-Belden  district 86 

Ohio 60 

Ruflsia 125 

West  Virginia 67 

production  and  value  by  States  and 

districts  in  1806  and  1897 4-6 

by  fields,  since  1894 7 

States  and  districts  in  detail.  16-110 
States  in  1897  and  preceding 

years 8-11 

products  obtained  from  Burma  crude     161 
from  crude  shale  oil  in  Eng- 
land       165 

Italian  crude 149 

Roumania 142 

Russia 121-136 

(Baku)  stocks , 136 

cost  and  prices 124,128 

production  since  1880 128 

products  obtained  from 134-135 

railroad  freights 127 

wells  and  well  records 129 

Santa  Barbara  County,  California —       99 

shipments,  Api>alachian  field 30 

from  Batoum,  Russia 134-135 

southeastern  Ohio  district 79 

Shoshone,  Wyoming,  field 108 

South  Africa 152 

stocks,  Appalachian  field 31 

increase  in 3 

Lima- Indiana  field 74 

southeastern  Ohio  district 80 

Sumatra 160 

Tennessee , 96 

Texas 6,10,102 

fractional  distillation  of 106 

Trinidad 120 

Ventura  County,  California 99 

well  records,  Appalachian  field 38-46 

Indiana  field  91 

Lima,  Ohio,  district 66 

Pennsylvania,  New  York,  Ohio, 

and  West  Virginia  oil  fields 54 

southeastern  Ohio  district 81 

wells,  decrease  in 3 

West  Virginia 8,65-69 

Wyoming 6,10,106 

Petrolia,  Canada,  oil  field,  shipments  from     113 
Philippine    Islands,    mineral    resources 

of 687-698 

Phosphate  rock 535-665 

analyses 651 

countries  to  which  exported 538-543 

dejMMits  of ,  Tennessee 547 

Imports « 555 

land  pebble  mining  in  Florida 643 

markets 544 

mining  method  s  in  Tennessee 549 

review  of  land  and  river  pebble  in- 
dustry in  Florida 543 

river-pebble  mining 544 

South  Carolina 635?645-547 

Tennessee 536,647,664 

production 554 


Pageu 
Piaggio,  FaustinbG., quoted  on  petroleum 

in  Peru 119 

Pike  Manufacturing  Company,  produc- 
tion of  oilstones,  etc 622 

Pilsen,  Bohemia,  kaolin  analyses 439 

Pipe-line  runs,  Appalachian  oil  field 29 

Lima-Indiana  field 71 

Pennsylvania  and  New  York  oil  field  52 
southeastern  Ohio  petroleum  district  78 
Pleasants  County,  West  Virginia,  petro- 
leum district  25 

Po]x>  Agie,  Wyoming,  petroleum  field 108 

Porcelain,  value  of  product  by  States. .  346-348 
Porcelain  electrical  supplies,  value  by 

States 316-348 

Portland  cement,  by  Spencer  B.  New- 
berry   487-494 

analyses 403 

industry  by  districts 488 

by  States 492 

materials  used 494 

processes  employed 494 

relation  of  domestic  product  to  im- 
ports   400 

Pottery,  glazes 384 

Imports 376 

materials,  preparation  of 378 

rank  of  States  in  production 340-360 

value  of  production  by  States 330- 

332,346,348 

Precious  stones,  by  George  F.  Kunz 497-614 

imports 614 

methods  of  testing  hardness  of 511 

production  by  kinds 613 

Prices,  oOlitic  limestone,  Indiana 296 

petroleum 4 

Appalachian  field 88 

Canada 114 

Lima-Indiana  field 75 

Mecca-Belden  district,  Ohio 86 

Ohio 60 

Russia 125 

West  Virginia 67 

Sicilian  sulphur 561 

slate 248,280 

white  lead 648 

Prussia,  petroleum 145,146 

Pumice  stone 620 

analyses 632 

developed  deposits  in  Nebraska  and 

Utah 630 

Hawaii 686 

Pyrites 572^76 

Canadian  piroduction 676 

consumption 674 

"fines,"  increasing  use  of 575 

imports 674 

increasing  use  of 572 

occurrence 576 

world's  production 678 

Quartz,  gem  vai*iety 605 

Quartz  and  feldspar 667 

cryBtal,  abrasive 628 

pebbles,  gem 606 

Queensland,  opal 606 
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Quicksilver,  Philippine  Islands i      092 

Qiiincy ,  Massachusotts,  ^ani te 229 

Railroad  freight  rates, Russlati  petroleum     127 

Red  lead 646 

imports 647 

Redwood,  Boverton,quoted  on  petroleum 
in    Australia,   New    Zealand,  and 

South  Africa 162 

Barbados  and  Trinidad 120 

Newfoundland 112 

Production  from  oil  shale  in 

Great  Britian 163 

Rhine  province,  Germany,  clay,  Analyses     422 

Rhode  Island,  clay  products 354 

granite 208,223,234 

limestone 280-283,306 

mineral  springs 661.673 

Rhodonite 608 

Ries,  Heinrich,  paper  on  the  clay- working 
industry  of   the  United  States  in 

1897 460-486 

kaolins  and  fire  clays  of  Europe  377-467 
Ritr;hie  CJounty,  West  Virginia,  i>etroleum 

district 25 

Roane  and  Calhoun  counties.  West  Vir- 
ginia, petroleum  district 25 

Rock  crystal 606 

Rockingham  ware,  value  of  production  by 

States 346-348 

Romona,  Indiana,  oOlitic  limestone  dis- 
trict       294 

Roumania,  petroleum 142 

Russia,  clays 461-465 

analyses 463-465,466 

kaolin,  analysis 455 

petroleum 121-136 

cost  and  prices 124-128 

production  since  1880 128 

products  obtained  from 134-136 

railroad  freights 127 

wells  and  well  records 129 

salt 611 

Sachem  Head,  Connecticut,  granite 233 

Safford,  Dr.  J.  M.,  State  geologist,  quoted 
on  geology  of  Tennessee  phosphate 

deposits 548 

Sal  ammoniac,  Hawaii 686 

Salathe,  Dr.  Frederick,  quoted  on  analy- 
ses of  California  asphaltum 191 

Salisbury,  Prof.  R.  D.,  quoted  on  devel- 
oped deposits  of  pumice  stone  in 

Nebraska  and  Utah 631) 

Salt,  by  Edward  W.  Parker 687-612 

domestic  supply  and  consumption 509 

exports 602 

and  countries  to  which  ezi)orted . .      606 

Hawaii 686 

imports  and  exports 699 

with  countries   from  which  ex- 
ported        603 

industry  in  1897 597 

in  Utah 608 

makingin  Oklahoma 608 

number  of  establishments 690 

processes  employed  in  making 690 

production  by  States 588 
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Salt,  production  by  States  since  1880. . .  592-697 

review  of  industry fi07 

world's  production 610 

San  Bernardino  County,  California,  mar- 
ble      212 

Sanders,  Indiana,  oOlitic  limestone  dis- 
trict      294 

Sandstone 264-280 

analyses . .  aao,  271, 272, 273. 274, 276. 277, 278, 280 

crushing  tests 270, 

271, 272, 2rX  274. 275, 276,277, 278, 279 

industry  in  various  States 287-280 

production  by  States    364-266 

Sanitary  ware,  value  of  production  by 

States 346-348 

Santa  Barbara  County,  California,  petro- 
leum         99 

Scandinavian  clay  products 460-451 

Schdnbrunn,  Germany,  clay  analyses 423 

Sewer    pipe,   value    of    production    by 

I  SUtes 334^328,  ;S0^332 

Shoshone,  Wyoming,  oil  field 108 

Sicily,  sulphur  exports 568^560 

Siebenthal,  C.  E.,  paper  on  Bedford  (In- 
diana) oiilitic  limestone 292-296 

Sienna 637 

imports 640 

Silver,  Philippine  Islands 892 

Slate 248-264 

analyses 256,256,281,264 

crushing  tests 266,250,261 

export  trade 248 

ground  for  pigment 644 

industry  in  individual  States 254-264 

prices 248,250 

production  by  States 250-254 

Wales,  strike  in  quarries  of,  and  effect 

uponlndustry  in  United  States..     248 
Slosson,  Prof.  Edwin  E., quoted  on  analy- 
ses Wyoming  petroleum 109 

Soapstone,  by  Edward  W.  Parker 811-315 

Canada 315 

conditions  in  which  marketed 812 

imports 314 

occurrence 811 

Sodau,  Bohemia,  kaolin,  analyses 436 

Sonoma  County ,  California,  marble 241 

South  Africa,  diamond  fields 497 

];>etroleum 152 

South  America,  petroleum  exported  to, 

from  United  States 13-18 

South  Carolina  granite 208,223 

limestone 280-283,306 

mineral  springs 661,674 

phosphate  rock 636,546-547 

South  Dakota  granite. 208,223 

gypsum •- 677 

limestone 280-283,306 

mineral  springs 661,674 

sandstone 264-366,278 

Southeastern  Ohio  petroleum  distriot ....  23, 76 

pipe-line  runs 78 

shipments 79 

Spain  ocher 641 

petroleum  exported  to,  from  United 
States 18-18 
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Spain,  pyrites 573 

salt 611 

Steatite.    (See  Soapstone.) 
Stinesville,  Indiana,  oOlitic  limestone  dis- 
trict       294 

Stocks,  x>etroleam,  Appalachian  field —       31 

of  Baku,  Russia 136 

Lima-Indiana  field 74 

southeastern  Ohio  district 8<) 

Stone,  by  William  C.  Day 205-309 

production  by  States 20tt 

varieties  produced  in  United  States. .     206 
Stoneware  (and  earthenware),  value  of 

production  by  States 34G-348 

Stony  Creok,  Connecticut,  fin*f^nlte 23.1 

Strike  in  Welsh  slate  quarries  and  effect 

upon  industry  in  United  States  —     248 

Sulphur 657-572 

displaced  by  use  of  pyrites 575 

domestic  consumption 559 

exports  from  Sicily 568-569 

Hawaii 684 

Imports 562-568 

trom  Sicily,  by  ports  and  years.  509-571 

new  foreign  sources 571 

Philippine  Islands 602 

prices 561 

review  of  the  industry 560 

Sulphur   and  pyrites,  by    Edward    W. 

Parker 555-576 

Sumatra,  petroleum 150 

Sweden,  clays 448-449 

analyses 449,466 

Sweden    and    Norway,    petroleum    ex- 
ported to,  from  United  States 14-18 

Talc.    (See  Soapstone.) 

Tennessee,  clay  products 370 

limestone 280-283,306 

marble 238,239,246 

mineral  paints 642 

springs 661,674 

petroleum  field 96 

phosphate  rock 536,547-^>54 

analyses 551 

sandstone 2ft4-386,278 

Terra  cotta,  Denmark 448 

ornamental,  value  of  production  by 

States 324-308, 8&0-332 

Texas,  asphaltum IW 

cement 487,495 

clay  analysis 486 

products 371 

gypsite 584 

gypsum 577,578,581 

limestone 280-283,306 

mineral  springs 661,674 

petroleum 5,10,102 

fractional  distillation,  results  of.       105 

salt 588,591,603 

sandstone 264-366,278 

sulphur 558 

Tiefenfucha,  Bohemia,  clay  analysis 443 

Tile,  drain.    (See  Draintlle.) 

Tile  (not  drain),  value  of  production  by 

States 334-326,330-832 
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Tourmaline 605 

in  quartz.. 5(KJ 

Trinidad  asphaltum 196 

Tripoli 527 

TrOggendorf,   Qermany,  clay,   composi- 
tion of 423 

Turkey,  opal 507 

Turquoise 504 

Tyler  County,  West  Virginia,  petroleum 

district 22 

Umber 637 

imports 640 

Underwood,  George  C,  quoted  on  occur- 
rence   of    marble    in    Pocahontas  ■ 

County,  West  Virginia 247 

Uruguay,  petroleum  exported  to,  from 

United  States 14-18 

Utah,  asphaltum 194 

cement 487 

granite 208,233 

gypsum 577 

limestone 280-283,300 

marble 238,239,246 

mineral  springs 661,674 

natural  gas 168,l?i,182 

pumice  stone 529,531 

salt 588,591,503 

industry  ....- 608 

sandstone 264-286.278 

sulphur 567 

Van  Kess,  William  W.,  quoted  on  petro- 
leum in  Africa 166 

Venetian  red 643 

Ventura  County,  California,  i)etroleum. .       90 

Vermont,  granite a08,223,2;« 

limestone 280-283,306 

marble 238,239,246 

mineral  springs 661,675 

slate 24&-254,263 

Virginia,  cement 496 

clay  analysis 486 

products 372 

granite * 227 

limestone 280-283,308 

mineral  springs 661,675 

sandstone a64-286,2?9 

sUte 24^254.263 

Vitrified  brick,  Denmark 447 

Wales,  strike  In  slate  quarries  of,  and  ef- 
fect upon  industry  in  United  States .      248 
Warren  and  Forest  County,  Pennsylva- 
nia, petroleum  district 19 

Washington,  limestone 2SO-283.308 

mineral  springs 661,676 

sandstone 264-266,279 

Washington  County,  Ohio,  i>etroieum  dis- 
trict        22 

Pennsylvania,  petroleum  district 20 

Waterf  ord,  Connecticut,  granite 233 

Well  records,  Appalachian  oil  field 38-46 

Indiana  petroleum  field \  91-96 

Lima,  Ohio,  district 66 

natural  gas 173 

Pennsylvania,  New  York,  West  Vir- 
ginia, and  Ohio  oil  fields 54 
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Well  records,  Russia 129 

southeastern  Ohio  district 81 

West  Concord,  New  Hampshire,  granite.      237 

Westerly,  Rhode  Island,  granite 234 

Wester  wold,  Germany,  clay  analyses 420 

West  Virginia,  clay  products 873 

limestone 280-283,306 

marble 238,239,346 

nuneral  springs 661,676 

natural  gas 168,172,181 

oilfield 8,55-69 

petroleum  field 22 

salt 588,501,583 

sandstone 264-286,279 

Wetzel  County,  West  Virginia,  petroleum 

district 23 

Whetstones 520 

White  granite  ware,  value,  by  States. .  346-348 

White  lead 646 

imports 647 

prices 648 

Wiesau,  Qermany ,  clay  analjrses 433 

Wisconsin,  cement 495 

clay  analysis 486 

products 374 

granite 227 
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Wisconsin,  limestone 280-283.306 

mineral  paint 642 

springs 661,676 

quartz 657^ 

sandstone 264-286,279* 

Wladimirowka,  Russia,  clay  analysis 453 

Wolff,  Prof.  J.  E.,  quoted  on  composition 

of  granite  from  North  Jay,  Maine. .     218 
Wood  County,  West  Virginia,  petroleum 

district 25 

Woolsen,    Ira    H..  quoted  on  crushing 
strength    of    South    Dover,    New. 

York,  marble 244 

World  *s  production  of  asphaltum 2U0 

gypsum 585 

ocher 641 

pyrites. .-1 573 

salt 610 

Wyoming  gypsum 577 

petroleum 5,10,106 

sandstone 264-266,280 

Yellow  and  Rockingham  ware,  value  by 

States..--. 84^-348 

Zettlitz,  Bohemia,  kaolin  analyses 436-438 

Zinc  white 649 

imports 660 


